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LICENSEE: 

The inspection was an examination of the activities conducted under your license as they relate toradil!tions<!fetYllnd,•tq,cornpliii!,(lce_w:it~,t):l~.~l1!::1e.ar 1• • 

Regulatory Commission (NRC) rules and regulations and the conditions ofyourjlicense:.:The:inspection,consi~te~J:lfsel~ctiy~ 1ex,Cjmin<!!i9!1S·,Qf,_G: _:;•,.: 1c 
procedures and representative records, interviews with personnel, and observationsrby •the :inspector, .JI:l.e: inspe~i911 ~11dii)Q~-.a!lil:C!S.f9ll()l!lf1'_:,,, m: '· .. , 

~r:;{ 1. Based on the inspection findings, no violations were identified. . . ,. r., •nr~:·. .-:::"u .. ;s .vr11 c 

i] 2. Previous violation(s) closed. ! ·"),.;., I• ·:,·.·· .• ·,-··:J 
·! 

3. The violations(s), specifically described to you by the inspector as nbn-citedviolatioos.:a~e:notb~)ng_(;;itei;I_Qllra_us~JI:l.~y,we~f11 ~~tf-i~E:1!ltifi~d,. 
non-repetitive, and corrective action was or is being taken, and the remaining criteriain:I~·NRp,~ofg~ceJ(l!l{ltJ;',o!icy, to-e)lerc;is~ .. ,.r; , 1 , 

discretion, were satisfied. , , ,,_ · 

Non-cited violation(s) were discussed involving the foll~wing requirement(s): 

! 
4. During this inspection, certain of your activities, as described below ,and/or attacfled,wf;lrce ,ip.viq~liqn,of ,t)I~Q,~equiH~J)1~!}1s a,ncl a_re, b,E;i'19· '" . 

cited in accordance with NRC Enforcement Policy. This form is a NOTICE OF VIOLATIQ~; wni.otlm_ay ,1:1~ S,upj,ect-,IQ:e~?~ting iflcljpcprd!'l!lCf!,, 
with10CFR19.11. ; :, ,, .,. . 

(Violations and Corrective Actions) 

Statement of Corrective Actions 
I hereby state that, within 30 days, the actions described by me to the Inspector will be tliken to ~orrect .. the yioll3tion~ ide,r,.tified. This,statement.of . :· 
corrective actions is made in accordance with the requirements of 10 CFR 2.201 (corrective steps already. taken, corre~tive steps. which will be taken, 
date when full compliance will be achieved). I understand that no further written response to NRC will be required, unless specifically requested, 
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U.S. NUCLEAR REGULATORY COMMISSION 

Docket File Information 
SAFETY INSPECTION REPORT AND COMPLIANCE INSPECTION 

1. LICENSEE/LOCATION INSPECTED: 

Baer Engineering, LLC 
313 N. Jackson Street 
Perryville, MO 63775 

REPORT NUMBER(S) 13-01 

3. DOCKET NUMBER(S) 

030-38604 

6. INSPECTION PROCEDURES USED 

IP 87124 

2. NRC/REGIONAL OFFICE 

Region III 
U. S. Nuclear Regulatory Commission 
2443 Warrenville Road, Suite 210 
Lisle, IL 60532-4352 

4. LICENSE NUMBER(S) 

24-35033-01 

7. INSPECTION FOCUS AREAS 

03.01 through 03.07 

5. DATE(S) OF INSPECTION 

4/8/2013 

SUPPLEMENTAL INSPECTION INFORMATION 
1. PROGRAM CODE(S) 

3121 

2. PRIORITY 

5 

[{] Main Office Inspection 

[] Field Office Inspection 

3. LICENSEE CONTACT 

Mark Halbert 

Next Inspection Date: 

4. TELEPHONE NUMBER 

(573) 547-2310 

4/8/2018 

---------------------------------------

D Temporary Job Site Inspection 

PROGRAM SCOPE 

This was an initial inspection for this licensee. The licensee is a small engineering firm that employs six individuals. 
The licensee possesses one Troxler Model 3400 series moisture density gauge for use during the construction season 
(May-November) for soils engineering projects. The licensee does not perform any service or maintenance activities 
on its gauges; these services are performed by the manufacturer. Currently, the licensee employs one authorized gauge 
users who have completed manufacturers training. Device is stored in a vault in the licensee's office in Perryville, 
Missouri, in a locked wooded cabinet which contains a lock and chain to lock the gauge inside the cabinet. 

Performance Observations 

At the time of this inspection, the gauges were not in use. The operator possessed required shipping papers which 
contained all appropriate information and were accessible in the transport vehicle. Gauge/case were locked and 
chained to the rear of the vehicle during transport. The licensee has one pick up truck with a lockable cap and a seconf 
lock and chain to secure the gauge case inside to pick up truck bed. The operator demonstrated an adequate level of 
understanding of emergency and handling procedures during interviews. Security during transport was described with 
no problems noted. The inspector observed other program areas which included dosimetry, 20.1101 audits, leak tests, 
inventory checks, and survey instrument availability. 

No violations of NRC requirements were identified during the inspection. 
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