
Southern California Edison Company 
P.O BOX 800 

2244 WALNUT GROVE AVENUE 

ROSEMEAD. CALIFORNIA 91770 

June 23, 1980 

U. S. Nuclear Regulatory Commission 
Office of Inspection and Enforcement 
Region V 
1990 North California Boulevard 
Suite 202, Walnut Creek Plaza 
Walnut Creek, California 94595 

!k- Attention: Mr. R. H. Engelken, Director 

DOCKET NO. 50-206 
SAN ONOFRE UNIT 1 

Dear Sir: 

Reference: (1) Letter dated May 28, 1980 from SCE (J. M. Curran) to 
NRC (R. H. Engelken).  

The referenced letter provided notification of rejectable indications 
found in a feedwater piping weld using radiographic examination and reported 
as required by IE Bulletin 79-13. This letter constitutes a followup report 
in accordance with the provisions of Section 6.9.2.b of Appendix A to the 
Provisional operating License DPR-13.  

The referenced letter discussed indications found in the root of a weld 
associated with an elbow located outside the secondary shield at the first 
support upstream of "A" steam generator feedwater nozzle. The initial 
report was based upon partial completion of examinations of the feedwater 
system inside containment. Currently, all accessible feedwater welds inside 
containment (a total of 31) have been inspected. Radiographic examination 
has revealed seven (7) welds with original construction indications in excess 
of the allowable limits of the ASME B&PV Code, Section XI. The indications 
noted were: 

Indications 
Line Number Weld Number Type Length S 

391 4 Lack of Penetration 30 inches 
391 6 Lack of Penetration 34 inches 
392 4 Lack of Penetration 25 inches 
392 8 Slag 5 inches 
392 2 Porosity 6 inches 
392 12 Lack of Penetration 24 inches 
393 6 Lack of Penetration 3 inches 
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Of the welds having a lack of penetration, two welds were replaced and 
three were repaired. The remaining two welds containing porosity and slag 
inclusions were also repaired. All work was performed under the requirements 
of the ASME B&PV Code, Section XI.  

All repaired or replaced welds were radiographically examined after 
completion of the required work and found to be acceptable. It has been 
determined that the indications discovered during this inspection occurred 
during original plant construction. None of these indications are service 
induced.  

If you should require additional information concerning these results, 
please contact me.  

Sincerely, 

H. L. Ottoson 
Manager of Nuclear Operations 

Enclosure: Licensee Event Report 80-027 

cc: Director, Office of Inspection and Enforcement (30) 
Director, Office of Management Information & Program Control (3) 
L. Miller - USNRC Resident Inspector 
Director, Nuclear Safety Analysis Center


