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QUALITY ASSURANCE REQUIREMENTS FOR INSTALLATION, INSPECTION,
AND TESTING OF MECHANICAL EQUIPMENT AND SYSTEMS

A. INTRODUCTION Book, Revision 0) and WASH 1284, "Guidance on
Quality Assurance Requirements During the Operations

Appendix B, "Quality Assurance Criteria fur Nuclear Phase of Nuclear Power Plants," dated October 26, 1973
Power Plants and Fuel Reproccssing Plants," to 10 CFR (Orange Book, Revision 0) contain gu, ce on accept-
Part 50, "Licensing of Production and Utilization able methods of implementing por, f the quality
Facilities," establishes overall quality assurance require- assurance program. These docurnnits a' lrjsed by the
ments for the design. construction, and operation of NRC staff in the evaluation of apAwations r construs-
safety-related structures, systems, and components of tion permits and operatigi . ASH 1284 con-
nuclear power plants. This guide describes a method tains extracts of proposed stodara 5.2.8 (Draft 3,
acceptable to the NRC staff for complying with the Rev. 2) and WASH 1309 aon ns proposed standard
Commission's regulations with regard to quality assur, N45.2.8 (Draft 3, Rev.-3)?,NSIlN45.2.8-1975 reflects
ance requirements for installation, inspection, and test- development from.-the _Prb'.' versions referenced in
ing of mechanical equipment and systems for water- the above WASH ý'docuniints to the final version
cooled and highl.tempcrature gas-cooled nuclear power approved by tl't e eicn National Standards Institute.
plants., .. , ",,,:pat.No 'substaaiiv changes have been made to NRC

B.•, DISCUSSION..... guidance'oa quafity assurance requirements for installa-B.loninseeton, and testing of water-cooled and high-

Working Group N45.2,8' of the American National&... tempwerat-ure gas-cooled nuclear power plant mechanical. ... ,.,..W... . .t,,;:,.eq ." tpme'nt from tihat previously provided.
* :Standards Committee N45. Reactor Plants and fr uttrispo

Maintenance, has prepared a standard that includesqUality assurance requirementst is important to consider the relationship of the
qualit + r , .,:•-equi pmentsfis -atos C.,, ',.quality assurance requirements included in Sections III
S tion, and lesting of mechanical equipmentand X of the ASME Boiler and Pressure Vessel Code. ~ ~ ~ ~ ~ ~ ~ z m eaue .". ,,. as . ala A / ieAcotl~lralO trssr k.d d ofor water-cooled and high-temperatre;gascoe with those included in ANSI N45.2.8-1975.Code-covered
nuclear power plants. This standard was aifc, by .c<Sub.ommi.te N , NuclearQut u t- activities are primarily intended to assure the integrity ofS 'ubcommittee rN45.2, Nuclear Q.uality Assurance Stand. the pressure boundary of an item. Not all activities of
ards, of the American National Standards Committee th pressu e ary of an te Not Tve od
N45 and the full committeejIt was subsequently safety inportance are covered by the Code. The Code
approved and designated !-N45 2.81975= by the es not cover requirements to assure operability of
American National Standards institute'on May 20, 1975. components. Accordingly, activities of N4S.2.8.1975

apply to Code components except for those activities
NRC documents WAStl 1309.+' Guidance on Quality addressed in the Code. The applicability ofAsQulriy .. N45.2.8-1975 and Sections III and Xl of the ASME

Assurce Requrm s Drng th Construction Boiler and Pressure Vessel Code is addressed in Section
of Nuclear Pd6'er.Plants," dated May 10, 1974 (Green 1of anS NsrV eC8 es7St",.:. ...... . .1.2 of ANSI N45.2.8-1975.

'ANSI N45.2.8-1975, "Supplementary Quality Assurance C. REGULATORY POSITION
Requirements for 'Installation. Inspection, and Testing of
Mechanical Equipment and Systems for the Construction
Phase of Nuclear Power Plants." Copies may be obtained from The requirements for installation, inspection, and
the America.,, Society of Mechanical Engineers, 345 East 47th testing of mechanical equipment and systems of water-

. Street. New York, New York 10017. cooled and high-temperature gas-cooled nuclear powe;
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Regulatorr Guides are issued to describe and make available to the public 5 rvire Section.
methods acceptable to the NRC Statf of Impltmenting Specific parts Of the
Commit;o Cs regulations. to delineate technipues used by the Stall n eavlu. The guides are issuedin the foliowing ton broad dlvlsions;
asing specific Oroblems or postulated accidents, or to provide guidarnce to eppli.
cents Regulatory Guides a'e not substitutes tor regulttions. and compliance 1I Power Reactors S. Products
withl them is not requited Methods and solutlons dilferent from those set out in 2'. Research and Test Roeators l. Tronsportetion
the guides wtiI he acceptable it they provide e basil tat the findtngs reou mlte to 3. Fuels and Materials Facilities 8. Occupational Hlelth
the essuanca or colloninuance of a petmit or license by the Commission 4. Ernvirornmental and Siting S. Antitrusft RevIew
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mania and to alletl new tnforrnamton ot ospertence, However. comments on Copies of published guides may be obtained by written request Indictltng the
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plants that are included in ANSI N45.2.8-1975 are
acceptable to the NRC staff and provide an adequate
basis for complying with the pertinent quality assurance
requirements of Appendix B to 10 CFR Part 50. subject
to the following:

I. Subdivision 1.5 of ANSI N45.2.8-1975 states:
"Documents that are required to be included as a part of
this standard are identified at the point of reference and
described in Section 8 of this standard." The specific
acceptabiilty of these listed documents has been or will
be covered separately in other regulatory guides or in
Commission regulations where appropriate.

Although ANSI N45.2.8-1975 is entitled "Supple-
mentary Quality Assurance Requirements for Installa-
lion, Inspection, and Testing of Mechanical Equipment
and Systems for, the Construction Phase of Nuclear
Power Plants." the requirements included in the stand-.ard are considered to be applicable during thle operations
phase as well as the construction phase and should be
followed for those applicable operations phase activities
that are comparable to activities occurring during ihe
construction phase, hI this regard, it should be noted
that N45.2.8-1975 does not address radiological con-
sideralions associated with installation, inspection, and
testing of mechanical components in radioactively con-

3. Section 5 of N45.2.8.1975 includes requirements
for installed system inspections and tests. Individual
subsections address preoperational tests, cold functional
tests. attd huot functional tests. Regulatory Guide 1.68,

"Preoperational and Initial Startup Test Programs for
Water-Cooled Power Reactors," describes a method
acceptable to the NRC staff fot complying with the
Commission's regulations with regard to preoperational
and initial startup testing programs for water-cooled
nuclear power plants. 2 In this regard, the requirements
of Section 5 of N45.2.8-1975 pertaining to preopera-
tional tests, cold functional tests, and hot functional
tests should be used in conjunction with Regulatory
Guide 1.68.

D. IMPLEMENTATION

iThe purpose of this section is to provide information
to applicants regarding the NRC staff's plans for using
this regulatory guide.

This guide reflects current NRC staff practice. There-
fore. except in those cases in which the applicant
proposes an acceptable alternative method for corn.
plying with specified portions of the Commission's
regulations. tlte metl' ,, described herein is being and
will continue to be used in the evaluation of submittals
for operating license or constructiorl permit applications
until this guide is revised as a result of suggestions from
the public or additional staff review.

2 Although Regulatory Guide 1.68 pertains to preoperational and
initial startup test programs for water-cooled nuclear power
plants, it should be used as guidance in preparing prcopera-
tional and initial startup test programs for high-temperature
g3S-C0oold nuclear power plants.
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