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Gentlemen: 

The purpose of this letter is to inform you of a potential safety cuestior 
which has been raised recarding the design of reactor pressure vessel 
support systems for pressurized water reactors (FW's).  

On May 7, 1975 the tX was informed by a licensee that certain transient loads 
on the reactor vessel support merbers that would result from a postulated 
reactor coolant pipe runture immediately adjacent to the reactor vessel had 
been underestimated in their oricinal design analyses.  

It Is the NYC staff's opinion that the question related to the treatrment of 
transient loads in the desian of reactor vessel support systes may apply 
to other WP facilities, especially those for whic the design analyses were 
performed some tire acgo. Ve have therefore initiated a systeratic review 
of this matter to determine how these loads were taken into account on 
other WNP facilities, and whet, if any, corrective measures may be required 
for specific facilities.  

The results of licensee studies reported to date indicate that, although 
the marains of safety may be less than oricinally intended, the reactor 
vessel stqpport system would retain sufficient structural integrity to support 
the vessel and that the ultimate consequences of this postulated accident 
which could affect the ceneral public are no worse than orioinally stated.  
e have not conpleted our independent evaluation of these studies. However, 
based on the results of our evaluation of this pherewe.eon to date and in 
recognition of the low probability of the particular pipe rupture which 
could lead to additional transient loads on the support systems, we conclude 
that continued reactor operation and continued licensing of facilities for 

ieratior are acceptale while we conduct our generic review.
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fe reauest that you review the &s.ion bases for the reactor vessel support 

system for the ESan Crofre Nuclear Generatirn Station, Units 2 and 3, to 

determine whether the transient leads doscribed in the enclosure were taken 

into eccount approrriately in the design. Please infcre us of the results 

of your review within 30 &s.  

The attachmerts to the enclosure are provided to indicate the information 

that could be needed, shouli we determine, on the basis of your 

review, that a reasseseent of the vessel support desinr is required.  

!:e are continuing tc evaluate an6 review the Yrethodology for calculatina 

the subcoole, blowdowm lads with the nuclear steam system suppliers.  

You should cortact your nuclear stear system supplier for information 

recardin these calculations if necessary to corplete your review.  

This request for aeneric irformation was approved by GAO under a blanket 

clearance nurher E-180225 (P-0072). This clearance expires July 31, 197".  

Sincerely, 
Original Signed By 
EL A. airket 

Clan D. Parr, Chief 
Licht Water Feactors 

Prolect £ranch 1-3 
rivision of Reactor Licensinq 
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Statement of the Problerp 

ccI See pace ? 

OFFICEM RL:LWR 1-3 RL:LWR 1--.t3 
SURNAME __ 0DIR eIllyI - -- 0- - I 

DATED 110 5 10/.L/15---- 
(Re. . -53) AECM 0240 U.S. GOVERNMENT, PRINTING OFFICE: 1974 - 555-338



Southern California Kdison Comnany NOV 2 8 1975 
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cc: Rollin E. Joodbury, eneral Counsel 
S6uthern California Edison Company 
2244 T halnut Grove Avenue 
P. 0. Box 300 
Rosemad, California 91770 

Chickering & Gregory, General. Counsel 
San Diego Gas and Electric Company 
111 Sutter Street 
San Irancisco, California 94104 

Mr. Larry I. Moss 
15201 DePauw 
Pacific Palisades, California 90272 

tfr. David Sakai 
345 North Perry Avenue 
Montebello, California 90640 

Frederick P. Sutherland, Esq.  
Center for Law in the Public Interest 
10203 Santa 1bnica Boulevard 
Los An-eles, California 90067 

ir. Kenneth E. Carr 
City IAinager 
City of San Clemente 
100 Avenido Presidio 
San Clemente, California 92672 

Alan R. Watts, Esq.  
Assistant City Attorney 
City Hall 
Anahein, California 92805 

Lawrence Q. (ircia, Esq.  
California Public Utilities Comnission 
5066 State Building 
San Francisco5 California 94102 

(eorge Spiepel, Esq.  
2600 Virs.ixda Avenue, N. U.  
Washington, D. C. 20036 

o ..ICE..........................................  

SURNAMCE . . . ...............................  

DATK ........ . . ..................... ....... .  

Form AEC-318 (Rev. 9.53) AECM 0240 U. S. GOVERNMENT PRINTING OFFICES 1974-526.16.
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Gentlemens 

The purpose of this letter is to inform you of a potential safety question 
which has been raised regarding the design of reactor pressure vessel 
support systems for pressurized water reactors (PWR's).  

On May 7, 1975 the NC was informed by a licensee that certain transient loads 
on the reactor vessel supprt werbers that would result from a postulated 
reactor coolant pipe rupture inmediately adjacent to the reactor vessel had 
been underestimated in their oricinal design analyses.  

It Is the NBC staff's opinion that the question related to the treaty-ent of 
transient loads in the desimn of reactor vessel support systes moy apply 
to other PF facilities, especially those for which the design analyses were 
performed some tire ago. Ve have therefore initiated a systeratic review 
of this matter to determine how these loads were taken into account on 
other PWP facilities, and whet, if any, corrective Treasures may be required 
for snecific facilities.  

The results of licensee studies reported to date indicate that, althouch 
the margains of safety ray be less than oricinally intended, the reactor 
vessel support system would retain sufficient structural intecgritv to support 
the vessel and that the ultimate consequences of this postulated accident 
which could affect the ceneral public are no worse than oricinally stated.  
We have not completed our independent evaluation of these studies. However, 
based on the results of our evaluation of this penmeeon to date and in 
recoqnition of the low probability of the particular pipe rupture which 
could lead to additional transient leads or the support systemrs, we conclude 
that continued reactor operation and continued licensing of facilities for 
oeration are acceptable while we conduct our generic review.
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ve reauest that you review the desion bases for the reactor vessel suport 

system for the san Onofte Nuclear Generatinm Station, Units 2 and 3, to 

determine whether the transient leads descrited in the enclosure were taken 

into account appropriately in the desimn. Pleae infcrw us of the results 

of your review within 30 days.  

The attachments to the enclosure are provided to irdicate the information 

thet could be needed, should we determine, on the basis of your 

.review, that r reassessrent of the vessel support desigin is required.  

!Ce are continuing to evaluate an6 review the rethodoloy for calculatinc 

the subcooleed blowdown lad9s with the nuclear steam systemt, suppliers.  

You should cortact your nuclear stear systen supplier for information 

reqardin these calculations if necessary to complete your review.  

This request for oeeric information was approved by GAO under a blanket 

clearance number F-180225 (P0072). This cearance expires July 31, 1977.  

Sincerely, 
Original Signed By 

&A. irket 

Clan D. Parr, chief 
Liaht Water Feactors 
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Nt'. Lurry E. tbss 
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ENCLOSURE 

STATEMENT OF TBE PROBLEM 

In the unlikely event of a PWR pfimary coolant system pipe rupture in, the 
immediate vicinity of the reactor vessel, fransient'loads originatina from 
three principal causes will be exerted on the reactor vessel support system.  
These are: 

1. Blowdown jet forces at the location of the rupture (reaction forces.),.  

2. Transient differential pressures inthe annular region between the vesse 
and the shield, and 

3; Transient differential pressures across the dore barrel within the reactcr vessel.  

The blowdown jet forces are adequately understood and desion protedures are 
available to account for them. Both of the "differential pressure" forces, 
however, are three-dirnsional and tifte dependent and require sophisticated.  
analytical procedures to translate them into loads actino on the.reactor* 
vessel support system,. .All of the loads are resisted by the ibertia and 
by the support members and restraints of other compponents of the primary 
coolant system ihcludino the reactor pressure vessel supports.  

The transient differential pressure acting externally on the reactor vessel 
is a result of the flow of the blowdowne'fflient in the reactor cavity. The 
magnitude and 'the time dependence of the reiultina forces depends on the 
nature and the size of the pipe rupture, the clearance between the vessel 
and the shiel and the size andIocation of the vent openings leading from 
the cavity to the containment as a whole. For some time refined analytical 
methods have been available for calculating these transient differential 
pressures (multi-node analyses). The results of such analyses indicate 
that the consequent loads on the vessel support system calculated by less 
sophisticated methods may not be as conservative as originally intended for 
earlier designs. Attachment 1 to this enclosure provides for your information 
a list of information requests for which responses could be needed for a 
proper assessment of the impact of the cavity differential pressure on the 
design adequacy of the vessel support system for a power plant.
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The controlling loads for design purposes, however, appear in typical cases 
to be those associated with the internal differential pressures across 
the core barrel. The internally generated loads are due to a momentary 
differential pressure which is calculate.to exist.across the core barrel 
when the pressure in the reactor annular reaion between the core barrel 
and vessel wall in the vicinity of the ruptured pipe is assumed to rapidly 
decrease to the saturation pressure of the primary coolant due to the outflow 
of water. Although the depressurization wave travels rapidly around-the 
core barrel, there is a finite period of time during which the-pressure in 
the annular region opposite the break location is assumed to remain at, or, 
near, the original reactor operating pressure. Thus, transient asymmetrical 
forces are exerted on the core barrel and the vessel wall which ultimately 
result in transient loads on 'the 'support systems. These are the loads which 
were underestimated by the licensee originally reportinagthis.problem and 
which may be underestimated in other.,cases. They are therefore of generic 
concern to the staff. Attachment 2 to this enclosure provides for your 
information a list of information requests for which .responseswould be needed 
for a proper assessment"of the impact that the vessel internal differential 
pressure, in conjunction with the 'other concurrent loads, could have on 
the desian adeauacy of the support system..  

In- that there' are' considerable differeices in the..reactor support system 
desians for various facilities and probably in the design marains provided 
by the desianers of older facilities, the underestimation of these "differ
ential pressure" loads- my or.may not result in .a determinatrion, that. the 
adeouacy of the vessel support system for a, specific facility is question
able. Since local failures in the vessel supports (such as plastic deformation) 
do not necessarily-lead to the failure. of the supponts .as an. intear.al system, 
there may be some limited teactor vessel irotion provided -that no further 
sionificant consequences would ensue arnd the emergency core cool-inq systems 
(ECCS) would be able'to"berform their'design functions.



ATTAC *1ENT 1 

CONTAINMENT SYSTEMS BRANCH 

REQUEST FOR ADDITIONAL INFORMATION 

In the unlikely event of a pipe ruptureinside major component subcompartments,.  

the initial blowdown transient would le ad to non-i"niform pressure loadings 

on both the structures and enclosed components. To assure the integrity of 

these design features, we request that you. perform a compartment multi-node 

pressure response analysis to.provide the following information: 

(a) The results of analyses of the differential. pressures resulting 

from hot leg and cold leg (pump, suction, and discharge) reactpr coolant 

system pipe ruptures within the reactor cavityiand pipe penetrations.  

(b) Describe the: nodalization sensiti vity study ,erformed to. determine 

the minimum number. of volume nodes required to conservatively.  

predict the maximum pressure within,-the reactor- cavity. The 

nodalization sensitivity study,should include consideration of 

spatial pressure variation; e.g., pressure variations circumferential ly, 

axially and radially..within the reactor, cavity.  

(c) Provide a schematic drawing showing the nodalization of the reactor 

cavity. Provide a tabulation of the .nodal net free volumes and 

interconnecting flow path areas.  

(d) Provide sufficiently detailed plan and. section drawings for several 

views showing the arrangement of the reactor cavity structure, 

reactor vessel, piping, and other major obstructions, and vent areas, 

to permit verification of the reactor cavity nodalization and vent 

locations.  

(e) Provide andjustify .the-break type and area used in each analysis.
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(f) Provide and justify values of vent loss coefficients .and/or friction 

factors used to calculate flow between nodal volumes. When a loss 

coefficient consists of more than one component, identify each 

component, its value and the flow area at which the loss coefficient 

'applies.  

(g) Discuss the manner in which movable obstructions to vent flow 

(such as insulation, ducting, plugs,.and-seals) were treated. Provide 

analytical justification for the removal of such items to obtain vent 

area. Provide justification that vent areas will not be partially or 

completely plugged by displaced objects.  

(h) Provide a table of blowdown mass flow rate and energy release rate'as 
a function of time for the reactor cavity design basis accid ent.  

(i) Graphically show the pressure (psia) and differential pressure (psi) 

responses as functions of time for each node. Discuss the basis for 

establishing the differential pressures.  

(j) Provide the peak calculated differential pressure and time of peak 

pressure for each node, and the design differential pressure(s) for the 

reactor cavity. Disciuss whether the design differential pressure is 

uniformly- applied to the reactor cavity or whether it is spatially 

varied. (Standard Review Plan 6.2.1.2, Subcompartment Analysis attached, 

provides additional guidance in establishing acceptible design values, 

for determining the acceptability of the calculated results.).



U.S. NUCLEAR REGULATORY COMMISSION February, 1975 

STANDARD REVIEW PLAN 
OFFICE OF NUCLEAR REACTOR REGULATION 

SECTION 6.2.1.2 SUBCOMPARTMENT ANALYSIS 

REVIEW RESPONSIBILITIES 

Primary - Containment Systems Branch (CSB) 

Secondary - Mechanical Engineering Branch (MEB) 
Core Performance Branch (CPB) 
Auxiliary and Power Conversion Systems Branch (APCSB) 

I. AREAS OF REVIEW 

The CSB reviews the information presented by the applicant in the safety analysis report 
concerning the determination of the design differential pressure values for containment sub
compartments. A subcompartment is defined as any fully or partially enclosed volume within 
the primary containment that houses high energy piping and would limit the flow of fluid to 
the main containment volume in the event of a postulated pipe rupture within this volume.  
A short-term pressure pulse would exist inside a containment subcompartment following a 
pipe rupture within this volume. This pressure transient produces a pressure differential 
across the walls of the subcompartment which reaches a maximum value generally within the 
first second after blowdown begins. The magnitude of the peak value is a function of 
several parameters, which include blowdown mass and energy release rates, subcompartment 
volume, vent area, and vent flow behavior. A transient differential pressure response 
analysis should be provided for each subcompartment or group'of subcompartments that meets 
the above definition.  

The CSB review, includes the manner in which the mass and energy release rate into the break 
compartment were determined, nodalization of subcompartments, subcompartment vent flow 
behavior, and subcompartment design pressure margins. This includes a coordinated review 
effort with the CPB. The CPB is responsible for the adequacy of the blowdown model.  

The CSB review of the mass and energy release rates includes the basis for the selection of 
the pipe break size and location within each subcompartment containing a high energy line 
and the analytical procedure for predicting the short-term mass and energy release rates.  

The CSB review of the subcompartment model includes the basis for the nodalization within 
each subcompartment, the initial thermodynamic conditions within each subcompartment, the 
nature of each vent flow path considered, and the extent of entrainment assumed in the vent 
flow mixture. The review may also include an analysis of the dynamic characteristics of 
components, such as doors, blowout panels, or sand plugs, that must open or be removed to 

USNRC STANDARD REVIEW PLAN 

Standard review plans are prepared for the guidance of the Office of Nuclear Reactor Regulation staff responsible for the review of applications to construct and 
operate nuclear power plants. These documents are made available to the public as part of the Commission's policy to Inform the nuclear industry and the 
general public of regulatory procedures and policies. Standard review plans are not substitutes for regulatory guides or the Commisslon's regulations and 
compliance with them is not required. The standard review plan sections are keyed to Revision 2 of the Standard Format and Content of Safety Analysio Reports 
for Nuclear Power Plants. Not all sections of the Standard Format have a corresponding review plan.  

Published standard review plans will be revised periodically, as appropriate, to accommodate comments and to reflect new information and experience.  

Copies of standard review plans may be obtained by request to the U.S. Nuclear Regulatory Commission, Washington, D.C. 20555. Attention: Office of Nuclear 
Reactor Regulation. Comments and suggestions for improvement will be considered and should also be sentto the Office of Nuclear Reactor Regulation.



provide a vent flow path, and the methods and.results of components tests performed to 

demonstrate the validity of these analyses. The analytical procedure to determine the loss 

coefficients for each vent flow path and to predict the vent mass flow rates, including 

flow correlations used to compute sonic and subsonic flow conditions within a vent, is re

viewed. The design pressure chosen for each subcompartment is also reviewed. On request 

from the APCSB, the CSB evaluates or performs pressure response analyses for subcompartments 

outside containment.  

The MEB is responsible for reviewi! the acceptability of the break locations chosen and 

of the design criteria and provision. methods employed to justify limited pipe motion 

for breaks postulated to occur within ;ubcompartments (See Standard Review Plan 3.6.2).  

ACCEPTANCE CRITERIA 

1. The subcompartment analysis should incorporate the following assumptions: 

a. Break locations and types should be chosen according to Regulatory Guide 1.46 for 

subcompartments inside containment and to Branch Technical Position MEB 3-1 

(attached to Standard Review Plan 3.6.2) for subcompartments outside containment.  

An acceptable alternate procedure is to.postulate a circumferential double-ended 

rupture of each high pressure system pipe in the subcompartment.  

b. Of several breaks postulated on the basis of a, above, the break selected as the 

reference case for subcompartment analysis should yield the highest mass and 

energy release rates, consistent with the criteria for establishing the break 

location and area.  

c. The initial plant operating conditions, such as pressure, temperature, water 

inventory, and power level, .should be selected to yield the maximum blowdown 

conditions. The selected operating conditions will be acceptable if it can be 

shown that a change of each parameter would result in a less severe blowdown 

profile..  

2. The analytical approach used .to compute the mass and energy release profile will be 

accepted if both the computer program and volume noding of the piping system are 

similar to those of an approved emergency core cooling system (ECCS) analysis. The 

computer programs that are currently acceptable include SATAN-VI (Ref. 24), CRAFT 

(Ref. 23), CE FLASH-4 (Ref. 25), and RELAP3 (Ref. 21), when a flow multiplier of 

1.0 is used with the applicable choked flow correlation. An alternate approach, 

which is also acceptable, is to assume a constant blowdown profile using the initial 

conditions with an acceptable choked flow correlation. When RELAP-4 is accepted by 

the staff as an operational ECCS blowdown code, it will be acceptable for subcompart

ment analyses.  

3. The initial atmospheric conditions within a subcompartment should be selected to max

imize the resultant differential pressure. An acceptable model would be to assume air 

at the maximum allowable temperature, minimum absolute pressure, and zero percent rel

ative humidity. If the assumed initial atmospheric conditions differ from these, the 

selected values should be justified.  

6.2.1.2-2



Another model that is also acceptable, for a restricted class of subcompartments, in

volves simplifying the air model outlined above. For this model, the initial atmos

phere within the subcompartment is.modeled as a homogeneous water-steam mixture with 

an average density equivalent to the dry air model. This approach should be limited.  

to subcompartments that have choked flow within the vents. However, the adequacy of 

this simplified model for subcompartments having primarily subsonic flowthrough the 

vents has not been established.  

4. Subcompartment nodalization schemes should be chosen such that there is no substantial 

pressure gradient within a node, i.e., the nodalization scheme should be verified by a 
sensitivity study that includes increasing the number of nodes until the peak cal

culated pressures converge to small resultant changes.  

5. If vent flow paths are used which are not immediately available at the time of pipe 

rupture, the following criteria apply: 

a. The vent area and resistance as a function of time after the break should be 

based on a dynamic analysis of the subcompartment pressure response to pipe 

ruptures.  

b. The validity of the analysis should besupported by experimental data or a 

testing program should be proposed at the construction permit stage that will 

support this analysis.  

c. The effects of missiles that may be generated during the transient should be 

considered in the safety analysis.  

6. The vent flow behavior through all flow paths within the nodalized compartment model 

should be based on a homogeneous mixture in thermal equilibrium, with the assumption 

of 100% water entrainment. In addition, the selected vent critical flow correlation 
should be conservative with respect to available experimental data. Currently accept

able vent critical flow correlations are the "frictionless Moody" with a multiplier of 

0.6 for water-steam mixtures, and the thermal homogeneous equilibrium model for 

air-steam-water mixtures.  

7. At the construction permit stage, a factor of 1.4 should be applied to the peak 

differential pressure calculated in a manner found acceptable to the CSB for the 

subcompartment. The calculated pressure multiplied by 1.4 should be considered the 

design pressure. At the operating license stage, the peak calculated differential 

pressure should not exceed the design pressure. It is expected that the peak calcu

lated differential pressure will not be substantially different from that of the 

construction permit stage. However, improvements in the analytical models or .changes 

in the as-built subcompartment may affect the available margin.  

III. REVIEW PROCEDURES 

The procedures described below are followed for the subcompartment analysis review. The 

reviewer selects and emphasizes material from these procedures as may be appropriate for 
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a particular case. Portions of the review may be carried out on a generic basis or by 

adopting the results of previous reviews of plants with essentially the same subcompartment 

and high pressure piping design.  

The CSB reviews the initial conditions selected for determining the mass and energy release 

rate to the subcompartments. These values are compared to the spectrum of allowable opera

ting conditions for the plant. The CBS will ascertain the adequacy of the assumed conditions 

based on this review.  

The CSB confirms with the MEB the validity of the applicant's analysis of subcompartments 

containing high energy lines and postulated pipe break locations, using elevation and 

plan drawings of the containment showing the routing of lines containing high energy 

fluids. The CSB determines that an appropriate reference case for subcompartment analysis 

has been identified. In the event.a pipe break other than a double-ended pipe rupture is 

postulated by the applicant, the MEB will evaluate the applicant's justification for 

assuming a limited displacement pipe break.  

The CSB may perform confirmatory analyses of the blowdown mass and energy profiles within 

a subcompartment. The analysis is done using the RELAP3 computer program (See Reference 

21 for a description of this code). The purpose of the analysis is to confirm the predic

tions of the mass and energy release rates appearing in the safety analysis report, and to 

confirm that an appropriate break location has been considered in this analysis. The use 

of RELAP3 will continue until the RELAP4 computer code has been approved by the staff as 

an acceptable blowdown code. At that time, the CSB will replace RELAP3 with RELAP4 for 

all subsequent analyses.  

The CSB determines the adequacy of the information in the safety analysis report regarding 

subcompartment volumes, vent areas, and vent resistances. If a subcompartment must rely 
on doors, blowout panels, or equivalent devices to increase vent areas, the CSB reviews 
the analyses and testing programs that substantiate their use.  

The CSB reviews the nodalization of each subcompartment to determine the adequacy of the 

calculational model. As necessary, CSB performs iterative nodalization studies for sub

compartments to confirm that sufficient nodes have been included in the model.  

The CSB compares the initial subcompartment air pressure, temperature, and humidity condi

tions to the.criteria of II, above, to assure that conservative conditions were selected.  

The CSB reviews the bases, correlations, and computer codes used to predict subsonic and 

sonic vent flow behavior and the capability of the code to model compressible and un

compressible flow. The bases should include comparisons of the correlations to both 

experimental data and recognized alternate correlations that have been accepted by the 

staff.  
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Using the nodalization of each subcompartment as specified in the safety analysis report, 
the CSB performs analyses using one of several available computer programs to determine 
the adequacy of the calculated peak differential pressure. The computer program used will 
depend upon the subcompartment under review as well as the flow regime. At the.present 
time, the two programs used by the CSB are RELAP3 (Ref. 21) and CONTEMPT-LT (Refs. 7, 8, 
and 9). A multi-volume computer code is currently under development.  

At the construction permit stage, the CSB will ascertain that the subcompartment design 
pressures include appropriate margins above the calculated values, as given in II, above.  

IV. EVALUATION FINDINGS 

The conclusions reached on completion of the review of this section are presented in 
Standard Review Plan 6.2.1.  

V. REFERENCES 

The references for this plan are those listed in Standard Review Plan 6.2.1, together with 
the following: 

la. Regulatory Guide 1.46, "Protection Against Pipe Whip Inside Containment." 

2a. Standard Review Plan 3.6.2, "Determination of Break Locations and Dynamic Effects.  
Associated with the Postulated Rupture of Piping," and attached Branch Technical 
Position MEB 3-1, "Postulated Break and Leakage Locations in Fluid System Piping 
Outside Containment." 
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ATTACHMENT 2 

MECHANICAL ENGINEERING BRANCH 

REQUEST FOR ADDITIONAL INfFORMATION 

Recent analyses have shown that reactor pressure vessel supports may be 

subjected to previously underestimated lateral 10ads under the conditions 

that would exist if an instantaneous double ended break is postulated in 

the reactor vessel cold leg pipe at the vessel nozzle. It is therefore 

necessary to reassess the capability of the reactor coolant system 'supports 

to limit the calculated motion of the reactor-vessel during a postulated cold 
leg break within bounds necessary to assure a high probability that the 

reactor could be brought safely to a -cold-shutdown condition-.  

The following information is required for purposes of making the necessary 

reassessment of the reactor vessel supports: 

1. Provide engineering drawings of the reactor support system sufficient 

to show the geometry of all principle elements and materials 6f con

struction.  

2. Specify the detail design loads used in the original design analyses of 

the reactor supports giving. magnitude, direction of application and the 

basis for each load. Also provide the calculated maximum stress in each 

principle element of the support system and the corresponding allowable 

stresses.  

3. Provide the information requested in 2 above for the RV supports con

sidering a postulated break at the cold leg nozzle. Include a summary 
of the analytical methods employed and specifically state the effects of 

short term pressure differentials across the core.barrel in combination



with all external loadings calculated to result from the required 

postulate. This analyis 'should consider: 

(a) limited displacement brak areas. wheyre applicable 

(b) consideration of fluid structure interaction 

(c). use of actual time dependent forcing function.  

(d), reactor support stiffness.  

4. If the results of the analyses'required by .3 above.indicates loads 

leading to inelastic action,.in the reactorsupports or displacements 

exceeding previous design.limits -provide an evaluation of the folowing: 

(a) Yield behavior (-effects of possible strain energy buildup) of the 

material used in the reactor support design and the effect on the loads 

transmitted to the reactor coolant system and the backup 

structures to which the reactor coolant system supports are attached.  

(b) The adequacy of the reactor coolant system piping, control rod 

drives, steam generator and pump supports, structures' surrounding 

the reactor coolant system, reactor internals and ECCS piping, 

to assure that the reactor can be safely brought to cold shutdown.  

t.


