
o 5 UNITED STATES 
0 gNUCLEAR REGULATORY COMMISSION 

WASHINGTON, D. C. 20555 

CAROLINA POWER & LIGHT COMPANY 

DOCKET NO. 50-261 

H. B. ROBINSON STEAM ELECTRIC PLANT, UNIT NO. 2 

AMENDMENT TO FACILITY OPERATING LICENSE 

Amendment No. 126 
License No. DPR-23 

1. The Nuclear Regulatory Commission (the Commission) has found that: 

A. The application for amendment by Carolina Power & Light Company 
(the licensee), dated February 13, 1990, complies with the 
standards and requirements of the Atomic Energy Act of 1954, as 
amended (the Act), and the Commission's rules and regulations set 
forth in 10 CFR Chapter I; 

b. The facility will operate in conformity with the application, the 
provisions of the Act, and the rules and regulations of the 
Commission; 

C. There is reasonable assurance (i) that the activities authorized 
by this amendment can be conducted without endangering the health 
and safety of the public, and (ii) that such activities will be 
conducted in compliance with the Commission's regulations; 

D. The issuance of this amendment will not be inimical to the common 
defense and security or to the health and safety of the public; 
and 

E. The issuance of this amendment is in accordance with 10 CFR Part 
51 of the Commission's regulations and all applicable requirements 
have been satisfied.  

2. Accordingly, the license is amended by changes to the Technical 
Specifications, as indicated in the dttachment to this license amendment; 
and paragraph 3.8 of Facility Operating License No. DPR-23 is hereby 
amended to read as follows: 

9005640214 900427 
PDR ADOCK 05000261



-2

(B) Technical Specifications 

The Technical Specifications contained in Appendices A and 8, as 
revised through Amendment No. 126 , are hereby incorporated in the 
license. Carolina Power & Light Company shall operate the facility 
in accordance with the Technical Specifications.  

3. This license amendment is effective as of the date of its issuance.  

FOR THE NUCLEAR REGULATORY COMMISSION 

Ronnie Lo/for 

Elinor G. Adensam, Director 
Project Directorate II-1 
Division of Reactor Projects - I/II 
Office of Nuclear Reactor Regulation 

Attachment: 
Changes to the Technical 

Specifications 

Date of Issuance: April 27, 1990 
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ATTACHMENT TO LICENSE AMENDMENT NO. 126 

FACILITY OPERATING LICENSE NO. DPR-23 

DOCKET NO. 50-261 

Replace the following pages of the Appendix A Technical Specifications 
with the enclosed pages. The revised areas are indicated by marginal lines.  

Remove Pages Insert Pages 

3.5-18 3.5-18 

3.5-19b 3.5-19b 

4.1-9a 4.1-9a



TABLE 3.5-5 
(THIS TABLE APPLIES WHEN THE RCS IS > 350 0 F) 

INSTRUMENTATION TO FOLLOW THE COURSE OF AN ACCIDENT 

2 
1 OPERATOR ACTION 

MINIMUM IF CONDITIONS OF 
CHANNELS COLUMN 1 CANNOT NO. INSTRUMENT OPERABLE BE MET 

1 Pressurizer Level 2 See Item 9 Table 3.5-2 
2 Auxiliary Feedwater Flow Indication Note 1 

(Primary Indication) 
SD AFW Pump 1 per S/C 
MD AFW Pump 1 per S/C 

3 Reactor Coolant System Subcooling Monitor 1 Note 2 
4 PORV Position Indicator (Primary) 1 Note 3 

5 PORV Blocking Valve Position Indicator (Primary) 1 Note 3 

6 Safety Valve Position Indicator (Primary) 1 Note 3 
0o 7 Noble Gas Effluent Monitors * 

a. Main Steam Line 1 per steamline Note 4 b. Main Vent Stack 
High Range 1 Note 4 Mid Range 1 Note 4 c. Spent Fuel Pit-Lower Level 
High Range 1 Note 4 

8 CV High Range Radiation Monitor * 2 Note 4 
9 CV Level (Wide Range) * 

2 Note 5 
10 CV Pressure (Wide Range) ** 2 Note 5 
11 CV Hydrogen Monitor *** 1 Note 6 

12 Reactor Vessel Level Instrumentation System (RVLIS) 2 Note 7 
zo 13 Incore Thermocouple (T/C) 2 T/C per core quadrant Note 8 

* Conainment Water Level Monitor - NUREC-0737 Item II.F.1.5 
** Containment Pressure Monitor - NUREG-0737 Item II.F.1.4 

*** Containment Hydrogen Monitor - NUREG-0737 Item II.F.1.6 
** Containment High-Range Radiation Monitor - NUREG-0737 Item II.F.1.3 ***** Noble Gas Effluent Monitors - NUREG-0737 Item II.F.1.1



TABLE 3.5-5 (Continued) 

INSTRUMENTATION TO FOLLOW THE COURSE OF AN ACCIDENT 

TABLE NOTATION 

Note 7:* With the number of OPERABLE channels one less than the MINIMUM CHANNELS OPERABLE requirement, 
restore the inoperable channel to OPERABLE status within 7 days, or be in at least HOT SHUTDOWN 
within the next 12 hours.  

With the number of operable channels two less than the MINIMUM CHANNELS OPERABLE requirement, 
restore at least one channel to operable status within 48 hours, or be in at least HOT SHUTDOWN 
within the next 12 hours.  

Note 8: With the number of operable thermocouples one less than required by the MINIMUM CHANNELS OPERABLE 
requirements, restore the inoperable thermocouples to operable status within 7 days or be in at 
least HOT SHUTDOWN within the next 12 hours and < 350*F within the next 30 hours.  

With the number of operable thermocouples two less than the MINIMUM CHANNELS OPERABLE 
requirement, restore at least one thermocouple to OPERABLE status within 48 hours or be in at 
least HOT SHUTDOWN within the next 12 hours and < 350'F within the next 30 hours.  

c

* For the remainder of Cycle 13 and Cycle 14, Note 7 above is superseded by the following: 

With the number of OPERABLE channels one less than the MINIMUM CHANNELS OPERABLE requirement, 
restore the inoperable channel to OPERABLE status within 7 days or prepare and submit a Special 
Report to the Commission within the following 14 days outlining the action taken, the cause of 
inoperability, and the plans and schedule for restoring the system to OPERABLE status..  

With the number of operable channels two less than the MINIMUM CHANNELS OPERABLE requirement, 
ensure the availability of an alternate method of monitoring the reactor vessel inventory.  
Restore at least one channel to operable status within 48 hours and prepare and submit a Special Report to the Commission within the following 14 days outlining the action taken, the cause of 
inoperability, and the plans and schedule for restoring the system to OPERABLE status.  
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TABLE 4.1-1 (Continued) 

48. Reactor Vessel Level Instrumentation 
System (RVLIS) M R N.A.  

49. Incore Thermocouple Temperature 
Instrumentation M R N.A.  

+ Containment Water Level Monitor - NUREG 0737 Item II.F.1.5 
++ Containment Pressure Monitor - NUREC-0737 Item II.F.1.4 

+++ Containment Hydrogen Monitor - NUREC-0737 Item II.F.1.6 
++++ Containment High-Range Radiation Monitor - NUREC-0737 Item II.F.1.3 

# Calibration performed in accordance with CP&L's letter dated April 28, 1982; S. R. Zimmerman to 
S. A. Varga.  

S - At least once per 12 hours Q - At least once per 92 days 
D - At least once per 24 hours S/U - Prior to each reactor startup if not performed 
W - At least once per 7 days in the previous seven (7) days 
B/W - At least once per 14 days R - At least once per 18 months 
M - At least once per 31 days N.A. - Not applicable 
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