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DISCUSSION OF CHANGES 
ITS SECTION 3.1 - REACTIVITY CONTROL SYSTEMS 

has no impact on the safe operation of the plant. Additionally, 
deletion of the reporting requirement of CTS 4.9 reduces the 
administrative burden on the plant and allows efforts to be concentrated 
on restoring core reactivity to within limits.  

L8 In the event the ERFIS rod position deviation monitor is inoperable, CTS 
Table 3.5-2 ACTION 9 requires individual rod position to be logged 
within 1 hour and every hour thereafter. In this same condition, the 
second frequency of ITS SR 3.1.4.1 requires verification that individual 
rod positions are within the alignment limit once within 4 hours and 
every 4 hours thereafter. The extension of the Surveillance Frequency, 
when the rod position deviation monitor is inoperable, from 1 hour to 
4 hours is considered to be a less restrictive change. The 4 hour 
Frequency is considered adequate to detect a misalignment of control 
rods since control rod misalignments are infrequent and, if a control 
rod misalignment does occur, other indications of this condition are 
available. Other indications of control rod misalignment include 
changes in RCS temperature, AFD alarms, and QPTR alarms. At HBRSEP Unit 
No. 2, these indications of control rod misalignment would prompt a 
verification that individual rod positions are within the alignment 
limit. In addition, industry operating experience has shown this 
frequency to be adequate for detecting control rod misalignments when 
the rod position deviation monitor is inoperable. This change is 
consistent with NUREG-1431.  
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LTOP System 
3.4.12 

SURVEILLANCE REQUIREMENTS (continued) 

SURVEILLANCE FREQUENCY 

SR 3.4.12.6 Perform a COT on each required PORV, Once within 31 
excluding actuation. days prior to 

entering MODE 
4, 5, or 6 when 
reactor vessel 
head is on 

AND 

31 days 
thereafter 

SR 3.4.12.7 Perform CHANNEL CALIBRATION for each 18 months 
required PORV actuation channel.  

HBRSEP Unit No. 2 3.4-34 Amendment No.
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1 2 3 4 5 6 7 8 19 110 Location Name 

Robinson Nuclear Plant 

X Plant Manager J. W. Moyer 

X Training Coordinator V. F. Haynesworth (w/attachments) 

X NPRDS Coordinator W. F. Lovick 

X RESS/Mech D. B. Gardner 

X X X X X X X X Nuclear Assessment R. L. Warden 
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X Mgr. Nuclear Fuels D. C. Poteralski (OHS 9B5) 
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X X X X X X X Executive Vice President W. S. Orser (CPB 1223) 

Others ____ ...... .. ... ... . ..  

X X X X X X NSOC Consultant Dr. J. M. Hendrie 

X X X X X X NSRC Consultant Mr. K. N. Harris 

X Utility Data Institute 1 200 G St. NW, 
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Washington, DC 20005 
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Post Office Box 29510 
Raleigh, NC 27626-0510 
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10 CFR 50.90 

CP&L 

Carolina Power & Light Company 
Robinson Nuclear Plant 
3581 West Entrance Road 
Hartsville SC 29550 

RNP File No: 13510HA 
Serial: RNP-RA/97-0207 

0CT02 1997 
United States Nuclear Regulatory Commission 
Attn: Document Control Desk 
Washington, DC 20555 

H. B. ROBINSON STEAM ELECTRIC PLANT, UNIT NO. 2 
DOCKET NO. 50-261/LICENSE NO. DPR-23 
TRANSMITTAL OF SUPPLEMENTS 6 AND 8 - ERRATA 
REGARDING THE TECHNICAL SPECIFICATION 
CHANGE REQUEST TO CONVERT TO THE 
IMPROVED STANDARD TECHNICAL SPECIFICATIONS 

Gentlemen: 

This letter provides a corrected page to Supplement 6 and an inadvertently omitted page from 
Supplement 8 to the Carolina Power & Light (CP&L) Company's H. B. Robinson Steam 
Electric Plant (HBRSEP), Unit No. 2 Improved Technical Specifications (ITS) conversion 
submittal, transmitted by letter dated September 10, 1997. Typed ITS page 3.4-34, originally 
included in Supplement 6, has been corrected to remove an extraneous comma from the 
Frequency that is inconsistent with the Applicability of the Limiting Condition for Operations.  
The page inadvertently omitted from Supplement 8 included Discussion of Change (DOC) 
"L8 .  

Attachment I provides an affidavit as required by 10 CFR 50.30(b).  

Attachment II contains the replacement pages and instructions for inserting the pages into the 
submittal.  

Highway 151 and SC 23 Hartsville SC



United States Nuclear Regulatory Commission 
Serial: RNP-RA/97-0207 
Page 2 of 2 

If you have any questions concerning this matter, please contact me or Mr. H. K. Chernoff of 
my staff at (803) 857-1437.  

Very truly yours, 

T. M. Wilkerson 
Manager - Regulatory Affairs 

ALG/alg 
Attachments 

I. Affidavit 

II. Supplements 6 and 8 - Errata 

c: Mr. M. K. Batavia, Chief, Bureau of Radiological Health (SC) 
Mr. L. A. Reyes, Regional Administrator, USNRC, Region II 
Ms. B. L. Mozafari, USNRC Project Manager, HBRSEP (4 copies) 
Mr. B. B. Desai, USNRC Resident Inspector, HBRSEP 
Attorney General (SC) (w/out Enclosures) 
Lockheed Idaho Technology, Inc.



DISCUSSION OF CHANGES 
ITS SECTION 3.1 - REACTIVITY CONTROL SYSTEMS 

has no impact on the safe operation of the plant. Additionally, 
deletion of the reporting requirement of CTS 4.9 reduces the 
administrative burden on the plant and allows efforts to be concentrated 
on restoring core reactivity to within limits.  

L8 In the event the ERFIS rod position deviation monitor is inoperable, CTS 
Table 3.5-2 ACTION 9 requires individual rod position to be logged 
within 1 hour and every hour thereafter. In this same condition, the 
second frequency of ITS SR 3.1.4.1 requires verification that individual 
rod positions are within the alignment limit once within 4 hours and 
every 4 hours thereafter. The extension of the Surveillance Frequency, 
when the rod position deviation monitor is inoperable, from 1 hour to 
4 hours is considered to be a less restrictive change. The 4 hour 
Frequency is.considered adequate to detect a misalignment of control 
rods since control rod misalignments are infrequent and, if a control 
rod misalignment does occur, other indications of this condition are 
available. Other indications of control rod misalignment include 
changes in RCS temperature, AFD alarms, and QPTR alarms. At HBRSEP Unit 
No. 2, these indications of control rod misalignment would prompt a 
verification that individual rod positions are within the alignment 
limit. In addition, industry operating experience has shown this 
frequency to be adequate for detecting control rod misalignments when 
the rod position deviation monitor is inoperable. This change is 
consistent with NUREG-1431.  
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LTOP System 
3.4.12 

SURVEILLANCE REQUIREMENTS (continued) 

SURVEILLANCE FREQUENCY 

SR 3.4.12.6 Perform a COT on each required PORV, Once within 31 
excluding actuation. days prior to 

entering MODE 
4, 5, or 6 when 
reactor vessel 
head is on 

AND 

31 days 
thereafter 

SR 3.4.12.7 Perform CHANNEL CALIBRATION for each 18 months 
required PORV actuation channel.  

HBRSEP Unit No. 2 3.4-34 Amendment No.


