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HARTSVILLE, SOUTH CAROLINA 29550 

MAR 2 0 1992 
Robinson File No: 13510C RNPD/92-0813 

(10CFR50.73) 

United States Nuclear Regulatory Commission 
Attn: Document Control Desk 
Washington, D. C. 20555 

H. B. ROBINSON STEAM ELECTRIC PLANT, UNIT NO. 2 
DOCKET NO. 50-261 
LICENSE NO. DPR-23 

LICENSEE EVENT REPORT NO. 92-004-00 

Gentlemen: 

The enclosed Licensee Event Report (LER), is submitted in accordance with 

10 CFR 50.73 and NUREG 1022, Supplements No. 1 and 2.  

Very truly yours, 

. H. ambers 
General Manager 

H. B. Robinson S. E. Plant 

RDC:sgk 

Enclosure 

cc: Mr. S. D. Ebneter 
Mr. L. W. Garner 
INPO 

PDR ADOCK 05000261 

PDR
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ABSTRACT (Limit to 1400 spaces, le., epproximerely fifteen single-space typewritten lines( (16) 

On April 5, 1987, the Fire Water Pre-Action System and the Fire Hose Stations 
inside the containment building were declared inoperable in order to conduct 
an Integrated Leak Rate Test (ILRT) . Due to the nature of the testing, the 
Action Statements of Technical Specifications 3.14.3.2.a and 3.14.4.2.a, which 
specify compensatory actions for the inoperable Fire Protection equipment, 
were not initiated as required. During a review of procedures to support the 
1992 ILRT, this concern was identified as a condition prohibited by Technical 
Specifications.  

The cause of this event is believed to have been an. informal interpretation of 
the applicability statement of the Fire Protection Technical Specifications.  
However, no documentation has been identified which provides a basis for the 
failure to implement the compensatory actions required by the Techriical 
Specifications during performance of the 1987 ILRT. In order to support the 
ILRT during the 1992 refueling outage, a Technical Specification change has 
been requested to suspend the requirements of the applicable Technical 
Specifications for the duration of the required testing.  

This LER is submitted pursuant to 10 CFR 50.73(a) (2) (i) (B) .  

NRC Form 366 (6-89)
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I. DESCRIPTION OF EVENT 

During February, 1992, a review of plant procedures for performing the 
Integrated Leak Rate Test (ILRT) and Structural Integrity Test (SIT) 
during the upcoming refueling outage was conducted. This review 
determined that compliance with Technical Specification 3.14.3.2.a for 
inspection of the Containment Electrical Penetration Area, and 
3.14.4.2.a for compensatory action for an inoperable Fire Hose Station 
in the containment building, was not possible with the containment in a 
pressurized condition as required for the~test. As a result, a 
Technical Specification change was requested on March 5, 1992 to suspend 
the compensatory action requirements of the applicable Fire Protection 
Technical Specifications for the duration of the test.  

In preparation of the Technical Specification change, a review of 
actions taken during the previous ILRT, performed during April, 1987, 
was conducted. This review did not identify documentation of actions 
taken to maintain compliance with the affected Technical Specifications.  
Review of documentation for tests performed prior to 1987 resulted in a 
similar conclusion. Although records identify that the Containment 
Electrical Penetration Area and Fire Hose Stations were declared 
inoperable on April 5, 1987 in support of the ILRT, it was not possible 
to initiate the action statements of the applicable Technical 
Specifications due to the plant configuration required for the testing.  

Thus, on February 21, 1992, it was identified that a non-compliance with 
the Technical Specifications occurred during prior performances of the 

ILRT, which is reportable pursuant to 
10 CFR 50.73(a)(2)(i)(B).  

II. CAUSE OF EVENT 

It is believed that the non-compliance occurred due to an informal 
interpretation of the applicability of Technical Specifications Section 

3.14. This Section states "The requirements of these specifications 
shall apply to an area or areas when equipment in that area or areas is 

required to be operable as specified by other Limiting Conditions for 

Operation." During the ILRT, non-essential electrical loads that are 

located within the containment, and not required to support the ILRT or 
maintain shutdown cooling, are de-energized, and thus are considered 

inoperable. However, a closer examination of the test procedure and 

conditions, against the applicability statement of the Fire Protection 

Technical Specifications, could not validate this prior informal 
interpretation. In short, the Technical Specifications, as currently 
written, have been determined to be applicable during ILRT performance.  

UA 30 GPO* 1.usc. 2 SWA1
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III. ANALYSIS OF EVENT 

This non-compliance had no impact on safety at the time it occurred.  
Review of the procedural controls in place at that time indicate that 
appropriate controls were in place to maintain an acceptable level of 

safety during the performance of the ILRT. Because a final inspection 

of the area for combustible materials was conducted prior to closing the 

containment for ILRT pressurization, the combustible loading in 
containment minimized, and the possible entry of transient combustibles 

was eliminated. Further, by de-energizing non-essential electrical 

loads in containment, the possibility of creating a new ignition source 

was removed. Also, since these actions are typical of ILRT performance, 
there is assurance that similar mitigating actions were taken during the 

performance of the ILRT prior to 1987. Review of the Equipment 

Inoperable Record for that time period indicates that the Fire 

Protection equipment was returned to service on April 11, 1987, 
following depressurization and inspection of the Containment building.  

This occurrence is reportable pursuant to 10 CFR 50.73(a)(2)(i)(B) as a 

condition prohibited.by the plants' Technical Specifications.  

IV. CORRECTIVE ACTIONS 

A Technical Specification change has been requested to suspend the 

requirements of Fire Protection Technical Specifications 3.14.3.2.a and 

3.14.4.2.a for the duration of the ILRT and Structural Integrity Test.  

It is anticipated that this change will be issued by April 6, 1992, 
prior to ILRT/SIT testing scheduled for the upcoming refueling outage.  

V. ADDITIONAL INFORMATION 

A. Failed Component Information: 

None.  

B. Previous Similar Events: 

None.  
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