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» Review of Laboratory Alloy 690 Stress Corrosion
Growth Rate Data in Stimulated PWR Primary Water

» PNNL Investigation of Cold Work Effects on Alloy
690 Stress Corrosion Growth Rates

m As-received CRDM, plate and bar materials
m Low levels of cold work: 11-17%

m Moderate levels of cold work: 20-22%

m High levels of cold work: 26-32%

» Correlations Among Microstructure, Hardness,

Strain Distributions and Stress Corrosion Growth
Rates

» Summary and Conclusions
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SCC Susceptibility of Cold-Worked

Alloy 690 in PWR Primary Water

ﬂ
~—— Potential concern for cold-work effects on alloy 690 SCC s%/
3 first identified by Bettis in presentations ~10 years ago. p..ific Northwest
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SCC Susceptibility of Cold-Worked

Alloy 690 in PWR Primary Water

» Concern for cold-worked (CW) alloy 690 identified
by Bettis, reported in presentations ~10 years ago

» Multi-laboratory investigations have confirmed
IGSCC susceptibility in highly CW materials

m Moderate-to-high SCC propagation rates when tested in
deformation plane, S-L/S-T orientation.

m Suggestions that material compositional/ microstructural
inhomogeneity and 1D rolling promote highest SCC
susceptibility have not established.

m In general, similar response for extruded CRDM and plate
heats in highly CW condition however data limited for low
CW levels possibly relevant to PWR service.
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Summary of Alloy 690 Measurements

of SCC Growth Rates

3 Alloy 690: Effect of Cold Work 4 CRDM (PNNL) ¢ SACRDM (PNNL)
W F Py 17% CR SL CRDM (PNNL) SA+17% CR SL CRDM (PNNL)
- ¥ o © .80 ® ;o ® 30% CR TL CRDM (PNNL) ® SA+30% CR TL CRDM (PNNL)
1 .. o * B 319 CR SL CRDM (PNNL) ® SA+319% CR SL CRDM (PNNL)
1 8 R <>ﬁ MRP-55 curve ® 31% CR SL, RT CRDM (PNNL)  ® 26% CR SL ANL (PNNL)
N & 209% CR SL GE (PNNL) ¥ 26% CR SL ANL (GE)
;
W + 20% CR SL GE many (GE) X 20% CF TL/LT (GE)
"' X 219% CF SL/ST ENSA (GE) X 20% CF TL/LT CRDM (GE)
X 419% CF TL/LT CRDM (GE) O TT+31% CR SL CRDM (GE)
T\n\ O SA+319% CR SL CRDM (GE) A TT CRDM PNNL (ANL)
£ 3 B 269 CR SL ANL (ANL) B 26% CR ST ANL (ANL)
£ O 20% CR SL GE (Serco) A 20% CR TL (INSS)
E - A 50% CR TL (INSS) © 12% CR ST (Bettis)
© 9@ 249 CR ST (Bettis) © 249% CR SL (Bettis)
© 309% CR SL (Bettis) + 319% CF SL CRDM (GE)
8| * ® - 219% CF SL CRDM (GE) B 20% CR TL CRDM (Serco)
'i'J I ’%: O 20% CR SL CRDM (Serco) ® 20% CR TL CRDM (Ciemat)
1 . .: L 20% Tens TL CRDM (Ciemat) X 209%b CR SL p-band (Serco)
g * * 20%b CR SL o-band (Serco) === MRP-55, 75%0 (alloy 600)
T Con:m: fﬁ;gii" paa Y 7 31% CF SL/ST CRDM (PNNL) + 329 CR TK-VDM Plate (PNNL)
© Q A 2206CR SL ENSA (PNNL) A 329CF SL/ST ENSA (PNNL)
) e e e e e e e e e L A GE Plate (PNNL) +« MA ANL Plate (PNNL)
- 10 15 20 25 30 35 40 45 = 30%CF SL/ST ANL (PNNL) < HTA + 309CF ANL (PNNL)
X 319%CF SL/ST CRDM-Sum (PNNL) + HTA + 20%CR GE (PNNL)
K (MPavm) “* 2196CF SL/ST CRDM (PNNL) X 219%CF Doosan (PNNL)
Some rates may be uncorrected /N 2096TS CRDM-CIEMAT (PNNL) O 2196CF Allvac (PNNL). - ]
——— Full spectrum of measured SCC growth rates illustrating significant /
effect of 1D cold work, however initial Bettis results remain at upper
- end of data with extremely high growth rates at lower K values. L



SCC Susceptibility of Cold-Worked

Alloy 690 in PWR Primary Water

» Concern for cold-worked (CW) alloy 690 identified by
Bettis, reported in presentations ~10 years ago

» Multi-laboratory investigations have confirmed IGSCC
susceptibility in highly CW materials
m Moderate-to-high SCC propagation rates when tested in
plane of deformation (S-L/S-T orientation)

m Suggestions that material compositional/ microstructural
inhomogeneity and 1D rolling promote highest SCC
susceptibility have not established.

m In general, similar response for extruded CRDM and plate
heats in highly CW condition however data limited for low
CW levels possibly relevant to PWR service.

» PNNL research has focused on 12 well-characterized
alloy 690 CRDM, bar and plate heats as a function of
cold work including as received, low (11-17%),
moderate (18-24%) and high (25-32%) levels. —
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PNNL Alloy 690 Testing Summary

November 2014

» Alloy 690 CRDM (22 tests)

m As-received TT heats: Valinox RE243, WP140 and WP142;
Doosan 133454; *Sumitomo E67074C

m As-received TT (high density of IG Cr carbides, Cr depletion)
versus HTA/SA for Valinox RE243 + 0%, 17%CR, 30%CR, 31%CR;
post-CW recovery anneal: 31%CR alloy 690TT + 700°C/ 1h

m As-received TT + 12%CF, 21%CF & 30%CF Valinox RE243; 20%TS
Valinox (WP787); 13%CF, *21%CF & 30%CF Sumitomo; *15%CF &
21%CF Doosan CRDM Bar

» Alloy 690 Plate/Bar Materials (14 tests)

m As-received MA heats: ANL (NX3297HK12), GEG (B25K), TK-VDM
(114092), *ENSA Divider Plate (TT)

m MA versus HTA for 30%CF ANL and 20%CR GEG heats

m As-received + 21%CF Allvac (X87N-1), 22%CR & 30%CF ENSA
(WP547), 26%CR ANL, 32%CF TK-VDM

% . Pacific Northwest
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SCC Crack Growth Response for Non-CW

MA Alloy 690 Plate and Bar Heats

CT084&385 - 0.5T CT ANL and GE Alloy 690MA, Test #1
360°C, 30 MPavm, 1000 ppm B, 2.0 ppm Li, 25 cc/kg H2

0.027
Constant K
Previous Constant K SCC
0.026 1. growth rates at 30 MPavm
’ GE MA: 1.0-1.6e-09 mm/s
ANL MA: 0.6-1.4e-09 mm/s ~
- S
€ 0.025 D
€ a
o/ o/
< GE 690MA 2
o >
Q =
3 0.024 o
2 2.5e-09 3
5 mm/Zs g
= ‘ 3]
© . f ‘ / , ~5e-10 mm/s 2
g 0.023 LU=ETE ) i A Y - =
, T 24 3
T A ANL 690MA |
0.022 +--- ‘ 5 ! : I-1§-3
i T 22
ﬁ by ‘ 1.7e-09 mm/s 1
‘:1- T { Ay ‘\A'
0.021 T T T T T T T 20
6150 6250 6350 6450 6550 6650 6750 6850
time (hrs)

___ Extremely low crack-growth rates during constant K evaluations, slightly vl
higher for GEG versus ANL MA heat. Typical response showing decreasing

growth rate with time. No evidence for ligament/contact formation.
—— S p——



Evidence for IGSCC in Non-CW,

MA GEG Alloy 690 Heat B25K

SEM BSE SEM SE

[ ———

Significant regions of IG cracking were observed on the crack —
growth surface of the GEG specimen, overall IG engagement *gf/

during final cycle + hold and constant K estimated at ~30%.  Northwest
i E— ... ..ONAL LABORATORY




PNNL Measured SCC Growth Rates for Alloy

690 Materials without Cold Working

©
Q
m o
— PNNL Tests on As-Received © AR(TT) RE243 CRDM (325°C)
A”0y 690 Update: 10/2014 4 SA RE243 CRDM (325°C)
No cold work
4 AR(TT) WP140 CRDM (350°C)
N~
E 4 AR(TT) WP142 CRDM (350°C)
a © AR(MA) NX3297HK12 plate
~ © AR(MA) B25K-2 plate
<
£ 8 0 AR(TT) 114092 plate
E 1
- u @ AR(TT) 133454 bar
hd —l
3 e MRP-55, 360°C, 75% (alloy 600)
# AR(TT) ENSA Divider Plate
8 o @] * AR(TT) E67074C CRDM
| =
w
I *? o L
[ 360°C PWR Primary & PNNL tests on
Water unless *
o1 otherwise noted E 9 allOy 690 heats
= A (5 CRDMs, 4 plates).
o D NN S
— 10 15 20 25 30 35 40 45 50
K (MPavm) e ——
-\ /—
Measured SCC growth rates are very low on alloy 690 xgéf/
materials in the as-received, non cold-worked condition. Pacific Northwest
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PNNL Measured SCC Growth Rates for Alloy

690 Materials without Cold Working

AR(TT) RE243 CRDM (325°C)
SA RE243 CRDM (325°C)
AR(TT) WP140 CRDM (350°C)
AR(TT) WP142 CRDM (350°C)
AR(MA) NX3297HK12 plate

PNNL Tests on As-Received
Alloy 690 Update: 10/2014

No cold work

1.E-07

AR(MA) B25K-2 plate
AR(TT) 114092 plate

AR(TT) 133454 bar

AR(TT) HAZ WP547 plate
AR(MA) HAZ NX3297HK-12 plate

X X X @€ 0 0 0 » » ¢ =m

1.E-08

AR HAZ KAPL plate
=== MRP-55, 360°C, 75% (alloy 600)

CGR (mm/s)

x x x +* AR(TT) ENSA Divider Plate
@] * AR(TT) E67074C CRDM

1.E-09

° ¢ PNNL tests on 9 alloy
. 690 heats (5 CRDMs,
x 4 plates) plus 3 HAZs.

1 360°c PWR Primary
Water unless
otherwise noted

1.E-10

Ll |
(@]

15 20 25 30 35 40 45 50
K (MPavm) I
—— Measured SCC growth rates are low or very low on /\ﬁ//

alloy 690 materials in the non cold-worked condition, bacific Northrest
- no enhanced SCC susceptibility for HAZ regions. O RONAL LABORATORY




SCC Crack Growth Response for the

11.6%CW Alloy 690TT CRDM Material

CT104 - 0.5T CT Valinox RE243 11.6% CF S-L/S-T
360°C, 1000 ppm B, 2.0 ppm Li, 25 cc/kg H,

12.3 45

1 Test Overview T

. constant K (4)
patnexcron 2 ravi

| 070 constant K (3) |

12.1 & 37 MPaym _ 8.6e-09 mm/s | 40
constant K (2) 5.9e-09 mm/s
30 MPavVm

T constant K (1) T

11.9 30 MPavm - 4.2e-09mm/s o~ ] 35

1.7e-09 mm/s

crack length (mm)
outlet conductivity (uS/cm)

15 J- oo - 25

no post-test adjustment needed

11.3 ‘ L‘""I' I 20

o 1000 2000 3000 4000 5000 6000 7000
time (hrs) .
—

—__ Low crack-growth rates during multiple constant K evaluations, however -
improved IG engagement and higher SCC rates at higher K levels.

Pacific Northwest
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SCC Crack Growth Response for the

11.6%CW Alloy 690TT CRDM Material

CT104 - 0.5T CT 11.6%CF A690TT CRDM Valinox RE243
360°C, 1000 ppm B, 2.0 ppm Li, 25 cc/kg H,

11.830 - 50

| 9980s/20s + 2.5 hr, 9980s/20s + 2.5 hr,

| R=05 R=0.5 Stable SCC growth
11.820 - l CONSEANE K - a5 observed during

_ e multiple constant K

1 Valinox CRDM | l t. . th
10,810 [ 11.6% CF -l 40 evaluations wi

| 30 MPavm I rates 2-4x10° mm/'s

at moderate K. IG
engagement reaches
~80% at higher K
with no evidence for
ligament formation.

———————————————————————————————————— - 35

crack length (mm)
=
=
]
o
o

11,790 - AT - 30

outlet conductivity (US/cm)

11,780 - -l - - 25

no post-test adjustment needed

T T 20
3200 3400 3600 3800

2200 2400 2600 2800 3000

time (hrs)
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PNNL Measured SCC Growth Rates for

0-17%CW Alloy 690 Materials

® AR(TT) RE243 CRDM (325°C)

1.E-O

1 PNNL Tests on <17%CW Alloy 690
[ Update: 10/2014 4 SA RE243 CRDM (325°C)

A AR(TT) WP140 CRDM (350°C)

A AR(TT) WP142 CRDM (350°C)

1.E-07

8 AR(TT)+11.6% CF RE243 CRDM
AR(TT)+17% CR SL RE243 CRDM

SA+17%0 CR SL RE243 CRDM

’\(,7 Q A AR(TT)+12.7% CF E67074C CRDM
£ 'iJ | © AR(MA) NX3297HK12 plate
S ] - O AR(MA) B25K-2 plate
8 . 0 AR(TT) 114092 plate
2 g (')' @ AR(TT) 133454 bar
'-LJ. ;.* X AR(TT) HAZ WP547 plate
*A o4 £ X AR(MA) HAZ NX3297HK-12 plate
1 360°c PWR Primary water * * X AR HAZ KAPL plate
o [ unless otherwise noted 4 §‘ ;:
E ] A o N @ MRP-55, 360°C, 75% (alloy 600)
- 10 15 20 25 30 35 40 45 50 7 AR(TT) ENSA Divider Plate
K (MPavim) * AR(TT) E67074C CRDM -
e —

—— Moderate levels of cold work (11-17%) can increase — _—
SCC susceptibility in CRDM and plate heats, however -
____ propagation rates remain below ~1x10%mm/s. Pacific Northwest



SCC Crack Growth Response for the

21%CW Alloy 690TT CRDM Material

CT100 - 0.5T CT Valinox A690TT CRDM RE243 21% CF SL/ST
360°C, 1000 ppm B, 2.0 ppm Li, 25 cc/kg H, constant K (5)

13.5 T 43 MPaym 70
1 Test Overview constant K (4)
13.3 - 43HPav’m SSEEEEEEt - -1 65
1 2.7e-08 mm/s 1
i e T A e constantK (3) "~~~ " T oo - 60
T 37 MPa'\/m *3.9e-08 mm/s e T -
1 Valinox 1 £
129 £ 21% CF 2.6e-08 mm/s f 155 5
~ + * - R
£ T 4.7e-08 mm/s 3.5e-08 mm/s 2
E12.7 f constantk(2) /150
2 1 1 >
g 125 - c°?:‘:t;:t$(1) ”””””” 2.1e-08 mm/s ~~~"7 [ 145 ¢
2 avm *3.8e-08 mm/s %
$123 1 S - —Tao §
g T 1.6e-08 mm/s T o
T *2 Ge- T 7]
12_1 T - 26e08mm/s e ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,.........,,..........,,,tj35 g
1 T °
119 | T - -1 30
No post-test adjustment needed |
1 * Estimated CGR based on rapid crack growth
1 during cycle + hold that followed constant K. I
11-5 T T T | | i i - 20
0 1000 2000 3000 4000 5000 6000 7000 8000

time (hrs)

Moderate crack-growth rates during constant K evaluations for ——
T 21%CW CRDM heat with ~85% IG engagement. SCC growth %/
rates adjusted to account for ligament/contact formation. Northwest

/ / NATIONAL LABORATORY



PNNL Measured SCC Growth Rates for

0-22%CW Alloy 690 Materials

AR(TT) RE243 CRDM (325°C)
SA RE243 CRDM (325°C)
AR(TT) WP140 CRDM (350°C)
AR(TT) WP142 CRDM (350°C)
AR(TT)+11.6% CF RE243 CRDM
AR(TT)+17% CR SL RE243 CRDM
SA+17% CR SL RE243 CRDM
AR(TT)+21% CF RE243 CRDM
AR(TT)+12.7% CF E67074C CRDM
AR(TT)+20% TS WP787 CRDM
AR(MA) NX3297HK12 plate
AR(MA) B25K-2 plate
AR(TT) 114092 plate
AR(TT) 133454 bar
AR(TT)+21% CF 133454 bar
AR(TT)+21% CF X87N-1 plate
AR(MA)+20% CR SL B25K-2 plate
AR(TT)+22% CR SL WP547 plate
’: AR(TT) HAZ WP547 plate
_: 360°C PWR Prinffary Water - X: s 22(:'":2) ;':SLNX?’ZQ?HK_:LZ plate
unless otherwise noted x‘ x plate

" [ e MRP-55, 360°C, 75% (alloy 600)
15 20 25 30 35 40 45 50 7 AR(TT) ENSA Divider Plate

K (MPa-\/m) * AR(TT) E67074C CRDM

e
—— Moderate levels of cold work (<22%) can significantly =~ —  _ %/
increase SCC susceptibility in CRDM and plate heats
Pacific Northwest

. . ~ _8
____ reaching propagation rates of ~5x10° mm/s. NATIONAL LABORATORY

1.E-06

PNNL Tests on <22%CW Alloy 690
Update: 10/2014

| > > o B

1.E-07

1.E-08

CGR (mm/s)

1.E-09

| ")P"bm
o
bt
-

|
X X X O OOoOO®e 00 o0 » » =

1.E-10
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SCC Crack Growth Response for the

31%CW Alloy 690TT CRDM Material

CT098 - 0.5T CT Sumitomo 31%CF A690TT CRDM E67074C
360°C, 1000 ppm B, 2.0 ppm Li, 25 cc/kg H,

17.5 CK (8)
| . Test Overview CK(7) 30 MPavm
Post-test adjusted 32 MPavm |
{ CK (6) 1.8e-08 -
16.5 1 ~ 28.6 MPaym ~ mm/s 45
Sumitomo CK (5) 7.6e-08 * -
31.2% CF 23.8 MPaVm  mm/st -
i (8]
A155 f - CK(4) 7.7e-08 - |- 140
E CK (2) CK(3) 20.6 MPavm  mm/st * a
- 28.6 MPavm 18.9 MPavm 2.2e-08 >
£ -dK/da mm/st T 'S
D 24,5 g e g e e s 35 ©
[} 1.8e-09 T 3
g 18.8 3
~ mm/s c
g S
15

? o
e
=3
(=]

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, - 25
t Contact/ligaments indicated, |
/‘\ adjusted constant K values listed.
[PAHALRA A AR A A 1
T T T T T T T 20
0 1000 2000 3000 4000 5000 6000 7000 8000 9000 10000
time (hrs)

__ Stress intensity effects on SCC growth rates were evaluated on two alloy 690
CRDM heats cold forged to a 31% reduction. Rates discovered to increase from
~4x10-9 mm/s at ~19 MPaNm to ~1x10-7 mm/s at 30 MPaNm.

— /



CGR (Imm/s)

/

1.E-09 1.E-08 1.E-07

1.E-10

Summary of PNNL Alloy 690

Measurements of SCC Growth Rates

PNNL Tests on Alloy 690
Update: 10/2014

¥ X

10

360°C PWR Primary Water
unless otherwise noted

15 20

25 30
K (MPavm)

TEI . s

bbb X X H>D>en

XXxXxO0OOBDo¢snoOoooo

Full spectrum of measured SCC growth rates illustrating
significant effect of cold work from 0-32% reduction.

AR(TT) RE243 CRDM (325°C)

SA RE243 CRDM (325°C)

AR(TT) WP140 CRDM (350°C)
AR(TT) WP142 CRDM (350°C)
AR(TT)+11.6% CF RE243 CRDM
AR(TT)+17% CR SL RE243 CRDM
SA+17% CR SL RE243 CRDM
AR(TT)+21% CF RE243 CRDM
AR(TT)+31% CR RE243 CRDM
SA+31% CR SL RE243 CRDM
AR(TT)+31% CR SL+RT RE243 CRDM
AR(TT)+31% CF RE243 CRDM
AR(TT)+30% CR TL RE243 CRDM (350°C)
SA+30% CR TL RE243 CRDM (350°C)
AR(TT)+12.7% CF E67074C CRDM
AR(TT)+31% CF E67074C CRDM
AR(TT)+20% TS WP787 CRDM
AR(TT) 133454 CRDM bar
AR(TT)+21% CF 133454 CRDM bar
AR(MA) NX3297HK12 plate
AR(MA)+30%0 CF NX3297HK12 plate
HTA+30% CF NX3297HK12 plate
AR(MA) B25K-2 plate

AR(MA)+20% CR SL B25K-2 plate
HTA+20%b CR SL B25K-2 plate
AR(TT) 114092 plate

AR(TT)+32% CF 114092 plate
AR(TT)+21% CF X87N-1 plate
AR(TT)+22% CR SL WP547 plate
AR(TT)+32% CF WP547 plate
AR(TT) HAZ WP547 plate

AR(MA) HAZ NX3297HK-12 plate

AR HAZ KAPL plate

e MRP-55, 360°C, 75% (alloy 600)
5, 360°C,

o

Pacific Northwest
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Summary of PNNL Alloy 690

Measurements of SCC Growth Rates

Consistent increase in
measured SCC growth
rates as a function of
cold work for material
in the as-received MA or
TT condition. Possible
transition in SCC
susceptibility for
materials cold worked
to >15% reduction.

28-32 MPaV'm

o

Pacific Northwest
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Summary of PNNL Alloy 690

Measurements of SCC Growth Rates

The influence of an initial
high temperature anneal
(HTA) and rapid water
quench on SCC response
after cold work was
evaluated for three alloy
690 heats. Measured
SCC growth rates were
lower in the HTA
materials by 10-50X.

28-32 MPaVm

o

Pacific Northwest
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» Review of Laboratory Alloy 690 Stress Corrosion
Growth Rate Data in Simulated PWR Primary Water

» PNNL Investigation Cold Work Effects on Alloy 690
Stress Corrosion Growth Rates

m As-received CRDM, plate and bar materials
m Low levels of cold work: 11-17%

m Moderate levels of cold work: 20-22%

m High levels of cold work: 26-32%

» Correlations Among Hardness, EBSD Strain
Distributions and Stress Corrosion Growth Rates

» Summary and Conclusions

Pacific Northwest
NATIONAL LABORATORY



PNNL Alloy 690

Characterization Activities

» Microstructural Characterization

m Essential for material assessment and comparisons including heat-
to-heat, processing and heat treatment effects.

m Important to assess general microstructure (grain size/shape,
banding), precipitate microstructures (size/distribution IG and TG),

local microchemistry (grain boundary depletion/ segregation), matrix
hardness, strain distributions and local CW damage characteristics.

» Characterization Methods

m Optical, SEM and EBSD for general microstructure

m SEM and TEM for precipitate and CW damage microstructure
EBSD for strain distributions, hardness
TEM for phase identification and grain boundary composition

APT for grain boundary composition
Optical, SEM, TEM and APT of SCC cracks and crack tips

Pacific Northwest
NATIONAL LABORATORY



Grain Boundary Microstructures in As

Received, Thermally Treated (TT) Alloy 690

SEM backscatter images show general
microstructure and grain boundary
carbides in alloy 690TT CRDM tubing
heat RE243. High density of nearly

- continuous, grain boundary carbides
with well-spaced Ti nitrides.

- i e

I—
o~

Pacific Northwest
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Grain Boundary Microstructures in Alloy 690

Thermally Treated (TT) versus Solution Annealed (SA)

Alloy 690TT CRDM Alloy 690TT + HTA/SA

Isolated TiN
particle

~—

Semi-
continuous
grain boundary
carbides

|/

Isolated, well-
spaced TiN
particles

Solution anneal at 1100°C and water quench removed nearly all grain

_ boundary carbides, isolated TiN particles remain. This material was —
then cold rolled to 17, 30 and 31% as for the alloy 690TT.

Pacific Northwest
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Examples of Grain Boundary Voids and

Cracked Carbides in Highly CR Alloy 690

31%CR CRDM Tube

26%CR Plate

——

SEM examinations at higher magnifications and different imaging aind

= -

conditions along with EDS composition maps can identify most features.

No correlation found between CW voids/cracks and SCC response.
e e AnuNAL LreuriORY



EBSD Measurements on

Cold Worked Alloy 690 Materials

Alloy 690 EBSD Comparisons

EBSD measurements
including inverse pole
figures (shown) and
misorientation densities
have been performed on
crack growth compact
tension specimens.
Regions analyzed are
from the crack growth
plane where SCC
propagation rates were
obtained.

‘e 22
Pacific Northwest
NATIONAL LABORATORY



Hardness and EBSD Measurements on

Cold-Worked Alloy 690 Materials

Hardness maps have
been obtained on crack
growth compact tension
specimens after EBSD
measurements.

Regions analyzed are
from the crack growth
plane where SCC

propagation rates were
obtained.

Examples show that
the recovery heat
treatment decreases
strain density and
hardness if 31%Cw
material approaching
the 21%CW material.

NATIONAL LABORATORY



EBSD Measurements of Average

Misorientation in CW Alloy 690 Materials

e ——

_ Measured hardness plotted versus EBSD misorientation density —
showing expected square root dependence and indicating a strain

hardening exponent (m3) consistent with that reported for alloy 690. Northwest
i / v« ONAL LABORATORY




Correlations Between Hardness

and SCC Growth Rates

Results on CRDM, plate,
bar and billet heats
indicate low SCC growth
rates (<~108%mm/s) at
hardness values below
~240 kg/ mm?Z.

Measured SCC rates
suggest a continuous
increase in susceptibility
with hardness.

o
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Correlations Between Hardness

and SCC Growth Rates

Results on CRDM, plate,
bar and billet heats
indicate low SCC growth
rates (<~108mm/s) at
hardness values below
~240 kg/ mm?.

Measured SCC rates
suggest a continuous
increase in susceptibility
with hardness. The
influence of the HTA
treatment reducing SCC
susceptibility cannot be
explained by a
differences in hardness.

o

Pacific Northwest
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Correlations Between Misorientation

Density and SCC Growth Rates

Measured SCC rates
increase consistently
with EBSD measured
strain, however show
considerable scatter
among the various
alloy 690 heats.

o
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Correlations Between Misorientation

Density and SCC Growth Rates

Measured SCC rates
increase consistently
with EBSD measured
strain, however show
considerable scatter
among the various
alloy 690 heats.

The influence of the
HTA treatment
reducing SCC
susceptibility
cannot be explained
by a change in
average strain
density.

o
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Microstructure Effects on IGSCC in

Cold-Worked Alloy 690 Materials

m Results demonstrate that alloy 690 tubing and plate materials
with different starting microstructures become susceptible to
IGSCC in the highly deformed (>~15%CW) condition. Significant
heat-to-heat and material condition differences in SCC
susceptibility are observed for highly CW materials.

m High levels of CW produces slightly elongated grains, high
dislocation densities particularly at grain boundaries and some
degree of IG void formation and cracked carbides/ nitrides
depending on the precipitate distribution. Pre-existing grain
boundary voids and cracks do not directly promote IGSCC.

m Average EBSD-measured strains and hardness values correlate
well to measured SCC growth rates in the alloy 690 materials.
Current data indicates that matrix strength and deformation
structures near grain boundaries control IGSCC susceptibility.

m [nitial high temperature anneal and quench improves SCC
resistance in highly CW alloy 690 heats. It appears that this
results from the modification of the pre-existing grain boundary
microstructure (carbides and local strain density). —
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