
BRIDGEPORT HOSPITAL

RADIATION SAFETY OFFICE

20 York Street

New Haven, CT 06504

NRC License No.: 06-01060-01
Docket No.: 030-01247

December 9, 2014

U.S. Nuclear Regulatory Commission, Region 1
United States Nuclear Regulatory Commission Region 1
2100 Renaissance Boulevard, Suite 100
King of Prussia, PA! 19406

RE: Additional Information for PET/CT Facility NRC License Amendment
Request, Dated November 12, 2014 for Bridgeport Hospital.

Gentlemen & Women of the NRC:

Bridgeport Hospital would like to provide the following additional information
with regard to the license amendment request dated November 12, 2014.

1.  Additional information regarding the occupancy of the adjacent telephone
closet to the facility.  This area was inspected by the RSO on December 2, during
an inspection of the installed shielding.  The telephone closet, which is adjacent
to the Hot Lab./Scan Room wall, consists of a storage area for
janitorial/maintenance equipment and supplies.  There was no evidence that the
area is used for lunch/coffee breaks, since there were no chars or tables in the
room.  The wall consists of cinderblocks, which were not considered in the
shielding plan and should provide some additional shielding.  We have attached
a picture of the telephone closet to demonstrate its current state.

2.  The shielding plan generally calls for 1/16” lead from the finished floor to a
height of 7 feet above the floor, to shield x-ray scatter from the CT portion of the
scan.  The 1/4” to 1” lead shielding installed in the walls, for the PET portion of
the scan, is specified to cover from 2 feet above the floor to a height of 6 feet.
This was done to save the expense of installing lead shielding in areas that are
not significantly occupied in any normal circumstance.  Positron emitters while
being handled or when administered to patients, in adjacent rooms, would
normally be located vertically in the room between 2 and 6 feet above the floor.
Personnel in adjacent rooms, would also be normally located at least two feet
from the wall and except for their feet, two to six feet above the floor.  The
unshielded area, below 2 feet and above 6 feet, due to the geometry, is not
occupied enough to justify the additional shielding below 2 feet and above 6 feet.
We have attached a diagram of the shielding geometry to illustrate this.
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