
UNITED STATES 
NUCLEAR REGULATORY COMMISSION 

WASHINGTON, D.C. 20555-0001 

Mr. Mano Nazar 
President and Chief Nuclear Officer 
Nuclear Division 
NextEra Energy 
P.O. Box 14000 
Juno Beach, FL 33408-0420 

March 31, 2016 

SUBJECT: ST. LUCIE PLANT, UNIT NOS. 1 AND 2 - ISSUANCE OF AMENDMENTS 
REGARDING TRANSITION TO A RISK-INFORMED, PERFORMANCE-BASED 
FIRE PROTECTION PROGRAM IN ACCORDANCE WITH TITLE 10 OF THE 
CODE OF FEDERAL REGULATIONS SECTION 50.48(c) (CAC NOS. MF1373 
AND MF1374) 

Dear Mr. Nazar: 

The U.S. Nuclear Regulatory Commission (NRC or the Commission) has issued the enclosed 
Amendment No. 231 to Renewed Facility Operating License (RFOL) No. DPR-67 and 
Amendment No. 181 to RFOL No. NPF-16 for the St. Lucie Plant, Unit Nos. 1 and 2 (St. Lucie 
1 and 2). The amendments change the RFOLs and Technical Specifications (TSs) in response 
to Florida Power & Light Company's (the licensee's) application dated March 22, 2013, as 
supplemented by letters dated June 14, 2013, February 24, March 25, April 25, July 14, 
August 27, September 10, October 10, 2014, March 10, April 1, April 20, May 12, August 21, 
and October 22, 2015. 

The amendments modify the RFOLs and TSs to incorporate a new fire protection licensing 
basis in accordance with Title 10 of the Code of Federal Regulations, Section 50.48( c). The 
amendments authorize the transition of the licensee's fire protection program to a risk-informed 
and performance-based program based on the 2001 Edition of National Fire Protection 
Association Standard 805, "Performance-Based Standard for Fire Protection for Light Water 
Reactor Electric Generating Plants." This standard describes the minimum fire protection 
requirements for a performance-based fire protection program utilizing methods, such as fire 
modeling, and risk-informed methods, such as fire probabilistic risk assessment, to demonstrate 
compliance with nuclear safety performance criteria. 

The amendments revise the fire protection license condition in the RFOLs. As a result of 
placing the new license condition in the RFOLs, the NRC is issuing additional pages caused by 
the repagination of subsequent license pages. 
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The NRC staff's safety evaluation of the amendments is enclosed. A Notice of Issuance will be 
included in the Commission's biweekly Federal Register notice. 

Docket Nos. 50-335 and 50-389 

Enclosures: 
1. Amendment No. 231 to DPR-67 
2. Amendment No. 181 to NPF-16 
3. Safety Evaluation 

cc w/enclosures: Distribution via Listserv 

Sincerely, 

4¥ 
Perry H. Buckberg, Senior Project Manager 
Plant Licensing Branch 11-2 
Division of Operating Reactor Licensing 
Office of Nuclear Reactor Regulation 



UNITED STATES 
NUCLEAR REGULATORY COMMISSION 

WASHINGTON, D.C. 20555-0001 

FLORIDA POWER & LIGHT COMPANY 

DOCKET NO. 50-335 

ST. LUCIE PLANT UNIT NO. 1 

AMENDMENT TO RENEWED FACILITY OPERATING LICENSE 

Amendment No. 231 
Renewed License No. DPR-67 

1. The Nuclear Regulatory Commission (the Commission) has found that: 

A. The application for amendment by Florida Power & Light Company (the licensee) 
dated March 22, 2013, as supplemented by letters dated June 14, 2013, 
February 24, March 25, April 25, July 14, August 27, September 10, October 10, 
2014, March 10, April 1, April 20, May 12, August 21, and October 22, 2015, 
complies with the standards and requirements of the Atomic Energy Act of 1954, 
as amended (the Act) and the Commission's rules and regulations set forth in 
10 CFR Chapter I; 

B. The facility will operate in conformity with the application, the provisions of the Act, 
and the rules and regulations of the Commission; 

C. There is reasonable assurance (i) that the activities authorized by this amendment 
can be conducted without endangering the health and safety of the public, and 
(ii) that such activities will be conducted in compliance with the Commission's 
regulations; 

D. The issuance of this amendment will not be inimical to the common defense and 
security or to the health and safety of the public; and 

E. The issuance of this amendment is in accordance with 10 CFR Part 51 of the 
Commission's regulations and all applicable requirements have been satisfied. 

Enclosure 1 
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2. Accordingly, Renewed Facility Operating License No. DPR-67 is amended by changes 
to the Technical Specifications as indicated in the attachment to this license amendment, 
and by amending paragraph 3.B to read as follows: 

B. Technical Specifications 

The Technical Specifications contained in Appendices A and B, as revised through 
Amendment No. 231 are hereby incorporated in the renewed license. FPL shall 
operate the facility in accordance with the Technical Specifications. 

3. This license amendment is effective as of its date of issuance and shall be implemented 
as described in the transition license conditions. 

Attachment: 
Changes to the Operating License and 

Technical Specifications 

Date of Issuance: March 31, 2016 

FOR THE NUCLEAR REGULATORY COMMISSION 

-~_JJ~ 
Benjamin G. Beasley, Chief 
Plant Licensing Branch 11-2 
Division of Operating Reactor Licensing 
Office of Nuclear Reactor Regulation 



ATTACHMENT TO LICENSE AMENDMENTS 

AMENDMENT NO. 231 RENEWED FACILITY OPERATING LICENSE NO. DPR-67 

DOCKET NO. 50-335 

Replace pages 3, 4, 5, and 6 of Renewed Facility Operating License DPR-67 with the attached 
pages 3, 4, 5, 6, 7, 8 and 9. The revised pages are identified by amendment number and 
contain marginal lines indicating the areas of change. 

Replace the following page of the Appendix A Technical Specifications with the attached page. 
The revised page is identified by amendment number and contains marginal lines indicating the 
areas of change. 

Remove 
6-13 

Insert 
6-13 
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applicable provisions of the Act and to the rules, regulations, and orders of the 
Commission now or hereafter in effect; and is subject to the additional conditions 
specified or incorporated below: 

A. Maximum Power Level 

FPL is authorized to operate the facility at steady state reactor core power levels 
not in excess of 3020 megawatts (thermal). 

B. Technical Specifications 

The Technical Specifications contained in Appendices A and B, as revised through 
Amendment No231 are hereby incorporated in the renewed license. FPL shall 
operate the facility in accordance with the Technical Specifications. 

Appendix B, the Environmental Protection Plan (Non-Radiological), contains 
environmental conditions of the renewed license. If significant detrimental effects 
or evidence of irreversible damage are detected by the monitoring programs 
required by Appendix B of this license, FPL will provide the Commission with an 
analysis of the problem and plan of action to be taken subject to Commission 
approval to eliminate or significantly reduce the detrimental effects or damage. 

C. Updated Final Safety Analysis Report 

The Updated Final Safety Analysis Report supplement submitted pursuant to 
10 CFR 54.21(d), as revised on March 28, 2003, describes certain future activities 
to be completed before the period of extended operation. FPL shall complete 
these activities no later than March 1, 2016, and shall notify the NRC in writing 
when implementation of these activities is complete and can be verified by NRC 
inspection. 

The Updated Final Safety Analysis Report supplement as revised on March 28, 
2003, described above, shall be included in the next scheduled update to the 
Updated Final Safety Analysis Report required by 10 CFR 50.71 (e)(4), following 
issuance of this renewed license. Until that update is complete, FPL may make 
changes to the programs described in such supplement without prior Commission 
approval, provided that FPL evaluates each such change pursuant to the criteria 
set forth in 10 CFR 50.59 and otherwise complies with the requirements in that 
section. 

D. Sustained Core Uncoverv Actions 

Procedural guidance shall be in place to instruct operators to implement actions 
that are designed to mitigate a small-break loss-of-coolant accident prior to a 
calculated time of sustained core uncovery. 

Renewed License No. DPR-67 
Amendment No. 2-2-8, 231 
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E. Fire Protection 

Florida Power & Light Company (FPL) St. Lucie Plant Unit 1 shall implement and 
maintain in effect all provisions of the approved fire protection program that comply 
with 10 CFR 50.48(a) and 10 CFR 50.48(c), as specified in the licensee 
amendment request dated March 22, 2013, as supplemented by letters dated June 
14, 2013, February 24, 2014, March 25, 2014, April 25, 2014, July 14, 2014, 
August 27, 2014, September 10, 2014, October 10, 2014, March 10, 2015, April 1, 
2015, April 20, 2015, May 12, 2015, August 21, 2015, and October 22, 2015, and 
as approved in the safety evaluation report (SE) dated Mm:h 31, 2016 . Except 
where NRC approval for changes or deviations is required by 1 O CFR 50.48(c), and 
provided no other regulation, technical specification, license condition or 
requirement would require prior NRC approval, the licensee may make changes to 
the fire protection program without prior approval of the Commission if those 
changes satisfy the provisions set forth in 10 CFR 50.48(a) and 10 CFR 50.48(c), 
the change does not require a change to a technical specification or a license 
condition, and the criteria listed below are satisfied. 

Risk-Informed Changes that May Be Made Without Prior NRC Approval 

A risk assessment of the change must demonstrate that the acceptance criteria 
below are met. The risk assessment approach, methods, and data shall be 
acceptable to the NRC and shall be appropriate for the nature and scope of the 
change being evaluated; be based on the as-built, as-operated, and maintained 
plant; and reflect the operating experience at the plant. Acceptable methods to 
assess the risk of the change may include methods that have been used in the 
peer-reviewed fire PRA model, methods that have been approved by NRC 
through a plant-specific license amendment or NRC approval of generic methods 
specifically for use in NFPA 805 risk assessments, or methods that have been 
demonstrated to bound the risk impact. 

(a) Prior NRC review and approval is not required for changes that clearly 
result in a decrease in risk. The proposed change must also be consistent 
with the defense-in-depth philosophy and must maintain sufficient safety 
margins. The change may be implemented following completion of the 
plant change evaluation. 

(b) Prior NRC review and approval is not required for individual changes that 
result in a risk increase less than 1x10-7 /year (yr) for CDF and less than 
1 x10-8/yr for LERF. The proposed change must also be consistent with 
the defense-in-depth philosophy and must maintain sufficient safety 
margins. The change may be implemented following completion of the 
plant change evaluation. 

Renewed License No. DPR-67 
Amendment No. 231 
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Other Changes that May Be Made Without Prior NRC Approval 

1. Changes to NFPA 805, Chapter 3, Fundamental Fire Protection Program. 

Prior NRC review and approval are not required for changes to the 
NFPA 805, Chapter 3, fundamental fire protection program elements and 
design requirements for which an engineering evaluation demonstrates 
that the alternative to the Chapter 3 element is functionally equivalent or 
adequate for the hazard. The licensee may use an engineering evaluation 
to demonstrate that a change to NFPA 805, Chapter 3 element is 
functionally equivalent to the corresponding technical requirement. A 
qualified fire protection engineer shall perform the engineering evaluation 
and conclude that the change has not affected the functionality of the 
component, system, procedure, or physical arrangement, using a relevant 
technical requirement or standard. 

The licensee may use an engineering evaluation to demonstrate that 
changes to certain NFPA 805, Chapter 3 elements are acceptable 
because the alternative is "adequate for the hazard." Prior NRC review 
and approval would not be required for alternatives to four specific 
sections of NFPA 805, Chapter 3, for which an engineering evaluation 
demonstrates that the alternative to the Chapter 3 element is adequate for 
the hazard. A qualified fire protection engineer shall perform the 
engineering evaluation and conclude that the change has not affected the 
functionality of the component, system, procedure, or physical 
arrangement, using a relevant technical requirement or standard. The four 
specific sections of NFPA 805, Chapter 3, are as follows: 

• "Fire Alarm and Detection Systems" (Section 3.8); 
• "Automatic and Manual Water-Based Fire Suppression Systems" 

(Section 3.9); 
• "Gaseous Fire Suppression Systems" (Section 3.10); and, 
• "Passive Fire Protection Features" (Section 3.11) 

This License Condition does not apply to any demonstration of 
equivalency under Section 1.7 of NFPA 805. 

2. Fire Protection Program Changes that Have No More than Minimal Risk 
Impact 

Prior NRC review and approval are not required for changes to the 
licensee's fire protection program that have been demonstrated to have no 
more than a minimal risk impact. The licensee may use its screening 
process as approved in the NRC SE dated Mnrl1 31, 2016 to determine 
that certain fire protection program changes meet the minimal criterion. 
The licensee shall ensure that fire protection defense-in-depth and safety 
margins are maintained when changes are made to the fire protection 
program. 

Renewed License No. DPR-67 
Amendment No. 231 
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Transition License Conditions 

(1) Before achieving full compliance with 10 CFR 50.48(c), as specified by (2) 
and (3) below, risk informed changes to Florida Power & Light Company 
fire protection program may not be made without prior NRC review and 
approval unless the change has been demonstrated to have no more than 
a minimal risk impact, as described in 2) above; 

(2) The licensee shall implement the modifications to its facility, as described 
in Table S-1, "Plant Modifications Committed," Attachment S, of Florida 
Power & Light letter L-2015-211, dated August 21, 2015, to complete the 
transition to full compliance with 10 CFR 50.48(c) prior to startup of SL 1-28 
(spring 2018) and SL2-24 (fall 2018) refueling outages after issuance of 
the SE. The licensee shall maintain appropriate compensatory measures 
in place until completion of these modifications; and 

(3) The licensee shall implement the items listed in Attachment S, Table S-2, 
"Implementation Items," of FPL letter L-2015-211 dated August 21, 2015, 
with the exception of items 18 and 20, within 12 months after NRC 
approval unless that falls within a scheduled outage window, then in that 
case, completion will occur 60 days after startup from that scheduled 
outage. Implementation Item 18 is an exception because it is associated 
with modifications in Table S-1 and will be completed in accordance with 
Transition License Condition 2) above. Item 20 is also an exception 
because it is required to be completed prior to self-approval and will be 
completed prior to the startup of SL2-24 (fall 2018). 

Renewed License No. DPR-67 
Amendment No. 231 
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F. Physical Protection 

The licensee shall fully implement and maintain in effect all provisions of the 
Commission-approved physical security, training and qualification, and safeguards 
contingency plans including amendments made pursuant to provision of the 
Miscellaneous Amendments and Search Requirements revisions to 1 O CFR 73.55 
(51 FR 27817 and 27822) and to the authority of 10 CFR 50.90 and 
1 O CFR 50.54(p). The combined set of plans, which contains Safeguards 
Information protected under 10 CFR 73.21, is entitled: "Florida Power and Light & 
FPL Energy Seabrook Physical Security Plan, Training and Qualification Plan and 
Safeguards Contingency Plan - Revision 3," submitted by letter dated 
May 18, 2006. St. Lucie shall fully implement and maintain in effect all provisions 
of the Commission-approved cyber security plan (CSP), including changes made 
pursuant to the authority of 1 O CFR 50.90 and 1 O CFR 50.54(p). The St. Lucie 
CSP was approved by License Amendment No. 211 as supplemented by a 
Clarification approved by License Amendment Nos. 214 and 222. 

G. Mitigation Strategy License Condition 

Develop and maintain strategies for addressing large fires and explosions and 
that include the following key areas: 

(a) Fire fighting response strategy with the following elements: 
1. Pre-defined coordinated fire response strategy and guidance 
2. Assessment of mutual aid fire fighting assets 
3. Designated staging areas for equipment and materials 
4. Command and control 
5. Training of response personnel 

(b) Operations to mitigate fuel damage considering the following: 
1 . Protection and use of personnel assets 
2. Communications 
3. Minimizing fire spread 
4. Procedures for implementing integrated fire response strategy 
5. Identification of readily-available pre-staged equipment 

Renewed License No. DPR-67 
Amendment No. ~. ~. ~. ~, 231 
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6. Training on integrated fire response strategy 
7. Spent fuel pool mitigation measures 

(c) Actions to minimize release to include consideration of: 
1. Water spray scrubbing 
2. Dose to onsite responders 

H. Control Room Habitability 

Upon implementation of Amendment No. 205, adopting TSTF-448, Revision 3, 
the determination of control room envelope (CRE) unfiltered air inleakage as 
required by SR 4.7.7.1.e, in accordance with TS 6.8.4.m, the assessment of CRE 
habitability as required by Specification 6.8.4.m.c. (ii), and the measurement of 
CRE pressure as required by Specification 6.8.4.m.d, shall be considered met. 
Following implementation: 

(a) The first performance of SR 4.7.7.1.e, in accordance with 
Specification 6.8.4.m.c(i), shall be within the specified Frequency of 
6 years, plus the 18-month allowance of SR 4.0.2, as measured from 
September 2003, the date of the most recent successful tracer gas test, 
as stated in FPL letters to NRC dated December 9, 2003, and 
October 29, 2004, in response to Generic Letter 2003-01. 

(b) The first performance of the periodic assessment of CRE habitability, 
Specification 6.8.4.m.c(ii), shall be within 3 years, plus the 9-month 
allowance of SR 4.0.2, as measured from September 2003, the date of 
the most recent successful tracer gas test, as stated in FPL letters to 
NRC dated December 9, 2003, and October 29, 2004, in response to 
Generic Letter 2003-01, or within the next 9 months if the time period 
since the most recent successful tracer gas test is greater than 3 years. 

(c) The first performance of the periodic measurement of CRE pressure, 
Specification 6.8.4.c.d, shall be within 36 months in a staggered test 
basis, plus the 138 days allowed by SR 4.0.2, as measured from 
June 30, 2006, which is the date of the most recent successful pressure 
measurement test, or within 138 days if not performed previously. 

I. RODEX2 Safety Analyses 

RODEX2 has been specifically approved for use for St. Lucie Unit 1 licensing 
basis analyses. Upon NRC's approval of a generic supplement to the RODEX2 
code and associated methods that accounts for thermal conductivity degradation 
(TCD), FPL will within six months: 

(a) Demonstrate that St. Lucie Unit 1 safety analyses remain conservatively 
bounded in licensing basis analyses when compared to the NRC­
approved generic supplement to the RODEX2 methodology, or 

(b) Provide a schedule for the re-analysis using the NRG-approved generic 
supplement to the RODEX2 methodology for any of the affected licensing 
basis analyses. 

Renewed License No. DPR-67 
Amendment No. ~. &14, 231 
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4. This renewed license is effective as of the date of issuance and shall expire at midnight 
on March 1, 2036. 

Attachments: 

FOR THE NUCLEAR REGULATORY COMMISSION 

ORIGINAL SIGNED BY 
J. E. Dyer, Director 
Office of Nuclear Reactor Regulation 

1. Appendix A, Technical Specifications 
2. Appendix B, Environmental Protection Plan 

Renewed License No. DPR-67 
Amendment No.~, 231 



6.0 ADMINISTRATIVE CONTROLS 

6.8 PROCEDURES AND PROGRAMS 

6.8.1 Written procedures shall be established, implemented and maintained covering the 
activities referenced below: 

a. The applicable procedures recommended in Appendix "A" of Regulatory 
Guide 1.33, Revision 2, February 1978, and those required for implementing the 
requirements of NUREG 0737. 

b. Refueling operations. 

c. Surveillance and test activities of safety-related equipment. 

d. Not Used. 

e. Not Used. 

f. Not Used. 

g. PROCESS CONTROL PROGRAM implementation. 

h. OFFSITE DOSE CALCULATION MANUAL implementation. 

i. Quality Control Program for effluent monitoring, using the guidance in Regulatory 
Guide 1.21, Revision 1, June 1974. 

j. Quality Control Program for environmental monitoring using the guidance in 
Regulatory Guide 4.1, Revision 1, April 1975. 

6.8.2 DELETED 

ST. LUCIE - UNIT 1 6-13 Amendment No. ~. W, 99, ~ 
4-Q.7, ~. 447, ~. +.+.g, ~. 4-QQ, 231 



UNITED STATES 
NUCLEAR REGULATORY COMMISSION 

WASHINGTON, D.C. 20555-0001 

FLORIDA POWER & LIGHT COMPANY 

DOCKET NO. 50-389 

ST. LUCIE PLANT UNIT NO. 2 

AMENDMENT TO RENEWED FACILITY OPERATING LICENSE 

Amendment No. 181 
Renewed License No. NPF-16 

1. The Nuclear Regulatory Commission (the Commission) has found that: 

A. The application for amendment by Florida Power & Light Company (the licensee) 
dated March 22, 2013, as supplemented by letters dated June 14, 2013, 
February 24, March 25, April 25, July 14, August 27, September 10, October 10, 
2014, March 10, April 1, April 20, May 12, August 21, and October 22, 2015, 
complies with the standards and requirements of the Atomic Energy Act of 1954, 
as amended (the Act) and the Commission's rules and regulations set forth in 
10 CFR Chapter I; 

8. The facility will operate in conformity with the application, the provisions of the Act, 
and the rules and regulations of the Commission; 

C. There is reasonable assurance (i) that the activities authorized by this amendment 
can be conducted without endangering the health and safety of the public, and 
(ii) that such activities will be conducted in compliance with the Commission's 
regulations; 

D. The issuance of this amendment will not be inimical to the common defense and 
security or to the health and safety of the public; and 

E. The issuance of this amendment is in accordance with 10 CFR Part 51 of the 
Commission's regulations and all applicable requirements have been satisfied. 

Enclosure 2 
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2. Accordingly, Renewed Facility Operating License No. NPF-16 is amended by changes to 
the Technical Specifications as indicated in the attachment to this license amendment, 
and by amending paragraph 3. B to read as follows: 

B. Technical Specifications 

The Technical Specifications contained in Appendices A and B, as revised through 
Amendment No. 181 are hereby incorporated in the renewed license. FPL shall 
operate the facility in accordance with the Technical Specifications. 

3. This license amendment is effective as of its date of issuance and shall be implemented 
as described in the transition license conditions. 

Attachment: 
Changes to the Operating License and 

Technical Specifications 

Date of Issuance: March 31, 2016 

FOR THE NUCLEAR REGULATORY COMMISSION 

Benjamin G. Beasley, Chief 
Plant Licensing Branch 11-2 
Division of Operating Reactor Licensing 
Office of Nuclear Reactor Regulation 



ATTACHMENT TO LICENSE AMENDMENTS 

AMENDMENT NO. 181 RENEWED FACILITY OPERATING LICENSE NO. NPF-16 

DOCKET NO. 50-389 

Replace pages 3, 4, 5, 6 and 7 of Renewed Facility Operating License NPF-16 with the 
attached pages 3, 4, 5, 6, 7, 8 and 9. The revised pages are identified by amendment number 
and contain marginal lines indicating the areas of change. 

Replace the following page of the Appendix A Technical Specifications with the attached page. 
The revised page is identified by amendment number and contains marginal lines indicating the 
areas of change. 

Remove 
6-14 

Insert 
6-14 
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neutron sources for reactor startup, sealed sources for reactor instrumentation 
and radiation monitoring equipment calibration, and as fission detectors in 
amounts as required; 

D. Pursuant to the Act and 1 O CFR Parts 30, 40, and 70, FPL to receive, possess, 
and use in amounts as required any byproduct, source, or special nuclear 
material without restriction to chemical or physical form, for sample analysis or 
instrument calibration or associated with radioactive apparatus or components; 
and 

E. Pursuant to the Act and 10 CFR Parts 30, 40, and 70, FPL to possess, but not 
separate, such byproduct and special nuclear materials as may be produced by 
the operation of the facility. 

3. This renewed license shall be deemed to contain and is subject to the conditions 
specified in the following Commission's regulations: 1 O CFR Part 20, Section 30.34 of 
10 CFR Part 30, Section 40.41 of 10 CFR Part 40, Section 50.54 and 50.59 of 
10 CFR Part 50, and Section 70.32 of 10 CFR Part 70; and is subject to all applicable 
provisions of the Act and to the rules, regulations, and orders of the Commission now or 
hereafter in effect; and is subject to the additional conditions specified below: 

A. Maximum Power Level 

FPL is authorized to operate the facility at steady state reactor core power levels 
not in excess of 3020 megawatts (thermal). 

B. Technical Specifications 

The Technical Specifications contained in Appendices A and B, as revised through 
Amendment No.181 are hereby incorporated in the renewed license. FPL shall 
operate the facility in accordance with the Technical Specifications. 

Renewed License No. NPF-16 
Amendment No.4-+.S: 1 81 
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Appendix B, the Environmental Protection Plan (Non-Radiological), contains 
environmental conditions of the renewed license. If significant detrimental 
effects or evidence of irreversible damage are detected by the monitoring 
programs required by Appendix B of this license, FPL will provide the 
Commission with an analysis of the problem and plan of action to be taken 
subject to Commission approval to eliminate or significantly reduce the 
detrimental effects or damage. 

C. Updated Final Safety Analysis Report 

FPL's Updated Final Safety Analysis Report supplement submitted pursuant to 
10 CFR 54.21 (d), as revised on March 28, 2003, describes certain future 
activities to be completed before the period of extended operation. FPL shall 
complete these activities no later than April 6, 2023, and shall notify the NRC in 
writing when implementation of these activities is complete and can be verified by 
NRC inspection. 

The Updated Final Safety Analysis Report supplement as revised on March 28, 
2003, described above, shall be included in the next scheduled update to the 
Updated Final Safety Analysis Report required by 10 CFR 50.71 (e)(4), following 
issuance of this renewed license. Until that update is complete, FPL may make 
changes to the programs described in such supplement without prior 
Commission approval, provided that FPL evaluates each such change pursuant 
to the criteria set forth in 10 CFR 50.59 and otherwise complies with the 
requirements in that section. 

D. Antitrust Conditions 

FPL shall comply with the antitrust conditions in Appendices C and D to this 
renewed license. 

E. Fire Protection 

Florida Power & Light Company (FPL) St. Lucie Plant Unit 2 shall implement and 
maintain in effect all provisions of the approved fire protection program that comply 
with 10 CFR 50.48(a) and 10 CFR 50.48(c), as specified in the licensee 
amendment request dated March 22, 2013 as supplemented by letters dated 
June 14, 2013, February 24, 2014, March 25, 2014, April 25, 2014, July 14, 2014, 
August 27, 2014, September 10, 2014, October 10, 2014, March 10, 2015, April 1, 
2015, April 20, 2015, May 12, 2015, August 21, 2015, and October 22, 2015, and 
as approved in the safety evaluation (SE) dated Mm:h 31 , 2016 . Except where 
NRC approval for changes or deviations is required by 10 CFR 50.48(c), and 
provided no other regulation, technical specification, license condition or 
requirement would require prior NRC approval, the licensee may make changes to 
the fire protection program without prior approval of the Commission if those 
changes satisfy the provisions set forth in 10 CFR 50.48(a) and 10 CFR 50.48(c), 
the change does not require a change to a technical specification or a license 
condition, and the criteria listed below are satisfied. 

Renewed License No. NPF-16 
Amendment No. ~. 181 
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Risk-Informed Changes that May Be Made Without Prior NRC Approval 

A risk assessment of the change must demonstrate that the acceptance criteria 
below are met. The risk assessment approach, methods, and data shall be 
acceptable to the NRC and shall be appropriate for the nature and scope of the 
change being evaluated; be based on the as-built, as-operated, and maintained 
plant; and reflect the operating experience at the plant. Acceptable methods to 
assess the risk of the change may include methods that have been used in the 
peer-reviewed fire PRA model, methods that have been approved by NRC 
through a plant-specific license amendment or NRC approval of generic methods 
specifically for use in NFPA 805 risk assessments, or methods that have been 
demonstrated to bound the risk impact. 

(a) Prior NRC review and approval is not required for changes that clearly 
result in a decrease in risk. The proposed change must also be consistent 
with the defense-in-depth philosophy and must maintain sufficient safety 
margins. The change may be implemented following completion of the 
plant change evaluation. 

(b) Prior NRC review and approval is not required for individual changes that 
result in a risk increase less than 1x10-7 /year (yr) for CDF and less than 
1x1 o-8/yr for LERF. The proposed change must also be consistent with 
the defense-in-depth philosophy and must maintain sufficient safety 
margins. The change may be implemented following completion of the 
plant change evaluation. 

Other Changes that May Be Made Without Prior NRC Approval 

1. Changes to NFPA 805, Chapter 3, Fundamental Fire Protection Program. 

Prior NRC review and approval are not required for changes to the 
NFPA 805, Chapter 3, fundamental fire protection program elements and 
design requirements for which an engineering evaluation demonstrates 
that the alternative to the Chapter 3 element is functionally equivalent or 
adequate for the hazard. The licensee may use an engineering evaluation 
to demonstrate that a change to NFPA 805, Chapter 3 element is 
functionally equivalent to the corresponding technical requirement. A 
qualified fire protection engineer shall perform the engineering evaluation 
and conclude that the change has not affected the functionality of the 
component, system, procedure, or physical arrangement, using a relevant 
technical requirement or standard. 

The licensee may use an engineering evaluation to demonstrate that 
changes to certain NFPA 805, Chapter 3 elements are acceptable 
because the alternative is "adequate for the hazard." Prior NRC review 
and approval would not be required for alternatives to four specific 
sections of NFPA 805, Chapter 3, for which an engineering evaluation 
demonstrates that the alternative to the Chapter 3 element is adequate for 
the hazard. A qualified fire protection engineer shall perform the 
engineering evaluation and conclude that the change has not affected the 
functionality of the component, system, procedure, or physical 

Renewed License No. NPF-16 
Amendment No. 181 
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arrangement, using a relevant technical requirement or standard. The four 
specific sections of NFPA 805, Chapter 3, are as follows: 

• "Fire Alarm and Detection Systems" (Section 3.8); 
• "Automatic and Manual Water-Based Fire Suppression Systems" 

(Section 3.9); 
• "Gaseous Fire Suppression Systems" (Section 3.10); and, 
• "Passive Fire Protection Features" (Section 3.11) 

This License Condition does not apply to any demonstration of 
equivalency under Section 1.7 of NFPA 805. 

2. Fire Protection Program Changes that Have No More than Minimal Risk 
Impact 

Prior NRC review and approval are not required for changes to the 
licensee's fire protection program that have been demonstrated to have no 
more than a minimal risk impact. The licensee may use its screening 
process as approved in the NRC SE dated .Mm:h 31, 2016 to 
determine that certain fire protection program changes meet the minimal 
criterion. The licensee shall ensure that fire protection defense-in-depth 
and safety margins are maintained when changes are made to the fire 
protection program. 

Transition License Conditions 

(1) Before achieving full compliance with 10 CFR 50.48(c), as specified by (2) 
and (3) below, risk informed changes to Florida Power & Light Company 
fire protection program may not be made without prior NRC review and 
approval unless the change has been demonstrated to have no more than 
a minimal risk impact, as described in 2) above; 

(2) The licensee shall implement the modifications to its facility, as described 
in Table S-1, "Plant Modifications Committed," Attachment S, of Florida 
Power & Light letter L-2015-211, dated August 21, 2015, to complete the 
transition to full compliance with 10 CFR 50.48(c) prior to startup of SL 1-28 
(spring 2018) and SL2-24 (fall 2018) refueling outages after issuance of 
the SE. The licensee shall maintain appropriate compensatory measures 
in place until completion of these modifications; and 

(3) The licensee shall implement the items listed in Attachment S, Table S-2, 
"Implementation Items," of FPL letter L-2015-211 dated August 21, 2015, 
with the exception of items 18 and 20, within 12 months after NRC 
approval unless that falls within a scheduled outage window, then in that 
case, completion will occur 60 days after startup from that scheduled 
outage. Implementation Item 18 is an exception because it is associated 
with modifications in Table S-1 and will be completed in accordance with 
Transition License Condition 2) above. Item 20 is also an exception 
because it is required to be completed prior to self-approval and will be 
completed prior to the startup of SL2-24 (fall 2018). 

Renewed License No. NPF-16 
Amendment No. 181 
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F. Physical Protection 

The licensee shall fully implement and maintain in effect all provisions of the 
Commission-approved physical security, training and qualification, and 
safeguards contingency plans including amendments made pursuant to 
provision of the Miscellaneous Amendments and Search Requirements revisions 
to 10 CFR 73.55 (51 FR 27817 and 27822) and to the authority of 10 CFR 50.90 
and 10 CFR 50.54(p). The combined set of plans, which contains Safeguards 
Information protected under 10 CFR 73.21, is entitled: "Florida Power and Light & 
FPL Energy Seabrook Physical Security Plan, Training and Qualification Plan 
and Safeguards Contingency Plan - Revision 3," submitted by letter dated 
May 18, 2006. St. Lucie shall fully implement and maintain in effect all provisions 
of the Commission-approved cyber security plan (CSP), including changes made 
pursuant to the authority of 10 CFR 50.90 and 10 CFR 50.54(p). St. Lucie CSP 
was approved by License Amendment Nos. 160 as supplemented by a 
clarification approved by License Amendment No. 164 and 172. 

G. Before engaging in additional construction or operational activities which may 
result in a significant adverse environmental impact that was not evaluated or 
that is significantly greater than that evaluated in the Final Environmental 
Statement dated April 1982, FPL shall provide written notification to the Office of 
Nuclear Reactor Regulation. 

H. DELETED 

I. FPL shall notify the Commission, as soon as possible but not later than one 
hour, of any accident at this facility which could result in an unplanned release of 
quantities of fission products in excess of allowable limits for normal operation 
established by the Commission. 

J. FPL shall have and maintain financial protection of such type and in such 
amounts as the Commission shall require in accordance with Section 170 of the 
Atomic Energy Act of 1954, as amended, to cover public liability claims. 

K. The use of ZIRLO™ clad fuel at St. Lucie Unit 2 will be subject to the following 
restrictions: 

FPL will limit the fuel duty for St. Lucie Unit 2 to a baseline modified Fuel Duty 
Index (mFDI) of 600 with a provision for adequate margin to account for 
variations in core design (e.g., cycle length, plant operating conditions, etc). 
This limit will be applicable until data is available demonstrating the performance 
of ZIRLO™ cladding at Combustion Engineering 16x16 plants. 

FPL will restrict the mFDI of each ZIRLO™ clad fuel pin to 11 O percent of the 
baseline mFDI of 600. 

For a fraction of the fuel pins in a limited number of assemblies (8), FPL will 
restrict the fuel duty of ZIRLO™ clad fuel pins to 120 percent of the baseline 
mFDI of 600. 

Renewed License No. NPF-16 
Amendment No. +w, ..:t-eG, ~. ~, 181 



- 8 -

FPL shall not lift the ZIRLO™ mFDI restriction discussed above without either 
NRC approval of a supplement to CENPD-404-P-A that includes corrosion data 
from two Combustion Engineering plants (not at the same site) or NRC approval 
of St. Lucie Unit 2 plant-specific corrosion data. 

L. Mitigation Strategy License Condition 

Develop and maintain strategies for addressing large fires and explosions and 
that includes the following key areas: 

(a) Fire fighting response strategy with the following elements: 
1. Pre-defined coordinated fire response strategy and guidance 
2. Assessment of mutual aid fire fighting assets 
3. Designated staging areas for equipment and materials 
4. Command and control 
5. Training of response personnel 

(b) Operations to mitigate fuel damage considering the following: 
1. Protection and use of personnel assets 
2. Communications 
3. Minimizing fire spread 
4. Procedures for implementing integrated fire response strategy 
5. Identification of readily-available pre-staged equipment 
6. Training on integrated fire response strategy 
7. Spent fuel pool mitigation measures 

(c) Actions to minimize release to include consideration of: 
1. Water spray scrubbing 
2. Dose to onsite responders 

M. Control Room Habitability 

Upon implementation of Amendment No. 153, adopting TSTF-448, Revision 3, 
the determination of control room envelope (CRE) unfiltered air inleakage as 
required by SR 4.7.7.e, in accordance with TS 6.15, the assessment of CRE 
habitability as required by Specification 6.15.c.(ii), and the measurement of CRE 
pressure as required by Specification 6.15.d, shall be considered met. Following 
implementation: 

(a) The first performance of SR 4.7.7.e, in accordance with 
Specification 6.15.c.(i), shall be within the specified Frequency of 6 years, 
plus the 18-month allowance of SR 4.0.2, as measured from 
September 2003, the date of the most recent successful tracer gas test, 
as stated in FPL letters to NRC dated December 9, 2003, and 
October 29, 2004, in response to Generic Letter 2003-01. 

(b) The first performance of the periodic assessment of CRE habitability, 
Specification 6.15.c.(ii), shall be within 3 years, plus the 9-month allowance 
of SR 4.0.2, as measured from September 2003, the date of the most 
recent successful tracer gas test, as stated in FPL letters to 

Renewed License No. NPF-16 
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NRC dated December 9, 2003, and October 29, 2004, in response to 
Generic Letter 2003-01, or within the next 9 months if the time period since 
the most recent successful tracer gas test is greater than 3 years. 

(c) The first performance of the periodic measurement of CRE pressure, 
Specification 6.15.d, shall be within 36 months in a staggered test basis, 
plus the 138 days allowed by SR 4.0.2, as measured from 
November 13, 2006, which is the date of the most recent successful 
pressure measurement test, or within 138 days if not performed 
previously. 

N. FATES3B Safety Analyses 

FATES3B has been specifically approved for use for St. Lucie Unit 2 licensing 
basis analyses based on FPL maintaining the more restrictive operational/design 
radial power fall-off curve limits as specified in Attachment 4 to FPL Letter L-2012-
121, dated March 31, 2012 as compared to the FATES3B analysis radial power 
fall-off curve limits. The radial power fall-off curve limits shall be verified each 
cycle as part of the Reload Safety Analysis Checklist (RSAC) process. 

Upon NRC approval of a new long-term fuel evaluation model and associated 
methods that explicitly account for thermal conductivity degradation (TCD) that is 
applicable to St. Lucie Unit 2 design, FPL will, within 6 months: 

(a) Demonstrate that the St. Lucie Unit 2 safety analyses remain 
conservatively bounded in licensing basis analyses when compared to the 
NRG-approved new long-term fuel evaluation model that is applicable to 
St. Lucie Unit 2 design, or 

(b) Provide a schedule for re-analysis using the NRG-approved new long-term 
fuel evaluation model that is applicable to St. Lucie Unit 2 design for any 
affected licensing basis analyses. 

4. This renewed license is effective as of the date of issuance, and shall expire at midnight 
April 6, 2043. 

Attachments: 

FOR THE NUCLEAR REGULATORY COMMISSION 

Original signed by 

J. E. Dyer, Director 

Office of Nuclear Reactor Regulation 

1. Appendix A, Technical Specifications 
2. Appendix B, Environmental Protection Plan 
3. Appendix C, Antitrust Conditions 
4. Appendix D, Antitrust Conditions 

Date of Issuance: October 2, 2003 

Renewed License No. NPF-16 
Amendment No.~, 181 



6.0 ADMINISTRATIVE CONTROLS 

6.8 PROCEDURES AND PROGRAMS (Continued) 

f. Not Used. 

g. PROCESS CONTROL PROGRAM implementation. 

h. OFFSITE DOSE CALCULATION MANUAL implementation. 

i. Quality Control Program for effluent monitoring, using the guidance in Regulatory 
Guide 1.21, Revision 1, June 1974. 

j. Quality Control Program for environmental monitoring using the guidance in 
Regulatory Guide 4.1, Revision 1, April 1975. 

6.8.2 DELETED 

6.8.3 DELETED 

ST. LUCIE - UNIT 2 6-14 Amendment No. ~. 00, 9-7, +.:t-9 
~,181 
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UNITED STATES 
NUCLEAR REGULATORY COMMISSION 

WASHINGTON, D.C. 20555-0001 

SAFETY EVALUATION BY THE OFFICE OF NUCLEAR REACTOR REGULATION FOR 

TRANSITION TO A RISK-INFORMED. PERFORMANCE-BASED 

FIRE PROTECTION PROGRAM IN ACCORDANCE WITH 10 CFR 50.48(c) 

AMENDMENT NO. 231 TO RENEWED FACILITY OPERATING LICENSE NO. DPR-67 AND 

AMENDMENT NO. 181 TO RENEWED FACILITY OPERATING LICENSE NO. NPF-16 

FLORIDA POWER & LIGHT COMPANY 

ST. LUCIE PLANT UNIT NOS. 1 AND 2 

DOCKET NOS. 50-335 AND 50-389 

1.0 INTRODUCTION 

1.1 Background 

The U.S. Nuclear Regulatory Commission (NRC or the Commission) started developing fire 
protection requirements in the 1970s. In 1976, the NRC published comprehensive fire 
protection guidelines in the form of Branch Technical Position (BTP) Auxiliary and Power 
Conversion Systems Branch (APSCB) 9.5-1, "Guidelines for Fire Protection for Nuclear Power 
Plants" (Reference 1), and Appendix A to BTP APCSB 9.5-1, "Guidelines for Fire Protection for 
Nuclear Power Plants Docketed Prior to July 1, 1976" (Reference 2). Subsequently, the NRC 
performed fire protection reviews for the operating reactors, and documented the results in 
safety evaluations (SEs) or supplements to SEs. 

In 1980, to resolve issues identified in those reports, the NRC amended its regulations for fire 
protection in operating nuclear power plants (NPPs) and published its Final Rule, Fire Protection 
Program for Operating Nuclear Power Plants, in the Federal Register (FR) on November 19, 
1980 (45 FR 76602), adding Title 1 O of the Code of Federal Regulations (1 O CFR) Section 
50.48, "Fire Protection," and Appendix R, "Fire Protection Program for Nuclear Power Facilities 
Operating Prior to January 1, 1979" to 1 O CFR Part 50. 

Section 50.48(a)(1) of 10 CFR requires each holder of an operating license, and holders of a 
combined operating license issued under Part 52 to have a fire protection plan that satisfies 
General Design Criterion (GDC) 3 of Appendix A to 10 CFR Part 50 and states that the fire 
protection plan must describe the overall fire protection program (FPP); identify the positions 
responsible for the program and the authority delegated to those positions; outline the plans for 
fire protection, fire detection and suppression capability, and limitation of fire damage. 

Enclosure 3 
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Section 50.48(a)(2) states that the fire protection plan must describe the specific features 
necessary to implement the program described in paragraph (a)(1 ), including administrative 
controls and personnel requirements; automatic and manual fire detection and suppression 
systems; and the means to limit fire damage to structures, systems, and components (SSCs) to 
ensure the capability to safely shut down the plant. Section 50.48(a)(3) requires that the 
licensee retain the fire protection plan and each change to the plan as a record until the 
Commission terminates the license, and that the licensee retain each superseded revision of the 
procedures for 3 years. 

In the 1990s, the NRC worked with the National Fire Protection Association (NFPA) and 
industry to develop a risk-informed (RI), performance-based (PB) consensus standard for fire 
protection. In 2001, the NFPA Standards Council issued NFPA 805, "Performance-Based 
Standard for Fire Protection for Light Water Reactor Electric Generating Plants" (Reference 3), 
which describes a methodology for establishing fundamental FPP design requirements and 
elements, determining required fire protection systems and features, applying PB requirements, 
and. administering fire protection for existing light-water reactors during operation, 
decommissioning, and permanent shutdown. It provides for the establishment of a minimum set 
of fire protection requirements but allows PB or deterministic approaches to be used to meet 
performance criteria. 

NRC Regulatory Guide (RG) 1.205, "Risk-Informed, Performance-Based Fire Protection for 
Existing Light-Water Nuclear Power Plants," Revision 1 (RG 1.205) (Reference 4 ), states, in 
part, that: 

On March 26, 1998, the staff sent to the Commission SECY-98-058, 
"Development of a Risk-Informed, Performance-Based Regulation for Fire 
Protection at Nuclear Power Plants" (Reference 5), in which it proposed to work 
with NFPA and the industry to develop a risk-informed, performance-based 
consensus standard for nuclear power plant fire protection. This consensus 
standard could be endorsed in a future rulemaking as an alternative set of fire 
protection requirements to the existing regulations in 10 CFR 50.48. In 
SECY-00-0009, "Rulemaking Plan, Reactor Fire Protection Risk-Informed, 
Performance-Based Rulemaking," dated January 13, 2000 (Reference 6), the 
NRC staff requested and received Commission approval to proceed with a 
rulemaking to permit reactor licensees to adopt NFPA 805 as an alternative to 
existing fire protection requirements. On February 9, 2001, the NFPA Standards 
Council approved the 2001 Edition of NFPA 805 as an American National 
Standard for performance-based fire protection for light-water nuclear power 
plants. 

A licensee that elects to adopt NFPA 805 must meet the performance goals, objectives, and 
criteria that are itemized in Chapter 1 of NFPA 805 through the implementation of PB or 
deterministic approaches. The goals include ensuring that reactivity control, inventory and 
pressure control, decay heat removal, vital auxiliaries, and process monitoring are achieved and 
maintained. The licensee then must establish plant fire protection requirements using the 
methodology in Chapter 2 of NFPA 805, such that the minimum FPP elements and design 
criteria contained in Chapter 3 of NFPA 805 are satisfied. Next, a licensee identifies fire areas 
and fire hazards through a plant-wide analysis, and then applies either a PB or a deterministic 
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approach to meet the performance criteria. As part of a PB approach, the licensee will use 
engineering evaluations, probabilistic safety assessments (PSAs), and fire modeling (FM) 
calculations to show that the criteria are met. Chapter 4 of NFPA 805 establishes the 
methodology to determine the fire protection systems and features required to achieve the 
performance criteria. It also specifies that at least one success path to achieve the nuclear 
safety performance criteria (NSPC) shall be maintained free of fire damage by a single fire. 

RG 1.205 also states, in part, that: 

Effective July 16, 2004, the Commission amended its fire protection requirements 
in 10 CFR 50.48 to add 10 CFR 50.48(c), which incorporates by reference the 
2001 Edition of NFPA 805, with certain exceptions, and allows licensees to apply 
for a license amendment to comply with the 2001 Edition of NFPA 805 
(69 FR 33536). NFPA has issued subsequent Editions of NFPA 805, but the 
regulation does not endorse them. 

Throughout this safety evaluation (SE), where the NRC staff states that the licensee's FPP 
element is in compliance with (or meeting the requirements of) NFPA 805, the NRC staff is 
referring to NFPA 805 with the exceptions, modifications, and supplements described in 
10 CFR 50.48(c)(2). 

RG 1.205 also states, in part, that: 

In parallel with the Commission's efforts to issue a rule incorporating the 
risk-informed, performance-based fire protection provisions of NFPA 805, NEI 
[Nuclear Energy Institute] published implementing guidance for the specific 
provisions of NFPA 805 and 10 CFR 50.48(c) in NEI 04-02, ["Guidance for 
Implementing a Risk-Informed, Performance-Based Fire Protection Program 
Under 10 CFR 50.48(c)." (Reference 7)] 

RG 1.205 provides the NRC staff's position on NEI 04-02, Revision 2, and offers additional 
information and guidance to supplement the NEI document and assist licensees in meeting 
the NRC's regulations in 10 CFR 50.48(c) related to adopting a risk-informed, 
performance-based (RI/PB) FPP. RG 1.205 endorses the guidance of NEI 04-02, 
Revision 2, subject to certain exceptions, as providing methods acceptable to the NRC staff for 
adopting an FPP consistent with the 2001 Edition of NFPA 805 and 10 CFR 50.48(c). 

Accordingly Florida Power & Light Company (FPL, the licensee), requested license 
amendments to allow it to establish and maintain the St. Lucie Plant (PSL), Units 1 and 2 FPP 
in accordance with 1 O CFR 50.48(c) and change the Renewed Facility Operating Licenses and 
Technical Specifications (TSs) accordingly. 

1.2 Requested Licensing Action 

By letter dated March 22, 2013 (Reference 8), as supplemented by letters dated June 14, 2013 
(Reference 9), February 24, 2014 (Reference 10), March 25, 2014 (Reference 11 ), April 25, 
2014 (Reference 12), July 14, 2014 (Reference 13), August 27, 2014 (Reference 14), 
September 10, 2014 (Reference 15), October 10, 2014 (Reference 16), March 10, 2015 



-4-

(Reference 17), April 1, 2015 (Reference 18), April 20, 2015 (Reference 19), May 12, 2015 
(Reference 20), August 21, 2015 (Reference 21 ), and October 22, 2015 (Reference 22), the 
licensee submitted an application for license amendments to transition the FPP from 
10 CFR 50.48(b) to 10 CFR 50.48(c), NFPA 805, "Performance-Based Standard for Fire 
Protection For Light Water Reactor Electric Generating Plants," 2001 Edition. The supplemental 
letters were in response to the NRC staff's requests for additional information (RAls) dated 
December 26, 2013 (Reference 23), June 17, 2014 (Reference 24), July 14, 2014 
(Reference 25), September 8, 2014 (Reference 26), March 3, 2015 (Reference 27), March 16, 
2015 (Reference 28), April 10, 2015 (Reference 29), and July 30, 2015 (Reference 30). The 
licensee's supplemental letters dated February 24, March 25, April 25, July 14, August 27, 
September 10, and October 10, 2014; and March 10, April 1, April 20, May 12, August 21, and 
October 22, 2015, provided additional information that clarified the application, but did not 
expand the overall scope of the application as originally noticed, and did not change the NRC 
staffs original proposed opportunity for a hearing on the initial application as published in the 
FR on December 26, 2013 (78 FR 78407). 

The licensee requested amendments to the PSL, Units 1 and 2 renewed facility operating 
licenses and TSs in order to establish and maintain an RI/PB FPP in accordance with the 
requirements of 10 CFR 50.48(c). 

Specifically, the licensee requested to transition PSL, Units 1 and 2 from the existing 
deterministic fire protection licensing basis established in accordance with all provisions of the 
approved FPP as described by NRC letters dated July 17, 1984 (Reference 31), February 21, 
1985 (Reference 32), March 5, 1987 (Reference 33), and October 4, 1988 (Reference 34) for 
PSL Unit 1, and by NRC letters dated April 6, 1983 (Reference 35) and December 5, 1986 
(Reference 36) for PSL Unit 2, to an RI/PB FPP in accordance with 10 CFR 50.48(c), that uses 
risk information, in part, to demonstrate compliance with the fire protection and nuclear safety 
goals, objectives, and performance criteria of NFPA 805. As such, the proposed FPP at PSL, 
Units 1 and 2 is referred to as RI/PB FPP throughout this SE. 

In its license amendment request (LAR), the licensee provided a description of the revised FPP 
for which it is requesting NRC approval to implement, a description of the FPP that it will 
implement under 10 CFR 50.48(a) and (c), and the results of the evaluations and analyses 
required by NFPA 805. 

This SE documents the NRC staffs evaluation of the licensee's LAR and the NRC staff's 
conclusion that: 

1. The licensee has identified any orders, license conditions, and the TSs that must 
be revised or superseded, and that any necessary revisions are adequate, as 
required by 10 CFR 50.48(c)(3)(i); 

2. The licensee has completed its implementation of the methodology in Chapter 2, 
"Methodology," of NFPA 805 (including all required evaluations and analyses), 
and the NRC staff has approved the licensee's modified FPP, which reflects the 
decision to comply with NFPA 805, as required by 10 CFR 50.48(a); and 
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3. The licensee will modify its FPP, as described in the LAR, in accordance with the 
implementation schedule set forth in this SE and the accompanying license 
condition, as required by 10 CFR 50.48(c)(3)(ii). 

The licensee proposed a new fire protection license condition reflecting the new RI/PB FPP 
licensing basis, as well as revisions to the TSs that address this change to the current FPP 
licensing basis. SE Sections 2.4.2 and 4.0 discuss in detail the license condition, and SE 
Section 2.4.3 discusses the TS changes. 

2.0 REGULATORY EVALUATION 

Section 50.48, "Fire protection," of 10 CFR provides the NRC requirements for NPP fire 
protection. The NRC regulations include specific requirements for requesting approval for an 
RI/PB FPP based on the provisions of NFPA 805 (Reference 3). Paragraph 50.48(c)(3)(i) of 
10 CFR states, in part, that: 

A licensee may maintain a fire protection program that complies with NFPA 805 
as an alternative to complying with paragraph (b) of this section [10 CFR 
50.48(b)] for plants licensed to operate before January 1, 1979, or the fire 
protection license conditions for plants licensed to operate after January 1, 1979. 
The licensee shall submit a request to comply with NFPA 805 in the form of an 
application for license amendment under [10 CFR] 50.90. The application must 
identify any orders and license conditions that must be revised or superseded, 
and contain any necessary revisions to the plant's technical specifications and 
the bases thereof. 

In addition, 10 CFR 50.48(c)(3)(ii) states that: 

The licensee shall complete its implementation of the methodology in Chapter 2 
of NFPA 805 (including all required evaluations and analyses) and, upon 
completion, modify the fire protection plan required by paragraph (a) of this 
section to reflect the licensee's decision to comply with NFPA 805, before 
changing its fire protection program or nuclear power plant as permitted by 
NFPA 805. 

The intent of 10 CFR 50.48(c)(3)(ii) is given in the statement of considerations for the Final 
Rule, Voluntary Fire Protection Requirements for Light Water Reactors; Adoption of NFPA 805 
as a Risk-Informed, Performance-Based Alternative, 69 Fed. Reg. 33536, 33548 (June 16, 
2004 ), which states, in part, that: 

This paragraph requires licensees to complete all of the Chapter 2 methodology 
(including evaluations and analyses) and to modify their fire protection plan 
before making changes to the fire protection program or to the plant 
configuration. This process ensures that the transition to an NFPA 805 
configuration is conducted in a complete, controlled, integrated, and organized 
manner. This requirement also precludes licensees from implementing 
NFPA 805 on a partial or selective basis (e.g., in some fire areas and not others, 
or truncating the methodology within a given fire area). 
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As stated in 10 CFR 50.48(c)(3)(i), the Director of the Office of Nuclear Reactor Regulation 
(NRR), or a designee of the Director, may approve the application if the Director or designee 
determines that the licensee has identified orders, license conditions, and the TSs that must be 
revised or superseded, and that any necessary revisions are adequate. 

The regulations also allow for flexibility that was not included in the NFPA 805 standard. 
Licensees who choose to adopt 10 CFR 50.48(c), but wish to use the PB methods permitted 
elsewhere in the standard to meet the fire protection requirements of NFPA 805 Chapter 3, 
"Fundamental Fire Protection Program and Design Elements," must submit a LAR in 
accordance with 10 CFR 50.48(c)(2)(vii). 

The Director of the Office of Nuclear Reactor Regulation, or a designee of the 
Director, may approve the application if the Director or designee determines that 
the PB approach; 

(A) Satisfies the performance goals, performance objectives, and 
performance criteria specified in NFPA 805 related to nuclear safety and 
radiological release; 

(B) Maintains safety margins; and 

(C) Maintains fire protection defense-in-depth [DID] (fire prevention, fire 
detection, fire suppression, mitigation, and post-fire safe shutdown [SSD] 
capability). 

Alternatively, licensees may choose to use RI or PB alternatives to comply with NFPA 805 by 
submitting a LAR in accordance with 10 CFR 50.48( c )( 4 ). 

The Director of the Office of Nuclear Reactor Regulation, or designee of the 
Director, may approve the application if the Director or designee determines that 
the proposed alternatives: 

(i) Satisfy the performance goals, performance objectives, and performance 
criteria specified in NFPA 805 related to nuclear safety and radiological 
release; 

(ii) Maintain safety margins; and 

(iii) Maintain fire protection defense-in-depth (fire prevention, fire detection, 
fire suppression, mitigation, and post-fire safe shutdown capability). 

In addition to the conditions outlined by the rule that require licensees to submit an LAR for NRC 
review and approval in order to adopt an RI/PB FPP, a licensee may also submit additional 
elements of its FPP for which it wishes to receive specific NRC review and approval, as set forth 
in Regulatory Position (RP) C.2.2.1 of RG 1.205, Revision 1 (Reference 4 ). Inclusion of these 
elements in the NFPA 805 LAR is meant to alleviate uncertainty in portions of the current FPP 
licensing bases as a result of the lack of specific NRC approval of these elements. RGs are not 
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substitutes for regulations, and compliance with them is not required. Methods and solutions 
that differ from those set forth in RGs will be deemed acceptable if they provide a basis for the 
findings required for the issuance or continuance of a permit or license by the Commission. 
Accordingly, any submittal addressing these additional FPP elements needs to include sufficient 
detail to allow the NRC staff to assess whether the licensee's treatment of these elements 
meets the 10 CFR 50.48(c) requirements 

The purpose of the FPP established by NFPA 805 is to provide assurance, through a DID 
philosophy, that the NRC's fire protection objectives are satisfied. NFPA 805 Section 1.2, 
"Defense-in-Depth," states that: 

Protecting the safety of the public, the environment, and plant personnel from a 
plant fire and its potential effect on safe reactor operations is paramount to this 
standard. The fire protection standard shall be based on the concept of 
defense-in-depth. Defense-in-depth shall be achieved when an adequate 
balance of each of the following elements is provided: 

(1) Preventing fires from starting; 

(2) Rapidly detecting fire and controlling and extinguishing promptly those 
fires that do occur, thereby limiting fire damage; and 

(3) Providing an adequate level of fire protection for SSCs important to 
safety, so that a fire that is not promptly extinguished will not prevent 
essential plant safety functions from being performed. 

In addition, in accordance with GDC 3, "Fire protection," of Appendix A, "General Design Criteria 
for Nuclear Power Plants," to 10 CFR Part 50, fire protection systems must be designed such 
that their failure or inadvertent operation does not significantly impair the ability of the SSCs 
important to safety to perform their intended safety functions. 

2.1 Other Applicable Regulations 

The following regulations address fire protection: 

GDC 3, "Fire protection," to 10 CFR Part 50, Appendix A, states that: 

Structures, systems, and components important to safety shall be 
designed and located to minimize, consistent with other safety 
requirements, the probability and effect of fires and explosions. 
Noncombustible and heat resistant materials shall be used wherever 
practical throughout the unit, particularly in locations such as the 
containment and control room. Fire detection and fighting systems of 
appropriate capacity and capability shall be provided and designed to 
minimize the adverse effects of fires on structures, systems, and 
components important to safety. Firefighting systems shall be designed 
to assure that their rupture or inadvertent operation does not significantly 
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impair the safety capability of these structures, systems, and 
components. 

GDC 5, "Sharing of structures, systems, and components," to 10 CFR Part 50, 
Appendix A, states that: 

Structures, systems, and components important to safety shall not be 
shared among nuclear power units unless it can be shown that such 
sharing will not significantly impair their ability to perform their safety 
functions, including, in the event of an accident in one unit, an orderly 
shutdown and cooldown of the remaining units. 

10 CFR 50.48(a)(1) requires that each holder of an operating license have a fire 
protection plan that satisfies GDC 3 of Appendix A to 10 CFR Part 50; 

10 CFR 50.48(c) incorporates NFPA 805 (2001 Edition) (Reference 3) by reference, with 
certain exceptions, modifications and supplementation. This regulation establishes the 
requirements for using an RI/PB FPP in conformance with NFPA 805 as an alternative to 
the requirements associated with 10 CFR 50.48(b) and Appendix R, "Fire Protection 
Program for Nuclear Power Facilities Operating Prior to January 1, 1979," to 
10 CFR Part 50, or the specific plant fire protection license condition; and 

10 CFR Part 20, "Standards for Protection against Radiation," establishes the radiation 
protection limits used as NFPA 805 radioactive release performance criteria, as 
specified in NFPA 805, Section 1.5.2, "Radioactive Release Performance Criteria." 

2.2 Applicable Guidance 

The NRC staff review also relied on the following additional codes, RGs, and standards: 

• RG 1.205, "Risk-Informed, Performance-Based Fire Protection for Existing 
Light-Water Nuclear Power Plants," Revision 1, issued December 2009 
(Reference 4), which provides guidance for use in complying with the 
requirements that the NRC has promulgated for RI/PB FPPs that comply with 
10 CFR 50.48 and the referenced 2001 Edition of the NFPA standard. It 
endorses portions of NEI 04-02, Revision 2, where it has been found to provide 
methods acceptable to the NRC for implementing NFPA 805 and complying with 
10 CFR 50.48(c). The RPs in Section C of RG 1.205 include clarification of the 
guidance provided in NEI 04-02, as well as NRC exceptions to the guidance. 
RG 1.205 sets forth RPs, emphasizes certain issues, clarifies the requirements of 
10 CFR 50.48(c) and NFPA 805, clarifies the guidance in NEI 04-02, and 
modifies the NEI 04-02 guidance where required. Should a conflict occur 
between NEI 04-02 and this RG, the RPs in RG 1.205 govern. This RG also 
indicates that Chapter 3 of NEI 00-01, "Guidance for Post-Fire Safe Shutdown 
Circuit Analysis," Revision 2, issued May 2009, when used in conjunction with 
NFPA 805 and the RG, provides one acceptable approach to circuit analysis for 
a plant implementing an FPP under 10 CFR 50.48(c). 
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• The 2001 Edition of NFPA 805, "Performance-Based Standard for Fire Protection 
for Light Water Reactor Electric Generating Plants," (Reference 3), which 
specifies the minimum fire protection requirements for existing light water NPPs 
during all phases of plant operations, including shutdown, degraded conditions, 
and decommissioning. NFPA 805 was developed to provide a comprehensive 
RI/PB standard for fire protection. The NFPA 805 Technical Committee on 
Nuclear Facilities is composed of nuclear plant licensees, the NRC, insurers, 
equipment manufacturers, and subject matter experts. The standard was 
developed in accordance with NFPA processes, and consisted of a number of 
technical meetings and reviews of draft documents by committee and industry 
representatives. The scope of NFPA 805 includes goals related to nuclear 
safety, radioactive release, life safety, and plant damage/business interruption. 
The standard addresses fire protection requirements for nuclear plants during all 
plant operating modes and conditions, including shutdown and decommissioning, 
which had not been explicitly addressed by previous requirements and 
guidelines. NFPA 805 became effective on February 9, 2001; 

• NEI 04-02, "Guidance for Implementing a Risk-Informed, Performance-Based 
Fire Protection Program Under 10 CFR 50.48(c)" (Reference 7), which provides 
guidance for implementing the requirements of 10 CFR 50.48(c), and represents 
methods for implementing in whole or in part an RI/PB FPP. This implementing 
guidance for NFPA 805 has two primary purposes: (1) provide direction and 
clarification for adopting NFPA 805 as an acceptable approach to fire protection, 
consistent with 1 O CFR 50.48 (c); and (2) provide additional supplemental 
technical guidance and methods for using NFPA 805 and its appendices to 
demonstrate compliance with fire protection requirements. Although there is a 
significant amount of detail in NFPA 805 and its appendices, clarification and 
additional guidance for select issues help ensure consistency and effective 
utilization of the standard. The NEI 04-02 guidance focuses attention on the 
RI/PB fire protection goals, objectives, and performance criteria contained in 
NFPA 805 and the RI/PB tools considered acceptable for demonstrating 
compliance. Revision 2 of NEI 04-02 incorporates guidance from RG 1.205 and 
approved Frequently Asked Questions (FAQs). 

• NEI 00-01, "Guidance for Post Fire Safe Shutdown Circuit Analysis," Revision 2, 
(Reference 37), which provides a deterministic methodology for performing 
post-fire safe shutdown analysis (SSA). In addition, NEI 00-01 includes 
information on RI methods (when allowed within a plant's license basis) that may 
be used in conjunction with the deterministic methods for resolving circuit failure 
issues related to multiple spurious operations (MSOs). The RI method is 
intended for application by licensees to determine the risk significance of 
identified circuit failure issues related to MSOs. RG 1.205 indicates that 
Chapter 3 of NEI 00-01, Revision 2, when used in conjunction with NFPA 805 
and RG 1.205, provides one acceptable approach to circuit analysis for a plant 
implementing an FPP under 10 CFR 50.48(c). 
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• RG 1.17 4, "An Approach for Using Probabilistic Risk Assessment in 
Risk-Informed Decisions on Plant-Specific Changes to the Licensing Basis," 
Revision 2, issued May 2011 (Reference 38), which provides the NRC staff's 
recommendations for using risk information in support of licensee-initiated 
licensing basis changes to a NPP that require such review and approval. The 
guidance provided does not preclude other approaches for requesting licensing 
basis changes. Rather, RG 1.17 4 is intended to improve consistency in 
regulatory decisions in areas in which the results of risk analyses are used to 
help justify regulatory action. As such, the RG provides general guidance 
concerning one approach that the NRC has determined to be acceptable for 
analyzing issues associated with proposed changes to a plant's licensing basis 
and for assessing the impact of such proposed changes on the risk associated 
with plant design and operation. 

• RG 1.200, "An Approach for Determining the Technical Adequacy of Probabilistic 
Risk Assessment Results for Risk-Informed Activities," Revision 2, issued March 
2009 (Reference 39), which provides guidance to licensees for use in 
determining the technical adequacy of the base probabilistic risk assessment 
(PRA) used in an RI regulatory activity, and endorses standards and industry 
peer review guidance. The RG provides guidance in four areas: 

1. A definition of a technically acceptable PRA; 

2. The NRC's position on PRA consensus standards and industry 
PRA peer review program documents; 

3. Demonstration that the baseline PRA (in total or specific pieces) 
used in regulatory applications is of sufficient technical adequacy; 
and 

4. Documentation to support a regulatory submittal. 

It does not provide guidance on how the base PRA is revised for a specific 
application or how the PRA results are used in application-specific 
decisionmaking processes; 

• American Society of Mechanical Engineers (ASME)/American Nuclear Society 
(ANS) RA-Sa-2009, "Addenda to ASME/ANS RA-S-2008, Standard for 
Level 1/Large Early Release Frequency Probabilistic Risk Assessment for 
Nuclear Power Plant Applications" (Reference 40), which provides guidance 
PRAs used to support RI decisions for commercial light water reactor nuclear 
power plants and prescribes a method for applying these requirements for 
specific applications. The standard gives guidance for a Level 1 PRA of internal 
and external hazards for all plant operating modes. In addition, the standard 
provides guidance for a limited Level 2 PRA sufficient to evaluate large early 
release frequency (LERF). The only hazards explicitly excluded from the scope 
are accidents resulting from purposeful human-induced security threats (e.g., 
sabotage). The standard applies to PRAs used to support applications of RI 
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decisionmaking related to design, licensing, procurement, construction, 
operation, and maintenance. 

• RG 1.189, "Fire Protection for Operating Nuclear Power Plants,'' Revision 2, 
issued October 2009 (Reference 41 ), which provides guidance to licensees on 
the proper content and quality of engineering equivalency evaluations used to 
support the FPP. The NRC staff developed the RG to provide a comprehensive 
fire protection guidance document and to identify the scope and depth of fire 
protection that the NRC staff would consider acceptable for NPPs. 

• NUREG-0800, Section 9.5.1.2, "Risk-Informed, Performance-Based Fire 
Protection Program," Revision 0, issued December 2009 (Reference 42), which 
provides guidance for the NRC staff for the evaluation of LARs that seek to 
implement an RI/PB FPP in accordance with 10 CFR 50.48(c); 

• NUREG-0800, Section 19.1, "Determining the Technical Adequacy of 
Probabilistic Risk Assessment Results for Risk-Informed Activities,'' Revision 3, 
issued September 2012 (Reference 43), which provides guidance for the NRC 
staff for evaluation of the technical adequacy of a licensee's PRA results when 
used to request RI changes to the licensing basis; 

• NUREG-0800, Section 19.2, "Review of Risk Information Used to Support 
Permanent Plant-Specific Changes to the Licensing Basis: General Guidance,'' 
Revision 0, issued June 2007 (Reference 44 ), which provides guidance for the 
NRC staff for evaluation of the risk information used by a licensee to support 
permanent, RI changes to the licensing basis for the plant; 

• NUREG/CR-6850, "EPRl/NRC-RES Fire PRA Methodology for Nuclear Power 
Facilities," Volumes 1 and 2 and Supplement 1, (Reference 45) (Reference 46) 
(Reference 47), which presents a compendium of methods, data and tools to 
perform a fire PRA (FPRA) and develop associated insights. In order to address 
the need for improved methods, the NRC Office of Nuclear Regulatory Research 
(RES) and Electric Power Research Institute (EPRI) embarked upon a program 
to develop state-of-art FPRA methodology. Both RES and EPRI have provided 
specialists in fire risk analysis, FM, electrical engineering, human reliability 
analysis, and systems engineering for methods development. A formal technical 
issue resolution process was developed to direct the deliberative process 
between RES and EPRI. The process ensures that divergent technical views are 
fully considered, yet encourages consensus at many points during the 
deliberation. Significantly, the process provides that each party maintain its own 
point of view if consensus is not reached. Consensus was reached on all 
technical issues documented in NUREG/CR-6850. The methodology 
documented in this report reflects the current state-of-the-art in FPRA. These 
methods are expected to form a basis for RI analyses related to the plant FPP. 
Volume 1, the Executive Summary, provides general background and overview 
information including both programmatic and technical, and project insights and 
conclusions. Volume 2 provides the detailed discussion of the recommended 
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approach, methods, data and tools for conduct of an FPRA. Supplement 1 
provides clarifications and additional information on recommended approaches, 
methods, and data for conducting an FPRA. 

• Memorandum from Richard P. Correia, RES, to Joseph G. Giitter, NRR, titled 
"Interim Technical Guidance on Fire-Induced Circuit Failure Mode Likelihood 
Analysis," dated June 14, 2013, (Reference 48) notes that, based on new 
experimental information documented in NUREG/CR-6931 "Cable Response to 
Live Fire (CAROLFIRE)" issued April 2008 (Reference 49), and 
NUREG/CR-7100 "Direct Current Electrical Shorting in Response to Exposure 
Fire (DESIREE-Fire): Test Results," issued April 2012 (Reference 50), the 
reduction in hot short probabilities for circuits provided with control power 
transformers (CPTs) identified in NUREG/CR-6850 cannot be repeated in 
experiments and, therefore, may be too high and should be reduced. 

• NUREG-1570, "Risk Assessment of Severe Accident-Induced Steam Generator 
Tube Rupture" (Reference 51 ), which presents the basis, results, and related risk 
implications of an analysis performed by an NRC working group to assess the 
containment bypass potential attributable to steam generator tube rupture 
induced by severe accident conditions. The main result of the analysis was an 
estimate of the probabilities of pressure and temperature-induced failure of 
steam generator tubes and containment bypass frequency for the severe 
accident conditions considered; 

• NUREG-1805, "Fire Dynamics Tools (FOP): Quantitative Fire Hazard Analysis 
Methods for the U.S. Nuclear Regulatory Commission Fire Protection Inspection 
Program" (Reference 52), which provides quantitative methods, known as "Fire 
Dynamics Tools" (FOP), to assist regional fire protection inspectors in performing 
fire hazard analysis. The FOP are intended to assist fire protection inspectors in 
performing RI evaluations of credible fires that may cause critical damage to 
essential SSD equipment, as required by the new reactor oversight process 
defined in the NRC's inspection manual. 

• NUREG-1824, "Verification and Validation of Selected Fire Models for Nuclear 
Power Plant Applications," Volumes 1 through 7 (Reference 53), which provide 
technical documentation regarding the predictive capabilities of a specific set of 
fire models for the analysis of fire hazards in NPP scenarios. This report is the 
result of a collaborative program with the EPRI and the National Institute of 
Standards and Technology (NIST). The selected models are: 

1. FOP developed by NRC (Volume 3), 

2. Fire-Induced Vulnerability Evaluation Methodology-Rev.1 (FIVE) 
developed by EPRI (Volume 4 ), 

3. The zone model Consolidated Model of Fire and Smoke Transport 
(CFAST) developed by the NIST (Volume 5), 
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4. The zone model MAGIC developed by Electricite de France 
(Volume 6), and 

5. The computational fluid dynamics model fire dynamics simulator 
(FDS) developed by NIST (Volume 7). 

In addition to the fire model volumes, Volume 1 is the comprehensive main report 
and Volume 2 is a description of the experiments and associated experimental 
uncertainty used in developing this report. 

• NUREG/CR-7010, "Cable Heat Release, Ignition, and Spread in Tray 
Installations during Fire (CHRISTI FIRE), Volume 1: Horizontal Trays" 
(Reference 54), which describes Phase 1 of the CHRISTIFIRE testing program 
conducted by NIST. The overall goal of this multiyear program is to quantify the 
burning characteristics of grouped electrical cables installed in cable trays. This 
first phase of the program focuses on horizontal tray configurations. 
CHRISTIFIRE addresses the burning behavior of a cable in a fire beyond the 
point of electrical failure. The data obtained from this project can be used for the 
development of fire models to calculate the heat release rate (HRR) and flame 
spread of a cable fire. 

• NUREG-1855, Volume 1, "Guidance on the Treatment of Uncertainties 
Associated with PRAs in Risk-Informed Decision Making" (Reference 55), which 
provides guidance on how to treat uncertainties associated with PRA in RI 
decisionmaking. The objectives of this guidance include fostering an 
understanding of the uncertainties associated with PRA and their impact on the 
results of PRA and providing a pragmatic approach to addressing these 
uncertainties in the context of the decisionmaking. To meet the objective of the 
NUREG, it is necessary to understand the role that PRA results play in the 
context of the decision process. To define this context, NUREG-1855 provides an 
overview of the RI decision making process itself. 

• NUREG-1921, "EPRl/NRC-RES Fire Human Reliability Analysis Guidelines -
Final Report" (Reference 56), which presents the state of the art in fire human 
reliability analysis (HRA) practice. This report was developed jointly between 
RES and EPRI to develop the methodology and supporting guidelines for 
estimating human error probabilities for human failure events following the fire­
induced initiating events of an FPRA. The report builds on existing human 
reliability analysis methods, and is intended primarily for practitioners conducting 
a fire HRA to support an FPRA. 

• NUREG-1934, "Nuclear Power Plant Fire Modeling Analysis Guidelines (NPP 
FIRE MAG)" (Reference 57), which describes the implications of the verification 
and validation (V&V) results from NUREG-1824 for fire model users. The 
features and limitations of the fire models documented in NUREG-1824 are 
discussed relative to their use to support NPP fire hazard analyses. The report 
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also provides information to assist fire model users in applying this technology in 
the NPP environment. 

• NUREG/CR-6595, "An Approach for Estimating the Frequencies of Various 
Containment Failure Modes and Bypass Events" (Reference 58), which provides 
a simplified approach for using PRA to estimate the frequency of containment 
failure and bypass events that result in radioactive releases to the environment 
with the potential for causing early fatalities. The approach uses LERF as a 
measure of the risk of early fatality, and provides guidance for estimating LERF 
under low power and shutdown conditions. 

• Generic Letter (GL) 2006-03. "Potentially Nonconforming Hemyc and MT Fire 
Barrier Configurations" (Reference 59), which requested that licensees evaluate 
their facilities to confirm compliance with the existing applicable regulatory 
requirements in light of the information provided in this GL and, if appropriate, 
take additional actions. 

• Branch Technical Position (BTP) Chemical Engineering Branch (CMEB) 9.5-1, 
"Guidelines for Fire Protection for Nuclear Power Plants," Revision 2, July 1981 
(Reference 60), provides the NRC staff with guidance for implementing a 
deterministic FPP in accordance with 10 CFR 50, Section 50.48 and Appendix R. 

• NFPA 13, "Standard for the Installation of Sprinkler Systems," (Reference 61 ), 
provides requirements for sprinkler system design approaches, system 
installation, acceptance testing, and component options. 

• NFPA 14, "Standard for the Installation of Standpipe and Hose Systems" 
(Reference 62), provides the minimum requirements for the installation of 
standpipes and hose systems to ensure that systems will work as intended to 
deliver adequate and reliable water supplies in a fire emergency. NFPA 14 
covers all system components and hardware, including piping, fittings, valves, 
and pressure-regulation devices, as well as system requirements; installation 
requirements; design; plans and calculations; water supply; and system 
acceptance; 

• Regulatory Issue Summary (RIS) 2004-03, Revision 1, "Risk-Informed Approach 
for Post-Fire Safe-Shutdown Circuit Inspections," dated December 29, 2004 
(Reference 63), informed the industry that the NRC has RI its inspection 
procedure for post fire SSD circuit analysis inspections to concentrate 
inspections on circuit failures that have a relatively high likelihood of occurrence. 
The RIS describes three categories, or bins, of circuit failure likelihood and the 
inspection process used to assess circuit configurations in each of the three bins. 
This RIS also describes the process the NRC will use to implement the Reactor 
Oversight Process for post-fire SSD circuit inspection findings. 

• Information Notice (IN) 84-09, Revision 1, "Lessons Learned from NRC 
Inspections of Fire Protection Safe Shutdown Systems (10 CFR Part 50, 
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Appendix R)," dated March 7, 1984 (Reference 64), provides the industry with 
supplemental guidance on meeting the fire protection SSD requirements in 
10 CFR Part 50 Appendix R. IN 84-09 includes supplemental guidance on 
establishing fire areas, fire barrier testing and configuration, protection of 
equipment necessary to achieve hot shutdown, performing reassessments for 
conformance with Appendix R, identification of SSD systems and components, 
assessing combustibility of electrical cable insulation, detection and automatic 
suppression, instrumentation and procedures necessary for alternative 
shutdown, fire protection features for cold shutdown (CSD) systems, and 
configuration of reactor coolant pump oil collection systems. 

2.3 NFPA 805 Frequently Asked Questions 

In the LAR, as supplemented, the licensee proposed to use a number of documents commonly 
known as NFPA 805 FAQs. The following table provides the set of FAQs the licensee used that 
the NRC staff referenced in the preparation of this SE, as well as the SE sections to which each 
FAQ was referenced. 

Table 2.3-1: NFPA 805 Frequently Asked Questions 

FAQ# FAQ Title and Summary Reference SE Section 
07-0030 "Establishing Recovery Actions" (Reference 3.2.5 

• This FAQ provides an acceptable process for 65) 3.4.4 
determining the recovery actions (RAs) for NFPA 805 
Chapter 4 compliance. The process includes: 
• Differentiation between RAs and activities in the 

main control room (MCR) or at primary control 
stations (PCSs ). 

• Determination of which RAs are required by the 
NFPA 805 FPP. 

• Evaluate the additional risk presented by the use of 
RAs. 

• Evaluate the feasibility of the identified RAs . 
• Evaluate the reliability of the identified RAs . 

07-0038 "Lessons Learned on Multiple Spurious Operations (MSOs)" (Reference 3.2.4 
• This FAQ reflects an acceptable process for the 66) 3.2.7 

treatment of MSOs during transition to NFPA 805: 
• Step 1 - Identify potential MSO combinations of 

concern. 
• Step 2 - Expert panel assesses plant specific 

vulnerabilities and reviews MSOs of concern. 
• Step 3 - Update the FPRA and Nuclear Safety 

Capability Assessment (NSCA) to include MSOs of 
concern. 

• Step 4 - Evaluate for NFPA 805 compliance . 
• Step 5 - Document the results . 
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FAQ# FAQ Title and Summary Reference SE Section 
07-0039 "Incorporation of Pilot Plant Lessons Learned - Table B-2" (Reference 3.2.1 

• This FAQ provides additional detail for the comparison 68) 3.2.1.2 
of the licensee's SSD strategy to the endorsed industry 
guidance, NEI 00-01 "Guidance for Post-Fire Safe 
Shutdown Circuit Analysis," Revision 1 (Reference 67). 
In short, the process has the licensees: 
• Assemble industry and plant-specific documentation; 
• Determine which sections of the guidance are 

applicable; 
• Compare the existing SSD methodology to t~e 

applicable guidance; and 
• Document any discrepancies . 

07-0040 "Non-Power Operations (NPOs) Clarifications" (Reference 3.5.3 

• This FAQ clarifies an acceptable NFPA 805 NPO 69) 3.5.3.1 
program. The process includes: 3.5.3.2 
• Selecting NPOs equipment and cabling . 3.5.3.3 
• Evaluation of NPOs Higher Risk Evolutions (HRE) . 3.5.4 
• Analyzing NPO key safety functions (KSF) . 
• Identifying plant areas to protect or "pinch points" 

during NPOs HREs and actions to be taken if KSFs 
are lost. 

08-0046 "Incipient Fire Detection Systems" (Reference 3.2.6.1 

• This FAQ provides guidance for modeling 70) 3.4.2.2 
non-suppression probability when an incipient fire 
detection system is installed in electrical cabinets 
outside the Main Control Room. 

08-0052 "Transient Fires - Growth Rates and Control Room Non- (Reference 3.4.2.3.2 
Suppression" 71) 

• This FAQ clarifies and updates the treatment of 
transient fires in terms of both manual suppression and 
time-dependent fire growth modeling. 

08-0054 "Compliance with Chapter 4 of NFPA 805" (Reference 3.4.3 
• This FAQ provides an acceptable process to 72) 3.5.1.4 

demonstrate Chapter 4 compliance for transition: 
• Step 1 - Assemble documentation 
• Step 2 - Document Fulfillment of NSPC 
• Step 3 - Variance From Deterministic Requirements 

(VFDR) Identification, Characterization, and 
Resolution Considerations 

• Step 4 - PB Evaluations 
• Step 5 - Final VFDR Evaluation 
• Step 6 - Document Required Fire Protection 

Systems and Features 
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FAQ# FAQ Title and Summary Reference SE Section 
10-0059 "Monitoring Program" (Reference 3.7.1 

• This FAQ provides clarification regarding the 73) 
implementation of an NFPA 805 monitoring program for 
transition. It includes: 
• Monitoring program analysis units; 
• Screening of low safety significant SSCs; 
• Action level thresholds; and 
• The use of existinQ monitorinQ proQrams . 

12-0061 "NFPA 805 Change Process" (Reference 3.8.3.4.2 

•This FAQ summarizes an acceptable process for 
74) 

licensees to make changes to the FPP after implementing 
a 10 CFR 50.48(c) compliant FPP through the standard 
license condition described in Regulatory Guide (RG) 
1.205. 

12-0062 "Updated Final Safety Analysis Report (UFSAR) Content" (Reference 2.4.4 
• This FAQ provides the necessary level of detail for the 75) 

transition of the fire protection sections within the 
UFSAR. 

12-0064 "Hot Work/Transient Fire Frequency Influence Factors" (Reference 3.4.2.2 

This FAQ clarifies and updates the treatment of hot work 
76) 

• 
and transient fire frequency influence factors. The 
updated treatment involves the use of sensitivity studies 
when the updated influence factors are used. 

13-0006 "Modeling Junction Box Scenarios in a Fire PRA" (Reference 3.4.2.2 
• This FAQ provides a definition for junction boxes that 77) 

allow the characterization and quantification of junction 
box fire scenarios in plant physical access units (PAUs) 
requiring detailed FPRA/FM analysis and also describes 
a process for quantifying the risk associated with 
junction box fire scenarios in such plant locations. 

14-0009 "Treatment of Well Sealed MCC Electrical Panels Greater (Reference 3.4.2.2 
Than 440V" 78) 
• This FAQ provides clarification for the treatment of fire 

propagation from well-sealed MCC electrical cabinets 
with voltage levels at 440V or greater. 

2.4 Orders. License Conditions and Technical Specifications 

Paragraph 50.48(c)(3)(i) of 10 CFR states, in part, that the LAR " ... must identify any orders and 
license conditions that must be revised or superseded, and contain any necessary revisions to 
the plant's TSs and the bases thereof." 
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2.4.1 Orders 

The NRC staff reviewed LAR Section 5.2.3, "Orders and Exemptions" and LAR Attachment 0, 
"Orders and Exemptions", with regard to NRG-issued Orders pertinent to PSL Units 1 and 2 that 
are being revised or superseded by the NFPA 805 transition process. The LAR stated that the 
licensee conducted a review of its docketed correspondence to determine if there were any 
orders or exemptions that needed to be superseded or revised. The LAR also stated that the 
licensee conducted a review to ensure that compliance with the physical protection 
requirements, security orders, and adherence to those commitments applicable to PSL Units 1 
and 2 are maintained. The licensee discussed the affected orders and exemptions in LAR 
Attachment 0. 

The licensee requested that 5 exemptions be transitioned into the NFPA 805 FPP, that 
16 exemptions be rescinded for PSL Unit 1, and that no exemptions be rescinded for PSL 
Unit 2. The licensee also determined that no orders need to be superseded or revised to 
implement an FPP at PSL that complies with 10 CFR 50.48(c). 

The licensee's review included an assessment of docketed correspondence files and electronic 
searches, including the NRC's Agencywide Documents Access and Management System 
(ADAMS). The review was performed to ensure that compliance with the physical protection 
requirements, security orders, and adherence to commitments applicable to PSL are 
maintained. The NRC staff accepts the licensee's determination that 5 of the 16 exemptions for 
PSL Unit 1, and 6 deviations for PSL Unit 2, should be transitioned into the NFPA 805 FPP and 
that 16 exemptions for PSL Unit 1 and no exemptions for PSL Unit 2 are rescinded as listed in 
LAR Attachment K, "Existing Licensing Action Transition," and that no orders need to be 
superseded or revised to implement NFPA 805. See SE Section 2.5 for the NRC staff's detailed 
evaluation of the exemptions being rescinded. 

The licensee also performed a specific review of the license amendments that incorporated the 
mitigation strategies required by Section B.5.b of Commission Order EA-02-026 (subsequently 
incorporated into 1 O CFR 50.54(hh)(2)) to ensure that any changes being made in order to 
comply with 10 CFR 50.48(c) do not invalidate existing commitments applicable to PSL Units 1 
and 2. The licensee's review of this order and the related license amendments demonstrated 
that changes to the FPP during transition to NFPA 805 will not affect the measures required by 
Commission Order EA-02-026. The NRC staff concludes that the licensee's determination in 
regard to Commission Order EA-02-026 (10 CFR 50.54(hh)(2)) is acceptable. 

2.4.2 License Conditions 

The NRC staff reviewed LAR Section 5.2.1, "License Condition Changes," and Attachment M, 
"License Condition Changes," regarding changes the licensee seeks to make to the PSL fire 
protection license condition in order to adopt NFPA 805, as required by 10 CFR 50.48(c)(3). 

The NRC staff reviewed the revised license condition, which supersedes the current PSL fire 
protection license condition 3.E, for consistency with the content guidance outlined by RP C.3.1 
of RG 1.205, Revision 1, and with the proposed plant modifications identified in the LAR. 
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The revised license condition provides a structure and detailed criteria to allow self-approval for 
RI/PB, as well as other types of changes to the FPP. The structure and detailed criteria result in 
a process that meets the requirements in NFPA 805, Sections 2.4, "Engineering Analyses"; 
2.4.3, "Fire Risk Evaluations"; and 2.4.4, "Plant Change Evaluation." These sections establish 
the requirements for the content and quality of the engineering evaluations to be used for 
approval of changes. 

The revised license condition also defines the limitations imposed on the licensee during the 
transition phase of plant operations when the physical plant configuration does not fully match 
the configuration represented in the fire risk analysis. The limitations on self-approval are 
required because NFPA 805 requires that the risk analyses be based on the as-built, 
as-operated, and maintained plant, and reflect the operating experience at the plant. Until the 
proposed implementation items and plant modifications are completed, the risk analysis is not 
based on the as-built, as-operated and maintained plant. 

Overall, the licensee's proposed revised license condition allows self-approval for FPP changes 
that meet the requirements of NFPA 805 with regard to engineering analyses, fire risk 
evaluations (FREs), and plant change evaluations (PCEs). The NRC staff's evaluation of the 
self-approval process for FPP changes (post-transition) is contained in SE Section 2.6. The 
license condition also references the plant-specific modification and associated implementation 
item schedules that must be accomplished at PSL to complete transition to NFPA 805 and 
comply with 10 CFR 50.48(c). In addition, the license condition includes a requirement that 
appropriate compensatory measures remain in place until the specified plant modifications are 
completed. These modifications and implementation schedules are identical to those identified 
elsewhere in the LAR, as discussed by the NRC staff in SE Sections 2.7.1 and 2.7.2, and 
reviewed in SE Section 3.0. 

SE Section 4.0 provides the NRC staff's review of the proposed PSL FPP license condition. 

2.4.3 Technical Specifications 

The NRC staff reviewed LAR Section 5.2.2, "Technical Specifications" and LAR Attachment N, 
''Technical Specification Changes," with regard to proposed changes to the PSL TSs that are 
being revised or superseded during the NFPA 805 transition process. According to the LAR, 
the licensee conducted a review of the PSL TSs to determine which, if any, TS sections will be 
impacted by the transition to an RI/PB FPP based on 10 CFR 50.48(c). The licensee identified 
changes to the TSs needed for adoption of the new fire protection licensing basis and provided 
applicable justification in LAR Attachment N. The licensee identified one change to the TS that 
involves deleting TS 6.8.1.f, which requires that procedures be established, implemented, and 
maintained for FPP implementation. 

Specifically, the licensee stated that deleting TS 6.8.1.f is adequate for adoption of the new fire 
protection licensing basis because the requirement for establishing, implementing, and 
maintaining fire protection procedures is contained in the regulations (10 CFR 50.48(a); 
10 CFR 50.48(c); and NFPA 805 Chapter 3). The regulations in 10 CFR 50.48(c) approve the 
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incorporation of NFPA 805 by reference and NFPA 805 Section 3.2.2, "Procedures," states that 
"Procedures ,shall be established for implementation of the FPP. 

Based on the information provided by the licensee, the NRC staff concludes that the proposed 
change to the TS is acceptable because TS 6. 8.1.f is an administrative control (i.e., a procedure 
the licensee puts in place to establish, implement, and maintain the FPP as required by the 
licensee's fire protection license condition and 10 CFR 50.48(a), 10 CFR 50.48(c), and 
NFPA 805, Section 3.2.3), and would be redundant to the NFPA 805 requirement to establish 
FPP procedures. NFPA 805 requires the licensee to establish FPP procedures, and 1 O CFR 
50.48(a) and 10 CFR 50.48(c) would become the fire protection licensing basis for PSL. In 
addition, failure by the licensee to establish FPP procedures would result in non-compliance 
with 10 CFR 50.48(c)(1 ), which is the licensee's fire protection licensing basis. Changes to fire 
protection administrative controls would be controlled by the proposed fire protection license 
condition. (See SE Section 4.0.) 

2.4.4 Safety Analysis Report 

The NRC staff reviewed LAR Section 5.4 "Revision to the UFSAR", which states "After the 
approval of the LAR, in accordance with 10 CFR 50.71 (e), the PSL UFSAR will be revised." 
The LAR further states that "The format and content will be consistent with NEI 04-02 
(FAQ 12-0062)." 

The NRC staff concludes that the licensee's method to update the UFSAR is acceptable 
because the licensee will update the UFSAR after approval of the LAR in accordance with 
10 CFR 50. 71 ( e ), and the content will be consistent with the guidance contained in NEI 04-02. 

2.5 Rescission of Exemptions 

Since PSL Unit 1 was licensed to operate on March 1, 1976, the PSL FPP for Unit 1 is based on 
compliance with 10 CFR 50.48 Parts (a) and (b) (Appendix R), and the PSL fire protection 
license condition for Unit 1. 

Since PSL Unit 2 was licensed to operate on April 6, 1983, the PSL FPP for Unit 2 is based on 
compliance with 10 CFR 50.48 Part (a), and the PSL fire protection license condition for Unit 2. 

The NRC staff reviewed LAR Section 5.2.3, "Orders and Exemptions," LAR Attachment 0, 
"Orders and Exemptions," and LAR Attachment K, "Existing Licensing Action Transition," with 
regard to previously approved exemptions to Appendix R to 10 CFR Part 50, which the 
transition to a FPP licensing basis in conformance with NFPA 805 will supersede. These 
exemptions will no longer be required since upon approval of the RI/PB FPP in accordance with 
NFPA 805, Appendix R will not be part of the licensing basis for PSL. 

The licensee previously requested and received NRC approval for 16 exemptions for PSL 
Unit 1, and no exemptions for PSL Unit 2, from 10 CFR Part 50 Appendix R. These exemptions 
were discussed in detail in LAR Attachment K. The licensee stated that the exemptions are 
either compliant with 10 CFR 50.48(c) or are no longer necessary in accordance with the 
requirements of 10 CFR 50.48(c)(3)(i). The licensee requested in accordance with the 
requirements of 10 CFR 50.48(c)(3)(i), that 16 exemptions be rescinded for PSL Unit 1, and that 
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no exemptions be rescinded for PSL Unit 2. PSL Unit 2 was licensed to operate after 
January 1, 1979 and therefore licensing actions associated with 10 CFR Part 50 Appendix R 
were not issued as exemptions from the regulation. 

Disposition of Appendix R exemptions may follow two different paths during transition to 
NFPA 805: 

• The exemption was found to be unnecessary because the underlying condition 
has been evaluated using RI/PB methods (FM and/or FRE) and found to be 
acceptable and no further actions are necessary by the licensee. 

• The exemption was found to be appropriate as a qualitative engineering 
evaluation that meets the deterministic requirements of NFPA 805 and is carried 
forward as part of the engineering analyses supporting NFPA 805 transition. 

The following exemptions, originally approved by NRC Safety Evaluation Reports (SERs) 
dated February 21, 1985 (Reference 32), March 5, 1987 (Reference 33), October 4, 1988 
(Reference 34), and December 24, 2003 (Reference 79), for PSL Unit 1, are rescinded as 
requested by the LAR and the underlying condition has either been evaluated using RI/PB 
methods, has been evaluated using an existing engineering equivalency evaluation, or has 
been found to be deterministically compliant, and found to be acceptable with no further actions: 

• Exemption from the Appendix R, 111.G.3.b requirement for a fixed suppression 
system in the control room; 

• Exemption from the Appendix R, 111.G.2.a requirements for 3-hour rated fire 
doors; 

• Exemption from the Appendix R, 111.G.2.a requirement for separation of cables 
and equipment and associated non-safety circuits of redundant trains by a 3 hour 
rated fire barrier in the charging pump area; 

• Exemption from the Appendix R, 111.G.2.b requirement for automatic suppression 
in the intake cooling water pump area; 

• Exemption from the Appendix R, 111.G.2.b requirement for automatic fire 
suppression and detection in the diesel oil storage tank area; 

• Exemption from the Appendix R, 111.G.2.b requirement for automatic fire 
suppression and partial area coverage for detection in the component cooling 
pump area; 

• Exemption from the Appendix R, 111.G.2.a requirement for 3 hour fire rated doors 
for entries to the holdup tanks on elev. 19.50 feet; 

• Exemption from the Appendix R, 111.J requirement for 8 hour battery power for 
emergency lights in the containment building; 
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• Exemption from the Appendix R, 111.G.2.a requirement for 3 hour fire rated 
electrical penetration seals in the containment structure; 

• Exemption from the Appendix R, 111.G.2.A requirement for a 3 hour fire barrier 
between auxiliary feed water pumps A and B and its redundant counterparts 
auxiliary feed water pump C; and 

• Exemption from the Appendix R, 111.G.2.d requirement for separate cables of 
redundant trains by a horizontal distance of at least 7 feet with no intervening 
combustibles inside containment in the annular region (rad col lines 2 & 6). 

The following exemptions, originally approved by NRC SERs dated February 21, 1985 
(Reference 32), and March 5, 1987 (Reference 33), are rescinded, but the engineering 
evaluation of the underlying condition will be used as a qualitative engineering evaluation for 
transition to NFPA 805 (see SE Section 3.5.1.1 ): 

• Exemption from the Appendix R, 111.0 requirement for a collection system 
capable of collecting lube oil from all potential pressurized and unpressurized 
leakage sites in the reactor coolant pump lube oil systems; 

• Exemption from the Appendix R, 111.G.2.a requirement for separation of cables 
and equipment and associated non-safety circuits of redundant trains by a fire 
barrier having a 3-hour rating for certain duct penetrations between the pipe 
penetration room and division A cable penetration area, and between the pipe 
tunnel and emergency core cooling system heat exchanger room; 

• Exemption from the Appendix R, 111.G.2.a requirement for separation of cables 
and equipment and associated non-safety circuits of redundant trains by a fire 
barrier having a 3-hour rating for two hatch openings, one at column RAJ/RAS 
and one at column RAC/RA4; 

• Exemption from the Appendix R, 111.G.2.a requirement for separation of cables 
and equipment and associated non-safety circuits of redundant trains by a fire 
barrier having a 3-hour rating for mechanical penetrations to the containment 
from containment purge and the RAB HVAC equipment room; and 

• Exemption from the Appendix R, 111.G.2.a requirement for separation of cables 
and equipment and associated non-safety circuits of redundant trains by a fire 
barrier having a 3-hour rating for certain HVAC systems penetrating the 
containment. 

2.6 Self-Approval Process for Fire Protection Program Changes (Post-Transition) 

Upon completion of the implementation of the RI/PB FPP and issuance of the license condition 
discussed in SE Section 2.4.2, changes to the approved FPP must be evaluated by the licensee 
to ensure that they are acceptable. 
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NFPA 805 Section 2.2.9, "Plant Change Evaluation," states that: 

In the event of a change to a previously approved fire protection program 
element, a risk-informed plant change evaluation shall be performed and the 
results used as described in 2.4.4 to ensure that the public risk associated with 
fire-induced nuclear fuel damage accidents is low and that adequate defense-in­
depth and safety margins are maintained. 

NFPA 805, Section 2.4.4, "Plant Change Evaluation," states that: 

A plant change evaluation shall be performed to ensure that a change to a 
previously approved fire protection program element is acceptable. The 
evaluation process shall consist of an integrated assessment of the acceptability 
of risk, defense-in-depth, and safety margins. 

2.6.1 Post-Implementation Plant Change Evaluation Process 

The NRC staff reviewed LAR Section 4.7.2, "Compliance with Configuration Control 
Requirements in Sections 2.7.2 and 2.2.9 of NFPA 805," as supplemented by the licensee's 
response to Programmatic RAI 02 (Reference 10), for compliance with the NFPA 805 PCE 
requirements to address potential changes to the NFPA 805 RI/PB FPP after implementation is 
completed. The licensee will develop a change process that is based on the guidance provided 
in NEI 04-02, Section 5.3, "Plant Change Process," as well as Appendices B, I, and J, as 
modified by FAQ 12-0061 and RG 1.205, RPs 2.2.4, 3.1, 3.2, and 4.3. 

LAR Section 4.7.2 states that the PCE process will consist of four steps: 

1. Defining the change; 

2. Performing the preliminary risk screening; 

3. Performing the risk evaluation; and 

4. Evaluating the acceptance criteria. 

In the LAR, the licensee stated that the PCE process begins by defining the change or altered 
condition to be examined and the baseline configuration. The licensee stated that the baseline 
is defined as that plant condition or configuration that is consistent with the design basis and 
licensing basis (NFPA 805 licensing basis post-transition) and that the changed or altered 
condition or configuration that is not consistent with the design basis and licensing basis is 
defined as the proposed alternative. 

The licensee stated that once the definition of the change is established, a screening will be 
performed to identify and resolve minor changes to the FPP and that the screening will be 
consistent with fire protection regulatory review processes currently in place at nuclear plants 
under traditional licensing bases. The licensee stated that the screening process is modeled 
after the NEI 02-03, "Guidance for Performing a Regulatory Review of Proposed Changes to the 
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Approved Fire Protection Program," (Reference 80), and that this process will address most 
administrative changes (e.g., changes to the combustible control program, organizational 
changes, etc.). The licensee further stated in LAR Section 4. 7 .2 that if the characteristics of an 
acceptable screening process that meets the "assessment of the acceptability of risk" 
requirement of Section 2.4.4 of NFPA 805 are not met, then the licensee will proceed to the risk 
evaluation step of the PCE process. 

The licensee stated that the risk evaluation screening is followed by engineering evaluations 
that may include FM and risk assessment techniques and that the results of the evaluations are 
compared to the acceptance criteria. The licensee stated that changes that satisfy the 
acceptance criteria of NFPA 805 Section 2.4.4 and the license condition (see LAR 
Attachment M) can be implemented within the framework provided by NFPA 805, and that 
changes that do not satisfy the acceptance criteria cannot be implemented within this 
framework. The licensee further stated that the acceptance criteria require that the resultant 
change in core damage frequency (CDF) and LERF be consistent with the license condition, 
and that the acceptance criteria also include consideration of DID and safety margin, which 
would typically be qualitative in nature. 

The licensee stated that the risk evaluation involves the application of FM analyses and risk 
assessment techniques to obtain a measure of the changes in risk associated with the proposed 
change. The licensee also stated that, in certain circumstances, an initial evaluation in the 
development of the risk assessment could be a simplified analysis using bounding assumptions, 
provided the use of such assumptions does not unnecessarily challenge the acceptance criteria. 

The licensee stated that PCEs are assessed for acceptability using the change in CDF 
(delta-CDF or ~CDF) and change in LERF (delta-LERF or ~LERF) criteria from the license 
condition and that the proposed changes are assessed to ensure they are consistent with the 
DID philosophy and that sufficient safety margins were maintained. 

The licensee stated that the PSL FPP configuration is defined by the program documentation 
and that, to the greatest extent possible, the existing configuration control processes for 
modifications, calculations and analyses, and FPP license basis reviews will be used to 
maintain configuration control of the FPP documents. The licensee further stated that the 
configuration control procedures that govern the various PSL documents and databases that 
currently exist will be revised to reflect the new NFPA 805 licensing bases requirements. This 
action is included in implementation Item 15, which is included in LAR Attachment S, Table S-2, 
and the NRC staff concludes that this action is acceptable because it will incorporate the 
provisions of NFPA 805 in the FPP and because it would be required by the proposed license 
condition. 

The licensee stated that several NFPA 805 document types, such as NSCA Supporting 
Information, Non-Power Mode NSCA Treatment, etc., generally require new control procedures 
and processes to be developed since they are new documents and databases created as a 
result of the transition to NFPA 805. The licensee further stated that the new procedures will be 
modeled after the existing processes for similar types of documents and databases. The 
licensee further stated that system level design bqsis documents will be revised to reflect the 
NFPA 805 role that the systems and components now play. This action is included in 
implementation Item 15, which is included in LAR Attachment S, Table S-2, and the NRC staff 
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concludes that it is acceptable because it will incorporate the provisions of NFPA 805 in the FPP 
and because it would be required by the proposed license condition. 

The licensee stated that the process for capturing the impact of proposed changes to the plant 
on the FPP will continue to be a multiple step review and that the first step of the review will be 
an initial screening for process users to determine if there is a potential to impact the FPP as 
defined under NFPA 805 through a series of screening questions/checklists co11tained in one or 
more procedures depending upon the configuration control process being used. The licensee 
further stated that reviews that identify potential FPP impacts will be sent to qualified individuals 
(e.g., Fire Protection, SSD/NSCA, FPRA) to ascertain the program impacts, if any, and that if 
FPP impacts are determined to exist as a result of the proposed change, the issue would be 
resolved by one of the following: 

• Deterministic Approach: Comply with NFPA 805, Chapter 3 and Section 4.2.3 
requirements; or 

• PB Approach: Utilize the NFPA 805 change process developed in accordance 
with NEI 04-02, RG 1.205, and the NFPA 805 fire protection license condition to 
assess the acceptability of the proposed change. This process would be used to 
determine if the proposed change could be implemented "as-is" or whether prior 
NRC approval of the proposed change is required. 

The licensee stated that this process follows the requirements in NFPA 805 and the guidance 
outlined in RG 1.17 4 (Reference 38), which requires the use of qualified individuals, procedures 
that require calculations be subject to independent review and verification, record retention, 
peer review, and a corrective action program that ensures appropriate actions are taken when 
errors are discovered. This action is included in implementation Item 15, which is included in 
LAR Attachment S, Table S-2, and the NRC staff concludes that it is acceptable because it will 
incorporate the provisions of NFPA 805 in the FPP and because it would be required by the 
proposed license condition. 

Since NFPA 805 always requires the use of a PCE, regardless of what element requires the 
change, the NRC staff concludes that, in accordance with the requirements of NFPA 805, if 
FPP impacts are determined to exist as a result of the proposed change, the issue would be 
resolved by utilizing the NFPA 805 change process developed in accordance with NEI 04-02, 
RG 1.205, and the NFPA 805 fire protection license condition to assess the acceptability of the 
proposed change. This process will be used to determine if prior NRC approval of the 
proposed change is required. 

Based on the information provided by the licensee, the NRC staff concludes that the licensee's 
PCE process is acceptable because it meets the guidance in NEI 04-02, Revision 2 
(Reference 7), as well as RG 1.205, Revision 1 (Reference 4 ), and addresses attributes for 
using FREs in accordance with NFPA 805. NFPA 805, Section 2.4.4 requires that PCEs consist 
of an integrated assessment of risk, DID, and safety margin. NFPA 805, Section 2.4.3.1 
requires that the PSA use CDF and LERF as measures for risk. NFPA 805, Section 2.4.3.3 
requires that the risk assessment approach, methods, and data shall be acceptable to the 
Authority Having Jurisdiction (AHJ), which is the NRC. NFPA 805, Section 2.4.3.3 also requires 
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that the PSA be appropriate for the nature and scope of the change being evaluated, be based 
on the as-built and as-operated and maintained plant, and reflect the operating experience at 
the plant. 

The licensee's PCE process includes the required delta risk calculations, uses risk assessment 
methods acceptable to the NRC, uses appropriate risk acceptance criteria in determining 
acceptability, involves the use of an FPRA of acceptable quality, and includes an integrated 
assessment of risk, DID, and safety margin as discussed above. 

2.6.2 Requirements for the Self Approval Process Regarding Plant Changes 

Risk assessments performed to evaluate PCEs must utilize methods that are acceptable to the 
NRC staff. Acceptable methods to assess the risk of the proposed plant change may include 
methods that have been (1) used in developing the peer-reviewed FPRA model, (2) approved 
by the NRC via a plant-specific license amendment or through NRC approval of generic 
methods specifically for use in NFPA 805 risk assessments, or (3) demonstrated to bound the 
risk impact. 

Based on the information provided by the licensee in the LAR, the process established to 
evaluate post-transition plant changes meets the guidance in NEI 04-02, Revision 2, 
(Reference 7), as well as RG 1.205, Revision 1, (Reference 4 ). The NRC staff concludes that 
the proposed PCE process at PSL, which includes defining the change, a preliminary risk 
screening, a risk evaluation, and an acceptability determination, as described in Section 2.6.1, is 
acceptable because it addresses the required delta risk calculations, uses risk assessment 
methods acceptable to the NRC, uses appropriate risk acceptance criteria in determining 
acceptability, involves the use of an FPRA of acceptable quality, and includes an integrated 
assessment of risk, DID, and safety margins. 

However, before achieving full compliance with 10 CFR 50.48(c) by implementing the plant 
modifications listed in SE Section 2.7.1 (i.e., during full implementation of the transition to 
NFPA 805) and completing the implementation items listed in SE Section 2.7.2, RI changes to 
the licensee's FPP may not be made without prior NRC review and approval unless the 
changes have been demonstrated to have no more than a minimal risk impact using the 
screening process discussed above because the risk analysis is not consistent with the as-built, 
as-operated and maintained plant since the modifications have not been completed. In addition, 
the licensee is required to ensure that fire protection DID and safety margins are maintained 
during the transition process. The "Transition License Conditions" in the proposed NFPA 805 
license condition include the appropriate acceptance criteria and other attributes to form an 
acceptable method for meeting RP C.3.1 of RG 1.205, Revision 1, (Reference 4), with respect 
to the requirements for FPP changes during transition, and therefore demonstrate compliance 
with 10 CFR 50.48(c). 

The proposed NFPA 805 license condition also includes a provision for self-approval of changes 
to the FPP that may be made on a qualitative, rather than an RI basis. Specifically, the license 
condition states that prior NRC review and approval are not required for changes to the 
NFPA 805 Chapter 3 fundamental FPP elements and design requirements for which an 
engineering evaluation demonstrates that the alternative to the NFPA 805 Chapter 3 element is 
functionally equivalent or adequate for the hazard. The licensee may use an engineering 
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evaluation to demonstrate that a change to an NFPA 805 Chapter 3 element is functionally 
equivalent to the corresponding technical requirement. A qualified fire protection engineer shall 
perform the engineering evaluation and conclude that the change has not affected the 
functionality of the component, system, procedure, or physical arrangement (i.e., has not 
impacted its contribution toward meeting the nuclear safety and radioactive release 
performance criteria), using a relevant technical requirement or standard. 

Use of this approach does not fall under NFPA 805, Section 1.7, "Equivalency," because the 
condition can be shown to meet the NFPA 805 Chapter 3 requirement. Section 1.7 of 
NFPA 805 is a standard format used throughout NFPA standards. It is intended to allow 
owner/operators to use the latest state of the art fire protection features, systems, and 
equipment, provided the alternatives are of equal or superior quality, strength, fire resistance, 
durability, and safety. However, the intent is to require approval from the AHJ because not all of 
these state of the art features are in current use or have relevant operating experience. This is 
a different situation than the use of functional equivalency since functional equivalency 
demonstrates that the condition meets the NFPA 805 code requirement. 

Alternatively, the licensee may use an engineering evaluation to demonstrate that changes to 
certain NFPA 805 Chapter 3 elements are acceptable because the changes are "adequate for 
the hazard." Prior NRC review and approval would not be required for alternatives to four 
specific sections of NFPA 805 Chapter 3 listed below, for which an engineering evaluation 
demonstrates that the alternative to the Chapter 3 element is adequate for the hazard. A 
qualified fire protection engineer shall perform the engineering evaluation and conclude that the 
change has not affected the functionality of the component, system, procedure, or physical 
arrangement (with respect to the ability to meet the nuclear safety and radioactive release 
performance criteria), using a relevant technical requirement or standard. NFPA 805 
Section 2.4 states that engineering analysis is an acceptable means of evaluating a FPP 
against performance criteria. Engineering analyses shall be permitted to be qualitative or 
quantitative. Use of qualitative engineering analyses by a qualified fire protection engineer to 
determine that a change has not affected the functionality of the component, system, procedure 
or physical arrangement is allowed by NFPA 805 Section 2.4. 

The four specific sections of NFPA 805 Chapter 3 for which prior NRC review and approval are 
not required to implement alternatives that an engineering evaluation has demonstrated are 
adequate for the hazard are: 

1. "Fire Alarm and Detection Systems" (Section 3.8), 

2. "Automatic and Manual Water-Based Fire Suppression Systems" (Section 3.9), 

3. "Gaseous Fire Suppression Systems" (Section 3.10), and 

4. "Passive Fire Protection Features" (Section 3.11 ). 

The engineering evaluations described above (i.e., functionally equivalent and adequate for the 
hazard) are engineering analyses governed by the NFPA 805 guidelines. In particular, this 
means that the evaluations must meet the requirements of NFPA 805, Section 2.4, "Engineering 
Analyses," and NFPA 805, Section 2.7, "Program Documentation, Configuration Control, and 
Quality." Specifically, the effectiveness of the fire protection features under review must be 
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evaluated and found acceptable in relation to their ability to detect, control, suppress, and 
extinguish a fire and provide passive protection to achieve the performance criteria and not 
exceed the damage threshold for the plant being analyzed. The associated evaluations must 
also meet the documentation content (as outlined by NFPA 805, Section 2.7.1, "Content") and 
quality requirements (as outlined by NFPA 805, Section 2.7.3, "Quality") of the standard in order 
to be considered adequate. Note that the NRC staff's review of the licensee's compliance with 
NFPA 805, Sections 2.7.1 and 2.7.3 is provided in SE Section 3.8. 

According to the LAR, the licensee intends to use an FPRA to evaluate the risk of proposed 
future plant changes. SE Section 3.4.2 discusses the technical adequacy of the FPRA, 
including the licensee's process to ensure that the FPRA remains current. The NRC staff 
determined that the quality of the licensee's FPRA and associated administrative controls and 
processes for maintaining the quality of the PRA model is sufficient to support self-approval of 
future RI changes to the FPP under the proposed license conditions, therefore, the NRC staff 
concludes that the licensee's process for self-approving future FPP changes is acceptable. 

The NRC staff also concludes that the FRE methods used at PSL Units 1 and 2 to model the 
cause and effect relationship of associated changes as a means of assessing the risk of plant 
changes during transition to NFPA 805 may continue to be used after implementation of the 
RI/PB FPP, based on the licensee's administrative controls to ensure that the models remain 
current and to assure continued quality. (See SE Section 3.4.2, "Quality of the Fire Probabilistic 
Risk Assessment.") Accordingly, these cause and effect relationship models may be used after 
transition to NFPA 805 as a part of the FREs conducted to determine the change in risk 
associated with proposed plant changes. 

2. 7 Modifications and Implementation Items 

RP C.3.1 of RG 1.205, Revision 1, (Reference 4), says that a license condition included in a 
NFPA 805 LAR should include: (1) a list of modifications being made to bring the plant into 
compliance with 10 CFR 50.48(c); (2) a schedule detailing when these modifications will be 
completed; and (3) a statement that the licensee shall maintain appropriate compensatory 
measures in place until implementation of the modifications are completed. 

The NRC staff noted that the list of modifications and implementation items originally 
submitted in the LAR have been updated by the licensee with the final version of LAR 
Attachment S, "Plant Modifications and Items to be Completed during Implementation." The 
updated LAR Attachment S is provided in the licensee's letter dated August 21, 2015 
(Reference 21). 

2.7.1 Modifications 

The NRC staff reviewed LAR Attachment S, "Modifications and Implementation Items," which 
describes the plant modifications necessary to implement the NFPA 805 licensing basis, as 
proposed. These modifications are identified in the LAR as necessary to bring PSL Units 1 and 
2 into compliance with either the deterministic or PB requirements of NFPA 805. As described 
below, LAR Attachment S, Table S-1 provides a description of each of the proposed plant 
modifications, presents the problem statement explaining why the modification is needed, and 
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identifies the compensatory actions required to be in place pending completion and 
implementation of the modification. 

The NRC staff's review confirmed that the modifications identified in LAR Table S-1 are the 
same as those identified elsewhere in the LAR as the modifications being credited in the 
proposed NFPA 805 licensing basis. The NRC staff also confirmed that LAR Attachment S, 
Table S-1 modifications, and associated completion schedule are the same as those provided in 
the proposed NFPA 805 license condition. 

LAR Attachment S, Table S-1 provides a detailed listing of the plant modifications that must be 
completed in order for PSL to be in full accordance with NFPA 805, implement many of the 
attributes upon which this SE is based, and thereby meet the requirements of 10 CFR 50.48(c). 
The modifications will be completed in accordance with the schedule provided in the proposed 
NFPA 805 license condition, which states that the modifications will be completed by the startup 
of the second refueling outage (for each unit) after issuance of the SE and that appropriate 
compensatory measures will be maintained until the modifications are complete. 

2.7.2 Implementation Items 

Implementation Items are items that the licensee has not fully completed or implemented as of 
the issuance date of the license amendments, but which will be completed during 
implementation of the license amendments to transition to NFPA 805 (e.g., procedure changes 
that are still in process, or NFPA 805 programs that have not been fully implemented). The 
licensee identified the implementation items in LAR Attachment S, Table S-2. For each 
implementation item, the licensee and the NRC staff have reached a satisfactory resolution 
involving the level of detail and main attributes that each remaining change will incorporate upon 
completion. Completion of these items in accordance with the schedule discussed in SE 
Section 2.7.3 does not change or impact the bases for the safety conclusions made by the NRC 
staff in the SE. 

Each implementation item will be completed prior to the deadline for implementation of the 
RI/PB FPP based on NFPA 805, as specified in the license condition and the letter transmitting 
the amended license (i.e., implementation period), which states that completion of the 
implementation items listed in LAR Attachment S, Table S-2, will occur no later than 12 months 
after NRC approval unless that falls within a scheduled outage window, then, this will occur 
60 days after startup from that scheduled outage. This is for all implementation items except for 
Item 18 which is associated with modifications and will be completed in accordance with the 
modification process and Item 20 which will be completed prior to the startup of SL2-24 (fall 
2018). 

The NRC staff, through an onsite audit or during a future fire protection inspection, may choose 
to examine the closure of the implementation items, with the expectation that any variations 
discovered during this review, or concerns with regard to adequate completion of the 
implementation item, would be tracked and dispositioned appropriately under the licensee's 
corrective action program and could be subject to appropriate NRC enforcement action as they 
would be required by the proposed license conditions. 
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2.7.3 Schedule 

LAR Section 5.5, supplemented by a letter dated May 12, 2015 (Reference 20), provides the 
overall schedule for completing the NFPA 805 transition at PSL. The licensee stated that it will 
complete the implementation of the new NFPA 805 FPP to include procedure changes, process 
updates, and training to affected plant personnel (with the exception of Items 18 and 20), no 
later than 12 months after issuance of the amendment unless that date falls within a scheduled 
outage window, then in that case, completion of implementation items will occur 60 days after 
startup from that scheduled outage. 

LAR Section 5.5 also states that modifications will be completed by the startup of the second 
refueling outage (for each unit) after issuance of the SE and that appropriate compensatory 
measures will be maintained until modifications are complete. 

Based on the information provided by the licensee, the NRC staff concludes that the completion 
schedules proposed by the licensee for the modifications and implementation items are 
acceptable. 

3.0 TECHNICAL EVALUATION 

The following sections evaluate the technical aspects of the requested license amendment to 
transition the FPP at PSL to one based on NFPA 805, in accordance with 10 CFR 50.48(c). 
While performing the technical evaluation of the licensee's submittal, the NRC staff utilized the 
guidance provided in NUREG-0800, Section 9.5.1.2, "Risk-Informed, Performance-Based Fire 
Protection Program" (Reference 42), to determine whether the licensee had provided sufficient 
information in both scope and level of detail to adequately demonstrate compliance with the 
requirements of NFPA 805, as well as the other associated regulations and guidance 
documents discussed in SE Section 2.0. Specifically: 

• Section 3.1 provides the results of the NRC staff review of the licensee's 
transition of the FPP from the existing deterministic guidance to that of NFPA 805 
Chapter 3, "Fundamental Fire Protection Program and Design Elements"; 

• Section 3.2 provides the results of the NRC staff review of the methods used by 
the licensee to demonstrate the ability to meet the NSPC; 

• Section 3.3 provides the results of the NRC staff review of the FM methods used 
by the licensee to demonstrate the ability to meet the NSPC using an FM PB 
approach; 

• Section 3.4 provides the results of the NRC staff review of the fire risk 
assessments used to demonstrate the ability to meet the NSPC using a fire risk 
evaluation (FRE) PB approach; 

• Section 3.5 provides the results of the NRC staff review of the licensee's NSCA 
results by fire area; 
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• Section 3.6 provides the results of the NRC staff review of the methods used by 
the licensee to demonstrate an ability to meet the radioactive release 
performance criteria; 

• Section 3.7 provides the results of the NRC staff review of the NFPA 805 
monitoring program developed as a part of the transition to an RI/PB FPP based 
on NFPA 805; and 

• Section 3.8 provides the results of the NRC staff review of the licensee's program 
documentation, configuration control, and quality assurance (QA). 

SE Attachments A and B provide additional detailed information that was evaluated by the NRC 
staff to support the licensee's request to transition to an RI/PB FPP in accordance with NFPA 
805 (i.e., 10 CFR 50.48(c)). These attachments are discussed as appropriate in the associated 
SE sections. 

3.1 NFPA 805 Fundamental FPP Elements and Minimum Design Requirements 

NFPA 805 (Reference 3), Chapter 3 contains the fundamental elements of the FPP and 
specifies the minimum design requirements for fire protection systems and features that are 
necessary to meet the standard. The fundamental FPP elements and minimum design 
requirements include necessary attributes pertaining to the fire protection plan and procedures, 
the fire prevention program and design controls, industrial fire brigades, and fire protection 
SSCs. However, 10 CFR 50.48(c) provides exceptions, modifications, and supplementations to 
certain aspects of NFPA 805, Chapter 3, as follows: 

• 10 CFR 50.48(c)(2)(v) - Existing cables. In lieu of installing cables meeting 
flame propagation tests as required by Section 3.3.5.3 of NFPA 805, a 
flame-retardant coating may be applied to the electric cables, or an automatic 
fixed fire suppression system may be installed to provide an equivalent level of 
protection. In addition, the italicized exception to Section 3.3.5.3 of NFPA 805 is 
not endorsed; 

• 1 O CFR 50.48(c)(2)(vi) - Water supply and distribution. The italicized exception 
to Section 3.6.4 of NFPA 805 is not endorsed. Licensees who wish to use the 
exception to Section 3.6.4 of NFPA 805 must submit a request for a license 
amendment in accordance with 10 CFR 50.48( c )(2)(vii); and 

• 10 CFR 50.48(c)(2)(vii) - Performance-based methods. While Section 3.1 of 
NFPA 805 prohibits the use of PB methods to demonstrate compliance with the 
NFPA 805, Chapter 3 requirements, 10 CFR 50.48(c)(2)(vii) specifically permits 
that the FPP elements and minimum design requirements of NFPA 805, 
Chapter 3 may be subject to the PB methods permitted elsewhere in the 
standard. 

Furthermore, Section 3.1 of NFPA 805 specifically allows the use of alternatives to the 
NFPA 805, Chapter 3 fundamental FPP requirements that have been previously approved by 



- 32 -

the NRC (which is the AHJ, as defined in NFPA 805 and as stated in RG 1.205), and are 
contained in the currently approved FPP for the facility. 

3.1.1 Compliance with NFPA 805, Chapter 3 Requirements 

The licensee used the systematic approach described in NEI 04-02, Revision 2 (Reference 7), 
as endorsed by the NRC in RG 1.205, Revision 1 (Reference 4 ), to assess the proposed PSL 
FPP against the NFPA 805, Chapter 3 requirements. 

As part of this assessment, the licensee reviewed each section and subsection of NFPA 805, 
Chapter 3 against the existing PSL FPP and provided specific compliance statements for each 
NFPA 805, Chapter 3 attribute that contained applicable requirements. As discussed below, 
some subsections of NFPA 805, Chapter 3 do not contain requirements, or are otherwise not 
applicable to PSL, and others are provided with multiple compliance statements to fully 
document compliance with the element. 

The methods used by PSL for achieving compliance with the fundamental FPP elements and 
minimum design requirements are as follows: 

1. The existing FPP element directly complies with the requirement: noted in LAR 
Attachment A, "NEI 04-02 Table B-1 Transition of Fundamental FP Program & 
Design Elements," as "Complies." (See discussion in SE Section 3.1.1.1.) 

2. The existing FPP element complies through the use of an explanation or 
clarification: noted in LAR Attachment A, Table B-1 as "Complies with 
clarification." (See discussion in SE Section 3.1.1.2.) 

3. The existing FPP element complies through the use of existing engineering 
equivalency evaluations (EEEEs) whose bases remain valid and are of sufficient 
quality: noted in LAR Attachment A, Table 8-1 as "Complies via Engineering 
Evaluation." (See discussion in SE Section 3.1.1.3.) 

4. The existing FPP element complies with the requirement based on prior NRC 
approval of an alternative to the fundamental FPP attribute and the bases for the 
NRC approval remain valid: noted in LAR Attachment A, Table B-1 as "Complies 
Via previous approval." (See discussion in SE Section 3.1.1.4.) 

5. The existing FPP element does not comply with the requirement, but the licensee 
is requesting specific approval for a PB method in accordance with 
10 CFR 50.48(c)(2)(vii): noted in LAR Attachment A, Table 8-1 as "Submit for 
NRC approval." (See discussion in SE Section 3.1.1.5) 

The NRC staff has determined that, taken together, these methods compose an acceptable 
approach for documenting compliance with the NFPA 805, Chapter 3 requirements, because 
the licensee has followed the compliance strategies identified in the NRC endorsed NEI 04-02 
guidance document. The process defined in the endorsed guidance provides an organized 
structure to document each attribute in NFPA 805 Chapter 3, allowing the licensee to 
provide significant detail on how the program meets the requirements. In addition to the 
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basic strategy of "Complies," which itself makes the attribute both auditable and inspectable, 
additional strategies have been provided allowing for amplification of information, when 
necessary, regarding how or why the attribute is acceptable. 

The licensee stated in LAR Section 4.2.2, "Existing Engineering Equivalency Evaluation 
Transition," that it evaluated the EEEEs used to demonstrate compliance with the NFPA 805, 
Chapter 3 requirements in order to ensure continued appropriateness, quality, and applicability 
to the current PSL configuration. The licensee determined that no EEEE used to support 
compliance with NFPA 805 required NRC approval. 

EEEEs (previously known as GL 86-10 (Reference 81) evaluations) are performed for fire 
protection design variances such as fire protection system designs and fire barrier component 
deviations from the specific fire protection deterministic requirements. Once a licensee 
transitions to NFPA 805, future equivalency evaluations are to be conducted using a PB 
approach. The evaluation should demonstrate that the specific plant configuration meets the 
performance criteria in the standard. 

Additionally, the licensee stated in LAR Section 4.2.3, "Licensing Action Transition," that the 
existing licensing actions used to demonstrate compliance have been evaluated to ensure that 
their bases remain valid. The results of these licensing action evaluations are provided in LAR 
Attachment K. 

LAR Attachment A (the NEI 04-02 B-1 Table) provides further details regarding the licensee's 
compliance strategy for specific NFPA 805, Chapter 3 requirements, including references to 
where compliance is documented. 

3.1.1.1 Compliance Strategy -- Complies 

For the majority of the NFPA 805, Chapter 3 requirements, as modified by 10 CFR 50.48(c)(2), 
the licensee determined that the RI/PB FPP complies directly with the fundamental FPP 
element using the existing FPP element. In these instances, based on the validity of the 
licensee's statements, the NRC staff concludes that the licensee's statements of compliance are 
acceptable because the NFPA 805, Chapter 3 requirements are met. 

The following NFPA 805 sections identified in LAR Attachment A, Table B-1, as complying via 
this method, and the applicable NFPA 805, Chapter 3 implementation items in LAR 
Attachment S, Table S-1, "Plant Modifications Committed," or Table S-2, "Implementation Items" 
required additional review by the NRC staff: 

• 3.2.3(1) • 3.3.1 • 3.3.1.2(1) • 3.3.3 • 3.3.4 
• 3.3.5.1 • 3.3.9 • 3.3.11 • 3.4.1(c) • 3.4.2.1 
• 3.5.11 • 3.5.13 

NFPA 805 Section 3.2.3(1) requires that procedures be established for inspection, testing, and 
maintenance of fire protection systems and features credited by the FPP. The licensee states it 
complies with this requirement, however, NRC approval is requested to use the methodology of 
EPRI Report TR1006756, "Fire Protection Equipment Surveillance Optimization, and 
Maintenance Guide" (Reference 82). The licensee has also identified an action to update 
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appropriate FPP document(s) with regard to implementing the EPRI methodology and included 
that action in LAR Attachment S, Table S-2, Implementation Item 1. The licensee's approval 
request is discussed in SE Section 3.1.4.1. 

NFPA 805, Section 3.3.1 requires that the fire prevention program activities consist of the 
necessary elements to address the control of ignition sources and the use of transient 
combustible materials during all aspects of plant operations. LAR Attachment C, Tables C-1 
and C-2 identify "enhanced transient controls" for certain fire areas. In FPE RAI 07 
(Reference 23) the NRC staff requested that the licensee describe the enhanced controls, the 
locations in the plant where these controls will be established, and the associated procedures. 
In addition, the NRC staff requested that the licensee describe how the enhanced transient 
controls are different than the term "Transient Exclusion Zones" that is used in LAR 
Section 4.6.2. In its response to FPE RAI 07 (Reference 10), the licensee stated that 
"enhanced transient controls" are those controls that are beyond the current plant guidelines 
and may include: 

• Additional or tighter limits on the amount and type of transient combustible 
materials in an area; and 

• Identification of transient exclusion or zero transient zones that result in no 
transient combustibles or ignition sources in specific locations. 

The licensee added that the transient exclusion zones are not different than enhanced transient 
controls but a subset of the enhanced transient controls. 

The licensee stated that these enhanced transient controls apply to the following fire 
areas/zones where credit is taken in the FPRA: 181-57 (Unit 1 Cable Spread Room), 2A2-51X 
(Cable Penetration Room Extension), 282-52 (Unit 2 Cable Spread Room), 2H2-51 E (Reactor 
Auxiliary Building Corridor), and 212-51W (Cable Loft-West Hallway). The licensee further 
stated the enhanced transient controls will be further defined and refined during the 
implementation period concurrent with implementation of the monitoring program and will 
include development of a procedure to manage the transient controls. Development of the 
monitoring program is addressed in LAR Attachment S, Table S-2, Implementation Item 14. 
The NRC staff concludes that the licensee's response to the RAI and the licensee's statement 
of compliance is acceptable because the licensee has established procedures for control of 
combustible materials, and because new combustible material controls necessary to preserve 
the assumptions in the FPRA will be included in the monitoring program and incorporated in 
updated procedures which is an implementation item in LAR Attachment S, which will 
incorporate the provisions of NFPA 805 in the FPP and would be required by the proposed 
license condition. 

NFPA 805, Section 3.3.1.2(1) requires that wood used within the power block be listed 
pressure-impregnated or coated with a listed fire-retardant application (except 6 inch X 6 inch or 
larger cribbing timbers). The licensee has identified an action that plant fire protection 
documentation will be updated to clarify that the restriction on wood is for the NFPA 805 power 
block and included the action in LAR Attachment S, Table S-2, Implementation Item 2. The 
NRC staff concludes that the licensee's statement of compliance is acceptable because the 
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action will incorporate the provisions of NFPA 805, Chapter 3 in the FPP and would be required 
by the proposed license condition. 

NFPA 805, Section 3.3.3 requires that interior wall or ceiling finish classification be in 
accordance with NFPA 101, "Life Safety Code" (Reference 83), requirements for Class A 
materials and that Interior floor finishes be in accordance with NFPA 101 requirements for 
Class I interior floor finishes. The licensee identified an action to update applicable station 
documentation to include the interior finish requirements per NFPA 101 and included the action 
in LAR Attachment S, Table S-2, Implementation Item 3. The NRC staff concludes that the 
licensee's statement of compliance is acceptable because the action will incorporate the 
provisions of NFPA 805, Chapter 3 in the FPP and would be required by the proposed license 
condition. 

The compliance basis for LAR Attachment A, Section 3.3.3 Interior Finishes, states that walls, 
floors, and ceilings are of reinforced concrete or concrete block construction and the use of 
interior finish materials is limited to non-combustible material or those with a flame spread, 
smoke, and fuel contribution of 50 or less whenever practicable. In FPE RAI 04 (Reference 23), 
the NRC staff identified that NFPA 805 Section 3.3.3 requires interior wall or ceiling finish 
classification to be in accordance with NFPA 101 requirements for Class A materials, which 
includes a flame spread index of 0-25. The NRC staff requested that the licensee provide a 
justification for the apparent finish classification discrepancy with regard to the flame spread 
index. In response to FPE RAI 04 (Reference 10), the licensee stated: 

• The control room interior finish is evaluated in engineering evaluations that 
determined the interior finish complies with the requirements of NFPA 805; 

• The balance of the buildings and rooms within the PSL Power Block are 
constructed primarily of steel and concrete, which may or may not be painted. 
Floors are either unfinished concrete, painted concrete, or vinyl tiles over 
concrete. Interior finish materials are noncombustible and consistent with the 
guidance in Appendix A to BTP 9.5-1 Guidelines (Reference 60) Section D.1 (d) 
and RG 1.189 (Reference 41 ), Section 4.1.1.1 and subsequently the 
requirements of NFPA 805 Section 3.3.3; and 

• With regard to epoxy floor coatings, NRC approval of the floor coatings at PSL is 
requested in LAR Attachment L, Approval Request 2. 

The licensee also provided a revised page to LAR Attachment A, Section 3.3.3 with the 
response (Reference 10). The NRC staff review of the approval request for epoxy floor coatings 
is addressed in SE Sections 3.1.1.5 and 3.1.4.2. The NRC staff concludes that the licensee's 
response to the RAI and statement of compliance are acceptable because the licensee 
demonstrated that interior finishes meet the requirements of NFPA 805. 

NFPA 805, Section 3.3.4 requires that thermal insulation materials, radiation shielding materials, 
ventilation duct materials, and soundproofing materials be noncombustible or limited 
combustible. The licensee has identified an action to update appropriate station documentation, 
as applicable, to specify that thermal insulation materials, radiation shielding materials, 
ventilation duct materials, and soundproofing materials be noncombustible or limited 
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combustible and included that action in LAR Attachment S, Table S-2, Implementation Item 4. 
The NRC staff concludes that the licensee's statement of compliance is acceptable because the 
action will incorporate the provisions of NFPA 805, Chapter 3 in the FPP and would be required 
by the proposed license condition. 

NFPA 805, Section 3.3.5.1 requires that where installed, electrical wiring shall be listed for 
plenum use, routed in armored cable, routed in metallic conduit, or routed in cable trays with 
solid metal top and bottom covers. The licensee has identified an action to update electrical 
design drawings to reflect the requirements for installation of cable above suspended ceilings 
and included that action in LAR Attachment S, Table S-2, Implementation Item 5. The NRC 
staff concludes that the licensee's statement of compliance is acceptable because the action will 
incorporate the provisions of NFPA 805, Chapter 3 in the FPP and would be required by the 
proposed license condition. 

NFPA 805, Section 3.3.9 requires that, where provided, transformer oil collection basins and 
drain paths be periodically inspected to ensure that they are free of debris and capable of 
performing their design function. The licensee has identified an action to update plant 
documentation to address inspection of transformer oil collection basins and drain paths to 
ensure they are free of debris and capable of performing their design function and included that 
action in LAR Attachment S, Table S-2, Implementation Item 6. The NRC staff concludes that 
the licensee's statement of compliance is acceptable because the action will incorporate the 
provisions of NFPA 805, Chapter 3 in the FPP and would be required by the proposed license 
condition. 

NFPA 805, Section 3.3.11 requires that adequate clearance, free of combustible material, be 
maintained around energized electrical equipment. The licensee has identified an action to 
update the appropriate procedure to include provisions for maintaining adequate clearance 
around energized electrical equipment from combustible material and included that action in 
LAR Attachment S, Table S-2, Implementation Item 7. The NRC staff concludes that the 
licensee's statement of compliance is acceptable because the action will incorporate the 
provisions of NFPA 805, Chapter 3 in the FPP and would be required by the proposed license 
condition. 

NFPA 805, Section 3.4.1 (c) requires that the brigade leader and at least two brigade members 
have sufficient training in or knowledge of nuclear safety systems to understand the effects of 
fire and fire suppressants on NSPC. In FPE RAI 09 (Reference 23), the NRC staff requested 
that the licensee describe how the requirements of NFPA 805 Section 3.4.1 (c) are met with 
regard to training and knowledge of the leader and at least two members of each fire brigade. 
In its response to FPE RAI 09 (Reference 10), the licensee described that its procedures, 
including the shift operations surveillance procedure, require that the fire brigade leader and at 
least two fire brigade members have sufficient training in or knowledge of plant safety-related 
systems to understand the effects of fire and fire suppressants on SSD capability. The licensee 
also stated that all fire brigade members are Nuclear System Operators and receive full systems 
and fire protection training. The licensee further stated that the fire brigade leader and two 
members of the fire brigade are Senior Nuclear Plant Operators and as such have training on 
plant SSD equipment and have knowledge of the effects of suppressants on SSD equipment. 
The NRC staff concludes the licensee's response to the RAI and method of compliance are 
acceptable because the licensee demonstrated that its procedures contain the requirements of 
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NFPA 805, Section 3.4.1 ( c ), and that the fire brigade leader and two members of the brigade 
are trained to those requirements. 

NFPA 805, Section 3.4.2.1 requires that pre-fire plans detail the fire area configuration and fire 
hazards to be encountered in the fire area, along with any nuclear safety components and fire 
protection systems and features that are present. The licensee has identified an action to add 
to the pre-fire plans, 1) the components necessary to achieve the NSPC, which require entry to 
the affected fire area, and 2) the equipment and portions of the fire affected area where RI/PB 
analysis rely on assumptions that could be affected by fire brigade performance. In addition, the 
licensee stated that the pre-fire plans will be updated in accordance with the findings of the 
radioactive release evaluation described in LAR Attachment E. The licensee included this 
action in LAR Attachment S, Table S-2, Implementation Item 8. The NRC staff concludes that 
the licensee's statement of compliance is acceptable because the action will incorporate the 
provisions of NFPA 805, Chapter 3 in the FPP and would be required by the proposed license 
condition. 

NFPA 805, Section 3.5.11 requires that sprinkler systems and manual hose station standpipes 
be connected to the plant fire protection water main so that a single active failure or crack to the 
water supply piping to these systems can be isolated so as not to impair both the primary and 
backup fire suppression systems. The licensee has identified instances where hose stations 
and automatic suppression systems are not separated and identified three plant modifications 
(i.e., modifications EC-274468, EC-274372, and EC-274373) in LAR Attachment S, Table S-1 to 
provide additional fire hose station isolation valves. The NRC staff concludes that the licensee's 
statement of compliance is acceptable because the actions will incorporate the provisions of 
NFPA 805, Chapter 3 and would be required by the proposed license condition. In its letter 
dated August 21, 2015 (Reference 21 ), the licensee indicated that these modifications have 
been completed. 

NFPA 805, Section 3.5.13 requires that each sprinkler and standpipe system be equipped with 
an outside screw and yoke valve, gate valve, or other approved shutoff valve. The licensee has 
identified instances where hose stations and automatic suppression systems do not have 
separate valves and identified three plant modifications (i.e., modifications EC-274468, 
EC-274372, and EC-274373) in LAR Attachment S, Table S-1 to provide additional fire hose 
station isolation valves. The NRC staff concludes that the licensee's statement of compliance is 
acceptable because the actions will incorporate the provisions of NFPA 805, Chapter 3 and 
would be required by the proposed license condition. In its letter dated August 21, 2015 
(Reference 21 ), the licensee indicated that these modifications have been completed. 

3.1.1.2 Compliance Strategy -- Complies with Clarification 

For certain NFPA 805, Chapter 3 requirements, the licensee provided additional clarification 
when describing its means of compliance with the fundamental FPP element. In these 
instances, the NRC staff reviewed the additional clarifications and concludes that the licensee 
will meet the underlying requirement for the FPP element as clarified. 
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The following NFPA 805 sections identified in LAR Attachment A, Table B-1 as complying via 
this method required additional review by the NRC staff: 

• 3.3.1.2(6) • 3.4.4 

NFPA 805, Section 3.3.1.2(6) requires that procedures be established that provide controls on 
the use and storage of flammable gases in accordance with applicable NFPA standards. In 
LAR Attachment A, the licensee stated that it is not committed to any flammable gas standard in 
the current licensing basis with the exception of NFPA 50A for bulk hydrogen and that 
flammable gases are controlled using station procedures. In FPE RAI 02 (Reference 23) the 
NRC staff requested more detail with regard to controls on flammable gases. In its response to 
FPE RAI 02 (Reference 10) the licensee indicated that station procedures identify control of 
combustibles, specifically bulk compressed or cryogenic flammable gas storage and that 
specific controls include: 

• Storage is not permitted inside structures housing systems, equipment, or 
components important to nuclear safety; 

• Storage of flammable gas shall be located outdoors, or in separate detached 
buildings; 

• NFPA 50A, Standard for Gaseous Hydrogen Systems at Consumer Sites, shall 
be used for hydrogen storage; 

• Outdoor high-pressure flammable gas storage containers shall be located so that 
the long axis is not pointed at buildings; 

• Flammable gas storage cylinders not required for normal operation shall be 
isolated from the system; 

• When handling flammable gases, release to the air should be avoided in that it 
may provide a means for a combustion explosion, fire hazard or both; 

• In areas where flammable gases are handled, adequate fire extinguishing 
capability shall be provided; 

• When handling flammable gases, some form of ventilation shall be provided. In 
a closed storage area, exhaust ventilation shall be provided; and 

• When transferring flammable gases, a ground strap will be connected between 
the containers involved whenever the possibility of electrical sparking exists. 

The NRC staff concludes that the licensee's response to the RAI is acceptable because the 
controls the licensee has put in place regarding use and storage of flammable gases meet the 
intent of NFPA 805, Section 3.3.1.2(6) and is consistent with NEI 04-02, Appendix K, 
Section K.1, regarding the term "applicable standards" as cited in this element of NFPA 805. 
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NFPA 805, Section 3.4.4 provides the requirement that firefighting equipment shall be provided 
for the industrial fire brigade and that this equipment shall conform with the applicable NFPA 
standards. The licensee stated that there are no "applicable NFPA standards" as part of the 
current licensing basis per the guidance of FAQ 06-0020 (i.e., NEI 04-02, Appendix K, 
Section K.1 ). The licensee further stated that fire brigade equipment, including turnout gear is 
selected and maintained utilizing guidance included in 10 CFR Part 50 Appendix R Section 111.H 
and Occupational Safety and Health Administration (OSHA) Standard 29 CFR 191 O Subpart L. 
The licensee further stated that breathing apparatus are self-contained breathing apparatus 
(SCBA) positive pressure units in accordance with 10 CFR Part 50 Appendix R, Section 111.H, 
Appendix A to BTP. 9.5-1, and OSHA Title 29, Subpart L, Section 1910.156. 

In FPE RAI 05 (Reference 23) the NRC staff indicated that the LAR did not discuss the 
requirements in NFPA 805 Section 3.4.4 for radiation monitoring, personal dosimeters, and fire 
extinguishers and requested that the licensee provide additional details for these elements. In 
its response to FPE RAI 05 (Reference 10) the licensee provided the NFPA 805 Section 3.4.4 
compliance statements for the other elements as follows: 

• A radiation team is responsible to verify proper levels and precautions for 
radiation and contamination concerns as identified in the firefighting strategies. 
The fire brigade does not respond with radiation monitoring equipment. This 
equipment is brought, as needed, by the radiation team; 

• Operations personnel that also serve on the fire brigade are trained for access to 
radiological areas (radiological worker training). In order to access radiological 
areas, personal dosimetry (TLD) and other dosimetry are issued to each 
individual; 

• Fire extinguishers and hose stations are installed throughout the plant for fire 
brigade use as documented in the NFPA 10 (Reference 84) (fire extinguishers) 
code compliance evaluation, in the NFPA 14 (Reference 62) (hose stations) code 
compliance evaluation, and in the firefighting strategies, and on drawings; and 

• Additional fire suppression equipment provided for the fire brigade includes 
hydrants, hose houses with hose, nozzles, wrenches, gate valves, spanners, and 
dedicated equipment storage cages/locations. Hydrant locations are 
documented in the NFPA 24 (Reference 85) code conformance evaluation and 
on drawings. Contents of hose houses and fire cages are documented in 
surveillance procedures. 

The NRC staff concludes the licensee's response to the RAI is.acceptable because it meets the 
intent of NFPA 805, Section 3.4.4 for providing the necessary firefighting equipment for the fire 
brigade. 
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3.1.1.3 Compliance Strategy -- Complies via Engineering Evaluation 

For certain NFPA 805, Chapter 3 requirements, the licensee demonstrated compliance with the 
fundamental FPP element through the use of EEEEs. The NRC staff reviewed the licensee's 
statement of continued validity for the EEEEs, and the statement on the quality and 
appropriateness of the evaluations, and concludes that the licensee's statements of compliance 
in these instances are acceptable. 

3.1.1.4 Compliance Strategy -- Complies via Previous NRC Approval 

Certain NFPA 805, Chapter 3 requirements were supplanted by an alternative that was 
previously approved by the NRC. PSL Unit 1 was licensed to operate on March 1, 1976. The 
approval was documented in (1) an NRC letter dated July 17, 1984 (Reference 31 ), and 
supplemented by NRC letters dated February 21, 1985 (Reference 32), March 5, 1987 
(Reference 33), and October 4, 1988 (Reference 34). The NRC approved the sixteen 
exemption requests, listed in LAR Section 2.2 for the requirements of 1 O CFR Part 50 
Appendix R by letters dated February 21, 1985 (Reference 32), March 5, 1987 (Reference 33), 
October 4, 1988 (Reference 34), and December 24, 2003 (Reference 86). PSL Unit 2 was 
licensed to operate on April 6, 1983. The approval was documented in (1) the original 1983 
FPP SER (Reference 35), and (2) supplemented in 1986 (Reference 36). The NRC approved 
23 deviation requests for the requirements of Appendix R in SEs dated April 6, 1983 and 
December 5, 1986 and clarified in a letter dated October 4, 1988 (Reference 35) (Reference 36) 
and (Reference 34). 

In each instance, the licensee evaluated the basis for the original NRC approval and determined 
that in all cases the bases were still valid. The NRC staff reviewed the information provided by 
the licensee and concludes that previous NRC approval had been demonstrated using suitable 
documentation that meets the approved guidance contained in RG 1.205, Revision 1 
(Reference 4). The NRC staff concludes that the licensee's statements of compliance in these 
instances are acceptable, because the licensee provided justification for the continued validity of 
the previously approved alternatives to the NFPA 805, Chapter 3 requirements. 

3.1.1.5 Compliance Strategy -- Submit for NRC Approval 

The licensee also requested approval for the use of performance based methods to 
demonstrate compliance with fundamental FPP elements. In accordance with 10 CFR 
50.48(c)(2)(vii), the licensee requested specific approvals be included in the license 
amendments approving the transition to NFPA 805. The NFPA 805 sections identified in LAR 
Attachment A, Table B-1 as complying via this method are as follows: 

• 3.2.3(1 ), which concerns procedures that implement the FPP for inspection, 
testing, and maintenance for fire protection systems and features. The licensee 
requested approval for use of the PB methods contained in the EPRI Technical 
Report TR-1006756, "Fire Protection Equipment Surveillance Optimization and 
Maintenance Guide" to establish the appropriate inspection, testing, and 
maintenance frequencies for fire protection systems and features required by 
NFPA 805. (See SE Section 3.1.4.1 for the NRC staff's evaluation of this 
request.) 
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• 3.3.3, which concerns the classification of interior floor finish in accordance with 
NFPA 101 (Reference 83), Class I criteria. The licensee requested NRC 
approval for the use of PB methods to justify its use of epoxy floor coatings, 
thereby meeting the requirements of NFPA 805. (See SE Section 3.1.4.2 for the 
NRC staff's evaluation of this request.) 

• 3.3.5.1, which concerns wiring above suspended ceilings, and the requirement 
that this wiring be listed for plenum use, routed in armored cable, routed in 
metallic conduit or routed in cable trays with solid metal top and bottom covers. 
The licensee requested approval to use PB methods to justify its use of wiring 
above suspended ceilings, thereby meeting the requirements of NFPA 805. (See 
SE Section 3.1.4.3 for the NRC staff's evaluation of this request.) 

• 3.3.5.2, which concerns the use of metal tray and metal conduit for electrical 
raceways. The licensee requested approval for the use of use PB methods to 
justify its use of polyvinyl chloride (PVC) conduits in buried or encased 
installations, or specific exposed applications, thereby meeting the requirements 
of NFPA 805. (See SE Section 3.1.4.4 for the NRC staff's evaluation of this 
request.) 

• 3.3.12(1 }, which concerns the oil collection system for each reactor coolant pump 
being capable of collecting lubricating oil from all potential pressurized and 
non-pressurized leakage sites in each reactor coolant pump oil system. The 
licensee requested approval for the use of use PB methods to justify the oil 
misting from the reactor coolant pumps due to normal motor consumption not 
being captured by the oil collection system designed for pressurized and non­
pressurized leakage and spillage, thereby meeting the requirements of NFPA 
805. (See SE Section 3.1.4.5 for the NRC staff's evaluation of this request.) 

In Section 3.1.4 of this SE, the NRC staff concludes that the use of PB methods to demonstrate 
compliance with these fundamental FPP elements is acceptable because the methods meet the 
requirements of 10 CFR 50.48(c)(2)(vii). 

3.1.1.6 Compliance Strategy - Multiple Strategies 

In certain compliance statements of the NFPA 805, Chapter 3 requirements, the licensee used 
more than one of the above strategies to demonstrate compliance with aspects of the 
fundamental elements. 

In each of these cases, the NRC staff concludes that the individual compliance statements are 
acceptable, that the combination of compliance-strategies is acceptable, and that the licensee 
demonstrated compliance with the NFPA 805 Chapter 3 fundamental FPP elements and 
minimum design requirements. 

NFPA 805, Section 3.3.1.3.1 addresses the code requirements for the control of ignition 
sources. Both "Complies" and "Complies via Engineering Evaluation" were listed in LAR 
Attachment A as compliance statements for this attribute. In FPE RAI 03 (Reference 23), the 
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NRC staff requested that the licensee provide a description to clarify the difference in the 
compliance strategies and how each compliance strategy is applied. In its response to FPE 
RAI 03 (Reference 10), the licensee proposed to delete "Complies via Engineering Evaluation," 
so that "Complies" remains as the compliance strategy for the hot work program in LAR 
Attachment A Section 3.3.1.3.1. Based on the information provided by the licensee, as 
supplemented, the NRC staff concludes the licensee's amendment to the LAR to change the 
compliance statement to delete the multiple compliance strategies and only state, "Complies," 
for this element of NFPA 805, is acceptable because the NFPA 805 requirement will be met. 

3.1.1.7 Chapter 3 Sections not Reviewed 

In LAR Attachment A, the licensee identified compliance strategies for the requirements of 
NFPA 805, Chapter 3 and also included those sections that either do not apply to the transition 
to an RI/PB FPP or have no technical requirements. Accordingly, the NRC staff did not review 
these sections for acceptability. The sections that were not reviewed fall into one of the 
following categories: 

3.1.1.8 

• Sections that do not contain any technical requirements. (e.g., NFPA 805 
Sections 3.4.5 and 3.11 ). 

• Sections that are not applicable because of the following: 

The licensee stated that it does not have systems of this type installed 
(e.g., 3.8.1 (3) manual fire alarm stations, and 3.9.1 (4) foam-water 
sprinkler and foam-water spray systems) 

The requirements are structured with an applicability statement (e.g., 
Sections 3.4.1 (a)(2) and 3.4.1 (a)(3), which applies to the fire brigade 
standards used since they depend on the type of brigade specified in the 
FPP at the site). 

Compliance with Chapter 3 Requirements Conclusion 

As discussed above, the NRC staff evaluated the results of the licensee's assessment of the 
proposed RI/PB FPP against the NFPA 805, Chapter 3, fundamental FPP elements and 
minimum design requirements, as modified by the exceptions, modifications, and 
supplementations in 10 CFR 50.48(c)(2). Based on this review of the licensee's submittal, as 
supplemented, the NRC staff concludes that the RI/PB FPP is acceptable with respect to the 
fundamental FPP elements and minimum design requirements of NFPA 805, Chapter 3, as 
modified by 10 CFR 50.48(c)(2), because the licensee: 

• Used an overall process consistent with NRC staff approved guidance to 
determine the state of compliance with each of the applicable NFPA 805, 
Chapter 3 requirements. 
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• Provided appropriate documentation of the state of compliance with the 
NFPA 805, Chapter 3 requirements, which adequately demonstrated compliance 
in that the licensee was able to substantiate that it complied: 

With the requirement directly, or with the requirement directly after the 
completion of an implementation item. 

With the intent of the requirement (or element) given adequate 
justification. 

Via previous NRC staff approval of an alternative to the requirement. 

Through the use of an engineering equivalency evaluation. 

Through the use of a combination of the above methods. 

Through the use of a PB method that the NRC staff has specifically 
approved in accordance with 10 CFR 50.48(c)(2)(vii). 

3.1.2 Identification of Power Block 

The NRC staff reviewed the structures identified in LAR Attachment I, Table 1-1 "Power Block 
Definition" as comprising the "power block." The plant structures listed are established as part 
of the power block for the purpose of denoting the structures and equipment included in the 
RI/PB FPP that have additional requirements in accordance with 10 CFR 50.48(c) and 
NFPA 805. As stated in the LAR, Section 4.1.3, the power block includes structures that could 
affect power plant operation; that could affect the ability to safely shutdown the plant in the 
event of a fire; or could contain radioactive materials that could be released in the event of a 
fire. The NRC staff concludes that the licensee has appropriately evaluated the structures and 
equipment and adequately documented a list of those structures that fall under the definition of 
"power block" in NFPA 805. 

3.1.3 Closure of Generic Letter 2006-03, "Potentially Nonconforming Hemyc and MT Fire 
Barrier Configurations," Issues 

GL 2006-03 (Reference 59), requested that licensees evaluate their facilities to confirm 
compliance with existing applicable regulatory requirements in light of the results of NRC testing 
that determined that both Hemyc and MT fire barriers failed to provide the protective function 
intended for compliance with existing regulations for the configurations tested using the NRC's 
thermal acceptance criteria. 

In letters dated June 9 (Reference 87), September 20 (Reference 88), and December 19, 2006 
(Reference 89), the licensee responded to GL 2006-03 and stated that neither Hemyc nor MT 
fire barrier material is relied upon for separation and/or SSD purposes nor credited in any 
analyses for PSL Unit 1. The licensee further stated that Hemyc was used for raceway 
protection inside the PSL Unit 2 containment as a flame impingement shield and installed below 
the lowest tray in each stack of cable trays that contain redundant SSD cables when 20-foot 
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separation is not met on the 23-foot elevation. The licensee further stated that the installation 
was outside the original licensing basis to provide a half hour fire rated barrier. 

The licensee proposed to resolve the issues related to the use of Hemyc in the PSL Unit 2 
containment during its transition to NFPA 805. The licensee stated that it will examine any 
required corrective actions associated with the Hemyc installation in the PSL Unit 2 containment 
as part of the PSL transition to NFPA 805. In a letter dated January 23, 2007 (Reference 90), 
the NRC staff concluded that the licensee's overall response to GL 2006-03 was acceptable for 
PSL Unit 2. 

In FPE RAI 12 (Reference 24), the NRC staff requested that the licensee provide clarification 
regarding the use of Hemyc in fire area 2K, Unit 2 containment. In its response to FPE RAI 12 
(Reference 13), the licensee stated that Hemyc fire barrier material is not relied upon for 
separation and/or SSD purposes nor credited in any analyses for raceway protection inside the 
PSL Unit 2 containment. The licensee further stated that although originally credited as a flame 
impingement shield and installed below the lowest tray in each stack of cable trays that contain 
redundant SSD cables in fire area 2K, the analysis of LAR Attachment C and Attachment G 
concluded that no protection is required for those cables. The licensee further stated that a PB 
approach in accordance with NFPA 805 Section 4.2.4.2 was performed and that the conclusions 
were based on an integrated assessment of the acceptability of risk, DID, and safety margins. 
The licensee further stated that the acceptability of the risk for fire area 2K reported in LAR 
Attachment Wand the VFDRs are documented in LAR Attachment C, Table C-1. 

The NRC staff concludes that the licensee's response to the RAI is acceptable because the 
licensee demonstrated that Hemyc fire barrier material is not relied upon for separation and/or 
SSD purposes nor credited in any analyses for raceway protection inside the PSL Unit 2 
containment. 

Since Hemyc or MT electrical raceway fire barrier systems (ERFBS) are not relied upon for 
separation or SSD purposes nor credited in any analyses, the NRC staff concludes that the 
generic issue GL 2006-03, related to the use of these ERFBS is not applicable. 

3.1.4 Performance-Based Methods for NFPA 805, Chapter 3 Elements 

In accordance with 10 CFR 50.48(c)(2)(vii), a licensee may request NRC approval for use of the 
PB methods permitted elsewhere in the standard as a means of demonstrating compliance with 
the prescriptive FPP fundamental elements and minimum design requirements of NFPA 805, 
Chapter 3. The NRR Director or designee may approve PB methods if the Director or designee 
determines that the PB approach: 

(A) Satisfies the performance goals, performance objectives, and performance 
criteria specified in NFPA 805 related to nuclear safety and radiological release; 

(B) Maintains safety margins; and 

(C) Maintains fire protection DID (fire prevention, fire detection, fire suppression, 
mitigation, and post-fire SSD capability). 
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NFPA 805, Section 1.3.1, "Nuclear Safety Goal," states that: 

The nuclear safety goal is to provide reasonable assurance that a fire during any 
operational mode and plant configuration will not prevent the plant from achieving and 
maintaining the fuel in a safe and stable condition. 

NFPA 805, Section 1.3.2, "Radioactive Release Goal," states that: 

The radioactive release goal is to provide reasonable assurance that a fire will not result 
in a radiological release that adversely affects the public, plant personnel, or the 
environment. 

NFPA 805, Section 1.4.1, "Nuclear Safety Objectives," states that: 

In the event of a fire during any operational mode and plant configuration, the plant shall 
be as follows: 

(1) Reactivity Control. Capable of rapidly achieving and maintaining subcritical 
conditions. 

(2) Fuel Cooling. Capable of achieving and maintaining decay heat removal and 
inventory control functions. 

(3) Fission Product Boundary. Capable of preventing fuel clad damage so that the 
primary containment boundary is not challenged. 

NFPA 805, Section 1.4.2, "Radioactive Release Objective," states that: 

Either of the following objectives shall be met during all operational modes and plant 
configurations. 

(1) Containment integrity is capable of being maintained. 

(2) The source term is capable of being limited. 

NFPA 805, Section 1.5.1, "Nuclear Safety Performance Criteria," states that: 

Fire protection features shall be capable of providing reasonable assurance that, in the 
event of a fire, the plant is not placed in an unrecoverable condition. To demonstrate 
this, the following performance criteria shall be met. 

(a) Reactivity Control. Reactivity control shall be capable of inserting negative 
reactivity to achieve and maintain subcritical conditions. Negative reactivity 
inserting shall occur rapidly enough such that fuel design limits are not exceeded. 

(b) Inventory and Pressure Control. With fuel in the reactor vessel, head on and 
tensioned, inventory and pressure control shall be capable of controlling coolant 
level such that subcooling is maintained for a PWR [pressurized-water reactor] 
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and shall be capable of maintaining or rapidly restoring reactor water level above 
top of active fuel for a BWR [boiling-water reactor] such that fuel clad damage as 
a result of a fire is prevented. 

( c) Decay Heat Removal. Decay heat removal shall be capable of removing 
sufficient heat from the reactor core or spent fuel such that fuel is maintained in a 
safe and stable condition. 

(d) Vital Auxiliaries. Vital auxiliaries shall be capable of providing the necessary 
auxiliary support equipment and systems to assure that the systems required 
under (a), (b), (c), and (e) are capable of performing their required nuclear safety 
function. 

( e) Process Monitoring. Process monitoring shall be capable of providing the 
necessary indication to assure the criteria addressed in (a) through (d) have 
been achieved and are being maintained. 

NFPA 805, Section 1.5.2 "Radioactive Release Performance Criteria," states that: 

Radiation release to any unrestricted area due to the direct effects of fire suppression 
activities (but not involving fuel damage) shall be as low as reasonably achievable and 
shall not exceed applicable 10 CFR, Part 20, limits. 

In LAR Attachment L, "NFPA 805, Chapter 3 Requirements for Approval 
(10 CFR 50.48(c)(2)(vii))," the licensee requested NRC staff review and approval of PB methods 
to demonstrate an equivalent level of fire protection for the requirement of the elements 
identified in SE section 3.1.1.5. The NRC staff evaluation of these proposed methods is 
provided below. 

3.1.4.1 NFPA 805 Section 3.2.3(1) Inspection, Testing, and Maintenance Procedures 

In LAR Attachment L, Approval Request 1, the licensee requested NRC staff review and 
approval of a PB method to demonstrate an equivalent level of fire protection for the 
requirements regarding inspection, testing, and maintenance of credited fire protection systems 
and features. Specifically, the licensee requested the ability to utilize PB methods to establish 
the appropriate inspection, testing, and maintenance frequencies for fire protection systems and 
features required by NFPA 805. The licensee stated that PB inspection, testing, and 
maintenance frequencies will be established as described in EPRI Technical Report 
TR-1006756, "Fire Protection Equipment Surveillance Optimization and Maintenance Guide," 
Final Report, July 2003 (Reference 82). 

The licensee stated that the scope and frequency of the inspection, testing, and maintenance 
activities for fire protection systems and features required in the FPP have been established 
based on the previously approved TSs/License Controlled Documents, appropriate NFPA codes 
and standards, and as evaluated in licensee calculation PSL-FPER-00-125. The licensee 
further stated that its request does not involve the use of the EPRI Technical Report 
TR-1006756 to establish the scope of those activities as that is determined by the required 
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systems review identified in LAR Table 4-3, "NFPA 805 Chapter 4 Required FP 
Systems/Features." 

The licensee stated that its request is specific to the use of EPRI Technical Report TR-1006756 
to establish the appropriate inspection, testing, and maintenance frequencies for fire protection 
systems and features credited by the FPP and that the EPRI Technical Report TR-1006756 
provides an accepted method to establish appropriate inspection, testing, and maintenance 
frequencies that ensure the required NFPA 805 availability, reliability, and performance goals 
are maintained. 

The licensee stated that the target tests, inspections, and maintenance will be those activities 
for the NFPA 805 required fire protection systems and features and that reliability and frequency 
goals will be established to ensure that the assumptions in the NFPA 805 engineering analysis 
remain valid. The licensee further stated that failure criterion will be established based on the 
required fire protection systems and features credited functions and will ensure those functions 
are maintained. The licensee further stated that data collection and analysis will follow the EPRI 
Technical Report TR-1006756 document guidance and that the failure probability will be 
determined based on EPRI Technical Report TR-1006756 guidance and a 95 percent 
confidence level will be utilized. The licensee further stated that the performance monitoring will 
be performed in conjunction with the monitoring program required by the NFPA 805 Section 2.6 
and it will ensure site specific operating experience is considered in the monitoring process. 

In LAR Attachment A, Section 3.2.3(1 ), the licensee described that compliance is achieved, in 
part, via an engineering evaluation that addresses fire protection systems and features 
inspection and testing surveillance frequencies that were extended in accordance with Nuclear 
Electric Insurance Limited (NEIL) guidelines. In FPE RAI 01 (Reference 23), the NRC staff 
requested that the licensee describe how the NEIL guidelines and the EPRI methodology will be 
applied simultaneously and to provide a detailed explanation of the areas of overlap, and 
independence for the two methods. In its response to FPE RAI 01 (Reference 10), the licensee 
stated that although the NEIL surveillance optimization program had been used in the past, it 
will not be used in the future. The licensee further stated that the NEIL surveillance frequency 
guidance will not be carried forward as a methodology to be used in conjunction, or 
simultaneously, with the EPRI surveillance frequency optimization guidance, but rather the NEIL 
guidance will be retained and considered acceptable for those surveillance frequencies 
previously evaluated. The licensee further stated that LAR Attachment S, Table S-2, 
Implementation Item 1 would be revised to clarify that any additional surveillance extension in 
the future will only use the EPRI report guidance. The NRC staff concludes that the licensee's 
response to the RAI is acceptable because the licensee confirmed that the NEIL surveillance 
frequency guidance will not be carried forward or used in conjunction with the EPRI guidance. 

The licensee stated that use of PB test frequencies established per EPRI Technical Report 
TR-1006756 methods combined with the NFPA 805 Section 2.6, monitoring program, will 
ensure that the availability and reliability of the fire protection systems and features are 
maintained to the levels assumed in the NFPA 805 engineering analysis, and therefore, there is 
no adverse impact to NSPC by the use of the PB methods in EPRI Technical Report 
TR-1006756. 
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The licensee stated that the radiological release performance criteria are satisfied based on the 
determination of limiting radioactive release and that fire protection systems and features may 
be credited as part of that evaluation. The licensee further stated that the use of PB test 
frequencies established per the EPRI Technical Report TR-1006756 methods combined with 
NFPA 805 Section 2.6, monitoring program, will ensure that the availability and reliability of the 
fire protection systems and features are maintained to the levels assumed in the NFPA 805 
engineering analysis that includes those assumptions credited to meet the radioactive release 
performance criteria, and therefore, there is no adverse impact to radioactive release 
performance criteria. 

The licensee stated that the use of PB test frequencies established per EPRI Technical Report 
TR-1006756 methods combined with the NFPA 805, Section 2.6, monitoring program, will 
ensure that the availability and reliability of the fire protection systems and features are 
maintained to the levels assumed in the NFPA 805 engineering analysis that includes those 
assumptions credited in the FRE safety margin discussions. The licensee further stated that the 
use of these methods in no way invalidates the inherent safety margins contained in the codes 
and standards used for design and maintenance of fire protection systems and features, and 
therefore, the safety margin inherent and credited in the analysis has been preserved. 

The licensee stated that the three echelons of DID described in NFPA 805, Section 1.2 are 1) to 
prevent fires from starting (combustible/hot work controls), 2) rapidly detect, control and 
extinguish fires that do occur thereby limiting damage (fire detection systems, automatic fire 
suppression, manual fire suppression, pre-fire plans), and 3) provide adequate level of fire 
protection for systems and structures so that a fire will not prevent essential safety functions 
from being performed (fire barriers, fire rated cable, success path remains free of fire damage, 
RAs). 

The licensee stated that echelon 1 is not affected by the use of the EPRI Technical Report 
TR-1006756 methods. The licensee further stated that the use of PB test frequencies 
established per EPRI Technical Report TR-1006756 methods combined with the NFPA 805 
Section 2.6, monitoring program, will ensure that the availability and reliability of the fire 
protection systems and features credited for DID are maintained to the levels assumed in the 
NFPA 805 engineering analysis and therefore, there is no adverse impact to echelons 2 and 3. 

Based on its review of the information submitted by the licensee, and in accordance with 
1 O CFR 50.48( c )(2)(vii), the NRC staff concludes that the proposed PB method is an acceptable 
alternative to the corresponding NFPA 805, Section 3.2.3(1) requirement because it satisfies the 
performance goals, performance objectives, and performance criteria specified in NFPA 805 
related to nuclear safety and radiological release, maintains sufficient safety margin, and 
maintains adequate fire protection DID (fire prevention, fire detection, fire suppression, 
mitigation, and post-fire SSD capability). 

3.1.4.2 NFPA 805 Section 3.3.3 - Interior Finish 

In LAR Attachment L, Approval Request 2, the licensee requested review and approval of a PB 
method to demonstrate an equivalent level of fire protection for the requirement of NFPA 805, 
Section 3.3.3 regarding interior finishes. Specifically, the licensee requested the use of a PB 
method to justify the use of an epoxy floor coating system. 
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The licensee stated that NFPA 101 requirements for interior floor finishes state that the floor 
finish shall be characterized by a critical radiant flux not less than 0.45 Watt/cm2. The licensee 
further stated that the NRC issued Information Notice (IN) 2007-26 to address the combustibility 
of epoxy floor coatings at commercial nuclear power plants and that per IN 2007-26, the NRC 
defined a noncombustible material as: a. material which in the form in which it is used and 
under the conditions anticipated, will not ignite, bum, support combustion, or release flammable 
vapors when subjected to fire or heat; and b. material having a structural base of 
noncombustible material, as defined in a., above, with a surfacing not over 1/8-inch thick that 
has a flame spread rating not higher than 50 when measured using the test protocol of 
American Society for Testing and Materials (ASTM) E 84, "Standard Test Method for Surface 
Burning Characteristics of Building Materials." The licensee further stated that NFPA 805 has 
re-defined the IN 2007-26 definition of non-combustible material to limited combustible material 
as follows: material that, in the form in which it is used, has a potential heat value not 
exceeding 3500 Btu/lb (8141 kJ/kg) and either has a structural base of noncombustible material 
with a surfacing not exceeding a thickness of 1/8 inch (3.2 mm) that has a flame spread rating 
not greater than 50, or has another material having neither a flame spread rating greater than 
25 nor evidence of continued progressive combustion, even on surfaces exposed by cutting 
through the material on any plane. The licensee further stated that NFPA 805 defines 
non-combustible material as material that, in the form in which it is used and under the 
conditions anticipated, will not ignite, burn, support combustion, or release flammable vapors 
when subjected to fire or heat. 

The licensee stated that it evaluated the acceptability of the epoxy floor coatings in response to 
IN 2007-26 (Reference 91 ), regarding the combustibility of floor coatings at commercial nuclear 
power facilities. The licensee stated that it identified the epoxy based coatings and also 
performed an extensive inspection of floor coating thicknesses and that the inspection 
determined that the floor coatings in the Unit 1 Diesel Generator Building, the Unit 1 and Unit 2 
Reactor Auxiliary Building, and the Unit 1 and Unit 2 Fuel Handling Building were all less than 
30 mils. The licensee further stated that in the Unit 2 Diesel Generator Building there were 
multiple locations where the thickness was up to 60 mils and one isolated measurement of 
100 mils in the 2A Diesel Generator Room. The licensee further stated that coating materials 
used are either NFPA Class A qualified or ASTM E-84 (Reference 92) tested with a flame 
spread index less than 50. 

The licensee stated that typical epoxy coatings used through the industry applied up to 50 mils 
thickness demonstrate flame spread values significantly below 50 and that the ASTM E-84 
tunnel test was designed for testing ceiling and wall products, not floor products. The licensee 
further stated that the test is conducted with materials on the ceiling of the test assembly, a 
much more severe configuration with direct flame impingement on the material thereby 
enhancing the overall flame spread. The licensee further stated that NFPA 805 states that 
interior floor finishes shall be in compliance with NFPA 101 requirements for Class I interior 
floors and therefore, interior floor finish materials having a critical radiant flux of 0.45 Watt/cm2 

(Btu/ft2 Sec.), when tested in accordance with ASTM E-648 or NFPA 253 (Reference 93), are 
assumed to be equivalent to materials having Class A flame spread index (i.e., 25 or less). 

The licensee further stated that the location of thickness in excess of 30 mils are isolated to the 
Unit 2 Diesel Generator Rooms and that the thicknesses in no instances are greater than 1/8 in. 
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(125 mil), and the coating materials used have a flame spread index of 50 or less. The licensee 
further stated that the areas with this floor coating in the Unit 2 Diesel Generator Rooms are not 
relied upon for separation of redundant SSD paths. 

The licensee stated that NEI submitted an industry position paper on the use of epoxy coatings 
on June 28, 2004 (Reference 94) and that the paper concludes that the use of epoxy floor 
coatings do not, in general, present a significant fire risk. The NRC responded by letter on 
August 8, 2005 (Reference 95). In the letter the NRC stated that while it agreed that the use of 
epoxy coatings would not typically present a significant fire risk, this may not be true for unusual 
plant specific configurations. The NRC further stated that the issue would be resolved on a 
plant specific, rather than a generic, basis. Neither the industry position paper nor the NRC's 
response was used in developing the basis of acceptability for this SE. 

The licensee stated that the use of epoxy floor coating does not affect nuclear safety as it in 
general meets the definition of a limited combustible material with isolated thickness excesses. 
The licensee further stated that the floor coating materials were evaluated to have a negligible 
effect on combustibility and that the application of epoxy floor coatings are controlled via a 
procedure to ensure that the amount of material does not add appreciable amounts of 
combustible material to the plant. The licensee further stated that the epoxy coatings would not 
result in propagation across barriers or between redundant success paths and therefore, there 
is no impact on the NSPC. 

The licensee stated that the use of epoxy floor coatings has no impact on the radiological 
release performance criteria and that the radiological release review was performed based on 
the manual fire suppression activities in areas containing or potentially containing radioactive 
materials and is not dependent on the floor coating materials. The licensee further stated that 
the floor coatings do not change the radiological release evaluation performed that potentially 
contaminated water is contained and smoke monitored and that floor coatings do not add 
additional radiological materials to the area or challenge systems boundaries. 

The licensee stated that the epoxy floor coatings meet the definition of a limited combustible 
material and therefore, the safety margin inherent in the analysis for the fire event has been 
preserved. The licensee further stated that the use of epoxy floor coating does not affect safety 
margin as it meets the definition of a limited combustible material and that the floor coating 
materials were evaluated to have a negligible effect on combustibility. The licensee further 
stated that the application of epoxy floor coatings is controlled via a procedure, that the areas 
with epoxy floor coatings have been analyzed in their current configuration, and that the 
precautions and limitations on the use of these materials do not impact the analysis of the fire 
event. The licensee concluded that the inherent safety margin and conservatisms in these 
analysis methods remain unchanged. 

The licensee stated that the three echelons of DID are 1) to prevent fires from starting 
(combustible/hot work controls), 2) rapidly detect, control and extinguish fires that do occur 
thereby limiting damage (fire detection systems, automatic fire suppression, manual fire 
suppression, pre-fire plans), and 3) provide adequate level of fire protection for systems and 
structures so that a fire will not prevent essential safety functions from being performed (fire 
barriers, fire rated cable, success path remains free offire damage, RAs). The licensee stated 
that the use of epoxy floor coatings does not affect echelons 1, 2, and 3 and that the use of 
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epoxy floor coatings does not directly result in compromising automatic fire suppression 
functions, manual fire suppression functions, or post-fire SSD capability. 

Based on its review of the information submitted by the licensee, and in accordance with 
10 CFR 50.48(c)(2)(vii), the NRC staff concludes that the proposed PB method is an acceptable 
alternative to the corresponding NFPA 805, Section 3.3.3 requirement because it satisfies the 
performance goals, performance objectives, and performance criteria specified in NFPA 805 
related to nuclear safety and radiological release, maintains sufficient safety margin, and 
maintains adequate fire protection DID (fire prevention, fire detection, fire suppression, 
mitigation, and post-fire SSD capability). 

3.1.4.3 NFPA 805 Section 3.3.5.1 - Wiring Above Suspended Ceiling 

In LAR Attachment L, Approval Request 3, the licensee requested review and approval of a PB 
method to demonstrate an equivalent level of fire protection for the requirement of NFPA 805, 
Section 3.3.5.1, which requires wiring above suspended ceilings be kept to a minimum, and 
where installed, electrical wiring be listed for plenum use, routed in armored cable, routed in 
metallic conduit, or routed in cable trays with solid metal top and bottom covers. 

The licensee stated that wiring/cable is installed above suspended ceilings and that tray covers 
are not provided on all trays present. The licensee further stated that the wiring/cable may be 
small amounts of video/communications cable that is not listed for plenum use and that the 
cable trays are control trays that are located in the Unit 1 control room area. 

The licensee stated that except for the Unit 1 and Unit 2 control rooms there are no cable trays 
above any suspended ceilings and that there are no scheduled cables (cables tracked in the 
cable and raceway system) that are not contained in metallic conduit above any suspended 
ceiling. The licensee further stated that there may be a limited amount of video/communication 
cables above any of the suspended ceiling that were field routed and not scheduled and that 
these cables are of unknown qualification and will be treated as not plenum rated. 

The licensee provided additional configuration information as follows: 

• Cable trays above the suspended ceiling in the Unit 1 Control Room Complex 
are not solid bottom and do not have tray covers; 

• Trays with low level signal cables have solid bottoms and solid tray covers. The 
low level signal cables on Unit 1 are compliant with NFPA 805 Section 3.3.5.1; 
and 

• Cable trays above the Unit 2 Control Room have solid bottoms and solid tray 
covers. These trays are compliant with NFPA 805 Section 3.3.5.1. 

The licensee stated that the remaining trays have either Institute of Electrical and Electronics 
Engineers (IEEE) Standard 383 (IEEE-383) qualified (or equivalent) cables or the cables are 
coated with a fire retardant coating and that these cable trays are control trays that carry cables 
of either 120V alternating current (AC) or 125V direct current (DC). 

In FPE RAI 06 (Reference 23), the NRC staff requested that the licensee provide a more 
definitive description of the "limited amount" of unqualified cabling materials and quantities 
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including a more detailed justification for the conclusion that the cabling does not present a 
significant fire hazard. In its response to FPE RAI 06 (Reference 10), the licensee stated that 
communication cables can be subdivided into categories of standard telephone, private 
automatic exchange (PAX), public address, sound powered phones, and other computer cables 
required for interface with equipment in the control room. The licensee further stated that 
controlled drawings identify that the cable associated with PAX, public address, and sound 
powered phones are routed in conduit. The licensee further stated that walkdowns and reviews 
done cannot preclude that unscheduled/unrated cable exist because the suspended ceilings 
were not removed and the entire area above the ceiling was not visually observed. The 
licensee further stated that computer cables are more likely to be routed under the raised floor 
of the control room and not above the suspended ceiling and that similar to computer cables, 
the locations of telephones currently present in the control room complex do not afford 
themselves to having been routed within the overhead of the control room, predominantly due to 
their location within the rooms involved as well as the modifications performed to implement the 
control room digital upgrades. The licensee further stated that a visual examination of these 
areas shows little potential for these types of cables to be above suspended ceilings but this 
cannot be excluded. The licensee stated that "limited amount" means a single cable or a small 
group of cables above the suspended ceilings that are unscheduled and potentially not plenum 
rated. The NRC staff concludes that the licensee response to the RAI is acceptable because 
the licensee provided the additional information requested that enabled the NRC staff to 
complete its review. 

The licensee stated that the location of wiring/cable above suspended ceilings does not affect 
nuclear safety. The licensee also stated that the cables in the control trays above the Unit 1 
control room complex ceiling are either IEEE-383 qualified (or equivalent) or provided with a 
flame retardant coating. The licensee further stated that the cable tray stacks in the Unit 1 
control room complex have smoke detectors located directly over the cable trays and the cables 
are either 120V AC or 125V DC and that any video/communication cables above the suspended 
ceilings are limited in extent and are in areas without ignition sources and a general lack of 
continuity of combustibles. The licensee further stated that all other cables that may be located 
above the suspended ceilings comply with NFPA 805 Section 3.3.5.1 by either being contained 
in metallic conduit or in cable trays with solid bottoms and covers and that based on the fact that 
there are a limited amount of cables above suspended ceilings or in the case of the Unit 1 
control room complex there are smoke detectors directly above the cable trays and the room is 
continuously manned, it is unlikely a significant fire could develop or in the case of the Unit 1 
control room complex that a fire would not be promptly detected and suppressed. The licensee 
concluded that there is no impact on the NSPC. 

The licensee stated that the location of cables above suspended ceilings has no impact on the 
radiological release performance criteria and that the radiological review was performed based 
on the potential location of radiological concerns and is not dependent on the type of cables or 
locations of suspended ceilings. The licensee further stated that cables do not change the 
results of the radiological release evaluation performed that concluded that potentially 
contaminated water is contained and smoke is monitored and that the cables do not add 
additional radiological materials to the areas or challenge systems boundaries. 
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The licensee stated that the amount of non-rated and non-enclosed wiring above the ceilings in 
the power block is minor and does not present a significant fire hazard and therefore, the safety 
margin inherent in the analysis for the fire event has been preserved. 

The licensee stated that the three echelons of DID are 1) prevent fires from occurring (hot work 
and other administrative controls), 2) rapidly detect, control and extinguish fires that occur 
thereby limiting damage (fire detection systems, automatic fire suppression systems, manual 
fire suppression and pre-fire plans to aid the fire brigade), and 3) provide an adequate level of 
fire protection for systems and structures, so that a fire will not prevent essential safety functions 
from being performed (fire barriers, fire rated cable, success path remains free of fire damage, 
RAs). The licensee further stated that prior introduction of non-listed 
video/communications/data cables routed above suspended ceilings does not impact fire 
protection DID, that echelon 1 is maintained by the cable installation procedures documenting 
the requirements of NFPA 805 Section 3.3.5.1, and that the introduction of cables above 
suspended ceilings does not affect echelons 2 or 3. The licensee further stated that the 
video/communications/data cables routed above suspended ceilings does not directly result in 
compromising automatic fire suppression systems, manual fire suppression functions, or 
post-fire SSD capability. 

Based on its review of the information submitted by the licensee, and in accordance with 
10 CFR 50.48( c )(2)(vii), the NRC staff concludes that the proposed PB method is an acceptable 
alternative to the corresponding NFPA 805, Section 3.3.5.1 requirement because it satisfies the 
performance goals, performance objectives, and performance criteria specified in NFPA 805 
related to nuclear safety and radiological release, maintains sufficient safety margin, and 
maintains adequate fire protection DID (fire prevention, fire detection, fire suppression, 
mitigation, and post-fire SSD capability). 

3.1.4.4 NFPA 805 Section 3.3.5.2 - Metal Tray and Metal Conduit for Electrical Raceways 

In LAR Attachment L, Approval Request 4, the licensee requested NRC staff review and 
approval of a performance based method to demonstrate an equivalent level of fire protection 
for the requirement of NFPA 805 Section 3.3.5.2 regarding use of metal trays or conduits for 
electrical raceways. Specifically, the licensee has requested approval of a performance based 
method to justify the use of plastic conduit embedded in concrete or below grade, and also 
within 25 feet of the intake and discharge canals where conduit may be exposed to salt spray. 

The licensee stated that the use of polyvinyl chloride (PVC) conduit is permitted by its cable and 
conduit installation notes and that PVC conduits are permitted when direct buried or encased in 
concrete. The licensee further stated that exposed PVC conduit is permitted in the intake 
structure and within 25 feet of the intake and discharge canals where conduit may be exposed 
to salt spray. 

The licensee stated that where buried/encased, the PVC conduit is within a non-combustible 
enclosure that provides protection from mechanical damage and from damage resulting from 
either an exposure fire or from a fire within the conduit impacting other targets. 

The licensee stated that where exposed due to the potential of salt spray near the intake 
structure and the intake/discharge canals, PVC conduit provides the necessary protection to the 
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circuit within and that cable separation criteria prevent the routing of redundant cables without 
proper separation or protection, and therefore, shutdown capability is maintained. 

The licensee stated that the basis for the approval request of this deviation is: 

• The PVC conduit, while a combustible material, is not subject to flame/heat impingement 
from an external source which would result in structural failure, contribution to fire load, 
and damage to the circuits contained within where the conduit is embedded in concrete 
or compacted sand. 

• Circuits routed in exposed PVC conduit are adequately separated. 

• Failure of circuits within the conduit resulting in a fire would not result in damage to 
external targets. 

The licensee stated that the use of PVC conduit in buried/encased locations does not affect 
nuclear safety as the material in which conduits are run within an embedded location is not 
subject to the failure mechanisms potentially resultant in circuit damage or resultant damage to 
external targets. The licensee further stated that exposed PVC conduits in limited applications 
do not affect nuclear safety as the separation requirements for redundant cables are maintained 
and therefore, there is no impact on the NSPC. 

The licensee stated that the use of PVC conduits in buried/encased or specific application 
exposed use installations has no impact on the radiological release performance criteria. 

The licensee stated that PVC conduit material is buried/encased in a non-combustible 
configuration or the exposed PVC conduit maintains the required circuit separation and 
therefore, the safety margin inherent in the analysis for the fire event has been preserved. 

The licensee stated that the three echelons of DID are 1) to prevent fires from starting 
(combustible/hot work controls), 2) to rapidly detect, control and extinguish fires that do occur 
thereby limiting damage (fire detection systems, automatic fire suppression, manual fire 
suppression, pre-fire plans), and 3) to provide adequate level of fire protection for systems and 
structures so that a fire will not prevent essential safety functions from being performed (fire 
barriers, fire rated cable, success path remains free of fire damage, RAs). The licensee stated 
that the use of PVC conduits in buried/encased or specific instances of exposed installations 
does not affect echelons 1, 2 and 3. The licensee further stated that the use of PVC conduits 
does not directly result in compromising automatic fire suppression systems, manual fire 
suppression functions, or post-fire SSD capability. 

Based on its review of the LAR, and in accordance with 10 CFR 50.48(c)(2)(vii), the NRC staff 
concludes that the proposed PB method is an acceptable alternative to the corresponding 
NFPA 805, Section 3.3.5.2 requirement because it satisfies the performance goals, objectives, 
and criteria specified in NFPA 805 related to nuclear safety and radiological release, maintains 
sufficient safety margin, and maintains adequate fire protection DID (fire prevention, fire 
detection, fire suppression, mitigation, and post-fire SSD capability). 
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3.1.4.5 NFPA 805 Section 3.3.12(1) - Reactor Coolant Pump Oil Collection System Misting 

In LAR Attachment L, Approval Request 5, the licensee requested review and approval of a PB 
method to demonstrate an equivalent level of fire protection for the requirement of NFPA 805, 
Section 3. 3.12(1 ), which concerns the oil collection system for each reactor coolant pump being 
capable of collecting lubricating oil from all potential pressurized and non-pressurized leakage 
sites in each reactor coolant pump oil system. The licensee requested approval for oil misting 
that occurs as a result of normal reactor coolant pump operation and is not captured by the oil 
collection system. 

The licensee stated that its reactor coolant pump oil collection system was designed and 
reviewed in accordance with 10 CFR Part 50 Appendix R, Section 111.0, to collect leakage from 
pressurized and non-pressurized leakage sites in the reactor coolant pump oil system. The 
licensee further stated that this may not include collection of oil mist as result of pump/motor 
operation and that oil misting is not leakage due to equipment failure, but an inherent 
occurrence in the operation of large rotating equipment. The licensee further stated that it is 
normal for large motors to lose some oil through seals and the oil to potentially become 
'atomized' in the ventilation system. The licensee further stated that this atomized oil mist can 
then collect on surfaces in the vicinity of the reactor coolant pump as the pump design is not 
completely sealed to permit airflow for cooling and that the oil mist resulting from normal 
operation will not adversely impact the ability of a plant to achieve and maintain SSD even if 
ignition occurred. 

The licensee stated that it does not have a history of significant oil loss from the reactor coolant 
pumps as a result of oil misting or oil leakage that is not contained by the properly designed and 
installed oil leakage collection system. 

The licensee stated that the basis for the approval request is: 

• The oil collection system is designed to collect leakage from pressurized and 
non-pressurized leakage sites in the reactor coolant pump oil system. 

• Oil misted from normal operation is not leakage; it is normal motor oil 
consumption. 

• Oil misted from normal operation does not significantly reduce the oil inventory. 
The oil historically released as misting does not account for an appreciable HRR 
or accumulation near potential ignition sources or non-insulated reactor coolant 
piping. 

• The reactor coolant pumps use a synthetic oil of a high flash point over 
400 degrees Fahrenheit. 

The licensee stated that the reactor coolant pumps are not required to achieve or maintain fire 
SSD and therefore, there is no impact on the NSPC. 
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The licensee stated that the potential for oil mist from the reactor coolant pumps has no impact 
on the radiological release performance criteria and that the radiological review was performed 
based on the potential location of radiological concerns, which encompasses the reactor 
building in which the reactor coolant pumps are located. 

The licensee stated that the oil mist resultant from normal operation will not adversely impact 
the ability of a plant to achieve and maintain fire SSD even if ignition occurred and therefore, the 
safety margin inherent in the analysis for the fire event has been preserved. 

The licensee stated that the three echelons of DID are 1) to prevent fires from starting 
(combustible/hot work controls), 2) rapidly detect, control and extinguish fires that do occur 
thereby limiting damage (fire detection systems, automatic fire suppression, manual fire 
suppression, pre-fire plans), and 3) provide adequate level of fire protection for systems and 
structures so that a fire will not prevent essential safety functions from being performed (fire 
barriers, fire rated cable, success path remains free of fire damage, RAs). The licensee stated 
that the potential for oil mist from reactor coolant pumps does not impact fire protection DID and 
that echelon 1 is maintained by the oil collection system and reactor coolant pump design. The 
licensee further stated that the introduction of small amounts of oil misting does not affect 
echelons 2 and 3 and that the potential for mist from the reactor coolant pumps does not directly 
result in compromising automatic fire suppression functions, manual fire suppression functions, 
or post-fire SSD capability. 

Based on its review of the information submitted by the licensee, and in accordance with 
10 CFR 50.48(c)(2)(vii), the NRC staff concludes that the proposed PB method is an acceptable 
alternative to the corresponding NFPA 805, Section 3.3.12(1) requirement because it satisfies 
the performance goals, performance objectives, and performance criteria specified in NFPA 805 
related to nuclear safety and radiological release, maintains sufficient safety margin, and 
maintains adequate fire protection DID (fire prevention, fire detection, fire suppression, 
mitigation, and post-fire SSD capability). 

3.2 Nuclear Safety Capability Assessment Methods 

NFPA 805 (Reference 3) is an RI/PB standard that allows engineering analyses to be used to 
show that FPP features and systems provide sufficient capability to meet the requirements of 
10 CFR 50.48(c). 

NFPA 805, Section 2.4, "Engineering Analyses," states that: 

Engineering analysis is an acceptable means of evaluating a fire protection 
program against performance criteria. Engineering analyses shall be permitted 
to be qualitative or quantitative ... The effectiveness of the fire protection features 
shall be evaluated in relation to their ability to detect, control, suppress, and 
extinguish a fire and provide passive protection to achieve the performance 
criteria and not exceed the damage threshold defined in Section [2.5] for the 
plant area being analyzed. 

Chapter 1 of the standard defines the goals, objectives, and performance criteria that the FPP 
must meet in order to be in accordance with NFPA 805. 
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NFPA 805, Section 1.3.1, "Nuclear Safety Goal," states that: 

The nuclear safety goal is to provide reasonable assurance that a fire during any 
operational mode and plant configuration will not prevent the plant from achieving 
and maintaining the fuel in a safe and stable condition. 

NFPA 805, Section 1.4.1, "Nuclear Safety Objectives," states that: 

In the event of a fire during any operational mode and plant configuration, the 
plant shall be as follows: 

(1) Reactivity Control. Capable of rapidly achieving and maintaining 
subcritical conditions; 

(2) Fuel Cooling. Capable of achieving and maintaining decay heat removal 
and inventory control functions; and 

(3) Fission Product Boundary. Capable of preventing fuel clad damage so 
that the primary containment boundary is not challenged. 

NFPA 805, Section 1.5.1, "Nuclear Safety Performance Criteria," states that: 

Fire protection features shall be capable of providing reasonable assurance that, 
in the event of a fire, the plant is not placed in an unrecoverable condition. To 
demonstrate this, the following performance criteria shall be met. 

(a) Reactivity Control. Reactivity control shall be capable of inserting 
negative reactivity to achieve and maintain subcritical conditions. 
Negative reactivity inserting shall occur rapidly enough such that fuel 
design limits are not exceeded; 

(b) Inventory and Pressure Control. With fuel in the reactor vessel, head on 
and tensioned, inventory and pressure control shall be capable of 
controlling coolant level such that subcooling is maintained for a PWR 
[pressurized water reactor] and shall be capable of maintaining or rapidly 
restoring reactor water level above top of active fuel for a BWR [boiling 
water reactor] such that fuel clad damage as a result of a fire is 
prevented; 

(c) Decay Heat Removal. Decay heat removal shall be capable of removing 
sufficient heat from the reactor core or spent fuel such that fuel is 
maintained in a safe and stable condition; 

(d) Vital Auxiliaries. Vital auxiliaries shall be capable of providing the 
necessary auxiliary support equipment and systems to assure that the 
systems required under (a), (b), (c), and (e) are capable of performing 
their required nuclear safety function; and 
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(e) Process Monitoring. Process monitoring shall be capable of providing the 
necessary indication to assure the criteria addressed in (a) through (d) 
have been achieved and are being maintained. 

3.2.1 Compliance with NFPA 805 Nuclear Safety Capability Assessment Methods 

NFPA 805, Section 2.4.2, "Nuclear Safety Capability Assessment," states, in part, that: 

The purpose of this section is to define the methodology for performing a nuclear 
safety capability assessment. The following steps shall be performed: 

(1) Selection of systems and equipment and their interrelationships 
necessary to achieve the NSPC in Chapter 1; 

(2) Selection of cables necessary to achieve the NSPC in Chapter 1; 

(3) Identification of the location of nuclear safety equipment and cables; and 

( 4) Assessment of the ability to achieve the NSPC given a fire in each fire 
area. 

This SE section evaluates the first three of the topics listed above. Section 3.5 addresses the 
assessment of the fourth topic. 

RG 1.205, Revision 1 (Reference 4) endorses NEI 04-02, Revision 2 (Reference 7), and 
Chapter 3 of NEI 00-01, Revision 2, (Reference 37), and promulgates the method outlined in 
NEI 04-02 for conducting an NSCA. This NRC-endorsed guidance (i.e., NEI 04-02 Table B-2, 
"NFPA 805 Chapter 2 - Nuclear Safety Transition - Methodology Review" and NEI 00-01, 
Chapter 3) has been determined to address the related requirements of NFPA 805, 
Section 2.4.2. The NRC staff reviewed LAR Section 4.2.1, "Nuclear Safety Capability 
Assessment Methodology," and LAR Attachment B, "NEI 04-02 Table B-2 Nuclear Safety 
Capability Assessment - Methodology Review," against these guidelines. 

The endorsed guidance provided in NEI 00-01, Revision 2 provides a framework to evaluate the 
impact of fires on the ability to maintain post-fire SSD. It provides detailed guidance for: 

• Selecting systems and components required to meet the NSPC, 

• Selecting the cables necessary to achieve the NSPC, 

• Identifying the location of nuclear safety equipment and cables, and 

• Appropriately conservative assumptions to be used in the performance of the 
NSCA. 
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The licensee developed the LAR based on the three guidance documents cited above. 
Although RG 1.205, Revision 1, endorses NEI 00-01, Revision 2, the licensee's review was 
performed to the guidance in NEI 00-01, Revision 1 (Reference 67) with a subsequent review of 
NEI 00-01, Revision 2, for substantive changes as described in LAR Section 4.2.1.1 and 
discussed further below. Based on the information provided in the licensee's submittal, as 
supplemented, the NRC staff concludes that the licensee used a systematic process to evaluate 
the post-fire SSA against the requirements of NFPA 805, Section 2.4.2, Subsections (1 ), (2), 
and (3), which meets the methodology outlined in the latest NRG-endorsed industry guidance. 

FAQ 07-0039 (Reference 68), provides one acceptable method for documenting the comparison 
of the SSA against the NFPA 805 requirements. This method first maps the existing SSA to the 
NEI 00-01, Chapter 3 methodology, which in turn, is mapped to the NFPA 805, Section 2.4.2 
requirements. 

The licensee performed this evaluation by comparing its SSA against the NFPA 805 NSCA 
requirements using the NRC endorsed process in Chapter 3 of NEI 00-01, Revision 1, and 
documenting the results of the review in the LAR Attachment B, "NEI 04-02 Table B-2, Nuclear 
Safety Capability Assessment- Methodology Review," in accordance with NEI 04-02, 
Revision 2. 

The categories used by PSL to describe alignment with the NEI 00-01, Chapter 3, attributes are 
as follows: 

1. The SSA directly aligns with the attribute: noted in LAR Attachment B, Table B-2 
as "Aligns." (See discussion in SE Section 3.2.1.1.) 

2. The SSA aligns with the intent of the attribute: noted in LAR Attachment B, 
Table 8-2 as "Aligns with Intent." (See discussion in SE Section 3.2.1.2.) 

3. The SSA does not align with the attribute, but there is a prior NRC approval of an 
alternative to the attribute, and the bases for the NRC approval remain valid: 
noted in LAR Attachment B, Table 8-2 as "Not in Alignment, but Prior NRC 
Approval." (See discussion in SE Section 3.2.1.3.) 

Finally, some attributes may not be applicable to the SSA (e.g., the attribute may be applicable 
only to BWRs or PWRs). These are noted in the LAR Attachment B, Table 8-2 as "Not 
Required." 

As described in LAR Section 4.2.1.1, the licensee also performed a review of NEI 00-01, 
Chapter 3, Revision 2, for substantive changes in the guidance from NEI 00-01, Revision 1, that 
are applicable to the NFPA 805 FPP. The results of the licensee's review are summarized as 
follows: 

• NEI 00-01 Section 3.1.2.6.3 - Analysis of HVAC system required to support 
post-fire SSD. 
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Existing analyses require the opening of doors to supplement fire-induced loss of 
HVAC components. These actions are identified as RAs in LAR Attachment G, 
Table G-1. 

• NEI 00-01 Section 3.2.1.2 - Post fire manual operation of rising stem valves in 
the fire area of concern. 

There are no RAs on valves in the same area as the fire. 

• NEI 00-01 Section 3.5.2.1 - Analysis of open circuits on a high voltage 
(e.g., 4.16 kV) ammeter current transformers. 

The installed current transformers will not impact the NSCA goals. Alignment 
with the guidance in this section of NEI 00-01 is further evaluated in SE 
section 3.2.1.2. As stated in the LAR, the licensee will review NUREG/CR-7150 
Vol. 2 (Reference 96) when published to determine if the conclusions above will 
be changed. This review is identified in LAR Attachment S, Table S-2, 
Implementation Item 10, and the NRC concludes this is acceptable because the 
action will incorporate the provisions of NFPA 805 in the FPP and would be 
required by the proposed license condition. 

• NEI 00-01 Section 3.5.2.4 - Analysis of control power for switchgear with respect 
to breaker coordination. 

The licensee evaluated the potential to lose breaker coordination as a result of a 
fire-induced loss of control power for switchgear as a part of the risk analysis 
process. The licensee performed a separate analysis to document review of the 
Units 1 and 2 4160 V switchgear breakers to evaluate coordination. 

In LAR Section 4.2.1.1, the licensee stated that the method used to perform the existing 
post-fire SSA with respect to selection of systems and equipment, selection of cables, and 
identification of the location of equipment and cables, either meets the NRC endorsed guidance 
from NEI 00-01, Revision 1, Chapter 3 (as supplemented by the gap analysis) directly or meets 
the intent of the endorsed guidance with the exception of NEI 00-01, Section 3.1.2.5, Process 
Monitoring, for which the licensee's alignment statement is, "Not in Alignment, but Prior NRC 
Approval." The review of this alignment basis statement is addressed in SE Section 3.2.1.3. 

The NRC staff concludes that, taken together, these methods compose an acceptable approach 
for documenting compliance with the NFPA 805, Section 2.4.2 "Nuclear Safety Capability 
Assessment," requirements, because the licensee has followed the alignment strategies 
identified in the endorsed NEI 04-02 guidance document. The process defined in the endorsed 
guidance provides an organized structure to document each attribute in NEI 00-01, Chapter 3, 
allowing the licensee to provide significant detail in how the program meets the requirements. 
In addition to the basic strategy of "Aligns" which itself makes the attribute both auditable and 
inspectable, additional strategies have been provided allowing for amplification of information, 
when necessary, regarding how or why the attribute is acceptable. 
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3.2.1.1 Attribute Alignment -- Aligns 

For the majority of the NEI 00-01, Chapter 3, attributes, the licensee determined that the SSA 
aligns directly with the attribute. In these instances, based on the information provided by the 
licensee in the LAR, the documents reviewed and discussions held with the licensee's technical 
staff, the NRC staff concludes that the licensee's statements of alignment are acceptable. 

3.2.1.2 Attribute Alignment -- Aligns with Intent 

For certain of the NEI 00-01, Chapter 3, attributes, the licensee determined that the SSA aligns 
with the intent of the attribute, and provided additional clarification when describing its means of 
alignment. The attributes identified in LAR Attachment B, Table 8-2 as having this condition are 
as follows: 

• 3.1.1.9 • 3.1.1.11 • 3.1.2.6.2 A • 3.2.1.2 • 3.2.2.1 

• 3.2.2.3 • 3.2.2.4 • 3.3.1.6 • 3.3.1.7 • 3.3.3.2 

• 3.3.3.3 • 3.3.3.4 • 3.3.3.5 • 3.4 • 3.4.1.4 

• 3.4.2.1 • 3.4.2.3 • 3.4.2.4 • 3.5.1.3 • 3.5.1.5 A/B 
• 3.5.2.1 • 3.5.2.4 

Attribute 3.1.1.9 - Achieving and Maintaining Fuel in a Safe and Stable Condition: The 
deterministic SSD criteria cited in NEI 00-01 states that the analysis should use a 72-hour 
coping period to perform damage repairs and achieve CSD conditions. The requirements in 
NFPA 805 do not include this deterministic requirement. NFPA 805 requires that the fuel be 
maintained in a safe and stable condition during and following a fire in the plant. The licensee 
stated that the SSA does not specifically require a 72-hour coping period. The NFPA 805 
licensing basis for PSL for a safe and stable condition for a fire is to maintain conditions in 
Mode 3 or Mode 4 prior to shutdown cooling with the ability to cool down and put shutdown 
cooling in service if necessary. The final end state for safe and stable will be determined by the 
extent of equipment damage, existing inventory in the condensate storage tank, the ability to 
provide makeup to the condensate storage tank. If any of these conditions indicate it is 
advisable to put shutdown cooling in service then the plant will have the capability to do so. As 
a result, the equipment required to initiate and maintain shutdown cooling remains part of the 
analysis. Initiation of shutdown cooling does not imply however, that the plant would proceed all 
the way to CSD. The plant may remain on shutdown cooling at other than CSD conditions for 
an extended period of time. The NRC staff concludes that the methods as described by the 
licensee are acceptable because they are sufficiently similar to the specific methods in 
NEI 00-01, or elements of the guidance are not required by NFPA 805, and therefore align with 
the intent of NRC endorsed guidance. 

Attribute 3.1.1.11 - Affecting Multiple Units: The NEI 00-01 guidance states that where a single 
fire can impact more than one unit of a multi-unit plant, the ability to achieve and maintain SSD 
for each affected unit must be demonstrated. The licensee stated that a fire is postulated to 
affect only a single unit because both units are independent and that within each fire area the 
analysis is performed on a fire zone basis since a likely fire will potentially affect only one fire 
zone. The only shared equipment is the fire pumps, fire mains, and city water storage tanks. 
There is also a common water treatment plant and the steam generator blowdown treatment 
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facility. Fires in those areas do not immediately impact either unit. Several additional crossties 
exist such as the station blackout crosstie, the emergency diesel generator fuel oil crosstie, 
Instrument Air System, and the condensate storage tank crosstie for Unit 1 Auxiliary Feed 
Water. These crossties are all isolated by closed manual valves or open breakers that are 
under strict administrative control and are not used under normal operating conditions for either 
unit for any reason. The NRC staff concludes that the methods as described by the licensee 
are acceptable because they are sufficiently similar to the specific methods in NEI 00-01, and 
therefore align with the intent of NRC endorsed guidance. 

Attribute 3.1.2.6.2 A - Cooling Systems HVAC: The NEI 00-01 guidance states that plant 
specific evaluations are necessary to determine which HVAC systems are essential to SSD 
equipment operation. The licensee stated that the SSA and the associated essential equipment 
list confirm that the necessary equipment is available and the necessary RAs are specified to 
provide HVAC support for critical plant areas. Quantitative evaluations on the adequacy of 
opening doors as part of the mitigation strategy were not performed, but qualitative evaluation 
(i.e., opening doors to provide an exhaust or supply source) are included in the SSA. The NRC 
staff concludes that the methods as described by the licensee are acceptable because they are 
sufficiently similar to the specific methods in NEI 00-01, evaluate the appropriate equipment for 
availability, and therefore align with the intent of NRC endorsed guidance. 

Attribute 3.2.1.2 - Fire Damage to Mechanical Components: The NEI 00-01 guidance is to 
assume that exposure fire damage to manual valves and piping does not adversely impact their 
ability to perform their pressure boundary or SSD function. The licensee stated that the SSA 
includes required actions to manually operate valves that are in the affected fire area. 
Evaluations were performed to determine the effect of maloperation of equipment, and time 
limits were established as the bounds for mitigation, including manual actions. 

In SSA RAI 03 (Reference 23) the NRC staff noted that LAR Attachment 8, Table 8-2 Section 
3.2.1.2 "Fire Damage to Mechanical Components" states that the SSA includes required actions 
to manually operate valves that are in the affected fire area which appears to be in conflict with 
the statement made in LAR Section 4.2.1.1, Subheading "Comparison to NEI 00-01, 
Revision 2," which states that there are no RAs on valves in the same area as the fire. In its 
response to SSA RAI 03 (Reference 10) the licensee indicated that there are no RAs on valves 
in the same area as the fire and that the LAR Attachment B, Table B-2 will be revised to reflect 
that. The licensee provided a revision for LAR Attachment 8, Table 8-2 Section 3.2.1.2 
indicating that the only credited actions are those outside the affected area. The NRC staff 
concludes that the licensee's response to the RAI and the corresponding statement of 
compliance are acceptable because the licensee demonstrated that no RAs are credited on 
valves in the same area as the fire. 

In SSA RAI 02 (Reference 23) the NRC staff requested that the licensee provide additional 
information regarding the tubing and brazed joints that are susceptible to fire damage. In its 
response to SSA RAI 02 (Reference 10), the licensee indicated that the systems relied upon to 
satisfy the post-fire NFPA 805 NSPC do not contain brazed or soldered joints. The licensee 
further stated that the integrity of the instrument air system may have some vulnerability due to 
the presence of heat sensitive components associated with the end devices, but this system is 
not credited in the NSCA. The NRC staff concludes that the licensee's response to the RAI and 
the corresponding statement of compliance are acceptable because the licensee demonstrated 
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that the systems relied upon to satisfy the post-fire NFPA 805 NSPC do not contain brazed or 
soldered joints. · 

The NRC staff concludes that the methods as described by the licensee in the LAR, as 
supplemented, are acceptable because they are sufficiently similar to the specific methods in 
NEI 00-01, including evaluation of tubing and brazed joints that are susceptible to fire damage, 
and therefore align with the intent of NRC endorsed guidance. 

Attribute 3.2.2.1 - Identify the System Flow Path for Each Shutdown Path: The NEI 00-01 
guidance directs the licensee to mark up and annotate a piping and instrumentation diagram 
(P&ID) to highlight the specific flow paths for each system in support of each shutdown path. 
The licensee stated that P&IDs were marked up and highlighted, and then converted to text 
descriptions of each specific flow path, which are included in the methodology documents. The 
P&IDs were not maintained. The NRC staff concludes that the methods as described by the 
licensee are acceptable because they are sufficiently similar to the specific methods in 
NEl-00-01, critical flow path information was retained, and therefore align with the intent of NRC 
endorsed guidance. 

Attribute 3.2.2.3 and 3.2.2.4 - Develop a List of SSD Equipment and Assign the Corresponding 
System and SSD Path(s) Designation to Each: The NEI 00-01 guidance directs the licensee to 
prepare a table listing the equipment identified for each system and the shutdown path that it 
supports and to assemble specific equipment information necessary for performing the post-fire 
SSA. The licensee stated that the essential equipment list contains the components, power 
supplies, and location for required equipment, although it does not contain all of the fields 
shown in the guidance. Other pertinent information is included in the SSA and methodology 
documents. The licensee stated that it developed the essential equipment list to delineate the 
equipment within the plant used for post fire SSD. In the re-validation, the systems and 
components are assigned based on the current SSA. All equipment is selected for evaluation 
and a determination of the least affected combination of SSD systems is identified. Based on 
the cables affected in each area, the least affected paths and equipment were identified and 
credited to meet the SSD performance goals and functions. The NRC staff concludes that the 
methods as described by the licensee are acceptable because they are sufficiently similar to the 
specific methods in NEI 00-01, appropriate information for equipment and flow paths were 
retained, and therefore align with the intent of NRC endorsed guidance. 

Attribute 3.3.1.6 - ESFAS Initiation: The NEI 00-01 guidance states that automatic initiation 
logics are not required to support SSD, however, if not protected from the effects of fire, the 
fire-induced failure of automatic initiation logic circuits must not adversely affect any post-fire 
SSD system function. The licensee stated that it included evaluation of multiple instrument 
cable failures in the SSA as potential generators of spurious safety system initiation signals. 
This information is included in the analysis/basis statement for the cable. The adverse effect of 
spurious automatic signals is evaluated in the SSA for the affected components. The SSA 
prescribes mitigative actions for the affected components to ensure the SSD function is 
preserved. Although specific signal-by-signal analyses are not performed in all cases, all 
automatic signals that could affect SSD are included in the SSA. 

In SSA RAI 05 (Reference 23) the NRC staff requested that the licensee provide an explanation 
of the portion of the guidance provided in NEI 00-01, Section 3.3.1.6 that is not met. In its 
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response to SSA RAI 05 (Reference 10) the licensee indicated that because it does not analyze 
automatic initiation circuits directly but analyzes the inputs to the logic and the outputs from the 
logic as impacting individual components it felt during the development of the LAR that this does 
not meet the exact statement in the guidance. The licensee further stated that the results do 
analyze the impact of spuriously generated automatic initiation signals for the adverse effects on 
components required for SSD and therefore, as stated in FAQ 07-0039 the licensee performed 
the analysis in a different manner without impacting the validity of the results. The NRC staff 
concludes that the licensee's response to the RAI and the corresponding statement of 
compliance are acceptable because the results do analyze the impact of spuriously generated 
automatic initiation signals for the adverse effects on components required for SSD. 

The NRC staff concludes that the methods as described by the licensee are acceptable 
because they are sufficiently similar to the specific methods in NEI 00-01, because the adverse 
effect of spurious automatic signals is evaluated in the SSA for the affected components, and 
therefore, align with the intent of NRC endorsed guidance. 

Attribute 3.3.1.7 and 3.5.2.4 Circuit Coordination: The NEI 00-01 guidance states cabling for 
the electrical distribution system is a concern for those breakers that feed associated circuits 
and are not fully coordinated with upstream breakers. The licensee stated that it has 
coordination calculations supporting NFPA 805 on both units, however, coordination issues are 
justified in these calculations and not in the SSA. The licensee further stated that cables to the 
devices that are not coordinated are not captured in the SSA or associated with the essential 
equipment or power supply affected. 

In SSA RAI 06 (Reference 23), the NRC staff requested that the licensee provide more 
explanation with regard to the scope of circuit coordination used to satisfy NFPA 805 and to 
include in that discussion the types of resolutions for lack of coordination and if any of these 
resolutions included variances from deterministic requirements, RAs, modifications, ERFBS, or 
FREs with no further action required. In its response to SSA RAI 06 (Reference 10), the 
licensee stated that the electrical coordination studies were updated, and that these updates 
identified previously unknown weaknesses in the electrical coordination. The licensee further 
stated that it incorporated the information associated with this issue into the FPRA, by adding 
cables as well as actions to resolve issues that require modifications. The licensee identified 
these actions in LAR Attachment S, Table S-1, Items EC 278417, EC 278455, EC 278504, 
EC 278508, and EC 278510. In a letter dated August 21, 2015, the licensee identified 
additional coordination issues, but resolved the issues by adding additional cables to the FPRA 
and by adding additional actions to LAR Attachment S, Table S-1, identified as modifications 

·"Coordination 1 through Coordination 6". The licensee further stated that the SSA and 
supporting documentation have not yet been updated but this does not change the results of the 
analysis supporting the LAR because the cables remaining (after the modifications are 
complete) that may impact coordination have been included in the risk analysis as associated 
cables. The licensee further stated that these remaining coordination issues do not result in any 
additional variance from deterministic requirements and that the cables that impact the 
coordination have been incorporated into the FRE process. The licensee further stated that the 
only remaining tasks are to update the SSA and supporting documents with the information that 
has already been generated and that these actions are identified in LAR Attachment S, 
Table S-2, Implementation Item 16. The NRC staff concludes that the licensee's response to 
the RAI and statement of compliance are acceptable because the actions will incorporate the 
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provisions of NEI 00-01, and would be required by the proposed license condition. The NRC 
staff also concludes that the methods as described by the licensee, as supplemented, are 
acceptable because they are sufficiently similar to the specific methods in NEI 00-01, and 
therefore align with the intent of NRC endorsed guidance. 

Attribute 3.3.3.2 - Identify Interlocked Circuits and Cables Whose Spurious Operation or 
Mal-operation Could Affect Shutdown: The NEI 00-01 guidance directs the licensee to assign to 
the equipment any cables for interlocked circuits that can affect the equipment. The licensee 
stated that the cable selection included all cables required for equipment function as well as 
cables that could prevent equipment function or cause equipment maloperation. The analysis 
does consider all potential interlocks and cables that could affect equipment operation in the 
analysis of the required cables for affected equipment. 

In SSA RAI 07 (Reference 23) the NRC staff requested that the licensee provide an explanation 
of the portion of the NEI 00-01, Rev. 1, Section 3.3.3.2 guidance that is not met. In its response 
to SSA RAI 07 (Reference 10), the licensee stated that all portions of NEI 00-01 Section 3.3.3.2 
are met, and that after their review, it determined that the assignment of "Aligns" is more 
appropriate for Section 3.3.3.2. The licensee revised LAR Attachment B, Section 3.3.3.2 to 
reflect the alignment statement change to "Aligns." The NRC staff concludes that the licensee's 
response to the RAI is acceptable because the licensee revised the alignment basis to more 
accurately reflect plant conditions. The NRC staff also concludes that the methods as described 
by the licensee are acceptable because they align with the specific method in NEI 00-01. 

Attribute 3.3.3.3 - Assign Cables to the SSD Equipment: The NEI 00-01 guidance directs the 
licensee to tabulate the list of cables potentially affecting each piece of equipment in a relational 
database including the respective drawing numbers, their revision and any interlocks that are 
investigated to determine their impact on the operation of the equipment. The licensee stated 
that cables are listed in the SSA database by fire zone. Power cables are listed for the essential 
equipment and denoted in the cable functional description field. Circuit coordination is 
documented, and where exceptions exist, mitigating strategies are presented. A cable-to­
component relationship table has been developed. There is no cable to equipment association. 
The analysis does consider all potential interlocks and cables that could affect equipment 
operation in the analysis of the required cables for affected equipment. In the database, cables 
are not related to each piece of equipment. The drawing numbers were not entered separately, 
but the cable number corresponds to the drawing sheet number. Interlocks are discussed in the 
SSA, but only on a case-by-case basis. The NRC staff concludes that the methods as 
described by the licensee are acceptable because they are sufficiently similar to the specific 
methods in NEI 00-01, they document the appropriate information and mitigation strategies, and 
therefore align with the intent of NRC endorsed guidance. 

Attribute 3.3.3.4 and 3.3.3.5 - Identify Routing of Cables and Raceway: The NEI 00-01 
guidance directs the licensee to identify the routing for each cable including all raceway and 
cable endpoints. Additionally, the guidance directs the licensee to identify the fire area location 
of each raceway and cable endpoints identified in the previous step and join this information 
with the cable routing data. The licensee stated that the list of required cables forms the 
essential cable list. These cables were designated as essential within the cable and conduit 
routing program and fire zone/area routings were included as part of the cable details. Several 
reports were generated from the cable routing system which list cables by fire area as well as 
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cables by fire zone routes. This information is maintained in the on-line cable and raceway 
system. However, there is no list of raceways. The analysis is done by cable and the raceway 
information is not important and is not captured in the SSA. The raceway details would only 
provide an additional layer of information however; this additional level of detail does not affect 
the end results since the location cable information is ultimately determined. As a result, the 
raceway information is not important to the results and is not captured in the SSA. 

In SSA RAI 08 (Reference 23) the NRC staff requested that for individual fire scenarios with 
zones of influence smaller than a fire zone, that the licensee explain how targets are identified 
and included in the analysis and to identify any assumptions made for cables without routing 
information. In its response to SSA RAI 08 (Reference 10) the licensee explained that it has a 
cable to fire zone (area) relationship but not a raceway to fire zone relationship in its database 
and that the assumed method in NEI 00-01 is that the primary fire zone (area) information is 
raceway to fire zone. The licensee further stated that the intended result is a list of cables in a 
fire zone (area) and that is has the intended result of a list of cables in a fire zone (area) but 
does not use the raceway to fire zone (area) relationship to develop that. The licensee further 
stated that for individual fire scenarios in the FPRA, walkdowns were performed wherein fixed 
ignition sources were confirmed, as necessary, and transient ignition sources were identified 
and that zones of influence dimensions were calculated based on the properties of the ignition 
source(s). The licensee further stated that it performed an additional walkdown to identify all the 
equipment, conduit, and trays within the zone of influence (ZOI) and that these were identified 
as targets for the scenario. The licensee further stated that cable/raceway data is then 
extracted from its cable and raceway schedule. The NRC staff concludes that the licensee's 
response to the RAI and the corresponding statement of compliance are acceptable because 
the licensee demonstrated that the cable location data collected meets the intent to identify 
cables potentially affected in the ZOI using walkdown data. The NRC staff also concludes that 
the methods as described by the licensee, as supplemented, are acceptable because they are 
sufficiently similar to the specific methods in NEI 00-01, and therefore align with the intent of 
NRC endorsed guidance. 

Attribute 3.4 - Fire Area Assessment and Compliance Assessment: NEI 00-01 guidance states 
that using the list of affected equipment in each fire area, the impacts to SSD systems, paths 
and functions can be determined. Based on an assessment of the number and types of these 
impacts, the required SSD path for each fire area can be determined. The specific impacts to 
the selected SSD path can be evaluated using the circuit analysis and evaluation criteria of this 
guidance document. The licensee stated that the fire affected SSD equipment and systems for 
the fire area under review were determined by a detailed fire damage impact assessment for 
each SSD cable routed in the area. From this cable-by-cable impact assessment the licensee 
identified the SSD path. Additionally, the licensee developed a cable-to-component table to 
associate faulted cables with the affected equipment. The NRC staff concludes that the 
methods as described by the licensee are acceptable because they are sufficiently similar to the 
specific methods in NEI 00-01, cables and equipment are appropriately identified and evaluation 
for impact, and therefore align with the intent of NRC endorsed guidance. 

Attribute 3.4.1.4 - Manual Actions: The NEI 00-01 guidance directs the licensee to use manual 
actions where appropriate to achieve and maintain post-fire SSD conditions in accordance with 
NRC requirements. The licensee stated that in the re-validation, the systems and components 
are assigned based on the current SSA. When necessary, all equipment is selected for 
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evaluation and a determination of the least affected combination of SSD systems is identified 
and credited to meet the SSD performance goals and functions. All manual RAs that do not 
meet NRC requirements have been captured as a variance from the deterministic requirements 
in LAR Attachment C, Table B-3, and have been resolved via risk evaluations, as appropriate, to 
maintain the plant in a safe and stable condition post fire. The NRC staff concludes that the 
methods as described by the licensee are acceptable because they are sufficiently similar to the 
specific methods in NEI 00-01, RAs are adequately identified and evaluated, and therefore align 
with the intent of NRC endorsed guidance. 

Attribute 3.4.2.1 - Identify the Affected Equipment by Fire Area: The NEI 00-01 guidance 
directed the licensee to identify the SSD cables, equipment, and systems located in each fire 
area that may be potentially damaged by the fire, and to provide this information in a report 
format. The SSA identifies all required cables and systems sorted by fire area, and a 
cable-to-component table has been developed. The effect of fire damage to the identified 
cables is dispositioned based on the impact on the potentially affected component(s). The NRC 
staff concludes that the methods as described by the licensee are acceptable because they are 
sufficiently similar to the specific methods in NEI 00-01, and therefore align with the intent of 
NRC endorsed guidance. 

Attribute 3.4.2.3 - Determine SSD Equipment Impacts: The NEI 00-01 guidance states that 
using the circuit analysis and evaluation criteria contained in NEI 00-01 Section 3.5 determine 
the equipment that can impact SSD and that can potentially be impacted by a fire in the fire 
area, and what those possible impacts are. The licensee stated that the SSA evaluates the 
required cables in each fire area for the impact on essential equipment components. The 
potential impact on those components is assessed based on the required function of the 
component and the effect of fire-induced cable damage. The SSA is performed on a fire area 
by fire area basis and assumes that all functions for unprotected equipment and cables within a 
fire area are lost or equipment spuriously operates in a manner most detrimental to SSD 
functions. Loss of any equipment within the same fire area cannot impact the ability to safely 
shutdown the plant. The NRC staff concludes that the methods as described by the licensee 
are acceptable because they are sufficiently similar to the specific methods in NEI 00-01, and 
therefore align with the intent of NRC endorsed guidance. 

Attribute 3.4.2.4 - Develop a Compliance Strategy or Disposition to Mitigate the Effects Due to 
Fire Damage to Each Required Component or Cable: The NEI 00-01 guidance provides the 
available deterministic resolution methods for mitigating the effects of circuit failures. The 
licensee stated that the SSD compliance strategy success paths were analyzed and the 
potential impacts identified. These potential impacts were resolved by specifying one or more of 
the options listed in NEI 00-01, Attribute 3.4.2.4, such that the least impacted SSD success path 
could be identified. Any manual action that did not meet NRC requirements were identified and 
captured as a variance from deterministic requirements in the B-3 Table and have been 
resolved via risk evaluations, as appropriate, to maintain the plant in a safe and stable condition 
post fire. The NRC staff concludes that the methods as described by the licensee are 
acceptable because they are sufficiently similar to the specific methods in NEI 00-01, and 
therefore align with the intent of NRC endorsed guidance. 

Attribute 3.5.1.3 - Duration of Circuit Failures: The NEI 00-01 guidance directs the licensee to 
assume that circuit failure types resulting in spurious operations exist until action has been 
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taken to isolate the given circuit from the fire area, or other actions have been taken to negate 
the effects of circuit failure that is causing the spurious actuation. The licensee stated that, 
though not a stated assumption, it is inherent in a deterministic analysis that the circuit fault 
exists until positive action is taken to clear it. Hot shorts resulting in spurious actuations are not 
assumed to "self-mitigate" after a limited period of time. The NRC staff concludes that the 
methods as described by the licensee are acceptable because they are sufficiently similar to the 
specific methods in NEI 00-01, hot shorts resulting in spurious actuations are not assumed to 
"self-mitigate", and therefore align with the intent of NRC endorsed guidance. 

Attribute 3.5.1.5 A - Circuit Failure Risk Assessment Guidance: The NEI 00-01 guidance 
describes a method for binning circuit failures in order to identify any potential combinations of 
spurious operations with higher risk significance. The licensee stated that a MSO expert panel 
was conducted and documented to address the results. The panel identified potential scenarios 
that required analysis and treatment as part of the transition of PSL to a new fire protection 
licensing basis based on NFPA 805. The results were tabulated, and required changes are 
being implemented via the corrective action program. The NRC staff concludes that the 
methods as described by the licensee are acceptable because they are sufficiently similar to the 
specific methods in NEI 00-01, and therefore align with the intent of NRC endorsed guidance. 

Attribute 3.5.1.5 B - Cable Failure Modes: The NEI 00-01 guidance states that for any individual 
multiconductor cable (thermoset or thermoplastic), any and all potential spurious actuations that 
may result from intra-cable shorting, including any possible combination of conductors within the 
cable, may be postulated to occur concurrently regardless of number. Additionally, for any 
thermoplastic cable, any and all potential spurious actuations that may result from intra-cable 
and inter-cable shorting with other thermoplastic cables, including any possible combination of 
conductors within or between the cables may be postulated to occur concurrently regardless of 
number. The licensee stated that the validation documents specify the common set of cable 
failure modes resulting from the application of fire induced electrical faults and the cable 
screening criteria. Any and all cable failure mechanisms were considered (hot shorts, grounds, 
open circuits) without regard to the type of cable insulation. DC circuits for SSD equipment are 
ungrounded and are considered in the SSA for hot shorts in either a single cable, or between 
cables in a common enclosure, which may result in an energized circuit (or a circuit capable of 
being energized), unless the return conductor is interrupted (by a switch or other device not in 
the fire area) to isolate the return paths. For instrumentation circuits, the SSA includes 
instrument loops that may affect components required for SSD. The NRC staff concludes that 
the methods as described by the licensee are acceptable because they are sufficiently similar to 
the specific methods in NEI 00-01, any and all cable failure mechanisms were considered (hot 
shorts, grounds, open circuits) without regard to the type of cable insulation, and therefore align 
with the intent of NRC endorsed guidance. 

Attribute 3.5.2.1 Circuit Failures Due to an Open Circuit: The NEI 00-01 guidance states that an 
open circuit is a fire-induced break in a conductor resulting in the loss of circuit continuity. An 
open circuit will typically prevent the ability to control or power the affected equipment and an 
open circuit can also result in a change of state for normally energized equipment. The licensee 
stated that the SSA generally considers open circuits. Open circuits were considered on current 
transformer {CT} circuits on ammeters associated with SSD equipment. Additionally, the 
licensee stated in the LAR Section 4.2.1.1, "Comparison to NEI 00-01 Revision 2," that all the 
CTs in safety-related areas that could impact the NSCA have a turns ratio of 1200:5 or less. 
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NUREG/CR-7150 Vol. 1 (Reference 97), concludes, 'The ignition of a secondary fire from an 
open circuited CT secondary circuit with a turns ratio of 1200:5 or less is incredible." The only 
CTs with larger turns ratio are located in the turbine building for the power feeds from the 
startup and auxiliary transformers and the generator output and CTs located in the switchyard. 
These transformers do not impact the NSCA. Based on: 1) the NUREG/CR-7150 Vol. 1 
conclusions and recommendations for CTs with a turns ratio of 1200:5 or less; 2) the very low 
risk stated in NUREG/CR-7150 Vol. 1 for turns ratios larger than 1200:5; and 
3) NUREG/CR-6850, Section 9.5.2.2; the installed CTs will not impact the NSCA. 

In SSA RAI 09 (Reference 23) the NRC staff requested that the licensee provide an explanation 
of what work is still outstanding, to estimate the potential impact to the FPP as presented in the 
LAR, and to justify why this additional work should not be added as an implementation item. In 
its response to SSA RAI 09 (Reference 10) the licensee stated that at the time of the initial 
review, there was no definitive industry or regulatory guidance related to the topic of fire induced 
open circuits on CT secondary windings. The licensee further stated that subsequent to this 
initial review, but before its LAR was submitted, NEI 00-01 Revision 2 (Reference 37) and 
NUREG/CR-7150 Volume 1 (Reference 97) were issued. The licensee further stated that LAR 
Section 4.2.1.1 documents the review of NEI 00-01 Revision 1 to Revision 2 (i.e., "gap 
analysis") and that this review included the regulatory guidance contained in the NUREG and 
concluded that open circuit on the secondary CT windings would not impact the NSCA and 
would not be considered. The licensee stated that it did not update LAR Attachment B, 
Section 3.5.2.1 with the results of the NEI 00-01 Revision 1 to Revision 2 gap analysis. The 
licensee provided a revised LAR Attachment B, Section 3.5.2.1 and stated that LAR 
Attachment S, Table S-2, Implementation Item 10, includes the action to review 
NUREG/CR-7150 Volume 2 (when issued) to determine if the information will impact the 
conclusion that an open circuit on the secondary circuit of a CT does not impact the NSCA and 
does not need to be considered in the FPRA. The NRC staff concludes that the licensee's 
response to the RAI is acceptable because the licensee concluded that open circuit on the 
secondary CT windings would not impact the NSCA and would not be considered, because the 
licensee revised LAR Attachment B, Section 3.5.2.1, and because the licensee included the 
action to review NUREG/CR-7150, Volume 2 when issued for impact on its conclusion. The 
NRC staff also concludes that the methods as described by the licensee, as supplemented, are 
acceptable because they are sufficiently similar to the specific methods in NEI 00-01, remain in 
line with current NRC guidance, and therefore align with the intent of NRC endorsed guidance. 

3.2.1.3 Attribute Alignment -- Not in Alignment, but Prior NRC Approval 

For one of the NEI 00-01, Chapter 3, attributes, the licensee determined that the SSA does not 
align with the attribute, but there is a prior NRC approval of an alternative to the attribute, and 
the bases for the NRC approval remain valid. The licensee stated in LAR Section 4.2.3, 
"Licensing Action Transition," that the existing licensing actions used to demonstrate compliance 
have been evaluated to ensure that their bases remain valid. The NEI 00-01, Chapter 3, 
attributes identified in LAR Attachment B, Table B-2 as complying via this method are as 
follows: 
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• 3.1.2.5 

Attribute 3.1.2.5 - Process Monitoring: The availability of process monitoring instrumentation 
provides assurance that sufficient instrumentation is available to monitor and control the SSD 
functions necessary to achieve and maintain the NSPC in NFPA 805 Section 1.5.1. The 
licensee has identified that RCS cold leg temperature is used for alternate/SSD to provide 
monitoring capability for natural circulation that is expected to develop following a loss of offsite 
power event. The use of cold leg temperature for alternate shutdown has been reviewed and 
accepted by the NRC in a letter dated August 16, 1989 (Reference 98). The licensee stated in 
LAR Section 4.2.1.1 that the basis for acceptability remains valid, consistent with RG 1.205, 
Revision 1, Section 2.3, "Carryover of Current Fire Protection Programs into NFPA 805." The 
NRC staff concludes that the method as described by the licensee is acceptable because the 
licensee provided justification for the continued validity of the prior approval of the alternative to 
the attribute. 

3.2.1.4 Attribute Alignment - Not Required 

The licensee identified alignment attributes not applicable to the SSA (e.g., the attribute may be 
applicable only to BWRs) noted in LAR Attachment B, Table B-2 as "Not Required." For some 
of the NEI 00-01, Chapter 3 attributes, the licensee determined that the attribute was not 
applicable to the SSA. In these instances, based on the validity of the licensee's statements, 
the NRC staff concludes that the licensee's statements of alignment are acceptable. 

3.2.1.5 NFPA 805 Nuclear Safety Capability Assessment Methods Conclusion 

The NRC staff reviewed the documentation provided by the licensee describing the process 
used to perform the NSCA required by NFPA 805, Section 2.4.2. The licensee performed this 
evaluation by comparing the SSA against the NFPA 805 NSCA requirements using NEI 00-01, 
Revision 1 with a gap analysis to the NRG-endorsed process in Chapter 3 of NEI 00-01, 
Revision 2. The results of the review are documented in LAR Attachment B, Table B-2, in 
accordance with NEI 04-02, Revision 2 and the gap analysis of NEI 00-01, Revision 2, as 
discussed LAR Section 4.2.1.1. 

Based on the information provided in the licensee's submittal, as supplemented, the NRC staff 
accepts the method the licensee used to perform the NSCA with respect to the selection of 
systems and equipment, selection of cables, and identification of the location of nuclear safety 
equipment and cables, as required by NFPA 805, Section 2.4.2. The NRC staff concludes the 
licensee's method is acceptable because the applicable attribute: 

• Met the NRG-endorsed guidance directly; or 

• Met the intent of the endorsed guidance and adequate justification was provided; 
or 

• Had a previous NRC staff approval of an alternative to the guidance. 
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3.2.2 Maintaining Fuel in a Safe and Stable Condition 

The nuclear safety goals, objectives and performance criteria of NFPA 805 allow more flexibility 
than the previous deterministic FPPs based on Appendix R to 10 CFR 50 and NUREG-0800, 
Section 9.5.1.1 (Reference 99), since NFPA 805 only requires the licensee to maintain the fuel 
in a safe and stable condition rather than achieve and maintain CSD in 72 hours. In LAR 
Section 4.2.1.2 the licensee stated that the NFPA 805 licensing basis is to maintain safe and 
stable conditions in Mode 3 (Hot Standby) or Mode 4 (Hot Shutdown) prior to shutdown cooling 
with the ability to cool down and put shutdown cooling in service if necessary. The final end 
state (Mode 3, 4, or 5) for safe and stable will be determined by the extent of equipment 
damage, existing inventory in the condensate storage tank, and the ability to provide makeup to 
the condensate storage tank. If any of these conditions indicate it is advisable to put shutdown 
cooling in service then the plant will have the capability to do so. As a result, the equipment 
required to initiate and maintain shutdown cooling remains part of the at power analysis. 

In SSA RAI 11 (Reference 23) the NRC staff noted that Unit 1 does not credit any repairs for 
CSD, but that Unit 2 takes credit for limited repairs during CSD (i.e., inserting fuses that are part 
of the normal shutdown procedures). The NRC staff requested that the licensee provide a more 
detailed explanation of the repairs and describe the location of these actions for those fire areas 
where repairs are necessary to achieve safe and stable conditions. In its response to SSA RAI 
11 (Reference 10), the licensee stated that LAR Attachment B, Section 3.4.1.5 is overly 
conservative in identifying this activity as a CSD repair and that it revised LAR Attachment B, 
Section 3.4.1.5. The licensee further stated that insertion of these fuses is part of the normal 
plant procedures and is included in the internal events PRA as well as the FPRA for sequences 
that require cooldown to CSD conditions. The licensee stated that the revised LAR Attachment 
B Section 3.4.1.5 states that Units 1 and 2 do not credit any repairs for CSD. The NRC staff 
concludes that the licensee's response to the RAI and the corresponding statement of 
compliance are acceptable because the licensee demonstrated that no repair activities are 
relied upon to maintain safe and stable conditions. 

On the basis of the licensee's analysis as described in the LAR, as supplemented, the NRC 
staff concludes that the licensee has provided reasonable assurance that the fuel can be 
maintained in a safe and stable condition, post-fire, for an extended period of time. 

3.2.3 Applicability of Feed and Bleed 

As stated below, 10 CFR 50.48(c)(2)(iii) limits the use of feed and bleed: 

In demonstrating compliance with the performance criteria of Sections 1.5.1 (b) 
and (c), a high-pressure charging/injection pump coupled with the pressurizer 
power-operated relief valves (PORVs) as the sole fire-protected safe shutdown 
path for maintaining reactor coolant inventory, pressure control, and decay heat 
removal capability (i.e., feed-and-bleed) for pressurized-water reactors (PWRs) is 
not permitted. 

The NRC staff reviewed LAR Table 5-3, "10 CFR 50.48(c) -Applicability/Compliance 
Reference," and LAR Attachment C, "NEI 04-02 Table B-3 Fire Area Transition," to evaluate 
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whether PSL meets the feed and bleed requirements. The licensee stated in LAR Table 5-3 
that feed and bleed is not utilized as the sole fire protected SSD path for any scenario. The 
NRC staff confirmed this by reviewing the designated SSD path listed in LAR Attachment C for 
each fire area. This review confirmed that all fire area analyses include the SSD equipment 
necessary to provide decay heat removal without relying on feed and bleed. In addition, all fire 
areas either met the deterministic requirements of NFPA 805, Section 4.2.3, or the PB 
evaluation performed in accordance with NFPA 805, Section 4.2.4, demonstrated that the 
integrated assessment of risk, DID, and safety margins for the fire area was acceptable. The 
NRC staff concludes that the licensee meets the requirements of 10 CFR 50.48(c)(2)(iii), 
because feed and bleed is not utilized as the sole fire-protected SSD path. 

3.2.4 Assessment of Multiple Spurious Operations 

NFPA 805, Section 2.4.2.2.1, "Circuits Required in Nuclear Safety Functions" states that: 

Circuits required for the nuclear safety functions shall be identified. This includes 
circuits that are required for operation, that could prevent the operation, or that 
result in the maloperation of the equipment identified in 2.4.2.1. ["Nuclear Safety 
Capability Systems and Equipment Selection".] This evaluation shall consider 
fire-induced failure modes such as hot shorts (external and internal), open 
circuits, and shorts to ground, to identify circuits that are required to support the 
proper operation of components required to achieve the nuclear safety 
performance criteria, including spurious operation and signals. 

In addition, NFPA 805, Section 2.4.3.2, states that the PSA evaluation shall address the risk 
contribution associated with all potentially risk-significant fire scenarios. Because the RI/PB 
approach taken used FREs in accordance with NFPA 805 Section 4.2.4.2, "Use of Fire Risk 
Evaluation," adequately identifying and including potential MSO combinations is required to 
ensure that all potentially risk-significant fire scenarios have been evaluated. 

The NRC staff reviewed LAR Section 4.2.1.4, "Evaluation of Multiple Spurious Operations," and 
LAR Attachment F, "Fire-Induced Multiple Spurious Operations Resolution," to determine 
whether the licensee has adequately addressed MSO concerns. 

In LAR Section 4.2.1.4, the licensee stated that it conducted a review and evaluation of its 
susceptibility to fire-induced MSOs and that it conducted the process in accordance with 
NEI 04-02 (Reference 7) and RG 1.205 (Reference 4), as supplemented by FAQ 07-0038 
(Reference 66). The licensee further stated that steps to the process are: 

1. Identify potential MSOs of concern; 

2. Conduct an expert panel to assess plant specific vulnerabilities (per NEI 00-01, 
Rev. 1, Section F.4.2); 

3. Update the FPRA model and NSCA to include the MSOs of concern; 

4. Evaluate for NFPA 805 compliance; and 
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5. Document results. 

In LAR Attachment F, the licensee stated that it had conducted an initial expert panel review in 
2009 and a second review in 2010 and that the expert panel included representatives from 
Florida Power and Light with experience in fire protection, post-fire SSD, circuit analysis, system 
engineering, plant operations, and PRA. The licensee further stated that training for the initial 
2009 expert panel was conducted in the form of an introductory overview and that topics 
discussed included: 

• Purpose and scope of the SSD; 

• PRA overview; and 

• Overview training on the MSO issue, including: 
Background on Fire-Induced MSOs; 
Types of circuit failures that can occur and result in spurious operations; 
Results of the Fire Testing; and 
Role of the MSO resolution in NFPA 805 Transition. 

The licensee stated that a brief overview training was conducted for the 2010 follow-on expert 
panel since all of the participants were familiar with the process and had previously participated 
in the earlier MSO expert panel meetings. 

The licensee stated that the 2009 expert panel conducted document reviews, and held 
discussions on potential fire-induced spurious operations that could potentially impact plant 
safety. The licensee further stated that the 2010 follow-on expert panel used the updated 
Pressurized-Water Reactor Owners Group (PWROG) generic list of MSOs and lessons learned 
from the MSO process in FAQ 07-0038 and the NFPA 805 pilot plants and that information 
sources and guidance documents that were used in the process included: 

• Post-fire SSA; 

• PWROG generic MSO list; 

• FPRA work available at the time of the expert panels; 

• Internal events PRA insights; and 

• NFPA 805 FAQ 07-0038. 

The licensee stated that using the PWROG Generic MSO list as guidance, discussions were 
held that included reviewing P&IDs, postulating scenarios, discussing the potential 
consequences and likelihood, discussing operator response, and recommending additional 
courses of action. The licensee further stated that key considerations, in addition to 
consequences were: 

• Whether the scenario of concern was currently modeled in the SSA; 
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• Whether the scenario of concern was currently modeled in the Internal Events 
PRA; 

• Whether procedures addressed the potential scenarios of concern; 

• Additional analyses or justification that may be necessary to document exclusion 
of a particular scenario; and 

• Potential generic issues that may be best resolved by PWROG 
analysis/justification. 

The licensee stated that in addition to the review of the PWROG MSO list, a review was 
conducted by the expert panel to look for additional plant specific scenarios and general system 
pinch points that may not have existed specifically on the generic list and that these reviews 
considered system flowpaths and addressed items such as deadheading of pumps, pump 
runout, and flow diversion. The licensee further stated that consensus was achieved in the 
expert panel process by discussing individual scenarios, reaching a conclusion, and asking for 
any dissenting opinions. 

The licensee stated that the nuclear safety capabilities assessment and FPRA were updated to 
reflect the treatment of applicable MSO scenarios and that this included the identification of 
equipment, identification of cables, and the routing of cables by plant locations. The licensee 
further stated that MSO combination components of concern were also evaluated as part of the 
NSCA and that for cases where the pre-transition MSO combination components did not meet 
the deterministic compliance, the MSO combination components were added to the scope of the 
FR Es. 

The NRC staff reviewed the licensee's expert panel process for identifying circuits susceptible to 
MSOs as described above and concludes that the licensee adopted a systematic and 
comprehensive process for identifying MSOs to be analyzed using available industry guidance. 
Furthermore, the NRC staff concludes that the process used provides reasonable assurance 
that the FRE appropriately identifies and includes risk significant MSO combinations and that 
the licensee's approach for assessing the potential for MSO combinations is acceptable 
because the licensee's approach implemented the guidance from NEI 04-02 (Reference 7) and 
RG 1.205 (Reference 4), as supplemented by FAQ 07-0038 (Reference 66). 

3.2.5 Establishing Recovery Actions 

NFPA 805, Section 1.6.52, "Recovery Action," defines an RA as: 

Activities to achieve the nuclear safety performance criteria that take place 
outside the main control room or outside the primary control station(s) for the 
equipment being operated, including the replacement or modification of 
components. 
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NFPA 805, Section 4.2.3.1, states that: 

One success path of required cables and equipment to achieve and maintain the 
nuclear safety performance criteria without the use of recovery actions shall be 
protected by the requirements specified in either 4.2.3.2, 4.2.3.3, or 4.2.3.4, as 
applicable. Use of recovery actions to demonstrate availability of a success path 
for the nuclear safety performance criteria automatically shall imply use of the 
performance-based approach as outlined in 4.2.4. 

NFPA 805, Section 4.2.4, "Performance-Based Approach," states that: 

When the use of recovery actions has resulted in the use of this approach, the 
additional risk presented by their use shall be evaluated. 

The NRC staff reviewed LAR Section 4.2.1.3, "Establishing Recovery Actions," and LAR 
Attachment G, "Recovery Actions Transition," to evaluate whether the licensee meets the 
associated requirements for the use of RAs per NFPA 805. Operator manual actions (OMAs) 
are actions performed by plant operators to manipulate components and equipment from 
outside the MCR to achieve and maintain post-fire hot shutdown, not including "repairs." OMAs 
include an integrated set of actions needed to ensure that hot shutdown can be accomplished 
for a fire in a specific plant area. OMAs are transitioned to RAs under NFPA 805. 

The licensee's methodology to identify the primary control stations (PCSs) and RAs followed the 
guidance of RG 1.205, NEI 04-02, and FAQ 07-0030 (Reference 65) as described in LAR 
Section 4.2.1.3 and LAR Attachment G and consisted of the following steps: 

• Step 1: Based on the definition provided in RG 1.205 and additional guidance 
provided in FAQ 07-0030, define the PCSs and determine which pre-transition 
operator manual actions are taken at PCSs. Activities that take place at PCSs or 
in the MCR are not RAs, by definition; 

• Step 2: Determine the population of RAs that are required to resolve VFDRs (to 
meet the risk acceptance criteria or maintain a sufficient level of DID); 

• Step 3: Evaluate the additional risk presented by the use of RAs required to 
demonstrate the availability of a success path; 

• Step 4: Evaluate the feasibility of the RAs; and 

• Step 5: Evaluate the reliability of the RAs. 

LAR Attachment G summarizes the results of the licensee's implementation of the above 
methodology. 

As described in LAR Attachment G, Table G-1, the licensee identified approximately 25 PCS 
locations for Unit 1 and 32 PCS locations for Unit 2. In SSA RAI 01 (Reference 23), the NRC 
staff requested that the licensee provide justification that each of these locations met the 
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definition of PCSs as discussed in RG 1.205, Revision 1 (Reference 4). In its response to SSA 
RAI 01 (Reference 10), the licensee indicated that actions that are necessary to activate or 
switch over to a PCS may be considered as taking place at PCS under certain conditions, as 
indicated in FAQ 07-0030. The licensee further stated that to determine which actions (and 
locations) meet this definition, it conducted a review of the SSA and control room inaccessibility 
procedure for each unit to make a determination if the action was a transfer action to enable the 
Hot Shutdown Control Panel (HSCP), or a one-time simple action that disables equipment to 
allow the success of the HSCP by either a transfer switch or simple removal of power. 

In SSA RAI 01.01 (Reference 24) the NRC staff requested that the licensee provide additional 
information regarding the feasibility of the actions. In its response to SSA RAI 01.01 
(Reference 13) and (Reference 15) the licensee provided additional information such as a 
detailed description of the process used to enable the PCSs including the HSCP, the minimum 
staffing level per shift that will be available to perform these actions, the timeline and description 
for each operator and the transit process for each, the procedures that will be used by each 
operator, and a discussion of how the reliability of these actions can be assured. The licensee 
further stated that simulator training is provided every 2 years regarding plant control from the 
HSCP. The NRC staff concludes the licensee's responses to the RAI are acceptable because 
the licensee demonstrated that the actions are feasible, based on the evaluation criteria. 

The licensee based its approach for transitioning OMAs into the RI/PB FPP as RAs on 
NEI 04-02, Section 4.6, "Regulatory Submittal and Transition Documentation," as endorsed with 
exceptions by RG 1.205. The population of OMAs addressed during the NFPA 805 transition 
process included the existing OMAs in the deterministic FPP, as well as those being added 
during the NFPA 805 transition to address MSOs and as a result of development of the FPRA. 

Operator manual actions meeting the definition of a RA are required to comply with the 
NFPA 805 requirements outlined above. Some of these OMAs may not be required to 
demonstrate the "availability of a success path," in accordance with NFPA 805, Section 4.2.3.1, 
but may still be required to be retained in the RI/PB FPP because of DID considerations 
described in Section 1.2 of NFPA 805. In each instance, the licensee determined whether a 
transitioning OMA was an RA, a DID-RA, or not necessary for the post-transition RI/PB FPP. 

The licensee stated that the set of RAs that are necessary to demonstrate the availability of a 
success path for the NSPC were evaluated for additional risk using the process described in 
NEI 04-02, FAQ 07-0030, and RG 1.205 and compared against the guidelines of RG 1.174 and 
RG 1.205. The additional risk is provided in LAR Attachment W and evaluated in SE 
Section 3.4. None of the RAs were found to have an adverse impact on the FPRA. 

The licensee stated that all credited RAs, as listed in LAR Attachment G (including DID-RA), 
were subjected to a feasibility review. In accordance with the NRG-endorsed guidance in 
NEI 04-02, the feasibility criteria used to assess the RAs listed in LAR Attachment G, Table G-1 
were based on FAQ 07-0030, which lists the following attributes for evaluating feasibility: 

• Demonstrations - The proposed RAs should be verified in the field to ensure the 
action can be physically performed under the conditions expected during and 
after the fire event. 
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• Systems and Indications - Consider availability of systems and indications 
essential to perform the RA. 

• Communications - The communications system should be evaluated to 
determine the availability of communication, where required for coordination of 
RAs. 

• Emergency Lighting - The lighting (fixed and/or portable) should be evaluated to 
ensure sufficient lighting is available to perform the intended action. 

• Tools-Equipment - Any tools, equipment, or keys required for the action should 
be available and accessible. This includes consideration of SCBA and personal 
protective equipment if required. (This includes staged equipment for repairs) 

• Procedures - Written procedures should be provided. 

• Staffing - Walk-through of operations guidance (modified, as necessary, based 
on the analysis) should be conducted to determine if adequate resources are 
available to perform the potential RAs within the time constraints (before an 
unrecoverable condition is reached), based on the minimum shift staffing. The 
use of essential personnel to perform actions should not interfere with any 
collateral industrial fire brigade or control room duties. 

• Actions in the Fire Area - When RAs are necessary in the fire area under 
consideration or require traversing through the fire area under consideration, the 
analysis should demonstrate that the area is tenable and that fire or fire 
suppressant damage will not prevent the RA from being performed. 

• Time - Sufficient time to travel to each action location and perform the action 
should exist. The action should be capable of being identified and performed in 
the time required to support the associated shutdown function(s) such that an 
unrecoverable condition does not occur. Previous action locations should be 
considered when sequential actions are required. 

• Training - Training should be provided on the post-fire procedures and 
implementation of the RAs. 

• Drills - Periodic drills, which simulate the conditions to the extent practical (e.g., 
communications between the control room and field actions, the use of SCBAs if 
credited, appropriate use of operator aids) should be performed. 

Actions resulting from the feasibility evaluation are to: 1) update the post-fire shutdown 
procedures to reflect the updated nuclear safety capabilities assessment, and 2) update training 
processes to provide clarification on drills for RAs. These actions are included in LAR 
Attachment S, Table S-2, implementation Item 11, and the NRC staff concludes that they are 
acceptable because they will incorporate the provisions of NFPA 805 in the FPP, and because 
they would be required by the proposed license condition. 
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The reliability of the specific RAs added to the FPRA is addressed in the licensee's evaluation 
and for the bounding reliability treatment, see LAR Attachment W and SE Section 3.4. 

The NRG staff concludes that the licensee has followed the endorsed guidance of NEI 04-02, 
FAQ 07-0030, and RG 1.205 to transition OMAs in the existing deterministic FPP to RAs in 
accordance with NFPA 805, thereby meeting the regulatory requirements of 10 CFR 50.48(c). 
The NRG staff concludes that the feasibility criteria applied to RAs as described by the licensee 
are acceptable because they conform to the endorsed guidance of NE 04-02 and FAQ 07-0030. 
The NRG staff also concludes that the feasibility evaluation is acceptable because the licensee 
identified required actions and included them as implementation items that will incorporate the 
provisions of NFPA 805 in the FPP and would be required by the proposed license condition. 

3.2.6 Plant Specific Treatments or Technologies 

3.2.6.1 Very Early Warning Fire Detection System 

The licensee proposed the installation of very early warning fire detection systems (VEWFDS) 
to monitor conditions, as well as provide indication and alarms inside key electrical cabinets 
during the incipient stage of a fire. 

LAR Attachment S, Table S-1, and LAR Attachment C, Table C-1 state that VEWFDS is to be 
installed in the Unit 2 cable spreading room (CSR) annunciator logic cabinet. In FPE RAI 10 
(Reference 23), the NRG staff requested that the licensee provide additional information 
regarding the design, installation, operation, testing, maintenance and training for the VEWFDS. 
In its response to FPE RAI 10 (Reference 10), the licensee stated that the design for the 
VEWFDS to be installed in the Unit 2 Cable Spread Room is in the conceptual phase and that 
the design, installation and testing will meet the guidance of FAQ 08-0046 (Reference 70), the 
NFPA codes of record, and manufacturer's recommended practices. The licensee identified the 
current NFPA codes that are applicable to the design of the system(s) as NFPA 76, 2012 
Edition, "Standard for the Fire Protection of Telecommunications Facilities" (Reference 100), 
and NFPA 72, 2013 Edition, "National Fire Alarm and Signaling Code" (Reference 101 ). The 
licensee further stated that specifications to be issued for the system equipment and design 
procurement will identify the design features required, as well as a need for the manufacturer's 
recommended acceptance testing requirements including routine inspection, testing and 
maintenance requirements. The licensee further stated that system design, procurement, 
installation, acceptance test performance, and turnover to operations will also include the 
development of procedures for inspection, testing, maintenance, alarm response, and control of 
set point controls and that the development of procedures will include a review for identification 
of required training for operations and maintenance personnel. 

The licensee further stated the purpose of the system design will be to detect a fire inside the 
cabinet well before significant damage occurs and prior to the occurrence of visible fire outside 
the cabinet and that in this way, damage to the cables located above (and not related to the 
function of the cabinet) can be minimized. The licensee stated that the credit taken in the FPRA 
will be in accordance with the method elements, limitations, and criteria of NUREG/CR-6850, 
Supplement 1, "Fire Probabilistic Risk Assessment Methods Enhancements," Chapter 13 
(Reference 47) and that no deviations from this guidance were taken. The licensee further 
stated that set-point control will be administratively controlled by procedures to be written as a 
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result of the engineering process for development of modification packages and that alarm 
response procedures for operations personnel will be developed as part of the modification 
package process and a review for training needs will be performed as part of the normal 
process for development of procedures and modifications. 

The NRC staff concludes that the licensee's response to the RAI is acceptable because the 
licensee indicated that the design, installation, testing and maintenance of the VEWFDS will 
meet the guidance of FAQ 08-0046, the applicable NFPA codes of record, and the 
manufacturer's recommended practices. 

The NRC staff concludes that the fire protection aspects related to the proposed installation of 
the VEWFDS are acceptable because: 

• The installation will be performed in accordance with the appropriate NFPA 
codes, the equipment manufacturers' requirements, and NUREG/CR-6850 
Supplement 1, Chapter 13. 

• The VEWFDS will be properly tested during commissioning such that the alert 
and alarm triggers will be set to provide an appropriate level of sensitivity without 
unnecessary nuisance or spurious alarms. 

• The licensee's configuration control and design control processes will control and 
maintain the set points for both alert and alarm functions. 

• The equipment will be periodically tested and maintained in accordance with 
NFPA 76, NFPA 72, and the manufacturer's recommended practices. 

• The licensee's procedures and training will meet the criteria delineated in 
NUREG/CR-6850 Supplement 1, Chapter 13, which assumes that 1) first 
responders are properly trained to respond to the incipient condition, identify the 
faulted cabinet, and suppress potential fires; 2) personnel using portable 
equipment to locate incipient degradation must be trained in its use, including on­
the-job training such that they are familiar with the equipment, procedures for its 
use, and any limitations and/or precautions required, and 3) adequate 
procedures exist, and the response process has been included within the scope 
of the fire brigade training and periodic drill process. 

In addition, the FPRA modeled the installation of the VEWFDS and took credit for its use in 
assessing the risk in the associated panel in the Unit 2 CSR. SE Section 3.4 addresses the 
technical review of the treatment of the VEWFDS in the FPRA, as well as the acceptability of 
the risk credit taken for the associated fire areas. 

3.2. 7 Conclusion for Section 3.2 

The NRC staff reviewed the licensee's LAR, as supplemented, for conformity with the 
requirements contained in NFPA 805, Section 2.4.2 regarding the process used to perform the 
NSCA. The NRC staff concluded that the declared safe and stable condition proposed is 
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acceptable and that the licensee's process is adequate to appropriately identify and locate the 
systems, equipment, and cables, required to provide reasonable assurance of achieving and 
maintaining the fuel in a safe and stable condition, as well as meet the NFPA 805 NSPC. 

The NRC staff confirmed, through review of the documentation provided in the LAR, feed and 
bleed is not the sole fire-protected SSD path for maintaining reactor coolant inventory, pressure 
control, and decay heat removal capability, in accordance with 10 CFR 50.48(c)(2)(iii). 

The NRC staff also reviewed the licensee's process to identify and analyze MSOs. Based on 
the LAR, as supplemented, the process used to identify and analyze MSOs is considered 
comprehensive and thorough. Through the use of an expert panel process, in accordance with 
the guidance of RG 1.205, NEI 04-02, and FAQ 07-0038, potential MSO combinations were 
identified and included as necessary in the NSCA, as well as the applicable FREs. The NRC 
staff also concludes that the approach the licensee uses for assessing the potential for MSO 
combinations is acceptable, because the licensee performed it in accordance with 
NRG-endorsed guidance. 

The NRC staff concludes that the process used by the licensee to review, categorize, and 
address RAs during the transition is consistent with RG 1.205 and the NRG-endorsed guidance 
contained in NEI 04-02 and therefore, the information provided by the licensee provides 
reasonable assurance that the regulatory requirements of 10 CFR 50.48(c) and NFPA 805 for 
NSCA methods are met. 

The NRC staff reviewed the proposed installation of a VEWFDS to monitor conditions in certain 
key electrical cabinets. Based on the information provided in the LAR, as supplemented, the 
NRC staff concludes that the fire protection aspects of the proposed VEWFDS design, 
installation, and maintenance are acceptable because they will be done in accordance with 
appropriate NRC endorsed guidance, the appropriate NFPA standards, and the manufacturer's 
requirements. In addition, first responders will have procedures and training to respond to the 
incipient condition, identify the faulted cabinet, and suppress potential fires. 

3.3 Fire Modeling 

NFPA 805 (Reference 3) allows both FM and FREs as PB alternatives to the deterministic 
approach outlined in the standard. These two PB approaches are described in NFPA 805, 
Sections 4.2.4.1 and 4.2.4.2, respectively. Although FM and FRE are presented as two different 
approaches for PB compliance, the FRE approach generally involves some degree of FM to 
support engineering analyses and fire scenario development. NFPA 805, Section 1.6.18, 
defines a fire model as a "mathematical prediction of fire growth, environmental conditions, and 
potential effects on SSCs based on the conservation equations or empirical data." 

The NRC staff reviewed LAR (Reference 8) Section 4.5.2, "Performance-Based Approaches," 
which describes how the licensee used FM as part of the transition to NFPA 805 at PSL, and 
LAR Section 4.7.3, "Compliance with Quality Requirements in Section 2.7.3 of NFPA 805," 
which describes how the licensee performed FM calculations in compliance with the NFPA 805 
PB evaluation quality requirements for fire protection systems and features, to determine 
whether the FM used to support transition to NFPA 805 is acceptable. 
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In LAR Section 4.5.2.1 the licensee stated that it did not use the FM approach, per NFPA 805 
Section 4.2.4.1, for the NFPA 805 transition. The licensee used the FRE PB method (i.e., 
FPRA) with input from FM analyses. Therefore, the NRC staff reviewed the technical adequacy 
of the FREs, including the supporting FM analyses, as documented in SE Section 3.4.2, to 
evaluate compliance with the NSPC. 

The licensee did not propose any FM methods to support PB evaluations in accordance with 
NFPA 805, Section 4.2.4.1, as the sole means for demonstrating compliance with the NSPC. 
There are no plant-specific fire-modeling methods acceptable for use to support compliance 
with NFPA 805, Section 4.2.4.1, as part of this licensing action supporting the transition to 
NFPA 805. 

3.4 Fire Risk Assessments 

This section addresses the licensee's FRE PB method, which is based on NFPA 805 
(Reference 3), Section 4.2.4.2. The licensee chose to use only the FRE PB method in 
accordance with NFPA 805, Section 4.2.4.2. The FM PB method of NFPA 805, Section 4.2.4.1 
was not used for this application. 

NFPA 805, Section 4.2.4.2, "Use of Fire Risk Evaluations," states that: 

Use of fire risk evaluation for the performance-based approach shall consist of an 
integrated assessment of the acceptability of risk, defense in depth [DID], and safety 
margins. 

The evaluation process shall compare the risk associated with implementation of the 
deterministic requirements with the proposed alternative. The difference in risk between 
the two approaches shall meet the risk acceptance criteria described in NFPA 805, 
Section 2.4.4.1, "Risk Acceptance Criteria." The fire risk shall be calculated using the 
approach described in NFPA 805, 2.4.3 ["Fire Risk Evaluations"]. 

3.4.1 Maintaining Defense-in-Depth and Safety Margins 

NFPA 805, Section 4.2.4.2, requires that the "use of fire risk evaluation for the performance­
based approach shall consist of an integrated assessment of the acceptability of risk, DID, and 
safety margins." 

3.4.1.1 Defense-in-Depth 

NFPA 805, Section 1.2 states that: 

Protecting the safety of the public, the environment, and plant personnel from a 
plant fire and its potential effect on safe reactor operations is paramount to this 
standard. The fire protection standard shall be based on the concept of 
defense-in-depth. Defense-in-depth shall be achieved when an adequate 
balance of each of the following elements is provided: 

• Preventing fires from starting; 



- 82 -

• Detecting fires quickly and extinguishing those that do occur, thereby 
limiting fire damage; and 

• Providing an adequate level of fire protection for SSCs important to 
safety, so that a fire that is not promptly extinguished will not prevent 
essential plant safety functions from being performed 

The NRC staff reviewed LAR Section 4.5.2.2, "Fire Risk Approach"; LAR Section 4.8.1, "Results 
of the Fire Area Review"; and LAR Attachment C, "NEI 04-02 Table B-3 - Fire Area Transition," 
as well as the associated supplemental information, in order to determine whether the principles 
of DID were maintained in regard to the planned transition to NFPA 805. 

The licensee's methodology for evaluating DID referred to each of the three DID elements 
identified in NFPA 805, Section 1.2. In its response to SSA RAI 14 (Reference 10), the licensee 
provided a table where, for each of the three elements, several examples of fire protection 
features that addressed that element are identified, along with a discussion of the 
considerations used in assessing those features. The assessment determined whether 
changes would be needed to assure that each element has been satisfactorily achieved or 
whether reliance on features in other elements were needed and should be developed. Many of 
the identified fire protection features are required to be in place in order to demonstrate 
compliance with the fundamental FPP and design elements of NFPA 805 Chapter 3 (e.g., 
combustible control program, hot work control program, etc.). However, the capabilities for 
some of the fire protection features for DID were evaluated and improved as needed based on 
the results of the PB analyses conducted during the NFPA 805 transition (e.g., detection and 
suppression systems as well as use of RAs ). 

As described by the licensee in the response to SSA RAI 14 (Reference 10), this method for 
addressing DID was implemented in the FREs performed on each PB fire area. The licensee's 
FREs evaluate VFDRs using an integrated assessment of risk, DID, and safety margin. PSL 
evaluated the VFDRs and fire area risk and scenario consequences to identify general DID 
element imbalances. The licensee further stated that it identified methods to balance the DID 
features to ensure that an adequate balance of DID features are maintained for the fire area. 
The licensee also clarified that the results of the FRE reviews associated with DID identified the 
need to implement and credit fire protection features as well as RAs. Per LAR Attachment C, 
the FRE 1) documents the fire protection systems/features required to either meet the 
deterministic criteria of NFPA 805, Section 4.2.3, or to meet the risk criteria for the PB approach 
(NFPA 805, Section 4.2.4), 2) notes whether changes or improvements are necessary for each 
fire protection system/feature to maintain a balance among the DID elements, and 3) provides a 
justification or basis for why the required fire protection systems/features are adequate for DID. 
As such, the FRE is the licensee's internal record of the systems required to meet the NSPC 
and DID requirements of NFPA 805. 

Based on its review of the LAR, the response to SSA RAI 14, and the NRC staff's review of a 
sample of the FREs, the NRC staff concludes that the licensee systematically and 
comprehensively evaluated fire hazards, area configuration, detection and suppression 
features, and administrative controls in each fire area and concludes that the methodology as 
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proposed in the LAR adequately evaluates DID against fires as required by NFPA 805. 
Therefore, the proposed RI/PB FPP adequately maintains DID. 

3.4.1.2 Safety Margins 

NFPA 805, Section 2.4.4.3 states that: 

The plant change evaluation shall ensure that sufficient safety margins 
are maintained. 

NEI 04-02 (Reference 7), Section 5.3.5.3, "Safety Margins," lists two specific criteria that 
should be addressed when considering the impact of plant changes on safety margins: 

• Codes and Standards or their alternatives accepted for use by the NRC 
are met, and 

• Safety analyses acceptance criteria in the licensing basis (e.g., FSAR, 
supporting analyses, etc.) are met, or the change provides sufficient 
margin to account for analysis and data uncertainty. 

LAR Section 4.5.2.2, "Fire Risk Approach," discusses how safety margins are addressed as 
part of the FRE process and that this process is based on the requirements of NFPA 805, 
industry guidance in NEI 04-02, and RG 1.205 (Reference 4 ). An FRE was performed for 
each fire area containing VFDRs. The FREs contain the details of the licensee's review of 
safety margins for each PB fire area. 

LAR Section 4.5.1.2 states that the PSL FPRA applies methodologies consistent with the 
guidance in NUREG/CR-6850 (Reference 45), (Reference 46), and (Reference 47), and, 
according to LAR Attachment H, NRC approved FAQs. LAR Attachment J explains that FM, 
including V&V, performed in support of the FPRA utilized accepted codes and standards 
including NUREG/CR-6850, NUREG-1805 (Reference 52), NUREG-1824 (Reference 53), etc. 
In its response to SSA RAI 14 (Reference 10), the licensee further described the methodology 
used to evaluate safety margins in the FREs to include the following evaluations and 
determinations: 

• FM: The results of the FM used in support of the FRE (i.e., as part of the FPRA) 
were documented as part of the qualitative safety margin review performed 
consistent with guidance in NEI 04-02, Section 5.3.5.3. 

• Plant System Performance: The safety margin inherent in the analyses for the 
plant design basis events was preserved in the analysis for fire events and 
satisfied the requirements in NEI 04-02, Section 5.3.5.3. 

In addition, according to LAR Attachment V, the FPRA logic model was developed in 
accordance with the ASME/ANS RA-Sa-2009 PRA Standard (Reference 40), and RG 1.200, 
Rev. 2 (Reference 39). The results of the licensee's safety margin assessment by fire area are 
provided in LAR Attachment C, Table C-1. 
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The safety margin criteria described in NEI 04-02, Section 5.3.5.3 and the LAR, as 
supplemented, are consistent with the criteria as described in RG 1.17 4 (Reference 38), 
and therefore, the NRC staff concludes that they are acceptable. The licensee used 
appropriate codes and standards (or NRC guidance), and met the safety analyses 
acceptance criteria in the licensing basis. Based on its review of the LAR and a sample 
of the FREs, the NRC staff concludes that the licensee's approach adequately 
addressed the issue of safety margins in the implementation of the FRE process. 

3.4.2 Quality of the Fire Probabilistic Risk Assessment 

The objective of the PRA quality review is to determine whether the plant-specific PRA used in 
evaluating the proposed LAR is of sufficient scope, level of detail, and technical adequacy for 
the application. The NRC staff evaluated the PRA quality information provided by the licensee 
in its NFPA 805 submittal, as supplemented, including industry peer review results and 
self-assessments performed by the licensee. The NRC staff reviewed LAR Section 4.5.1, "Fire 
PRA Development and Assessment"; LAR Section 4.7, "Program Documentation, Configuration 
Control, and Quality Assurance"; LAR Attachment C, "NEI 04-02 Table B-3 - Fire Area 
Transition"; LAR Attachment U, "Internal Events PRA Quality"; LAR Attachment V, "Fire PRA 
Quality"; and LAR Attachment W, "Fire PRA Insights"; as well as associated supplemental 
information. 

The licensee developed its internal events PRA (IEPRA) during the individual plant examination 
process and continued to maintain and improve the PRA as RG 1.200, and supporting industry 
standards have evolved. The licensee developed its FPRA model for both Level 1 (core 
damage) and partial Level 2 (large early release) PRA during at-power conditions. For the 
development of the FPRA, the licensee modified its IEPRA model to capture the effects of fire. 

In LAR Section 4.8.2, the licensee stated that no significant plant changes (beyond those 
identified and scheduled to be implemented as part of the transition to an FPP based on 
NFPA 805) are outstanding with respect to their inclusion in the FPRA model. Based on this 
information, the NRC staff concludes that the FPRA model represents the current, as built, as 
operated configuration, as it will be configured after full implementation of NFPA 805, and is 
therefore capable of being adapted to model both the post transition and compliant plant as 
needed. 

The licensee identified administrative controls and processes used to maintain the FPRA model 
current with plant changes and to evaluate any outstanding changes not yet incorporated into 
the PRA model for potential risk impact as a part of the routine change evaluation process. 
Further, as described in LAR Section 4.7.3, the licensee has a program for ensuring that 
developers and users of these models are appropriately trained and qualified. Therefore, the 
NRC staff concludes that the PRA should be capable of supporting post-transition FREs to 
support, for example, the self-approval process, after any changes required during 
implementation are completed. 
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3.4.2.1 Internal Events PRA Model 

The licensee's evaluation of the technical adequacy of the portions of its IEPRA model used to 
support development of the FPRA model included a combination of peer reviews and gap 
assessments. The PSL IEPRA full scope peer review was performed in July 2002 by the 
Com busting Engineering Owners Group using NEI 00-02 (Reference 102), which pre-dated the 
ASME/ANS PRA standard and RG 1.200. A focused-scope peer review associated with LERF 
was performed in July 2009 using the NEI 05-04 (Reference 103) process, and the combined 
PRA standard, ASME/ANS-RA-Sb-2005 (Reference 104 ), as clarified by RG 1.200, Revision 1 
(Reference 105). Focused-scope peer reviews of the common-cause-failure methodology and 
data in August 2009 as well as the human reliability analysis (HRA), data and internal flood 
technical elements in April 2011 were performed using the NEI 05-04 process and the combined 
PRA standard, ASME/ANS-RA-Sa-2009, as clarified by RG 1.200, Revision 2. Similarly, as 
discussed in the response to PRA RAI 16 (Reference 11) and (Reference 12), the licensee 
performed an interfacing systems loss of coolant accident (ISLOCA) focused-scope peer review 
in December 2013. As discussed in LAR Attachment U, focused-scope peer reviews were 
performed for any changes that were made to the IEPRA since the last full-scope peer review 
and that were consistent with the definition of a "PRA upgrade" as defined by the ASME/ANS 
PRA Standard. 

Using the NEI 00-02 (Reference 102), self-assessment process, as supplemented by letters 
from the Nuclear Energy Institute dated May 19 and November 15, 2006 (Reference 106) and 
(Reference 107), as supplemented by clarifications and qualifications contained in Appendix B 
to RG 1.200, Revision 2, the licensee performed a gap assessment as indicated in its response 
to PRA RAI 16 (Reference 11) and (Reference 12), to review technical elements that were 
assessed against standards other than the combined PRA standard, ASME/ANS-RA-Sa-2009, 
as clarified by RG 1.200, Revision 2. The licensee's assessment concluded that no gaps were 
identified relative to ASME/ANS RA-Sa-2009, as endorsed by RG-1.200, Revision 2, for all 
supporting requirements (SRs) reviewed except those already addressed by facts and 
observations (F&Os) generated from the December 2013 ISLOCA focused-scope peer review. 
The IEPRA model that was reviewed for the gap assessment serves as the basis of the FPRA 
used in performing PRA evaluations for the LAR. 

For SRs in the PRA standard, there are three degrees of "satisfaction" referred to as capability 
categories (CCs) (i.e., I, 11, and 111), with I being the minimum, II considered widely acceptable, 
and Ill indicating the maximum achievable scope/level of detail, plant specificity, and realism. 
For many SRs, the CCs may be combined (e.g., the requirement for meeting CC-I may be 
combined with II), or the requirement may be the same across all CCs so that the requirement is 
simply met or not met. 

LAR Attachment U, Table U-1 provides the licensee's disposition of F&Os characterized as 
findings per the peer review guidelines (Reference 103), from each focused scope peer review. 
These F&Os include 22 findings strictly on internal flooding but none from the July 2009 LERF 
focused-scope peer review as no findings were generated. Additionally, Level A (important and 
necessary to address before the next regular PRA update) and Level B (important and 
necessary to address, but disposition may be deferred until the next PRA update) F&Os from 
the 2002 Combustion Engineering Owners Group peer review were provided in LAR 
Attachment U, Table U-1. 
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As described in LAR Attachment U, the licensee dispositioned each F&O by assessing the 
impact of the F&O on the FPRA and the results for the NFPA 805 application. In general, an 
F&O is written for any SR that does not fully satisfy the associated CC-II requirements of the 
combined ASME PRA standard, ASME/ANS-RA-Sa-2009, as endorsed by RG 1.200, 
Revision 2. In addition, the licensee provided the basis of acceptability of all SRs that were 
evaluated against standards other than the combined PRA standard, as endorsed by RG 1.200, 
Revision 2, as part of the gap assessment discussed in response to PRA RAI 16. 

The NRC staff evaluated each F&O as well as the licensee's dispositions provided in LAR 
Attachment U and the response to PRA RAI 16 to determine whether the F&O had any 
significant impact for the application. The NRC staffs review and conclusions for PSL's 
resolution of each F&O are summarized in the NRC's Record of Review dated May 27, 2015 
(Reference 108). The NRC staff requested supplemental information for the review of some of 
the F&Os which the licensee resolved in its letters dated March 25, 2014 (Reference 11 ), and 
October 10, 2014 (Reference 15). 

In PRA RAI 17.b (Reference 23), the NRC staff requested that the licensee clarify on how it 
resolved F&O HR-G6, which cited a lack of a reasonableness check of the human error 
probability (HEP) dependency analysis and the presence of some very low joint HEPs (e.g., 
between 1E-10 and 1E-16) in the IEPRA. In its response to PRA RAI 17.b (Reference 11), the 
licensee summarized the results of a sensitivity study using joint HEPs consistent with guidance 
in NUREG-1921 (Reference 56), (i.e., a minimum value of 10-5 without additional justification). 
Based on the reported sensitivity studies, the internal events CDF and LERF values could 
increase by factors of as much as 2 or 3 when the minimum value was used instead of the 
licensee's estimated values. In the table in its response to PRA RAI 21.b (Reference 16), 
clarifying its response to PRA RAI 17.b, the licensee stated that, "A minimum joint HEP value of 
1 E-05 has been incorporated into the final composite [fire PRA] analysis," and that the "[f]inal 
composite analysis will be used for self-approval of post transition changes." The NRC 
concludes that the fire PRA values include an acceptable minimum joint HEP value. Including a 
minimum HEP in the IEPRA would change the IEPRA results and the total risk but these 
changes are unimportant because the final transitional change in risk is negative and therefore 
acceptable regardless of the total risk values. 

As a result of the review of the LAR and responses to RAls, the NRC staff concludes that the 
PSL IEPRA has sufficient technical adequacy and that its quantitative results, considered 
together with sensitivity study results, can be used to demonstrate that the change in risk due to 
the transition to NFPA 805 meets the acceptance guidelines of RG 1.17 4. To reach this 
conclusion, the NRC staff reviewed all F&Os provided by the peer reviewers, as well as the 
results of the gap assessment provided by the licensee and determined that the resolution of 
every F&O and/or gap supports the determination that the quantitative results are adequate or 
have no significant impact on the FPRA. Accordingly, the NRC staff concludes that the licensee 
demonstrated that the IEPRA meets the guidance in RG 1.200, Revision 2, it is reviewed 
against the applicable SRs in ASME/ANS-RA-Sa 2009; and it is technically adequate to support 
the FREs and other risk calculations required for the LAR. 
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3.4.2.2 Fire PRA Model 

The licensee evaluated the technical adequacy of the PSL FPRA model by conducting a 
full-scope peer review in January 2010 using the NEI 07-12 process (Reference 109) and the 
FPRA part (Part 4) of the ASME/ANS-RA-Sa-2009 PRA Standard, as clarified by RG 1.200, 
Revision 2. LAR Attachment V, Table V-2, as supplemented, provides the licensee's 
dispositions to F&Os written against SRs of Part 4 of the ASME/ANS RA-Sa-2009 PRA 
standard as clarified by RG 1.200, Revision 2, including all 36 Findings as well as 
2 suggestions, per the peer review guidelines. LAR Attachment V, Table V-1, as 
supplemented, provides the results of the peer review CC assessment for each SR, identifying 
all SRs that were determined by the peer review to be not met or only met at CC-I and 
providing an evaluation of those SRs. 

As described in LAR Attachment V, the licensee dispositioned each F&O by assessing the 
impact of the F&O on the FPRA and on the results for the LAR. The NRC staff requested 
additional information to assess the adequacy of some of the F&O dispositions for the review. 
The NRC staff evaluated each F&O as well as the licensee's respective disposition in LAR 
Attachment V to determine whether the issue had any significant impact for the LAR. The NRC 
staffs review and conclusions for the resolution of each F&O is summarized in the NRC's 
Record of Review dated May 27, 2015 (Reference 108). A summary of issues identified during 
the NRC staff review of F&Os and methods used in the FPRA is provided below along with their 
associated resolution. 

In PRA RAI 01.c (Reference 23), associated with PP-87-01, the NRC staff observed that the 
peer review noted that the fire hazards analysis (FHA) used to support plant partitioning in the 
FPRA had not been finalized. In its response to PRA RAI 01.c (Reference 12), and PRA RAI 21 
(Reference 16), the licensee stated that a walkdown confirmed that credited fire barriers were 
substantial boundaries with no significant size openings and, if not, any significant openings 
were addressed in the hot gas layer (HGL) analysis and multi-compartment analysis (MCA). In 
its responses to PRA RAI 21, the licensee also confirmed that this FPRA update was 
incorporated into the integrated analysis. The NRC staff concludes that this issue is resolved 
because the FPRA only credits fire zone boundaries that are capable of substantially confining 
the heat and products of combustion, which is consistent with the guidance in 
NUREG/CR-6850. 

In PRA RAI 20 (Reference 26), the NRC staff discussed that applying a single failure probability 
of a Type I barrier, as defined by NUREG/CR-6850, to all MCA scenarios without fixed openings 
may be non-conservative when more than one type of barrier exists. In its response to PRA 
RAls 20 and 21 (Reference 16), the licensee revised the barrier failure probabilities in the 
FPRA's MCA to use either an upper-bound failure probability or the sum of the failure 
probabilities for the applicable barrier types. In its response to PRA RAI 21, the licensee also 
confirmed that this FPRA update was incorporated into the integrated analysis. The NRC staff 
concludes that this issue is resolved because the FPRA applies failure probabilities to barriers 
consistent with the guidance in NUREG/CR-6850. 

In PRA RAI 06 (Reference 23), the NRC staff requested that the licensee provide clarification 
regarding the treatment of junction box fires. In its response to PRA RAI 06 (Reference 11 ), 
and PRA RAI 21 (Reference 16), the licensee performed a sensitivity study in which the 
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guidance in FAQ 13-0006 (Reference 77), was applied to both units and stated that the 
contribution to risk associated with junction box fires is small relative to both the transition 
change-in-risk and the self-approval change-in-risk guidelines. The NRC staff concludes that 
this issue is resolved because the licensee demonstrated that the risk impact of changing the 
FPRA modeling of junction box fires to be consistent with accepted guidance in FAQ 13-0006 is 
small relative to all change-in-risk acceptance guidelines and therefore unnecessary. 

In PRA RAI 01.g (Reference 23), associated with F&O FSS-A 1-01, the NRC staff requested that 
the licensee provide a technical basis for excluding miscellaneous hydrogen fires from the 
FPRA. In its response to PRA RAls 01.g.01 and 21 (Reference 16), the licensee revised the 
FPRA in fire zones in the auxiliary building where hydrogen lines are routed to postulate 
miscellaneous hydrogen fire scenarios, consistent with guidance in Section N.2.4 of Appendix N 
of NUREG/CR-6850. The licensee further clarified that a new modification was added to LAR 
Attachment S, Table S-1, to limit the impact of hydrogen fires to be consistent with the updated 
FPRA. In its response to PRA RAI 21, the licensee also confirmed that this revised treatment of 
hydrogen fire scenarios was incorporated into the integrated analysis. The NRC staff concludes 
that this issue is resolved because the licensee revised the FPRA to model hydrogen fire 
scenarios consistent with guidance in NUREG/CR-6850. 

In PRA RAI 04 (Reference 23), NRC staff requested that the licensee provide clarification about 
its use of a HRR of 69 kilowatt (kW) instead of 317 kW for modeling transient fires in some fire 
zones. In its response to PRA RAI 04 (Reference 10), the licensee stated that strict controls on 
combustible materials will be implemented to significantly reduce the amount of combustible 
materials that might be in these zones. The licensee referenced the NRC letter to NEI dated 
June 21, 2012 (Reference 110) that accepted use of HRRs lower than 317 kW based on 
specific attributes and considerations applied to that location. In its response to PRA 
RAI 04.c.01 (Reference 15), the licensee also performed a review of past transient fire 
experience, explaining that at-power violations identified over an approximately five-year period 
neither impacted the transient fire HRR determination nor reflected a more general pattern of 
violations. The licensee revised LAR Attachment S, Table S-2 (Reference 20), to include an 
action in Implementation Item 19 to revise administrative controls to restrict storage of transient 
combustibles and ignition sources commensurate with credit taken in the FPRA. The NRC staff 
concludes that this action is acceptable because it will incorporate the provisions of NFPA 805 
in the FPP and would be required by the proposed license condition. The NRC staff concludes 
that this issue is resolved because the licensee's use of a reduced transient HRR is consistent 
with the guidance provided by the NRC, and, therefore, acceptable. 

In its response to PRA RAI 05 (Reference 11 ), the licensee stated that the FPRA was updated 
to apply transient influencing factors consistent with guidance in FAQ 12-0064 (Reference 76); 
however, in PRA RAI 05.01 (Reference 26), the NRC staff described that for Unit 2 Fire 
Zone 51X, a cable penetration room extension, the licensee used an "extremely low" influencing 
factor, which, according to FAQ 12-0064, may only be applied to the main control room (MCR) 
under certain circumstances. Additionally, in PRA RAI 07.01 (Reference 26), the NRC staff 
observed that transient fires were not postulated within manholes, discussing that guidance in 
FAQ 12-0064 requires that transient fires, consisting of fire from transient combustible and hot 
work, be assumed to occur in all areas of a plant unless precluded by design and/or operation. 
In its response to PRA RAls 05.01 and 21 (Reference 16), the licensee revised the FPRA to 
replace the "extremely low" influencing factor applied in Unit 2 Fire Zone 51X with a "very low" 
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influencing factor, consistent with guidance in FAQ 12-0064. In its response to PRA RAls 07.01 
and 21 (Reference 16), the licensee revised the FPRA to postulate transient fires within both 
Unit 1 and Unit 2 manholes, consistent with guidance in FAQ 12-0064. In its response to PRA 
RAI 21, the licensee also confirmed that it incorporated the revised treatment of transient 
influencing factors in the integrated analysis. The NRC staff concludes that this issue is 
resolved because the FPRA applies transient influencing factors consistent with FAQ 12-0064. 

In PRA RAls 01.h, 01.1, 01.o and 12 (Reference 23), associated with F&Os HRA-A2-01, 
HRA-83-01, HRA-83-02, HRA-83-03, HRA-C1-01, and FQ-C1-01, the NRC staff requested that 
the licensee provide further clarification on the HRA used to support the FPRA, in particular 
regarding the identification, definition, and quantification of human failure events (HFEs) in the 
FPRA. In its response to PRA RA 01.h (Reference 12), the licensee clarified that the 
identification of fire-specific manual actions modeled in the FPRA (i.e., actions beyond those 
actions carried over from the IEPRA) was based on a review of high-risk scenarios and 
subsequent evaluations of the potential for fire-specific manual actions to reduce risk. In its 
response to PRA RAls 01.o (Reference 12), and PRA RAI 21 (Reference 16), the licensee 
revised the FPRA to use detailed HRA methods consistent with guidance in NUREG-1921 to 
define, quantify and assess the feasibility of all HFEs. Furthermore, the licensee eliminated the 
use of screening HEPs in place of detailed HEPs embedded in the FPRA modeling logic, which 
addressed concerns raised by the NRC staff in PRA RAI 01.1(Reference23), regarding logic 
manipulations made to incorporate HFEs into the FPRA by altering the failure probability of 
related equipment failure basic events. In its response to PRA RAI 17.b.01 (Reference 15), the 
licensee further clarified that the FPRA HRA dependency analysis evaluates all HEP 
combinations consistent with the THERP [technique for human error rate prediction] decision 
tree and thus guidance in NUREG-1921. In its response to PRA RAI 21, the licensee also 
confirmed that it incorporated the FPRA update to use detailed HRA methods consistent with 
guidance in NUREG-1921 into the integrated analysis. The NRC staff concludes that this issue 
is resolved because the FPRA uses HRA methods consistent with guidance in NUREG-1921. 

In PRA RAls 01.i (Reference 23), and PRA RAI 17.b.01 (Reference 26), associated with F&O 
FQ-C1-01, the NRC staff requested that the licensee provide justification with respect to the 
establishment of acceptable minimum joint HEP (or "floor") value for HEP combinations. In its 
response to PRA RAI 21 (Reference 16), the licensee stated that it revised the FPRA to apply a 
minimum joint HEP of 10-5

, a value consistent with guidance in NUREG-1921. The licensee 
also confirmed that this FPRA revision was incorporated into the integrated analysis. The NRC 
staff concludes that this issue is resolved because the FPRA applies a minimum joint HEP value 
that is consistent with the guidance in NUREG-1921. 

In PRA RAls 01.d and 01.e (Reference 23), associated with F&Os ES-C1-01 and ES-C2-01, the 
NRC staff requested that the licensee provide clarification on how fire-induced instrument 
failures, including undesired operator actions due to instrument unavailability or spurious 
indications, were addressed by the FPRA. In its response to PRA RAI 01.d (Reference 12), 
PRA RAI 01.d.01 (Reference 15), and PRA RAI 21 (Reference 16), the licensee clarified that as 
part of developing detailed HEP values consistent with NUREG-1921, the FPRA was revised to 
model associated instrumentation cues directly within the quantification fault tree and impose 
failure of an HEP in accordance with NUREG-1921 should redundant cues become unavailable 
due to the fire. The licensee further clarified that the availability of cues and instrumentation that 
support operator actions credited in the FPRA would be correlated to the SSA given that 
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post-fire shutdown procedures direct operators, on a fire area basis, to the available 
instrumentation on which they can rely. In addition, in its response to PRA RAI 01.e (Reference 
12), the licensee, clarified that an operator does not take immediate action on a single 
instrument indicator or annunciator but will confirm the signal using another instrument/indicator 
to verify that the signal is valid prior to taking action. In its response to PRA RAI 21, the 
licensee also confirmed that fire induced instrument failures were incorporated into the 
integrated analysis. The NRC staff concludes that this issue is resolved because the FPRA 
treats fire-induced instrument failures consistent with guidance in NUREG-1921. 

In PRA RAI 02.b.01 (Reference 26), the NRC staff requested that the licensee provide 
clarification on the fire ignition frequency applied to main control board (MCB) scenarios 
postulated using guidance in Appendix L of NUREG/CR-6850. In its response to PRA 
RAI 02.b.01 and PRA RAI 21 (Reference 16), the licensee stated that the FPRA was updated to 
apply the full Bin 4 frequency to each MCB fire scenario. In its response to PRA RAI 21, the 
licensee also confirmed that this FPRA revision was incorporated into the integrated analysis. 
The NRC staff concludes that this issue is resolved because the FPRA apportions fire ignition 
frequency to MCB fire scenarios consistent with guidance in NUREG/CR-6850. 

In PRA RAI 02 (Reference 23), the NRC staff requested that the licensee provide clarification of 
whether the FPRA credited in-cabinet detection devices as a means to limit the extent of fire 
damage internal to monitored cabinets. In its response to PRA RAls 02 (Reference 11 ), and 
PRA RAI 21 (Reference 16), the licensee revised its FPRA to no longer credit in-cabinet 
detection devices to limit the extent of fire damage internal to monitored cabinets, further 
clarifying that the FPRA was updated to model in-cabinet incipient detection devices consistent 
with FAQ 08-0046 (Reference 70), and in-cabinet smoke detection devices consistent with 
Appendix P of NUREG/CR-6850. In its response to PRA RAI 21, the licensee also confirmed 
that it incorporated this revised treatment of in-cabinet detection devices into the integrated 
analysis. The NRC staff concludes that this issue is resolved because the FPRA does not limit 
the extent of fire damage internal to monitored cabinets and treats in-cabinet detection devices 
consistent with guidance in Appendix P of NUREG/CR-6850 and FAQ 08-0046, as applicable. 

In PRA RAI 03 (Reference 23), the NRC staff requested that the licensee provide justification 
regarding the counting of electrical cabinets that do not belong in Bin 15. In its response to PRA 
RAI 03 (Reference 11) and PRA RAI 21 (Reference 16), the licensee updated the FPRA to 
exclude well-sealed and robustly secured electrical cabinets below 440V from the Bin 15 count, 
thus making the licensee's overall counting methodology for Bin 15 electrical cabinets 
consistent with guidance in Chapter 6 of NUREG/CR-6850. In its response to PRA RAI 21, the 
licensee confirmed that it incorporated this FPRA update into the integrated analysis. The NRC 
staff concludes that this issue is resolved because the FPRA's counting methodology for Bin 15 
electrical cabinets is consistent with the guidance in NUREG/CR-6850. 

In PRA RAI 03.c.01 (Reference 26), the NRC staff described that a subset of Bin 15 electrical 
cabinets were assumed to fully contain any fire within the cabinet, namely motor control centers 
(MCCs) above 440V determined by the licensee to be well-sealed. In its response to PRA 
RAls 03.c.01 and 21 (Reference 16), the licensee updated the FPRA to use a probability of 0.1 
to characterize the probability that a fire can breach a well-sealed MCC and propagate outside 
the cabinet (i.e., impact targets external to the MCC). In its response to PRA RAI 21, the 
licensee also confirmed it incorporated the FPRA update into the integrated analysis. The NRC 
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staff concludes that the licensee's use of this PRA modeling approach is consistent with the 
guidance in FAQ 14-0009 (Reference 78), and acceptable. The NRC staff concludes that this 
issue is resolved because the FPRA treats propagation of fire from well-sealed MCCs using 
acceptable guidance. 

In PRA RAI 01.m (Reference 23), associated with F&Os FSS-H1-01and FSS-H2-01, the NRC 
staff discussed that the licensee, in accordance with the NRC staff's position in the June 21, 
2012 letter from Joseph Giitter, NRC, to Biff Bradley, NEI (Reference 110), revised the FPRA to 
remove an unreviewed analysis method that employed conditional probabilities to electrical 
cabinet scenarios as a means to address propagation of fire. As a replacement for these 
conditional probabilities, in its response to PRA RAI 01.m (Reference 12), the licensee 
presented a methodology that centers on determining time to target damage based on a heat 
flux analysis that considers a target's distance from the ignition source. The acceptability of this 
methodology in evaluating target damage times is presented in SE Section 3.4.2.3. The 
licensee revised the suppression event trees used by the FPRA to ensure that any 
dependencies between fire scenario development branch points are taken into account when 
calculating the overall non-suppression probability (NSP) for each fire scenario for ignition 
sources where target damage is based on heat flux. Furthermore, the licensee assumed a 
minimum manual NSP of 0.001, in accordance with the guidance in NUREG/CR6850. The 
licensee further clarified that for those cases in which automatic detection system is credited, 
suppression event trees used by the FPRA were revised to address system unreliability as well 
as a 15-minute delay to manual detection should the system fail. In its response to PRA RAI 21 
(Reference 16), the licensee also confirmed that it incorporated detection system unreliability 
and dependencies between suppression activities into the integrated analysis. The NRC staff 
concludes that this issue is resolved because the FPRA addresses the impact of detection 
system unreliability and dependencies between suppression activities on fire scenario 
development, consistent with the guidance in NUREG/CR-6850. 

In PRA RAI 01.m (Reference 23), the NRC staff requested that the licensee provide justification 
for applying the electrical fire suppression curve to oil fire scenarios. In its response to PRA RAI 
01.m (Reference 12), and PRA RAI 21(Reference16), the licensee revised the FPRA to 
remove suppression credit for oil fire scenarios, further clarifying that all such scenarios would 
thus be assumed to result in a HGL for the associated fire zone. In its response to PRA RAI 21, 
the licensee also confirmed that it incorporated this FPRA update into its integrated analysis. 
The NRC staff concludes that this issue is resolved because the FPRA conservatively assumes 
no suppression credit for oil fire scenarios. 

In PRA RAI 01.m.01.01 (Reference 28), the NRC staff requested that the licensee provide 
justification for applying the electrical fire suppression curve to fires induced by high energy 
arcing fault (HEAF) events. In its response to PRA RAI 01.m.01.01 (Reference 18), the 
licensee summarized a sensitivity study in which the HEAF suppression curve was applied to 
fires induced by HEAF events in both units, consistent with the accepted guidance in 
NUREG/CR-6850. The licensee reported a risk increase of 2.33E-06/year and 4.00E-07/year in 
FPRA CDF and LERF, respectively, for Unit 1 and an increase of 1.33E-06/year and 
2.63E-07/year in FPRA CDF and LERF, respectively, for Unit 2. The NRC staff concludes that 
this issue is resolved because the licensee provided the increase in risk associated with use of 
the accepted HEAF suppression curve for fires induced by HEAF events. This increase is 
included in the final total risk and change-in-risk estimates reported in SE Section 3.4.6. In a 
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letter dated May 12, 2015 (Reference 20), the licensee added an action to LAR Attachment S, 
Table S-2 in Implementation Item 20 to update the FPRA to ensure that the HEAF suppression 
curve is used for all HEAF analyses prior to self-approval. The NRC staff concludes that this 
action is acceptable because it will incorporate the provisions of NFPA 805 in the FPP and 
would be required by the proposed license condition. 

In PRA RAI 01.p (Reference 23), associated with F&O FSS-H1-01, the NRC staff observed that 
the peer review noted that the FPRA used several methods beyond those available in accepted 
guidance documents. In its response to PRA RAI 01.p (Reference 12), the licensee clarified 
that these methods were eliminated or revised by application of the guidance provided in the 
letter from Joseph Giitter, NRC, to Biff Bradley, NEI, dated June 21, 2012 (Reference 110). The 
licensee further stated that no other methods used in support of the FPRA are considered 
deviations from accepted methods and approaches. As a result, the NRC staff concludes that 
this issue is resolved because the FPRA does not use deviations from accepted methods other 
than those addressed during the NRC review. 

In LAR Attachment V, as supplemented by the responses to PRA RAI 10 (Reference 10), and 
(Reference 12), the licensee described its methodology to evaluate risk from fire scenarios that 
lead to MCR abandonment due to loss of MCR habitability. When the MCR is abandoned, the 
facility is shut down using the hot shutdown control panel (HSCP). The methodology identified 
three categories of fire-induced scenarios characterized by three different levels of challenges to 
the operators and therefore three different probabilities of failure to successfully shutdown the 
plant. The simplest challenge occurs when there are no time-critical actions and limited 
consequences associated with the fire, allowing straightforward shutdown using the HSCP. The 
intermediate challenge is applied when there are more significant fire-induced failures, which 
could complicate shutdown using the HSCP. The most complex challenge is applied when 
there are significant fire-induced failures, which may not be recoverable using the HSCP based 
on the current design and procedures. The NRC staff concludes that the use of these three 
categories appropriately characterizes the complexity of the subsequent required operator 
actions to the extent necessary to differentiate among the failure probabilities, and therefore, the 
FPRA's modeling associated with the loss of MCR habitability is acceptable. 

In its response to PRA RAI 11.c.02.01 (Reference 19), the licensee discussed each unit's CSR 
fire area, which utilized 10 CFR Part 50, Appendix R, 111.G.3 alternate shutdown strategies prior 
to NFPA 805. An alternative shutdown strategy establishes control at a HSCP that is located in 
a separate room within each unit and can be electrically isolated from the MCR should the MCR 
be abandoned. In its response to PRA RAI 11.c.02.01.e (Reference 19), the licensee stated 
that it estimated the compliant plant risk for the CSR differently than that of all other fire areas. 
The compliant plant FPRA modeled MCR abandonment due to loss of control for every fire 
scenario postulated in the CSR. The compliant plant FPRA model assumed that all equipment 
controlled from the HSCP is nominally available, that offsite power remains available, and that 
human errors do not occur. The conditional core damage probability (CCDP) associated with 
the random failure of equipment assumed to be available was reported as 0.0053 and 0.0062 
for Unit 1 and Unit 2, respectively. The conditional large early release probability (CLERP) is 
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calculated from the CCDP using the average post-transition fraction of the CDF that proceeds to 
LERF. 1 

As explained in its response to PRA RAI 11.c.02.01.f (Reference 19), in contrast to the 
compliant plant PRA model, the licensee explained that CSR fires in the post-transition plant 
PRA model are modeled in the same manner as other fire areas (excluding the MCR). The 
licensee stated that, "[t]he variant [or post-transition] case CCDP is calculated based on the fire 
impact on cables and functions for each scenario, assuming that control remains in the main 
control room." The post-transition CCDP and CLERP estimates for the CSR are thus scenario 
specific. Also, in contrast to the compliant plant FPRA model, the post-transition FPRA model 
never credits the HSCP for fire scenarios postulated in the CSR; if shutdown from the MCR 
fails, a core damage scenario is assumed. 

The NRC staff concludes that the licensee's modeling of fire scenarios in the CSR for the 
compliant plant does not represent the as-built, as-operated configuration of the compliant plant. 
While procedures for alternate shutdown areas describe what equipment should be operated 
following MCR abandonment, they do not require MCR abandonment in all cases. Additionally, 
assuming that only equipment operated from the HSCP is available ignores other equipment 
that may be undamaged and available following a fire in the CSR. The most likely fire scenarios 
generally involve smaller and/or suppressed fires that would leave much equipment undamaged 
and would not lead to MCR abandonment. This general observation is demonstrated by the 
post-transition plant FPRA model, which neither needs nor credits MCR abandonment to 
achieve reasonable risk results for the CSR. In its response to PRA RAI 11.c.02.01.h 
(Reference 19), the licensee explained how its mathematical manipulations yield appropriate 
transition change in risk estimated without modeling the as-built and as-operated compliant 
plant. The mathematical manipulations and the acceptability of the process to support the 
change-in-risk calculations is discussed in detail in SE Section 3.4.3. 

In PRA RAI 12 (Reference 23), the NRC staff discussed that the FPRA HRA assumed complete 
dependency amongst HFEs within the same accident sequence or cutset (i.e., HFE 
combinations) and thus overestimated the resulting joint HEPs. The overestimation is 
compounded when applied to high screening HEPs. This assumption, while conservative for 
the post-transition plant configuration, yielded non-conservative change-in-risk results when it 
was applied to the compliant plant configuration. In its response to PRA RAI 12 (Reference 10), 
the licensee further investigated the issue. See SE Section 3.4. 7 for further discussion. 
Subsequently, in its response to PRA RAI 01.o (Reference 12), and PRA RAI 21 (Reference 16) 
(Reference 16), the licensee stated that the FPRA was updated to use detailed HRA methods 
consistent with the guidance in NUREG-1921 in lieu of screening HEPs. In its response to PRA 
RAI 21, the licensee further clarified, that the FPRA HRA dependency is also consistent with 
guidance in NUREG-1921. The NRC staff concludes that this issue is resolved because the 

1 In its response to 11.c.02.01.e (Reference 19), the licensee stated that "[t]he CLERP is calculated for 
the compliant plant based on the compliant CCDP multiplied by the ratio of variant [or post-transition] 
CLERP to variant CCDP. This incorporates the containment isolation capability from the variant case into 
the compliant CLERP calculation." Using a simple ratio to convert CCDP to CLERP, as appropriate, is 
common, and the licensee's response indicated that they evaluated their models and concluded such a 
ratio can be used here. 
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FPRA has been updated to use HRA methods, including HRA dependency, consistent with 
guidance in NUREG-1921. 

In PRA RAI 15 (Reference 23), the NRC staff requested that the licensee identify any changes 
made to the FPRA since the last full-scope peer review that are consistent with the definition of 
a "PRA upgrade" as defined by the ASME/ANS PRA Standard. In its response to PRA RAI 15 
(Reference 10), the licensee discussed revisions made to the FPRA since last the full-scope 
peer review and stated that no changes met the definition of a PRA upgrade and, therefore, 
there was no need for a follow-on focused-scope peer review. The NRC staff finds this issue to 
be resolved because the licensee stated that no PRA upgrades have been implemented and 
that no focused-scope peer reviews, are therefore required. 

As a result of its review of the LAR, as supplemented, the NRC staff concludes that the FPRA is 
of sufficient technical adequacy and that its quantitative results,· considered together with the 
sensitivity studies, can be used to demonstrate that the change in risk due to the transition to 
NFPA 805 meets the acceptance guidelines in RG 1.17 4 and are acceptable. To reach this 
conclusion, the NRC staff reviewed all F&Os provided by the peer reviewers and determined 
that the resolution of every F&O supports the determination that the quantitative results are 
adequate. In addition, the NRC staff reviewed FPRA-related issues, many summarized above, 
and determined that the licensee's resolution of the identified issues supports the determination 
that the quantitative results are adequate to transition to NFPA 805 and to support subsequent 
self-approval as described in the applicable license condition. Accordingly, the NRC staff 
concludes that the licensee has demonstrated that the FPRA meets the guidance in RG 1.200, 
Revision 2, and that it is technically adequate to support the FREs and other risk calculations 
required for transition to NFPA 805. 

3.4.2.3 Fire Modeling in Support of the Development of the Fire Risk Evaluation 

The NRC staff performed detailed reviews of the FM used to support the FREs in order to gain 
further assurance that the methods and approaches used for the application to transition to 
NFPA 805 (Reference 3), were technically adequate. NFPA 805 has the following requirements 
that pertain to FM used in support of the development of the FREs: 

NFPA 805, Section 2.4.3.3, states, in part that: 

The PSA [probabilistic safety assessment] approach, methods, and data shall be 
acceptable to the AHJ [authority having jurisdiction]. 

NFPA 805, Section 2.7.3.2, "Verification and Validation," states that: 

Each calculational model or numerical method used shall be verified and validated 
through comparison to test results or comparison to other acceptable models. 

NFPA 805, Section 2.7.3.3, "Limitations of Use," states that: 

Acceptable engineering methods and numerical models shall only be used for 
applications to the extent these methods have been subject to verification and 
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validation. These engineering methods shall only be applied within the scope, 
limitations, and assumptions prescribed for that method. 

NFPA 805, Section 2.7.3.4, "Qualification of Users," states that: 

Cognizant personnel who use and apply engineering analysis and numerical 
models (e.g., FM techniques) shall be competent in that field and experienced in 
the application of these methods as they relate to nuclear power plants, nuclear 
power plant fire protection, and power plant operations. 

NFPA 805, Section 2.7.3.5, "Uncertainty Analysis," states that: 

An uncertainty analysis shall be performed to provide reasonable assurance that 
the performance criteria have been met. 

The following sections discuss the results of the NRC staff's reviews of the acceptability of the 
FM (first requirement). The results of the NRC staff's review of compliance with the remaining 
requirements are discussed in SE Sections 3.8.3.2 through 3.8.3.5. 

3.4.2.3.1 Overview of Fire Models Used to Support the Fire Risk Evaluations 

The licensee determined a fire's zone of influence (ZOI) around ignition sources based on 
information in the generic fire modeling treatments (GFMTs) approach. The GFMTs approach 
provides the horizontal and vertical dimensions of the ZOI for various ignition sources (transient 
fuel packages, small liquid fuel fires, open cabinets and cable trays) and different types of 
targets (i.e., thermoplastic and thermoset cables as defined in NUREG/CR-6850 
(Reference 47), and Class A combustibles). The GFMTs approach includes a set of tables that 
are used to determine if and when the hot gas layer (HGL) temperature exceeds the damage 
threshold of specified targets depending on fire size, room volume, and ventilation conditions. 
The licensee used the GFMTs approach as a basis for the scoping or screening evaluation as 
part of the FM to support FREs. 

The NRC staff reviewed the following supplementary material to the GFMTs: 

• Supplement 1: provides additional ZOI tables for closed electrical cabinets that 
are vented; 

• Supplement 2: provides HGL tables for additional critical temperatures and 
ignition source HRR, including some combinations of an ignition source and an 
intervening combustible (in a letter dated April 25, 2014, the licensee stated that 
it replaced the cable tray fire propagation model provided in Supplement 2 of the 
GFMTs, with the cable tray fire propagation model provided in reports entitled 
"Combined Ignition Source - Cable Tray Fire Scenario ZOls for St. Lucie Nuclear 
Power Plant Applications" and "Evaluation of the Development and Timing of Hot 
Gas Layer Conditions in Generic PSL Fire Compartments with Secondary 
Combustibles"); and 
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• Supplement 3: develops and presents recommendations for the source strength 
(HRR per unit area) to be used in the ZOI determination under various situations. 

The licensee also used the GFMTs approach in conjunction with selected tables in Appendix H 
of NUREG/CR-6850 to determine the time to failure of cable targets located in the plume of an 
electrical cabinet fire. 

The ZOI tables in the GFMTs approach and its supplements were obtained by using a collection 
of algebraic models and empirical correlations. The primary algebraic fire models and empirical 
correlations that were used for this purpose are the following: 

• Heskestad Flame Height Correlation; 

• Heskestad Plume Temperature Correlation; and 

• Shokri and Seyler Solid Flame Model (Modak's Point Source Radiation Model 
was used as a conservative upper bound check against the Shokri and Seyler 
Solid Flame Radiation Model). 

These algebraic models are described in NUREG-1805, "Fire Dynamics Tools (FOP): 
Quantitative Fire Hazard Analysis Methods for the U.S. Nuclear Regulatory Commission Fire 
Protection Inspection Program" (Reference 52). V&V of these algebraic models is documented 
in NUREG-1824, "Verification and Validation of Selected Fire Models for Nuclear Power Plant 
Applications," Volume 3 (Reference 53). The V&V of the fire models that were used to support 
the FPRA is discussed in SE Section 3.8.3.2. 

The licensee used the Consolidated Model of Fire and Smoke Transport (CFAST) 
computational fire model, Version 6 (Reference 111 ), to generate the HGL tables in the GFMTs 
approach and to calculate HGL timing for fires involving secondary combustibles (cable trays). 
The FPRA used these calculations to further screen ignition sources, scenarios, and 
compartments that would not be expected to generate an HGL, and to identify the ignition 
sources that have the potential, with or without involvement of secondary combustibles, of 
generating an HGL for further analysis. The licensee also used CFAST for the MCR 
abandonment time calculations. The V&V of CFAST is documented in NUREG-1824, Volume 5 
(Reference 53). 

The licensee used Seyler's method for closed compartments to estimate the HGL temperature 
in the NSP calculations for the containment. This algebraic method is described in 
NUREG-1805 and its V&V is documented in NUREG-1824, Volume 3. 

The licensee also identified the use of the following empirical models that are not addressed in 
NUREG-1824, in the development of the GFMTs approach: 

• Mudan flame radiation model (Reference 113); 

• Plume heat flux correlation by Wakamatsu et al. (Reference 114); 
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• Yokoi plume centerline temperature correlation (Reference 115) and 
(Reference 116); 

• Hydrocarbon spill fire size correlation (Reference 117); 

• Flame extension correlation (Reference 118); 

• Delichatsios line source flame height model (Reference 119); 

• Corner flame height correlation (Reference 118); 

• Kawagoe natural vent flow equation (Reference 120); 

• Yuan and Cox line fire flame height and plume temperature correlations 
(Reference 121 ); 

• Lee cable fire model (Reference 122); and 

• Babrauskas method to determine ventilation-limited fire size (Reference 123). 

In revised ZOI and HGL calculations for fires that involve secondary combustibles (cable trays), 
the licensee used the following model to calculate fire propagation in and the corresponding 
HRR of cable trays: 

• Correlation for Flame Spread over Horizontal Cable Trays, Flame Spread over 
Horizontal Cable Trays (FLASH-CAT), described in NUREG/CR-7010, Section 9 
(Reference 54). 

The licensee used the finite difference conduction heat transfer model HEATING, Version 7.3 
(Reference 124) in a detailed analysis of cable tray separation in the Unit 1 containment 
building. This analysis also involved flame height, HRR, flame spread rate, flame spread 
distance, fire duration, and cable tray heat flux calculations for which the licensee provided the 
V&V basis in the response to FM RAI 03.a and the updated version of Attachment J in the LAR. 

The V&V of all correlations and fire models used in support of the FREs is discussed in SE 
Section 3.8.3.2. 

The licensee's ZOI approach was used as a screening tool to distinguish between fire scenarios 
that required further evaluation and those that did not. The licensee stated that qualified 
personnel performed a plant walk-down to identify: ignition sources, surrounding targets, and 
safety related SSCs and applied the GFMTs approach to assess whether the SSCs were within 
the ZOI of a fire scenario. Based on the fire hazard present in the fire areas, these generalized 
ZOls were used to screen from further consideration those plant-specific ignition sources that 
did not adversely affect the operation of credited SSCs or targets, following a fire. The licensee 
based its screening on the 981h percentile HRR from the NUREG/CR-6850 methodology. 
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3.4.2.3.2 RAls Pertaining to Fire Modeling in Support of the FPRA 

In letters dated December 26, 2013 (Reference 23), and July 14, 2014 (Reference 25), the NRC 
staff sought additional information (RAls) concerning the FM conducted to support the FPRA. In 
letters dated February 24, 2014(Reference10), March 25, 2014 (Reference 11), April 25, 2014 
(Reference 12), and August 27, 2014 (Reference 14), the licensee responded to the RAls. 

• The NRC staff found that parts of the walls of the Unit 1 MCR shift supervisor's 
office were covered with wood paneling. In FM RAI 01.a (Reference 23), the 
NRC staff requested that the licensee provide technical justification for not 
considering fire scenarios that involve this wood paneling in the MCR 
abandonment analyses. 

In its response to FM RAI 01.a (Reference 12), the licensee explained that it 
updated the control room abandonment calculation for the Unit 1 MCR to include 
a sensitivity fire scenario that addresses the effect of the wood paneling on the 
predicted abandonment times and the probability of control room abandonment. 
The licensee further explained that the additional sensitivity calculations show 
that the abandonment time is approximately the same as for a workstation fire in 
an office without wood paneling on the walls. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the additional sensitivity calculations show that the total probability of 
control room abandonment is bound by an open location transient ignition 
source. 

• In FM RAI 01.b (Reference 23), the NRC staff requested that the licensee 
provide the basis for the assumption in the MCR abandonment study that the fire 
brigade is expected to arrive within 15 minutes, and to discuss possible adverse 
effects of not meeting this assumption on the results of the FPRA. 

In its response to FM RAI 01.b (Reference 12), the licensee provided the results 
of fire drills conducted between November 25, 1981, and December 26, 2013, for 
spaces near the control room as well as spaces that are farther from the fire 
brigade assembly area. The licensee explained that the response times from 
these fire drills varied between 5 and 15 minutes. The licensee further explained 
that the fire brigade response time affects the control room abandonment 
scenarios in which the fire brigade is assumed to open a boundary door upon 
arrival, and that additional sensitivity calculations were performed to determine 
the effect on the calculated abandonment times and the total probability of 
control room abandonment of opening the boundary door to the control room at 
10 and at 20 minutes. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the expected fire brigade response time based on drills is equal to or 
shorter than the time of 15 minutes assumed in the control room abandonment 
calculations, and the additional sensitivity calculations show that variations in the 
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assumed response time do not have an effect on the probability for control room 
abandonment used in the FPRA. 

• In FM RAI 01.c (Reference 23), the NRC staff requested that the licensee 
describe how the different fires and ventilation conditions considered in the MCR 
abandonment time calculations were weighed in terms of their contribution to the 
risk, to provide technical justification for the assumed location of electrical panel 
fires (inside or outside the MCR), and to explain to what extent fire spread to 
adjacent panels was assumed. 

In its response to FM RAI 01.c (Reference 12), the licensee explained that the 
MCR abandonment calculations were revised to include the following cases: 

(1) Single cable bundle electrical panel fire in the MCR; 

(2) Multiple cable bundle electrical panel fire in the MCR; 

(3) Multiple cable bundle electrical panel fire (spreading) in the MCR; 

(4) Open electrical panel fire (spreading) in the MCR; 

(5) Open location transient fuel package fire in the MCR; 

(6) Wall location transient fuel package fire in the MCR; 

(7) Corner location transient fuel package fire in the MCR; 

(8) Self-ignited cable tray fire in the MCR; 

(9) Open location transient fuel package fire in the computer room -
staff support area; 

(10) Wall location transient fuel package fire in the computer room -
staff support area; and 

(11) Corner location transient fuel package fire in the computer room -
staff support area. 

The licensee further explained that it re-quantified the FPRA using the calculated 
abandonment times and corresponding MCR abandonment probability for the 
bounding cases. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee re-calculated the MCR abandonment times for a 
comprehensive set of scenarios (including non-propagating and propagating 
panel fires and transient wall and corner fires), and used the bounding panel 
configuration, transient location and HVAC configuration to calculate the control 
room abandonment probability. 
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• In FM RAI 01.d (Reference 23), the NRC staff requested that the licensee 
provide technical justification for the assumption in the MCR abandonment time 
calculations that fire spreads to adjacent cabinets in 15 minutes, instead of 
10 minutes as recommended in NUREG/CR-6850, Appendix S for the case when 
cables in an adjacent electrical cabinet are in direct contact with the separating 
wall. 

In its response to FM RAI 01.d (Reference 12), the licensee explained that the 
control room abandonment calculations for propagating panels fires were revised 
using a time for the fire to spread to adjacent panels of 10 minutes. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee re-calculated the control room abandonment times 
assuming that propagating panel fires spread to adjacent panels in10 minutes, 
and updated the FPRA accordingly. 

• In FM RAI 01.e (Reference 23), the NRC staff requested that the licensee 
provide technical justification for the assumption that transient fires in the MCR 
grow at a 'medium' t2 growth rate, and for not following the guidance in FAQ 
08-0052 (Reference 40) which was listed in LAR Attachment H as being utilized 
in the LAR. 

In its response to FM RAI 01.e (Reference 12), the licensee stated that it chose a 
'medium' t2 fire growth rate based on data in the Society of Fire Protection 
Engineers (SFPE) Handbook (Reference 125). The licensee explained that for 
HRR bins 1-5, a 'medium' t2 fire growth rate leads to shorter calculated 
abandonment times, and that for the remaining HRR bins, the time to peak HRR 
of two minutes for loose trash in FAQ 08-0052 (Reference 71) results in shorter 
abandonment times. The licensee further explained that assuming a two-minute 
transient fire growth rate and well-ventilated fuel properties results in a lower 
probability of Unit 1 and Unit 2 MCR abandonment than assuming an eight­
minute growth, as recommended in FAQ 08-0052 for contained trash, in 
combination with poorly-ventilated fuel properties. The licensee further stated 
that the baseline transient fire scenarios were therefore changed to assume an 
eight-minute growth time and poorly-ventilated fuel properties, and that it re­
quantified the FPRA accordingly. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee changed the baseline transient fire scenario assumptions 
to make them consistent with FAQ 08-0052 and to obtain the most conservative 
probability for MCR abandonment. 

• The NRC staff found that some fire model parameters that were assessed in the 
sensitivity analyses for the Units 1 and 2 MCR abandonment time calculations 
appear to have a significant effect on the abandonment times. In FM RAI 01.f 
(Reference 23), the NRC staff requested that the licensee explain how the results 
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of the sensitivity analysis in the MCR abandonment time study were used in the 
FPRA. 

In its response to FM RAI 01.f (Reference 12), the licensee explained that it 
updated the sensitivity analysis to provide a conservative basis for the baseline 
fire scenarios in lieu of incorporating the results directly into the FPRA. The 
licensee further explained that the revised baseline scenarios were established 
based on the effect of variations of selected input parameters on the control room 
abandonment time and the probability for control room abandonment, and that 
the input parameters that were included in the revised sensitivity analysis were 
separated into one of three groups: 

(1) Parameters that do not significantly affect the analysis results; 

(2) Parameters that have a significant effect on the analysis results 
and for which the baseline case is conservative; and 

(3) Parameters that have a significant effect on the analysis results 
and for which the baseline case is not conservative. 

The licensee further stated that input parameters were considered to have a 
significant adverse effect on the calculated abandonment times if the sensitivity 
case results in an increase of the probability for abandonment of 15 percent or 
more over the corresponding baseline, and that two parameters were identified in 
the revised sensitivity analysis as having a significant adverse effect, the initial 
ambient temperature in the MCR, and the HRR of a large transient fire such as 
that involving a workstation or the wood paneling in the Unit 1 MCR shift 
supervisor's office. The licensee further explained that the elevated control room 
temperature corresponding to a 15 percent increase in the probability for 
abandonment is outside accepted operating conditions, no baseline scenarios 
were adjusted for this input parameter. The licensee further explained that large 
transient fire scenarios are comparable to or bounded by an open location 
transient ignition source in terms of total probability of control room 
abandonment. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee used the results of the sensitivity analysis in the MCR 
abandonment time study to revise the baseline fire scenarios and maximize the 
probability for control room abandonment. Since there is no basis for the 
15 percent limit, the NRC staff's conclusion is based on (1) the fact that for 
approximately 90 percent of the sensitivity cases the abandonment time is about 
the same (within 0.1 min) or longer than in corresponding baseline case, and 
(2) the NRC staff's detailed evaluation of the sensitivity cases for which 
abandonment times are shorter than in the corresponding baseline case. 

• In FM RAI 01.g (Reference 23), the NRC staff requested that the licensee explain 
how the modification to the critical heat flux for a target that is immersed in a 
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thermal plume described in in the GFMTs approach was used in the ZOI 
determination. 

In its response to FM RAI 01.g (Reference 12), the licensee explained that it 
implemented the modified critical heat flux using either a two- or a three-point 
treatment in the FPRA, and that it used the former in most areas of the plant. 
The licensee further explained that the two-point treatment applies to the ZOI 
tables in the GFMTs without any adjustments for HGL temperatures of 
80 degrees Celsius (°C) or less, and assumes full room burnout when the HGL 
temperature is higher than 80 °C. The licensee further stated that it used a 
three-point treatment in the Units 1 and 2 CSRs and in the Unit 2 "A" cable loft. 
The licensee further explained that in these three compartments, it used the ZOI 
tables for thermoplastic cable targets for HGL temperatures of 80 °C or less; that 
it applied the ZOI tables for sensitive components, which have a heat flux 
threshold of 3.0 kW/m2, for HGL temperatures between 80°C and 131 °C; and 
that it assumed full room burnout for HGL temperatures exceeding 131 °C. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee's approach conservatively accounts for the effect of an 
elevated surrounding gas temperature on the damage of targets exposed to 
radiant heat. 

• In FM RAI 01.h (Reference 23), the NRC staff requested that the licensee 
provide technical justification to demonstrate that the GFMTs approach, as used 
to determine the ZOI of fires that involve multiple burning items, is conservative 
and bounding. 

In its response to FM RAI 01.h (Reference 12), the licensee explained that the 
ZOI tables for fires that involve secondary combustibles (cable trays) were 
updated, and that the revised ZOls were based on the combined HRR of the 
ignition source and the cable trays involved in the fire. The licensee further 
explained that it followed the guidance for modeling fire propagation in cable 
trays provided in NUREG/CR-6850 and NUREG/CR-7010 to determine the latter, 
and that it made the following conservative assumptions in the calculations: 

(1) Cable trays are fully loaded and, and following ignition, are 
capable of sustaining combustion for the duration of the fire 
scenario; 

(2) Fire spread along a cable tray occurs in two directions; 

(3) The cable tray length is sufficient for supporting fire spread in the 
two directions for the duration of the fire scenario; 

(4) Cable trays are assumed to be vertically stacked; 

(5) All cables are assumed to be thermoplastic; and 
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(6) The ignition delay for the lowest cable tray is assumed to be one 
minute. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee re-calculated the ZOls for fires that involve cable trays 
based on a conservative implementation of the guidance provided in 
NUREG/CR-6850 and NUREG/CR-7010, and re-quantified the FPRA 
accordingly. 

• In FM RAI 01.i (Reference 23), the NRC staff requested that the licensee: 

i. Describe how the flame spread and fire propagation in cable trays 
and the corresponding HRR of cables was determined; 

ii. Provide technical justification for the assumption that the lowest 
cable tray in a stack located above an ignition source will not 
ignite unless the tray is located below the flame tip of the ignition 
source fire; 

iii. Explain how cables coated with Flamemastic 77 and covered 
cable trays were treated in these calculations; and 

iv. Describe how the cable tray flame spread, fire propagation and 
HRR estimates affect the ZOI determination and HGL temperature 
calculations. 

In its response to FM RAI 01.i (Reference 12), the licensee: 

i. Explained that it calculated the flame spread and fire propagation 
in a stack of horizontal cable trays following the guidance provided 
in Appendix R of NUREG/CR-6850 and Section 9 of 
NUREG/CR-7010 for thermoplastic cables, except it assumed the 
bottom cable tray in a stack to ignite one minute after the ignition 
source, compared to the five minutes in NUREG/CR-7010. 

ii. Explained that it used the available full scale test data for cable 
tray ignition and propagation as the physical basis for the 
assumption that the lowest cable tray in a stack located above an 
ignition source ignites only if it is at or below the flame tip of the 
ignition source. The licensee further demonstrated, based on a 
detailed discussion of selected results from full-scale cable tray 
fire tests and small-scale cone calorimeter data, that the 
temperature and heat flux in the thermal plume above the flame 
tip are too low to cause ignition of a cable tray; 

iii. Stated that the detailed FM calculations in which flame spread and 
fire propagation in cable trays are addressed do not credit passive 
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fire protection features such as Flamemastic 77 or cable tray 
covers. 

iv. Explained that the ZOI and HGL temperature were re-calculated 
as a function of time based on the combined HRR from the 
ignition source and burning cable trays. The licensee further 
explained that, compared to ignition source fires, the increased 
HRR in fires that involve secondary combustibles results in a 
larger ZOI at a given time and a shorter time to reach threshold 
HGL temperatures. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee used a conservative implementation of the models 
described in NUREG/CR-6850 and NUREG/CR-7010 to calculate fire 
propagation in and HRR of cable trays, provided technical justification for the first 
cable tray ignition criteria that were used, did not take credit for Flamemastic 77 
and cable tray covers, and used the combined ignition source-cable tray HRR to 
determine the ZOI and HGL temperature for fires that involve secondary 
combustibles. 

• In FM RAI 01.j (Reference 23), the NRC staff requested that the licensee 
describe how transient combustibles in an actual plant setting are characterized 
in terms of the three fuel package groupings in the GFMTs; to identify areas, if 
any, where the NUREG/CR-6850 transient combustible HRR characterization 
may not encompass typical plant configurations; and to explain if any 
administrative action will be used to control the type of transients in a fire area. 

In its response to FM RAI 01.j (Reference 12), the licensee stated that transient 
combustibles are categorized as miscellaneous materials that do not contain 
combustible liquids and that it does not differ in any significant manner from other 
plants with respect to its transient combustible controls to warrant a significant 
increase or decrease of the 981h percentile HRR of 317 kW recommended in 
NUREG/CR-6850. The licensee further stated that to address the potential for 
violation of administrative controls in areas that have been designated as "no 
transient combustible areas", it applied a 69 kW peak HRR as discussed in more 
detail in its response to PRA RAI 04. The licensee further stated that two cases 
were considered in the Unit 1 and Unit 2 control room abandonment calculations 
in which higher transient HRRs were postulated than recommended in 
NUREG/CR-6850, Appendix E, and stated that these fuel packages are unique 
to the control room areas. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the HRRs of transient combustibles assumed in the FM analyses are 
consistent with plant conditions, and deviations from the guidelines in 
NUREG/CR-6850 were justified based on administrative controls in "no transient 
combustible areas" and the presence of large transient combustibles in the 
control room areas. 
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• In FM RAI 01.k (Reference 23), the NRC staff requested that the licensee 
describe how the ignition time of the bottom tray in the stack was determined in 
the FLASH-CAT calculations. 

In its response to FM RAI 01.k (Reference 12), the licensee stated that the 
bottom cable tray in a cable tray stack is ignited one minute after the ignition 
source ignites in all FLASH-CAT calculations. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the ignition time of the bottom tray assumed in the FLASH-CAT 
calculations is more conservative than the generic value of five minutes that is 
assumed in NUREG/CR-7010. 

• In FM RAI 01.1 (Reference 23), the NRC staff requested that the licensee explain 
why the approach to model fire propagation in a vertical stack of two cable trays 
(or less) described in the GFMTs approach bounds the FLASH-CAT model. 

In its response to FM RAI 01.1 (Reference 12), the licensee stated that it replaced 
the cable tray fire propagation model provided in the GFMTs approach with a 
calculation method based on the recommendations of NUREG/CR-6850, 
Appendix Rand NUREG/CR-7010, Section 9. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee did not use the cable tray fire propagation model in the 
GFMTs approach in the final FPRA, and replaced it with a conservative 
implementation of the model described in NUREG/CR-6850, Appendix R and the 
FLASH-CAT model described in NUREG/CR-7010. 

• In FM RAI 01.m (Reference 23), the NRC staff requested that the licensee 
explain how non-cable intervening combustibles were identified and accounted 
for in the FM analysis. 

In its response to FM RAI 01.m (Reference 12), the licensee stated that a 
confirmatory walkdown to identify non-cable intervening combustibles that could 
impact FPRA targets resulted in three new transient scenarios involving piping 
insulation located in the Unit 1 and 2 Cable Spreading Rooms. The licensee 
further explained that these new transient fire scenarios were analyzed assuming 
that the HRR contribution of the insulation is equivalent to that of thermoplastic 
cable insulation in a single cable tray. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee identified non-cable intervening combustibles that could 
ignite and lead to additional target damage, and subsequently re-quantified the 
FPRA to account for the fire scenarios that involve these intervening 
combustibles. 
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• In FM RAI 01.n (Reference 23), the NRC staff requested that the licensee 
provide technical justification for not accounting for wall and corner effects in the 
case of transient fires, combustible liquid fires and electrical cabinet fires. 

In its response to FM RAI 01.n (Reference 12), the licensee explained that the 
initial FPRA supporting the LAR submittal included location factors for transient 
fires, and that it performed a walkdown of other fire scenarios to assess the need 
for application of location factors due to proximity (within 2 feet) of walls or 
corners. The licensee further stated that the results of the revised FM 
calculations were incorporated into the updated FPRA which has been re­
quantified to incorporate the impact of all RAls. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee revised the FM calculations to account for location effects 
for combustible liquid fires and electrical cabinet fires, and updated the FPRA 
accordingly. 

• In FM RAI 01.o (Reference 23), the NRC staff requested that the licensee 
provide the technical basis for the assumption that no HGL will develop in areas 
that are modified to vent to the outside atmosphere. 

In its response to FM RAI 01.o (Reference 12), the licensee described the 
planned modifications in the 18 and 28 switchgear rooms in detail. The licensee 
further stated that both modifications provide a significant open vent at or near 
the ceiling with a low resistance path directly to the outside atmosphere, and are 
therefore expected to ensure a free flow of hot gases outside the fire zone to 
preclude HGL formation. 

In FM RAI 01.o.01 (Reference 13), the NRC staff requested that the licensee 
provide a quantitative evaluation to demonstrate that no HGL will develop in 
areas that are modified to vent to the outside atmosphere. 

In its response to FM RAI 01.o.01 (Reference 14), the licensee stated that it 
performed a CFAST analysis to determine the effect of a single 55 x 55 in. vent 
near the ceiling on the time for the HGL temperature to reach threshold values in 
the 18 Switchgear Room, and that the evaluation for this fire zone is bounding for 
the 28 Switchgear Room. The licensee further explained that CFAST 
calculations were performed for a total of 540 scenarios, (i.e., 6 ignition 
source/secondary combustible combinations x 15 HRR bins x 3 natural 
ventilation configurations x 2 forced ventilation configurations), and stated that 
the risk contribution of the potential HGL scenarios that were identified from the 
CFAST calculations, combined with the MCA impact is less than 2 percent of the 
total calculated FPRA risk. The licensee further stated that this risk contribution 
will be incorporated into the overall quantification for both units which will be 
submitted with the final 2nd round RAI responses. 

In a letter dated October 10, 2014 (Reference 16) the licensee responded to PRA 
RAI 21 and provided the results of the composite analysis showing the integrated 
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impact on the fire risk (CDF, LERF, delta CDF, delta LERF) reflecting the 
resolution of all RAls and provided an updated LAR Attachment W. The licensee 
stated that the final composite analysis results reflect input from walkdown of 
barriers to support HGL and MCA credit for barriers (as discussed apove). 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the risk contribution of HGL and multi-compartment scenarios in the two 
fire zones that are modified to vent to the outside atmosphere is small and the 
licensee incorporated this risk contribution into the overall quantification for both 
units. · 

• In FM RAI 01.p (Reference 23), the NRC staff requested that the licensee explain 
how high energy arcing fault (HEAF) initiated fires were addressed in the HGL 
analysis, and to provide technical justification for the approach it used to 
calculate the HGL timing for such fires. 

In its response to FM RAI 01.p (Reference 12), the licensee stated that the HGL 
analysis and MCA supporting the original LAR submittal included the post-HEAF 
fire growth curve as defined in NUREG/CR-6850 Section G.3.1. The licensee 
further explained that the revised analysis incorporated HEAF scenarios based 
on the guidance for Task 11 and that provided in Appendix M of 
NUREG/CR-6850. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee revised the FM analysis to include HEAF scenarios based 
on the guidance in NUREG/CR-6850. 

• In FM RAI 02.a (Reference 23), the NRC staff requested that the licensee 
describe how it characterized the installed cabling in the power block, specifically 
with regard to the critical damage threshold temperatures and critical heat flux for 
thermoset and thermoplastic cables as described in NUREG/CR-6850. 

In its response to FM RAI 02.a (Reference 10), the licensee stated that it 
characterized the cabling in both Unit 1 and Unit 2 as thermoplastic (even though 
the majority of the cables in Unit 2 are Kerite cables), and that the generic 
thresholds for thermoplastic cable as described in NUREG/CR-6850, 
Appendix H, Table H-1 were used in the FPRA to determine cable damage. The 
licensee further explained that it adjusted the heat flux damage threshold for 
targets immersed in a hot gas environment to account for the combined effects of 
convective and radiative heating as discussed in the response to FM RAI 01.g. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee's characterization of the cabling in the power block in terms 
of damage thresholds is conservative and consistent with NUREG/CR-6850 
guidance. 



- 108 -

• In FM RAI 02.c (Reference 23), the NRC staff requested that the licensee 
describe how cable tray covers and conduits affect the damage thresholds that 
were used in the FM analyses. 

In its response to FM RAI 02.c (Reference 10), the licensee stated that the same 
damage thresholds were applied for cables routed in covered trays or in conduits 
as were applied for cables in trays which were not covered. The licensee further 
stated that the only credit for covered trays and conduits is in terms of secondary 
combustibles and that neither fire propagation nor additional HRR for the HGL 
calculations was postulated for covered trays or conduit. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because cables in covered trays and conduits were subjected to the same ZOI 
as all other cable targets in a given scenario. 

• In FM RAI 02.d (Reference 23), the NRC staff requested that the licensee explain 
what damage thresholds were used in the FM analyses for cables coated with 
Flamemastic 77. 

In its response to FM RAI 02.d (Reference 10), the licensee stated that 
thermoplastic damage thresholds were applied to all cables, whether coated or 
not coated with Flamemastic. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee did not credit Flamemastic to limit damage to FPRA cable 
targets. 

• In FM RAI 02.e (Reference 23), the NRC staff requested that the licensee 
describe the methodology that it used to convert damage times for thermoplastic 
cables in Appendix H of NUREG/CR-6850 to percent damage as a function of 
heat flux, and to explain how it applied this methodology to determine damage to 
targets within the horizontal ZOI. 

In its response to FM RAI 02.e (Reference 10), the licensee explained that it 
revised the method to address some of the uncertainties in the underlying 
assumptions of the original methodology. The licensee further stated that it 
developed the damage accrual method to estimate the time to damage of a 
target that is located at a specified distance above a cabinet fire, and explained 
that the original method consists of the following four steps: 

(1) Determine the HRR curve of the cabinet fire for the 15 bins. This 
is taken directly from Appendices E and Gin NUREG/CR-6850. 

(2) Determine for a range of cabinet HRRs how the heat flux to a 
target varies as a function of elevation above the fire. A line is 
fitted through four data points that are obtained from the GFMTs. 
The first point is at half the flame height. In the GFMTs the heat 
flux at this height is assumed to be 120 kW/m2

. The other three 
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points are based on the vertical ZOI in the GFMTs for thermoset 
cable targets (11 kW/m2

), class A combustibles (9 kW/m2
), and 

thermoplastic cable targets (5.7 kW/m2
). 

(3) Determine how the heat flux at the target varies as a function of 
time. For each bin the heat flux at the target is determined as a 
function of time based on the HRR as a function of time (from #1) 
and the heat flux as a function of the HRR (from #2). 

(4) Determine the time to damage. For each bin the time to damage is 
estimated as a function of the time-varying heat flux calculated in 
#3 and the failure time-heat flux relationship in Tables H-7 (for 
thermoset cable targets) and H-8 (for thermoplastic cable targets) 
in NUREG/CR-6850. The inverse of the failure time is assumed to 
represent the amount of damage accrued per minute (DR), or the 
"damage rate", at the corresponding heat flux. The time to failure 
of a target exposed to a time-varying heat flux is determined as 
the time when the integral of the damage rate is equal to one. 

The licensee further explained that the original method assumed that no damage 
is accrued as long as the heat flux at the target is below the NUREG/CR-6850 
thermoplastic damage threshold, and that, since this assumption is 
non-conservative, it revised the last step of the method to address the 
non-conservatism by making the minimum damage rate equal to the rate at the 
damage threshold rather than zero. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the revised methodology relies on an interpolation between the ZOI 
tables in the GFMTs approach and is based on reasonable assumptions to 
estimate damage accrual for targets exposed to time-varying heat fluxes based 
on the failure time-heat flux relationship in Table H-8 of NUREG/CR-6850. 

Conclusion for Section 3.4.2.3 

Based on the licensee's description in the LAR, as supplemented, of the process for performing 
FM in support of the FREs and clarifications provided in response to the RAls, the NRC staff 
concludes that the licensee's approach for meeting the requirements of NFPA 805, Section 
2.4.3.3 is acceptable. 

3.4.2.4 Conclusions Regarding Fire PRA Quality 

Based on NUREG-0800, Section 19.2 (Reference 44), Section 111.2.2.4.1, summarizing the 
NRC staffs review of PRA Quality required for an LAR, the NRC staff concludes that the 
licensee's PRA satisfies the guidance in RG 1.17 4, Section 2.3, and RG 1.205, Section 4.3 
regarding the technical adequacy of the PRA used to support a risk informed LAR. 

The NRC staff concludes that the PRA approach, methods and data are acceptable, and 
therefore, that NFPA 805 Section 2.4.3.3 is satisfied for the request to transition to NFPA 805. 
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The NRC staff based this conclusion on the findings that: (1) the PRA model meets the criteria 
in that it adequately represents the current, as built, as operated configuration, as it will be 
configured after full implementation of NFPA 805, and is therefore capable of being adapted to 
model both the post-transition and compliant plant as needed; (2) the PRA model conforms 
sufficiently to the applicable industry PRA standards for internal events and fires at an 
appropriate capability category CC, considering the acceptable disposition of the peer review 
and NRC staff review findings; and (3) the FM used to support the development of the FPRA 
has been confirmed as appropriate and acceptable. 

The FPRA used to support RI self-approval of changes to the FPP must use an acceptable PRA 
approach and acceptable methods and data. The NRC staff concludes that with one exception, 
the changes already made to the baseline FPRA model to incorporate acceptable methods, as 
detailed in the response to PRA RAI 21 (Reference 16), and discussed above, demonstrate that 
NFPA 805 criteria are satisfied and that the FPRA is acceptable for use to support self-approval 
changes to the FPP. The one exception to the use of acceptable methods in the baseline FPRA 
is the use of the electrical fire suppression curve instead of the HEAF suppression curve for all 
HEAF events. The licensee provided a sensitivity study that corrected the risk results 
associated with transition to NFPA 805 and provided an action in LAR Attachment S, Table S-2, 
Implementation Item 20 to ensure this issue will be corrected prior to self-approval of 
post-transition change evaluations that may be impacted by use of the accepted HEAF 
suppression curve. 

Based on the licensee's administrative controls to maintain the PRA models current and assure 
continued quality, using only qualified staff and contractors, the NRC staff concludes that the 
PRA maintenance process can assure that the quality of the PRA is sufficient to support self­
approval of future RI changes to the FPP under the NFPA 805 license condition following 
completion of all implementation items described in LAR Attachment S, Table S-2, as 
supplemented. 

3.4.3 Fire Risk Evaluations 

For those fire areas for which the licensee used a PB approach to meet the NSPC, the licensee 
used FREs in accordance with NFPA 805, Section 4.2.4.2, to demonstrate the acceptability of 
the plant configuration. In accordance with the guidance in RG 1.205, Section C.2.2.4, "Risk 
Evaluations," the licensee used an RI approach to justify acceptable alternatives to comply with 
NFPA 805 deterministic criteria. The NRC staff reviewed the following information during its 
evaluation of the FREs: LAR Section 4.5.2, "Performance Based Approaches"; LAR 
Attachment C, "NEI 04-02 Table B-3 -Fire Area Transition"; and LAR Attachment W, "Fire PRA 
Risk Insights"; as well as associated supplemental information. 

Plant configurations that did not meet the deterministic requirements of NFPA 805, 
Section 4.2.3.1 were considered VFDRs. VFDRs that will be brought into deterministic 
compliance through plant modifications need no risk evaluation. In LAR Attachment C, 
"NEI 04-02 Table B-3 - Fire Area Transition," the licensee identified the VFDRs that it does not 
intend to bring into deterministic compliance under NFPA 805. For these VFDRs, the licensee 
performed evaluations using the RI approach, in accordance with NFPA 805, Section 4.2.4.2, to 
address FPP non-compliances and demonstrate that the VFDRs are acceptable. 
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The licensee categorized all of the VFDRs as separation issues or degraded fire protection 
systems or features. The VFDRs categorized as separation issues can generally be 
categorized into the following three types of plant configurations: (1) inadequate separation 
resulting in fire-induced damage of process equipment or associated cables required for the 
identified success path; (2) inadequate separation resulting in fire-induced spurious operation of 
equipment that may defeat the identified success path; or, (3) inadequate separation resulting in 
fire-induced failure of process monitoring instrumentation or associated cables required for the 
identified success path. Another category of separation related VFDRs are combinations of the 
above configurations. 

In its response to PRA RAI 11 (Reference 11 ), the licensee summarized how an FRE is, in 
general, performed for a VFDR. The post-transition case includes the VFDR in the PRA model 
while the compliant case removes the VFDR from the PRA model. The VFDR is removed from 
the PRA model by treating basic events associated with fire failed events components related to 
a VFDR as if they were unaffected by fire. The change in risk associated with each fire area is 
then obtained by calculating the difference between the CDF and LERF of the compliant plant 
configuration and the post-transition plant configuration. For those VFDRs that are considered 
to have no or an insignificant change in risk based on qualitative evaluation, the change in risk, 
as discussed in the licensee's response to PRA RAI 11, is not estimated with the FPRA but 
rather designated as having negligible or no impact. The total change in risk was obtained by 
summing the change in risk for each fire area and comparing the total for each unit to the 
RG 1.17 4 acceptance guidelines. 

Exceptions to the VFDR modeling mechanism discussed above are associated with the 
change-in-risk calculation for the MCR abandonment due to loss of habitability for fires within 
the MCR, and MCR abandonment due to loss of control for fires in the CSR. The change-in-risk 
is estimated as the post-transition minus the compliant plant risk. A conservative result is 
achieved by overestimating the post-transition risk or by underestimating the compliant plant 
risk. The change-in-risk from MCR abandonment due to loss of habitability relies on 
overestimating the post-transition risk. The change-in-risk from CSR fires relies on 
underestimating the compliant plant risk. 

As described in LAR Attachment V, Section V.3, and in the licensee's response to PRA 
RAI 11.c and 11.c.01 (Reference 11 ), the licensee indicated that MCR loss of habitability 
post-transition PRA models initially assumed that the MCR is not abandoned and estimated a 
conditional core damage probability/conditional large early release probability (CCDP/CLERP)2 

for shutting down the plant from within the MCR. If evaluation of the fire in the MCR indicates 
habitability might be lost, the calculated CCDP is adjusted upward to either 0.1, 0.2 or one. The 
compliant plant CCDP is estimated as failing of the single train of equipment available at the 
HSCP (including requiring operation of the diesel) and assigned a value of 0.04. The licensee 
discussed that a low initial CCDP (i.e., less than 1 E-03) indicates few equipment outside of the 
MCR is failed and should be available to use to shutdown the plant. Similarly, a moderate (i.e., 
between 1 E-03 and 0.1) or high (i.e., greater than 0.1) initial CCDP indicates that some 
important equipment has been failed and shutting down the plant without using the HSCP would 
be difficult. The licensee subsequently assigned the three post-transition CCDPs and the 
single compliant plant CCDP to each of the scenarios and estimated the change-in-risk. The 

2 As with CSR fires, the licensee uses a simple ratio to convert CCDP to CLERPs. 
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NRC staff concludes that the modeling of the MCR after fires that cause loss of habitability is 
acceptable because the initial CCDP estimate provides a measure of the non-fire-affected 
equipment available to shutdown the plant and the values assigned to the post-transition and 
compliant plant's CCDPs is expected to overestimate the post-transition plant risk and will not 
yield an artificially negative result. 

The licensee's modeling of fires in the CSR also defines three bins of increasing fire severity. 
The compliant plant FPRA models MCR abandonment due to loss of control for every fire 
scenario postulated in the CSR. The post-transition plant FPRA never models MCR 
abandonment due to loss of control for any fire scenario postulated in the CSR. In its response 
to PRA RAI 11.c.02.01.h (Reference 19), the licensee explained how its mathematical 
manipulations yield appropriate transition change in risk estimates without modelling the as-built 
and as-operated compliant plant. 

In the response to PRA RAI 11.c.02.01.g (Reference 19), the licensee defined the three "bins" 
of CSR fire scenarios. Two of these "bins" are based on whether the post-transition plant 
scenario CCDP is greater or less than the fixed compliant plant CCDP of 0.0053 and 0.0062 for 
Units 1 and 2, respectively. The third bin is based on whether the post-transition plant scenario 
results in development of a HGL, which is assumed to damage all equipment within the CSR. 

In the first bin, the estimated post-transition plant scenario CCDP is less than the fixed 
compliant plant CCDP of 0.0053 and 0.0062 for Units 1 and 2, respectively. For these 
scenarios, the fire is labeled as "small," and the compliant plant's CCDP is lowered to the same 
value as that of the post-transition plant, resulting in a change in risk of zero. The licensee 
indicated that this manipulation is equivalent to modeling the compliant case as if these 
scenarios did not result in MCR abandonment. The NRC staff concludes that this interpretation 
is acceptable. 

In the second bin, the estimated post-transition plant scenario CCDP is greater than the fixed 
compliant plant CCDP of 0.0053 and 0.0062 for Units 1 and 2, respectively. For these 
scenarios, the fire is labeled as "more severe," and the fixed compliant plant CCDP is 
subtracted from the higher post-transition plant CCDP. The licensee indicated that these 
relatively high post-transition plant CCDPs indicate that less than a single path of shutdown 
equipment would be available from the MCR and that more equipment is therefore available in 
the compliant plant FPRA model. Additionally, the licensee indicated that offsite power may not 
be available for all scenarios, that human error could occur, and that not modeling these failures 
in the compliant plant FPRA model leads to a lower bound compliant plant CCDP, which thus 
maximizes the resulting change in risk. The NRC staff concludes that assuming the availability 
of offsite power and no human errors for all scenarios results in a lower compliant plant CCDP 
than would otherwise be achieved is acceptable, and agrees with the licensee that a lower 
bound compliant plant CCDP maximizes the resulting change in risk. If a shutdown path does 
not appear to be available, existing plant procedures call for operators to electrically isolate the 
HSCP from the MCR and establish control at the HSCP. For "more severe" fires in this second 
bin, the compliant plant FPRA model is consistent with assuming that the abandonment 
procedures are followed. The NRC staff concludes that the general considerations above 
indicate that the quantitative risk results are derived from a reasonable evaluation and that 
additional analytic effort to investigate and model "more severe" fires in greater detail would not 
necessarily yield more accurate results. 
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In the third bin, a HGL is assumed to fail all equipment in the CSR, and the post-transition plant 
FPRA model, which does not credit the HSCP, assumes a CCDP of one. The fixed compliant 
plant values are subtracted from one. The licensee indicated that a post-transition plant CCDP 
of one is an upper bound because this estimate does not credit the HSCP, whereas the 
compliant plant CCDP is a lower bound estimate for MCR abandonment that is anticipated to 
occur for the reasons discussed under the second bin. A lower-bound compliant plant risk 
estimate subtracted from an upper-bound post-transition risk estimate results in a conservative 
change in risk. The NRC staff concludes that this interpretation is acceptable. 

The NRC staff concludes that the licensee's methods for calculating the change in risk 
associated with VFDRs are acceptable because they are consistent with RG 1.205, 
Section 2.2.4.1, and FAQ 08-0054 (Reference 72). The NRC staff also concludes that the 
methodology to evaluate the change-in-risk associated with MCR abandonment on loss of 
habitability and loss of control appear reasonable as applied to this licensee's single HSCP and 
two 111.G.3 fire areas. The NRC staff further concludes that the results of these calculations for 
each fire area, which are summarized in LAR Attachment W, Tables W-6 and W-7, as 
supplemented, demonstrate that the difference between the risk associated with implementation 
of the deterministic requirements and that of the VFDRs meets the risk acceptance criteria 
described in NFPA 805, Section 2.4.4.1. 

3.4.4 Additional Risk Presented by Recovery Actions 

The NRC staff reviewed LAR Attachment C, "NEI 04-02 Table B-3 - Fire Area Transition"; 
LAR Attachment G, "Recovery Actions Transition"; and LAR Attachment W, "FPRA Risk 
Insights" during its evaluation of the additional risk presented by the NFPA 805 RAs. SE 
Section 3.2.5 describes the identification and evaluation of RAs. 

The licensee used the guidance in RG 1.205, Revision 1, and FAQ 07-0030 
(Reference 65), for addressing RAs. This included consideration of the definition of primary 
control station (PCS) and of RA. Accordingly, any actions required to transfer control to, or 
operate equipment from, the PCS, while required as part of the RI/PB FPP, were not 
considered RAs per the RG 1.205 guidance and in accordance with NFPA 805. 
Conversely, any OMAs required to be performed outside the MCR to resolve a VFDR to 
meet risk criteria and not at the PCS were considered RAs. 

The licensee identified the RAs required to meet risk and DID criteria in LAR Attachment G, 
Table G-1. Operator actions that are performed at the PCS following MCR abandonment are 
also identified in LAR Attachment G, Table G-1, but as explained above, they are not 
considered RAs. 

As indicated in LAR Attachment W, Tables W-6 and W-7, as supplemented (Reference 22), the 
additional risk of RAs for each fire area that credits RAs for risk reduction is, in general, 
conservatively calculated as the sum of all cutsets that include any human action taken outside 
the control room. As appropriate, actual RAs (i.e., RAs required for risk) were identified in some 
fire areas and the additional risk of RAs more precisely estimated as the sum of the cutsets 
including RAs. Both these calculations are consistent with the acceptable methodology of 
setting the risk of RAs to zero and therefore acceptable. 
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In LAR Attachment W, Tables W-6 and W-7, as supplemented (Reference 22), the licensee 
stated that the additional risk of RAs for Units 1 and 2 is a CDF of 4.04E-06/reactor-year and 
3.75E-06/reactor-year, respectively, as well as LERF of 8.28E-07/reactor-year and 
8.49E-07 /reactor-year, respectively. RG 1.205 Position 2.2.4.1 indicates that the RG 1.17 4 
guidelines are also applicable to the additional risk of RAs and the reported values are below 
the change in risk acceptance guidelines and therefore acceptable. 

As described in LAR Attachment G, the licensee reviewed all of the RAs for adverse impact on 
plant risk per FAQ 07-0030 and stated that no RAs listed in LAR Attachment G, Table G-1 were 
found to have an adverse impact. Furthermore, all RAs listed in LAR Attachment G were 
evaluated against the feasibility criteria provided in NEI 04-02, FAQ 07-0030, and RG 1.205, 
Rev. 1. LAR Attachment S, Table S-2, Implementation Item 11, includes an action for the 
licensee to update the post-fire shutdown procedures and associated operator training to 
incorporate updated NSCA strategies, which include the results of the RA feasibility evaluation. 
The NRC staff concludes that this action is acceptable because it will incorporate the provisions 
of NFPA 805 in the licensee's FPP and be required by the proposed license condition. 

The NRC staff concludes that the licensee's methods for determining the additional risk of RAs 
is acceptable subject to completion of the implementation item because the methods will be 
consistent with RG 1.205, Section 2.2.4.1 and FAQ 07-0030, and because the estimated values 
are less than the acceptance guidelines. The NRC staff concludes that the additional risk of 
RAs meets the requirements of NFPA 805, Sections 4.2.4 and 2.4.4.1. 

3.4.5 Risk-Informed or Performance-Based Alternatives to Compliance with NFPA 805 

The licensee did not use any RI or PB alternatives to comply with NFPA 805. 

3.4.6 Cumulative Risk and Combined Changes 

The licensee elected to retain a number of VFDRs that will increase risk compared to a 
deterministically compliant plant. The licensee also proposed several non-VFDR changes to 
reduce risk that were not needed to bring the facility into compliance (i.e., risk-reduction 
modifications). In the transition risk results discussed in LAR Attachment W, as supplemented 
by the licensee's letter dated August 21, 2015 (Reference 21 ), the license reported the 
change-in-risk estimates derived from an FPRA which modeled the non-VFDR modifications in 
both the post-transition and the compliant plant. The results of this calculation are the risk 
increases from the retained VFDRs without any measure of the risk reduction provided by the 
non-VFDR modifications. Review of these results indicate that the acceptable risk increases in 
RG 1.17 4 are exceeded, and therefore the risk reduction from the non-VFDR modifications must 
be evaluated separately and the LAR treated as a combined change request per Section 1.1 of 
RG 1.17 4, Revision 2. Consistent with the combined change request guidance in RG 1.17 4, the 
licensee provided separate estimates of the risk decrease from the non-VFDR modifications at 
the end of the Tables in LAR Attachment W. 

The licensee provided several post-transition CDF and LERF estimates in LAR Attachment W, 
as supplemented on August 21, 2015 (Reference 21 ). Additional changes to the fire CDF and 
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LERF were provided in the licensee's response to PRA RAI 01.m.01.01 (Reference 18). The 
total change-in-risk is, however, a risk decrease. RI changes, in this case the transition to 
NFPA-805, that cause risk to decrease are acceptable regardless of the total risk values so the 
total post-transition risk estimates were not developed. 

A combined change request allows risk increases and decreases to be summed and the net risk 
to be compared to the RG 1.17 4 acceptance guidelines. The risk increase associated with 
transition to NFPA 805 is the increase from the retained VFDRs. The risk decrease is the 
decrease from the non-VFDR modifications. In a letter dated October 10, 2014 (Reference 16), 
the licensee responded to the integrated analysis requested in PRA RAI 21 (Reference 23), 
providing a supplement to LAR Attachment W that reported change-in-risk estimates based on 
the FPRA after implementing a number of PRA model and method refinements to use 
NRG-accepted methods. In letter dated August 21, 2015 (Reference 21 ), the licensee 
summarized some additional changes that were made to the FPRA and provided a final set of 
risk-estimates. LAR Attachment W, Tables W-6 and W-7 report total change-in-risk estimates 
that include all VFDR and non-VFDR modifications in both the post-transition and in the 
compliant plant PRA models. This is an estimate of the total risk increase from retained VFDRs. 
LAR Attachment W, also provide separate estimates of the total risk reduction from the non­
VFDR modifications. In a letter dated April 1, 2015 (Reference 18), the license provided the 
risk increase in FPRA CDF and LERF associated with use of the accepted HEAF suppression 
curve instead of the electrical fire suppression curve that the licensee originally used for all 
HEAF events. The NRC staff obtained the net NFPA 805 transition change-in-risk estimate by 
summing the risk increase from retained VFDRs, the risk decreases from non-VFDR 
modifications, and the risk increase from using the accepted HEAF suppression probabilities. 
These different estimates and the resulting net transition change-in-risk obtained from these 
values are provided in SE Table 3.4.7, which demonstrates that the net transition change-in-risk 
estimates is a risk-reduction, which meet the acceptable change-in-risk guidelines in RG 1.17 4 
for any values of total CDF and LERF. 

Table 3.4.7: ~CDF and ~LERF for Transition to NFPA 805 

Unit 1 Unit2 
Risk Estimate ~CDF ~LERF ~CDF ~LERF 

(/year) (/year) (/year) (/year) 
Change-in-risk from 
Retained VFDRs<1> 2.14E-05 3.37E-06 1.10E-05 1.92E-06 
Change-in-risk from 
Non-VFDR Modification<2

> -2.72E-05 -5.08E-06 -2.82E-05 -6.05E-06 
Licensee Composite 
ChanQe-in-risk Estimate<3

> -5.80E-06 -1.71E-06 -1. 72E-05 -4.13E-06 
Additional Change-in-risk 
from HEAF Events<4> 2.33E-06 4.00E-07 1.33E-06 2.63E-07 
NET TRANSITION 
CHANGE-IN-RISK -3.47E-06 -1.31 E-06 -1.59E-05 -3.87E-06 
(1) Estimates provided in the letter dated August 21, 2015 (Reference 21 ). 
(2) Estimates calculated by adding the reductions in risk reported in the letter dated 

August 21, 2015 (Reference 21 ), for non-VFDR modifications. 



- 116 -

(3) Estimates calculated by adding the change-in-risk from Retained VFDRs and the 
change-in-risk from non-VFDR modifications. 

(4) Estimates provided in response to PRA RAI 01.m.01.01 (Reference 18) reported the 
increase in CDF and LERF associated with replacing electrical cabinet 
non-suppression curves with HEAF non-suppression curves. The NRC staff 
conservatively added the increase to both the total CDF and LERF and the total 
increase in CDF and LERF. 

LAR Attachment W, Tables W-6 and W-7, as supplemented, also provided the L'.1CDF and 
L'.1LERF estimated for each fire area that is not deterministically compliant, in accordance with 
NFPA 805, Section 4.2.3, "Deterministic Approach." The reported change-in-risk estimate for 
each fire area includes the retained VFDRs and all non-VFDR modifications in both the 
post-transition and in the compliant plant FPRA models, and therefore is a conservative 
estimate of the net transition change-in-risk estimate in each fire area. LAR Attachment W 
includes only one change-in-risk estimate (Unit 1 LERF), for a single fire area that slightly 
exceeds the RG 1.17 4 risk acceptance guidelines that is not offset by the risk reduction from 
non-VFDR modifications reported for the fire area. The primary change-in-risk measure is, 
however, the total net change-in-risk estimate, and the staff concludes that slightly exceeding 
the LERF guidelines in this one area is acceptable. Furthermore, although the licensee did not 
provide updated tables of fire-area-specific change-in-risk estimates that use the accepted 
HEAF suppression curve for all HEAF events, as described in the licensee's letter dated 
April 1, 2015 (Reference 18), the NRC staff concludes that if any additional fire areas did 
exceed the RG 1.17 4 risk acceptance guidelines, the total net change-in-risk estimates would, 
as demonstrated above, continue to meet the RG 1.17 4 risk acceptance guidelines. 

Based on the information above, the NRC staff concludes that the risk associated with the 
proposed alternatives to compliance with the deterministic criteria of NFPA 805 is acceptable 
and in accordance with NFPA 805, Section 2.4.4.1. Additionally, the NRC staff concludes that 
the licensee has satisfied RG 1.17 4, Section 2.4, and NUREG-0800, Section 19.2 regarding 
acceptable risk. 

3.4. 7 Uncertainty and Sensitivity Analyses 

The licensee evaluated key sources of uncertainty and sensitivity in response to NRC RAls. In 
its response to PRA RAI 01.j (Reference 12), the licensee clarified that the statistical 
propagation of parametric uncertainty was performed and addressed correlation of fire-specific 
parameters, including NSPs, severity factors and circuit failure probabilities. Although the 
licensee indicated in its letter dated October 10, 2014 (Reference 16), that risk results provided 
for the integrated analysis and the supplement to LAR Attachment W represent point estimates, 
the licensee stated that an uncertainty evaluation was performed to confirm that the 
corresponding mean values, which reflect propagation of parametric uncertainty, including the 
statement of knowledge correlation, do not deviate significantly from the point estimates 
provided. The licensee also clarified that post-transition, the uncertainty evaluation will be 
updated for future model revisions that impact the results of the uncertainty analysis. The NRC 
staff finds this issue to be resolved because the transition risk and change-in-risk estimates, 
submitted by the licensee are stated as not being significantly different from corresponding 
mean values and because the uncertainty evaluation will be reassessed for future FPRA model 
revisions. 
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In PRA RAI S01.d (Reference 30), the NRC staff requested that the licensee re-evaluate the 
sensitivity study with the fire initiating event frequencies from Supplement 1 of NUREG/CR-
6850. In its response to PRA RAI S01.d (Reference 21 ), the licensee provided the results of the 
sensitivity analysis described in Supplement 1 where fire ignition frequency values in 
Supplement 1 are replaced by the original values in NUREG/CR-6850 for those ignition 
frequency bins having an alpha factor less than or equal to one. The results provided by the 
licensee demonstrate that the total change-in-risk estimates using NUREG/CR-6850 fire 
frequencies do not exceed the total change-in-risk guidelines and therefore the NRC staff finds 
that the sensitivity study was successfully completed. 

In response to PRA RAls 12 (Reference 10), and PRA RAI 12.01 (Reference 16), the licensee 
investigated the impact of HFE combinations that may vary between the post-transition and 
compliant plant FPRA models due to differing fire-induced equipment failures. The licensee 
explained that the presence (or absence) of individual HFEs within a combination is dependent 
upon the individual equipment failures postulated for each fire scenario and that it developed the 
detailed dependency analysis performed for each HFE combination based on those 
combinations arising in the post-transition plant FPRA model. Toggling off fire-induced failures 
in the compliant plant to remove VFDRs changes the equipment that is failed for each fire 
scenario, and this can, in turn, lead to HFE combinations in the compliant plant FPRA model 
that differ from those in the post-transition model. The licensee determined that application of 
the post-transition plant FPRA dependency analysis to the compliant plant FPRA may therefore 
result in unanticipated joint HEP values. The licensee provided the CDF contribution of all 
cutsets for which the post-transition and compliant plant HFE combinations differed and 
reported that such cutsets summed to a CDF contribution of 2.2E-07/year. Although not 
negligible, this estimate is a small percentage of the CDF estimates supporting the transition to 
NFPA 805. The NRC staff observed that the licensee applied acceptable methods for the 
analysis of dependencies between HFEs and for estimating the change-in-risk by toggling off 
fire-induced failures. The post-transition plant FPRA model is the model that is used for 
post-transition change evaluations and is thus the model that will be used after transition to 
NFPA 805. The relatively minor changes to the risk results supporting the transition to 
NFPA 805 neither warrant making changes to acceptable methods nor the substantial additional 
analytical effort to improve HEP estimates that would be discarded and otherwise not used 
post-transition. 

3.4.8 Conclusion for Section 3.4 

Based on the information provided by the licensee in the LAR, as supplemented, regarding the 
fire risk assessment methods, tools, and assumptions used to support transition to NFPA 805, 
the NRC staff concludes that: 

• The licensee's PRA used to perform the risk assessments in accordance with 
NFPA 805, Section 2.4.4 (plant change evaluations) and Section 4.2.4.2 (FRE), 
is of sufficient quality to support the application to transition to NFPA 805. The 
NRC staff concludes that the PRA approach, methods, tools and data are 
acceptable and are in accordance with NFPA 805, Section 2.4.3.3. 
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• The licensee stated that it completed changes to the baseline FPRA model, that 
replace unacceptable approaches, data, and methods identified during the LAR 
review with acceptable approaches, data, and methods with one exception, 
which has been satisfactorily addressed. Therefore, the NRC staff concludes 
that the baseline FPRA model may be used to support post-transition 
self-approval of changes, because the identified acceptable methods will be used 
until and unless replaced by other acceptable methods. 

• The one exception to the use of acceptable methods in the baseline FPRA is the 
use of electric fire suppression curve instead of the HEAF suppression curve for 
all HEAF events. The licensee provided a sensitivity study that corrected the risk 
results associated with transition to NFPA 805 and provided an action in LAR 
Attachment S, Table S-2, Implementation Item 20 which ensures the licensee will 
correct the FPRA before using the FPRA to support risk-informed self-approval 
that may be impacted by the use of the HEAF suppression curve. 

• LAR Attachment S, Table S-2, Implementation Item 18 states that after 
completing implementation of the transition to NFPA 805, the licensee will 
re-assess the risk and the change-in-risk results against the estimates provided 
in the LAR, as supplemented, and will treat this assessment as a post-transition 
change evaluation 

• The licensee's PRA maintenance process is adequate to support self-approval of 
future RI changes to the FPP. 

• The FPRA post-transition plant models appear to be appropriate and can be 
used to support future FREs. In its response to PRA RAI 11.c.02.01, the 
licensee described additional manipulations of the change-in-risk estimates 
associated with fires in the CSR that guarantee that no artificial negative 
change-in-risk estimates are produced. As discussed in SE Section 3.4.3, the 
NRC staff concludes that these manipulations are sufficient to support the 
transition to NFPA 805 because removal of the artificial negative change-in-risk 
is sufficient to yield a reasonable estimate of the final change-in-risk. 

• The transition process included a detailed review of fire protection DID and safety 
margin as required by NFPA 805. The NRC staff concludes that he licensee's 
evaluation of DID and safety margin are acceptable. The licensee's process 
followed the NRG-endorsed guidance in NEI 04-02, Revision 2, and is consistent 
with the approved NRC staff guidance in RG 1.205, Revision 1, which provides 
an acceptable approach for meeting the requirements of 10 CFR 50.48(c). 

• The licensee's application to transition to NFPA 805 is a combined change, as 
defined by RG 1.205, Revision 1, which includes risk increases identified in the 
FREs with risk decreases resulting from non-VFDR modifications. The changes 
in risk (i.e., LiCDF and LiLERF) associated with the proposed alternatives to 
compliance with the deterministic criteria of NFPA 805 (FREs) is acceptable and 
satisfies the guidance contained in RG 1.205, Revision 1, RG 1.17 4, 
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Sections 2.4, and NUREG-0800, Section 19.2, regarding acceptable risk. By 
meeting the guidance contained in these approved documents, the NRC staff 
has concluded that the changes in risk are acceptable and therefore meet the 
requirements of NFPA 805. 

• The risk presented by the use of RAs was determined to be in accordance with 
NFPA 805, Section 4.2.4, and the guidance in RG 1.205, Revision 1. The NRC 
staff concludes that the total additional risk of RAs is below the acceptance 
guidelines in RG 1.17 4 and therefore meets the acceptance criteria in RG 1.205, 
Revision 1. 

• The licensee did not utilize any RI or PB alternatives to compliance to NFPA 805, 
which fall under the requirements of 10 CFR 50.48(c)(4). 

3.5 Nuclear Safety Capability Assessment Results 

NFPA 805 (Reference 3), Section 2.2.3, "Evaluating Performance Criteria," states that: 

To determine whether plant design will satisfy the appropriate performance 
criteria, an analysis shall be performed on a fire area basis, given the potential 
fire exposures and damage thresholds, using either a deterministic or 
performance-based approach. 

NFPA 805, Section 2.2.4, "Performance Criteria," states that: 

The performance criteria for nuclear safety, radioactive release, life safety, and 
property damage/business interruption covered by this standard are listed in 
Section 1.5 and shall be examined on a fire area basis. 

NFPA 805, Section 2.2.7, "Existing Engineering Equivalency Evaluations," states that: 

When applying a deterministic approach, the user shall be permitted to 
demonstrate compliance with specific deterministic fire protection design 
requirements in Chapter 4 for existing configurations with an engineering 
equivalency evaluation. These existing engineering evaluations shall clearly 
demonstrate an equivalent level of fire protection compared to the deterministic 
requirements. 

3.5.1 Nuclear Safety Capability Assessment Results by Fire Area 

NFPA 805, Section 2.4.2, "Nuclear Safety Capability Assessment," states that: 

The purpose of this section is to define the methodology for performing a nuclear 
safety capability assessment. The following steps shall be performed: 

(1) Selection of systems and equipment and their interrelationships 
necessary to achieve the NSPC in Chapter 1. 
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(2) Selection of cables necessary to achieve the NSPC in Chapter 1. 

(3) Identification of the location of nuclear safety equipment and cables. 

(4) Assessment of the ability to achieve the NSPC given a fire in each fire 
area. 

This SE section addresses the last topic regarding the ability of each fire area to meet the 
NSPC of NFPA 805. SE Section 3.2.1 addresses the first three topics. 

NFPA 805, Section 2.4.2.4, "Fire Area Assessment," states that: 

An engineering analysis shall be performed in accordance with the requirements 
of Section 2.3 for each fire area to determine the effects of fire or fire suppression 
activities on the ability to achieve the nuclear safety performance criteria of 
Section 1.5. 

In accordance with the above, the process defined in NFPA 805, Chapter 4, provides a 
framework to select either a deterministic or a PB approach to meet the NSPC. Within each of 
these approaches, additional requirements and guidance provide the information necessary for 
the licensee to perform the engineering analyses necessary to determine which fire protection 
systems and features are required to meet the NSPC of NFPA 805. 

NFPA 805, Section 4.2.2, "Selection of Approach," states that: 

For each fire area either a deterministic or performance-based approach shall be 
selected in accordance with Figure 4.2.2. Either approach shall be deemed to 
satisfy the nuclear safety performance criteria. The performance-based 
approach shall be permitted to utilize deterministic methods for simplifying 
assumptions within the fire area. 

This SE section evaluates the approach used to meet the NSPC on a fire area basis, as well as 
what fire protection features and systems are required to meet the NSPC. 

The NRC staff reviewed LAR (Reference 8) Section 4.2.4, "Fire Area Transition"; Section 4.8.1, 
"Results of the Fire Area Review"; LAR Attachment C, "NEI 04-02 Table B-3 Fire Area 
Transition"; LAR Attachment G, "Recovery Actions Transition"; LAR Attachment S, 
"Modifications and Implementation Items"; and LAR Attachment W, "Fire PRA Insights," during 
its evaluation of the ability of each fire area to meet the NSPC of NFPA 805. 

PSL is a dual unit PWR with 26 individual fire areas for Unit 1 and 36 fire areas for Unit 2 
including the outside areas assigned to the appropriate unit. Each fire area is composed of one 
or more fire zones. Based on the information provided by the licensee in the LAR, as 
supplemented, the licensee performed the NSCA on a fire area basis. LAR Attachment C 
provides the results of these analyses on a fire area basis and also identified the fire zones 
within the fire areas. 
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SE Table 3.5.1 identifies those fire areas that were analyzed using either the deterministic or PB 
approach in accordance with NFPA 805 Chapter 4 based on the information provided in LAR 
Attachment C, Table B-3, "Fire Area Transition." 

Table 3.5-1 Fire Areas and Compliance Strategy Summary 

Fire Area Area Description 
NFPA 805 Compliance 

Basis 

Unit 1 

1A 1A Cable loft I hot shop electric shop/ 1A Battery/ 1A Performance Based 
Switchqear/ 1A Electrical Pen Room 

18 Cable Spread Room Performance Based 
1C Control Building Personnel Room/ Radio Chemistry Performance Based 

Lab/ Laundry and Decontamination Area/ Main 
Hallway West (EL. 19.50')/ Cable Loft Area (EL. 

28.67')/ 1 B Switchgear Room/ Static Inverter Room/ 
1 B Battery Room 

1D 1 B Electrical Penetration Room (West) Performance Based 
1E Hold-up Tank Enclosure/ Containment Purge Room/ Performance Based 

1AB Switchgear Room/ Letdown Heat Exchanger 
Room/ Volume Control Tank Room/ Demineralizer 
Area/ Drumming Station/ Boric Acid Concentrator/ 
Main Hallway East (EL. 19.5')/ HVAC Equipment 

Area/ Resin Addition Tank Area/ Steam Generator 
Slowdown Tank Room 

1F Control Room/ Control Room HVAC Area/ Technical Performance Based 
Support Center and Offices/ Component Cooling 

Water-Surge Tank Room 
1G-G Gas Storaqe/ Water Treatment/ Fire Pumps Deterministic 
1H-H Diesel Generator Room 1A Deterministic 

11-1 Diesel Generator Room 1 B Deterministic 
1J Pipe Tunnel/ Piping Penetration Room/ HVE-98 Fan Performance Based 

Room 
1K Unit 1 Reactor Containment Building Performance Based 
1L 1A & 1 B Shutdown Heat Exchanger Room Performance Based 
1M 1A & 1 B Emergency Core Cooling System Room Performance Based 
1N Charging Pump Access Hallway/ 1 A, 1 B, & 1 C Performance Based 

Charging Pump Cubicle 
10 Aerated Waste Storage Tank Area/ Chemical Drain Performance Based 

Tank Area/ Main Hallway (EL. -0.05')/ Boric Acid 
Condensate Room/ Gas Decay Tank Area/ Boric 

Acid Make-up Tank Room/ Spent Resin Tank Room 
1P-P Unit 1 Fuel Handling Building Deterministic 
10-Q Unit 1 Turbine Building I Turbine Lube Oil Reservoir Deterministic 

Area I Transformer Area 
1R-R Unit 1 Intake Cooling Water Area Performance Based 
1S-S Unit 1 Aux Feed Pump Area/Steam Trestle Area Performance Based 
1 T-T Unit 1 Diesel Fuel Oil Storage Tanks Performance Based 
1U-U Unit 1 Component Cooling Water Area Performance Based 
1V-V Unit 1 Refueling Water Storaqe Tank Area Deterministic 
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1W-W Unit 1 Primary Water Storaqe Tank Area Deterministic 
IX-X Unit 1 Condensate Storaqe Tank Enclosure Deterministic 
1Y-Y Closed Slowdown Heat Exchanger Area/ Auxiliary Performance Based 

Buildinq Roof 
1 z Reactor Auxiliary Building (RAB) West Stairwell Performance Based 

Unit 2 
2A 2A Electrical Penetration Room I Radio-Chemistry Performance Based 

Lab/ 2A Battery Room/ 2A Switchgear Room/ 2A 
Cable Penetration Room Extension 

2AA Unit 2 Diesel Oil Storage Tank 2A Building Deterministic 
28 Cable Spread Room Performance Based 

288 Unit 2 Diesel Oil Storaqe Tank 28 Buildinq Deterministic 
2C 28 Switchgear Room/ RAB Electrical Equipment Performance Based 

Area Supply Fan Room 
2CC Unit 2 Component Coolinq Water Buildinq Performance Based 
2D 2A DC Equipment Room Performance Based 

2DD Unit 2 Refuelinq Water Storaqe Tank Deterministic 
2E 2AB Switchgear Room/ Sample Room Performance Based 

2EE Unit 2 Primary Water Storaqe Tank Deterministic 
2F Control Room/ Control Room HVAC Room/ RAB Performance Based 

Control Room Filter Room/ Control Room Kitchen 
2FF Steam Trestle Area Performance Based 
2G RAB Electrical Equipment Exhaust Fan Room Performance Based 

2GG Unit 2 Area Between RAB, RCB, TGB Deterministic 
2H Boric Acid Tank Room (above solid floor at EL. Performance Based 

12.08') I RAB HVAC Plenum/ Volume Control Tank 
Room/ Letdown Heat Exchanger Room/ Drumming 
Station Room/ Ion Exchanger Room/ Waste & Boric 
Acid Concentrators/ RAB HVAC Equipment Room/ 
Hold-up Tank Cubicles/ Boric Acid Batching Room/ 

RAB Corridor east of column line RAH 
2HH Unit 2 Diesel Generator Building 2A Deterministic 

21 RAB Personnel Rooms/ Health Physics Area/ 28 Performance Based 
Electrical Penetration Room/ PASS & Radiation 

Monitoring Rm/ Instrument Repair Shop/ Cable Loft 
(West Hallway) 

211 Unit 2 Diesel Generator Buildinq 28 Deterministic 
2J RAB Pipe Tunnel and Pipe Penetration Room/ ECCS Performance Based 

98 Ventilation Room 
2JJ Unit 2 Condensate Storaqe Tank Deterministic 
2K Unit 2 Reactor Containment/ Shield Buildinq Performance Based 

2KK Unit 2 Turbine Lube Oil Reservoir Deterministic 
2L Shutdown Heat Exchanqer Room Performance Based 
2LL Unit 2 Transformers (Main Aux, SU) Deterministic 
2M 2A/ 28 ECCS Room EL. -10.00' Performance Based 

2MM Unit 2 Intake Cooling Water Pumps Building Performance Based 
2N Charging Pump Rooms Performance Based 

2NN RAB Roof Slowdown Heat Exchanger Area Deterministic 
20 Boric Acid Makeup Pump Room(below solid floor at Performance Based 

EL. 12.08') I RAB East Hallway & Miscellaneous 
Equipment Room/ RAB East-West Common Hallway 
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200 Unit 2 Fuel Handlinq Buildinq Deterministic 
2P 2B Batterv Room Performance Based 

2PP Unit 2 Fuel Handlinq Buildinq Deterministic 
2Q Component Cooling Water Surge Tank Room Performance Based 

2QQ Unit 2 Turbine Generator Building Deterministic 
2R RAB West Stairwell Performance Based 

2RR Unit 2 Intake Structure Deterministic 

LAR Attachment C provides the results of these analyses on a fire area basis. For each fire 
area, the licensee documented the following: 

• The approach used in accordance with NFPA 805 (i.e., the deterministic 
approach in accordance with NFPA 805, Section 4.2.3, or the PB approach in 
accordance with NFPA 805, Section 4.2.4 ). 

• The SSCs required in order to meet the NSPC. 

• Fire detection and suppression systems required to meet the NSPC. 

• An evaluation of the effects of fire suppression activities on the ability to achieve 
the NSPC. 

• The resolution of each VFDR using either modifications (completed or 
committed) or the performance of an FRE in accordance with NFPA 805, 
Section 4.2.4.2. 

3.5.1.1 Fire Detection and Suppression Systems Required to Meet the Nuclear Safety 
Performance Criteria 

A primary purpose of NFPA 805, Chapter 4 is to determine, by analysis, what fire protection 
features and systems need to be credited to meet the NSPC. Four sections of NFPA 805, 
Chapter 3 have requirements dependent upon the results of the engineering analyses 
performed in accordance with NFPA 805 Chapter 4: (1) fire detection systems, in accordance 
with Section 3.8.2; (2) automatic water-based fire suppression systems, in accordance with 
Section 3.9.1; (3) gaseous fire suppression systems, in accordance with Section 3.10.1; and 
(4) passive fire protection features, in accordance with Section 3.11. The features/systems 
addressed in these sections are only required when the analyses performed in accordance with 
NFPA 805, Chapter 4 indicate the features and systems are required to meet the NSPC. 

The licensee performed a detailed analysis of fire protection features and identified the fire 
suppression and detection systems required to meet the NSPC for each fire area. LAR 
Attachment C, Table C-2, "NFPA 805 Table 4-3 Required Fire Protection Systems and 
Features," lists the fire areas, and identifies if the fire suppression and detection systems 
installed in these areas are required to meet criteria for separation, DID, risk, licensing actions, 
non-power operations, or existing engineering equivalency evaluations (EEEEs). 



- 124 -

The NRC staff reviewed LAR Attachment C for each fire area to ensure fire detection and 
suppression met the principles of DID in regard to the planned transition to NFPA 805. The 
NRC staff concludes that the licensee has adequately identified the fire detection and 
suppression systems and fire protection features required to meet the NFPA 805 NSPC on a 
fire area basis. 

3.5.1.2 Evaluation of Fire Suppression Effects on Nuclear Safety Performance Criteria 

Each fire area of LAR Attachment C includes a discussion of how the licensee met the 
requirement to evaluate the fire suppression effects on the ability to meet the NSPC. 

The licensee stated that damage to plant areas and equipment from the accumulation of water 
discharged from manual and automatic fire protection systems and the discharge of manual 
suppression water to adjacent compartments is controlled and therefore, fire suppression 
activities will not adversely affect achievement of the NSPC. 

The NRC staff concludes that the licensee's evaluation of the suppression effects on the NSPC 
is acceptable because the licensee evaluated the fire suppression effects on meeting the NSPC 
and determined that fire suppression activities will not adversely affect achievement of the 
NSPC. 

3.5.1.3 Licensing Actions 

Based on the information provided in LAR Attachment C, as supplemented, the licensee 
identified five exemptions for Unit 1 and six deviations for Unit 2 from the deterministic 
requirements for each fire area that were previously approved by the NRC and that will be 
transitioned with the NFPA 805 FPP. Each of these exemptions and deviations is summarized 
in LAR Attachment C on fire area basis and described in further detail in LAR Attachment K, 
"Existing Licensing Action Transition." 

The licensee does not have any elements of the current FPP for which NRC clarification is 
needed. The licensing actions being transitioned are summarized in SE Table 3.5-2. 

Table 3.5-2 Previously Approved Licensing Actions Being Transitioned 

Licensing Action Description Applicable NRC Staff Evaluation 
Fire Areas 

Unit 1 Exemptions 
Exemption from the requirements of 1K The basis for approval as 
Appendix R, Section 111.0 for an oil collection described by the licensee in 
system for the reactor coolant pumps if the LAR Attachment K is that: 1. 
containment is not inerted during normal The unit has four reactor coolant 
operation. pumps with an oil collection 

system that drains to a vented 
closed collection tank; 2. The 
RCP oil collection tank is 
capable of holding 225 gallons; 
3. It would be impractical to 
assume that all RCP oil systems 
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would fail at once; 4. The 
components have been 
designed so that they are 
capable of withstanding a SSD 
earthquake; 5. The lubricating oil 
used in the RCP motors has a 
flash point of approximately 
450°F; 6.There are no ignition 
sources at the floor level of the 
lower containment; and 7. The 
oil collection tank is designed so 
that any overflow will be drained 
to a safe location and will not 
present an exposure fire hazard 
to or otherwise endanger safety 
related equipment. 

Based on the previous staff 
approval of this exemption in an 
SER dated 2/21/85 (Reference 
32), and inclusion in the existing 
FP license condition, and the 
justification provided by the 
licensee for the continued 
validity of the basis of the prior 
NRC staff approval, the NRC 
staff concludes that this 
licensing action is acceptable. 

Exemption from the requirement of 1A, 1J, 1L The basis for approval as 
Appendix R, Section 111.G.2.a for providing described by the licensee in 
separation of cables and equipment and LAR Attachment K, is that: 1. 
associated non-safety circuits of redundant Early warning fire detection is 
trains by a fire barrier having a 3-hour rating. provided; 2. Fire extinguishers 

and hose stations are provided; 
3. The combustible fuel loading 
for the Division A Electrical 
Penetration Area is high, 
however, all cabling in the area 
has been coated with a flame 
retardant coating or is qualified 
to IEEE-383; 4. The fuel load in 
the pipe penetration room, pipe 
tunnel, and ECCS heat 
exchanger room is negligible; 5. 
The areas are high radiation 
areas and access is limited; 6. 
The pipe penetration room 
contains valves required for 
CSD; 7. The only SSD 
equipment in the pipe tunnel are 
valves required for CSD; and 8. 
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The valves can be manually 
operated to their correct CSD 
position in the event of a fire. 

Based on the previous staff 
approval of this exemption in an 
SER dated 2/21/85 (Reference 
32), and inclusion in the existing 
FP license condition, and the 
justification provided by the 
licensee for the continued 
validity of the basis of the prior 
NRC staff approval, the NRC 
staff concludes that this 
licensinq action is acceptable. 

Exemption from the Appendix R, Section 1C, 1E, 10 The basis for approval as 
111.G.2.a requirement for separation of cables described by the licensee in 
and equipment and associated non-safety LAR Attachment K, is that: 1. 
circuits of redundant trains by a fire barrier The hatch openings are covered 
having a 3-hour rating. with noncombustible (steel 

plates, 1/4 inch thick) covers; 2. 
The openings are protected with 
automatic early warning fire 
detection; 3. There are 
negligible combustibles in the 
immediate area of the hatch 
openings; 4. FPL committed to 
install an automatic water 
curtain consisting of sidewall 
sprinkler heads to provide 
protection for each hatch 
opening; 5. The in-situ fuel load 
in the immediate area of each 
hatch opening is negligible; 
however, unanticipated 
circumstances could result in the 
presence of transient 
combustibles creating 
significantly higher levels of 
combustibles in these areas; 
and 6. The automatic water 
curtain will provide active fire 
protection to aid in the protection 
of the hatch openings. 

Based on the previous staff 
approval of this exemption in an 
SER dated 2/21/85 (Reference 
32), and inclusion in the existing 
FP license condition, and the 
justification provided by the 
licensee for the continued 
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validity of the basis of the prior 
NRC staff approval, the NRC 
staff concludes that this 
licensing action is acceptable. 

Exemption from the Appendix R, 1E and 1K The basis for approval as 
Section 111.G.2.a requirement for the separation described by the licensee in 
of cables and equipment and associated non- LAR Attachment K, is that: 1. 
safety circuits of redundant trains by a fire The pipes have a wall thickness 
barrier having a 3-hour rating. of about 0.375 inch compared 

with the 0.0312-inch thickness of 
a 3-hour fire rated damper which 
far exceeds the fire damper in 
material size and, therefore, 
would have greater fire 
endurance; 2. Each 48-inch 
purge line pipe has three remote 
manually operated butterfly 
valves. The 2-inch bypass line 
pipes each have two remote 
manually operated butterfly 
valves. All of these valves are 
required by TSs to be shut, 
except when in the refueling or 
shutdown mode; 3. The valves 
for each pipe are in separate fire 
areas; thus, a single fire would 
not affect all valves on any one 
pipe. Should a valve fail, the 
failure mode is to the closed 
(safe) position; 4. Cable routing 
for these valves is such that a 
single fire would not cause the 
spurious opening of all 
redundant valves; 5. All of the 
affected areas have a negligible 
fire loading; 6. Ionization smoke 
detectors are provided, but not 
on an area-wide basis; 7. Fire 
extinguishers and hose stations 
are available for use in the area; 
and, 8. Redundant SSD cables 
and equipment would not be in 
jeopardy. 

Based on the previous staff 
approval of this exemption in an 
SER dated 3/5/87 (Reference 
33), and inclusion in the existing 
FP license condition, and the 
justification provided by the 
licensee for the continued 
validity of the basis of the prior 
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NRC staff approval, the NRC 
staff concludes that this 
licensinq action is acceptable. 

Exemptions from the requirements of Appendix 1E, 1J, 1K The basis for approval as 
R, Section 111.G.2.a for the separation of cables described by the licensee in 
and equipment and associated non-safety LAR Attachment K, is that: 1. 
circuits of redundant trains by a fire barrier The seal arrangements of the 
having a 3-hour rating. mechanical penetration 

assemblies are similar to those 
for electrical penetrations in that 
they pass through a 36-inch 
concrete containment wall, a 4-
foot-wide annulus, and a 3 5/8-
inch steel containment shell; 2. 
The penetrations are welded air-
tight and are constructed of 
heavy steel components similar 
to the electrical penetrations; 3. 
Both sides of the mechanical 
seal penetrations have a low fire 
loading and/or fire detection 
systems; and 4. The 
containment side has a large 
volume that allows heat to 
dissipate away from the seals. It 
is concluded that should a fire 
occur, it would be small, of short 
duration, and easily 
extinguished by the fire brigade. 

Based on the previous staff 
approval of this exemption in an 
SER dated 3/5/87 (Reference 
33), and inclusion in the existing 
FP license condition, and the 
justification provided by the 
licensee for the continued 
validity of the basis of the prior 
NRC staff approval, the NRC 
staff concludes that this 
licensing action is acceptable. 

Unit 2 Deviations 
Deviation from Appendix R, Section 111.G.2.a 2A, 2F, 2J, The basis for approval as 
requirement for the separation of cables and 2L, 20, 20 described by the licensee in 
equipment and associated non-safety circuits LAR Attachment K, is that: For 
of redundant trains by a fire barrier having a 3- Fire Areas A and J: 
hour rating. 1. The area is separated from 

adjacent areas by walls, floor 
and ceiling having a fire 
resistance rating of greater than 
3 hours; 2. Ionization smoke 
detection is as well as a 
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preaction sprinkler system 
(in Fire Zones 22 and 51X) is 
provided throughout the zone; 
3. Fire extinguishers and hose 
stations are provided in the 
immediate area; 4. The duct 
penetration in question is 
located in the east wall 
approximately 18 ft above the 
floor. All other ducts that pass 
through the walls of this fire 
zone have installed fire 
dampers; 5. The Pipe 
Penetration Room to which the 
duct passes through is a high 
radiation area and personnel 
access is very limited; 6. The 
fuel load in the area is low; and 
7. Division A Cable Penetration 
Area is protected with automatic 
sprinklers. For Fire Areas Q and 
F: 1. The Component Cooling 
Water Surge Tank Room is 
separated from the Control 
Room by 3-hour fire-rated 
barriers with the exception of 
one ventilation penetration; and 
2. The fuel load in the 
Component Cooling Water 
Surge Tank Room is negligible. 
For Fire Areas L and 0: 
1. The shutdown heat 
exchanger area, is located in the 
Reactor Auxiliary Building (RAB) 
at El. 00.50 [sic][recte -0.50] ft 
between column lines RAK/RAI 
and column line 2RA 12 and a 
reinforced concrete wall 8 ft 
north of column line 2RA3; 2. 
The area is separated from 
adjacent areas by full height 
concrete walls, a concrete floor 
and ceiling, all having a fire 
barrier rating greater than 3 hrs; 
3. The combustible loading is 
negligible; 4. Ionization 
detectors are provided 
throughout the area; 5. An 
automatic preaction sprinkler 
system is provided for heavily 
cabled areas. The preaction 
system will also be provided 
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over each of the ventilation 
penetrations in this wall; and 6. 
Fire extinguishers and hose 
stations will be provided in the 
immediate area. 

Based on the previous staff 
approval of this deviation in an 
SER dated 4/6/83 (Reference 
35), and inclusion in the existing 
FP license condition, and the 
justification provided by the 
licensee for the continued 
validity of the basis of the prior 
NRC staff approval, the NRC 
staff concludes that this 
licensinq action is acceptable. 

Deviation from Appendix R, Section 111.G.2.a 2C, 2H, 21, The basis for approval as 
requirement for the separation of cables and 20 described by the licensee in 
equipment and associated non-safety circuits LAR Attachment K, is that: 1. 
of redundant trains by a fire barrier having a The hatch openings are covered 
3-hour rating. with noncombustible covers; 2. 

Automatic detection and fire 
suppression have been 
provided; and 3. The 
concentration of combustibles is 
negligible beneath the hatch 
opening. 

Based on the previous staff 
approval of this deviation in an 
SER dated 4/6/83 (Reference 
35), and inclusion in the existing 
FP license condition, and the 
justification provided by the 
licensee for the continued 
validity of the basis of the prior 
NRC staff approval, the NRC 
staff concludes that this 
licensinq action is acceptable. 

Deviation from Appendix R, Section 111.G.2.c 2H, 2J, 2K The basis for approval as 
requirement for the enclosure of cable and described by the licensee in 
equipment and associated non-safety circuits LAR Attachment K, is that: 1. 
of one redundant train in a fire barrier having a The mechanical penetrations 
1-hour rating, in addition, fire detectors and an are not fire-rated and are similar 
automatic fire suppression system shall be to the electrical penetrations in 
installed in the fire area. that they pass through a 36-inch 

concrete containment shell; 2. 
The penetrations are welded 
airtight and constructed of heavy 
steel components similar to the 
electrical penetrations; 3. The 
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fire load in all of the affected 
areas is low or negligible; 4. Fire 
detectors are installed within 
some of the fire zones. Hence, a 
fire would be expected to be of 
low severity and detected early; 
5. Fire extinguishers and hose 
stations are available to these 
areas; 6. Redundant shutdown 
trains would not be in jeopardy 
at the locations of the 
mechanical penetration seals; 
and 7. The containment side has 
a large volume that allows heat 
to dissipate and not degrade the 
seals. 

Based on the previous staff 
approval of this deviation in an 
SER dated 12/5/86 (Reference 
36), and inclusion in the existing 
FP license condition, and the 
justification provided by the 
licensee for the continued 
validity of the basis of the prior 
NRC staff approval, the NRC 
staff concludes that this 
licensing action is acceptable. 

Deviation from Appendix R, Section 111.G.2.a 2H, 2K The basis for approval as 
requirement for the separation of cables and described by the licensee in 
equipment and associated non-safety circuits LAR Attachment K, is that: 1. 
of redundant trains by a fire barrier having a The pipe wall thickness exceeds 
3-hour rating. the fire damper in thickness and, 

hence, would have greater fire 
endurance. The piping 
penetrations, along with the fire 
barriers in which they are 
installed, form a continuous 
barrier to the propagation of fire; 
2. The containment and 
hydrogen purge makeup and 
exhaust systems are composed 
of 48-inch pipes, each with three 
remote manually operated purge 
butterfly valves and 8-inch 
pipes, each with two remote 
manually operated butterfly 
valves. All of these valves are 
required by the TSs to be shut, 
except when in the refuelinq or 
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shutdown mode; 3. The valves 
for each pipe are in separate fire 
areas, so a single fire would not 
affect all valves on any one 
pipeline; 4. Should a valve fail, 
the failure mode results in a 
closed (safe) position for the 
valve; 5. Cable routing for these 
valves is such that a single fire 
would not cause the spurious 
opening of all redundant valves; 
6. All of the affected areas have 
a negligible fire loading; 7. 
Ionization smoke detectors are 
provided, but not on an area-
wide basis; and 8. Fire 
extinguishers and hose stations 
are available for use in the area. 
Based on the previous staff 
approval of this deviation in an 
SER dated 12/5/86 (Reference 
36), and inclusion in the existing 
FP license condition, and the 
justification provided by the 
licensee for the continued 
validity of the basis of the prior 
NRC staff approval, the NRC 
staff concludes that this 
licensing action is acceptable. 

Deviation from Appendix R, Section 111.0 2K The basis for approval as 
requirement for an oil collection system for the described by the licensee in 
reactor coolant pumps if the containment is not LAR Attachment K, is that: 1. 
inerted during normal operation. Each RCP lube oil system has 

an alarm which will sound in the 
control room, if approximately 15 
gallons of oil is lost; 2. The RCP 
oil collection tank is capable of 
holding 225 gallons, which 
exceeds the capacity of one 
pump (190 gallons); 3. The oil 
collection system was found to 
comply with FPL's commitment 
to meet the seismic design 
criteria of RG 1.29, paragraph 
C.2; and 4. FPL confirmed that 
the maximum allowable surface 
temperatures of components 
inside containment is 150°F as 
compared with the 450°F "flash 
point" of the lube oil. 
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Based on the previous staff 
approval of this deviation in an 
SER dated 12/5/86 (Reference 
36), and inclusion in the existing 
FP license condition, and the 
justification provided by the 
licensee for the continued 
validity of the basis of the prior 
NRC staff approval, the NRC 
staff concludes that this 
licensing action is acceptable. 

Deviation from Appendix R, Section 111.G.2.a 2N, 20 The basis for approval as 
requirement for the separation of cables and described by the licensee in 
equipment and associated non-safety circuits LAR Attachment K, is that: 1. 
of redundant trains by a fire barrier having a The charging pump area is 
3-hour rating. separated from adjacent areas 

by full height reinforced concrete 
and concrete block walls, a 
concrete floor, and roof, all 
having a fire rating of more than 
3 hours; 2. The ceiling height is 
about 20 feet; 3. Ionization 
smoke detectors are installed 
throughout the area; 4. Fire 
extinguishers and hose stations 
are available; 5. A preaction 
sprinkler system is installed in 
the charging pump cubicle 
access area corridor; 6. The 
corridor serving the charging 
pump room is constructed of 
concrete and has full area fire 
detection and suppression 
systems; and 7. There is a 
negligible fire loading on the 
corridor floor. 

Based on the previous staff 
approval of this deviation in an 
SER dated 12/5/86 (Reference 
36), and inclusion in the existing 
FP license condition, and the 
justification provided by the 
licensee for the continued 
validity of the basis of the prior 
NRC staff approval, the NRC 
staff concludes that this 
licensinq action is acceptable. 

The NRC staff reviewed the exemptions and deviations from the pre-NFPA 805 licensing basis 
identified in SE Table 3.5-2, including the description of the previously approved exemptions 
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and deviations from the deterministic requirements, the basis for and continuing validity of the 
exemptions and deviations, and the NRC staffs SE or basis for approval of the exemptions and 
deviations. The licensee stated in LAR Section 4.2.3, LAR Attachment C, Table B-3, and LAR 
Attachment K that the review of these existing licensing actions included a determination of the 
basis of acceptability and a determination that the basis of acceptability is still valid. 

The NRC staff concludes that the licensing actions are identified by applicable fire area and 
remain valid to support the proposed license amendment because the licensee utilized the 
process described in NEI 04-02 (Reference 7) as endorsed by RG 1.205 (Reference 4 ), which 
requires a determination of the basis of acceptability and a determination that the basis is still 
valid. 

3.5.1.4 Existing Engineering Equivalency Evaluations 

The EEEEs that support compliance with NFPA 805, Chapter 4 were reviewed by the licensee 
using the methodology contained in NEI 04-02. The methodology for performing the EEEE 
review included the following determinations: 

• The EEEE is not based solely on quantitative risk evaluations; 
• The EEEE is an appropriate use of an engineering equivalency evaluation; 
• The EEEE is of appropriate quality; 
• The standard license condition is met; 
• The EEEE is technically adequate; 
• The EEEE reflects the plant as-built condition; and 
• The basis for acceptability of the EEEE remains valid. 

In LAR Section 4.2.2, the licensee stated that it followed the guidance in RG 1.205, RP 2.3.2, 
and FAQ 08-0054 (Reference 72). EEEEs that demonstrate a fire protection system or feature 
is "adequate for the hazard" are to be addressed in the LAR as follows: 

• If not requesting specific approval for an "adequate for the hazard" EEEE, then 
the EEEE is referenced where required and a brief description of the evaluated 
condition is provided. 

• If requesting specific NRC approval for an "adequate for the hazard" EEEE, then 
the EEEE is referenced where required to demonstrate compliance and is 
included in LAR Attachment L for NRC review and approval. 

The licensee identified and summarized the EEEEs for each fire area in LAR Attachment C, as 
applicable. The licensee stated in LAR Section 4.2.2 that none of the transitioning EEEEs 
require NRC approval. 

Based on the NRC staff's review of the licensee's methodology for review of EEEE's and 
identification of the applicable EEEEs in LAR Attachment C, the NRC staff concludes that the 
use of EEEEs is acceptable because the process meets the requirements of NFPA 805 and the 
guidance of RG 1.205 and FAQ 08-0054. 
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3.5.1.5 Variances from Deterministic Requirements 

For those fire areas where deterministic criteria were not met, VFDRs were identified and 
evaluated using PB methods. VFDR identification, characterization, and resolutions were 
identified and summarized in LAR Attachment C, Table C-1 for each fire area. Documented 
variances were all represented as separation issues. The following strategies were used by the 
licensee in resolving the VFDRs: 

• A FRE determined that applicable risk, DID, and safety margin criteria were 
satisfied without further action; 

• A FRE determined that applicable risk, DID, and safety margin criteria were 
satisfied with a credited RA; 

• A FRE determined that applicable risk, DID, and safety margin criteria were 
satisfied with a DID-RA; 

• A FRE determined that applicable risk, DID, and safety margin criteria were 
satisfied with a plant modification(s), as identified in LAR, as supplemented. 

For all fire areas where the licensee used the PB approach to meet the NSPC, each VFDR and 
the associated resolution has been described in LAR Attachment C. Based on the NRC staff 
review of the VFDRs and associated resolutions as described in LAR Attachment C, Table C-1 
as supplemented, the NRC staff concludes that the licensee's identification and resolution of the 
VFDRs is acceptable because the licensee identified, characterized, and resolved appropriate 
VFDRs as summarized in LAR Attachment C for each fire area to determine whether the plant 
design will satisfy the appropriate performance criteria. 

3.5.1.6 Recovery Actions 

LAR Attachment G lists the RAs identified in the resolution of VFDRs in LAR Attachment C for 
each fire area. The RAs identified include both actions considered necessary to meet risk 
acceptance criteria, as well as actions relied upon as DID. (See SE Section 3.5.1.7). 

The licensee stated that it identified all VFDRs on a fire area basis, in LAR Attachment C, 
Table C-1, and that it evaluated each VFDR not brought into compliance with the deterministic 
approach using the PB approach of NFPA 805 Section 4.2.4. The PB evaluations resulted in 
the need for RAs to meet the risk acceptance criteria or maintain a sufficient level of DID. The 
final set of RAs are provided in LAR Attachment G, Table G-1, "Recovery Actions and Activities 
Occurring at the Primary Control Station(s)." 

The NRC staff reviewed LAR Section 4.2.1.3, "Establishing Recovery Actions," and LAR 
Attachment G, "Recovery Actions Transition,'' to evaluate whether the licensee meets the 
associated requirements for the use RAs per NFPA 805. The NRC staffs evaluation of the 
licensee's process for identifying RAs and assessing their feasibility is provided in SE 
Section 3.2.5 "Establishing Recovery Actions." The NRC staff's evaluation of the additional risk 
of RAs credited to meet the risk acceptance guidelines is provided in SE Section 3.4.4. 
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3.5.1.7 Recovery Actions Credited for Defense-in-Depth 

In the LAR Attachment G, Table G-1, the licensee described the RAs required for DID, which 
are not credited in the fire safety analysis as a part of the risk determination for any fire area. 
As described in the LAR Attachment C risk summaries for applicable fire areas, DID-RAs are 
applied against VFDRs to provide additional assurances that any unknown weaknesses or 
uncertainties will not adversely affect the ability to meet NSPC. 

The nuclear safety and radioactive release performance goals, objectives, and criteria of 
NFPA 805, including the risk acceptance guidelines, are met without these actions. However, 
RAs required for DID are retained to meet the requirements to maintain a sufficient level of DID 
and are therefore considered part of the RI/PB FPP, which necessitates that these actions 
would be subject to a PCE if subsequently modified or removed. 

The NRG staff reviewed LAR Section 4.2.1.3, "Establishing Recovery Actions," and LAR 
Attachment G, "Recovery Actions Transition," to evaluate whether the licensee meets the 
associated requirements for the use of RAs per NFPA 805. The NRG staffs evaluation of the 
licensee's process for identifying RAs and assessing their feasibility is provided in SE 
Section 3.2.5, "Establishing Recovery Actions." 

3.5.1.8 Plant Fire Barriers and Separations 

With the exception of ERFBS, passive fire protection features include the fire barriers used to 
form fire area boundaries (and barriers separating SSD trains) that were established in 
accordance with the plant's pre-NFPA 805 deterministic FPP. For the transition to NFPA 805, 
the licensee retains previously established fire area boundaries as part of the plant partitioning 
of the RI/PB FPP. 

Fire area boundaries are established for those areas described in LAR Attachment C, as 
modified by applicable EEEEs that determine the barriers are adequate for the hazard or 
otherwise resolve differences in barrier design and performance from applicable criteria. The 
acceptability of fire barriers and separations is also evaluated as part of the NRG staff's review 
of LAR Attachment A, Table B-1 process and as such are addressed in SE Section 3.1. 

3.5.1.9 Electrical Raceway Fire Barrier Systems 

The licensee stated that the ERFBS used at PSL complies with the deterministic requirements 
of NFPA 805, Chapter 3 by use of engineering evaluations. Each fire area using ERFBS is 
identified in LAR Attachment C, Table C-2. In fire areas with deterministic compliance, the 
ERFBS met the requirements of NFPA 805, Section 4.2.3. In fire areas with PB compliance, the 
ERFBS were analyzed using the PB approach in accordance with NFPA 805 Section 4.2.4. 
The licensee did not specifically identify any VFDRs associated with ERFBS, however, it 
resolved each VFDR by FREs that address credited fire protection features and the 
acceptability of the ERFBS installations is addressed in LAR Attachment A, Element 3.11.5 and 
evaluated in SE Section 3.1. 
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3.5.1.10 Conclusion for Section 3.5.1 

As documented in LAR Attachment C, for those fire areas that used a deterministic approach in 
accordance with NFPA 805, Section 4.2.3, the NRC staff concludes that each of the fire areas 
analyzed using the deterministic approach meet the associated criteria of NFPA 805, 
Section 4.2.3. This conclusion is based on: 

• The licensee's documented compliance with NFPA 805, Section 4.2.3; 

• The licensee's assertion that the success path will be free of fire damage without 
reliance on RAs; 

• The licensee's assessment that the suppression systems in the fire area will 
have no impact on the ability to meet the NSPC; and 

• The licensee's appropriate determination of the automatic fire suppression and 
detection systems required to meet the NSPC. 

For those fire areas that used the PB approach in accordance with NFPA 805, Section 4.2.4, 
the NRC staff concludes that each fire area has been properly analyzed, and that compliance 
with the NFPA 805 requirements are demonstrated as follows: 

• Deviations from the pre-NFPA 805 fire protection licensing basis that were 
transitioned to the NFPA 805 licensing basis were reviewed for applicability, as 
well as continued validity, and found acceptable; 

• VFDRs were evaluated and either found to be acceptable based on an integrated 
assessment of risk, DID, and safety margins, or modifications or RAs were 
identified and actions planned or implemented to address the issue; 

• RAs used to demonstrate the availability of a success path to achieve the NSPC 
were evaluated and the additional risk of their use determined, reported, and 
found to be acceptable; 

• The licensee's analysis appropriately identified the fire protection SSCs required 
to meet the NSPC, including fire suppression and detection systems; 

• Fire area boundaries (ceilings, walls, and floors), such as fire barriers, fire barrier 
penetrations, and through penetration fire stops were found to be acceptable; 
and 

• ERFBS credited were documented on a fire area basis, verified to be installed 
consistent with tested configurations and rated accordingly, or evaluated using a 
FRE that demonstrated the ability to meet the applicable acceptance criteria for 
risk, DID, and safety margins. 
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Accordingly, the NRC staff concludes that each fire area utilizing the deterministic or PB 
approach meets the applicable requirements of NFPA 805, Section 4.2. 

3.5.2 Clarification of Prior NRC Approvals 

As stated in LAR Attachment T, there are no elements of the current FPP for which NRC 
clarification is needed. 

3.5.3 Fire Protection During Non-Power Operational Modes 

NFPA 805, Section 1.1, "Scope," states that: 

This standard specifies the minimum fire protection requirements for existing light 
water nuclear power plants during all phases of plant operation, including 
shutdown, degraded conditions, and decommissioning. 

NFPA 805, Section 1.3.1, "Nuclear Safety Goal," states that: 

The nuclear safety goal is to provide reasonable assurance that a fire during any 
operational mode and plant configuration will not prevent the plant from achieving 
and maintaining the fuel in a safe and stable condition. 

The NRC staff reviewed LAR Section 4.3, "Non-Power Operational Modes" and LAR 
Attachment D, "NEI 04-02 Non-Power Operational Modes Transition," to evaluate the licensee's 
treatment of potential fire impacts during NPOs. The licensee used the process described in 
NEI 04-02, as modified by FAQ 07-0040 (Reference 69), for demonstrating that the NSPC are 
met for HREs during NPO modes. 

3.5.3.1 NPO Strategy and Plant Operating States 

In LAR Section 4.3 and LAR Attachment D, the licensee stated that the process used to 
demonstrate that the NSPC are met during NPO modes is consistent with the guidance 
contained in FAQ 07-0040. As described in LAR Attachment D, the goal is to ensure that 
contingency plans are established when the plant is in a NPO mode where the risk is 
intrinsically high. HREs are "outage activities, plant configurations, or conditions during 
shutdown where the plant is more susceptible to an event causing the loss of a key safety 
function." The strategy contains specific actions to address reduced inventory conditions that 
consider short time to boil, limited methods for decay heat removal, and low RCS inventory. 

The review concluded that the most sensitive plant operational state (POS) considering a loss of 
a KSF is POS 2. This POS considers the lowest possible reactor coolant system water 
inventory and the largest decay heat load applicable to shutdown modes of operation. These 
two considerations taken together resulted in the shortest time to boil, and consequently the 
highest risk condition. Accordingly, the plant configuration requirements with respect to POS 2 
time intervals are considered to be HREs with respect to NFPA 805. 
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As described in the LAR, the licensee identified equipment and cables necessary to support the 
KSFs success paths. The operational modes and functional requirements for the systems and 
components were reviewed. The KSF success path equipment and cables were incorporated in 
the NPO database model. Following identification of KSF equipment and cables, the licensee 
performed analysis on a fire area basis to identify areas where redundant equipment and cables 
credited for a given KSF might fail due to fire damage (i.e., pinch points). The licensee used a 
deterministic approach to identify these pinch points and mitigated these pinch points through 
the use of fire prevention/protection controls. As stated in LAR Section 4.3.2, the licensee did 
not use FM to eliminate any pinch points. 

3.5.3.2 NPO Analysis Process 

The licensee stated that its goal is to ensure that contingency plans are established when the 
plant is in an HRE and it is possible to lose a KSF due to fire. LAR Section 4.3 discusses these 
additional controls and measures. The licensee stated that during low-risk periods, normal risk 
management controls, as well as fire prevention/protection processes and procedures will be 
used. 

As described in LAR Attachment D, the licensee used the guidance in FAQ 07-0040 to identify 
those plant operational stated that need to be considered and evaluated as part of the NPO 
review process. POS 1, POS 2, and POS 3 were considered when performing component and 
cable selection for the NPO modes review. The licensee's analysis evaluated each POS with 
respect to the risk for a loss of any one of the KSFs identified in the administrative control 
procedure for shutdown risk management. 

3.5.3.3 NPO Key Safety Functions and SSCs Used to Achieve Performance 

LAR Attachment D defines the KSFs, the success paths to achieve the KSFs, and the 
components required for the success paths. The licensee considered the following KSFs in the 
review: 

1. Decay Heat Removal. 

2. Inventory Control. 

3. Electrical Power Availability. 

Pinch points refer to a particular location in an area where the damage from a single fire 
scenario could result in failure of multiples components or trains of a system such that the 
maximum detriment on that system's performance would be realized from the single fire 
scenario. Typically, this involves close vertical proximity of cables that support redundant 
components or trains of a system such that all such cables can be damaged by just one fire 
scenario. As stated in the LAR, the licensee did not use FM to eliminate pinch points within a 
fire zone. 

As described in the LAR, the licensee's analysis identified 13 fire areas in Unit 1 and 15 fire 
areas in Unit 2 that contain pinch points for which more conservative fire controls during HREs 
are proposed. LAR Attachment S, Table S-2, Implementation Item 12, includes an action to 
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revise procedures to implement the results of the NPO analysis and the NRC staff concludes 
that this is acceptable because it will incorporate the provisions of NFPA 805 in the FPP and 
because it would be required by the proposed license condition. 

Based on its review of the information provided in the LAR, as supplemented, the NRC staff 
concludes that the licensee used methods consistent with the guidance provided in RG 1.205 
and FAQ 07-0040 to identify the equipment required to achieve and maintain the fuel in a safe 
and stable condition during NPO modes. Furthermore, the NRC staff concludes that the 
licensee has a process in place to ensure that fire protection DID measures will be implemented 
to achieve the KSFs during plant outages and that any actions will be completed through an 
implementation item identified in LAR Attachment S, Table S-2, Implementation Item 12, which 
will incorporate the provisions of NFPA 805 in the FPP and would be required by the proposed 
license condition. 

3.5.3.4 NPO Pinch Point Resolutions and Program Implementation 

The licensee identified components necessary to accomplish the KSFs using a methodology 
consistent with that identified for the at-power analysis, including identification of components 
that could spuriously operate and impair the KSF path. The majority of equipment required to 
maintain the NPO KSFs is the same as that required to safely shutdown the plant while at 
power. Some SSD components have a different functional requirement during NPO modes. In 
these cases the licensee performed additional cable selection and routing. 

As described in LAR Attachment D, the licensee established an administrative control procedure 
for shutdown risk management that implements the licensee's philosophy of outage risk 
management for CSD and refueling modes, and also when the reactor is defueled. This 
licensee developed this procedure to provide supplemental site instructions to meet nuclear 
fleet guidelines for managing shutdown risk. In addition to clarifying definitions and 
responsibilities, this procedure provides general expectations and specific guidelines for 
maintaining each of the KSFs. 

The licensee stated that prior to entry into Mode 5, and before each planned plant configuration 
change, the applicable attachments of the shutdown risk management plan are evaluated for 
completeness. The licensee further stated that maintaining the plant in this manner 
(a) heightens awareness of Operations personnel to plant conditions that contribute to shutdown 
risk, and (b) provides a mechanism for initiating actions to restore KSFs or contingency plans 
should unplanned events increase risk during an outage. 

The licensee lists the following recommendations to support the available success paths for 
KSFs based on the results of the area analyses: 

1. Restriction of hot work in analysis areas during periods of increased vulnerability; 

2. Identification and monitoring of in-situ ignition sources for fire precursors; 

3. Verification of functional detection and I or suppression in the vulnerable analysis 
areas; 
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4. Limitation of transient combustible materials in analysis areas during periods of 
increased vulnerability; 

5. Plant equipment configuration changes or equipment realignment; 

6. Provision of additional fire patrols at periodic intervals or other appropriate 
compensatory measures (such as surveillance cameras) during periods of 
increased vulnerability; and 

7. Rescheduling the work to a period with lower risk or higher DID. 

The licensee stated that none of these recommendations were used to eliminate pinch points 
during the NPO Evaluation and that no line-up changes or RAs were used to mitigate or 
eliminate fire-induced failures. 

NFPA 805 requires that the NSPC be met during any operational mode or condition, including 
NPO. As described above, the licensee has performed the following engineering analyses to 
demonstrate that it meets this requirement: 

• Identified the KSFs required to support the NSPC during NPOs; 

• Identified the plant operating states where further analysis is necessary during 
NPOs; 

• Identified the SSCs required to meet the KSFs during the plant operating states 
analyzed; 

• Identified the location of these SSCs and their associated cables; 

• Performed analyses on a fire area basis to identify pinch points were one or more 
KSF could be lost as a direct result of fire-induced damage; and 

• Planned/implemented modifications to appropriate procedures in order to employ 
a fire protection strategy for reducing risk at these pinch points during HREs. 

Accordingly, based on the information provided in the LAR, as supplemented, the NRC staff 
concludes that the licensee has provided reasonable assurance that the NSPC are met during 
NPO modes and HREs because evaluations of power-operated components needed to support 
NPO KSF have been performed and revisions to procedures in order to employ a fire protection 
strategy for reducing risk at these pinch points during HREs are included in LAR Attachment S, 
Table S-2, and would be required by the proposed license condition. 

3.5.4 Conclusion for Section 3.5 

The NRC staff reviewed the licensee's RI/PB FPP as described in the LAR and its supplements, 
to evaluate the NSCA results. The licensee used a combination of the deterministic approach 
and the PB approach, in accordance with NFPA 805, Sections 4.2.3 and 4.2.4. 
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For those fire areas that utilized a deterministic approach, the NRC staff verified the following: 

• The engineering evaluations for exemptions and deviations from the existing FPP 
were evaluated and found to be valid and acceptable for meeting the 
requirements of NFPA 805, as allowed by NFPA 805, Section 2.2.7; 

• Fire suppression effects were evaluated and found to have no adverse impact on 
the ability to achieve and maintain the NSPC for each fire area; and 

• The required automatic fire suppression and automatic fire detection systems 
were appropriately documented for each fire area. 

Accordingly, the NRC staff concludes that there is reasonable assurance that each fire area 
utilizing the deterministic approach does so in accordance with NFPA 805, Section 4.2.3. 

For those fire areas that utilized a PB approach, the NRC staff verified the following: 

• The engineering evaluations for exemptions and deviations from the existing FPP 
were validated and found to be valid and acceptable for meeting the 
requirements of NFPA 805 as stated by the licensee, as allowed by NFPA 805, 
Section 2.2.7; 

• Fire suppression effects were evaluated and found by the licensee to have no 
adverse impact on the ability to achieve and maintain the NSPC for each fire 
area; 

• All VFDRs were evaluated by the licensee using the FRE PB approach (in 
accordance with NFPA 805, Section 4.2.4.2) to address risk impact, DID, and 
safety margin, and found to be acceptable; 

• All RAs necessary to demonstrate the availability of a success path were 
evaluated by the licensee with respect to the additional risk presented by their 
use and found to be acceptable in accordance with NFPA 805, Section 4.2.4; 

• All DID-RAs were properly documented for each fire area; 

• The required automatic fire suppression and automatic fire detection systems 
were appropriately documented for each fire area. 

Accordingly, the NRC staff concludes that there is reasonable assurance that each fire area 
utilizing the PB approach, does so in accordance with NFPA 805, Section 4.2.4 and is able to 
achieve and maintain the NSPC. Furthermore, there is reasonable assurance that the 
associated FREs meet the requirements for risk, DID, and safety margin. 

The NRC staff's review of the licensee's analysis and outage management process during NPO 
modes concludes that the licensee provided reasonable assurance that the NSPC will be met 
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during NPO modes and HREs, and that the licensee used methods consistent with the guidance 
provided in RG 1.205 and FAQ 07-0040. The NRC staffs review also concludes that no RAs 
are required during NPO modes and that the licensee's overall approach for fire protection 
during NPO modes is acceptable. 

3.6 Radioactive Release Performance Criteria 

NFPA 805, Chapter 1 defines the radioactive release goals, objectives, and performance criteria 
that must be met by the FPP in the event of a fire at a NPP in any operational mode. 

NFPA 805, Section 1.3.2, "Radioactive Release Goal," states that: 

The radioactive release goal is to provide reasonable assurance that a fire will not result 
in a radiological release that adversely affects the public, plant personnel, or the 
environment. 

NFPA 805, Section 1.4.2, "Radioactive Release Objective," states that: 

Either of the following objectives shall be met during all operational modes and plant 
configurations. 

(1) Containment integrity is capable of being maintained. 

(2) The source term is capable of being limited. 

NFPA 805, Section 1.5.2, "Radioactive Release Performance Criteria," states that: 

Radiation release to any unrestricted area due to the direct effects of fire suppression 
activities (but not involving fuel damage) shall be as low as [is] reasonably achievable 
[(ALARA)] and shall not exceed applicable 10 CFR, Part 20, limits. 

The NRC staff reviewed the licensee's assessment provided in the LAR in order to determine if 
the existing FPP with its planned modifications would meet the radioactive release performance 
criteria requirements of a FPP, in accordance with 10 CFR 50.48(a) and (c) using the guidance 
in RG 1.205 and NUREG-0800, Section 9.5.1.2. 

The licensee performed an assessment of the capability of the PSL FPP to meet the goals, 
objectives, and performance criteria of NFPA 805 for all plant operating modes (power and 
non-power operations) and plant areas using the methodology described in its NFPA 805 
radioactive release review report, that comprised a review of existing pre-fire plans, fire brigade 
training materials, and engineering controls. 

The licensee's review, documented in the LAR, found that the fire suppression activities, as 
defined in the pre-fire plans, and fire brigade training and procedures will be compliant with the 
requirements of NFPA 805 and the guidance in NEI 04-02 and RG 1.205 upon completion of the 
actions described in LAR, Attachment S, Table S-2, Implementation Item 13. The identification 
of radiological areas where the potential for radioactive materials were present during any plant 
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operating mode was performed from the review of pre-fire plans, plant walkdowns, and 
interviews with plant personnel and Radiation Protection. 

The licensee performed a review of compartments (fire areas) in the screening process to 
determine where there is a potential for generating radioactive effluents during firefighting 
activities based on three factors: 1) inside or outside of the radiologically controlled area (RCA) 
area, 2) ventilation engineering controls (for gaseous effluent), and 3) drainage engineering 
controls (for liquid effluent). The results of the review are documented in LAR, Attachment E, 
"Radioactive Release Transition." Fire areas where there is no potential to contain radioactive 
or contaminated materials (i.e., non-RCAs) were identified and eliminated (screened out) from 
further review. Fire areas where there is a potential for generation of radioactive effluents 
created by firefighting activities (i.e., RCAs) were identified (screened in) for further evaluation. 

The screened-in areas included plant areas in the RCA such as the Fuel Handling Buildings, 
Reactor Auxiliary Buildings-RCA, and the Reactor Containment Building. For these plant areas, 
the licensee's review identified the engineering controls that were present and sufficient to 
contain and monitor gaseous and liquid effluent. Engineering controls credited for containment 
of gaseous (e.g., exhaust ventilation routed through HEPA and charcoal filters) and liquid (e.g., 
floor drains and sumps routed directly to the radwaste system, berms to contain runoff, and 
storm drains) effluents are documented in LAR Attachment E. Operator actions were not 
credited for mitigating a potential radioactive release. The NRC staff's review determined that 
the existing engineering controls were adequate because the gaseous effluent is filtered to 
remove radioactive materials and monitored prior to discharge, and the liquid effluent is 
collected, processed, and monitored prior to discharge. 

The licensee's review identified plant areas such as the Component Cooling Water Building­
Unit 2, Support Buildings-RCA (Dry Storage Building, Steam Generator Slowdown Building) 
where there were some engineered controls for containment of liquid effluent from fire 
suppression activities. For these plant areas, administrative controls such as guidance for 
containing smoke, scrubbing smoke, runoff control, and sampling will be included in pre-fire 
plans and procedures. Additionally, equipment such as drain covers, shovels, plastic sheeting, 
and bagged sand will be pre-staged in locations for containment of potential radioactive effluent. 
During a fire event, Radiation Protection is notified, responds, and monitors radiation levels, and 
supports the Fire Brigade in the radioactive release requirements. 

The licensee's review also identified the RCA-Yard area that has small structures, Sea-Land 
container, and stored drums where radioactive materials were present with limited or no 
engineered controls for containment of gaseous and liquid effluents. In a letter dated March 25, 
2014 (Reference 11 ), the licensee indicated that for this area, it evaluated the potential for 
radioactive release and radiation exposure to members of the public using a quantitative 
assessment (i.e., dose calculation). 

In radiological release (RR) RAI 01 (Reference 23), the NRC staff requested that the licensee 
provide additional information regarding the qualitative assessment or provide a quantitative 
assessment regarding the analysis conducted to demonstrate that the instantaneous release 
limits in the TSs or other 10 CFR 20 limits will not be exceeded. In its response to RR RAI 01 
(Reference 11 ), the licensee described the dose calculation and bounding analysis performed to 
demonstrate that the instantaneous release limits in the TS or other 10 CFR 20 limits will not be 
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exceeded where containment and confinement could not be relied upon. The licensee's 
bounding analysis considered a burning Sea-Land container loaded with dry active waste 
(DAW) and utilized the 10 CFR 61 waste stream data to determine if radioactive effluents from a 
fire will be below the TS requirements for the Radioactive Effluent Controls Program in the PSL 
Offsite Dose Calculation Manual (ODCM). The source term consisted of the type and quantities 
of radionuclides from the licensee's largest and recent (2013) shipment of DAW stored in the 
Sea-Land container, and then assumed the DAW was entirely released from fire suppression 
activities. 

The NRC staff reviewed the licensee's bounding analysis in, "Dose Calculation for a Burning 
Sea-Land Container." The licensee based its analysis on conservative assumptions and 
acceptable methods described in the licensee's ODCM and RG 1.109, "Calculation of Annual 
Doses to Man from Routine Releases of Reactor Effluents for the Purpose of Evaluating 
Compliance with 10 CFR Part 50, Appendix I," (Reference 126). The licensee established an 
administrative control (procedure RP-AA-108-1002) to limit the amount of DAW in the Sea-Land 
container to ensure that the analysis was bounding. The NRC staff concludes that the licensee 
has adequately quantified and limited the maximum amount of radioactive material that can be 
safely stored in a fire event such that any radioactive material released would not exceed the 
public dose limits of 10 CFR Part 20. 

The licensee reviewed the fire brigade training materials to ensure they were consistent with the 
pre-fire plans in terms of containment and monitoring of potentially contaminated smoke and fire 
suppression water. Those training materials needing revision were identified and documented. 
The revision of the training materials to address radioactive release requirements of NFPA 805 
is described in LAR Attachment S, Table S-2, Implementation Item 13. The NRC staff 
concludes this action is acceptable because it will incorporate the provisions of NFPA 805 in the 
FPP and because it would be required by the proposed license condition. 

The licensee's planned procedure changes, process updates, and training to affected plant 
personnel that will be completed prior to the implementation of the FPP is described in LAR 
Attachment S, Table S-2, Implementation Items 8 and 13. Implementation Item 8 includes 
updating pre-fire plans with findings of the radiological release evaluation in LAR Attachment E, 
and training performed on changes to the pre-fire plans. Implementation Item 13 includes 
updating and developing new pre-fire plans, fire brigade training, developing administrative 
controls, staging materials and equipment to prevent run-off entering the storm drain system, 
and enhancing fire strategies for Radiation Protection monitoring smoke and water runoff prior 
to release. The NRC staff concludes that these actions are acceptable because they will 
incorporate the provisions of NFPA 805 in the FPP and because they would be required by the 
proposed license condition. 

Based on: (1) the information provided in the LAR, as supplemented, (2) use of installed and 
manual engineered controls to contain and monitor potential releases, and (3) the development 
and implementation of newly revised fire pre-plans and fire brigade training procedures, the 
NRC staff concludes that the licensee's RI/PB FPP provides reasonable assurance that 
radiation releases to any unrestricted area resulting from the direct effects of fire suppression 
activities at PSL are ALARA and are not expected to exceed the public dose limits in 
10 CFR Part 20. In conclusion, the NRC staff finds that the licensee's RI/PB FPP complies with 
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the requirements specified in NFPA 805, Sections 1.3.2, 1.4.2, and 1.5.2, and that this approach 
is acceptable. 

3.7 NFPA 805 Monitoring Program 

3.7.1 Monitoring Program 

For this SE section, the following requirements from NFPA 805 (Reference 3), Section 2.6, are 
applicable to the NRC staff's review of the LAR (Reference 8): 

NFPA 805 Section 2.6, "Monitoring," states that: 

A monitoring program shall be established to ensure that the availability and 
reliability of the fire protection systems and features are maintained and to 
assess the performance of the fire protection program in meeting the 
performance criteria. Monitoring shall ensure that the assumptions in the 
engineering analysis remain valid. 

NFPA 805 Section 2.6.1, "Availability, Reliability, and Performance Levels," states that: 

Acceptable levels of availability, reliability, and performance shall be established. 

NFPA 805 Section 2.6.2, "Monitoring Availability, Reliability, and Performance," states that: 

Methods to monitor availability, reliability, and performance shall be established. 
The methods shall consider the plant operating experience and industry 
operating experience. 

NFPA 805 Section 2.6.3, "Corrective Action," states that: 

If the established levels of availability, reliability, or performance are not met, 
appropriate corrective actions to return to the established levels shall be 
implemented. Monitoring shall be continued to ensure that the corrective actions 
are effective. 

The NRC staff reviewed LAR Section 4.6, "Monitoring Program," that the licensee developed to 
monitor availability, reliability, and performance of FPP systems and features after the transition 
to NFPA 805. The NRC review focused on the critical elements related to the monitoring 
program, including the selection of FPP systems and features to be included in the program, the 
attributes of those systems and features that will be monitored, and the methods for monitoring 
those attributes. Implementation of the monitoring program will occur on the same schedule as 
the NFPA 805 RI/PB FPP implementation, which the NRC staff concludes is acceptable. (See 
SE Section 2. 7). 

The licensee stated that it will develop an NFPA 805 monitoring program consistent with 
FAQ 10-0059 (Reference 73) and that development of the monitoring program will include a 
review of existing surveillance, inspection, testing, compensatory measures, and oversight 
processes for adequacy. The licensee further stated that the review will examine adequacy of 
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the scope of SSCs within the existing plant programs, performance criteria for availability and 
reliability of SSCs, and the adequacy of the plant corrective action program. The licensee 
further stated that the monitoring program will incorporate phases for scoping, screening using 
risk criteria, risk target value determination, and monitoring implementation and that the scope 
of the program will include fire protection systems and features, NSCA equipment, SSCs relied 
upon to meet radioactive release criteria, and fire protection programmatic elements. 

Based on the information provided in the LAR, as supplemented, the NRC staff concludes that 
the licensee's NFPA 805 monitoring program, and development and implementation process is 
acceptable and assures that the licensee will implement an effective program for monitoring risk 
significant fires because it: 

• Establishes the appropriate SSCs to be monitored; 

• Uses an acceptable screening process for determining the SSCs to be included 
in the monitoring program; 

• Establishes availability, reliability and performance criteria for the SSCs being 
monitored; and 

• Requires corrective actions when SSC availability, reliability, and performance 
criteria targets are exceeded in order to bring performance back within the 
required range. 

However, since the final values for availability and reliability, as well as the performance criteria 
for the SSCs being monitored, have not been established for the monitoring program as of the 
date of this SE, completion of the licensee's NFPA 805 Monitoring Program is an 
implementation item, addressed in LAR Attachment S, Table S-2, Implementation Item 14, 
which the NRC staff concludes is acceptable because it will incorporate the provisions of 
NFPA 805 in the FPP and because it would be required by the proposed license condition. 

Completion of the monitoring program will occur on the same schedule as the implementation of 
NFPA 805, which the NRC staff concludes is acceptable. 

3.7.2 Conclusion for Section 3.7 

The NRC staff reviewed the licensee's RI/PB FPP and concludes that there is reasonable 
assurance that the licensee's monitoring program meets the requirements specified in 
NFPA 805 Sections 2.6.1, 2.6.2, and 2.6.3 because the licensee identified an action to revise 
plant documents to monitor and trend the FPP, and included that action as an implementation 
item that will incorporate the provisions of NFPA 805 in the FPP and would be required by the 
proposed license condition. 

3.8 Program Documentation. Configuration Control, and Quality Assurance 

For this SE section, the requirements from NFPA 805 (Reference 3), Section 2.7, "Program 
Documentation, Configuration Control and Quality," are applicable to the NRC staff's review of 
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the LAR in regard to the appropriate content, configuration control, and quality of the 
documentation used to support the PSL FPP transition to NFPA 805. 

NFPA 805, Section 2.7.1.1, "General," states that: 

The analyses performed to demonstrate compliance with this standard shall be 
documented for each nuclear power plant (NPP). The intent of the 
documentation is that the assumptions be clearly defined and that the results be 
easily understood, that results be clearly and consistently described, and that 
sufficient detail be provided to allow future review of the entire analyses. 
Documentation shall be maintained for the life of the plant and be organized 
carefully so that it can be checked for adequacy and accuracy either by an 
independent reviewer or by the AHJ. 

NFPA 805, Section 2.7.1.2, "Fire Protection Program Design Basis Document," states 
that: 

A fire protection program design basis document shall be established based on 
those documents, analyses, engineering evaluations, calculations, and so forth 
that define the fire protection design basis for the plant. As a minimum, this 
document shall include fire hazards identification and nuclear safety capability 
assessment, on a fire area basis, for all fire areas that could affect the nuclear 
safety or radioactive release performance criteria defined in Chapter 1. 

NFPA 805, Section 2. 7.1.3, "Supporting Documentation," states that: 

Detailed information used to develop and support the principal document shall be 
referenced as separate documents if not included in the principal document. 

NFPA 805, Section 2.7.2.1, "Design Basis Document," states that: 

The design basis document shall be maintained up-to-date as a controlled 
document. Changes affecting the design, operation, or maintenance of the plant 
shall be reviewed to determine if these changes impact the fire protection 
program documentation. 

NFPA 805, Section 2.7.2.2, "Supporting Documentation," states that: 

Detailed supporting information shall be retrievable records. Records shall be 
revised as needed to maintain the principal documentation up-to-date. 

NFPA 805, Section 2.7.3.1, "Review," states that: 

Each analysis, calculation, or evaluation performed shall be independently 
reviewed. 
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NFPA 805, Section 2.7.3.2*, "Verification and Validations" states that: 

Each calculational model or numerical method used shall be verified and 
validated through comparison to test results or comparison to other acceptable 
models. 

NFPA 805, Section 2.7.3.3, "Limitations of Use," states that: 

Acceptable engineering methods and numerical models shall only be used for 
applications to the extent these methods have been subject to verification and 
validation. These engineering methods shall only be applied within the scope, 
limitations, and assumptions prescribed for that method. 

NFPA 805, Section 2. 7.3.4, "Qualification of Users," states that: 

Cognizant personnel who use and apply engineering analysis and numerical 
models (e.g., fire modeling techniques) shall be competent in that field and 
experienced in the application of these methods as they relate to nuclear power 
plants, nuclear power plant fire protection, and power plant operations. 

NFPA 805, Section 2.7.3.5, "Uncertainty Analysis" states that: 

An uncertainty analysis shall be performed to provide reasonable assurance that the 
performance criteria have been met. 

3.8.1 Documentation 

The NRC staff reviewed LAR (Reference 8) Section 4.7.1, "Compliance with Documentation 
Requirements in Section 2.7.1 of NFPA 805," to evaluate the FPP design basis document and 
supporting documentation. 

The FPP design basis is a compilation of multiple documents (i.e., fire safety analyses, 
calculations, engineering evaluations, NSCAs, etc.}, databases, and drawings that are identified 
in LAR Figure 4-9, "NFPA 805 Planned Post-Transition Documentation and Relationships." The 
licensee stated that the analyses conducted to support the NFPA 805 transition were performed 
in accordance with its processes, which meet or exceed the requirements for documentation 
outlined in NFPA 805, Section 2.7.1. 

Specifically, the licensee stated that the design analysis and calculation procedures provide the 
methods and requirements to ensure that design inputs and assumptions are clearly defined, 
results are easily understood by being clearly and consistently described, and that sufficient 
detail is provided to allow future review of the entire analysis. The licensee further stated that 
the process includes provisions for appropriate design and engineering review and approval, 
and that the approved analyses are considered controlled documents, and are accessible via 
PSL's document control system. The licensee further stated that the documents are also 
subject to review and revision consistent with the other plant calculations and analyses, as 
required by the plant design change process. 
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The LAR stated that the documentation associated with the FPP will be maintained for the life of 
the plant and organized in such a way to facilitate review for accuracy and adequacy by 
independent reviewers, including the NRC staff. 

Based on the description provided in the LAR, as supplemented, of the content of the FPP 
design basis and supporting documentation, and taking into account the licensee's plans to 
maintain this documentation throughout the life of the plant, the NRC staff concludes that the 
licensee's approach for meeting the requirements of NFPA 805, Sections 2.7.1.1, 2.7.1.2, and 
2. 7 .1.3, regarding adequate development and maintenance of the FPP design basis 
documentation, is acceptable. 

3.8.2 Configuration Control 

The NRC staff reviewed LAR Section 4.7.2, "Compliance with Configuration Control 
Requirements in Sections 2.7.2 and 2.2.9 of NFPA 805," in order to evaluate the licensee's 
configuration control process. 

To support the many other technical, engineering and licensing programs, the licensee has 
existing configuration control processes and procedures for establishing, revising, or utilizing 
program documentation. Accordingly, the licensee is integrating the new FPP design basis and 
supporting documentation into these existing configuration control processes and procedures. 
These processes and procedures require that all plant changes be reviewed for potential impact 
on the various PSL licensing programs, including the FPP. 

The LAR stated that the configuration control process includes provisions for appropriate 
design, engineering reviews and approvals, and that approved analyses are considered 
controlled documents available through the document control system. The LAR also stated that 
analyses based on the PRA program, which includes the FREs, are issued as formal analyses 
subject to these same configuration control processes, and are additionally subjected to the 
PRA peer review process specified in the ASME/ANS PRA standard (Reference 40). 

Configuration control of the existing FPP during the transition period is maintained by the 
change evaluation process, as defined in the existing configuration management and 
configuration control procedures. LAR Attachment S, Table S-2, Implementation Item 15 
includes an action to revise these procedures as necessary for application to the NFPA 805 
FPP and the NRC staff concludes that this action is acceptable because it will incorporate the 
provisions of NFPA 805 in the FPP and because it would be required by the proposed license 
condition. 

Note that the NRC staff's review of the licensee's process for updating and maintaining the 
FPRA in order to reflect plant changes made after completion of the transition to NFPA 805 is 
included in SE Section 3.4. 

Based on the description of the licensee's configuration control process, which indicates that the 
new FPP design basis and supporting documentation will be controlled documents and that 
plant changes will be reviewed for impact on the FPP, the NRC staff concludes that there is 
reasonable assurance that the requirements of NFPA 805 Sections 2.7.2.1 and 2.7.2.2 will be 
met. 
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3.8.3 Quality 

The NRC staff reviewed LAR Section 4.7.3, "Compliance with Quality Requirements in 
Section 2.7.3 of NFPA 805," to evaluate the quality of the engineering analyses used to support 
transition of the FPP to NFPA 805 based on the requirements outlined above. The individual 
sections of this SE provide the NRC staff's evaluation of the application of the NFPA 805 quality 
requirements to the licensee's FPP, as appropriate. 

3.8.3.1 Review 

NFPA 805, Section 2.7.3.1, requires that each analysis, calculation, or evaluation performed be 
independently reviewed. The licensee stated that its procedures require independent review of 
analyses, calculations, and evaluations, including those performed in support of compliance with 
10 CFR 50.48(c). The LAR stated that the transition to NFPA 805 was independently reviewed, 
and that analyses, calculations, and evaluations to be performed post-transition will be 
independently reviewed, as required by existing procedures. 

The NRC staff concludes that the licensee's approach for meeting the Quality requirements of 
NFPA 805, Section 2.7.3.1, is acceptable because the licensee demonstrated that procedures, 
analyses, calculations, and evaluations are independently reviewed. 

3.8.3.2 Verification and Validation 

NFPA 805, Section 2. 7.3.2 requires that each calculational model or numerical method used be 
V&V through comparison to test results or other acceptable models. The licensee stated that 
the calculational models and numerical methods used in support of the transition to NFPA 805 
were V&V, and that the calculational models and numerical methods used post-transition will be 
similarly V&V. As an example, the licensee provided extensive information related to the V&V 
of fire models used to support the development of the FREs. The NRC staff's evaluation of this 
information is discussed below. 

3.8.3.2.1 General 

NUREG-1824, "Verification and Validation of Selected Fire Models for Nuclear Power Plant 
Applications", Volumes 1-7 (Reference 53), documents the V&V of five selected fire models 
commonly used to support applications of RI/PB fire protection at nuclear power plants. The 
seven volumes of this NU REG-series report provide technical documentation concerning the 
predictive capabilities of a specific set of fire dynamics calculation tools and fire 
phenomenological models that may be used for the analysis of fire hazards in postulated 
nuclear power plant scenarios. When used within the limitations of the fire models and 
considering the identified uncertainties, these models may be employed to demonstrate 
compliance with the requirements of 10 CFR 50.48(c) as part of an approved PB approach in 
accordance with NFPA 805, Chapter 4. 

Accordingly, for those FM elements performed by the licensee using the V&V applications 
contained in NUREG-1824 to support the transition to NFPA 805, the NRC staff concludes that 
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the use of these models is acceptable, provided that the intended application is within the 
appropriate limitations of the model, as identified in NUREG-1824. 

In LAR Section 4.5.2, the licensee also identified the use of several empirical correlations that 
are not addressed in NUREG-1824. The NRC staff reviewed these correlations, as well as the 
related material provided in the LAR, in order to determine whether the licensee adequately 
demonstrated alignment with specific portions of the applicable NUREG-1824 guidance. 

The NRC staff concludes that the theoretical bases of the models and empirical correlations 
used in the FM calculations that were not addressed in NUREG-1824 were identified and 
described in authoritative publications (Reference 112), (Reference 113), (Reference 114), 
(Reference 115), (Reference 116), (Reference 117), (Reference 118), (Reference 119), 
(Reference 120), (Reference 121), and (Reference 122). 

Table 3.8-1, "V&V Basis for Fire Modeling Correlations Used at St. Lucie," in SE Attachment A 
and Table 3.8-2, "V&V Basis for Other Fire Models and Related Calculations Used at St. Lucie," 
in SE Attachment B identify these empirical correlations and computer fire models, respectively, 
as well as the NRC staff evaluation of each. 

The FM employed by the licensee in the development of the FREs used empirical correlations 
that provide bounding solutions for the ZOI and conservative input parameters, which produced 
conservative results for the FM analysis. The empirical correlations and models were used to 
develop a generic methodology to determine the ZOI from pre-calculated tables. This 
methodology is documented in the GFMTs approach. (See SE Section 3.4.2.3 for further 
discussion of the licensee's FM method.) 

The NRC staff concludes that this approach provides reasonable assurance that the FM used in 
the development of the fire scenarios for the FREs is appropriate, and thus acceptable for use in 
transition to NFPA 805 because the V&V of the empirical correlations used by the licensee were 
consistent with either NUREG-1824 or the SFPE Handbook of Fire Protection Engineering. 

3.8.3.2.2 Discussion of RAls 

In letters dated December 26, 2013 (Reference 23), and July 14, 2014 (Reference 25), the NRC 
staff sought additional information concerning the FM conducted to support the FPRA. In letters 
dated February 24, 2014 (Reference 10), March 25, 2014 (Reference 11 ), April 25, 2014 
(Reference 12), and August 27, 2014 (Reference 14), the licensee responded to the RAls. 

• In FM RAI 03.a (Reference 23), the NRC staff requested that the licensee 
provide the V&V basis for the calculation methods and correlations used in the 
fire hazard assessment of exposure to SSD raceways in Unit 1 performed in 
support of the licensee's request for 10 CFR Part 50 Appendix R K1 Exemption. 

In its response to FM RAI 03.a (Reference 11 ), the licensee stated that the FM 
performed to substantiate the 10 CFR 50 Appendix R K1 Exemption included 
flame height, heat release rate, flame spread rate, flame spread distance, fire 
duration, and cable tray heat flux calculations. The licensee further stated that it 
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updated LAR Attachment J to include the V&V basis for the correlations and 
models that were used for these calculations. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee provided an adequate V&V basis for the fire models that 
were used in support of the licensee's request for 10 CFR Part 50 Appendix R 
K1 Exemption. 

• In FM RAI 03.b (Reference 23), the NRC staff requested that the licensee 
provide the V&V basis for the methodology it used to convert damage times for 
thermoplastic cables in Appendix H of NUREG/CR-6850 to percent damage as a 
function of heat flux. 

In its response to FM RAI 03.b (Reference 11 ), the licensee referred to the 
description and discussion of the methodology provided in the response to FM 
RAI 02.e, and stated that it relies on an approach which has been accepted for 
qualification of cables used in an elevated ambient temperature environment. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because, (1) the licensee provided an adequate verification basis for the 
methodology, and (2) the FM part of the methodology involves an interpolation 
between the electrical cabinet ZOI tables for different types of targets in the 
GFMTs approach, which has been V&V as described in LAR Attachment J. 

• In FM RAI 03.c (Reference 23), the NRC staff requested that the licensee 
provide the V&V basis for the model it used to calculate the HGL temperature in 
the NSP calculations for the containment, and to provide technical details to 
demonstrate that the model has been applied within the validated range of input 
parameters, or justify the application of the model outside the validated range 
reported in V&V basis documents. 

In its response to FM RAI 03.c (Reference 11 ), the licensee stated that it 
performed a V&V evaluation for the containment HGL manual NSP calculations, 
and that this evaluation confirms that the fire models used in the calculations 
were applied within their validated ranges. The licensee further explained that 
the containment NSP calculations used Beyler's method to estimate the HGL 
temperature in a closed compartment and the model described in Appendix R of 
NUREG/CR-6850 to estimate the HRR of cable trays, and that both models were 
applied with conservative assumptions. The licensee further explained that the 
effective containment dimensions were reduced to ensure that the compartment 
aspect ratio is within the NUREG-1824 validated range. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the fire models used to calculate the HGL temperature in the NSP 
calculations for the containment were applied with conservative assumptions and 
within the validated range of input parameters. 
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3.8.3.2.3 Post-Transition 

The licensee stated that it will revise the appropriate processes and procedures to include 
NFPA 805 quality requirements for use during the performance of post-transition FPP changes, 
including those for V&V. Revision of the applicable post-transition processes and procedures to 
include NFPA 805 requirements for V&V is identified in LAR Attachment S, Table S-2, 
Implementation Item 15, and the NRC staff concludes that this action is acceptable because it 
will incorporate the provisions of NFPA 805 in the FPP and would be required by the proposed 
license condition. 

3.8.3.2.4 Conclusion for Section 3.8.3.2 

Based on the licensee's description of the process for V&V of calculational models and 
numerical methods, and their continued use post-transition, the NRC staff concludes that the 
licensee's approach to meeting the requirements of NFPA 805 Section 2.7.3.2 is acceptable 
because the models are consistent with approved uses in NRC guidance or other authoritative 
publications and the licensee has identified actions that will result in compliance with NFPA 805 
and those actions would be required by the proposed license condition. 

The NRC staff concludes that the licensee's approach provides reasonable assurance that the 
FM used in the development of the fire scenarios for FPRA is appropriate, and thus acceptable 
for use in transition to NFPA 805 because the V&V of the empirical correlations used by the 
licensee were consistent with either NUREG-1824, the SFPE Handbook of Fire Protection 
Engineering, or other authoritative publications. 

3.8.3.3 Limitations of Use 

NFPA 805, Section 2.7.3.3 requires that only acceptable engineering methods and numerical 
models be used for transition to the extent that these methods have been subject to V&V, and 
that they are applied within the scope, limitations, and assumptions prescribed for that method. 
The LAR stated that the engineering methods and numerical models used in support of the 
transition to NFPA 805 were subject to the limitations of use outlined in NFPA 805, 
Section 2.7.3.3, and that the engineering methods and numerical models used post-transition 
will be subject to these same limitations of use. 

3.8.3.3.1 General 

The NRC staff assessed the acceptability of each empirical correlation and fire model in terms 
of the limits of its use. SE Table 3.8-1 in Attachment A and SE Table 3.8-2 in Attachment B, 
summarize the fire models used, how the licensee applied each in the FREs, the V&V basis for 
each, and the NRC staff evaluation for each. 

3.8.3.3.2 Discussion of RAls 

In letters dated December 26, 2013 (Reference 23), and July 14, 2014 (Reference 25), the NRC 
staff sought additional information concerning the FM conducted to support the FPRA. In letters 
dated February 24, 2014 (Reference 10), March 25, 2014 (Reference 11), April 25, 2014 
(Reference 12), and August 27, 2014 (Reference 14), the licensee responded to the RAls. 
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• In FM RAI 04 (Reference 23), the NRC staff requested that the licensee identify 
any uses of the GFMTs outside the limits of applicability, and to explain for those 
cases how it justified the use of the GFMTs approach. 

In its response to FM RAI 04 (Reference 12), the licensee stated that there are 
two general categories in which fire models were applied, 1) the application of 
the GFMTs approach and 2) the calculation of the abandonment times in the 
MCR. The licensee further identified the following six uses of the GFMTs 
approach outside its limits of applicability, and provided a detailed discussion to 
show how these limitations were addressed: 

(1) Application of the generic ZOI data in compartments in which the HGL 
temperature exceeds 80 °C; 

(2) Application of the generic ZOI data to fire scenarios in wall and corner 
configurations; 

(3) Application of the generic ZOI data for panel ignition sources with panels 
having plan dimensions greater than 0.9 X 0.6 m (3 X 2 ft.); 

( 4) Application of the generic ZOI data to scenarios that result in flame 
impingement to the ceiling; 

(5) Application of the generic HGL data to configurations in which secondary 
combustibles (cable trays) are ignited; and 

(6) Application of the GFMT CF AST fire modeling results to spaces that 
exceed the limitation for CFAST. 

The licensee further identified the following three CFAST model limits that apply 
to the control room abandonment calculations, and provided a detailed 
discussion to show that these constraints were met: 

(1) Maximum vent size to enclosure volume ratio should not exceed 2 m-1; 

(2) Maximum enclosure length-to-width ratio of five; and 

(3) Maximum heat release rate per unit volume of 1 MW/m3. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee identified uses of the GFMTs approach and CFAST outside 
their limits of applicability, and demonstrated that these uses did not lead to 
non-conservative ZOI and HGL temperature estimates. 
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3.8.3.3.3 Post-Transition 

The licensee stated that it will revise the appropriate processes and procedures to include the 
NFPA 805 quality requirements for use during the performance of post-transition FPP changes, 
including those for limitations of use. Revision of the applicable post-transition processes and 
procedures to include NFPA 805 requirements for limitations of use are identified in LAR 
Attachment S, Table S-2, Implementation Item 15, and the NRC staff concludes that this action 
is acceptable because it will incorporate the provisions of NFPA 805 in the FPP and would be 
required by the proposed license condition. 

3.8.3.3.4 Conclusion for Section 3.8.3.3 

Based on the licensee's statements that the fire models used to support development of the 
FREs were used within their limitations, and the description of the licensee's process for placing 
limitations on the use of engineering methods and numerical models, the NRC staff concludes 
that the licensee's approach to meeting the requirements of NFPA 805 Section 2.7.3.3 is 
acceptable because the models are consistent with approved uses in NRC guidance or other 
authoritative publications and the licensee has identified actions that will result in compliance 
with NFPA 805 and would be required by the proposed license condition. 

3.8.3.4 Qualification of Users 

NFPA 805, Section 2.7.3.4 requires that personnel performing engineering analyses and 
applying numerical methods (e.g., FM) be competent in that field and experienced in the 
application of these methods as they relate to NPPs, NPP fire protection, and power plant 
operations. LAR Section 4.7.3, "Compliance with Quality Requirements in Section 2.7.3 of 
NFPA 805 Fire Protection Program Quality," states that: 

... Post-transition, for personnel performing fire modeling or Fire PRA 
development and evaluation, FPL will develop and maintain qualification 
requirements for individuals assigned various tasks. Position Specific Guides will 
be developed to identify and document required training and mentoring to ensure 
individuals are appropriately qualified per the requirements of NFPA 805 
Section 2.7.3.4 to perform assigned work .... 

3.8.3.4.1 General 

The licensee has developed procedures that require that cognizant personnel who use and 
apply engineering analyses and numerical models be competent in the field of application and 
experienced in the application of the methods, including those personnel performing analyses in 
support of compliance with 10 CFR 50.48(c). These requirements are being addressed through 
the implementation of an engineering qualification process. PSL will develop qualification or 
training requirements for personnel performing engineering analyses and numerical methods 
and has included this action in LAR Attachment S, Table S-2, Implementation Item 15. The 
NRC staff concludes that this action is acceptable because it will incorporate the provisions of 
NFPA 805 in the FPP and would be required by the proposed license condition. 
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3.8.3.4.2 Discussion of RAls 

In letters dated December 26, 2013 (Reference 23), and July 14, 2014 (Reference 25), the NRC 
staff sought additional information concerning the FM conducted to support the FPRA. In letters 
dated February 24, 2014 (Reference 10), March 25, 2014 (Reference 11 ), April 25, 2014 
(Reference 12), and August 27, 2014 (Reference 14), the licensee responded to the RAls. 

• In FM RAI 05.a (Reference 23), the NRC staff requested that the licensee 
describe the requirements to qualify personnel for performing FM calculations in 
the NFPA 805 transition. 

In its response to FM RAI 05.a (Reference 10), the licensee explained that the 
qualifications for FM personnel were based on the education and background for 
those individuals performing the FM tasks, and that the GFMTs approach was 
applied and the MCR abandonment calculations were performed by fire 
protection engineers that meet the qualification standards described in RG 1.189, 
Section 1.6.1.a (Reference 41 ). The licensee further explained that the 
qualification requirements for the technical leads are consistent with and often 
exceed those described in NEI 07-12 (Reference 109) for qualification of peer 
reviewers, and that there are no specific qualifications for those in a support role 
as the assigned technical lead was responsible for the accuracy of the 
calculations performed. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee demonstrated that the engineers performing the FM have 
the necessary qualifications. 

• In FM RAI 05.b (Reference 23), the NRC staff requested that the licensee 
describe the process for ensuring that the FM personnel have the necessary 
qualifications, and will continue to meet the qualification requirements 
post-transition. 

In its response to FM RAI 05.b (Reference 10), the licensee stated that the 
contractors who performed the FM in support of the LAR and during transition 
had the appropriate qualifications as described in the response to FM RAI 05.a. 
The licensee further stated that personnel who will perform FM calculations 
following transition will be qualified to a specific qualification mentoring guide for 
FM. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee demonstrated that a process and procedures are in place 
to ensure that the qualifications of the engineers and personnel performing the 
FM are adequate. 

• In FM RAI 05.c (Reference 23), the NRC staff requested that the licensee 
describe how proper communication between the FM and FPRA personnel is 
ensured. 
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In its response to FM RAI 05.c (Reference 10), the licensee stated that 
throughout the FPRA process, the engineers who conducted the FM and the 
FPRA personnel maintained frequent communications, and provided specific 
details on how this was accomplished during the preparation for and review of 
the FM calculations, and the incorporation of the results in the FPRA. The 
licensee further stated that the process described in FAQ 07-0061 
[sic: FAQ 12-0061] (Reference 74) will be implemented post-transition, and that 
this will ensure proper communication between fire protection and FPRA 
personnel. 

The NRG staff concludes that the licensee's response to the RAI is acceptable 
because the licensee demonstrated that the FM and the FPRA personnel were 
integrated into a single project team. 

Based on its review and above explanation, the NRG staff concludes that appropriately 
competent and experienced personnel developed the FREs, including the supporting FM 
calculations and including the additional documentation for models and empirical correlations 
not identified in previous NRG approved V&V documents. 

3.8.3.4.3 Post-Transition 

The post-transition qualification training program that will be implemented to include NFPA 805 
requirements for qualification of users is included in LAR Attachment S, Table S-2, 
Implementation Item 15, and the NRG staff concludes that this action is acceptable because it 
will incorporate the provisions of NFPA 805 in the FPP and would be required by the proposed 
license condition. 

3.8.3.4.4 Conclusion for Section 3.8.3.4 

Based on the licensee's description of the procedures for ensuring personnel who use and 
apply engineering analyses and numerical methods are competent and experienced, the NRG 
staff concludes that the licensee's approach for meeting the requirements of NFPA 805, 
Section 2.7.3.4, is acceptable. 

3.8.3.5 Uncertainty Analysis 

NFPA 805, Section 2.7.3.5 requires that an uncertainty analysis be performed to provide 
reasonable assurance that the performance criteria have been met. (Note: 10 CFR 
50.48(c)(2)(iv) states that an uncertainty analysis performed in accordance with NFPA 805, 
Section 2. 7.3.5, is not required to support calculations used in conjunction with a deterministic 
approach.) The licensee stated that it performed an uncertainty analysis for the analyses used 
in support of the transition to NFPA 805, and that an uncertainty analysis will be performed for 
post-transition analyses. 

3.8.3.5.1 General 

The industry consensus standard for PRA development, (i.e., the ASME/ANS PRA standard, 
(Reference 40)), includes requirements to address uncertainty. Accordingly, the licensee 
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addressed uncertainty as a part of the development of the FREs. The NRC staff's evaluation of 
the licensee's treatment of these uncertainties is discussed in SE Section 3.4. 7. 

NUREG-1855, Volume 1, "Guidance on the Treatment of Uncertainties Associated with PRAs in 
Risk-Informed Decision Making," (Reference 55) discusses three types of uncertainty 
associated with FM calculations as follows: 

(1) 

(2) 

(3) 

3.8.3.5.2 

Parameter Uncertainty: Input parameters are often chosen from statistical 
distributions or estimated from generic reference data. In either case, the 
uncertainty of these input parameters affects the uncertainty of the results of the 
FM analysis. 

Model Uncertainty: Idealizations of physical phenomena lead to simplifying 
assumptions in the formulation of the model equations. In addition, the numerical 
solution of equations that have no analytical solution can lead to inexact results. 
Model uncertainty is estimated via the processes of V&V. An extensive 
discussion of quantifying model uncertainty can be found in NUREG-1934, 
"Nuclear Power Plant Fire Modeling Application Guide (NPP FIRE MAG)." 
(Reference 57). 

Completeness Uncertainty: This refers to the fact that a model is not a complete 
description of the phenomena it is designed to simulate. Some consider this a 
form of model uncertainty because most fire models neglect certain physical 
phenomena that are not considered important for a given application. 
Completeness uncertainty is addressed by the description of the algorithms 
found in the model documentation. It is addressed, indirectly by the same 
process used to address the Model Uncertainty. 

Discussion of RAls 

In letters dated December 26, 2013 (Reference 23), and July 14, 2014 (Reference 25), the NRC 
staff sought additional information concerning the FM conducted to support the FPRA. In letters 
dated February 24, 2014 (Reference 10), March 25, 2014 (Reference 11 ), April 25, 2014 
(Reference 12), and August 27, 2014 (Reference 14), the licensee responded to the RAls. 

• In FM RAI 06.a (Reference 23), the NRC staff requested that the licensee explain 
how it accounted for the uncertainty associated with the FM input parameters in 
the FM analyses. 

In its response to FM RAI 06.a (Reference 12), the licensee stated that it 
accounted for the uncertainty associated with the fire model input parameters 
through the use of a conservative and bounding analysis and various sensitivity 
studies, and provided a detailed discussion of this approach for the five primary 
FM activities where parameter uncertainty is applicable: 

(1) The control room abandonment analyses; 

(2) The HGL tabulations; 
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(3) The ZOI tabulations; 

(4) The closed panel HRR estimates; and 

(5) The calculation of the cable tray heat flux in the containment building. 

The NRC staff concludes that the response to the RAI is acceptable because the 
licensee demonstrated that it properly accounted for FM parameter uncertainty in 
the FM analyses. 

• In FM RAI 06.b (Reference 23), the NRC staff requested that the licensee explain 
how the "model" and "completeness" uncertainty were accounted for in the FM 
analyses. 

In its response to FM RAI 06.b (Reference 12), the licensee stated that "model" 
and "completeness" uncertainty were addressed through the use of a 
conservative and bounding analysis, and provided a detailed explanation of this 
approach for the same five primary FM activities discussed in the response to FM 
RAI 06.a. 

The NRC staff concludes that the licensee's response to the RAI is acceptable 
because the licensee demonstrated that the "model" and "completeness" 
uncertainty were properly accounted for in the FM analysis. 

3.8.3.5.3 Post-Transition 

The licensee stated that it will revise the appropriate processes and procedures to include the 
NFPA 805 quality requirements for use during the performance of post-transition FPP changes, 
including those regarding uncertainty analysis. Revision of the applicable post-transition 
processes and procedures to include NFPA 805 requirements regarding uncertainty analysis is 
identified in LAR Attachment S, Table S-2, Implementation Item 15. The NRC staff concludes 
that this action is acceptable, because it will incorporate the provisions of NFPA 805 in the FPP 
and would be required by the proposed license condition. 

3.8.3.5.4 Conclusion for Section 3.8.3.5 

Based on the licensee's description of the process for performing an uncertainty analysis, the 
NRC staff concludes that the licensee's approach for meeting the requirements of NFPA 805 
Section 2.7.3.5 is acceptable. 

3.8.3.6 Conclusion for Section 3.8.3 

The NRC staff concludes that the RI/PB fire protection quality assurance (QA) program is 
acceptable because the program adequately addresses each of the requirements of NFPA 805, 
Section 2.7.3, which include conducting independent reviews, performing V&V, limiting the 
application of acceptable methods and models to within prescribed boundaries, ensuring that 
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personnel applying acceptable methods and models are qualified, and performing uncertainty 
analyses. 

3.8.4 Fire Protection Quality Assurance Program 

GDC 1 of Appendix A to 1 O CFR Part 50 requires the following: 

Structures, systems, and components important to safety shall be designed, 
fabricated, erected, and tested to quality standards commensurate with the 
importance of the safety functions to be performed. 

The guidance in NEI 04-02 (Reference 7) Appendix C, suggests that the LAR include a 
description of how the existing fire protection QA program will be transitioned to the new 
NFPA 805 RI/PB FPP. 

The licensee stated that the existing fire protection QA program will be maintained. The 
licensee further stated that during the transition to 10 CFR 50.48( c) it performed work in 
accordance with the quality requirements of NFPA 805, Section 2.7.3. The licensee further 
stated that future NFPA 805 analyses will be conducted in accordance with the requirements of 
NFPA 805, Section 2.7.3. The LAR described how the fire protection QA program meets the 
applicable requirements of NFPA 805, Section 2.7.3.1 through 2.7.3.5, but indicated that the QA 
program would be updated to meet the applicable requirements of NFPA 805, Section 2.7.3.4. 
The licensee included this action in LAR Attachment S, Table S-2, Implementation Item 15. The 
NRC staff concludes that this action is acceptable because it will incorporate the provisions of 
NFPA 805 in the FPP and would be required by the proposed license condition. 

Based on its review and the above explanation, the NRC staff concludes that the licensee's fire 
protection QA program is acceptable, subject to completion of the implementation item, because 
it provides reasonable assurance that the requirements of NFPA 805, Sections 2.7.3.1 through 
2.7.3.5 are met. 

3.8.5 Conclusion for Section 3.8 

The NRC staff reviewed the licensee's RI/PB FPP and RAI responses and concludes that, upon 
completion of the associated implementation items, the licensee's approach for meeting the 
requirements specified in NFPA 805, Section 2.7 is acceptable. 

4.0 FIRE PROTECTION LICENSE CONDITION 

The licensee proposed an FPP license condition regarding transition to an RI/PB FPP under 
NFPA 805, in accordance with 10 CFR 50.48(c)(3)(i). The new license condition adopts the 
guidelines of the standard fire protection license condition promulgated in RG 1.205, 
Revision 1, Regulatory Position C.3.1, as issued on December 18, 2009 (7 4 FR 67253). 
Plant-specific changes were made to the sample license condition; however, the proposed 
plant-specific FPP license condition is consistent with the standard fire protection license 
condition, incorporates all of the relevant features of the transition to NFPA 805 at St. Lucie 
Plant Units 1 and 2 and is, therefore, acceptable. 
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The following license condition is included in the revised license for St. Lucie Plant, Units 1 
and 2, and will replace Operating License No. DPR-67 and NPF-16 Condition 3.E): 

Fire Protection Program 

Florida Power & Light Company shall implement and maintain in effect all provisions of 
the approved fire protection program that complies with 10 CFR 50.48(a) and 10 CFR 
50.48(c), as specified in the licensee amendment request dated March 22, 2013, as 
supplemented by letters dated June 14, 2013, February 24, 2014, March 25, 2014, 
April 25, 2014, July 14, 2014, August 27, 2014, September 10, 2014, October 10, 2014, 
March 10, 2015, April 1, 2015, April 20, 2015, May 12, 2015, August 21, 2015, and 
October 22, 2015, and as approved in the SE dated March 31, 2016. Except where 
NRC approval for changes or deviations is required by 10 CFR 50.48(c), and provided 
no other regulation, technical specification, license condition or requirement would 
require prior NRC approval, the licensee may make changes to the fire protection 
program without prior approval of the Commission if those changes satisfy the provisions 
set forth in 10 CFR 50.48(a) and 10 CFR 50.48(c), the change does not require a 
change to a technical specification or a license condition, and the criteria listed below 
are satisfied. 

Risk-Informed Changes that May Be Made Without Prior NRC Approval 

A risk assessment of the change must demonstrate that the acceptance criteria below 
are met. The risk assessment approach, methods, and data shall be acceptable to the 
NRC and shall be appropriate for the nature and scope of the change being evaluated; 
be based on the as-built, as-operated, and maintained plant; and reflect the operating 
experience at PSL. Acceptable methods to assess the risk of the change may include 
methods that have been used in the peer-reviewed fire PRA model, methods that have 
been approved by NRC through a plant specific license amendment or NRC approval of 
generic methods specifically for use in NFPA 805 risk assessments, or methods that 
have been demonstrated to bound the risk impact. 

a) Prior NRC review and approval is not required for changes that clearly result in a 
decrease in risk. The proposed change must also be consistent with the defense­
in-depth philosophy and must maintain sufficient safety margins. The change 
may be implemented following completion of the plant change evaluation; and 

b) Prior NRC review and approval is not required for individual changes that result 
in a risk increase less than 1x10-7/year (yr) for CDF and less than 1x10-8/yr for 
LERF. The proposed change must also be consistent with the defense-in-depth 
philosophy and must maintain sufficient safety margins. The change may be 
implemented following completion of the plant change evaluation. 
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Other Changes that May Be Made Without Prior NRC Approval 

1) Changes to NFPA 805, Chapter 3, Fundamental Fire Protection Program 

Prior NRC review and approval are not required for changes to the NFPA 805, 
Chapter 3, fundamental fire protection program elements and design 
requirements for which an engineering evaluation demonstrates that the 
alternative to the Chapter 3 element is functionally equivalent or adequate for the 
hazard. The licensee may use an engineering evaluation to demonstrate that a 
change to an NFPA 805, Chapter 3, element is functionally equivalent to the 
corresponding technical requirement. A qualified fire protection engineer shall 
perform the engineering evaluation and conclude that the change has not 
affected the functionality of the component, system, procedure, or physical 
arrangement, using a relevant technical requirement or standard. 

The licensee may use an engineering evaluation to demonstrate that changes to 
certain NFPA 805, Chapter 3, elements are acceptable because the alternative is 
"adequate for the hazard." Prior NRC review and approval would not be required 
for alternatives to four specific sections of NFPA 805, Chapter 3, for which an 
engineering evaluation demonstrates that the alternative to the Chapter 3 
element is adequate for the hazard. A qualified fire protection engineer shall 
perform the engineering evaluation and conclude that the change has not 
affected the functionality of the component, system, procedure, or physical 
arrangement, using a relevant technical requirement or standard. The four 
specific sections of NFPA 805, Chapter 3, are as follows: 

• "Fire Alarm and Detection Systems" (Section 3.8); 
• "Automatic and Manual Water-Based Fire Suppression Systems" 

(Section 3.9); 
• "Gaseous Fire Suppression Systems" (Section 3.1 O); and 
• "Passive Fire Protection Features" (Section 3.11 ). 

This License Condition does not apply to any demonstration of 
equivalency under Section 1.7 of NFPA 805. 

2) Fire Protection Program Changes that Have No More than Minimal Risk Impact 

Prior NRC review and approval are not required for changes to the licensee's fire 
protection program that have been demonstrated to have no more than a minimal 
risk impact. The licensee may use its screening process as approved in the NRC 
SE dated March 31, 2016, to determine that certain fire protection program 
changes meet the minimal criterion. The licensee shall ensure that fire protection 
defense-in-depth and safety margins are maintained when changes are made to 
the fire protection program. 
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Transition License Conditions 

1) Before achieving full compliance with 10 CFR 50.48(c), as specified by 2) and 3) 
below, risk informed changes to Florida Power & Light Company fire protection 
program may not be made without prior NRC review and approval unless the 
change has been demonstrated to have no more than a minimal risk impact, as 
described in 2) above; 

2) The licensee shall implement the modifications to its facility, as described in 
Table S-1, "Plant Modifications Committed," Attachment S, of Florida Power & 
Light letter L-2015-211, dated August 21, 2015, to complete the transition to full 
compliance with 10 CFR 50.48(c) prior to startup of SL 1-28 (spring 2018) and 
SL2-24 (fall 2018) refueling outages after issuance of the SE. The licensee shall 
maintain appropriate compensatory measures in place until completion of these 
modifications; and 

3) The licensee shall implement the items listed in Attachment S, Table S-2, 
"Implementation Items," of FPL letter L-2015-211 dated August 21, 2015, with the 
exception of items 18 and 20, within 12 months after NRC approval unless that 
falls within a scheduled outage window, then in that case, completion will occur 
60 days after startup from that scheduled outage. Implementation Item 18 is an 
exception because it is associated with modifications in Table S-1 and will be 
completed in accordance with Transition License Condition 2) above. Item 20 is 
also an exception because it is required to be completed prior to self-approval 
and will be completed prior to the startup of SL2-24 (fall 2018). 

5.0 SUMMARY 

The NRC staff reviewed the licensee's application, as supplemented by various letters, to 
transition to an RI/PB FPP in accordance with the requirements established by NFPA 805. 
The NRC staff concludes that, subject to completion of the modifications and implementation 
items in LAR Attachment S, the applicant's approach, methods, and data are acceptable to 
establish, implement and maintain an RI/PB FPP in accordance with 10 CFR 50.48(c). 

Accordingly, implementation of the RI/PB FPP in accordance with 10 CFR 50.48(c) is 
reflected by a new fire protection license condition, which identifies the list of implementation 
items that must be completed in order to support the conclusions made in this SE, and 
establishes a date by which full compliance with 10 CFR 50.48(c) will be achieved. Before 
the licensee is able to fully implement the transition to an FPP based on NFPA 805 and 
apply the new fire protection license condition,· to its full extent, the modifications and 
implementation items must be completed within the timeframe specified. 

6.0 STATE CONSULTATION 

In accordance with the Commission's regulations, the NRC staff notified the State of Florida 
official (Ms. Cynthia Becker, M.P.H., Chief of the Bureau of Radiation Control, Florida 
Department of Health) on January 6, 2016, of the proposed issuance of the amendments. The 
State official had no comments. 
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7.0 ENVIRONMENTAL CONSIDERATION 

The amendment changes a requirement with respect to the installation or use of facility 
components located within the restricted area as defined in 10 CFR Part 20. The NRC staff 
has determined that the amendment involves no significant increase in the amounts and no 
significant change in the types of any effluents that may be released offsite and that there is 
no significant increase in individual or cumulative occupational radiation exposure. The 
Commission has previously issued a proposed finding that the amendment involves no 
significant hazards consideration, and there has been no public comment on such finding 
published in the Federal Register on December 26, 2013 (78 FR 78407). Accordingly, the 
amendment meets the eligibility criteria for categorical exclusion set forth in 10 CFR 
51.22(c)(9). Pursuant to 10 CFR 51.22(b) no environmental impact statement or 
environmental assessment need be prepared in connection with the issuance of the 
amendment. 

8.0 CONCLUSION 

The Commission has concluded, based on the considerations discussed above, that: 
(1) there is reasonable assurance that the health and safety of the public will not be 
endangered by operation in the proposed manner; (2) there is reasonable assurance that 
such activities will be conducted in compliance with the Commission's regulations; and 
(3) the issuance of the amendment will not be inimical to the common defense and security 
or to the health and safety of the public. 
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Attachment A: Table 3.8-1, V&V Basis for Fire Modeling Correlations Used at St. Lucie 

Correlation Application at V&V Basis NRC Staff Evaluation of Acceptability 
St. Lucie 

Flame Height Development of ZOI NUREG-1805, • The licensee provided verification of the coding of this 
Correlation tables in GFMTs Chapter 3 correlation in the GFMTs approach (LAR, Attachment J). 

approach (Reference 52) • The correlation is validated in NUREG-1824 and the SFPE 
(Method of 

NUREG-1824, Handbook. 
Heskestad) Volume 3 • The licensee stated that in most cases, the correlation has 

(Reference 53) been applied within the validated range reported in 
NUREG-1824. The licensee provided justification for cases 

SFPE Handbook where it used the correlation outside the validated range 
(Reference 128) reported in NUREG-1824 (LAR, Attachment J). 

Based on its review and the licensee's explanation, the NRC staff 
concludes that the use of this correlation in the PSL application is 
acceptable. 

Plume Development of ZOI NUREG-1805, • The licensee provided verification of the coding of this 
Temperature tables in GFMTs Chapter 9 correlation in the GFMTs approach (LAR, Attachment J). 
Correlation approach (Reference 52) • The correlation is validated in NUREG-1824 and the SFPE 

NUREG-1824, Handbook. 
(Method of Volume 3 • The licensee stated that in most cases, the correlation has 
Heskestad) (Reference 53) been applied within the validated range reported in 

NUREG-1824. The licensee provided justification for cases 
SFPE Handbook where it used the correlation outside the validated range 
(Reference 128) reported in NUREG-1824 (LAR, Attachment J). 

Based on its review and the licensee's explanation, the NRC staff 
concludes that the use of this correlation in the PSL application is 
acceptable. 
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Attachment A: Table 3.8-1, V&V Basis for Fire Modeling Correlations Used at St. Lucie 

Correlation Application at V&V Basis NRC Staff Evaluation of Acceptability 
St. Lucie 

Point Source Development of ZOI NUREG-1805, • The licensee provided verification of the coding of this 
Radiation tables in GFMTs Chapter 5 correlation in the GFMTs approach (LAR, Attachment J). 
Model approach (Reference 52) • The correlation is validated in NUREG-1824 and the SFPE 

NUREG-1824, Handbook. 
(Method of Volume 3 • The licensee stated that in most cases, the correlation has 
Medak) (Reference 53) been applied within the validated range reported in 

NUREG-1824. The licensee provided justification for cases 
SFPE Handbook where it used the correlation outside the validated range 
(Reference 129) reported in NUREG-1824 (LAR, Attachment J). 

Based on its review and the licensee's explanation, the NRC staff 
concludes that the use of this correlation in the PSL application is 
acceptable. 

Flame Development of ZOI NUREG-1805, • The licensee provided verification of the coding of this 
Radiation tables in GFMTs Chapter 5 correlation in the GFMTs approach (LAR, Attachment J). 
Model approach (Reference 52) • The correlation is validated in NUREG-1824 and a peer 

NUREG-1824, reviewed journal article. 
(Method of Volume 3 • The licensee stated that in most cases, the correlation has 
Shokri and (Reference 53) been applied within the validated range reported in the 
Seyler) authoritative publication. The licensee provided justification 

Peer-reviewed for cases where it used the correlation outside the reported 
journal article validated range (LAR, Attachment J). 
(Reference 112) 

Based on its review and the licensee's explanation, the NRC staff 
concludes that the use of this correlation in the PSL application is 
acceptable. 
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Attachment A: Table 3.8-1, V&V Basis for Fire Modeling Correlations Used at St. Lucie 

Correlation Application at V&V Basis NRC Staff Evaluation of Acceptability 
St. Lucie 

Flame Development of ZOI Peer-reviewed • The licensee provided verification of the coding of this 
Radiation tables in GFMTs journal article correlation in the GFMTs approach (LAR, Attachment J). 
Model approach (Reference 113) • The correlation is validated in an authoritative publication . 

• The licensee stated that in most cases, the correlation has 
(Method of been applied within the validated range reported in the 
Mudan) authoritative publication. The licensee provided justification 

for cases where it used the correlation outside the reported 
validated range (LAR, Attachment J). 

Based on its review and the licensee's explanation, the NRC staff 
concludes that the use of this correlation in the PSL application is 
acceptable. 

Plume Heat Development of ZOI Peer-reviewed • The licensee provided verification of the coding of this 
Flux Correlation tables in GFMTs conference paper correlation in the GFMTs approach (LAR, Attachment J). 

approach (Reference 114) • The correlation is validated in an authoritative publication . 
(Method of • The licensee stated that in most cases, the correlation has 
Wakamatsu been applied within the validated range reported in the 
et al.) authoritative publication. The licensee provided justification 

for cases where it used the correlation outside the reported 
validated range (LAR, Attachment J). 

Based on its review and the licensee's explanation, the NRC staff 
concludes that the use of this correlation in the PSL application is 
acceptable. 
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Attachment A: Table 3.8-1, V&V Basis for Fire Modeling Correlations Used at St. Lucie 

Correlation Application at V&V Basis NRC Staff Evaluation of Acceptability 
St. Lucie 

Plume Development of ZOI Building Research • The licensee provided verification of the coding of this 
Centerline tables in GFMTs Institute Japan correlation in the GFMTs approach (LAR, Attachment J). 
Temperature approach report • The correlation is validated in authoritative publications. 
Correlation (Reference 115) • The licensee stated that in most cases, the correlation has 

been applied within the validated range reported in the 
(Method of Peer-reviewed authoritative publication. The licensee provided justification 
Yokoi) journal article for cases where it used the correlation outside the reported 

(Reference 116) validated range (LAR, Attachment J). 
Based on its review and the licensee's explanation, the NRC staff 
concludes that the use of this correlation in the PSL application is 
acceptable. 

Hydrocarbon Development of ZOI SFPE Handbook • The licensee provided verification of the coding of this 
Spill Fire Size tables in GFMTs (Reference 117) correlation in the GFMTs approach (LAR, Attachment J). 

approach • The correlation is validated in an authoritative publication . 

• The licensee stated that in most cases, the correlation has 
been applied within the validated range reported in the 
authoritative publication. The licensee provided justification 
for cases where it used the correlation outside the reported 
validated range (LAR, Attachment J). 

Based on its review and the licensee's explanation, the NRC staff 
concludes that the use of this correlation in the PSL application is 
acceptable. 
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Attachment A: Table 3.8-1, V&V Basis for Fire Modeling Correlations Used at St. Lucie 

Correlation Application at V&V Basis NRC Staff Evaluation of Acceptability 
St. Lucie 

Flame Development of ZOI SFPE Handbook • The licensee provided verification of the coding of this 
Extension tables in GFMTs (Reference 118) correlation in the GFMTs approach (LAR, Attachment J). 
Correlation approach • The correlation is validated in an authoritative publication . 

• The licensee stated that in most cases, the correlation has 
been applied within the validated range reported in the 
authoritative publication. The licensee provided justification 
for cases where it used the correlation outside the reported 
validated range (LAR, Attachment J). 

Based on its review and the licensee's explanation, the NRC staff 
concludes that the use of this correlation in the PSL application is 
acceptable. 

Line Source Development of ZOI Peer-reviewed • The licensee provided verification of the coding of this 
Flame Height tables in GFMTs journal article correlation in the GFMTs approach (LAR, Attachment J). 
Model approach (Reference 119) • The correlation is validated in an authoritative publication . 

• The licensee stated that in most cases, the correlation has 
(Method of been applied within the validated range reported in the 
Del ichatsios) authoritative publication. The licensee provided justification 

for cases where it used the correlation outside the reported 
validated range (LAR, Attachment J). 

Based on its review and the licensee's explanation, the NRC staff 
concludes that the use of this correlation in the PSL application is 
acceptable. 
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Attachment A: Table 3.8-1, V&V Basis for Fire Modeling Correlations Used at St. Lucie 

Correlation Application at V&V Basis NRC Staff Evaluation of Acceptability 
St. Lucie 

Corner Flame Development of ZOI SFPE Handbook • The licensee provided verification of the coding of this 
Height tables in GFMTs (Reference 118) correlation in the GFMTs approach (LAR, Attachment J). 
Correlation approach • The correlation is validated in an authoritative publication . 

• The licensee stated that in most cases, the correlation has 
been applied within the validated range reported in the 
authoritative publication. The licensee provided justification 
for cases where it used the correlation outside the reported 
validated range (LAR, Attachment J). 

Based on its review and the licensee's explanation, the NRC staff 
concludes that the use of this correlation in the PSL application is 
acceptable. 

Natural Vent Development of ZOI Building Research • The licensee provided verification of the coding of this 
Flow tables in GFMTs Institute Japan correlation in the GFMTs approach (LAR, Attachment J). 

approach report • The correlation is validated in an authoritative publication . 
(Method of (Reference 120) • The licensee stated that in most cases, the correlation has 
Kawagoe) been applied within the validated range reported in the 

authoritative publication. The licensee provided justification 
for cases where it used the correlation outside the reported 
validated range (LAR, Attachment J). 

Based on its review and the licensee's explanation, the NRC staff 
concludes that the use of this correlation in the PSL application is 
acceptable. 
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Attachment A: Table 3.8-1, V&V Basis for Fire Modeling Correlations Used at St. Lucie 

Correlation Application at V&V Basis NRC Staff Evaluation of Acceptability 
St. Lucie 

Line Fire Flame Development of ZOI Peer-reviewed • The licensee provided verification of the coding of this 
Height and tables in GFMTs journal article correlation in the GFMTs approach (LAR, Attachment J). 
Plume approach (Reference 121) • The correlation is validated in an authoritative publication . 
Temperature • The licensee stated that in most cases, the correlation has 
Correlations been applied within the validated range reported in the 

authoritative publication. The licensee provided justification 
(Method of for cases where it used the correlation outside the reported 
Yuan and Cox) validated range (LAR, Attachment J). 

Based on its review and the licensee's explanation, the NRC staff 
concludes that the use of this correlation in the PSL application is 
acceptable. 

Correlation for Development of ZOI NBSIR 85-3196 • The licensee provided verification of the coding of this 
Heat Release tables in GFMTs (Reference 122) correlation in the GFMTs approach (LAR, Attachment J). 
Rates of Cables approach • The correlation is validated in an authoritative publication . 

• The licensee stated that in most cases, the correlation has 
(Method of Lee) 

been applied within the validated range reported in the 
authoritative publication. The licensee provided justification 
for cases where it used the correlation outside the reported 
validated range (LAR, Attachment J). 

Based on its review and the licensee's explanation, the NRC staff 
concludes that the use of this correlation in the PSL application is 
acceptable. 
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Attachment A: Table 3.8-1, V&V Basis for Fire Modeling Correlations Used at St. Lucie 

Correlation Application at V&V Basis NRC Staff Evaluation of Acceptability 
St. Lucie 

Ventilation- Development of ZOI Peer-reviewed • The licensee provided verification of the coding of this 
Limited Fire tables in GFMTs journal article correlation in the GFMTs approach (LAR, Attachment J). 
Size approach (Reference 123) • The correlation is validated in an authoritative publication . 

• The licensee stated that in most cases, the correlation has 
(Method of been applied within the validated range reported in the 
Babrauskas) authoritative publication. The licensee provided justification 

for cases where it used the correlation outside the reported 
validated range (LAR, Attachment J). 

Based on its review and the licensee's explanation, the NRC staff 
concludes that the use of this correlation in the PSL application is 
acceptable. 

Hot Gas Layer Estimate containment NUREG-1805, • The licensee provided verification of the coding of this 
Temperature in HGL temperature Chapter 2 correlation (LAR, Attachment J). 
Closed (Reference 52) • The correlation is validated in NUREG-1824 and an 
Compartments authoritative publication of the SFPE Handbook. 

NUREG-1824, • The licensee stated that the correlation has been applied 
(Method of Volume 3 within the validated range reported in NUREG-1824 (see 
Seyler) (Reference 53) Response to FM RAI 03.c). 

Based on its review and the licensee's explanation, the NRC staff 
SFPE Handbook, concludes that the use of this correlation in the PSL application is 
(Reference 130) acceptable. 
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Attachment B: Table 3.8-2, V&V Basis for Other Fire Models and Related Calculations Used at St. Lucie 

Calculation Application at St. V&V Basis NRC Staff Evaluation of Acceptability 
Lucie 

Hot Gas Layer Development of NUREG-1824, • The modeling technique is V&V in NUREG-1824 and an 
Calculations HGL timing tables Volume 5 authoritative publication of NIST. 

and MCR (Reference 53) • The licensee stated that in most cases, the model has 
CFAST Zone abandonment times been applied within the validated range reported in 
Model Version 6 calculations NIST SP 1086, NUREG-1824. The licensee provided justification for 

2008 cases where it used the correlation outside the validated 
(Reference 111) range reported in NUREG-1824 (LAR, Attachment J and 

Responses to FM RAls 03.c and 04 ). 
Based on its review and the licensee's explanation, the NRC staff 
concludes that the use of this model in the PSL application is 
acceptable. 

Correlation for Determine/predict NUREG/CR-7010 • The licensee provided verification of the coding of this 
Flame Spread the growth and (Reference 54) model (LAR, Attachment J). 
over Horizontal spread of a fire • The modeling technique is validated in NUREG/CR-7010 . 
Cable Trays within a vertical Based on its review and the licensee's explanation, the NRC staff 
(FLASH-CAT) stack of horizontal concludes that the use of this correlation in the PSL application is 

cable trays. acceptable. 
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Attachment B: Table 3.8-2, V&V Basis for Other Fire Models and Related Calculations Used at St. Lucie 

Calculation Application at St. V&V Basis NRC Staff Evaluation of Acceptability 
Lucie 

HEATING Calculate the Authoritative • The correlation is verified and validated in authoritative 
(Version 7.3) temperature publication and publications. 

response of cables Oak Ridge 
exposed to flame National Based on its review and the licensee's explanation, the NRC staff 
radiation Laboratory reports concludes that the use of this model in the PSL application is 

(Reference 124 ), acceptable. 
(Reference 131 ), 
(Reference 132), 
and (Reference 
133) 
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CHRISTI FIRE 
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CSD 
CSR 
DESIREE-Fire 
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EEEE 
EPRI 
ERFBS 
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Attachment C: Abbreviations and Acronyms 

Agencywide Documents Access and Management System 
authority having jurisdiction 
American Nuclear Society 
American Society of Mechanical Engineers 
Branch Technical Position 
boiling-water reactor 
Cable Response to Live Fire 
capability category 
conditional core damage probability 
core damage frequency 
consolidated model of fire and smoke transport 
Code of Federal Regulations 
Cable Heat Release, Ignition, and Spread in Tray Installations During Fire 
conditional large early release probability 
cold shutdown 
cable spreading room 
Direct Current Electrical Shorting in Response to Exposure Fire 
defense-in-depth recovery action 
defense-in-depth 
existing engineering equivalency evaluation 
Electric Power Research Institute 
electrical raceway fire barrier system 
facts and observations 
frequently asked question 
fire dynamics simulator 
fire dynamics tool 
Fire Induced Vulnerability Evaluation Methodology 
fire modeling 
fire protection engineering 
fire protection program 
fire probabilistic risk assessment 
Federal Register 
fire risk evaluation 
Final Safety Analysis Report 
general design criterion/criteria 
generic fire modeling treatment 
Generic Letter 
high energy arcing fault 
human error probability 
human failure event 
hot gas layer 
human reliability analysis 
high(er) risk evolution 
heat release rate 
hot shutdown control panel 
heating, ventilation, and air conditioning 
Institute of Electrical and Electronics Engineers 



IEPRA 
IN 
KSF 
kV 
kW 
LAR 
LERF 
MCA 
MCB 
MCC 
MCR 
min 
MSO 
NEI 
NFPA 
NIST 
NLO 
No. 
NPO 
NPP 
NRC 
NRR 
NSCA 
NSP 
NSPC 
OMA 
PAU 
PB 
PCE 
PCS 
POS 
PRA 
PSA 
PSL 
PVC 
PWR 
QA 
RA 
RAB 
RAI 
RB 
RCP 
RCS 
RES 
RG 
RHR 
RI 
RI/PB 
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internal events probabilistic risk assessment 
Information Notice 
key safety function 
kilovolt 
kilowatt 
license amendment request 
large early release frequency 
multi-compartment analysis 
main control board 
motor control center 
main control room 
minute(s) 
multiple spurious operation 
Nuclear Energy Institute 
National Fire Protection Association 
National Institute of Standards and Technology 
non-licensed operator 
Number 
non-power operation 
nuclear power plant 
U.S. Nuclear Regulatory Commission 
Office of Nuclear Reactor Regulation 
nuclear safety capability assessment 
non-suppression probability 
nuclear safety performance criteria 
operator manual action 
physical analysis unit 
performance-based 
plant change evaluation 
primary control station 
plant operational state 
probabilistic risk assessment 
probabilistic safety assessment 
St. Lucie Plant 
polyvinyl chloride 
pressurized-water reactor 
quality assurance 
recovery action 
reactor auxiliary building 
request for additional information 
reactor building 
reactor coolant pump 
reactor coolant system 
Office of Nuclear Regulatory Research 
Regulatory Guide 
residual heat removal 
risk-informed 
risk-informed, performance-based 



RIS 
RP 
SCBA 
SE 
SER 
SFPE 
SR 
SSA 
SSC 
SSD 
TLD 
TS 
UFSAR 
v 
V&V 
VEWFDS 
VFDR 
yr 
ZOI 
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Regulatory Issue Summary 
Regulatory Position 
self-contained breathing apparatus 
safety evaluation 
safety evaluation report 
Society of Fire Protection Engineers 
supporting requirement 
safe shutdown analysis 
structure, system, and component 
safe shutdown 
Thermoluminescent dosimeter 
Technical Specification 
Updated Final Safety Analysis Report 
Volt 
verification and validation 
very early warning fire detection system 
variance from deterministic requirements 
year 
zone of influence 
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The NRC staff's safety evaluation of the amendments is enclosed. A Notice of Issuance will be 
included in the Commission's biweekly Federal Register notice. 

Docket Nos. 50-335 and 50-389 

Enclosures: 
1. Amendment No. 231 to DPR-67 
2. Amendment No. 181 to NPF-16 
3. Safety Evaluation 

Sincerely, 

IRA/ 

Perry H. Buckberg, Senior Project Manager 
Plant Licensing Branch 11-2 
Division of Operating Reactor Licensing 
Office of Nuclear Reactor Regulation 
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