FPL Turkey Point Annual Post-Uprate Monitoring Report
for Units 3 & 4 Uprate Project — August 2014 Section 2
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Note: 1) Avg = Average: Jun 2013 through May 2014;
2) Std Dev = Standard Deviation;
3) NA: Not Available;
4) Samples Collected at 2 Depths (T: Top; B: Bottom)

Figure 2.2-26. Average and Standard Deviation of Salinity (in PSS-78) for Surface Water Stations.
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Figure 2.2-27. Comparison of Specific Conductance in Biscayne Bay Surface Water Stations.
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Figure 2.2-28. Comparison of Specific Conductance in CCS and Biscayne Bay Surface Water Stations.
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Figure 2.2-29. Comparison of CCS and Biscayne Bay Specific Conductance — Pre- and Post-Uprate.
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Figure 2.2-30. Comparison of Specific Conductance and Temperature in L-31E Canal for Top and Bottom Locations.

2-88 @



FPL Turkey Point Annual Post-Uprate Monitoring Report
for Units 3 & 4 Uprate Project — August 2014 Section 2
|

80000 ‘ 80000
E 70000 - E 70000 -
9 9
(7] (7]

2 60000 2 60000 -
(] Q
o Qo
c c
£ 50000 ‘ & 50000 -
Qo \ Q
3 3
g E
S 40000 - S 40000 -
(&) (&)
€ 30000 - & 30000 -
Qo Qo
o Q
Q Qo
“ 20000 - “ 20000
10000 - 10000 -
6/1/10 9/1/10 12/1/10 3/1/11 6/1/11 9/1/11 12//11 3/1/12 6/1/12 9/1/12 12/1/12 3/1/13 6/1/13 9/1/13 12/1/13 3/1/14 6/1/14 6/1/10 9/1/10 12/1/10 3/1/11 6/1/11 9/1/11 12//11 3/1/12 6/1/12 9/1/12 12/1/12 3/1/13 6/1/13 9/1/13 12/1/13 3/1/14 6/1/14
. Interim Operating Period —— T TPSWID-1T TPSWID-2T ——TPSWID-3T " Interim Operating Period —— TPSWID-1B TPSWID-2B —— TPSWID-3B
36 : 36
32 - 32 -
5 5
o 28 - ® 28
g g

o o

Q Q

£ £

E 24 E 24 -

= -
20 - 20 -
16

6 T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T
6/1/10 9/1/10 12/1/10 3/1/11 6/1/11 9/1/11 12/1/11 3/1/12 6/1/12 9/1/12 12/1/12 3/1/13 6/1/13 9/1/13 12/1/13 3/1/14 6/1/14 6/1/10 9/1/10 12/1/10 3/1/11 6/1/11  9/1/11 12/1/11 3/1/12 6/1/12 9/1/12 12/1/12 3/1/13 6/1/13 9/1/13 12/1/13 3/1/14 6/1/14

Interim Operating Period —— TPSWID-1T TPSWID-2T ——TPSWID-3T ""Interim Operating Period —— TPSWID-1B TPSWID-2B ——TPSWID-3B

Figure 2.2-31. Comparison of Specific Conductance and Temperature in Interceptor Ditch Stations for Top and Bottom Locations.
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Figure 2.2-32. Comparison of Specific Conductance and Temperature at the Bottom of Interceptor Ditch Operation Transect

A Stations.
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Figure 2.2-33. Comparison of Specific Conductance and Temperature at the Bottom of Interceptor Ditch Operation Transect

C Stations.
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