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1) Pre-Uprate: June 2010 to December 2011.
2) J-13: June 2013; S-13: September 2013; D-13: December 2013; M-14: March 2014.
3) Samples for wells L-5, L-31, G-21, G-28, and G-35 were taken at depths of 18 and 58 ft.

4) S:Shallow; M: Intermediate; D: Deep.
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Figure 3.1-4. Range (pre-Uprate) and Results (post-Uprate) of Quarterly Groundwater Samples for Specific Conductance
(uS/cm).
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@ Groundwater onitrng Station

Figure 3.1-5. Locations of Aquifer Cross Sections for Groundwater Chloride Concentrations.
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Figure 3.1-6. Cross Section A-A’ Showing Quarterly Groundwater Chloride Concentrations from June/July 2010 through

June 2014.
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Figure 3.1-7. Cross Section B-B’ Showing Quarterly Groundwater Chloride Concentrations from June/July 2010 through
June 2014.
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Figure 3.1-8. Cross Section C-C’ Showing Quarterly Groundwater Chloride Concentrations from June/July 2010 through
June 2014.
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Pre-Uprate Ground Water Post-Uprate Ground Water

ca cl ca cl
CATIONS ANIONS CATIONS ANICNS
Legend:
TPGW-1, -2, -3, -12, 14 =O
TPGW-4, -5, -6 =

TPGW-7, -8, -0 =
TPGW-10, -11 =4

TPGW-13 = *
TPGW-L3, -L5, -G21, -G28, -G35 =

Figure 3.1-9. Tri-linear Diagram of Pre and Post-Uprate Groundwater lonic
Concentrations.
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