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DEFINITIONS 

ENGINEERED SAFETY FEATURES RESPONSE TIME 
1.13 The ENGINEERED SAFETY FEATURES (ESF) RESPONSE TIME shall be that time 
interval from when the monitored parameter exceeds its ESF Actuation Setpoint 
at the channel sensor until the ESF equipment is capable of performing its 
safety function (i.e., the valves travel to their required positions, pump 
discharge pressures reach their required values, etc.). Times shall include 
diesel generator starting and sequence loading delays where applicable.  

FREQUENCY NOTATION 

1.14 The FREQUENCY NOTATION specified for the performance of Surveillance 
Requirements shall correspond to the intervals defined in Table 1.1.  

IDENTIFIED LEAKAGE 

1.15 IDENTIFIED LEAKAGE shall be: 

a. Leakage (except CONTROLLED LEAKAGE) into closed systems, such as pump 
seal or valve packing leaks that are captured and conducted to a sump 
or collecting tank, or 

b. Leakage into the containment atmosphere from sources that are both 
specifically located and known either not to interfere with the opera
tion of Leakage Detection Systems or not to be PRESSURE BOUNDARY 
LEAKAGE, or 

c. Reactor Coolant System leakage through a steam generator to the 
Secondary Coolant System.  

MASTER RELAY TEST 

1.16 A MASTER RELAY TEST shall be the energization of each master relay and 
verification of OPERABILITY of each relay. The MASTER RELAY TEST shall include 
*a continuity check of each associated slave relay.  

MEMBER(S) OF THE PUBLIC 

1.17 MEMBER(S) OF THE PUBLIC shall include all persons who are not occupa
tionally associated with the plant. This category does not include employees 
of the licensee, its contractors, or vendors. Also excluded from this category 
are persons who enter the site to service equipment or to make deliveries.  
This category does include persons who use portions of the site for recre
ational, occupational, or other purposes not associated with the plant.  

OFFSITE DOSE CALCULATION MANUAL 

1.18 The OFFSITE DOSE CALCULATION MANUAL (ODCM) shall contain the methodology 
and parameters used in the calculation of offsite doses due to radioactive 
gaseous and liquid effluents, in the calculation of gaseous and liquid 
effluent monitoring Alarm/Trip Setpoints, and in the conduct of the Environ
mental Radiological Monitoring Program. The Radioactive Effluent Controls and 
Radiological Environmental Monitoring Programs required by Section 6.8.4 and 
descriptions of the information that should be included in the Annual 
Radiological 'Environmental Operating and.Semfi- nnual Radioactive Effluent 
Release Reports required by Specifications6.9.1.6 and 6.9.1.7 shall be 
contained in Chapter 16 of the Final Safety Analysis Report.  
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ADMINISTRATIVE CONTROLS 

ANNUAL RADIOLOGICAL ENVIRONMENTAL OPERATING REPORT (Continued) 

consistent with the objectives outlined in (1) Chapter 16 of the FSAR and (2) 
Sections IV.B.2, IV.B.3, and IV.C of Appendix I to 10 CFR Part 50.  

-5EMIANNUAL RADIOACTIVE EFFLUENT RELEASE REPORT* O/eav Y 

6.9.1.7 The Sem+Annual Radioactive Efflue Reese Report covering the 
operation of the unit during the previous.ment...- af-o' shall be sub
mitted The Radioactive 
Ef nt Release Report shall include a summary of the quantities of radioactive 
iquid and gaseous effluents and solid waste released from the unit. The mater

ial provided shall be (1) consistent with the objectives outlined in Chapter 16 
of the FSAR and (2) in conformance with 10 CFR 50.36a and Section IV.B.1 of 
Appendix I to 10 CFR Part 50.  

bei- [Thre\ -A C
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*A single submittal may be made for the station. The submittal 
should combine those sections that are common to both units.  
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ADMINISTRATIVE CONTROLS 

HIGH RADIATION AREA (Continued) 

b. A radiation monitoring device which continuously integrates the radiation dose rate in the area and alarms when a preset integrated 
dose is received. Entry into such areas with this monitoring device may be made after the dose rate levels in the area have been established and personnel have been made knowledgeable of them; or 

c. An individual qualified in radiation protection procedures with a radiation dose rate monitoring device, who is responsible for providing positive control over the activities within the area and shall perform periodic radiation surveillance at the frequency 
specified by the Radiation Protection Manager in the RWP.  

6.12.2 In addition to the requirements of Specification 6.12.1, areas accessible to personnel with radiation levels greater than 1000 mR/h at 45 cm (18 in.) from the radiation source or from any surface which the radiation penetrates shall be provided with locked doors to prevent unauthorized entry, and the keys shall be maintained under the administrative control of the Shift Supervisor on duty and/or health physics supervision. Doors shall remain locked except during periods of access by personnel under an approved RWP which shall specify the dose rate levels in the immediate work areas and the maximum allowable stay time for individuals in that area. In lieu of the stay time specification of the RWP, direct or remote (such as closed circuit TV cameras) continuous surveillance may be made by personnel qualified in radiation protection procedures to provide positive exposure control over the activities being performed within the area.  

For individual high radiation areas accessible to personnel with radiation levels of greater than 1000 mR/h that are located within large areas, such as PWR containment, where no enclosure exists for purposes of locking, and where no enclosure can be reasonably constructed around the individual area, that individual area shall be barricaded, conspicuously posted, and a flashing light shall be activated as a warning device.  

6.13 PROCESS CONTROL PROGRAM (PCP) 
6.13.1 The PCP shall be approved by the Commission prior to implementation.  
6.13.2 Licensee-initiated changes to the PCP: 

a. Shall be submitted to the Commission in the Semt nnual Radioactive 
Effluent Release Report for the period in which the change(s) was 
made. This submittal shall contain: 
1) Sufficiently detailed information to totally support the 

rationale for the change without benefit of additional or 
supplemental information; 

2) A determination that the change did not reduce the overall 
conformance of the solidified waste product to existing criteria 
for solid wastes; and 

3) Documentation of the fact that the change has been reviewed and 
found acceptable by the Station Manager or the Chemistry 
Manager.  
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ADMINISTRATIVE CONTROP 

6.13 PROCESS CONTROL PROGRAM (PCP) (Continued) 

b. Shall become effective upon review and acceptance by a qualified individual/organization.  

6.14 OFFSITE DOSE CALCULATION MANUAL (ODCM) 

6.14.1 The 00CM shall be approved by the Commission prior to implementation.  

6.14.2 Licensee-initiated changes to the ODCM: 

a. Shall be submitted to the Commission in the-Sem4Xnnual Radioactive 
Effluent Release Report for the period in which the change(s) was made effective. This submittal shall contain: 

1) Sufficiently detailed information to totally support the 
rational for the change without benefit of additional or 
supplemental information. Information submitted should consist of a package of those pages of the ODCM to be changed with each page numbered, dated, and containing the revision number, 
together with the appropriate analyses or evaluations justifying 
the change(s); 

2) A determination that the change will not reduce the accuracy or 
reliability of dose calculations of Setpoint determinations; 
and 

3) Documentation of the fact that the change has been reviewed and 
found acceptable by the Station Manager or the Radiation Protec
tion Manager.  

b. Shall become effective upon review and acceptance by a qualified 
individual/organization.  

6.15 MAJOR CHANGES TO LIQUID, GASEOUS, AND SOLID RADWASTE TREATMENT SYSTEMS* 

6.15 Licensee-initiated major changes to the Radwaste Treatment Systems 
(liquid, gaseous, and solid): 

a. Shall be reported to the Commission in the Sem4+nnual Radioactive 
Effluent Release Report for the period in which the evaluation was 
reviewed by the Station Manager. The discussion of each change shall contain: 

1) A summary of the evaluation that led to the determination that 
the change could be made in accordance with 10 CFR 50.59; 

*Licensees may choose to submit the information called for in this Specification 
as part of the annual FSAR update.  
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1.8 RADIOLOGICAL EFFLUENT CONTROL 

1.8.1 Source Check 

A Source Check is the qualitative assessment of channel response when the channel 
sensor is exposed to a radioactive source.  

1.8.2 Off site Dose Calculation Manual (ODCM) 

The OFFSITE DOSE CALCULATION MANUAL shall contain the methodology and 
parameters used in the calculation of offsite doses due to radioactive gaseous and 
liquid effluents, in the calculation of gaseous and liquid effluent monitoring 
alarm/trip setpoints, and in the conduct of the Environmental Radiological 
Monitoring Program. FSAR Chapter 1.6 shall also contain (1) the Radioactive 
Effluent Controls and Radiological Environmental Monitoring Programs required by 
Sections 6.4.6 and 6.4.7 and (2) descriptions of the information that should be 
included in the Annual Radiological. Environmental Operating and Annual 
Radioactive Effluent Release Reports required by Specifications 6.6.1.4 and 
6.6.1.5.  

1.8.3 Process Control Program (PCP) 

The PROCESS CONTROL PROGRAM (PCP) shall contain the current formulas, 
sampling, analyses, test, and determinations to be made to ensure that processing 
and packaging of solid radioactive wastes based on demonstrated processing of 
actual or simulated wet solid wastes will be accomplished in such a way as to assure 
compliance with 10 CFR Parts 20, 61, and 71, State regulations, burial ground 
requirements, and other requirements governing the disposal of solid radioactive 
waste.  

1.8.4 NotUsed 

1.8.5 Gaseous Radwaste Treatment System 

A Gaseous Radwaste Treatment System is any system designed and installed to 
reduce radioactive gaseous effluents by collecting primary coolant system offgases 
from the primary system and providin.g for delay or holdup for the purpose of 
reducing the total radioactivity prior to release to the environment.  

1.8.6 Ventilation Exhaust Treatment System 

A Ventilation Exhaust Treatment System is any system designed and installed to 
reduce gaseous radiolodine or radioactive material in particulate form in effluents 
by passing ventilation or vent exhaust gases through charcoal absorbers and/or 
HEPA filters for the purpose of removing iodines or particulates from the gaseous 
exhaust stream prior to the release to the environment. Engineered Safety Feature 
(ESF) atmospheric cleanup systems are not considered to be Ventilation Exhaust 
Treatment System components.  

1.8.7 Purge-Purging 

Purge or Purging is the controlled process of discharging air or gas from a 
confinement to maintain temperature, pressure, humidity, concentration or other 
operating condition, in such a manner that replacement air or gas is required to 
purify the confinement.  

Oconee 1, 2, and 3 1-5
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6.6 STATION REPORTING REQUIREMENTS 

6.6.1 Routine Reports 

In addition to the applicable reporting requirements of Title 10, Code of Federal 
Regulations, the following reports shall be submitted to the Regional Administrator 
Region II unless otherwise noted.  

6.6.1.1 Startup Report 

A summary report of unit startup and power escalation testing shall be submitted 
following (1) receipt of an operating license, (2) amendment to the facility license 
involving a planned increase in power level, (3) installation of fuel that has a different 
design or has been manufactured by a different fuel supplier, and (4) modifications 
that may have significantly altered the nuclear, thermal or hydraulic performance of 
the unit. Startup reports shall be submitted (1) within 90 days following completion 
of the startup test program, (2) 90 days following resumption of commencement of 
commercial power operation, or (3) nine months following initial criticality, whichever 
occurs first. If a startup report does not cover all three events, i.e., initial 
criticality, completion of the startup test program and resumption or commencement 
of commercial power operation supplementary reports shall be submitted at least every 
three months until all three events are completed.  

6.6.1.2 Monthly Operating Report 

Routine reports of operating statistics and shutdown experience shall be submitted 
on a monthly basis to the Director, Office of Management Information and Program 
Control, U. S. Nuclear Regulatory Commission, Washington, D. C., 20555, with a copy 
to the appropriate Regional Office, to be submitted by the fifteenth of each month 
following the calendar month covered by the report.  

6.6.1.3 Personnel Exposure and Monitoring Report 

Prior to March 1 of each year, a tabulation shall be submitted to the NRC of the number 
of station, utility and other personnel (including contractors) receiving exposures 
greater than 100 mrem/yr and their associated man-rem exposure according to work 
and job functions, e.g., reactor operations and survellance, inservice inspection, 
routine maintenance, special maintenance (describe maintenance), waste processing, 
and refueling. The dose assignment to various duty functions may be estimates based 
on pocket dosimeter, TLD, or film badge measuremen ts. Small exposures totalling less 
than 20% of the individual total dose need not be accounted for. In the aggregate, at 
least 80% of the total body dose received from external sources shall be assigned to 
specific major work functions.  

6.6.1.4 The Annual Rad ioactive Effluent Release Report* 

The Annual Radioactive Effluent Release Report covering the operation of the unit 
during the previous calendar year shall be submitted before May 1 of each year.  

*A single submittal may be made for a multiple unit station. The submittal should 
combine those sections that are common to all units at the station; however, for units 
with separate Radwaste Systems, the submittal shall specify the release of radioactive 
material from each unit.



3) Shall become effective upon review and acceptance by the 
Station Manager and a qualified individual/organization; 
and, 

4) Shall be submitted to the Commission in the form of a 
complete, legible copy of the entire ODCM as a part of 
or concurrent with the Annual Radioactive Effluent Re
lease Report for the period of the report in which any 
change to the ODCM was made. Each change shall be 
identified by markings in the margin of the affected 
pages, clearly indicating the area of the page that was 
changed, and shall indicate the date (e.g., month/year) 
the change was implemented.  

m. Licensee-initiated changes to the Process Control Program shall be 
documented and records of reviews performed shall be retained for 
the duration of the unit license. This documentation shall contain: 

1) Sufficient information to support the change together 
with the appropriate analyses or evaluations justifying 
the change(s); 

2) A determination that the change will maintain the 
overall conformance of the solidified waste product to 
existing requirements of Federal, State, or other 
applicable regulations; and, 

3) Changes shall become effective upon review and 
acceptance by the Station Manager and a qualified 
individual/organization.  

6.1.2.2 Records 

Records of the above activities shall be maintained.  

6.1.3 Nuclear Safety Review Board 

6.1.3.1 Function 

The NSRB shall function to provide independent review and audit of designated 
activities in the areas of: 

a. Nuclear power plant operations 
b. Nuclear engineering 
c. Chemistry and radiochemistry 
d. Metallurgy 
e. Instrumentation and control 
f. Radiological safety 
g. Mechanical and electrical engineering 
h. Administrative control and quality assurance practices 

6.1.3.2 Organization 

a. The Director, members and alternate members of the NSRB shall be formally 
appointed by the Executive Vice President, Power Generation, and shall have 
an academic degree in an engineering or physical science field; and in 
addition, shall have a minimum of five years technical experience, of which 
a minimum of three years shall be in one or more areas given in 6.1.3.1.  

In special cases, candidates for appointment without an academic degree in 
engineering or a physical science may be qualified with a minimum of ten 
years experience in one of the areas specified in Specification 6.1.3.1.  
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