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Question No. 16-217 
 
Paragraph (a)(11) of 10 CFR 52.47 states that a design certification (DC) applicant is to 
propose Technical Specifications (TS) prepared in accordance with 10 CFR 50.36 and 50.36a. 
NUREG-1432, “Standard Technical Specifications (STS)-Combustion Engineering Plants,” 
Rev. 4, provides NRC guidance on format and content of technical specifications as one 
acceptable means to meet 10 CFR 50.36 requirements. Staff needs to evaluate all technical 
differences from standard TS (STS) NUREG-1432, STS Combustion Engineering Plants, Rev. 
4, which is referenced by the DC applicant in DCD Tier 2 Section 16.1, and the docketed 
rationale for each difference because conformance to STS provisions is used in the safety 
review as the initial point of guidance for evaluating the adequacy of the generic TS to ensure 
adequate protection of public health and safety, and the completeness and accuracy of the 
generic TS Bases. 
 
The Writer’s Guide for Plant-Specific Improved Technical Specifications (TSTF-GG-05-01) 
also provides guidance for the format and content of the TS. There are format and content 
differences between the DCD and the Writer’s Guide. These following corrections are 
necessary to ensure the completeness and accuracy of the TS and Bases. 
 
Evaluate the wording of the Frequency for Surveillance Requirement (SR) 3.9.5.3. 
 
The Frequency for SR 3.9.5.3 reads “24 hours when in REDUCED RCS INVENTORY”. The 
staff finds that this Frequency modifier would be better presented as a Note in the SR column 
which could read “Only required to be met during operation with REDUCED RCS 
INVENTORY”, thus having the Frequency read “24 hours”. 
 
If the applicant does change the Frequency and add a SR Note, the Bases for SR 3.9.5.3 
would have to be amended as well.  
 
This evaluation is to ensure the accuracy and presentation of the SR and Frequency. 
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Response 
 
NUREG-1432 includes conditional statements in the Surveillance Frequency column for other 
SRs.  For example, the Applicability of Moderator Temperature Coefficient is MODES 1 and 2 
(TS 3.1.3).  The Frequency in the Surveillance Column is “Prior to entering MODE 1 after 
each fuel loading.” 
 
NUREG-1432 and APR1400 DC TS include EXAMPLE 1.4-2 which refers to the Applicability 
of “> 25% RTP.”  The Frequency column includes a Frequency of “Once within 12 hours after 
>25% RTP AND 24 hours thereafter. 
 
Including conditional statements in the Surveillance Frequency column is appropriate in this 
case since the surveillance is not required to be met unless the plant is at REDUCED RCS 
INVENTORY. In addition, instead of using “REDUCED RCS INVENTORY,” the associated 
elevation threshold value of 127' ¼" is used in response to 16-149(RAI 481-8546). 

 
 
Impact on DCD 
  
There is no impact on the DCD. 
  
Impact on PRA 
 
There is no impact on the PRA. 
 
Impact on Technical Specifications 
 
There is no impact on the Technical Specifications. 
 
Impact on Technical/Topical/Environmental Reports 
 
There is no impact on any Technical, Topical or Environmental Report. 
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