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ELECTRICAL POWER SYSTEMS

SURVEILLANCE RE UIREt1ENTS (Continued)

C.

ll) Verifying that with the diesel generator operating in a test
mode, connected to its bus, a simulated safety injection signal
opens the auxiliary transformer breaker and automatically
sequences the emergency loads onto the diesel generator; and

12) Verifying that the Shutdown Relay lockout feature prevents
diesel generator starting only when required:

a) Generator differential current-high, or
b) Engine lube oil pressure-low, or
c) Emergency stop button actuated, or
d) Overspeed trip actuated.

At least once per 10 years or after any modifications which could
affect diesel generator interdependence by starting all diesel
generators simultaneously, during shutdown, and verifying that all
diesel generators accelerate to at least 900 rpm in less than or
equal to 10 seconds.

4 ~ 8.1.1.3 The diesel fuel oil Storage and Transfer System shall be demonstrated
OPERABLE:

At least once per 31 days by;

1)

2)

Verifying the fuel level in the fuel storage tank, and

Verifying that each fuel transfer pump starts and transfers
fuel from the storage system to each engine-mounted tank via
installed lines.

b.
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d. At least once per 31" days and after each operation of the diesel
where the period of operation was greater than or equal to 1 »«
by checking for and removing accumulated water from the day t»k.

*Insert on page 3/4 8-6

b. At least once per 31 days by che king for and removing accumulatedwater from the fuel oil storage tanks;

c. By sampling new fuel oil in accordance with ASTM-D4057 prior toaddition to the storage tanks and:

1) By verifying in accordance with the tests specified in
ASTH-D975-81 prior to addition to the storage tanks that the
sample has:

a) An API Gravity of within 0.3 degrees at 60 F, or a specific
gravity of within 0.0016 at 60/60'F, when compared to the
supplier's certificate, or an absolute specific gravity
at 60/60 F of greater than or equal to 0.83 but less than
or equal to 0.89, or an API gravity of greater than or
equal to 27 degrees but less than or equal to 39 degrees;

b) A kinematic viscosity at 40'C of greater than or equal to
1. 9 centistokes, but less than or equal to 4. 1 centistokes,if gravity was not determined by comparison with the
supplier's certification;

c) A flash point equal to or greater than 125'F; and

d) A clear and bright appearance with proper color when tested
in accordance with ASTM-04176-82.

2) By verifying within 30 days of obtaining the sample that the
other properties specified in Table 1 of ASTM-0975-81 are met
when tested in accordance with ASTM-D975-81 except that the
analysis for sulfur may be performed in accordance with
ASTH-D1552-79 or ASTM-02622-82.

d. At least once every 31 days by obtaining a sample of fuel oil in
accordance with ASTH-D2276-78, and verifying that total particulate
contamination is less than 10 mg/liter when checked in accordance
with ASTM-D2276-78, Hethod A;





ELECTRICAL POKER SYSTE!'1S

SURVEILLANCE RE UIREt'1ENTS (Continued)

At least once per 10 years by:
e.

1) Draining each fuel oil storage tank, removing the accumulated
sediment and cleaning the tank using a sodium hypochlorite
or equivalent solution, and

2) Performing a visual examination of accessable piping during an
operating pressure leak test.

4.8.1.1.4 ~Re orts - All diesel generator failures, valid or non-valid, shall
be re orted to the Commission pursuant to Specification 6.9.'8 Reports of
diesel generator failures shall include the information recommended'n
Regulatory Position C. 3. b of Regulatory Guide 1. 108, Revision 1, August 1977.If the number of failures (on a per nuclear unit basis) in the last l00 valid
tests is greater than or equal to 7, the report shall be supplemented to
include the additional information recommended in Regulatory Position C.3.b
'(of Regulatory Guide l. 108, Revision l, August 1977$ .

as a Special Report within 30 days
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