
ATTACHMENT A

TECHNICAL SPECIFICATION CHANGES, SPECIFICATIONS 3.8.2.1 AND 3.8.2.2

A. Description of amendment request:

This amendment request revises the Technical Specifications of the
Operating License to incorporate those changes as descr ibed in Item 11 of
the enclosure to the May 21, 1985, letter from PGandE to the NRC and
subsequent discussions with the NRC Staff, regarding the Combined Units 1

and 2 Technical Specifications. The May 21, 1985 letter was in response
to the May 15, 1985, letter from Hugh L. Thompson, of the NRC, to PGandE
that identified areas of the Technical Specifications that required
additional consideration to ensure consistency between the Unit 1 and 2
Technical Specifications.

1. Present condition of license:

As described in the current Diablo Canyon Unit 1 Technical
Specifications (NUREG-1102) in Specifications 3.8.2.1 and 3.8.2.2.

2. Proposed condition of license:

Changes as described in the marked-up copy of the applicable
Technical Specifications (Attachment B) that include:

In Specification 3.8.2.1, add an Action statement to indicate that
with more than one full-capacity charger receiving power
simultaneously from a single 480 volt vital bus or any D.C. bus not
receiving power from its associated A.C. division, restore the
system to a configuration wherein each charger is powered from its
associated 480 volt vital bus within 14 days or be in at least HOT
STANDBY within the next 6 hours and in COLD SHUTDOWN within the
following 30 hours. In Section 3.8.2.2, item c. revise the wording
to clearly indicate that a 125 volt D.C. bus is energized from its
associated battery bank, and a full-capacity charger supplied from
its associated OPERABLE A.C. vital bus.

3. Justi fication

The changes above are consistent with the NRC Staff position as
described in the May 15, 1985, letter from Hugh L. Thompson, of the
NRC, to PGandE regarding the Diablo Canyon Technical Specifications
and subsequent discussions with PGandE.
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ATTACHMENT A (Continued)

TECHNICAL SPECIFICATION CHANGES, SPECIFICATIONS 3.8.2.1 AND 3.8.2.2

B. Proposed basis for no significant hazards consideration determination:

The standards used to arrive at a proposed determination that a request
for amendment involves no significant hazar ds consideration are included
in 10 CFR 50.92. The regulations state that the operation of the
facilities in accordance wi th the proposed amendment would not:
(1) involve a significant increase in the pr obability or consequences of
an accident previously evaluated, or (2) create the possibility of a new
or different kind of accident from any accident previously evaluated, or
(3) involve a significant reduction in a margin of safety.

The Commission has provided guidance concerning the application of these
standards by providing examples of amendments considered likely, and not
likely, to involve a significant hazards consideration. These were
published in the Federal Register on April 6, 1983. One of the examples
(ii) of action not likely to involve a significant hazards consideration
is a change that constitutes an additional limitation, restriction, or
control not presently included in the technical specifications: for
example, a more stringent surveillance requirement. The changes proposed
above fit this example in that an action statement is added to
Specification 3.8.2.1 for the condition of more than one charger receiving
power simultaneously from a single vital bus and the supply source (A.C.
vital bus) is added to Specification 3.8.2.2.
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ATTACHMENT B

TECHNICAL SPECIFICATION CHANGES

MARKED-UP SPECIFICATONS 3.8.2.1 AND 3.8.2.2
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ELECTRICAL POWER SY5TEHS

LIHITING CONDITION FOR OPERATION

ACTION Continued

Carer,

and in COLD SHUTDOWN ~ithin the follo~ing 30 hours; re-energize the
coital instrument A.C. gus from its associated inverter connected to
its associated D.C. gus ~ithin 24 hours or be in at least HOT STANDBY
within the next 6 hours and in COLD SHUTDOWN within the following
30 hours.

kith one D.C. Jfus not energized from its associated glittery J&nga~5A{uII-
re-energize it from its associated Jifatteryjfank ~ithin 2 hours or be
in at least HOT STANDBY within the next 6 hours and in COLD SHUTDOWN
within the following 30 hours. tL

{{n{j„4{-~6yberger
With one, Supplemental Vital instrument A.C. gus not energized from
its associated inverter or with its inverter not connected to its
associated D. C. gus, re-energize the supplemental JAtal instrument
A C. iius from an alternate source within 2 hours or be in at least
HOT STANDBY within'the next 6 hours and in COLD SHUTMMN with'in the
following 30 hour s; re.energize the supplemental 4t'ital instrument
A.C. gus from its associated inverter connected to its associated
D.C. 4us within 24 hours or be in at least HOT STANDBY within the
next 6 hours and in GOLD SHUTDOWN ~ithin the following 30 hours.

SURVEILLANCE RE UIREMENTS

4.8.2.1 The specified busses shall be determined energized in the required
Ianner at least once per 7 days by verifying correct breaker alignment and
indicated voltage on the busses.

r

c. With more than one full-capacity charger receiving power-simultan-
eously from a single 480 volt vital bus or any D.C, bus not receiv-
ing power from its associated A.C. division, restore the system to a

configuration wherein each charger is powered from its associated
480 volt vital bus within 14 days or be in at least HOT STANDBY within
the next 6 hours and in COLD SHUTDOWN within the following 30 hours.
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ELECTRICAL POWER SYSTEMS

ONSITE POWER DISTRIBUTION

SHUTDOWN

LIHITING CONDITION FOR OPERATION

3.8.2.2 As a minimum, the following electrical busses shall be energized in
the specified manner;

a. One 416O volt and its associated 480 volt A.C. +ital+us,
b. Two 120 volt +ital instrument A.C. @fusses and one 120 volt 4upplemental

,V'ita'nstrument A.C. gus energized from their associated inverters
connected to their respective D.C, fusses, and

c. One 125 volt D. C.,$ fus energized from i4 associated battery
ban")OA6pCvll tGKQ4$ Chapel. +.

APPLICAB'.LITY: NODES 5 and 6.

ACT!UN:

0
Ln

With any of the above required electr ical busses not energiZed in the requi~ed
manne~, immediately suspend all operations involving CORE ALTERATIONS, positive
reactivity changes, or moveme~t of irradiated fuel, initiate corrective action
to energize the required electrical'busses in the specified manner as soon as
possible.

SURVEILLANCE RE UIREHENTS

4.8.2. 2 The specified busses shall be determined energized in the required
manner at least once per 7 days by verifying co~rect breaker alignment and
indicated voltage on the busses.

supplied from its associated OPERABLE A.C. vital bus. 0
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