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Additional Information: 

1. 10 CFR 40.52(b)(4) 

2% Thoriated Tungstens will be packed in plastic casings like the picture below. 

Each package will come with MSDS/SDS sheets inserted in the tungsten packs along with 

warning labels. 

2% Thoriated Tungstens electrodes will be packed in a heavy duty single wall box and 

cushioned and wrapped in bubble wraps to prevent damage and labeled accordingly as 

below. 

Then prior to shipping, each package will be checked to ensure radiation levels do not 

exceed the DOT regulation of 0.5mR/hr. 

     

 

 

 

2. There is little handling done with the 2% Thoriated Tungstens as they are imported as shown on 

the photo above. 

 As the Tungstens are received, they will be stored in a segragated area along with other 

tungstens and following our ISO 9001 storage and handling procedures.   

QA manager will be reponsible for training for handling and storage of these material. 



 

Storage are designated in an area where there are very little foot traffic from employees and 

taped off for limited access and safety.  Only the trained individuals will have access and will be 

permitted to handle the tungstens. 

Each of the three warehouse locations are approximately 28,000SF and well ventilated. 

 

 All individuals will be trained in packaging the tungsten in a way to prevent any damages and 

ensuring all packages have the proper labels and measured for radiation with a radiation detctor 

prior to shipping. 

Training on handling will enable the workers to efficiently handle and package the material in 

order to minimize any prolonged exposure.  

 

There will be no training on USE of the Tungsten as we do not use or grind tungstens 
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