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ENGINEERING TEST REPORT

ONE HOUR ASTM E-119 FIRE SIMULATION FACILITY FIRE TEST

FOLLOWED BY A SHORT TERM WATER HOSE STRUM IMPACT TEST

ON A CLASS 1E CABLE TRAY AND AIR DROP ASSEMBLY

I INTRODUCTION

The purpose of this report is to present and discuss the experimental
results obtained from performing a "one hour" ASTM E-119 Fire Test and
Water Hose Stream Impact Test on THERMO-LAG 330-1 Subliming Coating
Envelope System for a Nuclear Plant Class lZ electrical circuits installed
in a Ladder Back Cable Tray and Air Drop Assembly.

All of the fire and water hose stream tested THERMO-LAG 330-1 Subliming
Coating Envelope System materials were manufactured in accordance with
the procedures set forth in TSI's Quality Assurance and Quality Control
Operating Procedures.

The THERMO-LAG 330-1 Subliming Coating Envelope System materials were
applied in accordance with TSI's Quality Assurance and Quality Control
Operating Procedures, and TSI's Technical Note 80181, entitled:
THERMO-LAG 330-1 Subliming Coating Envelope System Application Procedures.

The Nuclear Plant Class 1E Cable Tray and Air Drop Assembly successfully
passed all of the applicable Design, Performance and Operation Criteria
specified in the applicable sections, of ANI/MAERP Standard Fire Endurance
Test Method to Quality. a Protective Envelope for Class 1E Electrical
Circuits and the Nuclear Regulatory Commission, 10 CFR, Part 50,
(Fire Protection Program for Operating Nuclear Power Plants,

dated'9

November 1980) Final Rule.

TSI, INC. ~ 3260 BRANNON AVE. ~ ST. LOUIS, MO. 63139 ~ t314) 352-8422 ~ TeIex: 44-2384



TEST FACILITY

TSI's ASTM E119 Pire Simulation Facility consis. s of an enclosed high
temperature furance and the necessary supporting equipment vhich is
installed in a special test room, at the Company The furnace is
constructed of steel plate lined vith high temperature insulative material
and has exterior dimensions of 49 1/2 inches in vidth, 49 3/8 inches in
depth and 66 3/4 inches in height. The bottom section of the furnace is
made of 1/4 inch steel plate and is lined vith a 4 7/8 inch layer of
Moucolite VL, and a 4 1/8 inch layer of Monocast 50. The top and vali
sections of the furnace are constructed of 1/8 inch steel plate and are
lined with a 3 inch layer of Fibergax Durablock and a 5 inch layer"of
three different types of Piberfax Durablanket.

The furnace interior is 36 inches vide by 36 inches deep by 48 inches high.
The top and bottom sections are further insulated with approximately
4 inches of calcined flint clay in order to protect the test specimen
from upper and lover end temperature effects, The entire furnace assemblyis aeunted on five 4 inch "8" beam supports.

Twelve (12) gas burners are arranged in groups of three's per side and
are staggered to provide more uniform flaming in the vicinity of the
test assembly. The furnace air temperature is monitored by six (6)
chromel/alumel thermocouples vhich are enclosed in protective tubes so
that the time constant of the protected thermocouple assembly lies
vithin the range of 1 to 2 minutes. Th'ese six (6) thermocouples are
located in groups of two's on three of the four walls at distances
of 18 inches and 34 inches above the floor
Visual observations are facilitated through the use of view ports
which are mounted in each of the four walls. A schematic of TSI's
AS'119 Pire Simulation Facility is shown in Figure 1
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III. TEST MATERIALS

The THERMO-LAG 330-1 Subliming Co'ating Envelope System as tested
consisted of the following materials:

A. THERMO-LAG STRESS SKIN TYPE 330-69

This material provides an outer, protective cover. It is an open
weave, stiffened steel mesh with a 0.019 inch strand diameter, a
64 minimum mesh size and a weight per square yard of 1.75 pounds.

B,. THERMO-LAG 330-1 SUBLIMING COATING

This material provides the required one hour level of fire resi'stance.,It is a water based, subliming, thermally activated, fire resistive
coating which volatizes at a fixed temperature — exhibits a small
'volume increase through formation of a multi-celluar matrix, and
absorbs and blocks heat to protect the substrate material.

IV. MATERIAL APPLICATION

Suggested test specimen layouts are prepented in ANI/MAERP Fire
Endurance Test Method to Quality a Protective Envelope For Class 1E
Electrical Circuits; The following will summarize the preparation of
the cable tray and air drop assembly protected with the THERMO-LAG
330-1 Subliming Coating System which was applied in accordance with
details described in'SI's Technical Note 80181:

A. The protective envelope consists of a "claim shell arrangement"
which fits all around the test specimen cable tray assembly.

B. This envelope consists of an inner layer of THERMO-LAG Stress
Skin Type 330-69 and a 0.625 inch wet (0.469 inch dry, 25K shrinkage
in airless sprayed wet THERMO-LAG 330-1 coating) covering of
THERMO-LAG 330-1 Subliming Coating material.

C. A typical clam shell section of THERMO-LAG 330-1 Subliming Coating
Envelope System, prior to installation around the test. specimen
cable tray assembly is shown in Figure 2.
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NOTE: THERMO-LAG STRESS SKIN TYPE 330-69 IS PLACED NEXT TO CABLE TRAY

(NON-FIRE EXPOSED SIDE)

THERMO-LAG STRESS

SKIN TYPE 330-69

THERMO-LAG 330-1

SUBLIMING COATING

FIGURE 2: TYPICAL SAMPLE OF THERMO-LAG 330-1 SUBLIMING COAMING ENVELOPE

SYSTEM FOR CABLE TRAY PROTECTION BEFORE INSTALLATION AROUND

CABLE TRAY

'5



V- TEST SPECIMEN

The Test Specimen Cable Tray is a standard 14 inch'wide by 44 inch high
Ladder Back Electrical Cable Tray fabricated in the form of a U-Bend,
with the dimensions being 36 inches long by 32 inches high. A schematic
of the test specimen cable tray assembly before installation of the
TH%NO-LAG 330-1 Subliming Coating Envelope System is shown in Pigure 3.
A single cable "air drop" is also incorporated in the Test Specimen.

A total of 27 cables are installed in the test specimen cable tray and
are presented in Table I for individual electrical cable identification.

VI. TEST PROCEDURES

A. One Hour Pire Test

The fire testing procedures are specified in Paragraph 3.4.1 of
'ANI/MAERP Standard Pire Eridurance Test Method to Quality a Protective
Envelope for Class lE Electrical Cirucits.'asically this one hour
fire test is a one hour exposure to the time/temperature curve of
ASTM E119-76 (ANSI A2.1). For ease of reference, Figure 4 presents
this ASTM E119-76 time/temperature curve for the exposure period.

As shown in Figure 4, the Test Set-Up Internal Air Temperature starts
at the prevailing ambient air temperature (test room temperature),
reaches a temperature of circa 1000'. P after five (5) minutes, a
temperature of circa 1550'F after 30 minutes and a temperature of

.circa.1700'P after one hour. Based upon widely accepted criteria,
this variation in the timegtemperature curve also means a variation
in the incident heat flux upon any "target" exposed to this time/
temperature relationship. As shown in Figure 5, it'is commonly accepted
that the ASTM E119 Test, Method produces a "time averaged incident heat
flux" of .circa:

24,500 BTU/HR-ET2

34,500 BTUJHR-FT 2

42,000 BTU/HR-FT2

for

for

for

One Hour's Exposure

Two Hour's Exposure

-Three Hour's Exposure



18" 14

16"

4 3/
16

8

36"

4Q

On Outside of eire
A On Interior Skin Surface
Q In Chamber (Tray Air Temp.)

FIGURE 3: SCHEMATIC OF THE TEST SPECIMEN CABLE TRAY ASSEMBLY BEFORE
INSTALLATION OF THE THERMO-LAG 330-1 SUBLIMING COATING
ENVELOPE SYSTEM (FOR CLARITY, ALL CABLES ARE NOT SHOWN)



TABLE I
IDENTIFICATION OF CABLES IN

CABLE TRAY AND AIR DROP ASSEMBLY TEST SPECIMEN

CABLE NUMBER ELECTRICAL CABLE IDENTIFICATION

1
2
3
4

1

'6

3C —W023.5 ADD7530 —ADD 7438

7
8
9

10

3C- 8AW6 ITT TYPE W 90'C P122 — MSHA

ll
12
13

2C —W-121 .0000078 — .0000228

14
15
16
17

2C — 6WA6 PR MAGENT CRANE CABLE

18
19
20
21
22
23
24
25
26
27

12C —W-045-15 07054 —07004

SUMMARY: 7 Size 2C Cables

10 Size 12C Cables

10 Size 3C Cables

Total: 2? Electrical Cables in Ladder Back Cable, Tray

8
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PIGURE 5: ASTM E-119 TEST METHOD PIRE TEST SET-UP
INCIDENT HEAT FLUX LEVEL AS A FUNCTION
OP PIRE DURATION/EXPOSURE TIME

50

40

30

20

10

TIME AVERAGED INCIDENT HEAT FLUXES

ONE HOUR EXPOSURE) 24g500 BTU/hr 'ft2

THO HOUR EXPOSURES 34i500

THREE HOUR EXPOSURE! 42 g 000

0
0 60 120 180

TIME-MINUTES



B. Water Hose Stream Test
r

The Water Hose Stream Test Procedures are specified in Paragraph
3.4.2 of ANI/MAERP Standard Fire Endurance Test Method to Quality
a Protective Envelope for Class lE Electrical Circuits. This
permits the use of "one" of "three" specific test procedures. In
the water hose stream test reported herein, the test procedures
specified by Paragraph 3.4.2 (3) was utilized. This procedures is
as follows:

"The stream shall be delivered through a 14 inch nozzle set at a
discharge angle of 15'ith a nozzle pressure of 75 psi and a
minimum discharge of 75 gpm with the tip of the.'ozzle a maximum
of 10 feet from the system".

This procedure also requires that the hose stream be applied (to
the system) for a minimum of 2Q minutes. Figure 6 represents a
typical hose stream test.

C. Electrical Circuit Continuit Tests:

Paragraph 3.5 of ANI/MAERP Standard Fire Endurance Test Method to
Quality a Protective Envelope for Class lE Electrical Circuits
requires the following criteria be met for the one-hour fire test:

"3.5 —The tests shall be constituted a failure if any of the
following occur:

1. Circuits fail or fault during the fire test as required
in Test 1 (ASTM E-119-76 one hour exposure test) or
fai1 during the hose stream test".

Thus, one of the required test conditions is to continuously monitor
a sufficient number of electrical circuits'n the Test Specimen to
detect failure circuit to circuit (conductor to conductor short
circuits); circuit to system (conductor continuity); and circuit to
ground (short circuits, conductors to ground).

*

Monitoring all of the conductors in the cable tray and air drop
test assembly would be a very arduous, if not impractical~ task.
Therefore, selected cables in the test specimen cable tray assembly
were instrumented to monitor„each of'the following three parameters:
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FIGURE 6: TYPICAL HOSE STREAM TEST

l~g Inch Diameter Akron Brass
Ad)ustable Stream Pattern
Water Discharge Nozzle

15'ispersed Water Stream
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100 Feet of 14 Inch Diameter
Fire Hose

Separation Distance Between Water Hose Line Nozzle
and Test Specimen Equals the Required 10-Feet



I



1. Two cables, one power and one control cable in the test specimen
cable tray assembly were connected 'to a short circuit detection
circuit as shown in Figure 7A.

2. Two cables, ad identified above, were also connected to a
continuity monitoring circuit as shown in Figure 7B.

r

3. Two cables, as identified above, were connected to a ground
short circuit detection circuit as shown in Figure 7C.

This procedure gives a total of six (6) instrumented cables. in the test
specimen cable tray assembly for monitoring of 'cable integrity during
both the one hour fire test and the subsequent water hose stream test.

VII. TEST INSTRUMENTATION

The test instrumentation consisted of the following:

A. Twelve (12) chromel/alumel thermocouples for measurement of cable
surface temperatures, ladder back cable tray interior surface
temperature and cable tray ambient air temperature beneath the
protective envelope. The locations of the thermocouples are shown
schematically in Figure 8. Table II presents a listing of the
temperature measurements for each of the twelve (12) test thermocouples.

B. Six (6) chromel/alumel thermocouples'ere used for air temperature
measurements inside TSI's ASTM E119 Fire Simulation Facility.

C. The twelve (12) test specimen thermocouple readings were recorded on
a Honeywell-Brown Electronic Chart Type Recorder. This recorder
has an automatic cold reference incorporated in the recorder mechanism.

D. For manual control of the ASTM E-119 Fire Simulation Facility
time/temperature relationship, two (2) Omega'igital Temperature
Recorders were also used. A manual reading was taken every five (5)
minutes from these visual recorders for use in the ASTM E119 Fire
Simulation Facility temperature control.
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'16"

16»

8

12"

THERMOCOUPLE
NUMBER

as"

THERMOCOUPLE LOCATION
On Outside of eire

k. On Interior St'in Surface
N In ChaaMr tTray Air Temp.)

'I
FIGURE 8: LOCATION OF TEST THEL/OCOUPLES IN THE CABLE TRAY AND AIR DROP TEST

ASSEMBLY

(FOR CLARITY, ALL CABLES ARE NOT SHOW)
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TABLE II

LOCATION OF TEST. THERMOCOUPLES

THERMOCOUPLE NO. THERMOCOUPLE LOCATION

3

10

12

3C —W023.5 ADD7530 —ADD7438 Electrical Cable

2C —6AW6 PR Magent Crane Cable

2C —W-121 0000078 —0000228 Electrical Cable

12C —W-023-5 ADD7530 —ADD7438 Electrical Cable

3C,- W023.5 ADD7530 —ADD7438 Electrical Cable

3C —W023.5 ADD7530 —ADD7438 Electrical Cable

3C — 8AW6 ITT Type 90'C P122 —MSHA Electrical Cable

3C —W023.5 ADD7530 —ADD7438 Electrical Cable

Cable Tray Interior'ir"Temperature

3C —WO23.5 ADD7530 —ADD7438 Air Drop Electrical Cable

Ladder Back Cable'ray Interior Surface Temperature

3C- W023.5 —ADD7530 —ADD7438 Air Drop Electrical Cable

(NOTE: SEE FIGURE 8 FOR PHYSICAL LOCATION
OF THERMOCOUPLES)

16
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VIII. VERIFICATION OF THERMO-LAG 330-1 SUBLIMING COATING
ENVELOPE'SYSTEM'THICKNESS

Using 'a non-destructive magnetic flux device, the thickness of the
THERMO-LAG 330-1 Subliming Coating Envelope System was verified. The
thickness varied (dry film thickness) from a low of .460 inches to a
high of .475 inches. This is well within the. commercially accepted
dry film thickness measurements of + 5 percent of the nominal thickness
for airless spraying'techniques. In the specific case of the test
specimen, the nominal dry film th'ickness should be 0.469 inches for a
wet film thickness of 0.625 inches.

The cured surface of the THERMO-LAG 330-1 Subliming Coating Envelope
System had not cracked, spalled or flaked. The appearance was that of
a conventional finish for this type of fireproofing material.

1

RESULTS OF FIRE TEST

According to the requirements of ANI/MAERP Standard Fire Endurance Test
Method to Quality a Protective Envelope for Class lE Electrical Circuits,
the "Pass-Fail" criteria for the fire test is as follows:

"3.4.2 —Hose Stream Test — Immediately following Test 1 (the. one hour
fire test), accessible surfaces of the protective envelope shall
be sub)ected to one of the following hose stream tests. The
hose stream shall be applied for a minimum of 24 minutes, without
de-energizing the circuits

3.5 —The tests shall be constituted a failure if any of the following
occur+

1. Circuits fail or fault during the fire test as required in
Test 1 or fail during the hose stream test."

On the basis of this cable integrity, as shown by Figure 14 Monitoring.
Circuits, the Cable Tray and Air Drop Test Assembly PASSED all of the
One Hour Test Requirements. To provide additional test data for inter-
pretation of the test 'results, a number of cable surface temperature
measurements were recorded and are reported in Figures 9 through 15.
These figures present plots of the measured electrical'cable surface

, temperature in the Ladder Back Cable Tray.

17
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X. RESULTS OF MATER HOSE STREAM TEST

Electrical circuit continuity was. maintained throughout the fire test
and water hose stream test and no faults, or short circuits occurred
during either test. This means that the test specimen meets the
specified cable integrity requirements as specified by ANI/MAERP
Standard Fire Endurance Test Method to Quality a Protective Envelope
for Class 1E Electrical Circuits".

XI. CONCLUSIONS

Based upon the test results and experimental data presented herein,
as well as detail visual inspections of the cable tray and air drop
assembly before the start of the testing and after both the one hour
fire test and water hose stream impact test, the following conclusions
are presented for consideration and evaluation purposes:

1. Based upon the requirements for maintaining cable circuit integrity,
as specified in Paragraphs 3.4.1, 3.4.2 (3) and 3.5 (1) of ANI/MAERP
Standard Fire Endurance Test Method to Qualify a Protective Envelope
for Class 1E Electrical Circuits, the THERMO-LAG 330-1 Subliming
Coating Envelope System applied to the cable tray and air cable drop
assembly PASSES both the Fire Test and the Mater Hose Stream Test
Requirements in all aspects.

2. The recorded cable surface temperature measurements at the conclusion
of the one hour fire test shows that the electrical cable surface
temperatures are well below commonly accepted industrial standard
limitations.

3. One the basis of the cable integrity monitoring requirements and the
detail visual inspection of the test specimens after the one hourfire test and the water hose stream test, it can be safely concluded
that the THERMO-LAG 330-1 Subliming Coating Envelope System, as
tested and reported upon herein, meets all the specified performancecriteria and will provide the required one hour of thermal protection
against an ASTM E119 Test Method fire environment.
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