UNITED STATES
NUCLEAR REGULATORY COMMISSION
WASHINGTON, D. C. 20555

PENNSYLVANIA POWER & LIGHT COMPANY

ALLEGHENY ELECTRIC COOPERATIVE INC.
DOCKET NO. 50-387

SUSQUEHANNA STEAM ELECTRIC STATION, UNIT 1

AMENDMENT TO FACILITY OPERATING LICENSE

Amendment No. 34
License No. NPF-14

1. The Nuclear Regulatory Commission (the Commission or the NRC) having
found that:

A. The application for an amendment filed by the Pennsylvania Power
& Light Company dated September 19, 1984 complies with the standards
and requirements of the Atomic Energy Act of 1954, as amended (the
Act), and the Commission's regulations set forth in 10 CFR Chapter I;

. B. The facility will operate in conformity with the application, the
-~ provisions of the Act, and the regulations of the Commission;

C. There is reasonable assurance: (i) that the activities authorized
by this amendment can be conducted without endangering the health
. and safety of the public, and (ii) that such activities will be
: conducted in compliance with the Commission's regulations;

D. The issuance of this amendment will not be inimical to the common
defense and security or to the health and safety of the public; and

E. The issuance of this amendment is in accordance with 10 CFR Part 51
of the Commission's regulations and all applicable requirements have
been satisfied.

2. Accordingly, the license is amended by changes to the Technical Specifi-
cations as indicated in the attachment to this license amendment and
paragraph 2.C.(2) of the Facility Operating License No. NPF-14 is
hereby amended to read as follows:

C. (2) Technical Specifications and Environmental Protection Plan

The Technical Specifications contained in Appendix A, as revised
through Amendment No. 34, and the Environmental Protection Plan
contained in Appendix B, are hereby incorporated in the license.
: PP&L shall operate the facility in accordance with the Technical
Specifications and the Environmental Protection Plan.
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3. This amendment is effective upon startup following the first refueling

outage.
FOR THE NUCLEAR REGULATORY COMMISSION
(2%{ Schwencer, Chief

Licensing Branch No. 2
Division of Licensing

Attachment:

Changes to the Technical

. Specifications

Date of Issuance: FEB 15 1885
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FOR THE NUCLEAR REGULATORY COMMISSION

Original signed by s

A. Schwencer, Chief
Licensing Branch No. 2
Division of Licensing
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ATTACHMENT TO LICENSE AMENDMENT NO. 34
FACILITY OPERATING LICENSE NO. NPF-14
DOCKET NO. 50-387

Replace the following pages of the Appendix "A" Technical Specifications with
enclosed pages. The revised pages are identified by Amendment number and
contain vertical lines indicating the area of change.

REMOVE INSERT

3/4 6-9 3/4 6-9
3/4 6-10 3/4 6-10




CONTAINMENT SYSTEMS

DRYWELL AND SUPPRESSION CHAMBER INTERNAL PRESSURE

LIMITING CONDITION FOR OPERATION

3.6.1.6 Drywell and suppression chamber internal pressure shall be maintained
between -1.0 and +2.0 psig.
*

APPLICABILITY: OPERATIONAL CONDITIONS 1, 2 and 3.
ACTION:

With the drywell and/or suppression chamber internal pressure outside of the
specified 1imits, restore the internal pressure to within the limit within

1 hour or be in at least HOT SHUTDOWN within the next 12 hours and in COLD
SHUTDOWN within the following 24 hours.

SURVEILLANCE REQUIREMENTS

4.6.1.6 The drywell and suppression chamber internal pressure shall be
determined to be within the 1imits at least once per 12 hours.
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CONTAINMENT SYSTEMS
DRYWELL AVERAGE AIR TEMPERATURE

~ LIMITING CONDITION FOR OPERATION

3.6.1.7 Drywell average air temperature shall not exceed 135°F.

APPLICABILITY:* OPERATIONAL CONDITIONS 1, 2 and 3.

ACTION:

With the drywell average air temperature greater than 135°F, reduce the average
air temperature to within the 1imit within 8 hours or be in at least HOT
SHUTDOWN within the next 12 hours and in COLD SHUTDOWN within the following

24 hours.

vSURVEILLANCE REQUIREMENTS

4.6.1.7 The drywell average air temperature shall be the arithmetical average
of the higher temperature at a minimum of 3 of the following elevations and
shall be determined to be within the limit at least once per 24 hours:

Elevation Azimuth
a. 797's" 110°, 295° o
b. 752'2" 90°, 270°
c. 737 150°, 300°
d. 711' or 720' 270°, 85°
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