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Florida Power 8 L'ight Company
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Dear Or, Uhrig:

SUBJECT: REACTOR COOLANT SYSTEM VENTS, (ITEM II.B.1)
REQUEST FOR ADDITIONAL INFORMATION

We have completed a preliminary review of your submittals regarding TMI
Action Plan Item II.B.1, RCS High Point Vents. The additional information
identified in the attachment is required to complete our review fo'r yourfacility.
We are currently in the process 'of reviewing the technical merit of the
proposed operating guidelines for RCS Vent usage. We recommend that the
questions in this area (questions 6 5 7) be resolved generically through'he Owners Groups. Contrary to our letter of November 30, 1981 on this
subject, specific plant procedures will be reviewed against the approved
guidelines as needed in the future, but not necessary.ly prior. to design

.,'pproval.

Please supply the requested information,within 60 days of the date of this
letter.

The reporting and/or recordkeeping requirements contained in this letter are
approved under OMB clearance 03150-0065 which expires 5/31/83.

Sincerely,
Orlglml sian«b~
Robert A. Clark

Robert A. Clark, Chief
Operating Reactors Branch f13
Division of Licensing

cc: See next page
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Florida P'ower 8 Light Company

CC:
Harold F. Reis, Esquire
Lowenstein, Newman, Reis 8 Alexrad
1025 Connecticut Avenue, N.M.
Washington, D. C.. 20036

Norman A. Coll, Esquire
McCarthy, Steel, Hector 8 Davis
14th Floor, First National Bank Building
Miami Florida 33131

Indian Piver Junior College Library
3209 Vi.rginia Avenue
Fort Pierce, Florida 33450

Administrator
Department of Environmental Regulation
Power Plant Siting Section

'State of Florida
2600 Blair Stone Road
Tallahassee, Florida 32301

'r. Weldon B. Lewis
County Administrator
St. Lucie County
2300 Virginia Avenue, Room 104
Fort Pierce,'lorida 33450

U.S. Environmental Protection Agency
Region IV Office
'ATTH: Regional .Radiation

Representative
345 Courtland Street, N.E.
Atlanta, Georgia 30308

Mr. Char'les B. Brinkman
Manager - llashington Nuclear Operations
C-E Power Systems
Combustion Engineering, Inc.
4853 Cordell Avenue, Suite A-1
Bethesda, Maryland 20014

Mr. Jack Schreve
Office of the Public Counsel
Room 4, Holland Building
Tallahassee, Florida 32304

Resident Inspector/St. Lucie
Nuclear Power Station

c/o U.S.N.R.C.
P. 0. Box 400
Jensen Beach, Florida 33457

Bureau of Intergovernmental
Relations

660 Apalachee Parkway
Tallahassee, Florida 32304

Regional Administrator
Nuclear Regulatory Commission, Region II
Office of Inspection and Enforcement
101 Marietta Street; Suite 3100
Atlanta, Georgia 30303



REQUEST FOR ADDITIONALINFORMATION

FOR

ST. LUCIE I

I. Verify that the reactor coolant gas vent system (RCGVS) flow restriction orifices are

smaller thon the size corresponding to the definition of a loss-of-coolant occident

(IO CFR Part 50, Appendix A) by providing the pertinent design parameters of the

reactor coolant makeup system and a calculation of the maximum rate of loss of
reactor coolant through the RCGVS orifices (reference NUREG-0737 Item II.B.I

Clarification A.(4)).

2. You have stated in Section Vl.4 of your August IO, 198 I submittal that the routing of
the RCGVS is such that it is protected from cold leg, branch cold leg, and non-RCS

piping ruptures. Verify that internal missiles and the dynamic effects associated

with the postulated rupture of other piping will not prevent the essential operation of

the RCGVS (i.e., at least one ven't path remains functional). In particular.,

demonstrate that the there is no common mode failure which could affect the six

sole'rioid operated valves located on the pressurizer cubicle wall and prevent the

. esseritial.operation of the RCGVS (reference Appendix A to IO CFR Part 50, General
~

~

Design Criterion 4).

3. Verify that the following RCGVS failures have been analyzed'and found not to
prevent the essential operation of safety-related systems required for safe reactor

shutdown or mifiaation of the consequences of a design basis accident:

I

a. Seismic failure of RCGVS components that are not designed to withstand the

safe shutdown earthquake.

b. Postulated missiles generated by failure of, RCGVS components.
I

c. Dynamic effects associated with the postulated rupture of RCGVS piping greater
than one-inch nominal size.

Enclosure'
Page I of 3
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d. Fluid sprays from 'CGVS component failures. Sprays from normally

unpressurized portions of the RCGVS that are Seismic Category I and Safety

Class I, 2, or 3 ond have instrumentatio~ for detection oj leakage fr'om upstream

isolation valves need not:be considered.

4. Demonstrate, using engineering drowings (including isometrics) and design

descriptions as appropriate, that the RCGVS paths to the containment atmosphere

discharge into areas:

a. That provide good mixing with containment air to prevent the accumulation or

pocketing of high concentrations of hydrogen, and

b. In which any nearby structures, systems, and components essential to safe

shutdown of the reactor or mitigation of a design basis accident are capable of
withstanding the effects of the anticipated mixtures of steam, liquid, and

noncondensible gas discharging from the RCGVS.

5.

Include all potential paths to containment, including the direct RCGYS poth, the path

through the quench tank rupture disc, and the paths through the accumulator drain
and'vent piping (reference NUREG-0737 Item II.B.I Clarification A.(9)).

I

Verify that the operability testing and inspection program for the RCGVS valves to

be developed by FPL will be in accordance with subsection IWV of Section XI of the

ASME Code for Category B valves (refer'ence NUREG-0737 Item II.B. I Clarification

A.(l I)).

6. submit operating guidelines for use of the RCGVS including the following:

.a. Guidelines 'to de.ermine when the operotor should and should not manually

initiate venting, ond information and instrumentation required for this

determination,(reference NUREG-0737 'Item II.B.I Clarification A.(2)). The
\

'guidelines to determine whether or not to vent should cover a variety of reactor

coolant system conditions (e.g., pressures and temperatures). The effect of the

containment hydrogen concentration on the decision to vent or >o continue

venting should also be addressed considering the bolonce bet'ween the need for
increosed core cooling and decreased containment integrity due to elevated

hyarogen levels.

Enclosure >-



b. Methods for determining the size ond locotion of a noncondensible gas bubble

(reference Position (2) and Clarification A.(2)).

c. Guidelines for operator use of the vents, including information and

instrumentation available to the operator for initiating or terminating vent usage

(reference Position (2)).

Required operator actions in the event of inadvertent opening, or failure to close

after opening, of the vents including a description of the provisions and

instrumentation necessary to detect and correct these. fault conditions

(reference Position (2) and Clarification A.(2)).

e. Guidelines for the venting of small amounts of gases from the reactor. vessel to
the pressurizer, as discussed in Section V.4 of your submittal. Include criteria to
be used in the decision to utilize this vent path and, guidelines for the

determination of venting duration. Explain when this vent path would be

preferred to the other vent paths.

f. Methods for removing noncondensible gases from the steam generator U-tube

bundles, contained in Combustion Engineering's Report CEN-I28 (reference

Clarification C.(2)).
~

'erifythat all displays (including alarms) and controls, added to the control room as

a result of the TMI Action Plan requirement for reactor coolant system vents, have

been or'ill be considered in the human factors analysis required by NUREG-0737

Item I.D. I, "Control-Room Design Reviews."

Enclosure l
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