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UNITEDSTATES
NUCLEAR REGULATORY COMMISSION

WASHINGTON, D. C. 20555

FLORIDA POWER 8( LIGHT COMPANY

DOCKET NO. 50-335

ST. LUCIE PLANT UNIT NO. 1

AMENDMENT TO FACILITY OPERATING LICENSE

Amendment No. 79
License No. DPR-67

1. The Nuclear Regulatory Commission (the Commission) has found that:

A. The application for amendment by Florida Power 8 Light Company
(the licensee), dated July 19, 1985 complies with the standards
and requirements of the Atomic Energy Act of 1954, as amended
(the Act), and the Commission's rules and regulations set forth
in 10 CFR Chapter I;

B. The facility will operate in conformity with the application,
the provisions of the Act, and the rules and regulations of
the Commission;

C. There is reasonable assurance (i) that the activities authorized
by this amendment can be conducted without endangering the health
and safety of the public, and (ii) that such activities will be
conducted in compliance with the Commission's regulations;

D. The issuance of this amendment will not be inimical to the common
defense and security or to the health and safety of the public;
and

E. The issuance of this amendment is in accordance with 10 CFR Part
51 of the Commission's regulations and all applicable requirements
have been satisfied.
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2. Accordingly, Facility Operating License No. DPR-67 is amended by
changes to the Technical Specifications as indicated in the
attachment to this license amendment, and by amending paragraph
2.'C.(2) to read as follows:

'I

(2) Technical S ecifications

The Technical Specifications contained in Appendices A and B,
as revised through Amendment No. 79 , are hereby incorporated
in the license. The licensee shall operate the facility in
accordance with the Technical Specifications.

3. This license amendment is effective as of the date of its issuance.

Attachment:
Changes to the Technical

Specifications

Date of Issuance: April 7, 1987

FOR THE NUCLEAR REGULATORY COMMISSION

Pg&n.9 >~
*

PWR Project Directorate ¹8
Division of PWR Licensing-B



ATTACHMENT TO LICENSE AMENDMENT NO. 79

TO FACILITY OPERATING LICENSE NO. DPR-67

DOCKET NO. 50-335

Replace the following pages of the Appendix "A" Technical Specifications
with the enclosed pages. The revised pages are identified by amendment
number and contain vertical lines indicating the area of change. The

. corresponding over leaf pages are also'rovided to maintain document
completeness.

Remove Pa es

3/4 3-42
3/4 3-43
3/4 3"44

Insert Pa es

3/4 3-42
3/3 3-43
3/4 3-44



INSTRUMENTATION

ACCIDENT MONITORING INSTRUMENTATION

LIMITIHG CONDITION FOR OPERATION

3.3.3.8,The accident monitoring instrumentation channels shown in Table 3.3-11
shall be OPERABLE

APPLICABILITY MODES 1, 2, and 3.

ACTION:

a.'Actions per Table 3.3-11..

b. The provisions of Specification 3.0.4 are not applicable.

SURVEILLANCE RE UIREMEHTS

4.3.3.8 Each accident monitoring instrumentation channel shall be demonstrated
OPERABLE by performance of the CHANNEL CHECK and CHANNEL CALIBRATION operations
at the frequencies shown in Table 4.3-7.

ST LUCIE - UNIT 1 3/4 3-41 Amendment No. 37 '



TABLE 3.3-11

ACCIDENT MONITORING INSTRUMENTATION

INSTRUMENT

1. Pressurizer Water Level

2. Auxiliary Feedwater Flow Rate

3. RCS Subcooling Margin Monitor

1/pump 1/pump

MINIMUM
TOTAL NO. CHANNELS

OF CHANNELS OPERABLE

3 1

ACTION

8. Containment Sump Water Level
(Narrow Range)

4. PORV Position Indicator
Acous tic Fl ow Honi tor

5. PORV Block Valve Position
Indicator

6. Safety Valve Position
Indicator

7. Incore Thermocoupl es

1/valve

1/valve

1/valve

4/core
quadrant

1/valve

1/valve

1/valve

2/core
quadrant

1* 4, 5

9.

10.

Containment Sump Water Level
(Wide Range)

Reactor Vessel Level Monitoring
'ystem

4, 5

4, 5

ll. Containment Pressure

* The non-safety grade contabiment sump water level

Definition of OPERABLE: A channel is composed of
four (4) sensors must be

instrument may be substituted.

eight (8) sensors in a probe, of which
OPERABLE.



TABLE 3.3-11 Continued

ACTION STATEMENTS

ACTION 1

ACTION 2-

ACTION 3-

ACTION 4-

ACTION 5-

With the number of OPERABLE channels less than required by
Table 3.3-11, either restore the inoperable channel(s) to
OPERABLE status within 30 days or be in HOT STANDBY within
the next 12 hours.

With position indication inoperable, restore the inoperable
indicator to OPERABLE status or close the associated PORV

block valve and remove power from its operator within 48 hours
or be in HOT STANDBY within the next 6 hours.

With any individual valve position indicator inoperable, obtain
quench tank temperature, level and pressure information once
per shift to determine valve position.

With the number of OPERABLE Channels one loess than the Total
Number of Channels shown in Table 3.3-11, either restore the
inoperable channel to OPERABLE status within 7 days:~if repairs
are feasible without shutting down or prepare and submit a
Special Report to the Commission pursuant to the specification
6.9.2 within 30 days following the event outlining the action
taken, the cause of the inoperability and the plans and schedule
for restoring the system to OPERABLE status.

With the number of OPERABLE Channels less than the Minimum
Channels OPERABLE requirements of Table 3.3-11, either restore
the inoperable channel(s) to GPERABLE status within 48 hoursif repairs are feasible witho0t sJutting down or:

1. Initiate an alternate method of monitoring the reactor
vessel inventory; and

2. Prepare and submit a Special Report to the Commission
pursuant to Specification 6.9.2 within 30 days following
the event outlining the action taken, the cause of the
inoperability and the plans and schedule for restoring
the system to OPERABLE status; and

3. Restore the Channel to OPERABLE status at the next
scheduled refueling.

'!

ST LUCIE - UNIT 1 3/4 3-43 Amendment No. p/, 79.



TABLE 4.3-7

ACCIDENT MONITORING INSTRUMENTATION SURVEILLANCE RE UIREMENTS

INSTRUMENT

1. Pressurizer Water Level

2. Auxiliary Feedwater Flow Rate

3. Reactor Coolant System Subcooling Margin Monitor

4. PORV Position Indicator

5. PORV Block Valve Position Indicat'or

6. Safety Valve Postition Indicator-

7. Incore Thermocouples

8. Containment Sump Water Level (Narrow Range)

9. Containment Sump Water Level'.

10. Reactor Vessel Level Monitoring System

ll. Containment Pressure

CHANNEL
CHECK

M

CHANNEL
CALIBRATION

R

~ ~

~ ~
~ ~
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UNITED STATES
NUCLEAR REGULATORY COMMISSION

WASHINGTON, D. C. 20555

FLORIDA POWER 8( LIGHT COMPANY

ORLANDO UTILITIES COMMISSION OF

THE CITY OF ORLANDO FLORIDA

AND

FLORIDA MUNICIPAL POWER AGENCY

DOCKET NO. 50-389

ST. LUCIE PLANT UNIT NO. 2

AMENDMENT TO FACILITY OPERATING
LICENSE'mendment

No. 19
'License No. NPF-16

The Nuclear Regulatory Commission (the Commission) has found that:

A. The application for amendment by Florida Power 8 Light Company,
et al. (the licensee), dated July 19, 1985 complies with the
standards and requirements of the Atomic Energy Act of 1954,
as amended (the Act) and the Commission's rules and regulations
set forth in 10 CFR Chapter I;

B. The facility will operate in conformity with the application,
the provisions of the Act, and the rules and regulations of
the Commission;

C. There is reasonable assurance (i) that the activities authorized
by this amendment can be conducted without endangering the health
and safety of the public, and (ii) that such activities will be
conducted in compliance with the Commission's regulations;

D. The issuance of this amendment will not be inimical to the common
defense and security or to the health and safety of the public;
and

E. The issuance of this amendment is in accordance with 10 CFR Part
51 of the Commission's regulations and all applicable requiremehts
have been satisfied.





2. Accordingly, Facility Operating License No. NPF-16 is amended by
changes to the Technical Specifications as indicated in the
attachment to this license amendment, and by amending paragraph
2.C.2 to read as follows:

2. Technical S ecifications

The Technical Specifications contained in Appendices A and B,
as revised through Amendment No. 19 , are hereby incorporated .
in the license. The licensee shall operate the facility in
accordance with the Technical Specifications.

3. This license amendment.,is effective as of the date of its issuance.

FOR THE NUCLEAR REGULATORY COMMISSION

Aahok . Thadani, Director
PWR Project Directorate 88
Division of PWR Licensing-B

Attachment:
Changes to the Technical

Specifications

Date of Issuance: April 7, 1987



ATTACHMENT TO LICENSE AMENDMENT NO.

TO FACILITY OPERATING LICENSE NO. NPF-16

DOCKET NO. 50-389

Replace the following pages of the Appendix "A" Technical Specifications
with the enclosed pages. The revised pages are identified by amendment
number and contain vertical lines indicating the area of change. The
corresponding overleaf pages are also provided to maintain document
completeness.

Remove Pa es

3/4 3-41

3/4 3-42
3/4 3-43

Insert Pa es

3/4 3-41
~ 3/4 3-41a

3/4 3-42
3/4 3"43
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INSTRUMENTATION

ACCIDENT MONITORING INSTRUMENTATION

LIMITING CONDITION FOR OPERATION

3.3. 3. 6 The accident monitoring instrumentation channels shown in Table 3. 3-1 0
shall be OPERABLE.

APPLICABILITY: MODES 1, 2 and 3.

ACTION

a.* ,With the number of OPERABLE accident monitoring channels less
than the Required Number of Channels shown in Table 3.3-10,
either restore the inoperable channel to OPERABLE status within
7 days, or be in HOT SHUTDOWN within the next 12 hours.

b.* With the number of OPERABLE accident monitoring channels less than
the Minimum Channels OPERABLE requirements of Table 3.3-10, either
restore the inoperable channel(s) to OPERABLE sta'tus within 48 hours
or be in at least HOT SHUTDOWN within the next 12 hours.

c."* With the number of OPERABLE Chanrals one less than the Total Number
of Channels shown in Table 3.3-11, either restore the inoperable
channel to OPERABLE status within 7 days if repairs are feasible
without shutting down or prepare and submit a Special Report to the
Commission pursuant to Specification 6.9.2 within 30 days following
the event outlining the action taken, the cause of the inoperability
and the plans and schedule for restoring the system to OPERABLE status.

d.** With the number of OPERABLE Channels less than the Minimum Channels
'PERABLErequirements of Table 3.3-11, either restore the inoperable

channel(s) to OPERABLE status within 48 hours if repairs are feasiblg
without shutting down or:
l. Initiate an alternate method of monitoring the reactor vessel

inventory; and

2.: Prepare and submit a Special Report to the Commission pursuant
to Specification 6.9.2 within 30 days following the event out-
lining the action taken, the cause of the inoperability and the
plans and schedule for restoring the system to OPERABLE status,
and

3. Restore the Channel to OPERABLE status at the next scheduled
refueling.

e. The provisions of Specification 3.0.4 are not applicable.

* Action statements do not apply to Reactor Vessel Level Monitoring System,
Containment Sump Water Level (narrow range) and Containment Sump Water
Level (wide range) instruments.

**Action statements apply only to Reactor Vessel Level Monitoring System,
Containment Sump Water Level (narrow range) and Containment Sump Water ;
Level (wide range) instruments.

ST. LUG IE - UNIT 2 3/4 3-41 ment No. )9



INSTRUMENTATION

ACCIDENT MONITORING INSTRUMENTATION

SURVEILLANCE RE UIREMENTS

I

4.3.3.6 Each accident monitoring instrumentation. channel will be demonstrated
OPERABLE by performance of the CHANNEL CHECK and CHANNEL CALIBRATION operations
at the frequencies shown in Table 4.3-7.

ST. LUCIE - UNIT 2 3/4 3-4la Amendment No. lg



TABLE 3.3-10

ACCIDENT MONITORING INSTRUMENTATION

INSTRUMENT
REQUIRED NUMBER

OF CHANNELS
MINIMUM CHANNELS

OPERABLE
I

n
Pl

1. Containment Pressure

2. Reactor Coolant Outlet Temperature -
TH t

(Narrow Range}

3. Reactor Coolant Inlet Temperature -
TC ld

(Wide Range)

4. Reactor Coolant Pressure - Wide Range

'5. Pressurizer Water Level

2

2

2 1

1/steam generator

1/steam generator

1/steam generator*

1

6. Steam Generator Pressure 2/steam generator
1/steam generator

1/steam generator*

2

1/pump*

2

1/va 1 ve**

1/valve**
1/valve***

4/core quadrant
2*****

2/core quadrant

1
*0'***

7. Steam Generator Water Level - Narrow Range
GD

8. Steam Generator Water Level - Wide Range

9. Refueling Water Storage Tank Water Level

10. Auxiliary Feedwater Flow Rate (Each pump) 1/pump*

11. Reactor Cooling System Subcooling Margin Monitor 1

12. PORV Position/Flow Indicator 2/valve***
13. PORV Block Valve Position Indicatop 1/va 1 ve**

14. Safety Valve Position/Flow Indicator 1/valve***
15. Containment Sump Water Level (Narrow Range) 1

**** 1 ****

16. Containment Water Level (Wide Range} 2 1

17. Incore Thermocouples

18. Reactor Vessel Level Monitoring System

~ These correspon ing instruments may be substituted for each other.
** Not required if the PORV block valve is shut and power is removed from the operator.

***If not available, monitor the quench tank pressure, level and temperature, and each safety valve/PORV
discharge piping temperature ht"least once every 12 hours.

****The non-safety grade containment sump waber level instrument may be substituted."*****Definition of OPERABLE: A channel. consists of eight (8) sensors .jn a probe of which four (4) sensors
must be OPERABLE.



TABLE 4.3-7

ACCIDENT MONITORING INSTRUMENTATION SURVEILLANCE RE UIREMENTS

INSTRUMENT

1. Containment Pressure

2.

3.

4.

5.

6. Steam Generator Pressure

7. Steam Generator Mater Level -"Narrow Range

8. Steam Generator Water Level - Mide Range

9. Refueling Water Storage Tank Mater Level

10. Auxiliary Feedwater Flow Rate (Each pump)

11. Reactor Coolant System Subcooling Margin'Monitor
12. PORV Position/Flow Indicator
13. PORV Block Valve Position Indicator
14. Safety Valve Position/FLow In'dicator
16. Containment Sump Water Level (Narrow Range)

16. Containment Water Level (Wide Range)

17. Incore Thermocouples

18. Rehctor Vessel Level Monitoring System

Reactor Coolant Outlet Temperature -
TH t (Narrow Range)Hot

Reactor Coolant Inlet Temperature -TC ld (Wide Range)Cold
Reactor Coolant Pressure - Wide Range

Pressurizer Mater Level

'

CHANNEL
CHECK

M

M

M

M

M

H

M

M

M

M

M

CHANNEL
CALIBRATION

R

R

R

R

R
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