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APPENDIX A
NOTICE OF VIOLATION

License Nos CPPR-158

Shearon Harris, Units 1, 2, 3 and 4§ CPPR-159

CPPR-160
CPPR-161 '

Based on the NRC inspection April 10-13 and 17-18, 1979, certain of your
activities were apparently not conducted in full compliance with NRC
requirements as indicated below. These items have been categorized as
described in correspondence to you dated December 31, 1974.

A.

As required by Criterion V of Appendix B to 10 CFR 50, and as
implemented by Carolina Power and Light PSAR Section 1.8.5.5,
"Activities affecting quality shall be prescribed by documented
instructions, procedures or drawings, ....and shall be accomplished
in accordance with these instructions, procedures or drawings".
Shearon Harris Specification CAR-SH-CH-6, "Concrete" states "Each
truck shall be equipped with an accurate revolution counter".

Contrary to the above, on April 11, 1979 on pour number 1WPSL236005
in the waste process building (shared by 4 units) at 6:00 p.m., the
revolution counter on truck number 30 was not working.

This is a deficiency for Units 1, 2, 3 and 4.

As required by Criterion V of Appendix B to 10 CFR 50, and as
implemented by Carolina Power and Light PSAR Section 1 8.5.5,
“Activities affecting quality shall be prescribed by documented
instructions, procedures or drawings and shall be accomplished in
accordance with these instructions, procedures or drawings".
Shearon Harris specification CAR-SH-CH-4, “Embankments, Dams, Dikes
and Channels" and Appendix 2E of the PSAR require that moisture
content of embankment cores be controlled to within plus or minus 2

percent of optimum.
Contrary to the above, impervious embankment cores in the west
auxiliary dam and separating dike have been placed using field

control methods which allow moisture contents of plus or minus &
percent of optimum during compaction.

This is an infraction for Units 1, 2, 3 and 4.
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APPENDIX B
NOTICE OF DEVIATION

Carolina Power and Light Company License Nos. CPPR-158
Shearon Harris, Unit Nos. 1, 2; 3 and 4 CPPR-159
A CPPR-160

CPPR-161

Based on the results of the NRC inspection conducted on April 10-13 and
17-18, 1979, certain of your activities appear to deviate from your
commitments to the Commission as indicated below.

A. PSAR Appendix S5E, Design Basis For Structures, states, '"The material
used as backfill against Category I structures will be compacted to
95 percent standard proctor density at optimum moisture content".

Contrary to the above, select backfill placed against Category I or
safety-related structures has not been placed at optimum moisture
or at a specified minimum plus or minus of optimum as is generally

done in standard engineering practice with impervious type materials.
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