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FLORIDA POWER & LIGHT COMPANY

N o Gk May 21, 1976
L-76-199

Director of Nuclear Reactor Regulation,
Attention: Mr. Victor Stello, Director

Division of Operating Reactors
U. S. Nuclear Regulatory Commission
Washington DC 20555

Dear Mr. Stello:

Re: Turkey Point Units 3 and 4
Docket Nos. 50~250 and 50-251
Proposed Amendment to Facility
Operating Licenses DPR-31 and DPR-41l

In accordance/with 10 CFR 50.30, Florida Power & Light Coﬁéany

submits herewith three (3) signed originals and forty (40) conformed '

copies of a request to amend Appendix A of Facility Operating
Licenses DPR-31 and DPR-41l.

On February 17, 1976, by letter from George Lear to Robert E. Uhrig,
your offide requested that we review the reactor coolant system
pressure-temperature limits in the Turkey Point Technical Specifi-
cations to determine if they are in full compliance with 10 CFR
Part 50, Appendix G, "Fracture Toughness Requirements." We have
conducted such a review and find that appropriate Technical Spe-
cification changes are necessary.

We are also proposing changes in response to an April 14, 1975
letter from George Lear to R. E. Uhrig which requested that heatup
and cooldown rates in the Turkey Point Technical Specifications be
expressed as "°F in any one hour" instead of "°F/hr." The intent
is to increase operational flexibility and decrease the possibility
of a Technical Specification violation by more clearly specifying
the time interval over which a temperature change is to be averaged.

The proposed changes are as described below and as shown on the
accompanying Technical Specification pages bearing the date of this
letter in the lower right hand corner.

Page V

=

P. 0.'BOX 013100, MIAMI, FLORIDA 33101 =~
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The List of Figures is revised to include new Figures 3.1-la through |

3.1-1d, 3.1-2a through 3.1-24, B3.1-1, and B3.1l-2.
Pages 3.1-2 through 3.1-4

These pages are revised such that Specification 3.1.2.1 applies to
Unit 3 only and' Specification 3.1.2.2 applies to Unit 4 only. The
heatup and cooldown rates are expressed in terms of "°F in any one

5286
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Mr. Victor Stello

page 2

hour" instead of "°F/hr." The heatup and cooldown rate limits are
based on test results obtained from the surveillance capsules most
recently removed from the reactors. Page 3.1-4 is revised such
that the final part of Specification 3. l 2 no longer appears on
that page.

!

- Figures 3.l-la through 3.1-1d and 3.l1-2a through 3.1-24

New reactor coolant system pressure-temperature limit curves are
provided for Units 3 and 4. The new curves are based on analysis

. of data obtained from the most recent reactor vessel surveillance

capsules. Figure 3.1-2 is deleted.

4
!

Pages B3.l-1 through B3.l-4

Revised bases pages are included in support of the proposed amendment.

Figures B3.1l-1 and B3.1-2

Two new figures are added to Bases Section B3.1l.

The proposed changes meet the requirements of 10 CFR Part 50,
Appendix G. :

The proposed amendment has been rev1ewed and the conclusion reached

that it does not involve a significant Hazards consideration; therefore,

prenoticing pursuant to 10 CFR 2.105 should not be requlred A
written safety evaluation is attached.

Very truly yours,

Robert E. Uhrig
Vice President’

REU: tg
Attachment

cc: Mr. Norman C. Moseley
Jack R. Newman, Esquire
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STATE OF FLORIDA )
) Ss \
COUNTY OF DADE ) :

Robert E. Uhrig, being first duly sworn, deposes and says:

That he is a Vice President of Florida Power & Light Company,
the Licensee herein;

That he has executed the foregoing document; that the
statements made in this said document are true and correct
to the best of his knowledge, information and belief, and
that he is authorized to execute the document on behalf of
said Licensee.

Robert E. Uhrig /

[
!

Subscribed and sworn to before me

ThiS"‘é?;éFﬁ“’* day of’,ﬁ?%;;1;>"‘ """" , 1976 -

Do o)

Notary Public, in and for the County of
S

Dade,! State of Florida NOTATY FUTRIT STATE OFFLORIDA AT LARGE o o
#4Y TOMMISSION EXPIRES JAN, €5, ISR t
. JONDED THRU GENZRAL-INSURANCE UNDERWRITEES .

My commission expires:’
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Figure

2.1-1
20 1-2

3 . l-la
thrxu-1d

3.1-2a
thru=-2d

LIST OF FIGURES

Title
TECHNICAL SPECIFICATIONS ;

Reactor Core Thermal and Hydraulic Safety Limits, Three Loop
Operation .

Reactor Coxe Thermal and Hydraulic Safety Limits, Two Loop
Operation

Reactor Coolént System Pressure Limits: Unit 3 - Heatup.and Coéldown

Reactor Coolant éystem Pressure Limits: Unit 4 - Heatup and Cooldown

Control Group Insertioq Limits for Unit 4, Three Loop Opcration
Control Group Insertion Limits for Unit 4, T&o Loop Operation
Control Group Insertion Limits for Unit 3, Three Loop Operation
Control Group In;ertion Limiﬁs for Unit 3, Two Loop Operation
Requirxed Shutdowh Margin ) .
Hot Channel Factoé Normalized Operating Envelope

Maximum Allowable Local KW/FT

Saméli;g Locations

Offsite Oégagization Chart

Plant Organization Chart

i

Effect of Fluence and bopper Content on Shift of RTNDT for Reactor
Vessel Steels Exposed to 550°F Temperature

Fast Neutron Fluence;(E>1MEV) as a function of Effective Full Power
Years

Target Band on Indicated Flux Difference as a Function of Operating
PYower Level

Permissible Operating Band on Indicated Flux Difference as a
Function of Burnup

-

\ 5/21/76







UNIT 3

2. ' PRESSURE-TEMPERATURE LIMITS

l.

Unit 3

The Reactor Coolant System (except for the pressurizer)
pressure and temperature shall be limited during heatup,
cooldown, criticality (except for low power physics
tests), and inservice leak and hydrostatic testing in
accordance with the limit lines shown on Figures 3.l-la
through 3.1-1d.. Allowable pressure-temperature
combinations are BELOW AND 'O THE RIGHT of the lines

on the Figures. Heatup and cooldown rate limits are:

a. A maximum heatup rate of 100 °F in any one hour.

»

b. A maximum cooldown rate of 100 °F.in any one hour.

c. A maximum temperature change of > 5 °F in any one
hour during hydrostatic testing operation above
system design pressure. '

The pressurizer pressure.and temperature shall be
limited in accordance with the following:

d. The pressurizer shall be-limited to a maximum
heatup or cooldown rate of 200 °F in any one hour.

e. The pressurizer shall be limited to a maximum
Reactor Coolant System spray water temperature
differential of 320 °F.

With any of the above limits exceeded, restore the
temperature and/or pressure within the limits within
30 minutes; determine that the RCS or pressurizer
remains acceptable for continued operations or, if at
power, be in at least Hot Shutdown within the next

6 hours and Cold Shutdown within the following 30 hours.

The reactor shall not be made critical unless the
moderator temperature coefficient is zero or negative.
When the coefficient is greater than zero, the reactor

.shall be subcritical by an amount equal to or greatex

than the potential reactivity insertion due to
depressurization. These moderatox temperature
coefficient conditions do not apply to low power
physics tests. )

3.1-2
5/21/76






UNIT 4

Unit 4

The Reactoxr Coolant System'(except for the pressurizer)
pressure and temperature shall be limited during heatup,
cooldown, criticality (except for low power physics

- tests), and inservice leak and hydrostatic testing in

accordance with the limit lines shown on Figures 3.l-2a
through 3.1-2d4. Allowable pressure-temperature
combinations are BELOW AND TO THE RIGHT of the lines

on the Figures. Heatup and cooldown rate limits are:

a. A maximum heatup rate of 100 °F in any one hour.
b. A maximum cooldown rate of 100 °F in any one hour.

c. A maximum temperature change of 2 5 °F in any one
hour during hydrostatic- testing operation above
system design pressure.

The pressurizer pressure and temperature shall be
limited in accordance. with the following:

d. The pressurizer shall be limited to a maximum
heatup or cooldown rate of 200 °F in any one hour.

e. The pressurizer shall be limited to.a maximum
Reactor Coolant System spray water temperature
differential of 320 °F.

With any of the above limits exceeded, restore the
temperature and/or pressure within the limits within

30 minutes; determine that the RCS or pressurizer
remains acceptable for continued operations or, if at
power, be in at least Hot Shutdown within the next

6 hours and Cold Shutdowq.within the following 30 hours.

The reactor shall not be made critical unless the
moderator temperature coefficient is zero ox negative.
When the coefficient is greater than zero, the reactor

.shall be subcritical by an amount equal to or greater

than the potential reactivity insertion. due to .
depressurization. These moderator temperature
coefficient conditions do not apply to low power
physics tests. b T

3.1-3
) . 5/21/76
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3. LEAKAGE
a. Any reactor coolant system leakage indication in excess

of 1 gpm shall be the subject of an investigation and
)evaluation initiated within 4 hours of the indication (ex.

" water inventory changes, radiation level increases, visual
jor audible indication). A leak shall be assumed to exist
suntdl it is determined that no unsafe condition exists
.and that the indicated leak cannot be substantiated. -
Leakage of reactor coclant through reactor -pump seals
and system valves to connecting closed systems from which
scoolant can be returned to the resctor coolant system shall
not be considered as leakage except that such losses shall

P

‘pot exceed. 30 gpm. )
If a reactor coolant system leakage indication is -
vproven teal, and.is not evaluated as safe, or et—
ceeds 10 8P, ‘reactor shutdown shall be initiated

within 24 hours of the initial indication. ) et

H L
LY . A . . -

If*reactor coolant leakage exists through a fault’in the .
‘systen boundary that cannot be isolated’(ex. vessels,
:‘piping, valve bodies) the reactor shall be shutdovn and
‘cool down to cold shutdown shall be initlated Wlthin
2% hours. T . LSy :
' : w ' \"ffg - }
The safety evaluation shall consider the source
) and magnitude of " the leak, rates of change of
.detection variables, and if shutdowvm is required
.this evaluation shall be used to determine shut-
~down rates and conditions. A written log of the
.action taken shall be made as socn as practicable.
"The evaluation shall assure that no potential
gross leak is developing and that potential re-
lease of activity will be within the guidelines

-of 10CFR20. p o

3.1-4
5/21/76
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B3.1 ~ BASES FOR LIMITING CONDITIONS FOR OPERATION, REACIOR COOLANT SYSTEM

1. Operational Components

T —— e oy,

The specification requires ‘that a sufficient number of
reactor coolant pumps be operating to prqvéde coast down
"core’ cooling in the event that a loss of flow occurs. The
flow provided will keep DNBR well above 1.30. When the boron
concentration of the Reactor Coolant System is to be reduced
the process must be uniform to prevent sudden reactivity
changes in the reactor. Mixing of the reactor coolant will
be sufficient to maintain a uniform boron conceﬂtration if
at least one reactor coolant pump or one residual heat
removal pump is running while the change is taking place.
The residual heat removal pump will circulate the reactor

coolant system volume in approximately one half hour.

Each of the pressurizer safety valves is designed to relieve
5 293,330 1lbs. per hr. of saturated steam at the valve set
point.(l) Below 350 F and:450 psig in the Reactox Coolant
System, the Residual Heat Removal System can remove decay
heat and thereby control system temperature and pressure. If
no residual heat were removed by any of the means available
the amount of'steam which could be generated at safety valve
Iifting‘pressure would be less than the capacity of a single

valve. Also, two safety valves have capacity greater than the

. . 2
maximum surge rate resulting from complete loss of 1oad.( )
2. Pressure/Temperature Limits
All components in the Reactoxr Coolant Sysdem are designed . <y

to withstand the effects of cyclic loads due to system

temperature and pressure changes. These cyclic loads are

introduced by normal load transients, reactor trips, and
! ) . startup and shutdown operations. ; The various categories

of load cycles used for design purposes are provided in

B3.1-1 5/21/76
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‘Section 4.1.5 of the FSAR. During startup and shutdown,

~—

-

the rates of temperature and. pressure changes are limited

so that the maximum specified heatup and cooldown rates

are consistent with the design assumptions and satisfy the

stress limits for prevention of brittle fracture.

During heatup, the thermal gradients in the reactor vessel
wall produce thermal stresses which vary from compressive

at the inner wall to tensile at the outer wall. These
thermal induced compressive stresses tend to alleviate

the tensile stresses induced by the internal>pressure.
Therefore, a pressure-temperature curve baggd on steady

state conditions (i.e., no thermal stresées) represents

a lower bound of all similar curves for finite heatup rates
when the inner wall of the vessel is treated as the governing

location.

The heatup analysis also covers the determination of
pressure-temperature limitations for the case in which

the outer wall of the vessel becomes the controlling .
location. The thermal gra&ients established during s

heatup produce tensile stresses at the outer wall of the

vessel. These stresses are additive to the pressure

induced tensile stresses which are already present. The
thermal induced stresses at the outer wall of the vessel are
tensile and are dependent on both the rate of heatup and the
time along thé heatup ramp; therefore, a lower bound curve
similar to that described for the heatup of the inner wall
cannot be defined. Subsequently, for the cases in which the
outer wall of the vessel becomes the stress controlling
location, each heatup*ratepof interest"must be analyzed on an -

individual basis.

B3.1-2 ‘ 5/21/76




.




The heatup iimit curves are composite curves prepared by
determining thq most conservative case, with either the

inside or outside wall controlling, for any heatup rate up ‘ -
to 100°F per hour. The cooldown limit curves are

composite curves which were prepared based upoﬁ the same

type analysis w}th the exception that the controlling location
'is always the inside wall where the cooldown thermal gradients
tend to produce tensile stresses while producing compressive
stresses at the outside wall. The heatup and cooldown

éurves were prepared based upon the most limiting value of the
predicted adjusted reference temperature at the end of the

service period.

The reactor vessel materials have been tested to determine

their initial RT Adjusted reference temperatures, based

L.
upon the fluenceNgid copper content of the material in question,
are then determined. The heatup and cooldown limit curves
include the shift in RTNDT at the end of the service period
shown on the heatup and cooldown cuxves.

N -

The actual shift in NDIT of the vessel material will be -
established periodically during operation by removing and
evaluating, in accordance with ASTM E185-73, reactor vessel
material dirradiation surveillance specimens installed near
the inside wall of the reactor vessel in the core arca.
Since the neutron spectra at the irradiation samples has a
definite relagionship to the spectra at the vessel inside &
radius, the measured transition shift for a sample can be
related with confidence to the adJacent section of the

reactor vessel. The heatup and cooldown curves must be

"
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recalculated when the ARTNDT determined from the surveillance

capsule is different from the calculated ARTNDT for the

equivalent capsule radiation exposure.

The pressure-temperature limit lines shown for reactor
criticality and for inservice leak and hydrostatic testing
have been provided to assure compliance with the minimum

temperature requirements of Appendix G to 10 CFR 50.

The number of reactor vessel irradiation surveillance specimens
and the frequencies for removing and testing these specimens
are provided in Table 4.2-1 to assure compliance with the

requirements of Appendix H to 10 CFR Part 50.

The. limitations imposed on pressurizer heatup and cooldown and
spray water temperature differential are provided to assure
that the pressurizer is operated within the design criteria
assumed for the fatigue analysis performed in accordance with

the ASME Code requirements

B3.1-4 5/21/76
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> SAFETY EVALUATION

Introduction

Limits for reactor coolant temperature and pressure are given in
Turkey Point Technical Specifications 3.1.2. This submittal proposes
changes to the specification to bring it into compliance with 10 CFR
50, Appendix G. The changes are based on test results recently
obtained* from the latest reactor vessel surveillance capsules from
Unit 3 and 4. . ’

Discussion

Since the physical properties of reactor vessel materials can be
affected by neutron irradiation, these materials are subject to a
surveillance program. Reactor vessels are designed to accommodate
surveillance capsules which contain materials used in the manufacture
of the vessels. - Irradiated surveillance materials are periodically
analyzed and the data used to revise operating pressure-temperature
limits. Turkey Point FSAR Section 4.4 contains detailed infor-
mation on the reactor vessel surveillance program. '

Current Technical Specification 3.1.2 provides a method for revising
heatup and cooldown curves based on the radiation exposure of
surveillance specimens. However, the Turkey Point reactor vessels
were manufactured before the publication of 10 CFR 50, Appendix G
and ASME Boiler and Pressure Vessel Code, Section IIXI, Appendix G,
both of which provide information on reactor vessel design and
calculation techniques based on surveillance specimen data. Now
that Turkey Point surveillance capsule data have been reviewed and
analyzed in accordance with Appendix G and the ASME Code, we find

it necessary to revise the pressure-temperaturé curves in the
Technical Specifications. The new limit curves for normal heatup
and cooldown of the primary reactor coolant system were calculated .
using the methods discussed in the proposed Bases pages. ,

Conclusion

Based on these considerations, (1) the proposed change does not
increase the probability or consequences of accidents or malfunctions
of equipment important to safety and does not reduce the margin of
safety as defined in the basis for any technical specification,
therefore, the change does not involve a significant hazards
consideration, (2) there is reasonable assurance that the health
and safety of the public will not be endangered by operation in the
proposed manner, and (3) such activities will be conducted in com-
pliance with the Commission's regulations and the issuance of this
amendment will not be inimical to the common defense and secuxrity
or to the health and safety of the public. k







