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Public Service Electric and Gas Company 80 Park Place Newark, N.J. 07101 Phone 201 /622-7000 

United States Nuclear Regulatory 
Commission 

Washington, D. C. 20555 

Attention: Mr. D. B. Vassallo, Chief 
Light Water Reactors Branch No. 

Gentlemen: 

NRC LETTER OF FEBRUARY 3, l976 
1

1~·:::;~,~­
DOCKET NOS. 50-272 AND 50-3ll 

As noted in your letter requesting additional information, the 
major changes in requirements involve radiographic inspection. 
technique. The original edition of B3l.7 was deficient in this 
area-as evidenced by the need for ANSI B3l Code Case 72. (Copy 
attached) The ANSI committee recognized that the radiographic 
requirements of B3l.7 were not suitable for field radiography 
of thin wall and small diameter piping butt welds. The incor­
poration of Code Case 72 without change into the l97l edition 
of Section III ASME Boiler and Pressure Vessel Code and its 
retention up to the present edition demonstrates that it pro­
vides a realistic approach to field radiography. 

The requirements of Code Case 72 were incorporated into our 
radiographic technique in l97l. Virtually, all of the field 
butt welds were radiographed with this technique. This would 
include all nuclear classes. 

In addition, radiographs of Nuclear Class III cement lined pipe 
were difficult to interpret. The 1970 addenda to B3l.7 allowed 
100% magnetic particle inspection in lieu of random radiography. 
This provision was also incorporated into Section III l971 
Edition. The service water system has Nuclear Class III cement 
lined pipe that utilized this alternate inspection :method. 

Our use of a later code was restricted to inspection and did not 
involve requirements from Section III such as materials, stress 
calculations, etc. that could modify our original design. 
Consequently, other requirements from a later Code would not be 
applicable. Therefore, we believe that the integrity of our 
field welds ha:::; __ )19.t_ .. been compromised and that we have complied 
with our FSAR-" .~:!'om:initme·nt to use ANSI B3l. 7 wherever possible. 

/<:·~::S',~_;v· , .. "-·' .::':· 
.1: :~:~ /r' 

:. .'. 

JER' RHD: pa:c. . 
The Energy People __ 

I, !, -· 

Ve~vru. a_. yoµrs, 

1? ;-1;;?~q 
R. 1. Mittl 
~eneral Manager - Projects 
Engineering and Construction 
Department 
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ANSI 831 
CASE 72 

August 1970 

l:'iTERPRETATIONS OF CODE FOR PRESSCRE PIPING 

Case 72 (Reopened)-Radiography of Piping 

Inquiry: In view of the special prob­
lems involved in the radiography ofwelds 
in pipe and other similar configurations 
what additional requirements or niodifica­
tions to the requirements of ANSI B31.7-
1969, Nuclear Power Piping, Appendix B-1 
may be used? -

Reply: It is the opinion of the Com­
mittee for B31.7 Nuclear Power Piping, 
that under the circumstances indicated 
below, the following modifications of the 
requirements of B3L7 Appendix B-1 may 
be used as alternatives in t,he radiography 
of circumferential butt welds in items such . 
as-pipe, tubing, fittings; and.nozzles. 

1 Except as permitted- in·Par. 3 below 
and J.n Table I; radiographic exaf:ii.1patiori 
of circumferential-butt welds.shall be per­
iormed with. ~ingle wci.11 yie;·l1iug__ or1iy. 
The radiation m:i.y pass through. one or 
both ·.walls. Where the source is lo'cated 
outside, a. minimum of 4 exposures sepa­
rated by. 90 deg are required for.single wall 
viewing. 

2 Where radiation passes- through one 
or·.two walls and it is impractical to place 
the penetrameter inside the cylinder, the 
penetrameter may be placed· on the. film 
side, except as required in 3below. 

·····.···"!;""":-

... 

3 Weldsin items such as pipe, tlibing, 
fittings and nozzles with an ()Utside-diam- · 
eter of 31/2 inch·es or less.may be radio-

. graphed using a technique in which radia- -
tion passes through two walls and the weld . 
in both walls is viewed for acceptance on · 
the same film. The penetrameter shall be 
placed· on the source side,- The angle of 
offset of the·radiation beam from the plane­
of the weld centerline shall be tte .mini­
mum required to separate the-images of the 
source .side and film side portiorni of the 
weld sq that there. is no overlap of the 
areas to ·be interpreted.· A. minimum of. 
two exposures taken ·at. 90 deg to .each 
0th.er shall be made for each· weld joint. 
Where the ratio .of OD to ID is 3 to 1 or 
greater, the ·weld may be· radiOgraphed 
\vith theradiation beam located such·that· 
the images of both walls are superimposed;· 
in which c!!se at· lc:::.st 3 :-exnosures sh?JI be 

75 

made at 60 deg. to each other: . . 
4 Penetrameter thickness and.essential 

hole size requirements fcir the·radiographic 
techniques described in- 1, 2, ·and-3 ·aoove 
are presented in-Table I. ,. ··,.,_ 

5 Where there·a.re direct contradictions 
between the requirements of Appendix B-1 
and-this Case, as in the penetrameter·hole 
size selection, the alternate. provisions of 
the Ca8e shall apply. 

. J·, ! ' .. 1 
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ANSI B31 
CASE 72 

August 1970 

.. .--

INTERPRETATIONS OF CODE FOR PRESSURE PIPING 

Table I 
Penetrameter Requirements for Rndiography of Circumferential Butt Welds in 
Pipe, Fittings, Tubin~. and Nozzies 

Single Wall 
Thickness Range (in') 

0 to 0.375 
Over 0.375 tc 0.625 
Over0.525 to0.875 
Over 0.875 to 1. 00 
Over 1.00 to 1.50 
Over 1.50 to 2.50 
Over 2.50 to.3.00 
Over 3.00 to 4.00 
-Over 4.00 to 6.00 

Penetrameter 
Designation Thickness (in.) 

10 
12 
15 
17 
25 
30 
35 
40 
50 

0.010 
0.Gl2 
0.015 

-0.011 
0.025 
0.030 
0.035 
0.040 
0_050 

Essenti"I Hole 
Designation Dia (iri~) 
4T 0_040 
4T 0.048 
4T 0.060 
4T 0.068 
2T 0.050 
2T 0.050 
2T 0.070 
2T 0.080 
2T 0.100 

Reprinted from July 1970 MECHANICAL ENGIN.EE~ING 

;J publication of The American SocietY. of Mechanical En­
~~i"leers, United Engineering Center, 345 'Easf 47th S.treet, 

New York, N. Y. 10017. 
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Docket Nos. 50-272/311 
FEB. 2 3 19'm 

Mr. R. L. Mittl 
Genera·l Manager - Projects 
Engineering and Construction Department 

_Public Service Electric and.Gas.Company 
80 Park Place 
Newark, New Jersey 07101 

Dear Mr. Mittl: 

Enclosed for your use are copies of proposed Regulatory Guides 1.AA, l .BB 
l.CC, 1.DD, l.EE and 1.FF. The intent of these guides is to provide the 
NRC methods·for the pre:-operational calculation of effluent releases, 
dispersion of effluents in the atmosphere and water bodies, associcLted 

.:rapiation doses to man, and cost-benefit analysis. 

You should note that the.se are draft guides that could be revised before 
final publication. Their use by you in licensing actions poses some risk 
due to changes that may occur prior to f1nal publication. 

Because of the volume of the documents and their draft nature, only one 
copy is being made available to ·any one organization at any one location. 
Since there is no copyright on government produced material, you may 
make as many copies as you n~ed. 

Enclosure: 
.Dr/ft Reg. Gui des 

Q;, stri bu ti on: 
. '\£Docket Fi 1 es 

PColl ins 
Jlee 
ADromerick 
EP LA 
EP LPM 

OFFICEi:> 

SURNAME:~ 

. .,, .".EC-3!0 (l{c''- 9-53) AllC!\I 0240 

. . -
Daniel R. Muller, Deputy Director 
Division of Site Safety and· 

Environmental Analysis 
Office of Nuclear Reactor Regulation 

i;;{ u. S. v· .,·i:.:n:NMENT
0

PfUNTING OFFIC.1~: ~ 074.52u.16G 
} 


