REPORTABLE OCCURRENCE

Report No. 79-13

a. Report Date: September 6, 1979

b. Occurrence Date: August 7, 1979

Facility: Trojan Nuclear Plant, PO Box 439, Rainier, Oregon 97048

Identification of Occurrence:

During an inspection of the plant, a seismic restraint on the containment
spray suction piping was found to be nonfunctional.

Conditions Prior to Occurrence:

The plant was in Mode 1 at 100% of rated power when the item was
found.

Description of Occurrence:

A seismic restraint, HCB-14-1-SR-2, on the containment spray suction
yiping was found to be nonfunctional. The support is a pedestal type,
nly supporting the downward vertical load of the pipe. The base plate
nad slid off the graphite slider plate and cracked the graphite plate.
An analysis of this line and adjacent supports showed that the adjacent
seismic anchor SA-3 would have been overstressed in a seismic event.

An inspection of SA-3 revealed two cracks in the strut which were sub-
sequently repaired and the design modified to strengthen the anchor.

An inspection of the other train revealed a missing support. Subsequent
analysis showed that although the piping exceeded code allowable stresses,
the piping did not exceed its yield strength, and therefore, that train
was operable. The missing support has been installed.

Designation of Apparent Cause of Occurrence:

The cause of the failure of SR-2 is unknown. The cause >f the failure
of SA-3 is the failure of SR-2. The reason the other support was never
installed is apparently a construction deficiency.

Analysis of Occurrence:

This event had no affect on either plant or public safety. While the
"A" train might not have been functional during a seismic event, the
"B" train (even with the missing support) was functiomal.
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Reportable Occurrence
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9. Corrective Action:

The corrective action taken was to repair support SR-2 and analyze the
effect it would have had on the piping and adjacent supports. Subse-
quent corrective action was to repair and modify support SA-3. The
missing support on train "B" was installed.
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