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Wisconsin Electric Power Company
ATTN: Mr. Sol Burstein

Executive Vice President
Power Plants

231 West Michigan
Milwaukee, WI 53201

Gentlemen:

This Circular No. 79-17 is provided as an early notification of a possible
significant matter. It is expected that recipients will review the
information for possible applicability to their facilities. No specific
action or response is reque. -d at this time. If further NRC evaluations
so indicate, an IE Bulletin wi 1 be issued to recommend or request specific
licensee actions. If you have questions regarding this matter, please
contact the Director of the appropriate NRC Regional Office.

Sit cealy,

0. Y ..

amesG.Kepple/
Director
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WASHINGTON, D.C. 20555

August 14, 1979
-

IE Circular No. 79-17

CONTACT PROBLEM IN SB-12 SWITCHES ON GENERAL ELECTRIC HETALCLAD CIRCUIT
BREAKERS

The General Electric Company, Switchgear Department in Philadelphia, reported
to the NRC on July 3, 1979, an intermittent contact problem in SB-12 switches.
This intermittent contact problem will cause a lack of continuity through the
"a" contact of the switch that is used to energize the trip coil of the circuit
breaker. Investigation disclosed that a die used to form a hole in the contact
arms of the switch had worn, resulting in elongated holes. This condition could
permit the contact bridge member to move laterally relative to the contact arm,
occasionally resulting in improper "a" contact wipe. The worn die has been
corrected, and all switches shipped on or after July 1,1979, include this
correction. A review of the history of these components indicates that switches
shipped in the time period of August 1, 1978 to July 1, 1979, could have this
problem. The trip coil and auxiliary switch portion of the trip circuit is

,.

monitored for continuity by a red light on the front door of the switchgear. ~~

This light is lit when the breaker is closed and the control circuits are
energized. If the red light is lit, this indicates that the "a" contacts of
the switch are closed, and that a trip signal will trip the breaker.

Based on the above, the licensees are advised to do the following:

1. Insure that all General Electric Company Metalclad Circuit Breakers
shipped to your facilities h ing the period from August 1, 1978 to
July 1, 1979 and used in ar affecting the operation of safety related
equipment are furnished with new SB-12 control switches as promptly
as possible.

2. Pending replacement of SB-12 control switches administrative controls
should be initated to assure the red light which demonstrates
contact continuity, is lit and remains lit each time these circuit
breakers are closed.

No written response to this circular is required. If you require additional
information regarding this subject, contact the Director of the appropriate
NRC Regional Office.

. . sw 7 . - r19~ -e .T 1
- '

fD'.JPLICATE DOT.''.EST

Entire docur.ent previously enterec ,

.:c syster u.-der: i

nugd1J16 272-
340 "= f P^ie :

- = -


