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ATTACllMENT 1

NRC DOCKET 50-366*

OPERATING LICENSE NPF-5
EDWIN I. IIATCll NUCLEAR PLANT UNIT 2

PROPOSED CllANGES TO TEC11NICAL SPECIFICATI0Q

Pursuant to 10 CFR 170.12 (c _ocgia Power Company ha.o evaluated the attached
License NPF-5 and have determined that:proposed amendment to Operat 6

a) The proposed amendment does not require the evaluation of a new
Sa#cty Analysis Report or rewrite of the facility license;

.

b) The proposed amendment does not contain several complex issues,
does not involve ACRS review, or does not require an environmental
impac; statement;

c) The propoced amendment does not involve a complex issue, an environ-
mental issue or more than one safety issue;

d) The proposed amendment does involve a single issue, namely, the,

increase of the average drywell temperature limits; and

c) The proposed amendment is therefore a Class III amendment.
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ATTACliMEhT 2
.

NRC DOCKET 50-366
OPERATIIIG LICENSE NPF-5

EDWIN ?. IIATCII NUCLEAR PLANT UNIT 2
PROPOSED C11ANGES TO TEC11NICAL SPECIFICATIONS

The proposed change to the Technical Specifications (Appendix A to Operating
License NPF-5) would be incorporated as follows:
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CONTAINMENT SYSTEMS

DRYWELL AVERAGE AIR TEMPERATURE

LIMITING CONDITION FOR OPERATION

3.6.1.7 Drywell average air temperature shall not exceed 1450F.
.

APPLICABILITY: CONDITIONS 1, 2 and 3.

ACTION:

With the drywell average air temperature > 1450F, reduce the average air
temperature to within the limit within 8 hours or be in at least HOT

SHUTDOWN within the next 12 hours and in COLD SHUTDOWN within the
following 24 hours.

.

SURVEILLANCE RE0UIREMENTS

4.6.1.7 The drywell average air temperature shall be the volumetric
average of the terperatures at the following drywell elevations and shall
be determined to be within the limit at least once per 24 hours:

Elevation Azimuth

a. 128-130 feet 1150 or 255 or 3150 or 3200
b. 162 feet 900 or 2/00
c. 175 feet 900 or 2700
d. 187 feet 900 or 2700

424 268
.

, HATCH - UNIT 2 3/4 6-10


