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Mr. James P. O'Reilly, Director
U. S. Nuclear Regulatory Commission
Region II
101 Marietta Street, Suite 3100
Atlanta, Georgia 30303

Subj ect: McGuire Nuclear Station

Docket No. 50-370

Reference: RII:LDZ
50-370/80-08

Dear Mr. O'Reilly:

As requested by your letter of July 18, 1980, please find attached our
response to the item of noncompliance identified in Appendix A. Duke !

Power Company does not consider any information contained in IE Inspec- 1

tion Report No. 50-370/80-08 to be proprietary.

Ver truly yours, [,
..

[)'h- L/. ct
William O. Parker, Jr. U
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HCGUIRE NUCLEAR STATION-

j Response to IE Inspection Report 50-370/80-08

Deficiency

As required by 10CFR 50," Appendix B, Criterion V, and implemented by Duke
: Power Company Topical Report Duke 1A Section.17, Paragraph 17.1.5 specifies
in part that, " Activities affecting quality shall be prescribed by documented
instructions,.procedurcs, or drawings, of a. type appropriate to the
circumstances . . . ." 5

Contrary to'the'above, ultrasonic examination procedures 151-120 Rev. 8 and
ISI-131 Rev. 5,used for examining safety-related piping welds and reactor
vessel welds, respectively, in preservice inspections do not provide adequate
instructions for performing and recording the examinations.

Response

Procedure ISI-120 and all other B&W procedures have been reviewed and all
references to unapproved procedures have been deleted. The two forms
referenced in the report will be included in a future revision of B&W Pre-

|
service Inspection Manual. However, the use of these forms should not be <

considered an item of noncompliance. These forms do not alter or replace
any data recorded for the examination, nor is tne information on the forms
used to determine the acceptability of the indication in question.

Procedure ISI-131 will be revised to include a detailed description of the '

scan paths and the-identification system for the reactor vessel examinations.
Since the McGuire Unit 1 and 2 preservice reactor vessel examinations have
already been completed, the scan path and identification system for these -)
inspections will be_ included as a supplement to the PSI report.
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