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J B MARTIN, REGIONAL ADMINISTRATOR
REGION V 0FFICE OF INSPECTION AND ENFORCEMENT
U S NUCLEAR REGULATORY COMMISSION
1450 MARIA LANE SUITE 210
WALNUT CREER CA 94596
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DOCKET NO. 50-312
LICENSE NO. DPR-54
LICENSEE EVENT REPORT NUMBER 83-22

In accordance with Rancho Seco Nuclear Generating Station Technical Specifi-
cations, Section 6.9.4.2.b and Regulatory Guide 1.16, Section C.2.b.2, the
S ramento Municipal Utility District hereby submits the following 30-day
report of Licensee Event Report Number 83-22.

On May 7, 1983, while attempting to run Electrical Maintenance procedure
EM.l77 on valve SFV 50007, in the cooling water line to reactor building emer-
gency cooling unit A 500C, the motor was found to be drawing " locked rotor"
current, preventing the valve from stroking. Subsequent investigation revealed
that the female portion of the control disconnect switch in the Motor Control
Center (MCC) had spread apart, causing a single phase condition on the motor.
The disconnect switch was repaired on Work Request 63051 and another work
request was initiated to replace the switch. The MCC is manufactured by
General Electric.

A review of maintenance practices indicated that the most likely cause of
this condition was the use of oversized test probes during testing on these con-

tacts. To correct this problem and prevent recurrence, Electrical Maintenance
personnel are being instructed to use a smaller probe which will not cause the
female portion of the contact to spread. Also, procedure EM.131 is being revised
to require visual inspection of the female portion of the contact to ensure
proper fit.

S e th3 plant was defueled there were no ef fects on plant or public safety.
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