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U.S. NUCLEAR REGULATORY COMMISSION
REGION I

FEEDER REPORT

Report No. 50-286/84-09

Docket No. 50-286

License No. 'DRP-64 Priority Category C--

Licensee: Power Authority of the State of New York
P.O. Box 215
Buchanan, New York 10511

Faci 11ty Name: Indian Point 3 Nuclear Power Plant

Inspection At: Buchanan, New York

Inspection Conducted: March 19-20 and April 18-20, 1984

Inspector * &am f/J/sV
. Narrow, Lead Reactor Engineer ' date '

Approved by: )mw r /s / I V
/J. P. Durr, Chief, Materials and ( d(te '

Trocesses Section, EP8, DETP

Inspection Summary: Inspection on March 19-20 and April 18-20, 1984
(Report No. 50-286/84-09)

Areas Inspected: Routine unannounced inspection by one region-based inspector
of Licensee's snubber surveillance and test activities and QA/QC inspections
of these activities. The inspection involved 24 hours of direct inspection
effort on site.

Results: No violations were identified.
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DETAILS

1. Persons Contacted

Power Authority of the State of New York (PASNY)

D. Barbersok, QC Supervisor
J. Catano, Senior Technician, Performance and Reliability
J. Cirilli, QA Superintendent

*L. M. Kelly, Performance and Reliability Supervisor
M. Morrissey, Performance Supervisor

*S. Munoz, Technical Services Superintendent
*J. E. Russell, Superintendent of Power, IP3
*J. Schivera, Licensing Coordinator

* attendees at exit meeting

2. Snubber Surveillance

The inspector reviewed the procedures listed below and discussed the
snubber surveillance and test program with licensee representatives.

3 PI VI A, Rev. 4, " Inaccessible suppressors (Snubbers) Inspection."--

3 PI VI B, Rev. 4, " Accessible Snubber Inspection."--

3 PT-R38, Rev. 2, " Shock Suppressor Functional Testing."--

3-CM-GEN-1, Rev. 2, " Seismic Restraint Replacement."--

Plant Performance and Reliability (PPR) personnel perform inspection and
testing, maintain records of snubbers tested and reinspect snubbers after
their replacement. Removal and replacement of snubbers is performed by
Maintenance with inspection by the QC group. PPR technicians have taken a
" Snubber Rebuild & Test Training Program" given by Bergen-Paterson.

A Significant Operating Report (SOR) No. 84-3-2 had been written as a
result of deficiencies identified during the 1983 inspection. This SOR
required removal, test and rework or replacement of all snubbers except
those on the steam generators. The inspector was informed that
rework / replacement of these snubbers was complete. Selected records of
snubber surveillance inspections and tests by PPR were reviewed together
with data sheets for removal and replacement of snubbers which were
witnessed by QC.

The installed condition of snubbers in several accessible areas of the
plant were observed by the inspector. He was accompanied by a PPR repre-
sentative who demonstrated the inspection performed during snubber surveil-
lance. A Bergen-Paterson Series 25,000 Test Stand is on site but has been
disconnected for removal to the maintenance building.



. .
,

3

No violations were identified.

3. QA/QC Interface With Snubber Surveillance Program

The inspector discussed inspection, surveillance and audits of the snubber
surveillance and test program by QA and QC with licensee representatives
and reviewed the applicable QC procedures. No implementing QC procedures
are provided for QC inspection of the Snubber Surveillance and Test (SST)
program. Routine removal and replacement of snubbers is inspected in
accordance with QA instructions in Procedure 3-CM-GEN-1. No requirement!,
have been established for QC surveillance or monitoring of snubber tests,
although the inspector was informed that these tests were monitored. QC
inspection of snubber rework or special work orders are written in as a
" step" list on the work order.

Data sheets for snubber surveillance and tests, and QC inspection reports
of snubber removal and replacement activities were reviewed. QC reports
of snubber test monitoring were not available.

QA is responsible for audits and surveillance of the SST program. The
audits are included as part of the annual audit of the total surveillance
program required by the Technical Specifications. Surveillance includes
witnessing tests on a random basis. The inspector reviewed Audit Report
No. 83-23, " Surveillance Requirements", which included snubber tests. No
surveillance of snubber tests had been performed during the past year.

Receiving inspection of snubbers was discussed with licensee personnel.
Receiving inspection reports and Source Verification Inspection Serial
No. 3-51 at Bergen-Paterson were reviewed. Protection and warehouse
storage of snubbers was inspected.

No violations were identified.
.

4. I & E Bulletin No. 83-07

This Bulletin concerns apparently fraudulent materials sold by Ray Miller,
Inc. (RMI) for use at a number of nuclear facilities. The licensee's
response stated that no material from RMI had been used at this plant on
safety-related systems. Their review had included material purchased by
Consolidated Edison prior to acquisition of the plant by the licensee.
During that time, some material from Ray Miller, Inc. had been installed
on non-safety-related systems.

The inspector reviewed records of the licensee's action taken to obtain
this information. The initial review was made as a result of allegations
described in NRC Preliminary Notification PND-IE-P3-02. It is described
in Surveillance Report Serial No. P3-02 and determined that no RMI
materials had been purchased by PASNY either directly or through supplier,
but that some RMI materials had been installed in non-safety related sys- -

tems by Consolidated Edison prior to acquisitions of the plant by PASNY. A
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physical inspection of these materials showed no apparent deviation from
specifications.

Internal correspondence dated November 11, 1983 and February 2, 1984
stated that additional reviews in accordance with Bulletin No. 83-07,
including Supplements'I and 2 had confirmed the results described above.

The licensee's response to this Bulletin was reviewed at the Plant
Operating Review Committee (PORC) meeting No. 84-27 without additional
comment.

The inspector had no further questions concerning use of RMI materials.

5. Exit Interview

The inspector met with licensee representatives (see Paragraph 1) at the
end of the inspection on April 20, 1984. Mr. T. J. Kenny, the NRC Senior
Resident Inspector, was also present. The inspector summarized the pur-
pose and scope of the inspection and identified the inspection findings.
At no time during this inspection was written material provided to the
licensee by the inspector.
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