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AECL~-CP SPEC DS0083

ENGINEERING SPEC

ROUTINE WIPE TESTS FOR REMOVABLE COBALT-60 CONTAMINATION

(EXAMPLE :

ON ANSI CATEGORY II IRRADIATORS

GAMMABEAMS 100,

150 AND 650)
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TO BE PERFORMED BY AECL-CP
COMPETENT AUTHORITY.
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) METHOD
Wipe tests may be made using a suitable material such as 3 1inc
(7 cm) diameter, high wet strength filter paper which should be
slightly moistened with water. Wipes must be taken on all
accessible surfaces on which contamination would be expected t
accumulate if there were to be a leakage.

- 8 INSTRUMENTATION
Wipes should be counted with equipment comparable tc the Berth
Rato F Survey Meter (as used by AECL-CP Service Representative
which has been calibrated to AECL-CP Standards. With this
instrument a scale reading of 400 counts per minute (Imp/min)
above background (beta window open) is egual to 0.05 microcuri
of cobrslit-60 contamination.

. EVALUATION
The test is considered negative 1f the total amount of
radicactive material detected is less than the reportable leve
prescribed by the competant authority (e.g. 0.05 microcuries f
facilities under jurisdiction of the USNRC). No formal action
other than record-keeping is required. The wipes should Dbc
returned to AECL-CP (PQA - Radiation Measurement) for
confirmation.

IFP TEST 1S POSITIVE
uspend operations and take appropriate action to prevent
exposure of personnel and further dispersal of radioactive
material. Notify:
a) the competant authority,
b the facility Radiation Safety Officer (RSO),
- AECL~-CP.

- REPORTING ALL WIPE TESTS
Complete the Routine Leak Test Report in duplicate, one copy
to facility owner via RSO and one to AECL-CP accompanied by
the negative wipes.
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