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On November 2, 1987, upon removal of the "A" (EDG) from service for routine

maintenance, the offsite power sources were not demonstrated operable within
one hour as required by Technical Specification 3.8.1.1. The offsite power

sources were demonstrated operable 2.5 hours after the "A" EDG became

inoperable.

The cause of this event was personnel error. The personnel involved did not
comply with the Technical Specifications nor procedures.

The immediate corrective action was to demonstrate operability of the offsite
power sources. Periodic Operating Test (POT) 21-2, "Engineered Safety '
Features and Offsite Power Availability", was reviewed and it was confirmed

that this POT specifically requires that the offsite power sources be
demonstrated operable when an EDG is removed from service. Personnel involved
were counseled on the requirements of the Technical Specifications and

procedures. A revision to the Operations Manual has been issued that requires
control room operators to maintain a copy of scheduled surveillances for their |
shift on their desk.

This event had no effect on public health and safety. t]
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Description of Event

On November 2, 1987, the plant was in Mode 1 (power operation) with the
Reactor Coolant System at 585°F and 2235 psig. At 0332 hours, the "A" service
water train was removed from service as part of an outage on "A" train
systems. With the "A" service water train inoperable, the "A" emergency
diesel generator (EDG) becomes inoperable. Technical Specification 3.8.1.1
requires that when an EDGC becomes inoperable, the offsite power sources must
be demorstrated operable within one hour. Contrary to this Technical
Specification, the offsite power sources were not demonstrated operable until
0603 hours (2.5 hours after the "A" EDG became incperable).

Cause of Occurrence

The cause of this event was personnel error. The personnel involved did not
comply with the Technical Specifications nor procedures.

Corrective Action

The immediate corrective action was to demonstrate operability of the offsite
power sources. Periodic Operating Test (POT) 21-2, "Engineered Safety
Features and Offsite Power Availability" was reviewed and it was confirmed
that this POT specifically requires that the offsite power sources be
demonstrated operable when an EDG is removed from service. Personnel invelved
were stronzly counseled on the need to ensure required actions are taken in a
timely manner and on the requirements of Technical Specification 3.8.1.1 and
POT-21-2. A revision to the Operations Manual has been issued that requires
control room operators to maintair a copy of scheduled surveillances for their
shift on their desk.

Significance of Occurrence

This event had no effect on public health and safety. There was no event
which required operation of the EDGs. The "B" EDC was operable.
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Portland General Electric Company
Trojan Nuclear Plant

71760 Columbia River Hwy
Rainier, Oregon 97048

(503) 556-3713

US Nuclear Regulatory Commission
Document Control Desk
Washington, D.C, 20555

Gentlemen:

Licensee Event Report No. 87-34,

report updates an event in which,

emergency diesel generator (EDG)

February 11, 1988

CAO-064-88

Revision 1, is attached. This
upon removal of the "A*

from service, the offsite power

sources were not demonstrated operable within one hour as
required by the Technical Specifications.

Sincerely,

C.@.80. Zex?

C. A. Olmstead
General Manager
Trojan Nuclear Plant

Mr. John B, Martin
Regional Administrator

US Nuclear Regulatory Commission

Mr. William Dixon
State of Oregon
Department of Energy

Mr. R. C, Barr
USNRC Resident Inspector
Trojan Nuclear Plant



