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Abstract
While the plant was in mode 3, with shutdown banks C & D withdrawn, Digital
Rod Position Indication (DRPI) Data A inputs were out of service to repair
loose connector pins. At 0232 on January 11, 1987, an alarm was received
indicating Data B inputs had failed on a rod withdrawn from the core.
fechnical Specification 3.1.3.3 requires DRPI to be capable of determining
control rod position with £ 12 steps for rods not fully inserted. The action
required for loss of this indication is to immediately open the Reactor Trip
Breakers., Therefore, upon receipt of the alarm on Data B inputs, the Reactor
Trip Breakers were opened,
8702180202 87020 ) )
- b /
gPR ADOCK 08080400
PDR !
NAC Farm 108 J



VB NUCLEAR REGULATOR Y COMMISE O
APSROVED OME N0 11800104

UICENSEE EVENT REPORT (LER) TEXT CONTINUATION

s e
L T
SHEARN HARRIS = .
UNIT | 0|8j0/0j0| 40,087 0101 00 2' 03
I T 1 T =

Description

The event resulted due to a failure in the Digital Rod Position Indication
System (DPRI). The digital rod position indication system measures the actual
position of each control rod using a detector which consists of discrete coils
mounted concentrically with the rod drive pressure housing. The coils are
located axially along the pressure housing and magnetically sense the entry
and presence of the rod drive shaft through its centerline. For each
detector, the coils are interlaced int¢ two data channels, and are connected
to the containment electronics (Data A and B) by separate multi-conductor
cables. By emoloying two separate channels of information, the digital rod
position indication system can continue to function (at reduced accuracy) when
one channel fails. Either Data channel is sufficient to satisfy the Tech.
Spec. requirements for Modes 3, 4 and 5.

Repeated data failure alarms had been received on DRPI caused by electrical
connector problems in the cables between the Data A and Data B cabinets and
the sensing coils. The previous failures resulted in loss of indicatiou for
individual rods or for Urgent Warning Alarms on either the Data A or Data B
channels. The cause of the problem was traced to the removable male
connectors on the individual rod cables located at the connector plate which
is atop the Reactor Vessel Head. The connectors (Rowe Part Nos. 2RC6562 &
6RC6561) were found to have loose pins as a result of improper fabrication by
the manufacturer, Rowe. During the replacement of failed connector pins, it
was discovered that the connector pins were to be torqued to a specified
value. This information and a torquing tool were included in the replacement

pin kit, This intormation was not available from the other technical
information on site,

On January L1, 1987, while the plant was in Mode 3 at 557" and 2235 psig
(normal operating temperature and pressure), connectors were checked for loose
pins. The reactor trip breakers were closed so that shutdown banks C & D
could be maintained fully withdrawn per General Operating Procedure GP-2,
Maintenance [&C technicians started by working on the Data A connectors, one
At a time., Since numerous alarms were expected, DRPI Data A was bypassed in
the control room at 1625 on January 10, 1987, The resulting rod position
indication from Data B sensors (half accuracy) met the LCO for Tech. Spec.
Jolo3.3. Apparently while working in the area, other connectors for Data B
inputs were moved or vibrated, causing an alarm on Data B, Since Data A was
already out of service, this caused DRPI Urgent Failure Alarm at 0232 on
January 11, 1987, Loss of both Data A and Data B meant that the Tech. Spec.

LCO was no longer met, Therefore, the reactor trip breakers were manually
opened per the Action Statement of Technical Specification 3.1.).)
systems responded as expected and the plant stabilized at normal oporating

temperature and pressure,
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Subsequently, at 0400 DRPI Data A was restored to service giving at least half
accuracy on all rods and thus satisfying the LCO of Tech. Spec. 3.1.3.3. All
required connectors were retightened and restored to service by January 12,
1987, Since that time, no repeat alarms have been received due to loose
connectors,

Cause

The manual scram was a result of manual operator action to comply with
Technical Specification 3.1.3.3, The DRPI system became inoperable during the
repair of loose electrical connectors on the individual rod cables.

An.lzsl:

As stated above, the event resulted from a manufacturer's deficiency that led
to unreliable rod position information. The plant was already in Mode J} and
the event had no impact on safety.

This event is reportable in accordance with 1OCFR50.73(a)(2)(Pv) which
requires reporting of any event or condition that resulted in manual or
automatic actuation of any Engineered Safety Feature,

Corrective Action

fhe root cause of the problem was identified prior to the event, The event
occurred during implementation of the corrective action. Since the completion

of corrective action, no repeat alarms have been received due to loose
connectors.
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File Number: SHF/10-13510C Ref. 10CFR50.73
Letter Number: HO-870348 (0)

U.S. Nuclear Regulatory Commission
ATTN: NRC Document Control Desk
Washington, DC 20555

SHEARON HARRIS NUCLEAR POWER PLANT UNIT 1
DOCKET NO, 50-400
LICENSE NO. NPF-63
LICENSEE EVENT REPORT 87-001

Gentlemen:

[n accordance with Title 10 to the Code of Federal Regulations,
the enclosed Licensee Event Report is submitted. This report
fulfills the requirement for a written report within thirty (30)
days of a reportable occurrence and is in accordance with the
format set forth in NUREC~1022, September 1983,

Very truly yours,

777, c//d‘:m

R. A, Watson
Vice President
Harris Nuclear Project
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Enclosure

cet Dr. J. N. Grace (NRC = RII)
Mr. G, Maxwell (NRC = SHNPP)
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