In the Matter of
PACIFIC GAS AND ELECTRIC COMPANY

(Humboldt Bay Power Plant No., 3

UNITED STATES OF AMFRICA

ATOMIC ENERGY COMMISSION

Docket No. 50-133
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Pacific Gas and Electric Company (the Company) hereby amends its Final Safety

Analysis Report (Final Hazards Summary Report) as defined in License No. DPR-7,

by submitting herewith information concerning the proposed refueling of the

Humboldt Bay Unit No. 3 reactor.

I.

II.

INTRODUCTION

This awendment involves the proposed use of 28 Type IV-batch Z Exxon
Nuclear Company fuel assemblies for refueling the Humboldt Bay Power

Plant Unit No. 3 at the beginning of Cycle 10.

DISCUSSION OF THE AMENDMENT

Table I gives the principal calculated nuclear characteristics of Cycle S
and Cycle 10 cores. It should be noted that footnote 4 to Table I has
been changed from the current licensed power level of 240 Mit to 220 MWt.
This latter power level is consistent with the normal operating power
level at which the Unit is currently rated. A separate license amendment
will be submitted to document this proposed change in licensed power level.
Table II gives the thermal hydraulic characteristics of Cycle 9 and Cycle

10 cores. All values for Cycle 10 have been calculated at 220 Mit.
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III.

CHANGES TO THE TECHNICAL SPECIFICATIONS OF THE LICENSE

It is proposed that the technical specifications be changed to reflect
the Cycle 10 loading on pages V-13, V=14, V-15 which are attached to

this amendment.

SAFETY ANALYSIS

The use of a loading of Type III and Type IV fuel has previously been
analyzed and licensed for the Humboldt reactor. The addition of 28

Type IV fuel assemblies does not significantly change the characteristics
of the core is can be seen from attached Tables I and II. The change
does, therefore, not affect the results and conditions of the safety
analysis described in the Final Safety Analysis Report as amended by the

previous submittal concerning the insertion of Type III and Type IV fuel.

The loss-of-coolant accident consequences for Type II1I and Type IV fuel
in Cycle 10 are currently being analyzed in accordance with the Interim

Acceptance Criteria and with Appendix K to 10CFR50.

CONCLUSION

In our opinion, with the exception of the need to complete the
loss-of~-coolant accident analysis noted in paragraph IV above, (1) this
change does not involve unreviewed safety questions as defined in
JOCFR50,59 nor does it present significant hazards considerations not
described or implicit in the Final Safety Analysis Report, and (2) there
is reasonable assurance that the health and safety of the public will

not be endangered by this change in the license.



VI. Authorization to operate during Cycle 10 with this fuel loading is
required. The six week refueling outage to make this loading is planned

to commence on October 30, 1974.
Subscribed in San Francisco, California, this 18th day of October, 1974.

Respectfully submitted,

PACIFIC GAS AND ELECTRIC COMPANY

J. b, ‘Jorthingrux

Senior Vice President

FREDERICK T. SEARLS

PHILIP A. CRANE, JR,

Attorneys for
Pacific Gas and Electric
Company

Subscribed and sworn to before me
this 18th day of October, 1974.

Theodora Cooke, Notary Public in
and for the City and County of
San Francisco, State of California

My Commission expires January 28, 1977.



