John A. Krakuszeski

DU KE Vice President

B ick Nuclear Plant

” ENERGY. R
Southport, NC 28461

0: 910.832.3698

April 26, 2021
Serial: RA-21-0141 10 CFR 50.90

U.S. Nuclear Regulatory Commission
ATTN: Document Control Desk
Washington, DC 20555-0001

Brunswick Steam Electric Plant, Unit Nos. 1 and 2
Renewed Facility Operating License Nos. DPR-71 and DPR-62
Docket Nos. 50-325 and 50-324

Subject: Supplement to License Amendment Request to Revise Technical Specifications
to Adopt Risk-Informed Completion Times TSTF-505, Revision 2, “Provide
Risk-Informed Extended Completion Times — RITSTF Initiative 4b”

Reference:

1. Letter from J.A. Krakuszeski (Duke Energy Progress, LLC) to U.S. Nuclear Regulatory
Commission, “License Amendment Request to Revise Technical Specifications to Adopt
Risk-Informed Completion Times TSTF-505, Revision 2, ‘Provide Risk-Informed
Extended Completion Times — RITSTF Initiative 4b’,” dated April 1, 2021 (ADAMS
Accession No. ML21091A053).

Ladies and Gentlemen:

By letter dated April 1, 2021 (Reference 1), Duke Energy Progress, LLC (Duke Energy)
requested an amendment to the Brunswick Steam Electric Plant (BSEP), Unit Nos. 1 and 2
Technical Specifications (TS). The proposed amendment would modify TS requirements to
permit the use of Risk-Informed Completion Times in accordance with TSTF-505, Revision 2,
“Provide Risk-Informed Extended Completion Times — RITSTF [Risk-Informed TSTF] Initiative
4b,” (ADAMS Accession No. ML18183A493).

In Attachments 2 and 3 of Reference 1, Duke Energy inadvertently omitted the Unit 1 and Unit 2
markup for TS 3.3.5.2, “Reactor Core Isolation Cooling (RCIC) System Instrumentation” to show
the proposed change. The enclosure to this letter provides the appropriate TS 3.3.5.2 markup to
reflect the proposed Risk-Informed Completion Times Program. The markup of all other TS
provided in Reference 1 remain valid.

Duke Energy has reviewed the information supporting the No Significant Hazards Consideration
and the Environmental Consideration that was previously provided to the NRC in Reference 1.
The additional information provided in this license amendment request (LAR) supplement does
not impact the conclusion that the proposed license amendment does not involve a significant
hazards consideration. The additional information also does not impact the conclusion that
there is no need for an environmental assessment to be prepared in support of the proposed
amendment.

There are no regulatory commitments made in this submittal.
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In accordance with 10 CFR 50.91, Duke Energy is notifying the State of North Carolina of the

supplement to this LAR by transmitting a copy of this letter and enclosure to the designated
State Official.

Please refer any questions regarding this submittal to Mr. Art Zaremba, Manager — Nuclear
Fleet Licensing, at (980) 373-2062.

| declare, under penalty of perjury, that the foregoing is true and correct. Executed on April 26,
2021.

Sincerely,

John A. Krakuszeski

JLVIjiv

Enclosure: Markup of Technical Specification 3.3.5.2 for RCIC System Instrumentation
cc:

Ms. Laura Dudes, Regional Administrator, Region Il
Mr. Andrew Hon, Project Manager
Mr. Gale Smith, NRC Senior Resident Inspector

Chair - North Carolina Utilities Commission
Mr. W. Lee Cox, Il Section Chief, Radiation Protection Section, NC DHHS
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ENCLOSURE

MARKUP OF TECHNICAL SPECIFICATION 3.3.5.2 FOR RCIC SYSTEM
INSTRUMENTATION



RCIC System Instrumentation

3.3.5.2
3.3 INSTRUMENTATION
3.3.5.2 Reactor Core Isolation Cooling (RCIC) System Instrumentation
LCO 3.3.5.2 The RCIC System instrumentation for each Function in Table 3.3.5.2-1

shall be OPERABLE.

APPLICABILITY:  MODE 1,

MODES 2 and 3 with reactor steam dome pressure > 150 psig.

ACTIONS

NOTE

Separate Condition entry is allowed for each channel.

CONDITION REQUIRED ACTION COMPLETION TIME
A. One or more channels A1 Enter the Condition Immediately
inoperable. referenced in
Table 3.3.5.2-1 for the
channel.
B. As required by Required B.1 Declare RCIC System 1 hour from
Action A.1 and referenced in inoperable. discovery of loss of
Table 3.3.5.2-1. RCIC initiation
capability
AND
B.2 P in trip.
lace channel in trip 24 hours INSERT 1
C. Asrequired by Required C.1 Restore channel to 24 hours
Action A.1 and referenced in OPERABLE status.
Table 3.3.5.2-1.
(continued)
Brunswick Unit 1 3.3-45 Amendment No. 203



ACTIONS (continued)

RCIC System Instrumentation

3.3.5.2

associated Completion Time
of Condition B, C, or D not
met.

inoperable.

CONDITION REQUIRED ACTION COMPLETION TIME
D. As required by Required D1 e [\ [@) Jf S ———
Action A.1 and referenced in Only applicable if RCIC
Table 3.3.5.2-1. pump suction is not aligned
to the suppression pool.
Declare RCIC System 1 hour from
inoperable. discovery of loss of
RCIC initiation
capability
AND
D.2.1 Place channel in trip. 24 hours
INSERT 1
OR
D.2.2  Align RCIC pump suction to |24 hours
the suppression pool.
Required Action and EA Declare RCIC System Immediately

Brunswick Unit 1

3.3-46

Amendment No. 203



RCIC System Instrumentation

3.3.5.2
3.3 INSTRUMENTATION
3.3.5.2 Reactor Core Isolation Cooling (RCIC) System Instrumentation
LCO 3.3.5.2 The RCIC System instrumentation for each Function in Table 3.3.5.2-1

shall be OPERABLE.

APPLICABILITY:  MODE 1,

MODES 2 and 3 with reactor steam dome pressure > 150 psig.

ACTIONS

NOTE

Separate Condition entry is allowed for each channel.

CONDITION REQUIRED ACTION COMPLETION TIME
A. One or more channels A1 Enter the Condition Immediately
inoperable. referenced in
Table 3.3.5.2-1 for the
channel.
B. As required by Required B.1 Declare RCIC System 1 hour from
Action A.1 and referenced in inoperable. discovery of loss of
Table 3.3.5.2-1. RCIC initiation
capability
AND
B.2 Place channel in trip. 24 hours INSERT 1
C. Asrequired by Required C.1 Restore channel to 24 hours
Action A.1 and referenced in OPERABLE status.
Table 3.3.5.2-1.
(continued)
Brunswick Unit 2 3.3-45 Amendment No. 233



ACTIONS (continued)

RCIC System Instrumentation

3.3.5.2

associated Completion Time
of Condition B, C, or D not
met.

inoperable.

CONDITION REQUIRED ACTION COMPLETION TIME
D. As required by Required D1 e [\ [@) Jf S ———
Action A.1 and referenced in Only applicable if RCIC
Table 3.3.5.2-1. pump suction is not aligned
to the suppression pool.
Declare RCIC System 1 hour from
inoperable. discovery of loss of
RCIC initiation
capability
AND
D.2.1 Place channel in trip. 24 hours
INSERT 1
OR
D.2.2  Align RCIC pump suction to |24 hours
the suppression pool.
Required Action and EA Declare RCIC System Immediately

Brunswick Unit 2

3.3-46

Amendment No. 233



INSERT 1
OR

In accordance with
the Risk-Informed
Completion Time
Program



