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SIMULATOR EXERCISE GUIDE REQUIREMENTS 

Terminal 
Objective:  

Given the site simulator and specific plant conditions, the students will 
be able to respond to various plant abnormal and emergency events, in 
accordance with site procedures and Technical Specifications.  

  

Enabling 
Objectives: 

1. None.  

Prerequisites: 1. Simulator available 
2. Students enrolled in Initial License Program 

  

Training 
Resources: 

1. Floor Instructor as Shift Manager / Shift Technical Advisor 
2. Simulator Booth Operator 
3. Communicator 
4. NRC Evaluators 

  

References: 

 

1. 0-SOP-IC-001 White, Routine Maintenance Procedure Removal of 
Safeguards or Protection Sensor From Service – White Channels 

2. 0-SOP-IC-002, Technical Specifications LCO – Instrument Cross 
Reference 

3. 0-SOP-VNCR-002, Control and Computer Room Ventilation System 
Normal Operation 

4. AOP-1A Unit 1, Reactor Coolant Leak 
5. AOP-3 Unit 1, Steam Generator Tube Leak 
6. AOP-6C Unit 1, Uncontrolled Motion of RCCA(s) 
7. AOP-17A Unit 1, Rapid Power Reduction 
8. AOP-24, Response to Instrument Malfunctions 
9. ARP 1C03 1E2 4-2, Tavg Steam Dump Channel Alert 
10. ARB 1C04 1A 1-7, Automatic Rod Motion 
11. ARP 1C04 1A 3-8, Reactor Coolant Average ∆T deviation Unit 1 
12. ARB 1C04 1A 3-10, Reactor Coolant TAVG Deviation 
13. ARB 1C04 1A 3-11, Reactor Coolant TAVE High 
14. ARB 1C04 1A 4-10, Reactor Coolant High TAVG TREF Deviation 
15. EOP-0 Unit 1, Reactor Trip or Safety Injection 
16. EOP-3 Unit 1, Steam Generator Tube Rupture 
17. OM 3.7, AOP and EOP Procedure Usage For Response To Plant 

Transients  
18. Technical Specifications Manual 
19. Technical Requirements Manual 

  

Protected 
Content: 

None 
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Evaluation 
Method: 

Simulator performance will be evaluated in accordance with  
NUREG 1021 

  

Operating 
Experience: 

None 

  

Risk Significant 
Operator Actions: 

None 

 

 

 

UPDATE LOG:  Indicate in the following table any minor changes or major revisions made to the material after initial 

approval.  

# DESCRIPTION OF CHANGE REASON FOR CHANGE AR/TWR# 
PREPARER DATE 

REVIEWER DATE 

Rev. 0 Developed for the 2024 ILT NRC Exam. 
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OVERVIEW / SEQUENCE OF EVENTS 

OVERVIEW  
Initial conditions for the scenario are:  

Stable plant conditions at 75% power. 

 1W-3B, Control Rod Shroud Fan is OOS 

 1P-29, Turbine-driven Auxiliary Feedwater Pump is OOS 
 
The crew will respond to events as described below: 

SEQUENCE OF EVENTS 

Event # Description 

1.  

 

 

Shift Control Room Recirculation Fans 

 The crew will shift running control room recirculation fans per 0-SOP-VNCR-
002, Control and Computer Room Ventilation System Normal Operation. 

2.  1TE-402B, CH 2 (White) T(Cold) Loop A Temp Sensor RTD fails HIGH 

 White T-Cold RTD fails HIGH resulting in inward rod motion and increasing 
charging flow.  

 The crew should implement AOP-6C Unit 1, Uncontrolled Rod Motion of 
RCCAs and AOP-24, Response to Instrument or Controller Malfunction. 

 The SRO will identify the impact on Technical Specifications. 

3.  

 

 

1HX-1A, SG SGTL about 15 gpm 

 The crew should respond per AOP-3 Unit 1, Steam Generator Tube Leak. 

 The size of the tube leak will increase, requiring the crew to trip the unit. 

 The SRO will identify the impact on Technical Specifications. 

4.  Rapid Power Reduction  

 The crew will implement AOP-17A, Rapid Power Reduction in response to the 
SGTL to lower power and take the unit offline.   

5.  

 

 

1HX-1A, SG SGTL worsens requiring trip and post trip a SGTR (CT-20) 

 The crew should respond per EOP-0, Reactor Trip or Safety Injection and  
EOP-3, Steam Generator Tube Rupture. 

6.  1AF-4074A and 1AF-4074B, 1P-53 AFP to 1HX-1A/B fail to automatically open 
(CT-04) 

 1AF-4074A & B, 1P-53 MDAFW pump discharge MOVs fail to auto open 
requiring the crew to take manual action to ensure proper AFW valve 
alignment. 
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7.  Pressurizer Spray Valves fail shut 

 The crew recognizes the Pressurizer Spray valves fail to open. 

 Crew utilizes a PORV to equalize RCS and S/G pressures. 

 Terminate the scenario after the crew terminates SI flow per EOP-3 Unit 1, Steam 
Generator Tube Rupture.  
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SIMULATOR SET-UP INSTRUCTIONS   
Perform simulator set up per the site specific Simulator Setup Checklist. 
 

Check Action 

1.  Reset to IC-92 (made from IC-) 

2.  Perform Simulator Setup Checklist 

3.  Open schedule file.   Z:/ILT Exams/2024/Scenario 1/2024 NRC Exam Scenario 
1.sch 

4.  To record SBT data: 
1. Launch “SBT Report” from Thunderbar 
2. Open “Scenario Validation Checklist.sbt” (TRex_PB\Lightning) 

5.  Take schedule(s) to run 

6.  Verify required event file(s) open if required 

7.  Take sim to run 

8.  Set out plant conditions turnover sheets and reactivity brief sheets  

9.  Guard the following: 
 1W-3A and 1P-53 Motor Driven Aux Feed Pump 

Place the following OOS: 
 1P-29, TDAFW Pump  

 1W-3B, Control Rod Shroud Fan (pull-out) 

Shut 1AF-4000 and 4001, shut and de-energize 1MS-2019 and 2020. 

Place red dots: 

 None 

Prepare 0-SOP-VNCR-002 for fan shift.  
Prepare 0-SOP-IC-001 – WHITE to remove 1TE-402B from service 

10.   Conduct simulator crew pre-scenario brief using TR-AA-230-1007-F06, 
Simulator Instructor Pre-Exercise Checklist. 

 Brief the scenario evaluators 

 Brief surrogates using TR-AA-230-1007-F11, Surrogate Brief Checklist, if 
necessary 

11.  Run Scenario 

12.  To save SBT Data: 
1. In the SBT Report program click the Generate Report icon (green arrow) 
2. In Test Title enter a unique test title, to be same as file name 
3. In report name enter the location the test files are to be saved, use same file name 

as Test Title 
4. Click “Generate” (generates and saves two files in the selected folder) 
5. Verify files saved in the selected folder 
6. The generated report and SBT Report program may now be closed 
7. Collect procedure markups for SBT 

8. Save any InSight, Alarm, Event, Schedule Files to the secure drive that were in 
use 

14.  Reset simulator to appropriate IC.  

 



 

PBN LOI NRC 031E, 2024 NRC Exam Scenario 1, Rev. 0 SEG 
Page 7 of 29 

 

BOOTH OPERATOR BRIEFING:   

Review the scenario sequence, event triggers and expected field communications. 

Z:/ILT Exams/2024/Scenario 1/2024 NRC Exam Scenario 1.sch 

At Time 
On 
Event 

Action Description 

00:00:03  
Event Z:/ILT Exams/2024/Scenario 1/2024 
NRC Exam event.evt 

 

  Preloads  

00:00:05  
Insert malfunction VLV1SGN015 to 
Fail_Cntrl_Fuse 

1-MS-2019 AUX FWP TURB STM 
SUPPLY 

00:00:05  
Insert malfunction VLV1SGN016 to 
Fail_Cntrl_Fuse 

1-MS-2020AUX FWP TURB STM 
SUPPLY 

  1TE-402B fails high  

 1 
Insert malfunction XMT1RCS026A to 
650.00000 in 10 

1-TE402B T(COLD) LOOP A CH 2 FIXED 
OUTPUT 

  'A' SGTL  

 3 
Insert malfunction MAL1RCS008A to 
0.03500 in 10 

STEAM GENERATOR A TUBE 
RUPTURE 

 10 Insert remote LOA1CFW083 to ON 
1-P99A SGFP SEAL WATER INJECT 
PUMP C.S. 

 10 
Insert remote LOA1CFW084 after 15 to 
ON 

1P-99B SGFP SEAL WATER INJECT 
PUMP CS 

  'A' SGTR  

 5 
Insert malfunction MAL1RCS008A to 
0.70000 in 10 

STEAM GENERATOR A TUBE 
RUPTURE 

 12 Insert remote LOA1SGN023 to 0 in 30 
1-MS-235 P-29 AFP & RADWASTE STM 
ISOL 

  Pressurizer Spray failures  

 9 Insert malfunction CNH1PCS007B to 0 
1-HC431C 1-PCV431A SPRAY VALVE 
HAND CTLR FIXED AUTO/MAN 

 9 Insert malfunction CNH1PCS008B to 0 
1-HC431H 1-PCV431B SPRAY VALVE 
HAND CTLR FIXED AUTO/MAN 

00:00:01  Insert malfunction CNH1AFW003E to 0 
1-FIC-4074A Flow Controller Fixed Auto 
Only 

00:00:02  Insert malfunction CNH1AFW004E to 0 
1-FIC-4074B Flow Controller Fixed Auto 
Only 

Event file: Trigger 9 Unit 1 Reactor Trip (JCRFTR) 
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SIMULATOR EXERCISE GUIDE SCENARIO INSTRUCTIONS 

Event # 1 Shift Control Room Recirculation Fans 

ACTION Booth: None 

STUDENT 
RESPONSE 

BOP/ATC 

 Performs actions to shift Control Room recirc fans from W-13B1 to W-13B2.  
 

SRO 

 Directs / provides oversight for procedure implementation.  
 
Crew 
0-SOP-VNCR-002, Control and Computer Room Ventilation System Normal 
Operation 
5.2.3 IF shifting from W-13B2 to W-13B1, Control Room Recirc Fan, THEN 

PERFORM the following:  
a. DECLARE CREFS out of service and ENTER TSAC / TRM 3.7.9 for 

CREFS INOPERABLE. (SRO) 
 

NOTE: CONTROL ROOM AC UNITS AIR FLOW LOW Alarm (4-10 on C01B) 
will annunciate.  

 
b. PLACE W-13B2, Control Room Recirc Fan Control Switch to OFF. 

(BOP) 
c. PLACE W-13B1, Control Room Recirc Fan Control Switch to ON AND 

return to AUTO. (BOP) 
d. PLACE W-13B2, Control Room Recirc Fan Control Switch, to AUTO. 

(BOP) 
e. IF no operability issues exist, THEN DECLARE CREFS OPERABLE 

AND EXIT appropriate TSAC /TRM 3.7.9 (SRO) 
 

Assess Technical Specifications (SRO) 

LCO 3.7.9 Control Room Emergency Filtration System (CREFS) 

CONDITION REQUIRED ACTION COMPLETION TIME 

A. One control room 
recirculation fan 
inoperable 

A.1 Restore inoperable fan 
or damper to 
OPERABLE status 

7 days 

 

TRM 3.7.9 does not apply 
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Event # 1 Shift Control Room Recirculation Fans 

ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary.  
 
 

SM Communications: 

 Provide crew direction to shift control room recirc fans per brief.  

 Respond to reports from crew members as required.   
 

NOTES Continuation Criteria: 

After the crew has completed the fan switch, or at the discretion of the Lead 
Examiner, continue with the next event. 
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Event # 2 1TE-402B Tcold (WHITE) Fails High 

ACTION Booth: Insert TRIGGER 1 per Lead Evaluator 

STUDENT 
RESPONSE 

BOP/ATC 

 Identifies that inward rod motion is caused by a failed instrument and places 
rod control in manual.  

 Establishes manual control of charging to maintain PZR level at program. 

 May shift CSDs to manual per ARP 1E2 4-2, Steam Dump Channel Alert. 
 

OS1 

 Implements AOP-6C, Uncontrolled Motion of RCCAs. 

 Implements AOP-24, Response to Instrument Malfunction. 
 
Crew 

AOP-6C, Uncontrolled Motion of RCCAs 

1. Check Rod Motion – REQUIRED (ATC) 

RNO: Place rod control bank selector switch to – MANUAL  

2. Maintain RCS Tavg (ATC) 
3. Check RCS Tavg - AT OR TRENDING TO PROGRAM (ATC) 
4. Check Control Rods - ABOVE THE MINIMUM INSERTION LIMIT (ATC) 
5. Verify AFD - WITHIN LIMIT (ATC) 
6. Check Rod Motion Due To Instrument Failure (ATC) 
7. Go to AOP-24, RESPONSE TO INSTRUMENT MALFUNCTION 

 

AOP-24, Response to Instrument Malfunction 

1. Identify Failed Instrument (ATC) 
2. Check If Failed Instrument Is A Controlling Channel (ATC) 
3. Establish Manual Control As Required (ATC)  

o Place affected controller in manual 

OR 

o Place any affected equipment controls in manual. 
o Rod Control to MANUAL 
o Charging Pump control to MANUAL  
o Condenser steam dumps to MANUAL (Steam Pressure Mode) 

4. Return Affected Parameter(s) To Desired Value(s) (ATC) 
5. Using Attachment A, PPCS PARAMETERS USED TO CALCULATE 

REACTOR THERMAL OUTPUT, Verify That Failed Instrument Is NOT An 
Input To RTO. (BOP) 

6. Remove Failed Instrument Channel From Service Per 0-SOP-IC-001, 
ROUTINE MAINTENANCE PROCEDURE REMOVAL OF SAFEGUARDS 
OR PROTECTION SENSOR FROM SERVICE   

7. Return Controls To Automatic If Desired 
8. Check Failure For Tech Spec Or TRM Applicability (SRO) 
9. Return To Procedure And Step In Effect 
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Event # 2 1TE-402B Tcold (WHITE) Fails High 

ARP 1C03 1E2 4-2, Tavg Steam Dump Channel Alert: (BOP) 

3.3    IF the alarm is due to an instrument failure, AND it is desired to 
defeat the failed channel, THEN PERFORM the following unless 
directed otherwise by shift management: 

NOTE:  The following 3 steps will arm the Steam Dump System AND align it for 
Steam Header Pressure Control. 

3.3.1   PLACE the Condenser Steam Dump Controller 1HFC-484 in 
MANUAL 

3.3.2  ENSURE Condenser Steam Dump Controller 1HFC-484 output 
is ZERO on C03 

3.3.3  PLACE the Steam Dump Mode Selector Switch in MANUAL on 
C03 

3.3.4  PLACE the Condenser Steam Dump Controller 1HFC-484 on 
C03 in AUTO as follows, unless directed by Shift Management: 

a. LOWER the controller AUTO setpoint to 50 psig above the 
current Main Steam header pressure. 

b. PLACE the controller in AUTO. 
c. RETURN the controller to the original AUTO setpoint. 

3.4 REFERENCE AOP-6C, Uncontrolled Motion of RCCAs. 

 

 

STUDENT 
RESPONSE 

 

ARB 1C04 1A 3-10, Reactor Coolant Tavg Deviation: (BOP) 

6.5    IF the alarm is due to an instrument failure and it is desired to 
defeat the failed channel THEN PERFORM the following 
unless directed otherwise by shift management: 

6.5.1   PLACE Rod Control Selector Switch in “MANUAL” 

6.5.2  In cabinet 1C-107, PLACE TAVG DEFEAT Switch 1-
T/401A(B) to the color being defeated 

6.5.3  In cabinet 1C-108, PLACE DELTA-T DEFEAT Switch 1-
T/405E(F) to the color being defeated 

6.5.4  IF desired, ENSURE TAVG-TREF Error meter within 
0.5°F, then PLACE Rod Control Selector Switch to “AUTO” 
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Event # 2 1TE-402B Tcold (WHITE) Fails High 

 Assess Technical Specifications: (SRO) 

LCO 3.3.1, RPS Instrumentation, is NOT MET, Function 5 and 6 

CONDITION REQUIRED 
ACTION 

COMPLETION TIME 

A. One or more 
Functions with 
one or more 
required 
channels or 
trains inoperable. 

A.1 Enter the 
Condition 
referenced in 
Table 3.3.1-1 for 
the channel(s) 
or train(s). 

 

Immediately 

D. One channel 
inoperable 

D.1 Place channel in 
trip 

OR 

D.2 Be in MODE 3 

1 hour 

 

 

IAW RICT 

 

Assess LCO 3.3.2, ESFAS Instrumentation (LCO is met), Function 4.d-3 
requires 3 operable channels.  

 

ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary.  
 

SM Communications: 

 Respond to reports from crew members as required.   

 

NOTES Continuation Criteria: 

After the crew has stabilized plant conditions and assessed Technical 
Specifications, or at the discretion of the Lead Examiner, continue with the next 
event. (The crew should pursue placing the failed channel in trip, but this is not 
required to continue.)  
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Event # 3 ‘A’ Steam Generator Tube Leak 

ACTION Booth: Insert TRIGGER 3 per Lead Evaluator 

STUDENT 
RESPONSE 

BOP/ATC 

 Diagnoses the SGTL in the ‘A’ S/G.  

 Manually controls charging to maintain PZR level and determine a leak rate by 
flow balance. (~15 gpm). 
 

OS1 

 Crew may implement or reference AOP-1A, Reactor Coolant Leak prior to 
entering AOP-3. 

 Implements AOP-3, Steam Generator Tube Leak. 
 
Crew 

IMPLEMENT AOP-3 Unit 1, Steam Generator Tube Leak 

1. Check PZR Level - STABLE AT OR TRENDING TO PROGRAM (ATC) 

RNO: IF PZR level trending lower, THEN perform the following: 

a. Control charging and letdown to maintain PZR level 
b. IF PZR continues to lower, THEN isolate letdown.  
c. IF PZR level continues to lower, THEN start non-running charging 

pump and inform Shift Manager.  
1) IF PZR level can NOT be maintained greater than 5%, 

THEN perform the following: 
a) Manually trip reactor.  
b) WHEN reactor is tripped, THEN manually 

actuate safety injection.  
c)  Manually actuate containment isolation.  
d) Go to EOP-0, Reactor Trip or Safety Injection.  

2. Check if VCT Level can be Maintained – VCT Level maintained by normal 
makeup (ATC) 

3. Notify DSM, Chemistry, And Implement Emergency Plan (SRO) 
4. Identify Affected SG (“A” Steam Generator) (Crew) 

1RE-231 for A S/G 
High radiation from any local survey  
High radiation from any S/G blowdown line 

5. Determine Leak Rate (~15 gpm) (ATC) 
Estimate leak rate based upon RCS mass balance 

6. Check if Plant Should be Shutdown  
7. Determine Action Response Based on SG Leakage: 

 Reduce Power to < 50% in 1 hour and Mode 3 in the next two hours. 
8. Place Unit In Mode 3 (Enter AOP17A) 
9. Adjust Affected S/G Atmospheric Steam Dump Controller  

to 1050 psig (BOP) 

 1HC-468 for A SG 
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Event # 3 ‘A’ Steam Generator Tube Leak 

10. Isolate Blowdown on Affected S/G (BOP) 
11. Shut Affected S/G Sample Valve (BOP) 
12. Locally Isolate Condensate Storage Tank from Condenser Hotwell 

a. Ensure condenser reject isolation valve SHUT 
 1CS-113 

13. Locally Align Low Pressure Trap Header to Condenser 
 

  

Assess Technical Specifications: (SRO) 

LCO 3.4.13, RCS Operational Leakage, is NOT MET (>72 gpd primary to 
secondary leakage) 

CONDITION REQUIRED ACTION COMPLETION TIME 

B. Primary to secondary 
leakage not within 
limit.  

B.1 Be in MODE 3 

AND 

B.2 Be in MODE 5 

 

6 hours 

 

36 hours  

 

ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary. 

 If Steam Line surveys are directed, wait 5 minutes then report: 
o 'A' main steam line is 5 mrem above background. 
o 'B' main steam line is at background. 

 If directed to perform local actions per AOP-3, Steps 12 thru 17, acknowledge 
direction – take no action.  

 

SM Communications: 

 Provide crew direction to the crew if needed to ramp per AOP-17A at their 
desired rate.  

 Respond to reports from crew members as required.   

 

NOTES  

After malfunction is entered, it takes approximately 3 minutes for RMS 
Blowdown alarm, 10 minutes to get a trend on 1RE-231 and about 15 min 
for 1RE-231 Steam Line radiation alarm. 
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Event # 4 Rapid Power Reduction 

ACTION None 

STUDENT 
RESPONSE 

Symptoms / Indications 

 Power reduction is directed by AOP-3 
 
BOP/ATC 

 Performs AOP actions as directed to lower power to less than 60% 
 

SRO 

 Implements AOP-17A, Rapid Power Reduction 
 
Crew 
AOP-17A, Rapid Power Reduction 

1. Check power – GREATER THAN 100% (ATC) 
RNO: Go to Step 3 

3. Determine desired power level or condition to be met (SRO) 
4. Commence boration as necessary to target load (ATC)  

a. Set boric acid flow totalizer to desired quantity 
b. Set boric acid flow controller to desired flowrate 
c. If desired, start second boric acid pump 
d. Place reactor makeup mode selector switch to borate 
e. Place reactor makeup control switch to start 

5. Select turbine rate and reduce load (BOP) 
a. Ensure EH controls are set for operator auto 
b. Ensure “First Stage In” is selected 
c. IF first stage pressure is unavailable, THEN select “First Stage Out” 
d. Ensure the proper load rate is selected on the load rate 

thumbwheel 
e. Select target end-point on reference control 
f. WHEN temperature reduction of at least 0.5°F is observed on 

Tavg-Tref indicator, THEN depress “GO” push-button 
g. Continue with next step 

6. Notify PSS of load reduction (SRO) 
7. Check rod control system – IN AUTO (ATC) 
8. Energize pressurizer backup heaters (ATC) 
9. Check PZR pressure - CONTROLLING IN AUTO (ATC) 
10. Check PZR level – CONTROLLING IN AUTO (ATC) 
11. Check S/G level – CONTROLLING IN AUTO (BOP) 
12. Ensure main feed pump seal water pump – RUNNING (BOP) 
13. Maintain RCS Tavg (ATC) 
14. Check AFD – WITHIN LIMITS (ATC) 
15. Control MSR temperature – LESS THAN 500°F (BOP) 
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Event # 4 Rapid Power Reduction 

ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary.  
 
 

SM Communications: 

 Respond to reports from crew members as required.   

 

NOTES Continuation Criteria: 

After power has been lowered in response to the SGTL or at the discretion of the 
Lead Examiner, continue with the next event. 
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Event # 5 ‘A’ SGTL gets worse, Reactor Trip and SGTR 

ACTION Booth: Insert TRIGGER 5 per Lead Evaluator 

Ensure Trigger 9 inserts when the reactor is tripped.  

STUDENT 
RESPONSE 

BOP/ATC 

 Diagnoses the increase in leakage from the ‘A’ S/G, determines that it is 
greater than the available charging capacity (with letdown isolated).  

 When directed, trip/SI/CI Unit 1 reactor and performs immediate actions.  

 Following IA’s, diagnoses no AFW flow 
 

OS1 

 Implements EOP-0, Reactor Trip or Safety Injection. 
 
Crew 

EOP-0, Reactor Trip or Safety Injection (ATC) 

1. Verify Reactor Trip 

 Reactor trip and bypass breakers – OPEN 

 All rod position indicators- LESS THAN 20 STEPS 

 All rod bottom lights – LIT 

 Neutron flux - LOWERING 
2. Verify Turbine Trip 

a. Turbine stop valves – BOTH SHUT 
3. Verify Power to AC safeguards buses 

a. Check Safeguards Busses – At least one train ENERGIZED 
b. Check safeguards busses – ALL ENERGIZED 

4. Check If SI Is Actuated 
a. Any SI annunciators – LIT 
b. Both trains of SI – ACTUATED 

 SI pumps – BOTH RUNNUNG 

 RHR pumps – BOTH RUNNING 

Monitor Foldout Page Criteria of EOP-0 

5. Perform ATTACHMENT A, Automatic Action Verification, while continuing 
with this procedure. (BOP) 
 

CT-4 Establish the minimum required AFW flow rate of 275 gpm to the intact 
SG prior to commencing cooldown in EOP-3. 

 
6. Verify AFW Pumps – RUNNING (ATC) 

a. Motor driven pump – RUNNING  
b. Turbine driven pump – RUNNING; (Pump is OOS) 
c. Verify total AFW – Greater than 275 gpm. (EVENT 6) 

RNO: IF S/G level is less than 33% in both S/Gs, THEN 
manually align valve(s) as necessary to establish flow 
greater than or equal to 275 gpm. (ATC/BOP) 

7. Check RCP Seal Cooling (ATC) 
8. Check RCS Temperatures (ATC) 
9. Check PZR PORVs and Spray Valves (ATC) 
10. Check If RCPs Should Be Stopped (ATC) 
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Event # 5 ‘A’ SGTL gets worse, Reactor Trip and SGTR 

11. Check If SG Are NOT Faulted (ATC) 
12. Check If SG Tubes Are NOT Ruptured(ATC) 

RNO:   

Notify STA to MONITOR CSP Status per CSP-ST.0 Unit 1, CSF 
STATUS TREES 

Go to EOP-3 UNIT 1, STEAM GENERATOR TUBE RUPTURE. 

 EOP-0 Unit 1, Attachment A, Automatic Action Verification (BOP) 

A1 Verify Feedwater Isolation 

A2 Verify Containment Isolation 

A3 Verify ECCS Pumps RUNNING 

A4 Verify Service Water Pumps RUNNING 

A5 Verify Containment Accident Cooling Units RUNNING 

A6 Verify Component Cooling Water Pumps – ONLY ONE RUNNING 

A7 Check If Main Steam Lines Can Remain Open 

A8 Verify Containment Spray Not required 

A9 Verify ECCS Flow 

A10 Verify AFW valve alignment – PROPER EMERGENCY ALIGNMENT 

Event 6 failure can be addressed here as well as Step 6 EOP-0 

A11 Verify Proper ECCS Valve Alignment 

A12 Check Containment Spray NOT ACTUATED 

A13 Stop any boration via the blender in progress 

A14 Ensure the Auxiliary Building Filter/Exhaust Fans – OPERATING 

A15 Perform the following: 

a. Notify STA to IMPLEMENT Status Trees 
b. Notify SM of any equipment malfunctions previously noted.  

A16 Verify Service Water System Alignment 

A17 Check Miscellaneous Valves – SHUT 

A18 Check Control Room Ventilation 

A19 Check Cable Spreading Room Ventilation System – OPERATING 

A20 Check Computer Room Ventilation System – OPERATING 

A21 Check AFW Recirc fans – ONE RUNNING 

A22 Check Circulating Water Pump House Temperature Less Than 105°F 

A23 Check G03/G04 Switchgear Room Temperature less than 95°F 

A24 Periodically check status of spent fuel cooling 
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Event # 5 ‘A’ SGTL gets worse, Reactor Trip and SGTR 

ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary.  

 WHEN directed to locally check RW Service Water valves, LW-61 and 62, THEN 
report both valves are shut. 

 WHEN directed to locally check CW pump house temperature <105 ºF, wait 3 
minutes and THEN report the temperature is 72 ºF and stable. 

 WHEN directed to locally check G03/G04 Switchgear Room temperature <95 ºF, 
wait 3 minutes and THEN report the temperature is 75 ºF and stable. 
 

NOTES None 
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Event # 6 1AF-4074A and 1AF-4074B, 1P-53 MDAFW Pump to S/G fails 
to auto open 

ACTION None 

STUDENT 
RESPONSE 

BOP 

 Performs EOP-0 Attachment A Step A10 Verify AFW valve alignments 
 
OR 
 

ATC 

 Performs EOP-0 Step 6 Verify AFW 
 
 

OS1 

 Validates proper actions taken and reports to SM 
 

ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary. 

NOTES  

There is a potential the crew may enter CSP-H.1, Loss of Heat Sink, if AFW 
flow is less than 275 gpm with less than 33% Steam Generator level in the 
NR. The crew would reference the CSP and then leave per the note at the 
beginning of the procedure.  

 

If total feed flow is less than 275 gpm but greater than 230 gpm with either 
a S/G tube rupture or faulted S/G, this procedure should not be performed. 
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Event # 7 Steam Generator Tube Rupture Response with Spray Valve 
Failure 

ACTION Booth: Insert TRIGGER 12 when directed by the crew.  

STUDENT 
RESPONSE 

BOP/ATC 

 Performs EOP actions as directed.  
 

OS1 

 Implements EOP-3, Steam Generator Tube Rupture. 
 
Crew 
EOP-3, Steam Generator Tube Rupture 

1. Check if RCPs should be stopped (ATC) 
2. Identify ruptured S/G (BOP) 
3. Isolate flow from ruptured S/G (BOP) 

a. IF S/G ‘A’ is ruptured, THEN isolate S/G ‘A’ 
1) Set 1HC-468 "A" ADV Controller - TO 1050 psig  
2) Ensure 1MS-2016 - SHUT  
3) Shut 1MS-2020, TDAFWP Steam Supply.  
4) Ensure S/G blowdown is isolated:  

1MS-5958 - SHUT  
1MS-2042 - SHUT  

5) Shut MSIV and MSIV Bypass valves  
• 1MS-2018 MSIV  
• 1MS-234 MSIV Bypass  

6) Locally shut the following:  
• 1MS-235, P-29/Radwaste Isolation  
• 1MS-228 Main Steam Trap Isolation  

7) Check “A” SG - ISOLATED  
4. Check ruptured S/G level (BOP) 

a. Level – GREATER THAN [52%] 33% 
b. If S/G ‘A’ is ruptured, THEN stop flow to S/G ‘A’ 

1) Place in manual and shut 1AF-4074A, 1P-53 AFP To 1HX-1A 
SG Flow Control  
2) Ensure 1AF-4001, TDAFW Control valve – SHUT  
3) Ensure AF-4023, SSG supply valve – SHUT  

5. Check ruptured S/G pressure – GREATER THAN 590 psig (BOP) 
6. Initiate RCS Cooldown (BOP) 

a. Check SI signal Status 
b. Determine required core exit temperature 
c. Dump steam to condenser from intact S/G at maximum rate:  
d. Check core exit thermocouple temperatures – LESS THAN 

REQUIRED TEMPERATURE FOR STABILIZATION 
e. Check CSD or ADV controllers – CONTROLLING IN AUTOMATIC 

7. Check intact S/G level (BOP) 
8. Check PORV and block valves (ATC) 
9. Check SI signal status (ATC) 
10. Reset isolation and lockout signals (BOP) 
11. Establish instrument air to containment (BOP) 
12. Check if RHR pumps should be stopped (ATC) 
13. Establish maximum charging flow (ATC) 
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Event # 7 Steam Generator Tube Rupture Response with Spray Valve 
Failure 

14. Check if RCS cooldown should be stopped (ATC) 
15. Check ruptured S/G Pressure – STABLE OR RISING (BOP) 
16. Check RCS subcooling based on core exit thermocouples – GREATER 

THAN [82F] 57F (ATC) 

CT-20: Depressurize RCS to E-3 SI termination criteria 

17. Depressurize RCS to minimize break flow and refill PZR (ATC)  
(Crew will attempt to depressurize using spray, once it is determined 
that spray is not functioning the crew should proceed to Step 18.) 

18. Depressurize RCS using PZR PORV to minimize break flow and refill PZR: 
a. At least one PZR PORV – AVAIALBLE 
b. Open one PZR PORV until any of the following conditions is 

satisfied: 
o Both of the following: 

1) RCS pressure – LESS THAN RUPTURED S/G 
PRESSURE 

2) PZR level – GREATER THAN 72% 
OR 

3) PZR level – GREATER THAN 17% 
OR 

o RCS subcooling based on core exit thermocouples – LESS 

THAN 37F 
c. Shut PZR PORV 

20. Check if ECCS flow should be terminated (ATC/BOP) 
21. Stop both SI pumps and place in auto (BOP) 

 

ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary.  

 WHEN directed to shut 1MS-235, AFP Radwaste Steam Isolation and 1MS-228, 
Main Steam Trap Header Isolation, wait 3 minutes THEN insert Trigger 12 and 
report when the valves are closed. 

 

NOTES None 

 

 

 Scenario Termination   

 
Terminate the scenario after the crew terminates SI flow per EOP-3 Unit 1, 
Steam Generator Tube Rupture.  

NOTES 
 Freeze the simulator  

 Save SBT Data (see sim setup instructions)  
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QUANTITATIVE ATTRIBUTES  
 

Malfunctions: 

Before EOP Entry: 

1. Shift Control Room Recirculation Fans 

2. White Tavg, 1TE-402B CH 2 T(Cold) Loop A Temp Sensor RTD fails HIGH 

3. 1HX-1A, SG SGTL  

 

After EOP Entry: 

4. 1HX-1A SG SGTR  

5. Loss of Auxiliary Feedwater to automatically feed S/G’s 

6. Pressurizer Spray valves failed shut 

 

Abnormal Events: 

1. 1TE-402B, CH 2 (White) T(Cold) Loop A Temp Sensor fails high 

2. 1HX-1A, SG SGTL  

 

Major Transients: 

1. 1HX-1A, SG SGTR  

 

Critical Tasks: 

1. CT-4 Establish AFW flow to SGs 

3. CT-20 Depressurize RCS to E-3 SI termination criteria 

 

Major Procedures: 

AOP-6CAOP-24 ARB 1C04 1A 3-11AOP-3AOP-17AEOP-0EOP-3 
 
 
  



 

PBN LOI NRC 031E, 2024 NRC Exam Scenario 1, Rev. 0 SEG 
Page 24 of 29 

 

TR-AA-230-1007-F14, Revision 0 

CT- 4     Establish AFW flow to SGs 

 

Critical Task:  Establish the minimum required AFW flow rate to the steam generators prior to 
cooldown in EOP-3. 

 

Plant Conditions: 

 Reactor trip 

 A SGTR accident is in progress that requires actuation of at least the minimum required AFW flow 
assumed in the FSAR in order to maintain CSFs:  Heat Sink, and Core Cooling. 

 A secondary heat sink is required (RCS pressure is greater than SG secondary-side pressure) 

 Insufficient AFW flow to SGs. FSAR assumption for SGTR is that minimum AFW flow is available to 
intact SG to support RCS cooldown. 

 At least 230 gpm of AFW flowrate can be established to the intact SG provided manual actions are 
taken, as necessary. 

 

Cues: 

 Indication and/or annunciation that ECCS is actuated, AND 

 Indication and/or annunciation that the AFW flow rate is less than the minimum required 

o Total AFW flow rate indicates less than the minimum required 

o Control switch indication that the steam supply valves to the turbine-driven AFW pump are 
closed 

 

Performance Indicator: 

Manipulation of controls in the control room, as required, to establish the minimum required AFW flow 
rate to the SGs. 

 

Feedback: 

 Indication that at least the minimum required AFW flow rate is being delivered to the intact SG. 

 SG level is increasing. 

 

Basis:  SAFETY SIGNIFICANCE - Failure to establish the minimum required AFW flow rate, under the 
postulated plant conditions, results in "adverse consequences or a significant degradation in the 
mitigative capability of the plant." In this case, the minimum required AFW flow rate can be established 
by performing the appropriate manual action. Therefore, failure to manually establish the minimum 
required AFW flow rate also represents a failure by the crew to "demonstrate the following abilities: 

 Effectively direct or manipulate engineered safety feature (ESF) controls that would prevent 
(degraded emergency core cooling system (ECCS) .... capacity)" 

 Recognize a failure or an incorrect automatic actuation of an ESF system or component " 

 Take one or more actions that would prevent a challenge to plant safety ". 

Additionally, under the postulated plant conditions, failure to manually establish the minimum required 
AFW flow rate (when it is possible to do so) results in a "significant reduction of safety margin beyond 
that irreparably introduced by the scenario". Finally, failure to manually actuate AFW under the 
postulated conditions is a "violation of the facility license condition". 
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CT-20 Depressurize RCS to E-3 SI termination criteria 

 

Critical Task: 

Depressurize the RCS to meet the SI termination criteria to prevent steam generator overfill. 

 

Plant Conditions: 

 SGTR < FSAR DBA SGTR 

 Reactor Trip 

 SI 

 Ruptured SG identified and isolated 

 RCS cooldown to target temperature completed 

 

Cues: 

 Indication and/or annunciation of SGTR in one SG 
o Increasing SG water level 
o Radiation 

AND 

 Indication and/or annunciation of reactor trip and SI 

AND 

 Indication that the RCS is cooled down to the target temperature 

 

Performance Indicator: 

Manipulation of controls as required to depressurize the RCS 

 Valve position lamps show PZR spray valve or PZR PORV open 

 

Feedback: 

 Indication of RCS pressure decreasing 

 Indication of PZR level increasing 

 

Basis: 

SAFETY SIGNIFICANCE - Failure to stop reactor coolant leakage into a ruptured SG by depressurizing 
the RCS (when it is possible to do so) needlessly complicates mitigation of the event. It also constitutes 
a "significant reduction of safety margin beyond that irreparably introduced by the scenario". 
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Booth Summary 

Event #1 Shift Control Room Recirculation Fans 

Action Booth: None 

Role Play  Respond to reports or direction to field operators as necessary. 

 

Event #2 1TE-402B Tcold (WHITE) Fails High 

Action Booth: Insert TRIGGER 1 per Lead Evaluator 

Role Play  Respond to reports or direction to field operators as necessary.  

 

Event #3 and 
#4 

‘A’ Steam Generator Tube Leak and downpower 

Action Booth: Insert TRIGGER 3 per Lead Evaluator 

Insert Trigger 10 when directed by the crew (Start 1P-99A and 1P-99B) 

Role Play  Respond to reports or direction to field operators as necessary. 

 If Steam Line surveys are directed, wait 5 minutes then report: 
o 'A' main steam line is 5 mrem above background. 
o 'B' main steam line is at background. 

 If directed to perform local actions per AOP-3, Steps 12 thru 17, acknowledge 
direction – take no action.  

 When directed to start 1P-99A & B, MFP Seal Water Injection Pumps, wait 1 minute 
then insert Trigger 10, and report the pumps are running.  

 

Event #5 ‘A’ SGTR, Reactor Trip 

Action Booth: Insert TRIGGER 7 per Lead Evaluator 

Ensure Trigger 9 inserts when the reactor is tripped.  

Role Play  Respond to reports or direction to field operators as necessary.  

 WHEN directed to locally check RW Service Water valves, LW-61 and 62, THEN 
report both valves are shut. 

 WHEN directed to locally check CW pump house temperature <105 ºF, wait 3 
minutes and THEN report the temperature is 72 ºF and stable. 

 WHEN directed to locally check G03/G04 Switchgear Room temperature <95 ºF, 
wait 3 minutes and THEN report the temperature is 75 ºF and stable. 

 WHEN directed to shut 1MS-235, AFP Radwaste Steam Isolation and 1MS-228, 
Main Steam Trap Header Isolation, wait 3 minutes THEN insert Trigger 12 and 
report when the valves are closed. 

 

Event #6 1AF-4074A and 1AF-4074B fail to auto open 

Role Play  Respond to reports or direction to field operators as necessary. 
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PLANT CONDITIONS: 

 UNIT 1  

Time in core life (MWD/MTU): 9500  

Reactor power (%): 75%  

Boron concentration (ppm): 994 ppm  

Rod height,  CBD @:  178  

 
TECHNICAL SPECIFICATION ACTION CONDITIONS IN EFFECT: 

TSAC Description Required Action & Completion Time 

          3.7.5.B One AFW pump system inoperable in 
Mode 1, 2, or 3 for reasons other than 
condition A. 

Restore the AFW pump system to OPERABLE status 
within 72 hrs  OR IAW RICT program 

 
EQUIPMENT OUT OF SERVICE: 

 1P-29, TDAFW Pump is OOS for bearing replacement.  The pump has been OOS for 8 hours. Maintenance expects to 
return the pump to service in another 24 hours. 

 1W-3B Control Rod Shroud Fan is OOS due to motor failure. 
 
PLANNED EVOLUTIONS: 

 Switch Control Room Recirculation Fans per 0-SOP-VNCR-002 starting at step 5.2.3. 
 
TURNOVER INFORMATION: 

 On-line Risk is Green 

 Today is Tuesday, day shift. 
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Pre-Scenario Procedure Checks 

Procedure OS1 

 1st Check 2nd Check 

Logics: 177, 178, 
179, 180 

  

AOP-1A   

AOP-3   

AOP-6C   

AOP-17A   

AOP-24   

EOP-0   

EOP-3   

   

   

 1st Check 2nd Check 

1C03 1E2 4-2   

1C03 1F 1-1   

1C20 C 1-2   

1C04 1C 2-3   

1C04 1C 1-3   
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Post-Scenario Procedure Checks 

Procedure OS1 

 1st Check 2nd Check 

Logics: 177, 178, 
179, 180 

  

AOP-1A   

AOP-3   

AOP-6C   

AOP-17A   

AOP-24   

EOP-0   

EOP-3   

   

 1st Check 2nd Check 

1C03 1E2 4-2   

1C03 1F 1-1   

1C20 C 1-2   

1C04 1C 2-3   

1C04 1C 1-3   

Red Dot   

   

Booth Cleared 
Exam Material 

  

Magnets Replaced   
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SIMULATOR EXERCISE GUIDE REQUIREMENTS 

Terminal 
Objective:  

Given the site simulator and specific plant conditions, the students will 
be able to respond to various plant abnormal and emergency events, in 
accordance with site procedures and Technical Specifications.  

  

Enabling 
Objectives: 

1. None 

Prerequisites: 1. Simulator available 
2. Students enrolled in Initial License Program 

  

Training 
Resources: 

1. Floor Instructor as Shift Manager / Shift Technical Advisor 
2. Simulator Booth Operator 
3. Communicator 
4. NRC Evaluators 

  

References: 

 

1. OP-4C, Pressurizer Relief Tank Operation Unit 1 
2. AOP-9B Unit 1, Component Cooling Water Malfunction 
3. AOP-5A Unit 1, Loss of Condenser Vacuum 
4. AOP-17A Unit 1, Rapid Power Reduction 
5. AOP-24, Response to Instrument Malfunctions 
6. ARP C02 D 4-6, Common Critical Control Power Failure Unit 1 
7. EOP-0 Unit 1, Reactor Trip or Safety Injection 
8. EOP-0.1 Unit 1, Reactor Trip Response 
9. CSP-H.1 Unit 1, Loss of Heat Sink  
10. OM 3.7, AOP and EOP Procedure Usage For Response To Plant 

Transients  
11. Technical Specifications Manual 
12. Technical Requirements Manual 

  

Protected 
Content: 

None 

  

Evaluation 
Method: 

Simulator performance will be evaluated in accordance with  
NUREG 1021 

  

Operating 
Experience: 

None 

  

Risk Significant 
Operator Actions: 

None 
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UPDATE LOG:  Indicate in the following table any minor changes or major revisions made to the material after initial 

approval.  

# DESCRIPTION OF CHANGE REASON FOR CHANGE AR/TWR# 
PREPARER DATE 

REVIEWER DATE 

Rev. 0 Developed for the 2024 ILT NRC Exam. 
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OVERVIEW / SEQUENCE OF EVENTS 

OVERVIEW  
Initial conditions for the scenario are:  

Stable plant conditions at 100% power. 

 1W-3B, Control Rod Shroud Fan is OOS. 

 Crew will fill the PRT approximately 2% per OP-4C Pressurizer Relief Tank 
Operation Unit 1 Section 5.5. 

 
The crew will respond to events as described below: 

SEQUENCE OF EVENTS 

Event # Description 

1.  

 

 

Fill Unit 1 PRT approximately 2% per OP-4C 

 The crew will fill the Unit 1 PRT approximately 2% per OP-4C, Pressurizer 
Relief Tank Operation Unit 1. 

2.  1P-11A CCW Pump trip and 1P-11B fails to auto start 

 The crew will recognize the loss of 1P-11A CCW Pump and failure of 1P-11B 
to auto start, thus starting 1P-11B. 

 The crew will implement AOP-9B Unit 1, Component Cooling System 
Malfunction. 

 The SRO will identify the impact on Technical Specifications. 

3.  

 

 

1P-53 MDAFW Pump control power failure 

 The crew will respond per ARP C02 D 4-6. 

 The crew will diagnose the failure of 1P-53 MDAFW Pump. 

 The SRO will identify the impact on Technical Specifications. 

4.  Lowering Condenser Vacuum/Rapid Power Reduction  

 The crew will recognize the lowering condenser vacuum. 

 The crew will implement AOP-5A Unit 1, Loss of Condenser Vacuum.  

 The crew will implement AOP-17A, Rapid Power Reduction in response to the 
lowering condenser vacuum. 

5.  1HC-110, Boric Acid Flow Controller fails in Auto during downpower 

 The crew will recognize the controller failure. 

 The crew will conduct the downpower with boric acid control in manual. 

6.  

 

 

Loss of Vacuum requiring Reactor Trip/Trip malfunction (CT-2) 

 Crew recognizes conditions requiring a plant trip. 

 Crew recognizes first set of reactor trip buttons do not work and depress 2nd 
set. 
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7.  Multiple (4) Stuck Rods Post Trip, requires boration 

 The crew recognizes the 4 control rods still withdrawn. 

 Crew commences boration per EOP-0.1 Unit 1, Reactor Trip Response. 

8.  1P-29 TDAFW Pump Overspeed (CT-43) 

 The crew recognizes the loss of 1P-29 TDAFW Pump. 

 Crew addresses the loss of heat sink per CSP-H.1 Unit 1, Loss of Heat 
Sink. 

 Terminate the scenario after the crew addresses loss of heat sink and commences 
boration for stuck rods or per Lead Examiner. 
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SIMULATOR SET-UP INSTRUCTIONS   
Perform simulator set up per the site specific Simulator Setup Checklist. 
 

Check Action 

1.  Reset to IC-93 (made from IC-2) 

2.  Perform Simulator Setup Checklist 

3.  Open schedule file.   Z:/ILT Exams/2024/Scenario 2/2024 NRC Exam Scenario 
2.sch 

4.  To record SBT data: 
1. Launch “SBT Report” from Thunderbar 
2. Open “Scenario Validation Checklist.sbt” (TRex_PB\Lightning) 

5.  Take schedule(s) to run 

6.  Verify required event file(s) open if required 

7.  Take sim to run 

8.  Set out plant conditions turnover sheets and reactivity brief sheets  

9.  Guard the following: 
 1W-3A 

Place the following OOS: 
 1W-3B, Control Rod Shroud Fan (pull-out) 

 

Place red dots: 

 None 

 

10.   Conduct simulator crew pre-scenario brief using TR-AA-230-1007-F06, 
Simulator Instructor Pre-Exercise Checklist. 

 Brief the scenario evaluators 

 Brief surrogates using TR-AA-230-1007-F11, Surrogate Brief Checklist, if 
necessary 

11.  Run Scenario 

12.  To save SBT Data: 
1. In the SBT Report program click the Generate Report icon (green arrow) 
2. In Test Title enter a unique test title, to be same as file name 
3. In report name enter the location the test files are to be saved, use same file name 

as Test Title 
4. Click “Generate” (generates and saves two files in the selected folder) 
5. Verify files saved in the selected folder 
6. The generated report and SBT Report program may now be closed 
7. Collect procedure markups for SBT 

8. Save any InSight, Alarm, Event, Schedule Files to the secure drive that were in 
use 

14.  Reset simulator to appropriate IC.  
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BOOTH OPERATOR BRIEFING:   

Review the scenario sequence, event triggers and expected field communications. 

Z:/ILT Exams/2024/Scenario 2/2024 NRC Exam Scenario 2.sch 

At Time 
On 
Event 

Action Description 

00:00:10  
Event Z:/ILT Exams/2024/Scenario 1/2024 
NRC Exam event 2.evt 

 

  CCW Pump Failure  

 1 Insert malfunction BKR1CCW001 to Trip 
1B52-10A P-11A CC WATER PMP 
BKR 

00:00:01  
Insert malfunction BKR1CCW002 to 
Fail_Auto_CL 

1B52-10A P-11A CC WATER PMP 
CKTBKR 

  1P-53 Critical Control Power failure  

 3 
Insert malfunction BKR1AFW003 to 
Close_Fuse 

1A52-83 1P53 AUX FEED PUMP 
CKTBKR 

    

  Lowering condenser vacuum  

 5 
Insert malfunction MAL1CFW004A to 
35.00000 in 900 

CONDENSER A LOSS OF 
EFFICIENCY 

 5 
Insert malfunction MAL1CFW004B to 
35.00000 in 900 

CONDENSER B LOSS OF 
EFFICIENCY 

 18 Insert remote LOA1CFW083 to ON 
1-P99A SGFP SEAL WATER INJECT 
PUMP C.S. 

 18 Insert remote LOA1CFW084 after 15 to ON 
1P-99B SGFP SEAL WATER INJECT 
PUMP CS 

  
1HC-110 Boric Acid flow controller fails 
shut  

 

 10 Insert malfunction CNH1CVC011E to 100 
1HC-110 BORIC ACID FLOW 
CONTROL FIXED AUTO ONLY 

    

  Loss of vacuum  

 7 Insert remote LOA1CFW076 to 1 in 120 
1MS-2A CONDENSER VACUUM 
BREAKER 

 6 
Insert malfunction MAL1CFW005A to 1000 in 
120 

LOSS OF CONDENSER VACUUM ‘A’ 

 7 Insert malfunction BKR1CFW001 to Trip 1A52-05 P28A SGFP CKT BKR 

 7 
Insert malfunction BKR1CFW004 after 240 to 
Trip 

1A52-13 P28B SGFP CKT BKR 

    

00:00:02  
Insert malfunction MAL1CRF001-B6 to Non-
Trippable 

STUCK ROD B6 

00:00:03  
Insert malfunction MAL1CRF001-B8 to Non-
Trippable 

STUCK ROD B8 

00:00:04  
Insert malfunction MAL1CRF001-C5 to Non-
Trippable 

STUCK ROD C5 

00:00:05  
Insert malfunction MAL1CRF001-E11 to 
Non-Trippable 

STUCK ROD E11 
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00:00:05  
Insert malfunction MAL1PPL001A to 
Fails_To_Open 

REACTOR TRIP BREAKER 52/RTA 
FAILURE 

00:00:05  
Insert malfunction MAL1PPL001B to 
Fails_To_Open 

REACTOR TRIP BREAKER 52/RTB 
FAILURE 

 13 
Insert malfunction MAL1PPL001A to 
Fails_To_Open 

REACTOR TRIP BREAKER 52/RTA 
FAILURE 

 13 
Insert malfunction MAL1PPL001B to 
Fails_To_Open 

REACTOR TRIP BREAKER 52/RTB 
FAILURE 

    

    

00:00:08  Insert malfunction BKR1AFW001 to Failsasis 2B52-31C P-38B SSGFP CKTBKR 

    

00:00:07  Insert malfunction MAL1AFW001 AUX FWP TURBINE OVERSPEED 

    

 16 Insert remote LOA1AFW051 to 1.000 in 45 1AF-192 AFW CROSS CONNECT 

 16 Insert remote LOA1AFW016 to 1.000 in 45 2AF-192 AFW CROSS CONNECT 

    

Event file: Trigger 7 Unit 1 Reactor Trip (JCRFTR) 

Event file: Trigger 10 Unit 1 Reactor Makeup Mode Selector SW NOT IN AUTO 

Event file: Trigger 13 Trigger 14 and 15 are true 

Event file: Trigger 14 1C04 trip pushbuttons 

Event file: Trigger 15 C01 trip pushbuttons 
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SIMULATOR EXERCISE GUIDE SCENARIO INSTRUCTIONS 

Event # 1 Fill Unit 1 PRT approximately 2% per OP-4C 

ACTION Booth: None 

STUDENT 
RESPONSE 

BOP/ATC 

Fill Unit 1 PRT 2% 

o 5.5 Filling the PRT 

5.5.1  Start RMW Pump selected for the service header. 

5.5.2  Locally open 1RC-508A, U1C Reactor Makeup Water Isolation. 

5.5.3  Open 1RC-557, RMW TO T-2 PRT Spray Nozzles Inlet. 

5.5.4  Open 1RC-508, U1C Reactor Makeup Water Supply. 

5.5.5  Monitor PRT level and pressure. 

5.5.6  WHEN desired level is attained, THEN shut 1RC-557, RMW TO 
T-2 PRT Spray Nozzles Inlet. 

5.5.7  IF desired, THEN stop RMW Pump selected for the service 
header. 

5.5.8  Shut 1RC-508, U1C Reactor Makeup Water Supply. 

5.5.9  Locally shut 1RC-508A, U1C Reactor Makeup Water Isolation. 

5.5.10  Log the PRT filling evolution in the narrative log. 

 

ROLE PLAY 
 WHEN asked, THEN report 1RC-508A, U1C Reactor Makeup Water Isolation 

is open (NOT MODELED). 

 WHEN asked, THEN report 1RC-508A, U1C Reactor Makeup Water Isolation 
is shut (NOT MODELED). 
 

NOTES Continuation Criteria: 

After water is added to the PRT, or at the discretion of the Lead Examiner, 
continue with the next event. 
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Event # 2 1P-1A CCW Pump Trip and failure 1P-11B to auto start 

ACTION Booth: Insert Trigger 1 per Lead Instructor 

STUDENT 
RESPONSE 

Symptoms / Indications 

 1P-11A indicates tripped (white light) 

 Lowering Component Cooling flow 

 Alarm 1CO3 1D 3-7, Motor Breaker Trip 

 Alarm 1CO3 1D 1-4, 1P-1A RCP Cooling Water Flow Low 

 Alarm 1CO4 1D 1-6, 1P-1B RCP Cooling Water Flow Low 
 
BOP/ATC 

 Diagnoses loss of 1P-11A with failure of 1P-11B to automatically start 

 Manually start 1P-11B 

 

SRO 

 Implements AOP-9B, Component Cooling System Malfunction 
 
Crew 
AOP-9B, Component Cooling System Malfunction 

1. Check component cooling pumps – AT LEAST ONE RUNNING (BOP) 
RNO: IF component cooling surge tank greater than 20%, THEN start one 
component cooling pump. 

1P-11B 

2. Maintain surge tank level 
3. Check surge tank level – GREATER THAN 10% 
4. Check component cooling system for inleakage 

a. Surge tank level – RISING IN AN UNCONTROLLED MANNER 
b. Component cooling heat exchangers HX-12A and HX-12B – 

ALIGNED TO UNIT 1 
c. Ensure vales – FULLY SHUT 
d. Check component cooling surge tank level - STABLE 

5. Check reactor trip not required 
a. Reactor critical 
b. VCT high temperature alarm CLEAR 

6. Check RHR status 
a. RHR in service 

RNO: Go to Step 7 

7. Request Chemistry analyze component cooling water 
8. Notify DSM and implement Emergency Plan 
9. Return to Procedure And Step In Effect 

 

The crew may take 1P-11A control switch to pull-out to clear the Motor Breaker 
Trip alarm.  
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Event # 2 1P-1A CCW Pump Trip and failure 1P-11B to auto start 

Assess Technical Specifications (SRO) 

LCO 3.7.7, Component Cooling Water, Condition A 

CONDITION REQUIRED ACTION COMPLETION TIME 

A. One CC pump 
inoperable 

A.1 Restore CC pump to 
OPERABLE status 

72 hours 
AND 
IAW RICT program 

 

ROLE PLAY Booth Communications: 

 IF directed to check 1P-11A, CCW Pump, wait 2 minutes and THEN report the 
pump is not running and the motor is hot to the touch.  

 IF directed to check the breaker for 1P-11A (1B52-10A at 1B-03), THEN report 
the breaker is tripped on over-current.  

 After 1P-11B has been started, report a SAT start for 1P-11B.  

 IF directed to check CCW valves shut, per Step 4.c in AOP-9B, wait 4 minutes 
and THEN report all valves are shut. 

 Respond to reports or direction to field operators as necessary.  
 
 

SM Communications: 

 Respond to reports from crew members as required.   

 

NOTES Continuation Criteria: 

After the crew has started the standby CCW pump and assessed Technical 
Specifications, or at the discretion of the Lead Examiner, continue with the next 
event. 
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Event # 3 1P-53 MDAFW Pump critical control power failure 

ACTION Booth: Insert TRIGGER 3 per Lead Evaluator 

STUDENT 
RESPONSE 

BOP 

 ARP C02 D 4-6 Common Critical Control Power Failure Unit 1 

 Use the ARP to diagnose what component has failed 
 

OS1 

 Ensures implementation of ARP actions (BOP) 

 Address Technical Specifications  
 
Crew 

o 3.1 Perform the following: 

3.1.1  IF plant conditions indicate a partial loss of DC Power, THEN go 
to AOP 0.0, Vital DC System Malfunction. 

3.1.2  Notify Shift Management. 

3.1.3  Determine the affected relay(s)as follows: 

4160 Circuit De-energized relay at the 4160 switchgear 

480 Circuit De-Energized white BUS 1B03(04) NON- 
SAFEGUARDS LOCKOUT light C01R. 

3.1.4  Refer to Technical Specifications to determine requirements for 
lost circuits. 

3.1.5  IF a single circuit only (single relay) is affected, THEN: 

a. Direct Maintenance to check, and if necessary, replace the 
applicable fuses or relay. 

b. IF the circuit is NOT restored, THEN direct Maintenance to 
troubleshoot the affected circuit. 

5.1.6  IF an entire Bus is affected, (including busses with only one 
relay), THEN go to AOP 0.0, Vital DC System Malfunction. 

 

All fuse monitor relays are normal except 1-74/A83FM/CLOSE 1P-53 AFP 
Close Circuit Control Power Fuse Monitor Relay above 1A52-83 (1P-53 
MDAFW Pump) 

 Assess Technical Specifications: (SRO) 

LCO 3.7.5, Auxiliary Feedwater, is NOT MET  

CONDITION REQUIRED ACTION COMPLETION TIME 

B. One AFW pump 
system inoperable in 
Mode 1, 2 or 3 for 
reasons other than 
Condition A.  

B.1 Restore AFW pump 
system to 
OPERABLE status. 

 

72 hours 

OR 

In accordance with 
the Risk Informed 
Completion Time 
Program  

 

SRO may have the crew go to pullout on 1P-53 MDAFW Pump 
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Event # 3 1P-53 MDAFW Pump critical control power failure 

ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary. 

 WHEN asked, wait 1 minute, THEN report as requested per ARP, all fuse 
monitor relays are normal except 1-74/A83FM/CLOSE 1P-53 AFP Close 
Circuit Control Power Fuse Monitor Relay above 1A52-83 (1P-53 MDAFW 
Pump) 
 

SM Communications: 

 Respond to reports from crew members as required.   
 

NOTES Continuation Criteria: 

After the crew has diagnosed the event and addressed Technical Specifications or 
at the discretion of the Lead Examiner, continue with the next event. 
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Event # 4 Lowering Condenser Vacuum/Rapid Power Reduction 

ACTION Booth: Insert TRIGGER 5 per Lead Evaluator  

Booth: Insert Trigger 18 when directed by the crew to start SGFP Seal Water 
Pumps 

STUDENT 
RESPONSE 

Symptoms / Indications 

 Lowering vacuum indications on PPCS and control boards 

 Alarms on PPCS and control boards 
 
BOP/ATC 

 Addresses ARB’s and take actions per the AOP’s 
 

SRO 

 Implements AOP-5A, Loss of Condenser Vacuum 

 Implements AOP-17A, Rapid Power Reduction 
 
Crew 
AOP-5A, Loss of Condenser Vacuum 

1. Maintain RCS Tavg (ATC) 
2. Check condenser pressure within limits 
3. Check for excessive air in-leakage 
4. Place all available primary and secondary air ejectors in service per 

Attachment A, PLACING AIR EJECTORS IN SERVICE (BOP) 
5. Check if priming air ejector should be used 
6. Notify the following personnel: (SRO) 
7. Reduce load as necessary per AOP-17A, RAPID POWER REDUCTION, 

while continuing with this procedure (SRO) 
 
FOP: CONDENSER PRESSURE CRITERIA 

IF either of the following occur, THEN go to AOP-5A, Loss of Condenser 
vacuum, Step 16: 

 Condenser pressure in both condenser sections cannot be maintained 
within limits of Figure 1 

 Condenser differential pressure between condensers is greater than 
2.5 inches Hg 

 
16. Check POWER ABOVE P-10 Status Light – CLEAR (ATC); RNO: Perform 

the following: 
a. Trip the reactor (ATC) 
b. Stabilize the plant using EOPs while continuing with this procedure 
c. Shut both MSIVs (BOP) 

i. 1MS-2018 for S/G A 
ii. 1MS-2017 for S/G B 

d. Locally shut cross-over steam dump header drain bottle #1 outlet 
e. Locally shut 1T-149-1 drain bottle 1ST-5961 steam trap outlet 
f. Locally shift LP trap header to atmospheric blow off tank: 
g. Return to procedure and step in effect 
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Event # 4 Lowering Condenser Vacuum/Rapid Power Reduction 

AOP-17A, Rapid Power Reduction 
1. Check power – GREATER THAN 100%  

RNO: Go to Step 3 
3. Determine desired power level or condition to be met (SRO) 
4. Commence boration as necessary to target load (ATC) 

a. Set boric acid flow totalizer to desired quantity 
b. Set boric acid flow controller to desired flowrate 
c. If desired, start second boric acid pump 
d. Place reactor makeup mode selector switch to borate 
e. Place reactor makeup control switch to start 

5. Select turbine rate and reduce load (BOP) 
a. Ensure EH controls are set for operator auto 
b. Ensure “First Stage In” is selected 
c. IF first stage pressure is unavailable, THEN select “First Stage Out” 
d. Ensure the proper load rate is selected on the load rate 

thumbwheel 
e. Select target end-point on reference control 
f. WHEN temperature reduction of at least 0.5°F is observed on 

Tavg-Tref indicator, THEN depress “GO” push-button 
g. Continue with next step 

6. Notify PSS of load reduction (SRO) 
7. Check rod control system – IN AUTO (ATC) 
8. Energize pressurizer backup heaters (ATC) 
9. Check PZR pressure - CONTROLLING IN AUTO (ATC) 
10. Check PZR level – CONTROLLING IN AUTO (ATC) 
11. Check S/G level – CONTROLLING IN AUTO (BOP) 
12. Ensure main feed pump seal water pump – RUNNING (BOP) 
13. Maintain RCS Tavg (ATC) 
14. Check AFD – WITHIN LIMITS (ATC) 
15. Control MSR temperature – LESS THAN 500°F (BOP) 

ROLE PLAY Booth Communications: 

 WHEN asked to look for a source of condenser in leakage wait two minutes, 
THEN report you hear air flow noises near the south condenser boot. 

 WHEN directed to start 1P-99A and 1P-99B, SGFP Seal Water Pumps, wait 
one minute, THEN insert Trigger 18 and report pumps are running.  

 IF asked to check air ejector air flow wait one minute, THEN report air ejector 
air flow is 25 SCFM. 

 IF asked to place second set of air ejectors in service wait 3 minutes, THEN 
report second set is placed in service. 

 IF the AO’s are asked to perform any other field actions in AOP-5A, wait on 
performing these actions per the Lead Evaluator, they are not modeled. 

 Respond to reports or direction to field operators as necessary.  
 

SM Communications: 

 Respond to reports from crew members as required.   

 If necessary, after the Low Vacuum alarm occurs, provide the crew direction to 
lower power on Unit 1 to attempt to restore vacuum. 

 Direct the crew that the hogger will not be used, if asked for guidance. 
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Event # 4 Lowering Condenser Vacuum/Rapid Power Reduction 

NOTES When the malfunction is entered it takes about 10 min to get a PPCS alarm and 
15 min to get a board alarm related to vacuum. 

Continuation Criteria: 

After power has been lowered in response to lowering vacuum or at the discretion 
of the Lead Examiner, continue with the next event. 
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Event # 5 1HC-110 Boric Acid Flow Controller fails in auto 

ACTION Booth: Ensure TRIGGER 10 auto inserts 

STUDENT 
RESPONSE 

ATC/BOP 

 Identifies changing boric acid flow during downpower 

 Recommends stopping boration or shifting 1HC-110 to manual 

 Reference ARB 1C04 1C 2-8 BA Flow Deviation 

 

OS1 

 Provides direction and oversight to stop malfunction 

 Directs entry into AOP 24 Response to Instrument Malfunction or references 
ARB guidance to address controller failure 

 
Crew 

 Crew transitions to AOP-24 Response to Instrument Malfunction 
o Identify Failed Instrument – None, it’s a controller 
o Establish Manual Control as Required – Boric acid make up to manual 
o Return affected parameter(s) to Desired Value(s) 

or 

 Crew utilizes ARB guidance for response to boric acid deviation 
o Check for expected/desired BA flow response 
o Verify the correct flow path exists 
o Verify the aligned BA pump is operating and has a recirc path available 

with 1CV-110B closed. If there is not a recirc flow path, then secure the 
running P-4A/B pump. 

o Stabilize BA flow by using manual control if necessary to stop the dilution 
by going to stop on the Reactor Makeup switch. 

 

NOTE:  If the OS asks the Shift Manager about continuing with the downpower 
and failure of 1HC-110, ask what the OS1 recommendation is. If needed 
direct to continue the downpower as previously determined with 1HC-110 
in manual. 

 

ROLE PLAY 
 IF asked to investigate 1CV-110 locally, THEN wait 2 minutes and report any 

valve position consistent with controller demand and/or everything else 
appears normal. (If asked for valve position respond back corresponding 
position matching control board indications per 1CVC-2) 

 

NOTES Continuation Criteria: 

After actions for 1HC-110 have been taken and sufficient downpower has been 
observed or per the Lead Examiner continue to the next event. 
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Event # 6 Lowering vacuum gets worse, Reactor Trip required 

ACTION Booth: Insert Trigger 6 to make vacuum go away requiring trip 

Ensure Trigger 7 inserts when the reactor is tripped.  

STUDENT 
RESPONSE 

BOP/ATC 

 Diagnoses the loss of condenser vacuum requires a reactor trip.  
o Per Figure 1 in AOP-5A 

 When directed, trip Unit 1 reactor and performs immediate actions.  

 First attempt to trip the reactor will fail, when the alternate set of pushbuttons 
are used the reactor will trip. 
 

OS1 

 Implements EOP-0, Reactor Trip or Safety Injection. 
 
CT-2 Manually trip the reactor prior to Step 4 of CSP-S.1 
 
Crew 

EOP-0, Reactor Trip or Safety Injection 

1. Verify Reactor Trip – NO (ATC) 

 RNO – Either the ATC trips the reactor using 2nd set of pushbuttons 
or directs the BOP to do so. This is also required as when the 
reactor trips, there will be 4 stuck control rods. 

2. Verify Turbine Trip (ATC) 
3. Verify Power to AC safeguards buses (ATC) 
4. Check If SI actuated (ATC) 

a. Any SI annunciators – LIT 
RNO: Check if SI is required: 

Containment pressure < 5 psig 
Steam line pressure <545 psig 
PZR pressure < 1735 psig 

IF SI is NOT required, THEN perform the following: 
1) Notify STA to MONITOR and IMPLEMENT CSP Status per 

CSP-ST.0 Unit 1, CSF Status trees. (SRO) 
2) Go to EOP-0.1, Reactor Trip Response.  

 

ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary.  
 

NOTES None 
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Event # 7 Multiple Stuck Rods (4) post trip, requires boration 

ACTION Booth: None 

STUDENT 
RESPONSE 

Symptoms and Indications: 

 Control Rods B6 and B8, in Shutdown Bank A, and C5 and E11, in Control 
Bank A at 225 steps on IRPIs 

 B6, B8, C5, and E11 rod bottom lights NOT LIT 
 
ATC 

 Recognize not all rods fully inserted, uses backup indications to verify the 
reactor is tripped 
 

SRO 

 Implements EOP-0, Reactor Trip or Safety Injection and EOP-0.1, Reactor Trip 
Response 

 
Crew  
 
EOP-0.1, Reactor Trip Response 
1. Check RCS Temperature  

Place Steam Dump Mode Selector in MANUAL (BOP) 
2. Check feedwater status 

a. Main feedwater regulating control valves – BOTH SHUT (BOP) 
b. Transfer feedwater control to bypass regulating valves: (BOP) 

o Check main feedwater pumps – AT LEAST ONE RUNNING 
o Control feedwater flow using regulating bypass valves: 
o Maintain both S/G levels – BETWEEN 33% and 63%.  
o Reset Loss of Feedwater Turbine Trip 
o Stop any running AFW pumps.  

3. Verify all control rods – FULLY INSERTED (ATC) 
RNO: IF two or more control rods are NOT fully inserted, THEN initiate 
emergency boration: 

a. Record initial level for in service BAST (BOP) 
b. Perform the following to adjust charging flow: (ATC) 

1) Control charging pump speed as necessary to maintain 
flow GREATER THAN OR EQUAL TO 60 gpm.  
Places AUTO Charging Pump in MANUAL and dials 
manual pot to achieve 60 gpm 

2) Control charging flow as necessary to maintain labyrinth 
seal ΔP GREATER THAN 20 inches.  
Manipulates 1HC-142 dial to maintain > 20 inches on Lab 
Seal ΔP. 

c. Start one boric acid transfer pump (ATC) 
d. Open emergency borate valve: 1CV-350 (ATC) 
e. Borate 2825 gallons for each control rod not fully inserted 

(2825x4=11,300 gallons) Crew 
f. WHEN emergency boration is complete, THEN control charging as 

necessary to establish desired charging flow.  
g. IF emergency boration can NOT be established, THEN perform 

boration per OP-5B while continuing with this procedure.  
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Event # 7 Multiple Stuck Rods (4) post trip, requires boration 

4. Check PZR level control (ATC) 
a. PZR Level – GREATER THAN 12%. 
b. Charging – IN SERVICE. 
c. Letdown – IN SERVICE. 
d. PZR Level – TRENDING TO 20%  

5. Check PZR Pressure Control (ATC) 
a. Pressure – GREATER THAN 1735 psig 
b. Pressure – STABLE AT OR TRENDING TO 2235 psig 

 

ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary.  

 

NOTES Crew may elect to put a 2nd Letdown line in service due to being required to 
charge at 60 gpm. 

 

Both main SGFP’s will go away post trip, this will have the crew rely on 
AFW for a heat sink. 
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Event # 8 1P-29 TDAFW Pump trips on overspeed 

ACTION Booth: None 

STUDENT 
RESPONSE 

Symptoms and Indications: 

 S/G A & B TOTAL AF FLOW meters both indicate 0 gpm 

 1P-53 MDAFP running with no discharge flow or pressure 

 1P-53 Flow Control Valves indicate OPEN 

 1P-29 TDAFP steam valves open with no flow or discharge pressure 

 1MS-2082 1P-29 AFP Low SUCT/OVSPD TRIP VALVE POSITION amber 
light is LIT 

 
SRO 

 Implements CSP-H.1, Response to Loss of Secondary Heat Sink 
 
Crew 
CSP-H.1, Response to Loss of Secondary Heat Sink 

1. Check if a secondary heat sink is required (ATC) 
a. RCS pressure – GREATER THAN ANY NON-FAULTED S/G 

PRESSURE 
b. RCS hot leg temperature – GREATER THAN 350°F 

2. Check if RCS bleed and feed is required (BOP) 
a. Check wide range level in BOTH S/Gs – LESS THAN [95 inches] 

RNO: Go to Step 3 
3. Establish feed flow from TDAFW pump (BOP) 

a. Check TDAFW pump available; - NO 
RNO: Attempt Attachment A to reset which will not work 

4. Establish feed flow from MDAFW pump (BOP) 
a. Check MDAFW pump available; - NO, blown fuses (event 3) 

5. Establish Feed Flow from Standby SSG Pumps (BOP) 
a. Check SSG Pumps available 
b. Place stripping override switches to override 
c. Starts SSG Pumps 

(P-38A will start and P-38B will not) 
d. Ensure Unit 1 valves – OPEN 
e. Ensure Unit 2 valves – SHUT 
f. Manually align valves to establish 275 gpm 

RNO: With only 1 SSGFP cannot get 275 gpm AFW flow so will 
proceed to the next step and align 2P_53 MDAFW Pump 

6. Establish Feed Flow from Unit 2 MDAFW Pump (BOP) 

1) Locally open MDAFP cross connects 

2) Start 2P-53 

3) Ensure Unit 1 MDAFP valves – PROPERLY ALIGNED 

 Set Unit 1 MDAFW Pump discharge Flow controller to desired flow  

4) Check total feed flow – GREATER THAN 275 gpm  

5) Go to Step 7  

7. Check S/G Blowdown and Sample Isolation (BOP) 
8. Check total feed flow – GREATER THAN 275 gpm (BOP) 
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Event # 8 1P-29 TDAFW Pump trips on overspeed 

 

CT-43: Establish feedwater flow to at least one SG before bleed and feed is 
required (criteria listed on FOP or Step 2 of CSP-H.1) 

 

9. Determine procedure transition (SRO) 
o IF bleed and feed is NOT in progress, THEN return to procedure 

and step in effect.  
 

ROLE PLAY Booth Communications: 

 WHEN sent to investigate 1P-29 TDAFW Pump wait 2 minutes, THEN report 
the overspeed device for 1P-29 TDAFW Pump is broken and in pieces on the 
floor. 

 WHEN directed to open 1AF-192 and 2AF-192, wait 3 minutes THEN enter 
TRIGGER 16, and report valves are open.  

 Respond to other reports or direction to field operators as necessary.  

 

NOTES None 

 

 
 
 

 Scenario Termination   

 
Terminate the scenario after the crew addresses loss of heat sink and 
commences boration for stuck rods or per Lead Examiner. 

NOTES 
 Freeze the simulator  

 Save SBT Data (see sim setup instructions)  
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QUANTITATIVE ATTRIBUTES  
 

Malfunctions: 

Before EOP Entry: 

1. 1P-11A CCW Pump Trip and 1P-11B does not auto start 

2. 1P-53, Aux Feedwater Motor-Driven Pump loss of control power 

3. Lowering condenser vacuum 

4. 1HC-110 Boric Acid Flow controller fails in Auto 

 

After EOP Entry: 

1. First set of Reactor Trip pushbuttons fail 

2. Multiple stuck rods requiring boration 

3. Loss of Auxiliary Feedwater 

a. 1P-29, Aux Feedwater Turbine-Driven Pump overspeeds 
b. P-38A/B SSGFP’s will not start or feed forward 

 

Abnormal Events: 

1. Loss of CCW Pump 

2. Lowering Condenser Vacuum 

 

Major Transients: 

1. Loss of Condenser Vacuum 

2. Loss of Heat Sink  

 

Critical Tasks: 

1. CT-2 Manually trip the reactor prior to step 4 of CSP-S.1 

2. CT-43 Establish feedwater flow to at least one SGs before bleed and feed is required 

3.   

 

Major Procedures: 

OP-4CAOP-9B ARP C02 D 4-6 AOP-5AAOP-17AEOP-0CSP-H.1EOP-0.1 
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CT-2 Manually trip the reactor prior to Step 4 of CSP-S.1 

 

 Initiating Cue: Both of the following:  
o Rod bottom lights NOT LIT 
o Reactor Power greater than 5% 

 

 Performance Feedback: All of the following: 
o All rod bottom lights LIT 
o Reactor Power lowering into NIS Source Range 

 

 Success Path: By actuating Alternate Rod Insertion, this will insert all withdrawn control 
rods into the core shutting down the nuclear chain reaction as part of EOP-1 Step 1 RNO 
AND CSP-S.1 Step 1 (Immediate Operator Actions). 
 

 Measurable Performance Standard: Insert negative reactivity into the core prior to 
entering step 4 of CSP-S.1. 
 

 Safety Significance:  If no operator action is taken, the reactor will continue to generate 
power and continue to challenge the Core Cooling Safety Function.  Step 4 of CSP-S.1 will 
shift mitigation strategies to boration to restore the subcriticality safety function. 
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CT- 43 Establish feedwater flow to SGs before bleed and feed is required 

 

Critical Task: 

Establish feedwater flow to at least one SGs before bleed and feed is required.   

 

Plant Conditions: 

 Extreme (RED path) challenge to the heat sink CSF 

 Plant conditions require SGs as heat sinks 

 AFW flow is not sufficient and cannot be increased 

 Feedwater flow is available but not established from any of the following: 

– Main feedwater pumps 

– Condensate pumps 

– Plant-specific alternate source (P-38A/Unit 2 AFW) 

 Indication that RCS bleed and feed is not required 

 Reactor trip and SI 

 

Cues: 

Extreme (RED path) challenge to the heat sink CSF 

AND 

Indication that RCS pressure remains above the pressure of all SGs 

AND 

Indication that RCS temperature is above the temperature for placing the RHR system in 

service 

AND 

Indication and/or annunciation that no AFW flow is available after repeated attempts to 

establish 

AND 

Indication that RCS bleed and feed is not required 

 

Performance Indicator: 

Manipulation of controls as required to establish feedwater flow into at least one SG 

 

Feedback: 

 Indication of feedwater flow into at least one SG 

Indication of increasing water level in at least one SG 
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Booth Summary 

Event #1 Fill the PRT approximately 2% per OP-4C 

Action None 

Role Play  WHEN asked, THEN report 1RC-508A, U1C Reactor Makeup Water Isolation is 
open (NOT MODELED). 

 WHEN asked, THEN report 1RC-508A, U1C Reactor Makeup Water Isolation is 
shut (NOT MODELED). 
 

 

Event #2 1P-11A CCW Pump trips and 1P-11B CCW Pump fails to auto start 

Action Booth: Insert TRIGGER 1 per Lead Evaluator 

Role Play  IF directed to check 1P-11A, CCW Pump, wait 2 minutes and THEN report the 
pump is not running and the motor is hot to the touch.  

 IF directed to check the breaker for 1P-11A (1B52-10A at 1B-03), THEN report the 
breaker is tripped on over-current.  

 After 1P-11B has been started, report a SAT start for 1P-11B.  

 IF directed to check CCW valves shut, per Step 4.c in AOP-9B, wait 4 minutes 
and THEN report all valves are shut. 

 Respond to reports or direction to field operators as necessary.  
 

 

Event #3 1P-53 MDAFW Pump critical control power failure 

Action Booth: Insert TRIGGER 3 per Lead Evaluator 

Role Play  Respond to reports or direction to field operators as necessary. 

 WHEN asked, wait 1 minute, THEN report as requested per ARP, all fuse monitor 
relays are normal except 1-74/A83FM/CLOSE 1P-53 AFP Close Circuit Control 
Power Fuse Monitor Relay above 1A52-83 (1P-53 MDAFW Pump) 
 

 

Event #4 Lowering Condenser Vacuum with downpower 

Action Booth: Insert TRIGGER 5 per Lead Evaluator 

Ensure Trigger 9 inserts when the reactor is tripped. 

Insert Trigger 18 when directed by the crew (Start 1P-99A and 1P-99B) 

Role Play  WHEN asked to look for a source of condenser in leakage wait two minutes, 
THEN report you hear air flow noises near the south condenser boot. 

 WHEN directed to start 1P-99A and 1P-99B, SGFP Seal Water Pumps, wait one 
minute, THEN insert Trigger 18 and report pumps are running.  

 IF asked to check air ejector air flow wait one minute, THEN report air ejector air 
flow is 25 SCFM. 

 IF asked to place second set of air ejectors in service wait 3 minutes, THEN report 
second set is placed in service. 

 Respond to reports or direction to field operators as necessary.  
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Event #5 1HC-110 Boric Acid Flow Controller fails shut 

Action Booth: Insert TRIGGER 12 when directed by the crew.  

Role Play  Respond to reports or direction to field operators as necessary.  

 

 

Event #6 Loss of Vacuum requiring plant trip 

Action Booth: Insert TRIGGER 18 when directed by the crew.  

Role Play  WHEN asked to look for a source of condenser in leakage wait two minutes, 
THEN report you hear air flow noises near the south condenser boot. 

 WHEN directed to start 1P-99A and 1P-99B, SGFP Seal Water Pumps, wait one 
minute, THEN insert Trigger 18 and report pumps are running.  

 IF asked to check air ejector air flow wait one minute, THEN report air ejector air 
flow is 25 SCFM. 

 IF asked to place second set of air ejectors in service wait 3 minutes, THEN report 
second set is placed in service. 

 IF the AO’s are asked to perform any other field actions in AOP-5A, wait on 
performing these actions per the Lead Evaluator, they are not modeled. 

 Respond to reports or direction to field operators as necessary.  

 

 

Event #7 Multiple (4) Stuck Rods post trip 

Action  

Role Play  Respond to reports or direction to field operators as necessary.  

 

 

Event #8 1P-29 TDAFW Pump Overspeed 

Action  

Role Play  WHEN sent to investigate 1P-29 TDAFW Pump wait 2 minutes, THEN report the 
overspeed device for 1P-29 TDAFW Pump is broken and in pieces on the floor. 

 WHEN directed to open 1AF-192 and 2AF-192, wait 3 minutes THEN enter 
TRIGGER 16, and report valves are open.  

 Respond to other reports or direction to field operators as necessary.  
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PLANT CONDITIONS: 

 UNIT 1  

Time in core life (MWD/MTU): 9500  

Reactor power (%): 100%  

Boron concentration (ppm): 893 ppm  

Rod height,  CBD @:  220  

 
TECHNICAL SPECIFICATION ACTION CONDITIONS IN EFFECT: 

TSAC Description Required Action & Completion Time 

None   

 
EQUIPMENT OUT OF SERVICE: 

 1W-3B Control Rod Shroud Fan is OOS due to motor failure. 1W-3A Shroud Fan is guarded.  
 
PLANNED EVOLUTIONS: 

 Crew will fill the PRT approximately 2% per OP-4C Pressurizer Relief Tank Operation Unit 1 Section 5.5. PAB AO is 
briefed and standing by. 

 
TURNOVER INFORMATION: 

 On-line Risk is Green 

 Today is Tuesday day shift and you have a normal shift compliment. 
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Pre-Scenario Procedure Checks 

Procedure OS1 

 1st Check 2nd Check 

None   

AOP-5A   

AOP-9B   

AOP-17A   

AOP-24   

EOP-0   

EOP-0.1   

CSP-H.1   

   

   

 1st Check 2nd Check 

C02 D 4-6   

1C04 1C 2-8   
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Post-Scenario Procedure Checks 

Procedure OS1 

 1st Check 2nd Check 

None   

AOP-5A   

AOP-9B   

AOP-17A   

AOP-24   

EOP-0   

EOP-0.1   

CSP-H.1   

   

 1st Check 2nd Check 

C02 D 4-6   

1C04 1C 2-8   

   

   

   

Booth Cleared 
Exam Material 

  

Magnets Replaced   
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SIMULATOR EXERCISE GUIDE REQUIREMENTS 

Terminal 
Objective:  

Given the site simulator and specific plant conditions, the students will 
be able to respond to various plant abnormal and emergency events, in 
accordance with site procedures and Technical Specifications.  

  

Enabling 
Objectives: 

1. None.  

Prerequisites: 1. Simulator available 
2. Students enrolled in Initial License Program 

  

Training 
Resources: 

1. Floor Instructor as Shift Manager / Shift Technical Advisor 
2. Simulator Booth Operator 
3. Communicator 
4. NRC Evaluators 

  

References: 

 

1. 0-SOP-IC-001 White, Routine Maintenance Procedure Removal of 
Safeguards or Protection Sensor From Service – White Channels 

2. 0-SOP-IC-002, Technical Specifications LCO – Instrument Cross 
Reference 

3. OP-3A Unit 1, Power Operation to Hot Standby 
4. OP-5B, Blender Operation/Dilution/Boration 
5. AOP-1D Unit 1, CVCS Malfunction 
6. AOP-2A, Secondary Coolant Leak 
7. AOP-6C Unit 1, Uncontrolled Motion of RCCA(s) 
8. AOP-17A Unit 1, Rapid Power Reduction 
9. AOP-24, Response to Instrument Malfunctions 
10. ARP 1C03 1E2 4-2, Tavg Steam Dump Channel Alert 
11. ARB 1C04 1A 1-7, Automatic Rod Motion 
12. ARP C02 D 1-8, 1X03 HVST Lockout 
13. EOP-0 Unit 1, Reactor Trip or Safety Injection 
14. EOP-2 Unit 1, Faulted Steam Generator 
15. ECA-2.1 Unit 1, Uncontrolled Depressurization of Both Steam 

Generators 
16. CSP-H.1 Unit 1, Loss of Heat Sink  
17. OM 3.7, AOP and EOP Procedure Usage For Response To Plant 

Transients  
18. Technical Specifications Manual 
19. Technical Requirements Manual 

  

Protected 
Content: 

None 
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Evaluation 
Method: 

Simulator performance will be evaluated in accordance with  
NUREG 1021 

  

Operating 
Experience: 

None 

  

Risk Significant 
Operator Actions: 

None 

 

 

 

UPDATE LOG:  Indicate in the following table any minor changes or major revisions made to the material after initial 

approval.  

# DESCRIPTION OF CHANGE REASON FOR CHANGE AR/TWR# 
PREPARER DATE 

REVIEWER DATE 

Rev. 0 Developed for the 2024 ILT NRC Exam. 
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OVERVIEW / SEQUENCE OF EVENTS 

OVERVIEW  
Initial conditions for the scenario are:  

Stable plant conditions at 47% power. 

 1W-3B, Control Rod Shroud Fan is OOS 

 Crew to single up feed trains and continue downpower per OP-3A Unit 1, Power 
Operation to Hot Standby 
 

 
The crew will respond to events as described below: 

SEQUENCE OF EVENTS 

Event # Description 

1.  

 

 

1PT-485 Turbine First Stage Pressure Fails Low 

 1PT-485 will fail low causing automatic inward rod motion. 

 Crew will enter AOP-6C Uncontrolled Rod Motion. 

 SRO will address Technical Specifications. 

2.  Single up Feed Trains and Down Power using normal procedures 

 Per OP 3A Unit 1, Power Operation to Hot Standby, single up feed trains by 
securing ‘B’ train of feed. 

 Continue normal downpower in accordance with OP 3A Unit 1, Power 
Operation to Hot Standby. 

3.  

 

 

1CV-200A Ltdn Orifice Outlet CV closes causing loss of letdown flow 

 Letdown Orifice Isolation valve, 1CV-200A inadvertently closes causing a 
loss of letdown flow.  

 The crew will respond per AOP-1D, CVCS Malfunction, to minimize 
charging flow and restore letdown to service. 

4.  1X-03 transformer lockout 

 Crew responds per ARB to validate plant response.  

 SRO will address Technical Specifications. 

5.  

 

 

Steam leak from A SG in containment requiring trip and B SG Safety fails 
open post trip, depressurization BOTH SGs (CT-17) (CT-33) 

 Crew recognizes steam leak inside containment. 

 SRO enters AOP-2A Secondary Coolant Leak. 

 Crew recognizes trip criteria. 

 Crew recognizes 2nd faulted Steam Generator and crew proceeds to ECA 
2.1 to control cooldown. 
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6.  Turbine Fails to Trip Automatically 

 Crew recognizes failure of turbine to trip during immediate actions. 

 Crew takes action to manually trip the turbine. 

7.  Containment accident cooling unit 1W-1A1 fails to auto start  

 Crew recognizes failure of accident fan utilizing EOP-0 Attachment A. 

 Crew takes action to manually start the accident fan. 

8.  B SG Safety valve reseats (CT-17) 

 Crew recognizes Safety Valve has shut. 

 SRO transitions back to EOP-2. 

 Crew adjusts AFW flow and isolates faulted steam generator.  

 Terminate the scenario after the crew enters EOP-1 Unit 1, Reactor or Secondary 
Coolant Leak or per Lead Evaluator.  
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SIMULATOR SET-UP INSTRUCTIONS   
Perform simulator set up per the site specific Simulator Setup Checklist. 
 

Check Action 

1.  Reset to IC-94 (from IC-7) 

2.  Perform Simulator Setup Checklist 

3.  Open schedule file.   Z:/ILT Exams/2024/Scenario 1/2024 NRC Exam Scenario 
1.sch 

4.  To record SBT data: 
1. Launch “SBT Report” from Thunderbar 
2. Open “Scenario Validation Checklist.sbt” (TRex_PB\Lightning) 

5.  Take schedule(s) to run 

6.  Verify required event file(s) open if required 

7.  Take sim to run 

8.  Set out plant conditions turnover sheets and reactivity brief sheets  

9.  Guard the following: 
 1W-3A 

Place the following OOS: 
 1W-3B, Control Rod Shroud Fan (pull-out) 

Place red dots: 

 None 

Prep full OP-3A for singling up feed and downpower 
Prep 0-SOP-IC-001 WHITE to remove PT-485 from service 

10.   Conduct simulator crew pre-scenario brief using TR-AA-230-1007-F06, 
Simulator Instructor Pre-Exercise Checklist. 

 Brief the scenario evaluators 

 Brief surrogates using TR-AA-230-1007-F11, Surrogate Brief Checklist, if 
necessary 

11.  Run Scenario 

12.  To save SBT Data: 
1. In the SBT Report program click the Generate Report icon (green arrow) 
2. In Test Title enter a unique test title, to be same as file name 
3. In report name enter the location the test files are to be saved, use same file name 

as Test Title 
4. Click “Generate” (generates and saves two files in the selected folder) 
5. Verify files saved in the selected folder 
6. The generated report and SBT Report program may now be closed 
7. Collect procedure markups for SBT 

8. Save any InSight, Alarm, Event, Schedule Files to the secure drive that were in 
use 

14.  Reset simulator to appropriate IC.  
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BOOTH OPERATOR BRIEFING:   

Review the scenario sequence, event triggers and expected field communications. 

Z:/ILT Exams/2024/Scenario 1/2024 NRC Exam Scenario 1.sch 

At Time 
On 
Event 

Action Description 

  1PT-485 fails low  

 1 
Insert malfunction XMT1MSS008A to 0 
in 5 

1-PT485 FIRST STAGE PRESSURE XMTR 
FIXED OUTPUT 

    

 16 Insert remote LOA1CFW079 to ON 
1P-73A 1P-28B SGFP AC LUBE OIL PUMP 
CS 

    

  Loss of Letdown  

 3 
Insert malfunction MAL1VLV015 to 
Close  

1CV-200A LTDN ORIFICE STOP VLV NO 
1-200A 

 3 
Insert override OVR-CVC018C after 5 
to Off 

1CV-200A GREEN LAMP LTDN ORIFICE 
STOP VALVE No 1-200A 

    

  Loss of 1X03   

 5 Insert malfunction MAL1SWD001A 
LOSS OF HV STATION AUX 
TRANSFORMER 1-X03 

    

  Double Faulted S/G’s  

 7 
Insert malfunction MAL1SGN003A to 
1350000.0000 in 2400 

SG A MAIN STEAM LINE BREAK INSIDE 
CNMT 

 7 
Insert malfunction VLV1SGN001B after 
300 to 25.00000 

1MS-2005 SGB SAFETY RELIEF VLAVE 
SEAT LEAKAGE 

    

 9 Insert malfunction VLV1SGN001B to 0 
1MS-2005 SGB SAFETY RELIEF VLAVE 
SEAT LEAKAGE 

    

 14 Insert remote LOA1SGN023 to 0 in 30 
1MS-235 P-29 AFP & RADWASTE STM 
SUPPLY ISOL 

 14 Insert remote LOA1SGN025 to 0 in 45 
1MS-237 P-29 AFP & RADWASTE STM 
SUPPLY ISOL 

    

00:00:02  Insert malfunction MAL1EHC007B TURBINE TRIP FAILURE AUTO 

    

00:00:01  
Insert malfunction BKR1CNM001 to Fail 
Auto Cl 

1B52-15A 1W-1A1 CONTAINMENT FAN 
CKTBKR 
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SIMULATOR EXERCISE GUIDE SCENARIO INSTRUCTIONS 

Event # 1 1PT-485 Turbine First Stage Pressure Fails Low 

ACTION Booth: Insert TRIGGER 1 per Lead Evaluator 

STUDENT 
RESPONSE 

BOP/ATC 

 Identifies that inward rod motion is caused by a failed instrument and places 
rod control in manual.  

 Establishes manual control of charging to maintain PZR level at program. 

 Shifts CSDs to manual per ARP 1E2 4-2, Steam Dump Channel Alert. 
 

OS1 

 Implements AOP-6C, Uncontrolled Motion of RCCAs. 

 Implements AOP-24, Response to Instrument Malfunction. 
 
Crew 

AOP-6C, Uncontrolled Motion of RCCAs 

1. Check Rod Motion – REQUIRED (ATC) 

RNO: Place rod control bank selector switch to - MANUAL 

2. Maintain RCS Tavg (ATC) 
3. Check RCS Tavg - AT OR TRENDING TO PROGRAM (ATC) 

RNO: IF fuel has been conditioned, THEN move controls rods in manual or 
adjust turbine load to restore Tavg.  

4. Check Control Rods - ABOVE THE MINIMUM INSERTION LIMIT (ATC) 
5. Verify AFD - WITHIN LIMIT (ATC) 
6. Check Rod Motion Due To Instrument Failure (ATC) 
7. Go to AOP-24, RESPONSE TO INSTRUMENT MALFUNCTION 

 

AOP-24, Response to Instrument Malfunction 

1. Identify Failed Instrument (BOP) 
2. Check If Failed Instrument Is A Controlling Channel (ATC) 
3. Establish Manual Control As Required  

o Place affected controller in manual (ATC) 

OR 

o Place any affected equipment controls in manual. 
o Rod Control to MANUAL 
o Charging Pump control to MANUAL  
o Condenser steam dumps to MANUAL (Steam Pressure Mode) 

4. Return Affected Parameter(s) To Desired Value(s) 
5. Using Attachment A, PPCS PARAMETERS USED TO CALCULATE 

REACTOR THERMAL OUTPUT, Verify That Failed Instrument Is NOT An 
Input To RTO.  (BOP) 

6. Remove Failed Instrument Channel From Service Per 0-SOP-IC-001, 
ROUTINE MAINTENANCE PROCEDURE REMOVAL OF SAFEGUARDS 
OR PROTECTION SENSOR FROM SERVICE   

7. Return Controls To Automatic If Desired 
8. Check Failure For Tech Spec Or TRM Applicability (SRO) 

9. Return To Procedure And Step In Effect 
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Event # 1 1PT-485 Turbine First Stage Pressure Fails Low 

 

STUDENT 
RESPONSE 

ARP 1C03 1E2 4-2, Tavg Steam Dump Channel Alert: (BOP) 

3.3    IF the alarm is due to an instrument failure, AND it is desired to 
defeat the failed channel, THEN PERFORM the following unless 
directed otherwise by shift management: 

NOTE:  The following 3 steps will arm the Steam Dump System AND align it for 
Steam Header Pressure Control. 

3.3.1   PLACE the Condenser Steam Dump Controller 1HFC-484 in 
MANUAL 

3.3.2  ENSURE Condenser Steam Dump Controller 1HFC-484 output 
is ZERO on C03 

3.3.3  PLACE the Steam Dump Mode Selector Switch in MANUAL on 
C03 

3.3.4  PLACE the Condenser Steam Dump Controller 1HFC-484 on 
C03 in AUTO as follows, unless directed by Shift Management: 

a. LOWER the controller AUTO setpoint to 50 psig above the 
current Main Steam header pressure. 

b. PLACE the controller in AUTO. 
c. RETURN the controller to the original AUTO setpoint. 

3.4 REFERENCE AOP-6C, Uncontrolled Motion of RCCAs 

 

 

STUDENT 
RESPONSE 

 Assess Technical Specifications: (SRO) 
LCO 3.3.1, RPS Instrumentation, is NOT MET, Function 17b-2 

CONDITION REQUIRED 
ACTION 

COMPLETION TIME 

A. One or more 
Functions with 
one or more 
required 
channels or 
trains inoperable. 

A.1 Enter the 
Condition 
referenced in 
Table 3.3.1-1 for 
the channel(s) 
or train(s). 

 

Immediately 

S. One or more 
channel(s) 
inoperable 

S.1 Verify interlock 
is in required 
state for existing 
conditions. 

OR 

S.2 Be in MODE 3 

1 hour 

 

 

 

7 hours 
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Event # 1 1PT-485 Turbine First Stage Pressure Fails Low 

ROLE PLAY 
Booth: 

 Respond to reports or direction to field operators as necessary. 

 

SM Communications: 

 If asked, the other unit OS is making a package to remove 1PT-485 from 
service.  

 Direct crew as needed to single up feed trains while the package is being 
prepared for 1PT-485. 

 Respond to reports from crew members as required.   
 

NOTES Continuation Criteria: 

After plant stabilized and Technical Specifications addressed, or at the discretion 
of the Lead Examiner, continue with the next event. 
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Event # 2 Single up Feed Trains and Down Power using normal procedures 

ACTION Booth: Insert TRIGGER 16 per crew direction (P-73A) 

STUDENT 
RESPONSE 

OP-3A Unit 1, Power Operation to HOT Standby Unit 1 

 

Plant Alignment At Approximately 60% Power And Decreasing 

5.5.1 REQUEST Chemistry to take an RCS boron sample (for Reactor Engineering 
reactivity analysis) while continuing on in this procedure.  (If Chemistry is 
unavailable, this step may be marked N/A) 

5.5.2 IF it is desired to operate with a single feed train, OR load is being reduced to 
a lower power level, THEN PERFORM the following: 

a. ENSURE combine feedwater flow is within capacity of single pump.  (Less 
than or equal to approximately 2.4 x 106 lb/hr per pump with two pumps 
running). (BOP) 

b. SET 1PC-2273, Low Pressure Heater Bypass Pressure Controller, to 190 
psig. (BOP) 

c. IF 1P-28A, Steam Generator Feed Pump, will be STOPPED, THEN 
PERFORM the following: 

d. IF 1P-28B, Steam Generator Feed Pump, will be STOPPED, THEN 
PERFORM the following: (BOP) 

1) POSITION 1P-73A-CS, P-73A SGFP AC Lube Oil Pump Local Ctl 
Station, to ON 

2) SHUT 1CS-2189, 1P-28B, SGFP Discharge MOV, by positioning 
1CS-2189-CS, 1P-28B SGFP Discharge MOV control switch, to 
CLOSE. 

3) MONITOR 1CS-2189, closure and decreasing suction flow at 1FI-
2188, 1P-28B SGFP Suction Flow Indicator. 

4) BEFORE 1CS-2189 reaches fully SHUT, THEN HOLD 1CS-2189-CS 
in CLOSE position. 

5) ENSURE 1CS-2188, 1P-28B SGFP Mini Recirc Flow Control, begins 
modulating OPEN. 

6) STOP 1P-28B by positioning 1P-28B-CS , 1P-28BSteam Generator 
Feed Pump Control Switch, to STOP. 

7) RELEASE 1CS-2189-CS. 

8) OBSERVE 1CS-2188 goes fully SHUT, THEN POSITION 1P-28B-CS 
to PULLOUT. 

STOP a Condensate Pump as follows:  (BOP) 

1) POSITION selected Condensate pump control switch in PULLOUT.  
Remaining pump control switch may be makred N/A.  

2) Locally ENSURE pump selected in Step 5.5.2.3.1) has stopped (NOT 
rotating backwards) 

3) RETURN Condensate pump control switch in PULLOUT, to AUTO.  
Remaining pump control switch may be marked N/A 
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Event # 2 Single up Feed Trains and Down Power using normal procedures 

STUDENT 
RESPONSE 

OP-3A Unit 1, Power Operation to HOT Standby Unit 1 

5.3 Performance Requirements During Load Reduction (ATC) 
5.3.1 MAINTAIN controls in auto as practicable 
5.3.2 MAINTAIN Axial Flux Difference (AFD) within limits specified in COLR. 
5.3.3 MAINTAIN Control banks within the insertion, sequence and overlap limit 

specified in the COLR 
5.3.4 REFER to PPCS Xenon program for Xenon follow information 
5.3.5 MAINTAIN Tavg within 1.5°F of Tref 
5.3.6 ADJUST Power Range NIS as directed by 1-TS-RE-001, Power Level 

Determination Unit 1, if required 
5.3.7 MAINTAIN 345 KV voltage in accordance with OP 2B, 345 KV 

Transmission System Impacts Upon PBNP Station Operations, section 
345 KV Voltage Control 

5.3.8 MAINTAIN controller setpoint for LP Feedwater Heater Bypass Valve (1CS-
2273) at 25 psig below SG Feed Pump suction pressure (except when 
singling up feed trains in accordance with Step 5.5.2.b 

 
To borate via the blender per OP-5B: (ATC) 

 SET quantity on boric acid flow counter, YIC-110A 

 SET flow rate on boric acid flow controller, HC-110 

 PLACE reactor makeup mode selector in BORATE 

 PLACE reactor makeup control switch to START 
 

ROLE PLAY Booth Communications: 

 WHEN directed to position 1P-73A-CS, P-73B SGFP AC Lube Oil Pump Local 
Ctrl Station, to ON, THEN insert Trigger 3 and report when completed. 

 IF 1P-28B, Steam Generator Feed Pump is secured, THEN report pump coast-
down was normal. 

 WHEN directed to ensure secured condensate pump has stopped and is not 
rotating backwards, THEN report that pump coast-down was normal and the 
pump is NOT rotating backwards. 

 IF the crew contact you for FWH alarms wait several minutes (until alarm clears), 
THEN report that everything looks normal. 

 

NOTES Continuation Criteria: 

After the crew has singled up feed trains and commenced a downpower, or at the 
discretion of the Lead Examiner, continue with the next event.  
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Event # 3 1CV-200A Ltdn Orifice Outlet CV closes causing loss of letdown flow 

ACTION Booth: Insert TRIGGER 3 per Lead Evaluator 

STUDENT 
RESPONSE 

BOP/ATC 

 PPCS Alarms: 
o PRIORITY 1 & 2 COMPOSITE ALARM 
o F-134 LETDOWN LINE FLOW 
o P-135 LOW PRESS LETDOWN PRESS 

 1C04 Indications: 
o 1PI-135, Letdown Pressure lowers to < 50 psig 
o 1FI-134, Letdown Line Flow lowers to approximately 0 gpm 
o Pressurizer level rising 
o Auto Charging Pump speed lowering 
o VCT Level lowering 

 Annunciators 
o PRESSURIZER HIGH LEVEL CHANNEL ALERT (1C04 1C 3-3) 
o PPCS PRIORITY ALARM (1C20D 2-1) 

OS1 

 Implements AOP-1D, CVCS Malfunction 
 
 
Crew 

1. Check RCS leak – NOT IN PROGRESS (ATC) 
2. Determine CVCS Malfunction: (ATC) 

o IF inadvertent letdown isolation occurred, THEN go to Step 48 
48. Check letdown – INADVERTENTLY ISOLATED (ATC) 
49. Reduce charging to – MINIMUM (ATC) 
50. Check that letdown restoration can be performed (ATC) 
51. Ensure letdown orifice outlet valves –SHUT (ATC) 
52. Ensure normal charging – IN SERVICE (ATC) 
53. Check PZR Level – GREATER THAN 20% (ATC) 
54. Establish letdown (ATC) 

a. Open letdown line containment isolation valves 
b. Open RC loop B cold leg letdown isolation valve 

Ensure component cooling flow to non-regen heat exchanger 
– ESTABLISHED, 1HC-130  

c. Ensure charging flow – AT LEAST 20 GPM 
d. Adjust backpressure and open letdown orifice outlet valves – 

ESTABLISH DESIRED LETDOWN FLOW.  
55. Check PZR Level – AT PROGRAM LEVEL (ATC) 
56. Notify Duty Station Manager (SRO) 
57. Return to procedure and step in effect (SRO) 
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Event # 3 1CV-200A Ltdn Orifice Outlet CV closes causing loss of letdown flow 

 Assess Technical Specifications: (SRO) 

IF PZR level rises >52%, THEN LCO 3.4.9 is NOT MET 

CONDITION REQUIRED 
ACTION 

COMPLETION TIME 

A. PZR water level 
not within limit in 
MODE 1 

A.1 Restore PZR 
water level to 
within limit.  

1 hour 
 

 

ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary.  
 
 

SM Communications: 

 If asked, direct the crew to restore letdown using 1CV-200B orifice Isolation 
valve.  

 Respond to reports from crew members as required.   

 

NOTES Continuation Criteria: 

After the crew has restored letdown flow and is controlling charging flow, or at the 
discretion of the Lead Examiner, continue with the next event. 
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Event # 4 1X-03 HVST Lockout 

ACTION Booth: Insert Trigger 5 per Lead Evaluator 

STUDENT 
RESPONSE 

Symptoms / Indications 

 C02 D 1-8, 1X03 HVST Lockout 

 C02 E 2-8, 13.8 Main or Tie BKR Trip 

 C02 E 3-8, 345 Kv BKR Trip 
 
BOP 

 Address ARP’s and validate plant operated as expected. 
 

SRO 

 Assess Technical Specifications: 
LCO 3.8.1 AC Sources - Operating is NOT MET 
 

CONDITION REQUIRED ACTION COMPLETION 
TIME 

A. Associated 
unit 345/13.8 
kV(X03) 
transformer 
inoperable. 

A.1 Verify one circuit between the 
offsite transmission network and 
the associated unit’s 4.16 kV Class 
1E safeguards buses, A05 and 
A06, utilizing the opposite unit’s 
345/13.8 kV(X03) transformer 

 
AND 
 
A.2 Verify gas turbine in operation. 
 

24 hours 
 
OR 
 
In accordance 
with the Risk 
Informed 
Completion 
Time Program 

 

SRO may reference AOP-18 Electrical System Malfunction 

 

ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary.  
 

SM Communications: 

 Respond to reports from crew members as required.   

 

NOTES Continuation Criteria: 

After technical specifications have been addressed or at the discretion of the Lead 
Examiner, continue with the next event. 
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Event # 5 ‘A’ S/G steam leak inside containment and ‘B’ S/G Safety fails open 
post trip 

ACTION Booth: Insert TRIGGER 7 per Lead Evaluator 

STUDENT 
RESPONSE 

 
BOP/ATC 

 Diagnose the faulted S/G inside containment 

 Diagnose the failed automatic reactor trip 

 Manually trip the reactor 
 

OS1 

 Implements EOP-0, Reactor Trip or Safety Injection. 
 
Crew 

EOP-0, Reactor Trip or Safety Injection (ATC) 

1. Verify Reactor Trip 
o Reactor trip and bypass breakers – OPEN 
o All rod position indicators- LESS THAN 20 STEPS 
o All rod bottom lights – LIT 
o Neutron flux - LOWERING 

2. Verify Turbine Trip 
a. Turbine stop valves – BOTH SHUT 

3. Verify Power to AC safeguards buses 
a. Check Safeguards Busses – At least one train ENERGIZED 
b. Check safeguards busses – ALL ENERGIZED 

4. Check If SI Is Actuated 
a. Any SI annunciators – LIT 
b. Both trains of SI – ACTUATED 

 SI pumps – BOTH RUNNUNG 

 RHR pumps – BOTH RUNNING 

 

Monitor Foldout Page Criteria of EOP-0: 

IF and S/G pressure trending lower in an uncontrolled manner OR any S/G 
completely depressurized, THEN the following may be performed: 

o With both S/Gs faulted, maintain 275 gpm AFW flow distributed 
between both S/Gs 

 

5. Perform ATTACHMENT A, Automatic Action Verification, while continuing 
with this procedure. 

6. Verify AFW Pumps – RUNNING 
a. Motor driven pump – RUNNING. 
b. Turbine driven pump – RUNNING. 
c. Verify total AFW – Greater than 275 gpm. 

7. Check RCP Seal Cooling. 
8. Check RCS Temperature. 
9. Check PZR PORVs and Spray Valves: 
10. Check If RCPs Should Be Stopped. 
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11. Check If SG Are NOT Faulted. 

RNO:   

Notify STA to MONITOR CSP Status per CSP-ST.0 Unit 1, CSF 
STATUS TREES 

Go to EOP-2 UNIT 1, FAULTED STEAM GENERATOR ISOLATION 

 

STUDENT 
RESPONSE 

OS1 

OS Implements EOP-2 Unit 1, Faulted Steam Generator Isolation 

1.  Check Main Steamline Isolation (BOP) 

a.  Any MSIV valve – OPEN: RNO: Go to Step 2.  

2.  Check If Any SG Is Not Faulted (CREW) 

a. Check pressures in both SGs - ANY STABLE OR RISING 

RNO:  IF both SG pressures are lowering in an uncontrolled 
manner, THEN go to ECA-2.1 UNIT 1, UNCONTROLLED 
DEPRESSURIZATION OF BOTH STEAM GENERATORS. 

 

STUDENT 
RESPONSE 

OS Implements ECA-2.1 Unit 1, Uncontrolled Depressurization of Both 
Steam Generators  

1. Check Secondary Pressure Boundary (BOP) 

a. Verify the following valves – SHUT 

1) MSIVs (1MS-2018/2019) 

2) MSIV bypass valves (1MS-234/236) 

3) Feedwater isolation valves (1CS-2134/3125) 

4) Atmospheric steam dumps (1MS-2016/2015) 

5) SG blowdown isolation valves(1MS-5958/2042/5959/2045) 

b. Reset Loss of Feedwater Turbine Trip 

c. Shut steam supply valves to turbine-driven AFW pump 
 (1MS-2020/2019) 

d. Locally shut the following valves while continuing with this procedure: 

 1P-29 AFP/Radwaste steam isolations 

 1MS-235 

 1MS-237 

 Main steam trap isolations: 

 1MS-228 

 1MS-238 

 

CAUTION:  A minimum feed flow of 50 gpm must be maintained to each SG 
with level less than [52%] 33% 

 

2. Control Feed Flow To Minimize RCS Cooldown (BOP) 

a. Check cooldown rate in RCS cold legs – LESS THAN 100°F/hr 

RNO:  Perform the following: 

1) Reduce feed flow to 50 gpm to each SG 
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2) Go to Step 2.c. 

c. Check RCS hot leg temperatures – STABLE OR LOWERING (ATC) 

RNO: Control feed flow or dump steam to stabilize RCS hot leg 
temperatures. 

3. Check If RCPs Should Be Stopped (ATC) 

INSERT TRIGGER 9 

4. Check PZR PORVs And Block Valves (ATC) 
a. Power to PORV block valves – AVAILBLE 
b. PORVs – BOTH SHUT 
c. Block valves – AT LEAST ONE OPEN 

5. Check Secondary Radiation (BOP) 
a. Request chemistry to sample 
b. Request local surveys of steam lines 
c. Secondary system radiation monitor levels – NORMAL 
d. Secondary activity samples and surveys - NORMAL 

6. Check If RHR Pumps Should Be Stopped (BOP) 

STUDENT 
RESPONSE 

EOP-0 Unit 1, Attachment A, Automatic Action Verification (BOP) 

A1 Verify Feedwater Isolation 

A2 Verify Containment Isolation 

A3 Verify ECCS Pumps RUNNING 

A4 Verify Service Water Pumps RUNNING 

A5 Verify Containment Accident Cooling Units RUNNING (EVENT 7) 

A6 Verify Component Cooling Water Pumps – ONLY ONE RUNNING 

A7 Check If Main Steam Lines Can Remain Open 

A8 Verify Containment Spray Not required 

A9 Verify ECCS Flow 

A10 Verify AFW valve alignment – PROPER EMERGENCY ALIGNMENT 

A11 Verify Proper ECCS Valve Alignment 

A12 Check Containment Spray NOT ACTUATED 

A13 Stop any boration via the blender in progress 

A14 Ensure the Auxiliary Building Filter/Exhaust Fans – OPERATING 

A15 Perform the following: 

a. Notify STA to IMPLEMENT Status Trees 
b. Notify SM of any equipment malfunctions previously noted.  

A16 Verify Service Water System Alignment 

A17 Check Miscellaneous Valves – SHUT 

A18 Check Control Room Ventilation 

A19 Check Cable Spreading Room Ventilation System – OPERATING 

A20 Check Computer Room Ventilation System – OPERATING 

A21 Check AFW Recirc fans – ONE RUNNING 

A22 Check Circulating Water Pump House Temperature Less Than 105°F 

A23 Check G03/G04 Switchgear Room Temperature less than 95°F 

A24 Periodically check status of spent fuel cooling 
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ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary.  

 WHEN directed to locally check RW Service Water valves, LW-61 and 62, THEN 
report both valves are shut. 

 WHEN directed to locally check CW pump house temperature <105 ºF, wait 3 
minutes and THEN report the temperature is 72 ºF and stable. 

 WHEN directed to locally check G03/G04 Switchgear Room temperature <95 ºF, 
wait 3 minutes and THEN report the temperature is 75 ºF and stable. 

 WHEN directed to perform local actions to isolate the S/G’s, wait 4 minutes, 
insert Trigger 14 for 1MS- 235, 1MS-237, 1MS-228, and 1MS-238 THEN 
report when complete.  

NOTES None 
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Event # 6 Turbine Fails to Trip Automatically 

ACTION Booth: Insert TRIGGER 12 when directed by the crew.  

STUDENT 
RESPONSE 

ATC 

 Performs EOP immediate actions.  
 

OS1 

 Validates CO manually trips turbine during immediate actions verification. 
 
Crew 

EOP-0, Reactor Trip or Safety Injection 

1. Verify Reactor Trip 
2. Verify Turbine Trip 

RNO:  Manually Trip Turbine (ATC) 

 

ROLE PLAY None 

 

NOTES None 
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Event # 7 1W-1A1 Containment Accident Fan fails to auto start 

ACTION Booth: None 

STUDENT 
RESPONSE 

BOP 

 Containment Accident Fan 1W-1A1 red indicating light – not lit 

 Performs EOP-0, Attachment A, Automatic Action Verification 

  
A5 – Verify containment accident cooling units RUNNING; RNO: WHEN SI 

sequence is complete, THEN manually start fans. 
OS1 

 Validates BOP manually starts fan unit with Attachment A. 

 

ROLE PLAY None 

NOTES None 
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Event # 8 ‘B’S/G Safety valve seats after crew controls cooldown 

ACTION Booth: Validate TRIGGER 9 inserts when Step 4 of ECA 2.1 is started or as 
directed by Lead Evaluator 

STUDENT 
RESPONSE 

BOP/ATC 

 Observe cooldown has changed 

 Observe ‘B’ S/G pressure has returned to saturation 
 

OS1 

 Use foldout page criteria in ECA 2.1 and transition back to EOP-2 
 
OS1 

Implements EOP-2 Unit 1, Faulted Steam Generator Isolation 

1. Check Main Steamline Isolation (BOP) 

a. Any MSIV valve – OPEN: RNO: Go to Step 2.  
2. Check If Any SG Is Not Faulted (BOP) 

a. Check pressures in both SGs - ANY STABLE OR RISING 
3. Identify faulted S/G (BOP) 

a. Check pressures in both S/Gs 
4. Isolate Faulted S/G: (BOP) 

a. Ensure feedwater isolation valve – SHUT (1CS-3124) 
b. Ensure MDAFW valve – SHUT (1AF-4074A) 
c. Ensure TDAFW valve – SHUT (1AF-4001) 
d. Ensure SSG supply valve – SHUT (AF-4023) 
e. Isolate flow from faulted S/G: 

1) Ensure atmospheric steam dump – SHUT (1MS-2016) 
2) Shut steam supply to turbine-driven AFW pump (1MS-2020) 
3) Ensure S/G blowdown isolation valves – SHUT (1MS-5959/2045) 
4) Locally shut 1P-29 AFP/Radwaste steam isolation (1MS-235) 
5) Locally shut main steam trap isolation (1MS-228) 

5. Check CST level – GREATER THAN 4 ft (BOP) 
6. Check secondary radiation (BOP) 
7. Go to EOP-1, Loss of Primary or Secondary Coolant 

Crew may transition to CSP-H.1, Loss of Heat Sink, depending on timing 
and inventory.  

ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary.  

 WHEN Trigger 9 goes in, wait 3 minutes THEN call the Control room as the PAB 
AO and report you no longer hear steam noise from Unit 1 Façade, the ‘B’ S/G 
Safety has reseated. 
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Event # 8 ‘B’S/G Safety valve seats after crew controls cooldown 

NOTES There is a potential the crew may enter CSP-H.1, Loss of Heat Sink, if AFW 
flow is less than 275 gpm with less than 33% Steam Generator level in the 
NR. The crew would reference the CSP and then leave per the note at the 
beginning of the procedure.  

 

If total feed flow is less than 275 gpm but greater than 230 gpm with either 
a S/G tube rupture or faulted S/G, this procedure should not be performed. 

 

 

 Scenario Termination   

 
Terminate the scenario after the crew enters EOP-1 Unit 1, Reactor or 
Secondary Coolant Leak or per Lead Evaluator. 
 

NOTES 
 Freeze the simulator  

 Save SBT Data (see sim setup instructions)  
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QUANTITATIVE ATTRIBUTES  
 

Malfunctions: 

Before EOP Entry: 

1. 1PT-485 Turbine Frst Stage Pressure transmitter fails LOW 

2. Loss of Letdown 

3. Loss of 1X03 HVST 

 

After EOP Entry: 

4. Turbine fails to Auto trip 

5. 1W-1A1 Containment Accident Fan fails to auto start 

6. ‘B’ S/G Safety valve opens and will reseat 

 

Abnormal Events: 

1. 1PT-485 fails resulting in auto rod motion 

2. Loss of Letdown and subsequent restoration  

 

Major Transients: 

1. Double Faulted S/G’s 

 

Critical Tasks: 

1. CT-17 Isolate faulted SG 

2. CT-33 Control AFW flow to minimize RCS cooldown 

   

 

Major Procedures: 

AOP-6CAOP-24AOP-1D AOP-2A EOP-0EOP-2ECA 2.1EOP-2EOP-1 
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 CT-17 Isolate faulted SG 

 

Critical Task: 

 Isolate the faulted SG before before a severe ORANGE path challenge develops to the 
integrity CSF. 

Plant Conditions: 

 Faulted SG 

Cues: 

 Both of the following: 

- Indication of uncontrolled depressurization of multiple SGs 

AND 

- Valve position or flow rate indication that: 

o Main steamline isolation has not actuated 

AND (both conditions exist at different points in the scenario) 

 Both of the following: 

- Steam pressure and flow rate indications that make it possible to identify a single SG as 
faulted 

AND 

- Valve position and flow rate indication that AFW continues to be delivered to the faulted 
SG 

Performance Indicator: 

Manipulation of controls as required to isolate the faulted SG 

 MSIVs indicate closed 

 Indication of feedline isolation 

- Feedwater control valves indicate closed 

- Feedline isolation valves indicate closed 

- Main feed pumps indicate tripped 

 Indication that AFW flow to the faulted SG is stopped 

- AFW flow control valves for faulted SG indicate closed 

Feedback: 

 Any depressurization of intact SGs stops 

 Steam flow indication from faulted SG decreases to zero 

 RCS cooldown stops 

 Main feedwater flow rate indication of zero 

 AFW flow rate indication to faulted SG of zero  
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CT-33 Control AFW Flow to Minimize RCS Cooldown 

 

Critical Task: 

Control the AFW flow rate to not less than 50 gpm per SG in order to minimize the RCS 
cooldown rate before a severe ORANGE path challenge develops to the integrity CSF. 

 

Plant Conditions: 

 Uncontrolled depressurization of BOTH S/G’s 

 RCS cooldown rate in cold legs exceeds 100°F per hour 

 A severe ORANGE path challenge to the integrity CSF has not developed 

 

Cues: 

 Indication of uncontrolled depressurization of both S/G’s 
o Lowering SG water levels 
o Lowering SG pressures 

AND 

 Indication that the RCS cold leg Cooldown rate exceeds 100°F per hour 

AND 

 Valve position and flow rate indication that AFW continues to be delivered to the faulted SGs at a 
rate in excess of 50 gpm 

 

Performance Indicator: 

Manipulation of controls as required to throttle AFW flow sufficiently to prevent a severe ORANGE path 
challenge to the integrity CSF but not less than 50 gpm per SG 

 AFW flow control valves for faulted SGs indicate throttled 

 AFW flow rate of not less than 50 gpm per SG 

 

Feedback: 

 RCS Cooldown stops 

 Severe ORANGE path challenge to integrity CSF does not develop 

 

Basis: 

SAFETY SIGNIFICANCE -- Failure to control the AFW flow rate to the SGs leads to an unnecessary 
and avoidable severe challenge to the integrity CSF. Also, failure to perform the critical task increases 
the challenges to the subcriticality and the containment CSFs beyond those irreparably introduced by 
the postulated plant conditions. 
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Booth Summary 

Event #1 1PT-485 Turbine First Stage Pressure Fails Low 

Action Booth: Insert TRIGGER 1 per Lead Evaluator 

Role Play  Respond to reports or direction to field operators as necessary.  

 

Event #2 Single up Feed Trains and Down Power using normal procedures 

Action Booth: Insert TRIGGER 3 per Lead Evaluator 

Role Play  WHEN directed to position 1P-73A-CS, P-73B SGFP AC Lube Oil Pump Local Ctrl 
Station, to ON, THEN insert Trigger 3 and report when completed. 

 WHEN 1P-28B, Steam Generator Feed Pump is secured, THEN report pump coast-
down was normal. 

 WHEN directed to ensure secured condensate pump has stopped and is not rotating 
backwards, THEN report that pump coast-down was normal and the pump is NOT 
rotating backwards. 

 

Event #3 1CV-200A Ltdn Orifice Outlet CV closes causing loss of letdown flow 

Action Booth: Insert TRIGGER 3 per Lead Evaluator 

Role Play  Respond to reports or direction to field operators as necessary. 

 

Event #4 1X-03 HVST Lockout 

Action Booth: Insert TRIGGER 5 per Lead Evaluator 

Role Play  Respond to reports or direction to field operators as necessary.  

 

Event #5 ‘A’ S/G steam leak inside containment and ‘B’ S/G Safety fails open post trip 

Action Booth: Insert TRIGGER 7 per Lead Evaluator.  

Role Play  Respond to reports or direction to field operators as necessary.  

 WHEN directed to locally check RW Service Water valves, LW-61 and 62, THEN 
report both valves are shut. 

 WHEN directed to locally check CW pump house temperature <105 ºF, wait 3 
minutes and THEN report the temperature is 72 ºF and stable. 

 WHEN directed to locally check G03/G04 Switchgear Room temperature <95 ºF, 
wait 3 minutes and THEN report the temperature is 75 ºF and stable. 

 WHEN directed to perform local actions to isolate the S/G’s, wait 4 minutes, insert 
Trigger 20 for 1MS- 235 and Trigger 22 for 1MS-237, THEN report when 
complete.  

 

Event #6 Turbine Fails to Trip Automatically 

Action None 

Role Play None 
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Event #7 1W-1A1 Containment Accident Fan fails to auto start 

Action None  

Role Play None 

 

Event #8 ‘B’S/G Safety valve seats after crew controls cooldown 

Action Booth: Validate TRIGGER 9 inserts when CI is reset or as directed by Lead Evaluator 

Role Play  Respond to reports or direction to field operators as necessary.  

 WHEN Trigger 9 goes in, wait 3 minutes THEN call the Control room as the PAB AO 
and report you no longer hear steam noise from Unit 1 Façade, the ‘B’ S/G Safety 
has reseated. 
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PLANT CONDITIONS: 

 UNIT 1  

Time in core life (MWD/MTU): 9500  

Reactor power (%): 47%  

Boron concentration (ppm): 1117 ppm  

Rod height,  CBD @:  144  

 
TECHNICAL SPECIFICATION ACTION CONDITIONS IN EFFECT: 

TSAC Description Required Action & Completion Time 

None   

 
EQUIPMENT OUT OF SERVICE: 

 1W-3B Control Rod Shroud Fan is OOS due to motor failure. 1W-3A Shroud Fan is guarded. 
 
PLANNED EVOLUTIONS: 

 Secure ‘B’ Train of feed per OP 3 Unit 1, Power Operation to Hot Standby 5.5.2. Field operators are briefed and 
standing by to single up feed. 

 Continue downpower to offline at 15%/hr per OP 3 Unit 1, Power Operation to Hot Standby 
. 
TURNOVER INFORMATION: 

 On-line Risk is Green 

 Today is Wednesday dayshift and you have a normal shift compliment. 
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Pre-Scenario Procedure Checks 

Procedure OS1 

 1st Check 2nd Check 

Logics: 172, 174, 
178, 179 

  

AOP-1D   

AOP-2A   

AOP-6C   

AOP-17A   

AOP-24   

EOP-0   

EOP-2   

ECA-2.1   

   

 1st Check 2nd Check 

1C03 1E2 4-2   

1C04 1A 1-7   

C02 D 1-8   
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Post-Scenario Procedure Checks 

Procedure OS1 

 1st Check 2nd Check 

Logics: 172, 174, 
178, 179 

  

AOP-1D   

AOP-2A   

AOP-6C   

AOP-17A   

AOP-24   

EOP-0   

EOP-2   

ECA-2.1   

 1st Check 2nd Check 

1C03 1E2 4-2   

1C04 1A 1-7   

C02 D 1-8   

   

   

Booth Cleared 
Exam Material 

  

Magnets Replaced   
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SIMULATOR EXERCISE GUIDE REQUIREMENTS 

Terminal 
Objective:  

Given the site simulator and specific plant conditions, the students will 
be able to respond to various plant abnormal and emergency events, in 
accordance with site procedures and Technical Specifications.  

  

Enabling 
Objectives: 

1. None.  

Prerequisites: 1. Simulator available 
2. Students enrolled in Initial License Program 

  

Training 
Resources: 

1. Floor Instructor as Shift Manager / Shift Technical Advisor 
2. Simulator Booth Operator 
3. Communicator 
4. NRC Evaluators 

  

References: 
 

1. 0-SOP-IC-001 Red, Routine Maintenance Procedure Removal of 
Safeguards or Protection Sensor From Service – Red Channels 

2. 0-SOP-IC-002, Technical Specifications LCO – Instrument Cross 
Reference 

3. IT-03 Train A Low Head Safety Injection Pumps and Valves 
4. AOP-1A Unit 1, Reactor Coolant Leak 
5. AOP-6C, Uncontrolled Rod Motion 
6. AOP-17A Unit 1, Rapid Power Reduction 
7. AOP-24, Response to Instrument Malfunctions 
8. ARP 1C04 1C 2-9, Containment Vent System Air Flow Low 
9. EOP-0 Unit 1, Reactor Trip or Safety Injection 
10. EOP-1 Unit 1, Reactor or Secondary Coolant Leak 
11. EOP-1.2 Unit 1, Small Break LOCA 
12. OM 3.7, AOP and EOP Procedure Usage For Response To Plant 

Transients  
13. Technical Specifications Manual 
14. Technical Requirements Manual 

  

Protected 
Content: 

None 

  

Evaluation 
Method: 

Simulator performance will be evaluated in accordance with  
NUREG 1021 

  

Operating 
Experience: 

None 
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Risk Significant 
Operator Actions: 

None 

 

 

 

UPDATE LOG:  Indicate in the following table any minor changes or major revisions made to the material after initial 
approval.  

# DESCRIPTION OF CHANGE REASON FOR CHANGE AR/TWR# 
PREPARER DATE 
REVIEWER DATE 

Rev. 0 Developed for the 2024 ILT NRC Exam. 
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OVERVIEW / SEQUENCE OF EVENTS 

OVERVIEW  
Initial conditions for the scenario are:  

Stable plant conditions at 75% power. 

 1W-3B, Control Rod Shroud Fan is OOS 
 1P-10A RHR Pump pullout to support IT-03 

 
The crew will respond to events as described below: 

SEQUENCE OF EVENTS 
Event # Description 

1.  

 

 

Stroke open test 1SI-852A Low Head SI Core Deluge 

 The crew will stroke test 1SI-852A Low Head SI Core Deluge valve per a 
partial IT-03 Train A Low Head Safety Injection Pumps and Valves Train A. 

 Crew will time and record valve stroke time per IT-03. 
2.  1NI-41, Power Range Nuclear Instrument fails low 

 1NI-41 PR fails resulting in outward rod motion.  
 The crew should implement AOP-6C Unit 1, Uncontrolled Rod Motion of 

RCCAs and AOP-24, Response to Instrument or Controller Malfunction. 

 The SRO will identify the impact on Technical Specifications. 

3.  

 

 

1W-3A, Control Rod Shroud Fan trips 

 The crew should respond per ARB 1C04 1C 2-9, Containment Vent System Air 
Flow Low. 

 The crew will implement AOP-17A, Rapid Downpower at 1% per minute. 

4.  RCS Bypass loop approximately 15 gpm leak then increase until PZR level 
cannot be maintained  

 An approximately 15 gpm leak will develop on the RCS bypass line inside 
containment. 

 The crew will implement AOP-1A, Reactor Coolant System Leak in response to 
lowering pressurizer level. 

 The SRO will address Technical Specifications. 

5.  

 

 

SBLOCA  

 The RCS leak will increase requiring a reactor trip and safety injection. 
 The crew will implement EOP-0 Reactor Trip or Safety Injection. 
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6.  SI fails to automatically actuate (CT-6) 

 When SI is actuated, a failure of the Train ‘A’ SI sequencer causes some Train 
‘A’ ECCS equipment to not actuate. All pumps and valves can be manually 
started or aligned by the crew. 

 B SI Pump fails to auto start. 

7.  RCS Hot Leg Containment Isolation valves fail open (CT-11) 

 BOP recognizes CI valves fail to close. 
 SRO concurs with BOP closing CI valve(s) manually. 

 Terminate the scenario after the crew addresses Step 14 of EOP-1, Loss of 
Reactor or Secondary Coolant.  
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SIMULATOR SET-UP INSTRUCTIONS   
Perform simulator set up per the site specific Simulator Setup Checklist. 
 

Check Action 
1.  Reset to IC-95 (from IC-5) 
2.  Perform Simulator Setup Checklist 
3.  Open schedule file.   Z:/ILT Exams/2024/Scenario 1/2024 NRC Exam Scenario 

4.sch 
4.  To record SBT data: 

1. Launch “SBT Report” from Thunderbar 
2. Open “Scenario Validation Checklist.sbt” (TRex_PB\Lightning) 

5.  Take schedule(s) to run 
6.  Verify required event file(s) open if required 
7.  Take sim to run 
8.  Set out plant conditions turnover sheets and reactivity brief sheets  
9.  Guard the following: 

 1W-3A Control Rod Shroud Fan 
Place the following OOS: 

 1W-3B, Control Rod Shroud Fan (pull-out) 
 1P-10A RHR Pump (pullout) 

Place red dots: 
 None 

Prepare an IT-03 Train A for 1SI-852A PMT Stroke 
Prepare 0-SOP-IC-001-RED to remove 1N-41 from service 

10.   Conduct simulator crew pre-scenario brief using TR-AA-230-1007-F06, 
Simulator Instructor Pre-Exercise Checklist. 

 Brief the scenario evaluators 
 Brief surrogates using TR-AA-230-1007-F11, Surrogate Brief Checklist, if 

necessary 
11.  Run Scenario 

12.  To save SBT Data: 
1. In the SBT Report program click the Generate Report icon (green arrow) 
2. In Test Title enter a unique test title, to be same as file name 
3. In report name enter the location the test files are to be saved, use same file name 

as Test Title 
4. Click “Generate” (generates and saves two files in the selected folder) 
5. Verify files saved in the selected folder 
6. The generated report and SBT Report program may now be closed 
7. Collect procedure markups for SBT 
8. Save any InSight, Alarm, Event, Schedule Files to the secure drive that were in 

use 
14.  Reset simulator to appropriate IC.  
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BOOTH OPERATOR BRIEFING:   

Review the scenario sequence, event triggers and expected field communications. 

Z:/ILT Exams/2024/Scenario 1/2024 NRC Exam Scenario 4.sch 

At Time 
On 
Event 

Action Description 

00:00:01  
Event Z:/ILT Exams/2024/Scenario 4/2024 
NRC Exam Scenario 4.evt 

 

    

  1N-41 fails low  

 1 Insert malfunction MAL1NIS011A to 0 in 30 
P.R. CHANNEL N41 SUMMING AND 
LEVEL AMP FAILURE 

    

  1W-3A Shroud Fan trip  

 5 Insert malfunction BKR1CNM017 to trip 
1B52-03A W-3A CTL ROD SHROUD 
FAN CKTBKR 

    

  RCS Leak to SBLOCA  

 3 Insert malfunction MAL1RCS003D to 2.00 
RTD BYPASS LINE LEAK LOOP B 
HOT LEG 

 7 
Insert malfunction MAL1RCS003D to 25.00000 
in 120 

RTD BYPASS LINE LEAK LOOP B 
HOT LEG 

 9 
Insert malfunction MAL1RCS003D to 100.0000 
in 60 

RTD BYPASS LINE LEAK LOOP B 
HOT LEG 

    

  1SC-966C/955 fail to Auto Shut  

00:00:07  Insert malfunction VLV1NSS009 to open 
1-SC-966C HOT LEG SAMP ISOL 
VLV  

 12 Insert malfunction VLV1NSS009 to close 
1-SC-966C HOT LEG SAMP ISOL 
VLV 

00:00:10  Insert malfunction VLV1NSS005D to 1 
1-SC-955 HOT LEG SAMP ISOL 
AOV 

    

  Preloads  

00:00:02  Insert malfunction BKR1SIS002 to Failautocl 
1-A52 85 P-15B SAFETY INJ PUMP 
CKTBKR 

00:00:02  Insert malfunction BKR1SIS002 to Failasis 
1-A52 59 P-15A SAFETY INJ PUMP 
CKTBKR 

00:00:02  Insert malfunction RLY1PPL078 to Failasis 
1-SIA-A TRAIN “A” AUTO SI 
INITIATION 

00:00:03  Insert malfunction RLY1PPL078 to Failasis 
1-SIA-B TRAIN “B” AUTO SI 
INITIATION 

00:00:03  Insert malfunction RLY1PPL078 to Failasis 
1-SI-10X TRAIN “A” SI AUXILIARY 
RELAY 

00:00:04  Insert malfunction RLY1PPL078 to Failasis 
1-SI-11X TRAIN “A” SI AUXILIARY 
RELAY 

00:00:04  Insert malfunction RLY1PPL078 to Failasis 
1-SI-12X TRAIN “A” SI AUXILIARY 
RELAY 
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00:00:05  Insert malfunction RLY1PPL078 to Failasis 
1-SI-13X TRAIN “A” SI AUXILIARY 
RELAY 

00:00:05  Insert malfunction RLY1PPL078 to Failasis 
1-SI-14X TRAIN “A” SI AUXILIARY 
RELAY 

    

    

Event file: Trigger 9 Unit 1 Reactor Trip (JCRFTR) 

Event file: Trigger 12 1SC-966C to SHUT  
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SIMULATOR EXERCISE GUIDE SCENARIO INSTRUCTIONS 

 

Event # 1 Stroke open test 1SI-852A Low Head SI Core Deluge 

ACTION Booth: Insert TRIGGER 1 per Lead Evaluator 

STUDENT 
RESPONSE 

BOP 

5.6 Stroke Open Test Of 1SI-852A, Low Head SI Core Deluge Isolation. 

5.6.5 OPEN and TIME 1SI-852A, 1P-10A RHR Pump RV Injection MOV.  

a. RECORD data on Attachment C.  

NOTE: The control switch for 1SI-852A, Low Head SI Core Deluge Isolation, 
is place to the CLOSED position and released. The switch is not to be 
held in the closed position. Stroke time is from switch actuation to 
amber intermediate light ON.  

5.6.6 STROKE and TIME 1SI-852A, Low Head SI Core Deluge Isolation to 
the Intermediate position.  

 RECORD data on Attachment C.  

5.6.7 OPEN 1SI-852A, Low Head SI Core Deluge Isolation. 

NOTE: The control switch for 1SI-852A, Low Head SI Core Deluge Isolation, 
is held closed until the red and amber indicating lamps are off.  

5.6.8 SHUT and TIME 1SI-852A, 1P-10A RHR Pump RV Injection MOV. 
(For Information Only)  

a. RECORD data on Attachment C.  

5.6.9 EVALUATE valve operability with Acceptance Criteria shown on 
Attachment C. 

a. IF open stroke time is within listed IST band, THEN N/A 
remainder of Steps 5.6.9 through 5.6.14. 

 

STUDENT 
RESPONSE 

5.6.15 PLACE 1P-10A-CS, 1P-10A Residual Heat Removal Pump Control 
Switch to AUTO. 

5.6.16 PERFORM steps in Section 6.0 applicable to Operations 
Acceptance Criteria testing analysis. (SRO) 

5.6.17 IF required, THEN EXIT applicable TSACs entered in Step(s) 5.1.8, 
5.1.9, 5.5.2, 5.5.3, 5.6.2 and 5.6.3. (SRO) 

 
6.1.1 Comparisons with allowable ranges of Acceptance Criteria and Limiting 

Values of Full Stroke Time (LVFST) test values completed. 

6.3 FORWARD completed procedure to Operations Office. 
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Event # 1 Stroke open test 1SI-852A Low Head SI Core Deluge 

ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary. 
 
 

SM Communications: 
 Respond to reports from crew members as required. 

 

NOTES Continuation Criteria: 

After 1SI-852A is timed and Technical Specifications addressed, or at the 
discretion of the Lead Examiner, continue with the next event. 
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Event # 2 1NI-41, Power Range Nuclear Instrument fails low 

ACTION Booth: Insert TRIGGER 1 per Lead Evaluator 

STUDENT 
RESPONSE 

BOP/ATC 
 Identifies that outward rod motion is caused by a failed instrument and places 

rod control in manual. (ATC) 
 1C04 1A 1-7, Automatic Rod Motion 
 1C04 1A 3-3, Power Range Channel Deviation 
 1C04 1A 4-5, Power Range Rod Drop 
 1N-41B, 1N-41Power Range Power indicating at a lower value 
 Outward Rod Motion 

 
OS1 
 Implements AOP-6C, Uncontrolled Motion of RCCAs. 
 Implements AOP-24, Response to Instrument Malfunction. 
 
Crew 

AOP-6C, Uncontrolled Motion of RCCAs 

 Check Rod Motion – REQUIRED (ATC) 

RNO: Place rod control bank selector switch to - MANUAL 

 Maintain RCS Tavg (ATC) 
 Check RCS Tavg - AT OR TRENDING TO PROGRAM (ATC) 

RNO: IF fuel has been conditioned, THEN move controls rods in manual or 
adjust turbine load to restore Tavg.  

 Check Control Rods - ABOVE THE MINIMUM INSERTION LIMIT (ATC) 
 Verify AFD - WITHIN LIMIT (ATC) 
 Check Rod Motion Due To Instrument Failure (ATC) 
 Go to AOP-24, RESPONSE TO INSTRUMENT MALFUNCTION 

 

AOP-24, Response to Instrument Malfunction 

 Identify Failed Instrument (ATC) 
 Check If Failed Instrument Is A Controlling Channel (ATC) 
 Establish Manual Control As Required (ATC) 

o Place affected controller in manual 

OR 

o Place any affected equipment controls in manual. 
o Rod Control to MANUAL 
o Charging Pump control to MANUAL  
o Condenser steam dumps to MANUAL (Steam Pressure Mode) 

 Return Affected Parameter(s) To Desired Value(s) 
 Using Attachment A, PPCS PARAMETERS USED TO CALCULATE REACTOR 

THERMAL OUTPUT, Verify That Failed Instrument Is NOT An Input To RTO. 
(BOP) 

 Remove Failed Instrument Channel From Service Per 0-SOP-IC-001, ROUTINE 
MAINTENANCE PROCEDURE REMOVAL OF SAFEGUARDS OR 
PROTECTION SENSOR FROM SERVICE   
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Event # 2 1NI-41, Power Range Nuclear Instrument fails low 
 Return Controls To Automatic If Desired 
 Check Failure For Tech Spec Or TRM Applicability (SRO) 
 Return To Procedure And Step In Effect 

 

Prepares to implement 0-SOP-IC-001 Red, Routine Maintenance Procedure 
Removal Of Safeguards Or Protection Sensor From Service – Red Channels 

 

  Assess Technical Specifications: (SRO) 
LCO 3.3.1, RPS Instrumentation, is NOT MET, Function 2.a, 5, 17.b-1, 17.c, 
17.d, and 17e. 

Table 3.3.1-1 item 2a 
Power Range Neutron 
Flux-High 
 
Table 3.3.1-1 item 5 
OverTemp Delta T 

D. One channel 
inoperable 

D.1  Place channel in trip 
 

1 hour 
OR 
IAW Risk Informed 
Completion Time 
Program  
 

Table 3.3.1-1 item 17b-1 
PR Neutron Flux P-7 
 
Table 3.3.1-1 item 17c 
PR Neutron Flux P-8 
 
Table 3.3.1-1 item 17d 
PR Neutro Flux, P-9 

S. One or more 
channel(s) inoperable 

S.1 Verify interlock is in 
required state for 
existing conditions. 

OR 
S.2 Be in MODE 2 
 

1 hour 
 
 
 
7 hours 
 

Table 3.3.1-1 item 17e 
PR Neutron Flux, P-10 

R.  One or more 
channel(s) inoperable 

R.1  Verify interlock is in 
required state for 
existing unit 
conditions 

OR 
R.2  Be in MODE 3 

1 hour 
 
 
 
7 hours 

3.2.4 Quad. Power Tilt 
Ratio 

SR 3.2.4.1 (<75% RTP) 
 
 
 
SR 3.2.4.2 (>75% RTP) 

Verify QPTR is within limit 
by calculation 
 
 
Verify QPTR is within limit 
using core power 
distribution information 

IAW the Surveillance 
Frequency Control 
Program 
 
IAW the Surveillance 
Frequency Control 
Program 
 

 

ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary.  

 

NOTES Continuation Criteria: 

After the crew has stabilized plant conditions and assessed Technical 
Specifications, or at the discretion of the Lead Examiner, continue with the next 
event. (The crew should pursue placing the failed channel in trip, but this is not 
required to continue.)  
 
Note: Containment Sump A level will alarm approximately 5 minutes after the 
trigger is entered. 
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Event # 3 RCS Bypass loop approximately 15 gpm leak 

ACTION Booth: Insert Trigger 3 when directed by Lead Evaluator 

Note: Containment Sump A level will alarm approximately 5 minutes after the 
trigger is entered.  

STUDENT 
RESPONSE 

Symptoms and Indications: 
 1C04 indications/ PPCS indications 

o Pressurizer pressure and level slowly lowering 
o AUTO Charging pump speed rising 
o Unit 1 Sump A level high alarm 

 
BOP/ATC 

 Diagnoses an RCS leak, and manually control charging to stabilize 
pressurizer level and determine leak rate from CVCS flow balance. (ATC) 

 
SRO 

 Implements AOP-1A, Reactor Coolant Leak 
 
Crew 

1. Check safety injection not required (ATC) 
2. Check reactor trip not required (ATC) 
3. Check PZR level – STABLE AT OR TRENDING TO PROGRAM LEVEL; 

RNO: IF PZR level trending lower, THEN perform the  
following: (ATC) 

a. Control charging flow from running charging pumps 
b. IF PZR level continues to lower, THEN isolate letdown 
c. Start non-running charging pump and inform Shift Manager 

4. Check PZR pressure – STABLE AT OR TRENDING TO DESIRED 
PRESSURE (ATC) 

5. Check reactor make-up control (ATC) 
6. Notify DSM and implement Emergency Plan (SRO) 
7. Check Steam Generator Tubes Intact (BOP) 
8. Check RCP Seal Leakoff – NORMAL (ATC) 
9. Determine if Leak is on Letdown Line (ATC) 
10. Determine f Leak is on Charging Line (ATC) 
11. Check PZR PORVs and Safety Valves – FULLY SEATED (ATC) 
12. Check Reactor Vessel Flange Leakoff Temperature – LESS THAN 120°F 
13. Check RCS inside containment – INTACT; RNO: Try to identify location of 

leak. (BOP or RO) 
20. Try to isolate source of leakage.  
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Event # 3 RCS Bypass loop approximately 15 gpm leak 

STUDENT 
RESPONSE 

 
Assess Technical Specifications: (SRO) 
RCS Leakage LCO 3.4.13 is NOT MET for >1 gpm unidentified leakage 

CONDITION REQUIRED 
ACTION 

COMPLETION TIME 

A. RCS Operational 
leakage not 
within limits for 
reasons other 
than pressure 
boundary 
leakage or 
primary to 
secondary 
leakage 

A.1 Reduce leakage 
to within limits 

4 hours 
 

 

ROLE PLAY Booth Communications: 

 IF directed to inspect PAB areas for leakage, wait two minutes and THEN 
report NO leakage, and charging pumps relief valves are NOT lifting.  

 Respond to reports or direction to field operators as necessary. 
 
 

SM Communications: 
 Respond to reports from crew members as required. 

 

NOTES Continuation Criteria: 

After the crew has identified RCS leakage inside containment and determined the 
leak rate, or at the discretion of the Lead Examiner, then initiate next event for the 
plant downpower.  
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Event # 4 1W-3A, Control Rod Shroud Fan trips 

ACTION Booth: Insert TRIGGER 5 per Lead Evaluator 

STUDENT 
RESPONSE 

Acknowledges alarms and goes to 1C04-R and determines 1W-3A, Ctl Rod Shroud 
Fan has tripped.  References ARB 1C04 1C 2-9, Containment Vent System Air 
Flow Low. (BOP) 
3.7  IF unable to restore CRDM cooling by starting 1W-3A or 1W-3B, THEN initiate 
the following action: 

3.7.1  Ramp the unit off-line per AOP-17A, Rapid Power Reduction Unit 1. 
Recommended ramp rate is 1% per minute.  

 
Implements AOP-17A Unit 1, Rapid Load Reduction 
1. Check Power – GREATER THAN 100% (ATC) 

RNO Go To Step 3 

2. Reduce Load – LESS THAN 100% 
3. Determine Desired Power Level or Condition to Be Met  
4. Commence Boration As Necessary To Target Load (ATC) 

a. Set boric acid flow totalizer to desired quantity 
b. Set boric acid flow controller to desired flowrate 
c. If desired, start second boric acid pump 
d. Place reactor makeup mode selector switch to borate 
e. Place reactor makeup control switch to start 

5. Select Rate Reduction Rate And Reduce Load (BOP) 
a. Ensure EH controls are set for operator auto 
b. Ensure “First Stage In” is selected 
c. IF first stage pressure is unavailable, THEN select “First Stage Out” 
d. Ensure the proper load rate is selected on the load rate thumbwheel 
e. Select target end-point on reference control 
f. WHEN temperature reduction of at least 0.5°F is observed on Tavg-Tref 

indicator, THEN depress “GO” push-button 
g. Continue with next step 

6. Notify Power System Supervisor (PSS) Of Load Reduction 
7. Check Rod Control System – IN AUTO (ATC) 
8. Energize pressurizer backup heaters. (ATC) 
9. Check PZR Pressure Controlling – IN AUTO (ATC) 
10. Check PZR Level Controlling – IN AUTO (ATC) 
11. Check Steam Generator Level Controlling – IN AUTO (BOP) 
12. Ensure Main Feed Pump Seal Water Pump – RUNNING (BOP) 
13. Maintain RCS Tavg: (ATC) 
14. Check AFD – WITHIN LIMITS OF ROD 1.2, HFP EQUIL DELTA FLUX. 
15. Control MSR temperatures – LESS THAN 500°F (BOP) 
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Event # 4 1W-3A, Control Rod Shroud Fan trips 

ROLE PLAY Booth Communications: 

 IF an AO is dispatched to locally investigate breaker 1B52-3A, PWR to W-3A, 
Control Rod Shroud Fan, wait three minutes and THEN report that the breaker 
has tripped on overcurrent. 

 
SM Communications: 
 Respond to reports from crew members as required. 
 Crew may decide to attempt a single restart of 1W-3A. 

 

NOTES Continuation Criteria: 

After the crew has initiated a power reduction or at the discretion of the Lead 
Examiner, continue with the next event. 
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Event # 5 
and 6 

SB LOCA Requiring Reactor Trip / Train ‘A’ ECCS 
Equipment Fails to Actuate 

ACTION Booth: Insert TRIGGER 7 per Lead Evaluator 

Ensure Trigger 9 inserts when the reactor is tripped.  

STUDENT 
RESPONSE 

Symptoms and Indications: 
 Rising Containment pressure a humidity 
 Pressurizer level and pressure lowering at a more rapid rate 
 Annunciators: 

o RTD BYPASS LOOP FLOW LOW (1C04 1C 2-10) 
o PRESSURIZER PRESSURE HIGH OR LOW (1C04 1C 1-2) 
o PRESSURIZER LEVEL SETPOINT DEVIATION (1C04 1C 2-3) 
o PRESURIZER LOW PRESSURE SI (1C04 1B 4-4) 

 NO SI System response to PZR Low Pressure SI alarm 
 
BOP/ATC 
 Manually trips reactor, manually actuates safety injection and containment 

isolation. Performs EOP-0 Immediate Actions. (ATC) 
 

SRO 
 Implements EOP-0, Reactor Trip or Safety Injection 
 
Crew 
AOP-1A, Reactor Coolant Leak 

3. Check PZR level – STABLE AT OR TRENDING TO PROGRAM LEVEL; 
RNO: IF PZR level trending lower, THEN perform the  
following: (ATC) 

a. Control charging flow from running charging pumps 
b. IF PZR level continues to lower, THEN isolate letdown 
c. Start non-running charging pump and inform Shift Manager 

1. Check safety injection not required; RNO: Perform the following: (ATC) 
a. Manually trip reactor 
b. After the reactor has tripped, THEN manually initiate safety 

injection 
c. Manually initiate containment isolation 
d. Go to EOP-0, Reactor Trip or Safety Injection 

 
1. Verify Reactor Trip (ATC) 

o Reactor trip and bypass breakers – OPEN 
o All rod position indicators- LESS THAN 20 STEPS 
o All rod bottom lights – LIT 
o Neutron flux - LOWERING 

2. Verify turbine trip (ATC) 
a. Turbine stop valves – BOTH SHUT 

3. Verify power to AC Safeguards buses (ATC) 
a. Check Safeguards Busses – At least one train ENERGIZED 
b. Check safeguards busses – ALL ENERGIZED 
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Event # 5 
and 6 

SB LOCA Requiring Reactor Trip / Train ‘A’ ECCS 
Equipment Fails to Actuate 

4. Check if SI actuated (ATC) 
a. Any SI annunciators – LIT 
b. Both trains of SI – ACTUATED; RNO: Manually actuate both trains 

of SI and Containment Isolation 
Recognizes that 1P-15 failed to start. 
After Step 4 is complete RO or BOP may request, or SRO may 
direct, 1P-15A be manually started at this point.  *Otherwise this will 
happen in Attachment A step A3. 
(CT-6) manually start 1P-15A (ATC/BOP) 
 

Foldout page 1 RCP Trip Criteria: If both conditions listed below occur, THEN 
trip both RCPs (ATC) 

 RCS subcooling – LESS THAN [40F] 31F 
 SI Pumps – AT LEAST ONE RUNNING AND CAPABLE OF 

DELIVERING FLOW 
 

5. Perform Attachment A, Automatic Action Verification, while continuing with 
this procedure. (BOP) 

6. Verify AFW Pumps – RUNNING; (ATC) 
a. Motor driven pump – RUNNING  
b. Turbine driven pump – RUNNING; 
c. Verify total AFW – Greater than 275 gpm. 

7. Check RCP Seal Cooling (ATC) 
8. Check RCS Temperatures (ATC) 
9. Check PZR PORVs and spray valves (ATC) 
10. Check if RCPs Should be stopped (ATC) 
11. Check if S/G are NOT faulted (BOP) 
12. Check if S/G tubes are NOT ruptured (BOP) 
13. Check if RCS is intact; (SRO) 

RNO:  
 Notify STA to MONITOR CSP Status per CSP-ST.0, CSF Status 

Trees 
 Go to EOP-1, Loss of Reactor or Secondary Coolant 

 
EOP-1, Loss of Primary or Secondary Coolant 

1. Check if RCPs should be stopped (ATC) 
a. RCPs – ANY RUNNING;  

RNO: Go to Step 2 
2. Check if S/Gs are NOT faulted (BOP) 
3. Check intact S/G level (BOP) 

a. S/G Level – Greater than [52%] 33%:  
RNO: Maintain total feed flow greater than 275 gpm until level is 
greater than [52%] 33% in at least one S/G.  

4. Check secondary radiation (BOP) 
5. Check PORVs and Block valves (ATC) 
6. Reset SI (BOP) 
7. Reset isolation and lockout signals (BOP) 

 Containment isolation 
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Event # 5 
and 6 

SB LOCA Requiring Reactor Trip / Train ‘A’ ECCS 
Equipment Fails to Actuate 

 1B03 and 1B04 non-safeguards equipment lockouts 
8. Establish Instrument Air to containment (BOP) 

a. Check instrument air header pressure – GREATER THAN 80 PSIG 
b. Open instrument air containment isolation valves one at a time: 

 IA 3047 
 IA-3048 

9. Check power supply to charging pumps (BOP) 
10. Check if charging flow has been established (ATC) 
11. Check if ECCS flow should be terminated; (ATC) 

RNO: Go to Step 12 
12. Check if Containment Spray should be stopped (BOP) 
13. Check if RHR pumps should be stopped (BOP) 

a. Check RCS Pressure 
b. RHR Pumps – ANY RUNNING WITH SUCTION ALIGNED TO 

RWST 
c. Stop both RHR pumps and place in auto 

14. Check RCS and S/G Pressures (BOP) 
 Check pressure in both S/Gs – STABLE OR RISING 
 Check RCS pressure – STABLE OR LOWERING 

 
BOP performs EOP-0, Attachment A, Automatic Action Verification (BOP) 
A1 – Verify feedwater isolation 
A2 – Verify containment isolation (Event 7 addressed here) (CT-11) 
A3 – (CT-6) Verify ECCS Pumps RUNNING 

a. SI pumps – BOTH RUNNING 
b. RHR Pumps – BOTH RUNNING 

A4 – Verify service water pumps running 
A5 – Verify containment accident cooling units RUNNING 
A6 – Verify component cooling water pumps – ONLY ONE RUNNING 
A7 – Check if main steam lines can remain open 
A8 – Verify containment spray not required: 
A9 – Verify ECCS Flow 
A10 – verify AFW valve alignment – PROPPER EMERGENCY ALIGNMENT 
A11 – Verify proper ECCS valve alignment 
A12 – Check containment spray NOT ACTUATED 
A13 – Stop any boration via the blender in progress 
A14 – Ensure the Auxiliary building filter/exhaust fans – OPERATING 
A15 – Notify the STA to IMPLEMENT Status trees, Notify the SM of any 

equipment malfunctions previously noted.  
A16 – Verify Service Water system alignment 
A17 – Check miscellaneous valves – SHUT 
A18 – Check Control Room ventilation 
A19 – Check cable spreading room ventilation system – OPERATING 
A20 – Check Computer Room ventilation system – OPERATING 
A21 – Check AFW recirc fans – ONE RUNNING 
A22 – Check Circ Water Pump House temperature less than 105F 
A23 – Check G03/G04 switchgear room temperature less than 95F 
A24 – Periodically check status of spent fuel cooling.  
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Event # 5 
and 6 

SB LOCA Requiring Reactor Trip / Train ‘A’ ECCS 
Equipment Fails to Actuate 

ROLE PLAY Booth Communications: 

 Respond to reports or direction to field operators as necessary.  
 WHEN directed to locally check RW Service Water valves, LW-61 and 62, THEN 

report both valves are shut. 
 WHEN directed to locally check CW pump house temperature <105 ºF, wait 3 

minutes and THEN report the temperature is 72 ºF and stable. 
 WHEN directed to locally check G03/G04 Switchgear Room temperature <95 ºF, 

wait 3 minutes and THEN report the temperature is 75 ºF and stable. 

 

NOTES  

None 
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Event # 7 RCS Hot Leg Containment Isolation valves fail open 

ACTION Booth: Ensure Trigger 12 auto inserts when 1SC-966C taken to Close (CT-11) 

STUDENT 
RESPONSE 

BOP 
 Performs EOP-0 Attachment A 

A2 – Verify containment isolation 
1) Manually actuate Containment Isolation 
2) IF any containment isolation valve is open, THEN manually shut 

valve(s). 

 

The BOP should recognize the RCS Hot Leg Sample Line did not isolate as 
required and take 1SC-966C to closed, direct 1SC-955 to be shut locally and 
inform the SRO. 

 
OS1 
 Validate proper actions taken per EOP-0 Attachment A 

 

ROLE PLAY Booth Communications: 

 IF directed to locally shut 1SC-955, wait 2 minutes and THEN report 1SC-955, 
Hot Leg Sample AOV isolation switch was taken to CLOSED and valve still 
indicates OPEN. 

 

NOTES None 

 

 

 Scenario Termination   

 Terminate the scenario after the crew addresses Step 14 of EOP-1, Loss of 
Reactor or Secondary Coolant.  

NOTES  Freeze the simulator  
 Save SBT Data (see sim setup instructions)  
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QUANTITATIVE ATTRIBUTES  
 

Malfunctions: 
Before EOP Entry: 

1. PMT stroke test for 1SI-852A SI Core Deluge Valve 

2. 1W-3A Control Rod Drive Shroud Fan trip 

3. RCS Leak on ‘B’ Loop RTD Bypass Manifold 

 
 

After EOP Entry: 

1. SBLOCA 

2. 1SC-966C/955 fails to Auto Close 

3. Train ‘A’ ECCS Equipment fails to auto start 

4. 1P-15A SI Pump breaker fails as is 

5. 1P-15B SI Pump fails to auto start 

 

Abnormal Events: 

1. 1N-41 PR Instrument fails low 

2. 1W-3A Control Rod Drive Shroud Fan trip (required downpower) 

3. RCS Leak on ‘B’ Loop RTD Manifold 

 

Major Transients: 

1. SBLOCA 

 

Critical Tasks: 

1. CT-11 Close containment isolation Phase A valves 

2. CT-6 Establish flow from at least one SI pump 

   

 

Major Procedures: 

IT-03AOP-6CAOP-24AOP-1AARP 1C04 1C 2-9 AOP-17AEOP-0EOP-1 
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CT- 11 Close containment isolation Phase A valves 

 

Critical Task:  Close containment isolation valves such that at least one valve is closed on each Phase 
A penetration before exiting EOP-1. 

 

Plant Conditions: 

 LOCA 
 Safety injection actuated or required 
 Both containment isolation valves failed to close in one penetration path 
 Fluid is flowing into the auxiliary building through at least one of the following pathways: 

– At least one unisolated Phase A penetration that is in direct communication with the RCS 

– At least one unisolated Phase A penetration that is in direct communication with the 
containment atmosphere 

 The integrity of the system in the auxiliary building receiving the containment leakage is 
significantly reduced because of leakage or failure (or the system was not designed as a closed 
system in the first place) 

 

Cues: 

 Indication and/or annunciation that CI valves not shut. 

 

Performance Indicator: 

 Manipulation of controls in the control room, as required, to shut at least one CI valve in the 
open flowpath. 

 

Feedback: 

 Indication that the containment isolation valve is shut with the valve indicating lights and the CI 
status lights. 

 

Basis:  SAFETY SIGNIFICANCE -- Closing at least one containment isolation valve on each Phase A 
penetration, under the postulated plant conditions and when it is possible to do so, constitutes a task 
that “is essential to safety,” because “its improper performance or omission by an operator will result in 
direct adverse consequences or significant degradation in the mitigative capability of the plant.” In 
particular, the crew has failed to prevent “degradation of any barrier to fission product release.” In this 
case, the containment barrier is needlessly left in a degraded condition.  

Failure to perform the critical task leads to an unnecessary release of fission products to the auxiliary 
building, increasing the potential for release to the environment and reducing accessibility to vital 
equipment within the auxiliary building. 
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 CT-6 Establish flow from at least one SI pump 

Critical Task: 

Establish flow from at least one high-head SI pump before transition out of EOP-0 

 

Plant Conditions: 

 Reactor Trip 

 SI 

 Small-break LOCA 

 RCS pressure below high-head SI pump shutoff head 

 1P-15A fails as is and 1P-15B failed to start automatically 

 At least one high-head SI pump (1P-15B) can be started, provided that manual action is taken as 
necessary 

 

Cues: 

Indication and/or annunciation that high-head SI pump injection is required: 

 SI actuation 

 RCS pressure below the shutoff head of the high-head SI pump 

AND 

Indication and/or annunciation that no high-head SI pump is injecting into the core: 

 Breakers for both high-head SI pumps are open 

 All high-head SI pump discharge pressure indicators read zero 

 All flow rate indicators for high-head SI pump injection read zero 

 

Performance Indicator: 

Manipulation of controls as required to establish flow from at least one high-head SI pump 

 Control switch indication that the circuit breaker for at least one high-head SI pump is closed 

 

Feedback: 

Indication and/or annunciation that at least one high-head SI pump is injecting 

 Flow rate indication of injection from at least one high-head SI pump 

 

Basis: 

SAFETY SIGNIFICANCE - Failure to manually start at least one high-head SI pump under the 
postulated conditions constitutes misoperation or incorrect crew performance in which the crew does 
not prevent "degraded emergency core cooling system (ECCS) ... capacity." 
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Booth Summary 
Event #1 Stroke open test 1SI-852A Low Head SI Core Deluge 

Action None 

Role Play  Respond to reports or direction to field operators as necessary.  

 

Event #2 1N-41, PR NI Fails Low 

Action Booth: Insert TRIGGER 1 per Lead Evaluator 

Role Play  Respond to reports or direction to field operators as necessary.  

 

Event #3 1W-3A Shroud Fan trip 

Action Booth: Insert TRIGGER 5 per Lead Evaluator 

Role Play  Respond to reports or direction to field operators as necessary.  
 IF an AO is dispatched to locally investigate breaker 1B52-3A, PWR to W-3A, 

Control Rod Shroud Fan, wait three minutes and THEN report that the breaker has 
tripped on overcurrent. 

 

Event #4 RCS Leak to SBLOCA 

Action Booth: Insert TRIGGER 3 and 7 per Lead Evaluator 

Role Play  IF directed to inspect PAB areas for leakage, wait two minutes and THEN 
report NO leakage, and charging pumps relief valves are NOT lifting.  

 Respond to reports or direction to field operators as necessary. 

 

Event #5 and 
6 

SB LOCA Requiring Reactor Trip / Train ‘A’ ECCS Equipment Fails to Actuate 

Action Booth: Insert TRIGGER 7 per Lead Evaluator 

Ensure Trigger 9 inserts when the reactor is tripped.  

Role Play  Respond to reports or direction to field operators as necessary.  
 WHEN directed to locally check RW Service Water valves, LW-61 and 62, THEN 

report both valves are shut. 
 WHEN directed to locally check CW pump house temperature <105 ºF, wait 3 

minutes and THEN report the temperature is 72 ºF and stable. 
 WHEN directed to locally check G03/G04 Switchgear Room temperature <95 ºF, 

wait 3 minutes and THEN report the temperature is 75 ºF and stable. 
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Event #7 RCS Hot Leg Containment Isolation valves fail open 

Action Booth: Validate TRIGGER 12 auto inserts when 1SC-966C taken to closed.  

Role Play  IF directed to locally shut 1SC-955, wait 2 minutes and THEN report 1SC-955, Hot 
Leg Sample AOV isolation switch was taken to CLOSED and valve still indicates 
OPEN.  
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PLANT CONDITIONS: 

 UNIT 1  

Time in core life (MWD/MTU): 9500  

Reactor power (%): 75%  

Boron concentration (ppm): 994 ppm  

Rod height,  CBD @:  178  

 
TECHNICAL SPECIFICATION ACTION CONDITIONS IN EFFECT: 

TSAC Description Required Action & Completion Time 

          3.5.2.A A.  One ECCS train inoperable. A.1  Restore train to OPERABLE status within 72 hrs. 

          3.6.6.A A.  One containment spray train 
inoperable. 

A.1  Restore Containment spray train to OPERABLE 
status within 72 hrs. 

          3.6.7.A A.  One Spray Additive System flowpath 
inoperable. 

A.1  Restore Spray Additive System flowpath to 
OPERABLE status within 72 hrs. 

 
EQUIPMENT OUT OF SERVICE: 
 1W-3B Control Rod Shroud Fan is OOS due to motor failure. 1W-3A Shroud Fan is guarded. 
 1P-10A RHR Pump in Pullout to support PMT on 1SI-852A Low Head SI Core Deluge Valve. 
 
PLANNED EVOLUTIONS: 
 Perform PMT stroke testing on 1SI-852A Low Head SI Core Deluge Valve per IT-03 Train A. 

 
TURNOVER INFORMATION: 

 On-line Risk is Green 
 Today is Tuesday day shift and you have a normal shift compliment.  
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Pre-Scenario Procedure Checks 

Procedure OS1 

 1st Check 2nd Check 

Logics: 173, 174, 
177, 178 

  

   

AOP-1A   

AOP-6C   

AOP-17A   

AOP-24   

EOP-0   

EOP-1   

EOP-1.2   

   

 1st Check 2nd Check 

1C04 1C 2-9   

1C04 1A 1-7   

1C04 1A 3-3   

1C04 1A 4-5   

C01 B 1-4   

PPCS ARP   
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Post-Scenario Procedure Checks 

Procedure OS1 

 1st Check 2nd Check 

Logics: 173, 174, 
177, 178 

  

   

AOP-1A   

AOP-6C   

AOP-17A   

AOP-24   

EOP-0   

EOP-1   

EOP-1.2   

 1st Check 2nd Check 

1C04 1C 2-9   

1C04 1A 1-7   

1C04 1A 3-3   

1C04 1A 4-5   

C01 B 1-4   

PPCS ARP   

Booth Cleared 
Exam Material 

  

Magnets Replaced   
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