














NRC FORM 618 U.S. NUCLEAR REGULATORY COMMISSION 
(8-2000) 
10 CFR 71 CERTIFICATE OF COMPLIANCE 

1. 

FOR RADIOACTIVE MATERIAL PACKAGES 

a. CERTIFICATE NUMBER b. REVISION NUMBER c. DOCKET NUMBER d. PACKAGE IDENTIFICATION NUMBER PAGE PAGES 

9355 4 71-9355 USA/9355/B(U)-96 8 OF 9 

6. Plutonium sources are not permitted for transport by air.

7. Americium sources are not permitted for transport by air.

8. In addition to the requirements of Subpart G of 10 CFR Part 71:

(a) The package shall be prepared for shipment and operated in accordance with the Operating 
Procedures in Chapter 7.0 of the application; and

(b) The package must meet the Acceptance Tests and Maintenance Program of Chapter 8.0 of the 
application.

(c) The LTSS shall be transported using the lodgment depicted on drawing No. 1916-01-02-SAR.

(d) The following devices shall be transported using the using the Inner Container depicted on 
drawing 1916-01-03-SAR.

(1) Group 1 and Group 3 Devices depicted in Table 3, "Maximum Activity and Weight of 
Shielded Devices," of this certificate of compliance.

(2) All Shielded Devices and the Transport Shield depicted in Table 4, "Hopewell Designs, 
Inc. Shielded Devices and Transport Shield," of this certificate of compliance.

(e) The IBL 437 (aka IBL 437C) depicted in Table 3 of this certificate of compliance shall be 
transported using the lodgment depicted on drawing No.1916-01-05-SAR.

(f) The Disposal Canisters with the contents described in Table 5, "Disposal Canisters Source 
Nuclides," of this certificate of compliance shall be transported using the lodgment depicted on 
drawing No. 1916-01-04-SAR.

9. The package authorized by this certificate is hereby approved for use under the general license 
provisions of 10 CFR 71.17.

10. For the Disposal Canisters, the package is transported in quantities of one or two in a closed 
conveyance as exclusive use.

11. With the exception of the Disposal Canisters, the package is designed to be transported singly, with its 
longitudinal axis vertical, by ground, air, or by water in non-exclusive use.

12. Revision 3 of this certificate of compliance can be used until May 31, 2026.

13. Expiration date: May 31, 2030.




