
 
 
 
 

May 19, 2026 
 
 

Ms. Paula Gerfen 
Senior Vice President, Generation 
  and Chief Nuclear Officer 
Pacific Gas and Electric Company 
Diablo Canyon Power Plant 
P.O. Box 56, Mail Code 104/6 
Avila Beach, CA  93424” 
 
SUBJECT: DIABLO CANYON NUCLEAR POWER PLANT, UNITS 1 AND 2 - ISSUANCE 

OF AMENDMENT NOS. 258 AND 260 RE: ADOPTION OF TSTF-585, “REVISE 
LCO 3.0.3 TO REQUIRE MANAGING RISK” (EPID L-2026-LLA-0011) 

 
Dear Ms. Gerfen: 
 
The U.S. Nuclear Regulatory Commission (the Commission) has issued the enclosed 
Amendment No. 258 to Renewed Facility Operating License No. DPR-80 and Amendment 
No. 260 to Renewed Facility Operating License No. DPR-82 for the Diablo Canyon Nuclear 
Power Plant, Units 1 and 2, respectively. The amendments consist of changes to the Technical 
Specifications (TSs) in response to your application dated January 22, 2026. 
 
The amendments adopt Technical Specification Task Force (TSTF) Traveler TSTF-585 “Revise 
LCO [Limiting Condition for Operation] 3.0.3 to Require Managing Risk.” 
 
A copy of the related Safety Evaluation is enclosed. Notice of Issuance will be included in the 
Commission’s biweekly Federal Register notice. 
 

Sincerely, 
 
 
/RA/ 
 
Robert Kuntz, Senior Project Manager  
Plant Licensing Branch III 
Division of Operating Reactor Licensing 
Office of Nuclear Reactor Regulation 

 
Docket Nos. 50-275 and 50-323 
 
Enclosures: 
1. Amendment No. 258 to DPR-80 
2. Amendment No. 260 to DPR-82  
3. Safety Evaluation 
 
cc: Listserv
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PACIFIC GAS AND ELECTRIC COMPANY 

DOCKET NO. 50-275 

DIABLO CANYON NUCLEAR POWER PLANT, UNIT 1 

AMENDMENT TO RENEWED FACILITY OPERATING LICENSE 

 
 

Amendment No. 258 
Renewed License No. DPR-80 

 
1. The Nuclear Regulatory Commission (the Commission) has found that: 
 

A. The application for amendment by Pacific Gas and Electric Company (the 
licensee), dated January 22, 2026, complies with the standards and 
requirements of the Atomic Energy Act of 1954, as amended (the Act), and the 
Commission’s rules and regulations set forth in 10 CFR Chapter I; 

 
B. The facility will operate in conformity with the application, the provisions of the 

Act, and the rules and regulations of the Commission; 
 

C. There is reasonable assurance (i) that the activities authorized by this 
amendment can be conducted without endangering the health and safety of the 
public, and (ii) that such activities will be conducted in compliance with the 
Commission’s regulations; 

 
D. The issuance of this amendment will not be inimical to the common defense and 

security or to the health and safety of the public; and  
 

E. The issuance of this amendment is in accordance with 10 CFR Part 51 of the 
Commission’s regulations and all applicable requirements have been satisfied. 
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2. Accordingly, the license is amended by changes to the Technical Specifications as 
indicated in the attachment to this license amendment, and paragraph 2.C.(2) of 
Renewed Facility Operating License No. DPR-80 is hereby amended to read as follows: 

 
(2) Technical Specifications 

 
The Technical Specifications contained in Appendix A and the 
Environmental Protection Plan contained in Appendix B, as 
revised through Amendment No. 258, are hereby incorporated in 
the renewed license. The Pacific Gas and Electric Company shall 
operate the facility in accordance with the Technical Specifications 
and the Environmental Protection Plan, except where otherwise 
stated in specific license conditions. 

 
3. This license amendment is effective as of its date of issuance and shall be implemented 

within 180 days of the date of issuance. 
 

FOR THE NUCLEAR REGULATORY COMMISSION 
 
 
 
 
Ilka Berrios, Chief 
Plant Licensing Branch III 
Division of Operating Reactor Licensing 
Office of Nuclear Reactor Regulation 

 
Attachment: 
Changes to Renewed Facility 
  Operating License No. DPR-80 
  and the Technical Specifications 
 
Date of Issuance: May 19, 2026 
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PACIFIC GAS AND ELECTRIC COMPANY 

DOCKET NO. 50-323 

DIABLO CANYON NUCLEAR POWER PLANT, UNIT 2 

AMENDMENT TO RENEWED FACILITY OPERATING LICENSE 

 
 

Amendment No. 260 
Renewed License No. DPR-82 

 
1. The Nuclear Regulatory Commission (the Commission) has found that: 
 

A. The application for amendment by Pacific Gas and Electric Company (the 
licensee), dated January 22, 2026, complies with the standards and 
requirements of the Atomic Energy Act of 1954, as amended (the Act), and the 
Commission’s rules and regulations set forth in 10 CFR Chapter I; 

 
B. The facility will operate in conformity with the application, the provisions of the 

Act, and the rules and regulations of the Commission; 
 

C. There is reasonable assurance (i) that the activities authorized by this 
amendment can be conducted without endangering the health and safety of the 
public, and (ii) that such activities will be conducted in compliance with the 
Commission’s regulations; 

 
D. The issuance of this amendment will not be inimical to the common defense and 

security or to the health and safety of the public; and  
 

E. The issuance of this amendment is in accordance with 10 CFR Part 51 of the 
Commission’s regulations and all applicable requirements have been satisfied. 

 



 - 2 - 

2. Accordingly, the license is amended by changes to the Technical Specifications as 
indicated in the attachment to this license amendment, and paragraph 2.C.(2) of 
Renewed Facility Operating License No. DPR-82 is hereby amended to read as follows: 

 
(2) Technical Specifications (SSER 32, Section 8)* and Environmental 

Protection Plan 
 

The Technical Specifications contained in Appendix A and the 
Environmental Protection Plan contained in Appendix B, as 
revised through Amendment No. 260, are hereby incorporated in 
the renewed license. The Pacific Gas and Electric Company shall 
operate the facility in accordance with the Technical Specifications 
and the Environmental Protection Plan, except where otherwise 
stated in specific license conditions. 

 
3. This license amendment is effective as of its date of issuance and shall be implemented 

within 180 days of the date of issuance. 
 

FOR THE NUCLEAR REGULATORY COMMISSION 
 
 
 
 
Ilka Berrios, Chief 
Plant Licensing Branch III 
Division of Operating Reactor Licensing 
Office of Nuclear Reactor Regulation 

 
Attachment: 
Changes to Renewed Facility 
  Operating License No. DPR-82 
  and the Technical Specifications 
 
Date of Issuance: May 19, 2026 
 



 

 

ATTACHMENT TO LICENSE AMENDMENT NO. 258  

TO RENEWED FACILITY OPERATING LICENSE NO. DPR-80 

AND LICENSE AMENDMENT NO. 260  

TO RENEWED FACILITY OPERATING LICENSE NO. DPR-82 

DIABLO CANYON NUCLEAR POWER PLANT, UNITS 1 AND 2 

DOCKET NOS. 50-275 AND 50-323 
 
 
Replace the following pages of the Renewed Facility Operating License Nos. DPR-80 and 
DPR-82, and Appendix A, Technical Specifications, with the attached revised pages. The 
revised pages are identified by amendment number and contain marginal lines indicating the 
areas of change. 
 
 

Renewed Facility Operating License No. DPR-80  
 

REMOVE    INSERT 
-3-     -3- 

 
 

Renewed Facility Operating License No. DPR-82 
 

REMOVE    INSERT 
-3-     -3- 

 
 

Technical Specifications 
 

REMOVE    INSERT 
3.0-1    3.0-1 
------    3.0-1a 
3.7-4    3.7-4 
3.8-19    3.8-19 
-------    3.8-19a 
3.8-29    3.8-29 
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Amendment No. 258 

(4)  Pursuant to the Act and to 10 CFR Parts 30, 40, and 70, to receive, 
possess, and use at any time any byproduct, source, or special nuclear 
material without restriction to chemical or physical form, for sample 
analysis or instrument calibration or associated with radioactive 
apparatus or components; and 

 
(5)  Pursuant to the Act and 10 CFR Parts 30, 40, and 70, to possess, but not 

separate, such byproduct and special nuclear materials as may be 
produced by the operation of the facility. 

 
C.  This renewed facility operating license shall be deemed to contain and is subject 

to the conditions specified in the Commission’s regulations set forth in 10 CFR 
Chapter I and is subject to all applicable provisions of the Act and to the rules, 
regulations, and orders of the Commission now or hereafter in effect; and is 
subject to the additional conditions specified or incorporated below: 

 
(1)  Maximum Power Level 

 
The Pacific Gas and Electric Company is authorized to operate the 
facility at reactor core power levels not in excess of 3411 megawatts 
thermal (100 percent rated power) in accordance with the conditions 
specified herein. 

 
(2)  Technical Specifications 

 
The Technical Specifications contained in Appendix A and the 
Environmental Protection Plan contained in Appendix B, as revised 
through Amendment No. 258, are hereby incorporated in the renewed 
license. The Pacific Gas and Electric Company shall operate the facility 
in accordance with the Technical Specifications and the Environmental 
Protection Plan, except where otherwise stated in specific license 
conditions. 

 
(3)  Initial Test Program 

 
The Pacific Gas and Electric Company shall conduct the post-fuel-
loading initial test program (set forth in Section 14 of Pacific Gas and 
Electric Company’s Final Safety Analysis Report, as amended), without 
making any major modifications of this program unless modifications 
have been identified and have received prior NRC approval. Major 
modifications are defined as: 
 
a. Elimination of any test identified in Section 14 of PG&E’s Final 

Safety Analysis Report as amended as being essential; 
 
b. Modification of test objectives, methods, or acceptance criteria for 

any test identified in Section 14 of PG&E’s Final Safety Analysis 
Report, as amended, as being essential; 

 
c. Performance of any test at a power level different from that 

described in the program; and 
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Amendment No. 260 

(4)  Pursuant to the Act and to 10 CFR Parts 30, 40, and 70, to receive, 
possess, and use at any time any byproduct, source, or special nuclear 
material without restriction to chemical or physical form, for sample 
analysis or instrument calibration or associated with radioactive 
apparatus or components; and 

 
(5)  Pursuant to the Act and 10 CFR Parts 30, 40, and 70, to possess, but not 

separate, such byproduct and special nuclear materials as may be 
produced by the operation of the facility. 

 
C.  This renewed facility operating license shall be deemed to contain and is subject 

to the conditions specified in the Commission’s regulations set forth in 10 CFR 
Chapter I and is subject to all applicable provisions of the Act and to the rules, 
regulations, and orders of the Commission now or hereafter in effect; and is 
subject to the additional conditions specified or incorporated below: 

 
(1)  Maximum Power Level 

 
The Pacific Gas and Electric Company is authorized to operate the 
facility at reactor core power levels not in excess of 3411 megawatts 
thermal (100 percent rated power) in accordance with the conditions 
specified herein. 

 
(2)  Technical Specifications (SSER 32, Section 8)1 and Environmental 

Protection Plan 
 

The Technical Specifications contained in Appendix A and the 
Environmental Protection Plan contained in Appendix B, as revised 
through Amendment No. 260, are hereby incorporated in the renewed 
license. The Pacific Gas and Electric Company shall operate the facility 
in accordance with the Technical Specifications and the Environmental 
Protection Plan, except where otherwise stated in specific license 
conditions. 

 
(3)  Initial Test Program (SSER 31, Section 4.4.1) 

 
Any changes to the Initial Test Program described in Section 14 of the 
FSAR made in accordance with the provisions of 10 CFR 50.59 shall be 
reported in accordance with 50.59(b) within one month of such change. 

 
(4) Fire Protection 

 
a. PG&E shall implement and maintain all provisions of the 

approved Fire  Protection Program that comply with 10 CFR 
50.48(a) and 10 CFR 50.48(c), as specified in the PG&E 
amendment request dated June 26, 2013, as supplemented by 
letters dated October 3, 2013; September 29, 2014, October 27, 

 
 

1 The parenthetical notation following the title of many license conditions  denotes the section of the 
Safety Evaluation Report and/or its supplements  wherein the license condition is discussed. 



LCO Applicability 
3.0 

DIABLO CANYON - UNITS 1 & 2 

Rev 3 Page 1 of 7 
TS Tab 3.0 Retype.DOC 0114.1309 

3.0  LIMITING CONDITION FOR OPERATION (LCO) APPLICABILITY 

LCO  3.0.1 LCOs shall be met during the MODES or other specified conditions in 
the Applicability, except as provided in LCO 3.0.2, LCO 3.0.7, and 
LCO 3.0.8. 

LCO  3.0.2 Upon discovery of a failure to meet an LCO, the Required Actions of 
the associated Conditions shall be met, except as provided in LCO 
3.0.5 and LCO 3.0.6. 
If the LCO is met or is no longer applicable prior to expiration of the 
specified Completion Time(s), completion of the Required Action(s) is 
not required unless otherwise stated. 

LCO  3.0.3 When an LCO is not met and the associated ACTIONS are not met, an 
associated ACTION is not provided, or if directed by the associated 
ACTIONS, the unit shall be placed in a MODE or other specified 
condition in which the LCO is not applicable.  
Within 6 hours perform a risk assessment addressing inoperable 
systems and components and implement appropriate risk management 
actions. If the risk assessment determines that continuing operation is 
acceptable, the appropriate risk management actions are implemented, 
and entry into LCO 3.0.3 was unplanned, then action shall be initiated 
within 24 hours to place the unit, as applicable, in: 
a. MODE 3 within 30 hours,
b. MODE 4 within 36 hours, and
c. MODE 5 within 60 hours.
If the risk assessment determines that continuing operation is not 
acceptable, the risk assessment was not completed, the appropriate 
risk management actions were not implemented, or entry into LCO 
3.0.3 was planned, then action shall be initiated to place the unit, as 
applicable, in: 
a. MODE 3 within 12 hours,
b. MODE 4 within 18 hours, and
c. MODE 5 within 42 hours.
All times are determined from entry into LCO 3.0.3.
Exceptions to this Specification are stated in the individual 
Specifications. 
If corrective measures are completed that permit operation in 
accordance with the LCO or ACTIONS, then completion of the actions 
required by LCO 3.0.3 is not required.  
LCO 3.0.3 is only applicable in MODES 1, 2, 3, and 4. 

(continued) 

3.0-1 Unit 1 - Amendment No. 135,169,185, 
Unit 2 - Amendment No. 135,170,187, 

 

258
260



LCO Applicability 
3.0 

DIABLO CANYON - UNITS 1 & 2 

Rev 3 Page 2 of 7 
TS Tab 3.0 Retype.DOC 0114.1309 

3.0  LCO APPLICABILITY  (continued) 

LCO 3.0.4 When an LCO is not met, entry into a MODE or other specified 
condition in the Applicability shall only be made: 
a. When the associated ACTIONS to be entered permit continued

operation in the MODE or other specified condition in the
Applicability for an unlimited period of time;

b. After performance of a risk assessment addressing inoperable
systems and components, consideration of the results,
determination of the acceptability of entering the MODE or other
specified condition in the Applicability, and establishment of risk
management actions, if appropriate; exceptions to this
Specification are stated in the individual Specifications, or

c. When an allowance is stated in the individual value, parameter, or
other Specification.

This Specification shall not prevent changes in MODES or other 
specified conditions in the Applicability that are required to comply with 
ACTIONS or that are part of a shutdown of the unit. 

(continued) 

3.0-1a Unit 1 - Amendment No. 258 
Unit 2 - Amendment No. 260



MSIVs 
3.7.2 

DIABLO CANYON - UNITS 1 & 2 
Rev 22 Page 4 of 37 
TS Tab 3.7 Retype.doc 0108.1401 

3.7  PLANT SYSTEMS 

3.7.2  Main Steam Isolation Valves (MSIVs) 

LCO 3.7.2 Four MSIVs shall be OPERABLE. 

APPLICABILITY: MODE 1, 
MODES 2 and 3 except when all MSIVs are closed and de-activated. 

ACTIONS 

CONDITION REQUIRED ACTION COMPLETION TIME 

A. One MSIV inoperable in
MODE 1.

A.1 Restore MSIV to 
OPERABLE status. 

8 hours 
OR 

In accordance with the 
RICT Program 

B. More than one MSIV
inoperable in
MODE 1.
OR
Required Action and
associated Completion
Time of Condition A not
met.

B.1 Be in MODE 2. 6 hours 

C. ------------NOTE----------------
Separate Condition entry is
allowed for each MSIV.
-------------------------------------

C.1 Close MSIV. 

AND

8 hours 

One or more MSIVs
inoperable in MODE 2 or 3.

C.2 Verify MSIV is closed. Once per 7 days 

D. Required Action and
associated Completion Time
of Condition C not met.

D.1 Be in MODE 3.

AND

6 hours 

D.2 Be in MODE 4. 12 hours 

3.7-4 Unit 1 - Amendment No. 135, 245, 
Unit 2 - Amendment No. 135, 247, 

258
260



DC Sources - Operating 
3.8.4 

DIABLO CANYON - UNITS 1 & 2 
Rev 16 Page 24 of 40 
TS Tab 3.8 Retype.doc 0114.1423 

ACTIONS  (continued) 
E. Required Action and

Associated Completion
Time of Condition A, B, or
C not met.

E.1 Be in MODE 3. 

AND

6 hours 

E.2 -----------NOTE----------- 
LCO 3.0.4.a is not 
applicable when entering 
MODE 4. 
------------------------------- 
Be in MODE 4. 12 hours 

F. Two or more DC electrical
power subsystems
inoperable.

F.1 Be in MODE 3. 

AND 

6 hours 

F.2 Be in MODE 5. 36 hours 

SURVEILLANCE REQUIREMENTS 

SURVEILLANCE FREQUENCY 

SR  3.8.4.1 Verify battery terminal voltage is greater than or equal 
to the minimum established float voltage. 

In accordance with 
the Surveillance 
Frequency Control 
Program 

SR  3.8.4.2 Verify each battery charger supplies ≥ 400 amps at 
greater than or equal to the minimum established float 
voltage for ≥ 4 hours. 

OR 

In accordance with 
the Surveillance 
Frequency Control 
Program 

Verify each battery charger can recharge the battery 
to the fully charged state within 12 hours while 
supplying the largest combined demands of the 
various continuous steady state loads, after a battery 
discharge to the bounding design basis event 
discharge state. 

(continued) 

3.8-19 Unit 1 - Amendment No. 135,172,200,219, 
Unit 2 - Amendment No. 135,174,201,221, 

258
260



DC Sources - Operating 
3.8.4 

DIABLO CANYON - UNITS 1 & 2 
Rev 16 Page 25 of 40 
TS Tab 3.8 Retype.doc 0114.1423 

SURVEILLANCE REQUIREMENTS  (continued) 

SURVEILLANCE FREQUENCY 

SR  3.8.4.3 -------------------------------NOTES----------------------------- 
1. The modified performance discharge test in

SR 3.8.6.6 may be performed in lieu of
SR 3.8.4.3.

2. This Surveillance shall not be performed in
MODE 1, 2, 3, or 4.

---------------------------------------------------------------------- 
Verify battery capacity is adequate to supply, and 
maintain in OPERABLE status, the required 
emergency loads for the design duty cycle when 
subjected to a battery service test. 

In accordance with 
the Surveillance 
Frequency Control 
Program 

3.8-19a Unit 1 - Amendment No. 
Unit 2 - Amendment No. 

258
260



Distribution Systems - Operating 
3.8.9 

DIABLO CANYON - UNITS 1 & 2 
Rev 16 Page 37 of 40 
TS Tab 3.8 Retype.doc 0115.0839 

3.8  ELECTRICAL POWER SYSTEMS 

3.8.9  Distribution Systems-Operating 

LCO 3.8.9 The required Class 1E  AC, DC, and 120 VAC vital bus electrical power 
distribution subsystems shall be OPERABLE. 

APPLICABILITY: MODES 1, 2, 3, and 4. 

ACTIONS 

CONDITION REQUIRED ACTION COMPLETION TIME 

A. One AC electrical power
distribution subsystem
inoperable.

A.1 Restore AC electrical 
power distribution 
subsystem to 
OPERABLE status. 

8 hours 
OR 

In accordance with the 
RICT Program 

B. One 120 VAC vital bus
subsystem inoperable.

B.1 Restore 120 VAC vital 
bus subsystem to 
OPERABLE status. 

2 hours 
OR 

In accordance with the 
RICT Program 

C. One DC electrical power
distribution subsystem
inoperable.

C.1 Restore DC electrical 
power distribution 
subsystem to 
OPERABLE status. 

2 hours 
OR 

In accordance with the 
RICT Program 

D. Required Action and
associated Completion
Time of Condition A, B, or
C not met.

D.1 Be in MODE 3. 

AND

6 hours 

D.2 -----------NOTE----------- 
LCO 3.0.4.a is not 
applicable when entering 
MODE 4. 
------------------------------- 
Be in MODE 4. 12 hours 

E. Two or more required Class
1E AC, DC, or 120 VAC
vital buses with inoperable
distribution subsystems that
result in a loss of safety
function.

E.1 Be in MODE 3. 

AND

E.2 Be in MODE 5. 

6 hours 

36 hours 

3.8-29 Unit 1 - Amendment No. 135, 215, 219, 245, 
Unit 2 - Amendment No. 135, 217, 221, 247, 

258
260
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SAFETY EVALUATION BY THE OFFICE OF NUCLEAR REACTOR REGULATION 

RELATED TO  

AMENDMENT NO. 258 TO RENEWED FACILITY OPERATING LICENSE NO. DPR-80 

AND AMENDMENT NO. 260 TO RENEWED FACILITY OPERATING LICENSE NO. DPR-82 

PACIFIC GAS AND ELECTRIC COMPANY 

DIABLO CANYON NUCLEAR POWER PLANT, UNITS 1 AND 2 

DOCKET NOS. 50-275 AND 50-323 
 
 
1.0 INTRODUCTION 
 
Pacific Gas and Electric Company (PG&E, the licensee) requested changes to the technical 
specifications (TSs) for Diablo Canyon Nuclear Power Plant, Units 1 and 2 (Diablo Canyon) by 
license amendment request (LAR, application) dated January 22, 2026 (Agencywide 
Documents Access and Management System (ADAMS) Accession No. ML26026A302). In its 
application, the licensee requested that the U.S. Nuclear Regulatory Commission (NRC, the 
Commission) process the proposed amendments under the Consolidated Line Item 
Improvement Process (CLIIP). The proposed changes would revise the TSs based on Technical 
Specifications Task Force (TSTF) Traveler TSTF-585, Revision 5, “Revise LCO [Limiting 
Condition for Operation] 3.0.3 to Require Managing Risk” (TSTF-585, ML25260A487), and the 
associated NRC staff safety evaluation (SE) of Traveler TSTF-585 (ML26005A205). 
 
The proposed changes would revise the shutdown requirements in LCO 3.0.3 by requiring the 
assessment and management of plant risk whenever LCO 3.0.3 is entered. The licensee 
proposed that the risk assessment and implementation of any appropriate risk management 
actions (RMAs) must be completed within 6 hours. For three of the existing TS Required 
Actions, the proposed changes also revise or add TS Required Actions to require a plant 
shutdown instead of entry into LCO 3.0.3. 
 
A notice of consideration of proposed issuance of amendments with proposed no significant 
hazards consideration determination was published in the Federal Register on March 17, 2026 
(91 FR 12831) and there has been no public comment on such finding. 
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Description of the Current LCO 3.0.3 
 
The current TS LCO 3.0.3 requires action to be initiated within 1 hour to place the unit, as 
applicable, in Mode 3 within 7 hours, Mode 4 within 13 hours, and Mode 5 within 37 hours 
when:  
 

1) an LCO is not met and the associated actions are not met,  
2) an associated action is not provided, or  
3) if directed to enter LCO 3.0.3 by the associated actions.  

 
LCO 3.0.3 is applicable in Modes 1, 2, 3, and 4. 
 
1.1 Proposed TS Changes to Adopt TSTF-585, Revision 5 
 
In accordance with the NRC staff-approved TSTF-585, Revision 5, the licensee proposed 
changes that restructure LCO 3.0.3. The 1-hour shutdown preparation time is proposed to be 
replaced with a requirement to assess the risk and implement appropriate RMAs within 6 hours. 
In addition, if risk is assessed and managed, and is subsequently determined to be acceptable, 
operation may continue for a total of 24 hours after unplanned entry into LCO 3.0.3 (i.e., an 
additional 18 hours beyond the initial 6 hours for the risk assessment and implementation of 
RMAs). If the plant is still in LCO 3.0.3 at the end of the 24-hour period, the initiation of a 
shutdown is required. In addition, a shutdown is required to be initiated at the end of the 6-hour 
period “[i]f the risk assessment determines that continuing operation is not acceptable, the risk 
assessment was not completed, the appropriate risk management actions were not 
implemented, or entry into LCO 3.0.3 was planned.” 
 
The licensee also proposes to change the following sentence in LCO 3.0.3: 

 
Where corrective measures are completed that permit operation in accordance 
with the LCO or ACTIONS, completion of the actions required by LCO 3.0.3 is 
not required.  

 
to read:  

 
If corrective measures are completed that permit operation in accordance with 
the LCO or ACTIONS, then completion of the actions required by LCO 3.0.3 is 
not required. 

 
Each of the specified Mode change Completion Times (CTs) in the current LCO 3.0.3 (a, b, 
and c) are adjusted in the proposed LCO 3.0.3 to reflect the replacement of the existing 1-hour 
shutdown preparation time with the proposed increased time for initiating a shutdown of either 
6 or 24 hours, as appropriate. The changes in CTs do not change the amount of time allowed 
for the process of shutting down the plant. It reflects a change when the shutdown is required to 
begin based on the time of entry into LCO 3.0.3.  
 
Table 1 below, shows the current LCO 3.0.3 compared to the proposed changes to LCO 3.0.3. 
Text deletions are shown in strikeout font, and additions are shown in bold italicized font. 
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Table 1 
Comparison of Existing LCO 3.0.3 to the Proposed LCO 3.0.3 

 
Current LCO 3.0.3 Proposed LCO 3.0.3 

When an LCO is not met and the 
associated ACTIONS are not met, 
an associated ACTION is not 
provided, or if directed by the 
associated ACTIONS, the unit shall 
be placed in a MODE or other 
specified condition in which the LCO 
is not applicable. Action shall be 
initiated within 1 hour to place the 
unit, as applicable, in: 

a. MODE 3 within 7 hours; 

b. MODE 4 within 13 hours; 
and  

c. MODE 5 within 37 hours. 

Exceptions to this Specification are 
stated in the individual 
Specifications. 

Where corrective measures are 
completed that permit operation in 
accordance with the LCO or 
ACTIONS, completion of the actions 
required by LCO 3.0.3 is not 
required. …  

When an LCO is not met and the associated 
ACTIONS are not met, an associated ACTION is not 
provided, or if directed by the associated ACTIONS, 
the unit shall be placed in a MODE or other specified 
condition in which the LCO is not applicable. 

Within 6 hours perform a risk assessment 
addressing inoperable systems and components 
and implement appropriate risk management 
actions. If the risk assessment determines that 
continuing operation is acceptable, the 
appropriate risk management actions are 
implemented, and entry into LCO 3.0.3 was 
unplanned, then action Action shall be initiated 
within 24 hours 1 hour to place the unit, as applicable, 
in: 

a. MODE 3 within 30 hours;, 

b. MODE 4 within 36 hours;, and  

c. MODE 5 within 60 hours. 

If the risk assessment determines that continuing 
operation is not acceptable, the risk assessment 
was not completed, the appropriate risk 
management actions were not implemented, or 
entry into LCO 3.0.3 was planned, then action shall 
be initiated to place the unit, as applicable, in: 

a. MODE 3 within 12 hours, 

b. MODE 4 within 18 hours, and  

c. MODE 5 within 42 hours. 

All times are determined from entry into LCO 3.0.3.  

Exceptions to this Specification are stated in the 
individual Specifications. 

If Where corrective measures are completed that 
permit operation in accordance with the LCO or 
ACTIONS, then completion of the actions required by 
LCO 3.0.3 is not required. … 
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Implicit entries into LCO 3.0.3 can occur when an LCO is not met, and there is no associated 
Action provided for that condition. There are also several places in the TSs where entries into 
LCO 3.0.3 are explicitly required by the TS Actions. In some cases, the application of the 
revised LCO 3.0.3 would not be appropriate. Accordingly, the licensee proposes the following 
changes to replace these entries into LCO 3.0.3 with explicit requirements to immediately shut 
down: 
 

• TS 3.7.2, “Main Steam Isolation Valves (MSIVs),” would be modified to require placing 
the unit in Mode 2 when more than one MSIV is inoperable while in Mode 1.  

 
• TS 3.8.4, “DC [Direct Current] Sources – Operating,” would be modified to require 

shutdown if two or more DC electrical power subsystem were inoperable.  
 
• TS 3.8.9, “Distribution Systems – Operating,” would be modified to require a shutdown 

when two or more required Class 1E AC (alternating current), DC, or 120 VAC (volts AC) 
vital buses with inoperable distribution subsystems that result in a loss of safety function.  
 

1.2 Additional Proposed TS Changes that were not in TSTF-585, Revision 5 
 
In addition to the changes proposed consistent with the traveler discussed in section 1.1, the 
licensee proposed the variations below. 
 
1.2.1 Other Variations 
 
The licensee stated that the Diablo Canyon TS 3.8.4 contains requirements that differ from the 
STS, on which TSTF-585, Revision 5 was based, but the Diablo Canyon plant-specific 
requirements are encompassed in the TSTF-585 justification. Diablo Canyon TS LCO 3.8.4 is 
for three Class 1E DC electrical power subsystems and contains Condition D, which states, 
“More than one full capacity charger receiving power simultaneously from a single 480 V [volt] 
vital bus,” which is not contained in the STS. 
 
TS 3.8.4, Condition D, in TSTF-585, Revision 5 corresponds to Diablo Canyon TS 3.8.4, 
Condition E. Therefore, the proposed Condition D change is incorporated in Diablo Canyon 
Condition E. PG&E did not include Diablo Canyon TS 3.8.4, Condition D in new Condition E, 
since not meeting Condition D does not result in a loss of safety function, and therefore, the use 
of TS 3.0.3 when Condition D is not met, is acceptable and is encompassed by the TSTF-585, 
Revision 5 justification. 
 
The licensee added new Condition E from TSTF-585, Revision 5 to Diablo Canyon TS 
LCO 3.8.4 as new Condition F. Instead of the TSTF-585, Revision 5 Condition D words “Two 
DC electrical power subsystems inoperable,” the words “Two or more DC electrical power 
subsystems inoperable,” are proposed for the new Condition F to conform with the Diablo 
Canyon LCO 3.8.4 requirement to have three Class 1E DC electrical power subsystems 
OPERABLE. The licensee stated that this change ensures there is a plant shutdown to MODE 3 
entry in 6 hours and MODE 5 entry in 36 hours with two or three DC electrical power 
subsystems inoperable instead of a TS 3.0.3 entry for which TSTF-585, Revision 5 allows a 
longer period to reach MODE 3 and MODE 5 conditions.  
 
Current Diablo Canyon Distribution Systems – Operating TS 3.8.9 Condition E states that “Two 
required Class 1E AC, DC, or 120 VAC vital buses with inoperable distribution subsystems that 
result in a loss of safety function.” TSTF-585, Revision 5, TS 3.8.9, Condition E, states that 
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“Two or more electrical power distribution subsystems inoperable that result in a loss of safety 
function,” and includes the Condition of two or more electrical power distribution subsystems 
inoperable. Therefore, to conform with TSTF-585, Revision 5, TS 3.8.9 Condition E, the Diablo 
Canyon TS 3.8.9 Condition E is revised to apply for two or more electrical power distribution 
subsystems inoperable. 
 
2.0 REGULATORY EVALUATION 
 
2.1 Applicable Regulatory Requirements and Guidance 
 
The regulation under Title 10 of the Code of Federal Regulations (10 CFR) 50.36(b) requires, in 
part, that: 
 

Each license authorizing operation of a … utilization facility … will include 
technical specifications. The technical specifications will be derived from the 
analyses and evaluation included in the safety analysis report, and amendments 
thereto, submitted pursuant to [10 CFR] 50.34 [“Contents of applications; 
technical information”]. The Commission may include such additional technical 
specifications as the Commission finds appropriate. 

 
The categories of items required to be in the TSs are listed in 10 CFR 50.36(c). The regulation 
at 10 CFR 50.36(c)(2) requires that TSs include LCOs. Per 10 CFR 50.36(c)(2)(i), LCOs “are 
the lowest functional capability or performance levels of equipment required for safe operation 
of the facility.” The regulation also requires that “[w]hen a limiting condition for operation of a 
nuclear reactor is not met, the licensee shall shut down the reactor or follow any remedial action 
permitted by the TS until the condition can be met.”  
 
LCO 3.0.3 implements 10 CFR 50.36(c)(2)(i) in that it requires a plant to shut down when an 
LCO is not met and: (1) there are no remedial actions provided in the TS, or (2) the remedial 
actions provided in the TS are not completed in the time allowed by the TS. 
 
Paragraph (a)(4) of 10 CFR 50.65, “Requirements for monitoring the effectiveness of 
maintenance at nuclear power plants” (the Maintenance Rule), requires, in part, that: 
 

Before performing maintenance activities (including but not limited to 
surveillance, post-maintenance testing, and corrective and preventive 
maintenance), the licensee shall assess and manage the increase in risk that 
may result from the proposed maintenance activities. The scope of the 
assessment may be limited to structures, systems, and components that a risk-
informed evaluation process has shown to be significant to public health and 
safety.  

 
NUMARC 93-01, “Industry Guideline for Monitoring the Effectiveness of Maintenance at Nuclear 
Power Plants” (ML18120A069) section 11.0, “Assessment of Risk Resulting from Maintenance 
Activities,” provides a methodology that is an acceptable approach to manage and assess risk 
associated with maintenance activities. This methodology has been endorsed by the NRC in 
Regulatory Guide (RG) 1.160, Revision 4, “Monitoring the Effectiveness of Maintenance at 
Nuclear Power Plants,” August 2018 (ML18220B281). TSTF-585 revised STS LCO 3.0.3 to 
require the assessment and management of risk using this NRC-endorsed methodology.  
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The NRC staff’s guidance for the review of TSs is in NUREG-0800, “Standard Review Plan for 
the Review of Safety Analysis Reports for Nuclear Power Plants: LWR [Light -Water Reactor] 
Edition” (SRP), chapter 16, section 16.0, “Technical Specifications,” March 2010 
(ML100351425). The NRC staff’s review includes consideration of whether the proposed 
changes are consistent with NUREG-1431, “Standard Technical Specifications, Westinghouse 
Plants,” Volume 1, “Specifications,” and Volume 2, “Bases,” Revision 5, September 2021 
(ML21259A155 and ML21259A159, respectively). 
 
3.0 TECHNICAL EVALUATION 
 
3.1 Proposed TS Changes to Adopt TSTF-585 
 
The requirements and guidance that the NRC staff used to determine the acceptability of the 
licensee’s proposed changes are listed in section 2.1 of this SE. The NRC staff compared the 
licensee’s proposed TS changes, summarized in section 1.1 of this SE, against the changes 
approved in TSTF-585, Revision 5. In accordance with SRP section 16.0, the NRC staff 
determined that the STS changes approved in TSTF-585 are applicable to the Diablo Canyon 
TSs because Diablo Canyon is a Westinghouse design and the NRC staff approved the TSTF-
585 changes for that plant design. The NRC staff confirmed that there are no plant-specific 
design features that would affect the applicability of the proposed TSTF-585 changes to Diablo 
Canyon.  
 
TSTF-585, Revision 5, proposed a restructured LCO 3.0.3 by replacing the 1-hour shutdown 
preparation time with a requirement to assess the risk and implement appropriate RMAs within 
6 hours. Additionally, TSTF-585 revised or added some TS Required Actions to require a plant 
shutdown instead of entry into LCO 3.0.3, based on whether the TS directs entry into LCO 3.0.3 
or could result from an implicit entry into LCO 3.0.3. These changes were made in cases where 
immediate shutdown was more appropriate than the delayed shutdown allowed by the revised 
LCO 3.0.3. The NRC staff finds that the licensee’s proposed changes to Diablo Canyon TSs in 
section 1.1 of this SE are consistent with those found acceptable in TSTF-585. 
 
The licensee also confirmed that it will use NUMARC 93-01, section 11.0, as its methodology to 
assess and manage risk when entering LCO 3.0.3. This methodology was endorsed by the 
NRC in RG 1.160, Revision 4, and was found acceptable by the NRC staff in the SE of 
TSTF-585, Revision 5, for assessing and managing risk when entering LCO 3.0.3.  
 
In the NRC SE of TSTF-585, Revision 5, the NRC staff concluded that the proposed changes 
were acceptable because the proposed LCO 3.0.3 provides appropriate remedial actions in lieu 
of requiring an immediate shutdown. The proposed LCO 3.0.3 ensures that appropriate 
remedial actions are provided for the requested CT, of up to 24 hours, and the appropriate time 
for remedial actions are provided based on the risk assessment result. If the required systems 
are not restored to operable status within the specified CT, a shutdown is required. Therefore, 
the staff found that the proposed changes to LCO 3.0.3 were acceptable because they 
continued to meet the requirements of 10 CFR 50.36(c)(2)(i) as discussed in section 3.0 of the 
NRC staff’s SE of TSTF-585.  
 
For these same reasons, the NRC staff concludes that the corresponding proposed changes to 
the Diablo Canyon TSs in section 1.1 of this SE continue to meet the requirements of 10 CFR 
50.36(c)(2)(i). 
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3.2 Additional Proposed Changes 
 
In addition to the changes proposed consistent with TSTF-585, Revision 5, discussed in 
section 1.1, the licensee proposed the variations below. 
 
3.2.1 Other Variations  
 
The NRC staff reviewed the variations proposed to TS 3.8.4. The NRC staff finds that the Diablo 
Canyon plant-specific requirements in TS 3.8.4 are consistent with the TSTF-585, Revision 5 
justification. Specifically, the NRC staff finds that the change to TS 3.8.4 Condition E, which 
corresponds to STS 3.8.4 Condition D, in TSTF-585 is acceptable since it aligns with the 
change to STS 3.8.4 Condition D. The NRC staff also finds that not incorporating the TSTF-585 
change to TS 3.8.4 Condition D, is acceptable since it does not result in a loss of safety 
function. Further, the NRC staff finds that the new Condition F, which corresponds to 
Condition E from TSTF-585, conforms with the Diablo Canyon LCO 3.8.4 requirement to have 
three Class 1E DC electrical power subsystems OPERABLE and ensures there is a plant 
shutdown to MODE 3 entry in 6 hours and MODE 5 entry in 36 hours with two or three DC 
electrical power subsystems inoperable.  
 
The NRC staff reviewed the variations proposed to TS 3.8.9, which revised TS 3.8.9 
Condition E, to apply to two or more electrical power distribution subsystems inoperable. The 
NRC staff finds that the changes are consistent with TSTF-585, Revision 5, and are acceptable 
because the revised condition now results in a loss of safety function.  
 
3.3 TS Change Consistency 
 
The NRC staff reviewed the proposed TS changes for technical clarity and consistency with the 
existing requirements for customary terminology and formatting. The NRC staff finds that the 
proposed changes are consistent with section 16.0 of the SRP and are therefore acceptable. 
 
4.0  STATE CONSULTATION 
 
In accordance with the Commission’s regulations, the California State official was notified of the 
proposed issuance of the amendments on April 13, 2026. The State official had no comments. 
 
5.0 ENVIRONMENTAL CONSIDERATION 
 
These amendments relate to authorizations under, or changes to requirements in 
10 CFR Part 50 with respect to installation or use of a facility component. The NRC staff has 
determined that any ground disturbance is limited to previously disturbed areas. Additionally, the 
NRC staff has determined that the action involves no significant change in the types or 
significant increase in the amounts of any effluents that may be released offsite, no significant 
increase in individual or cumulative public or occupational radiation exposure, and no significant 
increase in the potential for or consequences from radiological accidents. Finally, the NRC staff 
has determined that a categorical exclusion applies and that special circumstances under 
10 CFR 51.22, “Categorical exclusions,” are not present that would preclude reliance on the 
categorical exclusion. Accordingly, this action meets the eligibility criteria for categorical 
exclusion set forth in 10 CFR 51.22(d)(8). Pursuant to 10 CFR 51.22, no environmental impact 
statement or environmental assessment need be prepared in connection with the action.  
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6.0 CONCLUSION 
 
The Commission has concluded, based on the considerations discussed above, that: (1) there 
is reasonable assurance that the health and safety of the public will not be endangered by 
operation in the proposed manner, (2) there is reasonable assurance that such activities will be 
conducted in compliance with the Commission’s regulations, and (3) the issuance of the 
amendments will not be inimical to the common defense and security or to the health and safety 
of the public. 
 
Date: May 19, 2026 
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