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1.0 CORE OPERA TING LIMITS REPORT 

COLR 
Cycle 46 

This Core Operating Limits Report (COLR) for the R. E. Ginna Nuclear Power Plant has been 
prepared in accordance with the requirements of Technical Specification 5.6.5. 

The Technical Specifications affected by this report are listed below: 

2.1 Safety Limits (SLs) 

3.1.1 SHUTDOWN MARGIN (SOM) 

3.1.3 Moderator Temperature Coefficient (MTG) 

3.1.4 Rod Group Alignment Limits 

3.1.5 Shutdown Bank Insertion Limit 

3.1.6 Control Bank Insertion Limits 

3.1.8 PHYSICS TESTS Exceptions - MODE 2 

3.2.1 Heat Flux Hot Channel Factor (Fo(Z)) 

3.2.2 Nuclear Enthalpy Rise Hot Channel Factor (FN11H) 

3.2.3 AXIAL FLUX DIFFERENCE (AFD) 

3.3.1 Reactor Trip System (RTS) Instrumentation 

3.4.1 RCS Pressure, Temperature, and Flow Departure from Nucleate Boiling (DNB) 
Limits 

3.4.5 RCS Loops- MODES 1 :s; 8.5% RTP, 2, and 3 

3.9.1 Boron Concentration 
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2.0 Operating Limits 

COLR 
Cycle 46 

The cycle-specific parameter limits for the specifications listed in Section 1.0 are presented in the 
following subsections. These limits have been developed using the NRG-approved 
methodologies specified in Technical Specification 5.6.5. All items that appear in capitalized type 
are defined in Technical Specification 1.1, Definitions. 

2.1 SAFETY LIMITS (Sls)1 

(2.1) 

2.1.1 In MODES 1 and 2, the combination of THERMAL POWER, Reactor Coolant 
System (RCS) average temperature, and pressurizer pressure shall not exceed 
the Sls specified in Figure COLR-1. 

2.2 SHUTDOWN MARGIN (SDM)1 

(LCO 3.1.1, LCO 3.1.4, LCO 3.1.5, LCO 3.1.6, LCO 3.1.8, and LCO 3.4.5) 

2.2.1 The SHUTDOWN MARGIN in MODE 2 with Kett< 1.0 and MODES 3 and 4 shall 
be greater than or equal to the limits specified in Figure COLR-2 for the number of 
reactor coolant pumps in operation. 

2.2.2 The SHUTDOWN MARGIN in MODE 4 when both reactor coolant pumps are not 
in operation and in MODE 5 shall be greater than or equal to the one loop operation 
curve of Figure COLR-2. 

2.2.3 The SHUTDOWN MARGIN required in LCO 3.1.4, LCO 3.1.5, LCO 3.1.6, LCO 
3.1.8, and LCO 3.4.5 shall be greater than the limits specified in Figure COLR-2 
for the number of reactor coolant pumps in operation. 

2.3 Moderator Temperature Coefficient (MTC)1 

(LCO 3.1.3) 

2.3.1 The Moderator Temperature Coefficient (MTC) limits are: 

The BOL ARO/HZP - MTC shall be equal to or less positive than +5.0 pcm/°F for 
power levels below 70% RTP and less than or equal to O pcm/°F for power levels 
at or above 70% RTP. 

The EOL ARO/RTP - MTC shall be less negative than -44.6 pcm/°F. 

where: 

ARO stands for All Rods Out 
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BOL stands for Beginning of Cycle Life 

EOL stands for End of Cycle Life 

HZP stands for Hot Zero Power 

RTP stands for RATED THERMAL POWER 

2.4 Shutdown Bank Insertion limit1 

(LCO 3.1.5) 

COLR 
Cycle 46 

2A 1 The shutdown bank shall be fully withdrawn which is defined as ;;:: 220 steps. 

2.5 Control Bank Insertion Limits1 

2.5.1 The control banks shall be limited in physical insertion as shown in Figure COLR-
3. Control Bank A shall be at !east 220 steps withdrawn. 

2.5.2 The control rod banks shall be withdrawn maintaining a nominal 130 step tip­
to-tip distance while moving in overlap tl1rough the active core region. 

2.6 Heat Flux Hot Channel Factor (FQ(Z))2 

(LCO 3.2.1) 

2.6.1 Fo(Z) ;s; CFQ "K(Z) IP 

Fa(Z) $ CFQ * K(Z) / 0.5 

where: 

CFQ is the Fo(Z) lim:t 

for P > 0.5 

P = THERMAL POWER / RATED THERMAL POWER 

Z is the height of the core 

2.6.2 CFQ = 2.60 

2.6.3 K(Z) is provided in Figure COLR-4 

2 6.4 W(Z) va!ues are provided in Table COLR-1. For W(Z) data at a desired burnup 
not listed in the table, but less than the maximum listed burnup, values at 3 or 
more burnup steps should be used to interpolate the W(Z) data to the desired 
burnup with a polynomial type fit that uses the W(Z) data for the nearest three 
burnup steps. 
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COLR 
Cycle 46 

For W(Z) data at a desired burnup outside of the listed burnup steps, a linear 
extrapolation of the W(Z) data for the nearest two burnup steps can be used. 
If data are listed for only two burnup steps, a linear fit can be used for both 
interpolation and extrapolation. 

2.6.5 The Fo(Z) penalty factors are provided in Table COLR-2. 

2.6.6 Table COLR-3 provides W(Z) values for the BOC startup flux map to be taken 
prior to exceeding 50% then 75% power. For part power surveillances during 
other times in life or at powers other than those listed in Table COLR-3, the 
W(Z) values in Table COLR-1 should be used. The W(Z) values in Table 
COLR-3 do not include the 1/P factor, where Pis the surveillance power level. 
This factor will be applied by the BEACON™ Core Monitoring System. 

2.6.7 Table COLR-4 contains the required operating space reduction values for 
THERMAL POWER and AXIAL FLUX DIFFERENCE (AFD) when Fow(Z) is 
not within its limits. These values are used in conjunction with Technical 
Specification LCO 3.2.1 Required Actions B.1 and 8.2. 

2.7 Nuclear Enthalpy Rise Hot Channel Factor (FNti.H)1 

(LCO 3.2.2) 

where: 

PFL'lH = 0.3, and 

P = THERMAL POWER/ RATED THERMAL POWER 

2.8 AXIAL FLUX DIFFERENCE (AFD)3 

(LCO 3.2.3) 

2.8.1 The AFD acceptable operation limits are provided in Figure COLR-5. These 
limits may be modified in accordance with Table COLR-4 if Technical 
Specification LCO 3.2.1 Required Actions 8.1 and B.2 must be taken. 

BEACON is a trademark or registered trademark of Westinghouse Electric Company LLC, its Affiliates and/or its Subsidiaries in the 

United States of America and may be registered in other countries throughout the world. All rights reserved. Unauthorized use is 

strictly prohibited. Other names may be trademarks of their respective owners. 
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2.9 Reactor Trip System (RTS) lnstrumentation5 

(LCO 3.3.1) 

2.9.1 Overtemperature LlT Setpoint Parameter Values 

Parameter Value 

Overtemperature Ll T reactor trip setpoint K1 :s; 

Overtemperature Ll T reactor trip K2 ;::: 

depressurization setpoint penalty coefficient 

Overtemperature Ll T reactor trip heatup K3 ;::: 

setpoint coefficient 

Measured lead time constant 'T1 ;::: 

1.19 

0.00093/psi 

COLR 
Cycle 46 

0.0185/°F penalty 

25 seconds 

Measured lag time constant T 2 :s: 5 seconds 

f1(Lll) is a function of the indicated difference between top and bottom detectors of the 
power range nuclear ion chambers. Selected gains are based on measured instrument 
response during plant startup tests, where q1 and qb are percent RATED THERMAL 
POWER in the upper and lower halves of the core, respectively, and q1 + qb is the total 
percent RATED THERMAL POWER, such that: 

• For q1 - qb between -14% and +6%, f1(Lll) = 0. 

• For each percent that the magnitude of qi- qb exceeds -14%, the LlT trip setpoint shall 
be automatically reduced by an equivalent of 3.08% of RATED THERMAL POWER. 

• For each percent that the magnitude of q1 - qb exceeds +6%, the LlT trip setpoint shall 
be automatically reduced by an equivalent of 2.27% of RATED THERMAL POWER. 
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2.9.2 Overpower /1 T Setpoint Parameter Values 

Parameter 

Overpower /1 T reactor trip setpoint 

Overpower /1 T reactor trip heatup setpoint 
penalty coefficient 

Overpower /1 T reactor trip thermal 
time delay setpoint penalty 

Measured impulse/lag time constant 

f2(/1I) = 0.0% RTP for all /11 

Ki 

Ks 

Ks 

"[3 

::;; 

= 
;:: 

;:: 

= 

= 

1.077 

0/°F for T < T' 

COLR 
Cycle 46 

0.0014!°F for T;:: T' 

0.00l°F for increasing T 
0.00l°F for decreasing T 

0 seconds 

2.1 O RCS Pressure, Temperature, and Flow Departure from Nucleate 
Boiling (DNB) Limits4 

(LCO 3.4.1) 

2.10.1 The pressurizer pressure shall be;:: 2175 psig. 

2.10.2 The RCS average temperature shall be::;; 580.0°F. 

2.10.3 The RCS total flow rate shall be;:: 177,300 gpm (includes 4% minimum flow 
uncertainty per Revised Thermal Design Methodology). 

2.11 Boron Concentration1 

(LCO 3.9.1) 

2.11.1 The boron concentrations of the hydraulically coupled Reactor Coolant 
System, the refueling canal, and the refueling cavity shall be ;:: 2750 ppm. 
Boron concentration based on All Rods In less the highest worth rod with a 
K-effective of 0.95. A 170 ppm Factor of Safety has been included in this 
parameter. 

3.0 REFERENCES 

1. WCAP-9272-P-A, "Westinghouse Reload Safety Evaluation Methodology," July 1985. 

2. WCAP-10054-P-A and WCAP-10081-A, "Westinghouse Small Break ECCS Evaluation 
Model Using the NOTRUMP Code," August 1985. 

3. WCAP-10054-P-A, Addendum 2, Revision 1, "Addendum to the Westinghouse Small Break 
ECCS Evaluation Model Using the NOTRUMP Code: Safety Injection into the Broken Loop 
and COSI Condensation Model," July 1997. 
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R. E. Ginna Nuclear Power Plant 
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Reactor Safety Limits 
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(184/70) * (P-100) + 184 
(184/70) * (P-100) + 184 + 130 
(184/70) * (P-100) + 184 + 130 + 130 

Where P is defined as the core power (in percent). 
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CONTROL BANK INSERTION LIMITS 
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12.0 

K(Z) - NORMALIZED Fa(Z) AS A FUNCTION OF CORE HEIGHT 
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AXIAL FLUX DIFFERENCE ACCEPTABLE OPERATION LIMITS AS A 
FUNCTION OF RATED THERMAL POWER 
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Table COLR-1 
RAOC Summary of W(Z) with HFP %AFD Band of -12/+6% 

(Top 8% and Bottom 8% Excluded) 

Height (feet) 150 3000 10000 16000 
MWD/MTU MWD/MTU MWD/MTU MWD/MTU 

(Bottom) 0.00 1.0000 1.0000 1.0000 1.0000 
0.17 1.0000 1.0000 1.0000 1.0000 
0.33 1.0000 1.0000 1.0000 1.0000 
0.50 1.0000 1.0000 1.0000 1.0000 
0.67 1.0000 1.0000 1.0000 1.0000 
0.83 1.0000 1.0000 1.0000 1.0000 
1.00 1.3727 1.3413 1.2784 1.2866 
1.17 1.3622 1.3309 1.2701 1.2785 
1.33 1.3504 1.3194 1.2605 1.2689 
1.50 1.3365 1.3059 1.2491 1.2576 
1.67 1.3213 1.2911 1.2365 1.2452 
1.83 1.3061 1.2762 1.2238 1.2325 
2.00 1.2897 1.2592 1.2096 1.2182 
2.17 1.2737 1.2428 1.1947 1.2034 
2.33 1.2589 1.2286 1.1807 1.1891 
2.50 1.2426 1.2138 1.1661 1.1741 
2.67 1.2274 1.1985 1.1508 1.1583 
2.83 1.2160 1.1845 1.1372 1.1441 
3.00 1.2087 1.1737 1.1302 1.1348 
3.17 1.2033 1.1676 1.1282 1.1306 
3.33 1.1973 1.1647 1.1269 1.1290 
3.50 1.1907 1.1622 1.1258 1.1290 
3.67 1.1838 1.1592 1.1245 1.1292 
3.83 1.1769 1.1560 1.1230 1.1296 
4.00 1.1691 1.1521 1.1210 1.1293 
4.17 1.1608 1.1476 1.1185 1.1285 
4.33 1.1527 1.1431 1.1159 1.1273 
4.50 1.1436 1.1378 1.1128 1.1256 
4.67 1.1360 1.1322 1.1095 1.1236 
4.83 1.1310 1.1265 1.1060 1.1212 
5.00 1.1254 1.1201 1.1022 1.1182 
5.17 1.1192 1.1134 1.0977 1.1149 
5.33 1.1131 1.1069 1.0932 1.1120 
5.50 1.1061 1.0989 1.0919 1.1094 
5.67 1.0993 1.0928 1.0920 1.1067 
5.83 1.0951 1.0926 1.0946 1.1059 
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Table COLR-1 (Continued) 
RAOC Summary of W(Z) with HFP %AFD Band of-12/+6% 

(Too 8% and Bottom 8% Excluded) 
Height 150 3000 10000 16000 
(feet) MWD/MTU MWD/MTU MWD/MTU MWD/MTU 
6.00 1.0962 1.0939 1.0990 1.1086 
6.17 1.1004 1.0968 1.1046 1.1153 

6.33 1.1030 1.0989 1.1104 1.1202 

6.50 1.1049 1.1004 1.1160 1.1247 
6.67 1.1072 1.1019 1.1210 1.1287 

6.83 1.1103 1.1038 1.1252 1.1318 
7.00 1.1132 1.1059 1.1292 1.1349 

7.17 1.1154 1.1078 1.1327 1.1377 

7.33 1.1169 1.1092 1.1358 1.1396 

7.50 1.1179 1.1104 1.1383 1.1407 

7.67 1.1182 1.1111 1.1400 1.1411 

7.83 1.1178 1.1112 1.1409 1.1406 

8.00 1.1166 1.1106 1.1411 1.1390 

8.17 1.1147 1.1093 1.1403 1.1369 

8.33 1.1120 1.1074 1.1385 1.1350 

8.50 1.1087 1.1051 1.1375 1.1329 

8.67 1.1040 1.1021 1.1372 1.1325 
8.83 1.0981 1.1009 1.1375 1.1358 
9.00 1.0979 1.1042 1.1403 1.1406 

9.17 1.1009 1.1155 1.1483 1.1458 

9.33 1.1086 1.1254 1.1567 1.1514 

9.50 1.1167 1.1356 1.1659 1.1575 

9.67 1.1248 1.1461 1.1750 1.1634 
9.83 1.1345 1.1558 1.1832 1.1686 

10.00 1.1425 1.1656 1.1912 1.1729 
10.17 1.1488 1.1751 1.1985 1.1775 

10.33 1.1571 1.1839 1.2046 1.1860 

10.50 1.1610 1.1900 1.2091 1.1996 
10.67 1.1585 1.1927 1.2114 1.2138 
10.83 1.1555 1.1945 1.2123 1.2200 

11.00 1.1436 1.1924 1.2106 1.2170 
11.17 1.0000 1.0000 1.0000 1.0000 

11.33 1.0000 1.0000 1.0000 1.0000 

11.50 1.0000 1.0000 1.0000 1.0000 
11.67 1.0000 1.0000 1.0000 1.0000 
11.83 1.0000 1.0000 1.0000 1.0000 

12.00 (Top) 1.0000 1.0000 1.0000 1.0000 
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Cycle Burnup 
(MWD/MTU)<a) 

150 

331 

512 

693 

874 

1055 

1236 

1417 

1598 

6302 

e:6483 

Table COLR-2 
Penalty Factor for Increasing Fo 

Penalty Factor 
(%) 

2.50 

2.80 

3.10 

3.40 

3.30 

3.10 

2.70 

2.40 

2.00 

2.10 

2.00 

Penalty 
Multiplier 

1.025 

1.028 

1.031 

1.034 

1.033 

1.031 

1.027 

1.024 

1.020 

1.021 

1.020 

COLR 
Cycle 46 

(a) A penalty multiplier is not required for part power surveillances during startup. 
The penalty factor should be applied beginning with the first full power 
surveillance. 
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Table COLR-3 
Part-Power W(Z) Generated at 

150 MWD/MTU, 75% and 50% Power 
(Top 8% and Bottom 8% Excluded) 

Height (feet) HFPARO 75% D at 50% D at 
180 Steps 169 Steps 

(Bottom) 0.00 1.0000 1.0000 1.0000 
0.17 1.0000 1.0000 1.0000 
0.33 1.0000 1.0000 1.0000 
0.50 1.0000 1.0000 1.0000 
0.67 1.0000 1.0000 1.0000 

0.83 1.0000 1.0000 1.0000 

1.00 1.3727 1.4319 1.5393 
1.17 1.3622 1.4176 1.5210 
1.33 1.3504 1.4020 1.5022 

1.50 1.3365 1.3835 1.4780 
1.67 1.3213 1.3637 1.4517 

1.83 1.3061 1.3442 1.4265 

2.00 1.2897 1.3235 1.4002 
2.17 1.2737 1.3032 1.3748 
2.33 1.2589 1.2847 1.3512 
2.50 1.2426 1.2647 1.3254 
2.67 1.2274 1.2459 1.3008 
2.83 1.2160 1.2313 1.2811 
3.00 1.2087 1.2207 1.2655 
3.17 1.2033 1.2118 1.2523 
3.33 1.1973 1.2028 1.2388 
3.50 1.1907 1.1930 1.2244 
3.67 1.1838 1.1829 1.2097 

3.83 1.1769 1.1730 1.1956 

4.00 1.1691 1.1621 1.1806 
4.17 1.1608 1.1507 1.1652 
4.33 1.1527 1.1399 1.1509 
4.50 1.1436 1.1285 1.1357 
4.67 1.1360 1.1187 1.1227 
4.83 1.1310 1.1118 1.1125 

5.00 1.1254 1.1037 1.1010 
5.17 1.1192 1.0949 1.0888 
5.33 1.1131 1.0864 1.0773 
5.50 1.1061 1.0769 1.0647 
5.67 1.0993 1.0678 1.0527 

5.83 1.0951 1.0612 1.0436 
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Table COLR-3 (Continued) 
Part-Power W(Z) Generated at 

150 MWD/MTU, 75% and 50% Power 
(Top 8% and Bottom 8% Excluded) 

Height 
HFPARO 75% D at 50% D at 

(feet) 180 Steps 169 Steps 
6.00 1.0962 1.0597 1.0394 
6.17 1.1004 1.0611 1.0382 
6.33 1.1030 1.0613 1.0360 
6.50 1.1049 1.0611 1.0332 
6.67 1.1072 1.0616 1.0310 
6.83 1.1103 1.0630 1.0299 
7.00 1.1132 1.0639 1.0287 
7.17 1.1154 1 0641 1.0271 
7.33 1.1169 1.0640 1.0253 
7.50 1.1179 1.0639 1.0233 
7.67 1.1182 1.0636 1.0211 
7.83 1.1178 1.0628 1.0188 
8.00 1.1166 1.0612 1.0155 
8.17 1.1147 1.0593 1.0136 
8.33 1.1120 1.0578 1.0119 
8.50 1.1087 1.0557 1.0090 
8.67 1.1040 1.0523 1.0048 
8.83 1.0981 1.0481 0.9995 
9.00 1.0979 1.0500 1.0001 
9.17 1.1009 1.0552 1.0035 
9.33 1.1086 1.0649 1.0113 
9.50 1.1167 1.0753 1.0194 
9.67 1.1248 1.0858 1.0275 
9.83 1.1345 1.0977 1.0370 
10.00 1.1425 1.1081 1.0448 
10.17 1.1488 1.1170 1.0509 
10.33 1.1571 1.1276 1.0590 
10.50 1.1610 1.1342 1.0635 
10.67 1.1585 1.1344 1.0625 
10.83 1.1555 1.1350 1.0623 

11.00 1.1436 1.1327 1.0615 
11.17 1.0000 1.0000 1.0000 
11.33 1.0000 1.0000 1.0000 
11.50 1.0000 1.0000 1.0000 
11.67 1.0000 1.0000 1.0000 
11.83 1.0000 1.0000 1.0000 

12.00 (Top) 1.0000 1.0000 1.0000 
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Table COLR-4 

COLR 
Cycle 46 

Required Operating Space Reduction When Faw(Z) Exceeds Its Limits 

Required Faw(Z) THERMAL POWER Negative AFD Band Positive AFD Band 
Marqin Improvement Reduction (% RTP) Reduction (% AFD) Reduction (% AFD) 

:s; 1% ~3% ~ 1% ~ 1% 
> 1% AND :s; 2% ~6% ~2% ~2% 
>2%AND::.3% ~9% ~3% ~3% 

>3% ~50% N/A N/A 
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End Notes 

1. Limits generated using Reference 1. 
2. Limits generated using References 1 through 8 and 10. 
3. Limits generated using References 1 and 8. 
4. Limits generated using Reference 9. 
5. Limits generated using Reference 11. 
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