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APPLICATION TO REVISE TECHNICAL SPECIFICATIONS TO ADOPT TSTF-596, 
"EXPAND THE APPLICABILITY OF THE SURVEILLANCE FREQUENCY CONTROL 
PROGRAM (SFCP)" 

Pursuant to 10 CFR 50.90, Dominion Energy Nuclear Connecticut, Inc. (DENC) is 
submitting a license amendment request (LAR) to the Technical Specifications (TS) for 
Millstone Power Station Unit 3 (MPS3). 

DENC requests adoption of Technical Specification Task Force {TSTF) Traveler 596, 
"Expand the Applicability of the Surveillance Frequency Control Program (SFCP)," which 
is an approved change to the Standard Technical Specifications (STS), into the MPS3 
TS. TSTF-596 expands the applicability of the SFCP to include other periodic testing 
frequencies in the TS. The proposed change also revises the SFCP to reference 
additional regulatory mechanisms that may be used to control Surveillance Frequencies, 
such as 10 CFR 50.55a and 10 CFR 50.69. The proposed change revises Surveillance 
Requirements (SRs) that reference the lnservice Testing (1ST) Program to instead 
reference the SFCP. 

Attachment 1 of this letter provides a description and assessment of the proposed 
change. Attachment 2 provides the marked-up TS pages showing the proposed changes. 
Attachment 4 provides marked-up TS Bases pages showing the proposed changes. The 
TS Bases mark-ups are provided for information only. 

DENC requests that the amendment be reviewed under the Consolidated Line Item 
Improvement Process (CLIIP) and approved by August 31, 2026 in order to support the 
MPS3 Fall 2026 refueling outage. Once approved, the amendment shall be implemented 
within 90 days. 

This letter contains no new regulatory commitments. 

In accordance with 10 CFR 50.91 (b ), a copy of this amendment request is being provided 
to the State of Connecticut. 

If you have any questions or require additional information, please contact Nick Maynard 
at (804) 273-3910. 
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I declare under penalty of perjury that the foregoing is true and correct. 

Executed on April 16, 2026 

Sincerely, 

James E. Holloway 
Vice President - Nuclear Engineering and Fleet Support 

Attachments: 
1. Evaluation of the Proposed Change
2. Marked-up Technical Specification Pages
3. Marked-up Technical Specification Bases Pages (For Information Only)

cc: U.S. Nuclear Regulatory Commission 
Region I 
475 Allendale Road, Suite 105 
King of Prussia, PA 19406-1415 

Theo L. Edwards 
Project Manager 
U.S. Nuclear Regulatory Commission 
One White Flint North, Mail Stop O-8C04 
11555 Rockville Pike 
Rockville, MD 20852-2738 

NRC Senior Resident Inspector 
Millstone Power Station 

Director, Radiation Division 
Department of Energy and Environmental Protection 
79 Elm Street 
Hartford, CT 06106-5127 



Attachment 1 

EVALUATION OF THE PROPOSED CHANGE 

Dominion Energy Nuclear Connecticut, Inc. 
Millstone Power Station Unit 3 

Serial No.: 26-066 
Docket No.: 50-423 



1.0 DESCRIPTION 
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Dominion Energy Nuclear Connecticut, Inc. (DENC) requests adoption of Technical 
Specification Task Force (TSTF) Traveler 596, "Expand the Applicability of the 
Surveillance Frequency Control Program (SFCP)," which is an approved change to the 
Standard Technical Specifications (STS), into the Millstone Power Station Unit 3 (MPS3) 
Technical Specifications (TS). TSTF-596 expands the applicability of the SFCP to include 
other periodic testing frequencies in the TS. The proposed change also revises the SFCP 
to reference additional regulatory mechanisms that may be used to control Surveillance 
Frequencies, such as 10 CFR 50.55a and 10 CFR 50.69. The proposed change revises 
Surveillance Requirements (SRs) that reference the lnservice Testing (1ST) Program to 
instead reference the SFCP. 

2.0 ASSESSMENT 

2.1 Applicability of Safety Evaluation 

DENC has reviewed the safety evaluation for TSTF-596 provided to the Technical 
Specifications Task Force in a letter dated December 30, 2024. This review included the 
Nuclear Regulatory Commission (NRC) staff's evaluation, as well as the information 
provided in TSTF-596. DENC has concluded that the justifications presented in TSTF-
596, and the safety evaluation prepared by the NRC staff are applicable to MPS3 and 
justify this amendment for the incorporation of the changes to the MPS3 TS. 

DENC confirms that the SFCP shall contain a list of the frequencies controlled by the 
program, including the frequencies of surveillances that implement the requirements of 
10 CFR 50.55a(f). 

2.2 Variations 

DENC is proposing the following variations from the TS changes described in TSTF-596 
or the applicable parts of the NRC staff's safety evaluation. The MPS3 TS contain 
requirements that differ from the STS on which TSTF-596 was based but are 
encompassed in the TSTF-596 justification. 

1. The MPS3 TS are based on NUREG-0452, "Standard Technical Specifications, 
Westinghouse Plants." TSTF-596 is based on NUREG-1431 of the same title. 

2. The MPS3 TS contain a definition of "STAGGERED TEST BASIS." As discussed 
in Section 3.6 of the TSTF-596 justification, the proposed change eliminates all 
uses of the defined term in the TS. Therefore, the defined term is removed from 
Chapter 1 of the TS and the Table of Contents. 

3. TSTF-596 eliminates the TS definition of "INSERVICE TESTING PROGRAM." As 
discussed in Section 3.6 of the TSTF-596 justification, plants that have not adopted 
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TSTF-545, "TS lnservice Testing Program Removal & Clarify SR Usage Rule 
Application to Section 5.5 Testing," may have an Administrative Controls program 
instead of a definition of the 1ST Program, and may delete that program without 
adding the defined term. 

a. MPS3 Specification 4.0.5 contains requirements equivalent to the
Administrative Controls 1ST Program. Consistent with the guidance in
TSTF-596, the MPS3 Specification 4.0.5 requirements are deleted.

b. MPS3 Specification 4.0.5 states, "Surveillance Requirements for inservice
testing of ASME Code Class 1, 2, and 3 components shall be performed in
accordance with the ASME Code for Operation and Maintenance of Nuclear
Power Plants (ASME OM Code) as follows:", and "d. Performance of the above
inservice testing activities shall be in addition to other specified Surveillance
Requirements." These statements are deleted because they are duplicative of
the requirements of 10 CFR 50.55a(f), which requires systems and
components of nuclear power reactors to meet the requirements for inservice
testing of the American Society of Mechanical Engineers (ASME) Operations
and Maintenance (OM) Code.

c. The elimination of references to Specification 4.0.5 are discussed below. In
most cases, the MPS3 TS requires testing to be performed pursuant to the
requirements of Specification 4.0.5 and these references are replaced with
references to perform the testing at a frequency specified in the SFCP. The
more general reference to performing testing pursuant to Specification 4.0.5
may be removed as an administrative change because 10 CFR 50.55a(f)
requires systems and components of nuclear power reactors to meet the
requirements for inservice testing of ASME OM Code, making the TS
requirement unnecessary.

4. TSTF-596 revises SR 3.4.10.1 to eliminate a statement that pressurizer code
safety valves are tested in accordance with the 1ST Program and to add the specific
SR acceptance criteria from the associated Limiting Condition for Operation (LCO).
MPS3 TS 3.4.2, "Safety Valves," contains requirements equivalent to STS 3.4.10.
MPS3 SR 4.4.2 states, "No additional Surveillance Requirements other than those
required by Specification 4.0.5." SR 4.4.2 is replaced with, "Verify each pressurizer
safety valve is OPERABLE with a lift setting* of 2500 psia +/- 3% ** at the frequency
specified in the Surveillance Frequency Control Program." The ** footnote states,
"The lift setting shall be within ± 1 % following pressurizer Code safety valve
testing." The lift setting acceptance criteria are taken from the existing LCO. The
revised SR 4.4.2 is equivalent to the requirements of STS SR 3.4.10.1 as revised
by TSTF-596 for the existing MPS3 TS.

5. MPS3 SR 4.4.4.1, states, "In addition to the requirements of Specification 4.0.5,
each PORV [Power Operated Relief Valve] shall be demonstrated OPERABLE
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by: ... " STS 3.4.11, "Pressurizer PO RVs," contains similar requirements but does 
not reference the 1ST Program and, therefore, is not affected by TSTF-596. MPS3 
SR 4.4.4.1 is revised to eliminate the reference to Specification 4.0.5. This is an 
administrative change because 10 CFR 50.55a(f) requires systems and 
components of nuclear power reactors to meet the requirements for inservice 
testing of ASME OM Code. Therefore, the reference to Specification 4.0.5 is 
unnecessary and may be removed. 

6. TSTF-596 revises SR 3.4.14.1 to eliminate the requirement to test Reactor Coolant 
System Pressure Isolation Valves (RCS PIVs) at a frequency in accordance with 
the 1ST Program and retains the requirement to test the RCS PIVs in accordance 
with the SFCP. MPS3 SR 4.4.6.2.2 requires testing of the RCS PIVs. Similar to 
the STS, SR 4.4.6.2.2 requires periodic testing in accordance with the SFCP and 
states, "When tested pursuant to Specification 4.0.5." Consistent with the changes 
in TSTF-596, the reference to Specification 4.0.5 is removed. 

7. MPS3 SR 4.4.9.3.2 requires testing of each required Residual Heat Removal 
(RHR) suction relief valve at a frequency in accordance with the SFCP and the 
testing pursuant to Specification 4.0.5. STS 3.4.12, "L TOP System," SR 3.4.12.4 
requires similar testing but does not reference the 1ST Program and, therefore, is 
not affected by TSTF-596. MPS3 SR 4.4.9.3.2 is revised to eliminate the reference 
to Specification 4.0.5. This is an administrative change because 10 CFR 50.55a(f) 
requires systems and components of nuclear power reactors to meet the 
requirements for inservice testing of ASME OM Code. Therefore, the reference to 
Specification 4.0.5 is unnecessary and may be removed. 

8. TSTF-596 revises SR 3.5.2.4 to require Emergency Core Cooling System (ECCS) 
pump testing at a frequency in accordance with the SFCP instead of in accordance 
with the 1ST Program. MPS3 SR 4.5.2.f contains similar requirements. SR 4.5.2.f 
is revised to replace the requirement to perform the testing pursuant to 
Specification 4.0.5 with a requirement to perform the testing at the frequency 
specified in the SFCP. 

9. TSTF-596 revises SR 3.6.6A.5, SR 3.6.68.6, and SR 3.6.6C.3 to require 
containment spray pump testing at a frequency in accordance with the SFCP 
instead of in accordance with the 1ST Program. These changes are not applicable 
to MPS3. The MPS3 design utilizes the Quench Spray and Recirculation Spray 
systems instead of a containment spray system. 

10. TSTF-596 revises SR 3.6.6D.3 to require quench spray pump testing at a 
frequency in accordance with the SFCP instead of in accordance with the 1ST 
Program. MPS3 SR 4.6.2.1.b contains similar requirements. SR 4.6.2.1.b is 
revised to replace the requirement to perform the testing pursuant to Specification 
4.0.5, with a requirement to perform the testing at the frequency specified in the 
SFCP. 
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11. TSTF-596 revises SR 3.6.6E.6 to require recirculation spray pump testing at a 
frequency in accordance with the SFCP instead of in accordance with the 1ST 
Program. MPS3 SR 4.6.2.2.b contains similar requirements. SR 4.6.2.2.b is 
revised to replace the requirement to perform the testing pursuant to Specification 
4.0.5 with a requirement to perform the testing at the frequency specified in the 
SFCP. 

12. TSTF-596 revises SR 3.6.12.1 to require vacuum relief valve testing at a frequency 
in accordance with the SFCP instead of in accordance with the 1ST Program. There 
are no similar requirements in the MPS3 TS. Therefore, the TSTF-596 change is 
unnecessary and is not included. 

13. TSTF-596 revises SR 3.6.3.5 to eliminate the requirement to test containment 
isolation valve (CIV) isolation time in accordance with the 1ST Program and retains 
the requirement to test the CIV isolation time in accordance with the SFCP. MPS3 
SR 4.6.3.3 requires testing of the CIV isolation time pursuant to Specification 4.0.5. 
Consistent with the changes in TSTF-596, the reference to Specification 4.0.5 is 
replaced with a requirement to perform the testing at the frequency specified in the 
SFCP. 

14. TSTF-596 revises SR 3.7.1.1 to require Main Steam Safety Valve (MSSV) lift 
setpoint verification testing in accordance with the SFCP instead of in accordance 
with the 1ST Program. MPS3 TS 3.7.1.1, "Safety Valves," SR4.7.1.1 states, "No 
additional Surveillance Requirements other than those required by Specification 
4.0.5." SR 4.7.1.1 is replaced with, "Verify each required MSSV lift setpoint per 
Table 3.7-3 at the frequency specified in the Surveillance Frequency Control 
Program." The lift setting acceptance criteria is taken from the existing LCO. The 
revised SR 4. 7 .1.1 is equivalent to the requirements of STS SR 3.4.10.1 as revised 
by TSTF-596. The STS SR 3.7.1.1 requirement that, following testing, the lift 
setting be within± 1% appears in MPS3 Table 3.7-3, footnote b. 

15. TSTF-596 revises SR 3.7.5.2 to require testing of the Auxiliary Feedwater (AFW) 
pump at a frequency in accordance with the SFCP instead of in accordance with 
the 1ST Program. MPS3 SR 4.7.1.2.1.b contains similar requirements. SR 
4. 7.1.2.1.b is revised to replace the requirement to perform the testing pursuant to 
Specification 4.0.5 with a requirement to perform the testing at the frequency 
specified in the SFCP. 

16. TSTF-596 revises TS 3. 7 .2, "Main Steam Isolation Valves," SR 3. 7 .2.1, "Verify the 
isolation time of each MSIV is within limits." In the STS, TSTF-289, "Separate 
Closure Time Testing and Actuation Signal Testing for MSIVs and Feedwater 
Isolation Valves," revised the STS to separate the MSIV closure time testing and 
the actuation signal testing into separate surveillances. The closure time test is 
required under the 1ST Program and the actuation signal test is a TS SR. MPS3 
has not adopted TSTF-289 and MPS3 SR 4.7.1.5.2 tests both the closure time and 
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the actuation signal testing pursuant to Specification 4.0.5. As discussed in Section 
3.6 of the TSTF-596 justification, SR 3. 7 .1.5.2 is revised to reference the SFCP for 
the frequency of both the closure time and the actuation signal testing. 

17. TSTF-596 revises SR 3. 7 .3.1 to require verification of the isolation time of the Main 
Feedwater Isolation Valves, the Main Feedwater Regulation Valves (MFRVs), and 
associated Bypass Valves at a frequency in accordance with the SFCP instead of 
in accordance with the 1ST Program. There are no similar requirements in the 
MPS3 TS. Therefore, the TSTF-596 change is unnecessary and is not included. 

18. TSTF-596 revises TS 5.5.2, "Primary Coolant Sources Outside Containment," 
Paragraph b, to replace the integrated leak test fixed frequency with a requirement 
to perform the test at a frequency in accordance with the SFCP. MPS3 
TS 6.8.4.a.2 contains equivalent requirements to STS 5.5.2.b and is revised to 
replace the requirement to perform the test at a refueling cycle interval or less with 
a requirement to perform the test at a frequency in accordance with the SFCP. 

19. TSTF-596 revises TS 5.5.10, "Ventilation Filter Testing Program (VFTP)," to permit 
the use of the SFCP to revise periodic testing frequencies. In the MPS3 TS, the 
equivalent requirements of the VFTP are contained in SRs 4.6.6.1, 4.7.7, 4.7.9. 
These MPS3 SRs currently permit the periodic testing to be performed at the 
frequencies specified in the SFCP. Therefore, the TSTF-596 changes are not 
necessary and are not included. 

20. TSTF-596 revises STS 5.5.12, "Diesel Fuel Oil Testing Program," paragraph c, to 
move the frequency for testing for total particulates to the SFCP. MPS3 
SR 4.8.1.1.2.f requires total particulate testing and the frequency is already in 
accordance with the SFCP. Therefore, the TSTF-596 change is unnecessary and 
is not included. 

21. TSTF-596 revises TS 5.5.17, "Control Room Envelope (CRE) Habitability 
Program," to permit the periodic testing to be performed at frequencies in 
accordance with the SFCP. MPS3 6.8.4.h, "Control Room Envelope Habitability 
Program," contains equivalent requirements, thus changes consistent with 
TSTF-596 are made to TS 6.8.4.h.c and d. 

22. TSTF-596 revises STS 5.5.19, "Surveillance Frequency Control Program." MPS3 
TS 6.8.4.j of the same title is equivalent to STS 5.5.19. The TSTF-596 changes to 
the SFCP are modified with the following administrative changes to reflect the 
MPS3 TS: 

a. Capitalization of terms is revised to be consistent with the existing MPS3 SFCP. 
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b. The TSTF-596 references to SR 3.0.2 and SR 3.0.3 are revised to reference 
the MPS3 equivalent requirements of 4.0.2 and 4.0.3, consistent with the 
existing MPS3 program. 

c. The TSTF-596 reference to Chapter 5 of the TS (Administrative Controls) is 
revised to reference the equivalent Chapter 6 of the MPS3 TS. 

23. The MPS3 TS Bases contain additional and different references to the ASME OM 
Code, to the 1ST Program, or to Specification 4.0.5. Those references are revised 
to be consistent with the TS Bases changes made in TSTF-596 by instead 
referencing 10 CFR 50.55a(f). 

These differences are administrative and do not affect the applicability of TSTF-596 to 
the MPS3 TS. 

3.0 REGULATORY ANALYSIS 

3.1 No Significant Hazards Consideration 

Dominion Energy Nuclear Connecticut, Inc. (DENC) requests adoption of Technical 
Specification Tast Force (TSTF) Traveler 596, "Expand the Applicability of the 
Surveillance Frequency Control Program (SFCP)," which is an approved change to the 
Standard Technical Specifications (STS), into the Millstone Power Station Unit 3 (MPS3) 
Technical Specifications (TS). TSTF-596 expands the applicability of the SFCP to include 
other periodic testing frequencies in the TS. The proposed change also revises the SFCP 
to reference additional regulatory mechanisms that may be used to control Surveillance 
Frequencies, such as 10 CFR 50.55a and 10 CFR 50.69. The proposed change revises 
Surveillance Requirements (SRs) that reference the lnservice Testing (1ST) Program to 
instead reference the SFCP. 

DENC has evaluated if a significant hazards consideration is involved with the proposed 
amendment(s) by focusing on the three standards set forth in 10 CFR 50.92, "Issuance 
of amendment," as discussed below: 

1. Does the proposed amendment involve a significant increase in the probability or 
consequences of an accident previously evaluated? 

Response: No 

The proposed change relocates periodic Frequencies for SRs to licensee control 
under the SFCP. Surveillance Frequencies are not an initiator to any accident 
previously evaluated. As a result, the probability of any accident previously 
evaluated is not significantly increased. The systems and components required by 
the Technical Specifications for which the Surveillance Frequencies are relocated 
are still required to be operable, meet the acceptance criteria for the SRs, and be 
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capable of performing any mitigative function assumed in the accident analysis. 
As a result, the consequences of any accident previously evaluated are not 
significantly increased. 

Therefore, the proposed change does not involve a significant increase in the 
probability or consequences of an accident previously evaluated. 

2. Does the proposed amendment create the possibility of a new or different kind of 
accident from any accident previously evaluated? 

Response: No 

No new or different accidents result from utilizing the proposed change. The 
changes do not involve a physical alteration of the plant (i.e., no new or different 
type of equipment will be installed) or a change in the methods governing normal 
plant operation. In addition, the changes do not impose any new or different 
requirements. The changes do not alter assumptions made in the safety analysis. 
The proposed changes are consistent with the safety analysis assumptions and 
current plant operating practice. 

Therefore, the proposed change does not create the possibility of a new or different 
kind of accident from any accident previously evaluated. 

3. Does the proposed amendment involve a significant reduction in a margin of 
safety? 

Response: No 

The proposed change is administrative in nature, does not negate any existing 
requirement, and does not adversely affect existing plant safety margins or the 
reliability of the equipment assumed to operate in the safety analysis. As such, 
there are no changes being made to safety analysis assumptions, safety limits or 
limiting safety system settings that would adversely affect plant safety as a result 
of the proposed change. Margins of safety are unaffected by relocation of the 
surveillance test intervals to a licensee-controlled program. 

Therefore, the proposed change does not involve a significant reduction in a 
margin of safety. 

Based on the above, DENC concludes that the proposed change presents no significant 
hazards consideration under the standards set forth in 10 CFR 50.92(c), and, accordingly, 
a finding of "no significant hazards consideration" is justified. 
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In conclusion, based on the considerations discussed above, (1) there is reasonable 
assurance that the health and safety of the public will not be endangered by operation in 
the proposed manner, (2) such activities will be conducted in compliance with the 
Commission's regulations, and (3) the issuance of the amendment will not be inimical to 
the common defense and security or to the health and safety of the public. 

4.0 ENVIRONMENTAL CONSIDERATION 

A review has determined that the proposed amendment would change a requirement with 
respect to installation or use of a facility component located within the restricted area, as 
defined in 10 CFR 20, or would change an inspection or surveillance requirement. 
However, the proposed amendment does not involve (i) a significant hazards 
consideration, (ii) a significant change in the types or a significant increase in the amounts 
of any effluents that may be released offsite, or (iii) a significant increase in individual or 
cumulative occupational radiation exposure. Accordingly, the proposed amendment 
meets the eligibility criterion for categorical exclusion set forth in 10 CFR 51.22(c)(9). 
Therefore, pursuant to 10 CFR 51.22(b), no environmental impact statement or 
environmental assessment need be prepared in connection with the proposed 
amendment. 
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March 16, 2023 

3/4 LIMITING CONDITIONS FOR OPERATION AND SURVEILLAl'KE REQUIREMENTS 

3/4.0 APPLICABILITY 

LIMITING CONDITION FOR OPERATION 

4.0.2 Each Surveillance Requirement shall be performed within the specified time interval with a 
maximum allowable exten~ion not to exceed 25% of the surveillance interval. 

4.0.3 !fit is discovered that a Surveillance was not performed \\~thin its specified surveillance 
interval, then compliance with the requirement to declare the Limiting Condition for Operation 
not me.t may be delayed, from the time of discovery, up to 24 hours orup to the limit of the 
specified surveillance interval, whichever is greater. This delay period is permitted to allow 
performance of the Surveillance. A risk evaluation shall be performed for any Surveillance 
delayed greater than 24 hours and the risk impact shall be managed. 

If the Surveillance is not performed \\~thin the de.Jay period, the Limiting Condition for Operation 
must immediately be declared not met, and the applicable Condition(s) must be entered. 

When the Surveillance is performed within the delay period and the Surveillance is not met, the 
Limiting Condition for Operation must immediately be declared not met, and the applicable 
Condition(s) must be entered. 

4.0.4 Entry into a MODE or other specified condition in the Applicability of an LCO shall only 
be made when the LCO' s Surveillances have been met \\~thin their specified Frequency, except as 
pro\~ded by SR 4.0.3. When an LCO is not met due to Surveillances not having been me.t, entry 
into a MODE or other specified condition in the Applicability shall only be made in accordance 
with LCO 3.0.4. 

This pro\~ion shall not prevent entry into MODES or other specified conditions in the 
Applicability that are required to comply with ACTIONS or that are part of a shutdown of the 
unit. 

4.8.5 Sttt tetlhmee R:eqttiremettt-s for ittaet uiee testiftg efASh{E Cede CbJs 1, 2. ~tttd 3 
eempeaea*s sl¼all 1:Je peffeRBed Hi ae.eeFelaae.e w¾tB tee l..S>.ffi Geele fer Opffittiea aael 
~4aie•wasee ef~klelear Pev.rer Pl9ats €AS~ 1e. 0>.4 Cede.3 as fellows: 

a-: I>el~ed. 

&:- Sur,;ej)laaee ~en·a!s speeiiieEl is tile l..S>.ffi 0~1 CeEle aael applieal:ile l.ddeaEl:a 
shaH be. appli~le as fellov,'!i Hi Q.ese '.JeelHlieal Spee.tfieatieas: 

MILLSTONE - UNIT 3 3/4 0-2 Amendment No. M , ~ . HS,~ . ~ . 
~.~ 
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July 3 I, 2008 

APPLICABILITY 

LIMITING CONDITION FOR OPERATION (Continued) 

d. 

l .. S>.fi: O~ 1 Gee1e aad appli~le 
Addeftds tefftttftol6g) fur ittset ui:ee 
testiag aetivities 

Weekly 
M991ft!;· 
QtJMterlj or e;;eiy 3 months 
SemiamH1atl;- er ~ •et:,· ~ meat&s 
E u Cf} 9 me,ttths 
¥eafl;- er aeallall;· 
Biemti~LH, er CliCfj 2 )CMS 

R~(fUifeel fi:eEf:le9eies fer 
perfoffflittg tt1Se1vic.e 
testiag aeti:vities 

A-t least once per 7 days 
A-tleast euee per 31 Ela-ys 
At least once pet 92 tts,s 
At least eueeper 184 Ela;is 
A-t least once per 2?6 days 
A-t least euee per 3~~ Ela;is 
At least oneeper 731 days 

The.pre::isioas efSpeeifie.ation 4.Q.2 a1e applieal:Jle to tke. a8ez.•e re(fUired 
&eqctetteies .tttd to othet nofttt.d d:ftd .,eeelaated &equeneies specified a:s 2 ye.It's or 
less ia t:l¼e iaser,ice testia-g pregfcliB for per-fefft¼iftg iasenice tes;iag aetivities~ 

PedeFmaaee eft:lie al:ie¥e H¼Servi ee testiftg activities sBall ee in aEIElitiea to etaer 
SfJCei.fied SaFJe.iHance R.-eEf:Kfeme.ets~ aad 

l'JetBBlg ia tee ldi>.t:E O>.f Gode sliall 1:ie coastt:ued to Sl¼J:leESede tBe i:eqairemeats 
efflfij l=ee.ftftieal Speei:fieatiea. 

MILLSTONE - UNIT 3 3/4 0-3 Amendment No. # ,~ .~ , -H&, ~ . 
m ,~ 

r 
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August 27, 2001 

REACTOR COOLANT SYSTEM 

3/4.4.2 SAFETY VALVES 

LIMITING CONDITION FOR OPERATION 

3.4.2 All pressurizer Code safe.ty valves shall be OPERABLE with a lift setting* of 1 
2500 psia ± 3%.** 

APPLICABILITY MODES 1, 2, and 3, 
MODE 4 with all RCS cold leg temperattires > 226°F. 

ACTION: 

\Vith one presSllfizer Code safety valve inoperable., restore the inoperable valve to OPERABLE t 
status within 15 minutes. If the inoperable valve is not restored to OPERABLE status within 15 
minutes, or if two or more presSllfizer Code safety valves are inoperable., be in at least HOT 
STANDBY v.~thin the next 6 hotlfS and in HOT SHUTDOWN v.~th any RCS cold leg 
ternperattire ~ 226°F v.~thin the following 24 hotlfS. 

SURVEILLANCE REQUIREMENTS 

4.4.2 N6 atiditi6tt.tl Sttt ve.iHMee Reqttirel'tleftt-s other timt those required b' 
Speeifiea,tea 4.Q.5. 

l Soify " "' ........ , ........ ;, OPERA&£ "'"' 
lift setting• of 2500 psia +/- 3% .. at the frequency 
specified in the Surveillance Frequency Control Program. 

• The lift se.tting presstire shall correspond to ambient conditions of the valve at nominal 
operating ternperaltlfe and presS\ire. 

•• The lift se.tting shall be v.~thin ± I% follov.~g pressurizer Code safety valve testing. 

MILLSTONE - UNIT 3 3/4 4-9 Amendment No. -We, WT 
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August 28, 20 I 5 
REACTOR COOLANT SYSTEM 

RELIEF VALVES 

=
ach 

SURVEILLANCE REQUIREMENTS 

4.4.4.1 hi .tddiltett lo the teqd1temettt:; ofSpee1Jie.,1!3eh PORV shall be 
dcwow;11aled OPERABLE uy. 

a. Performance of a CHANNEL CALIBRATION at the frequency specified in the 
Surveillance Frequency Control Program; and 

b. Operating the valve through one complete cycle of full travel during MODES 3 or 
4 at the frequency specified in the Surveillance Frequency Control Program; and 

c. Performance of an ru'IALOG CHANNEL OPERATIONAL TEST on the PORV 
high pressurizer pressure acniation channels, but exch1ding valve operation, at the 
frequency specified in the Surveillance Frequency Control Progran1; and 

d. Verify the PORV high pressure automatic opening function is enabled ;.t the 
frequency specified in the Surveillance Frequency Control Progran1. 

4.4.4.2 Each block valve shall be demonstrated OPERABLE at the frequency specified in the 
Surveillance Frequency Control Program by operating the valve through one complete cycle of 
full travel unless the block valve is dosed in order to meet the ACTION requirements of ,r 
Specification 3.4.4. 

MILLSTONE - UNIT 3 3/4 4-13 Amendment No. -88, -H;, -M+, ~ . 
;H4, ~ , ;;!M 
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May I, 2023 
REACTOR COOLANT SYSTEM 

OPERATIONAL LEAKAGE 

SURVEILLANCE REQUIREMENTS (Continued) 

4.4.6.2.i 1X2~ch Reactor Coolant System Pressure Isolation Valve specified in Table 3.4-1 shall 
be demonstrated OPERABLE by veriifying LEAKAGE to be within its limit: 

a. 

b. 

C. 

d. 

e, 

At the frequency specified in the Surveillance Frequency Control Program, 

Prior to entering MODE 2 whenever the plant has been in COLD SHUTDOWN 
for 7 days or more and if leakage testing has not been performed in the previous 
9months, ~ ~ 

~ Deleted 

Within 24 hours following valve actuation due to auton1atic or manual action or 
flow through the valve;-:md -<E--__[] 
W-hett tested pttffllSftt ite Spee.tfi:eatiett 1. 8. 5. 

(I) The provisions of Specification 4.0.4 are not applicable for entry into MODE 3 or 4. 

<2> This surveillance is not required to be performed on Reactor Coolant System Pressure 
Isolation Valves located in the RHR flow path when in, or during the transition to or from, the 
shutdown cooling mode of operation. 

MILLSTONE - UNIT 3 3/4 4-23a Amendment No.~ . ~ .~ 
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Febmary 25, 2014 
REACTOR COOLANT SYSTEM 

OVERPRESSURE PROTECTION SYSTEM 

SURVEILLANCE REQUIREMENTS 

4.4.9.3.1 Demonstrate that each required PORV is OPERABLE by: 

a. Performance of an ru'IALOG CHANNEL OPERATIONAL TEST on the PORV 
actuation channel, but excluding valve operation, within 31 days prior to entering a 
condition in which the PORV is required OPERABLE and at the frequency 
specified in the Surveillance Frequency Control Progran1 thereafter when the 
PORV is required OPERABLE; 

b. 

C. 

Performance of a CHANNEL CALIBRATION on the PORV acniation channel at 
the frequency specified in the Surveillance Frequency Control Program; and 

Verifying the PORV block valve is open and the PORV Cold Overpressure 
Protection Systen1 (COPPS) is armed at the frequency specified in the Surveillance 
Frequency Control Program when the PORV is being used for overpressure 
protection. 

4.4.9.3.2 Den1onstrate that each required RHR suction relief valve is OPERABLE by: 

a. Verifying the isolation valves between the RCS and each required RHR suction 
relief valve are open at the frequency specified in the Surveillance Frequency 
Contro! Program;-aae 

1➔.• l'est:iftgpw:saaat *e Speetfieatiea 4.Q.5. 

4.4.9.3.3 When complying v.~th 3.4.9.3.4, verify that the RCS is vented through a vent pathway 
;:: 2.0 sqtiare inches at the frequency specified in the Surveillance Frequency Control 
Progran1 for a passive vent path and at the frequency spec.ified in the Surve illance 
Freqtiency Control Program for unlocked open vent valves. 

4.4.9.3.4 Verify that no Safety Injection pumps are capable of injecting into the RCS at the 
freqtiency specified in the Surveillance Frequency Control Progran1. 

4.4.9.3.5 Verify that a maximum of one centrifugal charging pump is capable of injecting into 

f 

the RCS at the freqtiency specified in the Surveillance Frequency Control Progran1. } 

MILLSTONE - UNIT 3 3/4 4-39 Amendment No. ::/9-, ~ . -1-00, HJ., #7, 
-1-9+,~ . ~ 
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No changes. Provided for information. January 29, 2016 
EMERGENCY CORE COOLING SYSTEMS 

SURVEILLANCE REQUIREMENTS 

4.5.2 

a. 

b. 

Each ECCS subsystem shall be demonstrated OPERABLE: 

At the frequency specified in the Surveillance Frequency Control Program by 
verifying that the following valves are in the indicated positions with power to the 
valve operators removed: 

Valve Ntllllber Valve Function Valve Position 
3SIH*MV8806 RWST Supply to SI Ptllllps OPEN 
3SIH*MV8802A SI Ptllllp A to Hot Leg Injection CLOSED 
3SIH*MV8802B SI Ptllllp B to Hot Leg Injection CLOSED 
3SIH*MV8835 SI Cold Leg Master Isolation OPEN 
3SIH*MV88 l 3 SI Ptllllp Master Miniflow Isolation OPEN 
3SIL*MV8840 RHR to Hot Leg Injection CLOSED 
3SIL*MV8809A RHR Pump A to Cold Leg Injection OPEN 
3SIL*MV8809B RHR Pump B to Cold Leg Injection OPEN 

At the frequency specified in the Surveillance Frequency Control Program by: 

1) Verifying that the ECCS piping locations susceptible to gas accumulation, 
except for the operating centrifugal charging pUlllp(s) and associated 
piping, the RSS pump, the RSS heat exchanger and associated piping, are 
sufficiently filled with water, and 

---------------- NOU ---------------
Not required to be met for systen1 vent flow paths opened tlllder administrative control. 

2) Verifying that each valve (manual, power-operated, or automatic) in the 
flow path that is not locked, sealed, or otherwise secured in position, is in 
its correct position. 

c. By a visual inspection which verifies that no loose debris (rags, trash, clothing, 
etc.) is present in the containment which could be transported to the containment 
sump and cause restriction of the pump suctions during LOCA conditions. This 
visual inspection shall be performed: 

1) For all accessible areas of the containment prior to establishing 
CONTAINMENT INTEGRITY, and 

2) At least once daily of the areas affected (during each day) within 
containment by containment entry and during the final entry when 
CONTAINM&'IT INTEGRITY is established. 

d. At the frequency specified in the Surveillance Frequency Control Program by: 

1) Verifying automatic interlock action of the RHR System from the Reactor 
Coolant Systen1 by ermlfing that with a simulated signal greater than or 
equal to 412.5 psia the interlocks prevent the valves from being opened. 

MILLSTONE - UNIT 3 3/4 5-4 Amendment No.~ . ::/9-, -1-00, +.M, -147, 
~ . ~ . ~ .267 



Serial No.: 26-066 
Docket No.: 50-423 

Attachment 2, Page 8 of 21 

 

 

Febmary 25, 2014 

EMERGENCY CORE COOLING SYSTEMS 

SURVEILLANCE REQUIREMENTS (Continued) 

e. 

2) A visual inspection of the containment sump and verifying that the 
subsystem suction inlets are not restricted by debris and that the smnp 
components (strainers, etc.) show no evidence of strucniral di.stress or 
abnormal corrosion. 

At the frequency specified in the Surveillance Frequency Control Program by: 

I) Verifying that each automatic valve in the flow path acruates to its correct 
position on a Safety Injection actuation test signal, and 

2) Verifying that each of the following pumps start automatically upon receipt 
of a Safety Injection acniation test signal: 

a) Centrifugal charging pump, 

b) Safety Injection pump, and 

c) RHRpmnp. 

3) Verifying that the Residual Heat Removal pumps stop automatically upon 
receipt of a Low-Low RWST Level test signal. 

f. By verifying that each of the following pump's developed head at the test flo-.v 
point is greater than or equal to the required developed head when tested ~llf!llilftl 

te Speetfiedtiett 1.8.5: 

I) 

2) 

Centrifugal charging pump 

Safety Injection pmnp 

3) RHR pmnp 

4) Containment recirculation pmnp 

at the frequency specified in 
the Surveillance Frequency 
Control Program. 

g. By verifying the correct position of each electrical and/or mechanical position stop 
for the following ECCS throttle valves: 

I) Within 4 ho1irs following completion of each valve stroking operation 
when the ECCS subsystems are required to be OPERABLE, and 

y 

2) At the frequency specified in the Surveillance Frequency Control Program. ,,r 
ECCS Throttle Valves 
Valve Number 
3Sili*V6 
3Sili*V7 

MILLSTONE - UNIT 3 3/4 5-5 

Valve Number 
3Sili*V25 
3Sili*V27 

Amendment No.@ , -P-4, ~ . ~ . 
;w., ~ . ~ 
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July 27, 2015 
CONTAINMENT SYSTEMS 

3/4.6.2 DEPRESSURIZATION Al~ COOLING SYSTEMS 

CONTAINMENT QUENCH SPRAY SYSTEM 

LIMITING CONDITION FOR OPERATION 

3.6.2.1 Two independent Contai:nment Quench Spray subsystenlS shall be OPERABLE. 

APPLICABILITY: MODES 1, 2, 3, and 4. 

ACTION: 

\Vith one Containment Quench Spray subsystem inoperable, restore the inoperable systen1 to 
OPERABLE status within 72 hours or be in at least HOT STANDBY within the next 6 hours and 
in COLD SHUTDOWN v.~thin the following 30 hours. 

SURVEILLANCE REQUIREMENTS 

4.6.2.1 Each Containment Quench Spray subsysten1 shall be demonstrated OPERABLE: 

a. At the frequency specified in the Surveillance Frequency Control Program, by: 

1) Verifying that each valve (manual, power operated, or automatic) in the 
flow path that is not locked, sealed, or otherwise secured in position, is in 
its correct position; and 

2) Verifying the ten1peranlfe of the borated water in the refueling water 
storage tank is between 42°F and 73°F 

b. By verifying that each pUlllp's developed head at the test flow point is greater than 

1 

or equal to the requif,ed developed head when tested ~ftl le Speeiliealies 
~ Nat the frequency specified in the Surveillance Frequency Control Program; 

c. At the frequency specified in the Surveillance Frequency Control Program, by: 

1) Verifying that each automatic valve in the flow path actuates to its correct 
position on a CDA test signal, and 

2) Verifying that each spray pump starts automatically on a CDA test signal. 

d. By verifying each spray nozzle is unobstructed following mainte:nance that could 
cause nozzle blockage. 

MILLSTONE - UNIT 3 3/4 6-12 Amendment No. ~. ~ . ~ . +.!;;!,, ~ . 
+++,~ .~ . ~.~ 
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Febmary 25, 2014 

CONTAINMENT SYSTEMS 

RECIRCULATION SPRAY SYSTEM 

LIMITING CONDITION FOR OPERATION 

3.6.2.2 Two independent Recirculation Spray Systems shall be OPERABLE. 

APPLICABILITY: MODES I, 2, 3, and 4. 

ACTION: 

\Vith one Recirculation Spray System inoperable, restore the inoperable system to OPERABLE 
status within 72 hours or be in at least HOT STANDBY within the next 6 hours; restore the 
inoperable Recirculation Spray System to OPERABLE status within the next 48 hours or be in 
COLD SHUTDOWN within the following 30 hours. 

SURVEILLANCE REQUIREMENTS 

4.6.2.2 Each Recirculation Spray System shall be demonstrated OPERABLE: 

a. At the frequency specified in the Surveillance Frequency Control Program by 1 
verifying that each valve (manual, power-operated, or automatic) in the flow path 
that is not locked, sealed, or otherwise secured in position, is in its correct position; 

b. By verifying that each pump's developed head at the test flow point is greater than 
or equal to the required developed head when tested pttfJttaftl to Speci!ie .. 1iott 
~ ~ lat the frequency specified in the Surveillance Frequency Control Program; 

c. At the frequency specified in the Surveillance Frequency Control Program by ,r 
verifying that on a CDA test signal, each recirculation spray pump starts 
automatically after receipt of an RWST Low-Low signal; 

d. At the frequency specified in the Surveillance Frequency Control Program, by ,,r 
verifying that each auton1atic valve in the flow path actuates to its correct position 
on a CDA test signal; and 

e. By verifying each spray nozzle is tlllobstmcted following maintenance that could 
cause nozzle blockage. 

MILLSTONE - UNIT 3 3/4 6-13 Amendment No.-W,m , 122, !*, 
-1-++, ~ . ~ . ~.~ 
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Febmary 25, 2014 

CONTAINMENT SYSTEMS 

3/4.6.3 CONTAINMENT ISOL<\TION VALVES 

LIMITING CONDITION FOR OPERATION 

3.6.3 The containment isolation valves shall be OPERABLE.(•) (
0

) 

APPLICABILITY MODES 1, 2, 3, and 4. 

ACTION: 

\Vith one or mo:e of the isolation valve(s) inoperable, maintain at least one isolation barrier 
OPERABLE in the atfected pene.tration(s) , and: 

a. Restore the inoperable valve(s) to OPERABLE status \\~thin 4 hours, or 

b. J;olate the affected penetration(s) within 4 hours by use of deactivated automatic 
valve(s) secured in the isolation position(s), or 

c. J;olate the affected penetration(s) \\~thin 4 hours by use of closed manual valve(s) 
or blind flange(s); or 

d. J;olate the affected penetration that has only one containment isolation valve and a 
closed system within 72 hours by use of at least one closed and deactivated 
automal!c valve, closed manual valve., or blind flange; or 

e. Be in at least HOT STANDBY within the next 6 hours and in COLD 
SHUTDO\VN within the following 30 hours. 

SURVEILLANCE REQUIREMENTS 

4.6.3.1 DELETED 

4.6.3.2 Each isolation valve shall be demonstrated OPERABLE during the COLD 
SHUTDOWN w REFUELING MODE at llie flequcucy >JJ"'-i fied w llie Swvcillauce F1equcucy ,r 
Control Program by: / I 

a. 

b. 

C. 

Verifying that ~n a l'hase " A'.' Isolation test signal, each Phase "A" isolation \>alve 
actuates to tis 1SOlatton posttton, 

Verifying that on a Phase "B" Isolation test signal, each Phase "B" isolation valve 
actuates to its isolation position, and 

Verifying that on a Containment High Radiation test signal, each purge supply and 
exhaust tsolation valve actuates to tis isolation position 

at the 
4.6.3.3 The isolation time of each power-operated or automatic valve shall be determined to f 
be within its litrit r.11J¼eJi testeEl }31:lfS~ te Speeifieatiea 4.Q.5. : reque ncy 

(•) The provisions of this Specification are not applicable for main steam line isolation 
valves. However, provisions of Specification 3.7.1.5 are applicable for main steam line 
isolation valves. 

(a&) Containment isolation valves may be opened on an internuttent bastS under adnunistrattve 
controls. 

MILLSTONE - UNIT 3 3/4 6-15 Amendment No. ~ . ~ . ~ . % , -H;;!,, 
+¼, ;ioo, ~ . m ,~ 

specified in 
the 
Surveillance 
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Control 
Program 
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No Changes. Provided for infonnation. November 9, 2021 
3/4.7 PL<\!'IT SYSTEMS 

3/4.7.1 TURBINE CYCLE 

SAFETY VALVES 

LIMITING CONDITION FOR OPERATION 

3.7.1.1 All main steam line Code safe.ty \>alves (MSSVs) shall be OPERABLE with nift 
settings as specified in Table 3.7-3. 

APPLICABILITY: MODES 1, 2, and 3. 

ACTION: 

---------------- NOU ---------------

• 

Separate Condition entry is allowed for each MSSV. 

a. With one or more steam generators (SGs) with one MSSV inoperable, and the 
Moderator Temperature Coefficient (MIC) zero or negative at all power 1.evels, 
within 4 hours reduce THERMAL POWER to less than or equal to 59% RAUD 
THERMAL POWER (RI P); otherwise, be in at least HOT STANDBY wiithin the 
next 6 hours and in HOT SHUTDOWN within the following 6 hours. 

b. With one or more SGs v.~th two or more MSSVs inoperable, within 4 hours reduce 
THERMAL POWER to less than or equal to the maximum allowable % RI P 
specified in Table 3. 7-1 for the number of OPERABLE MSSV s, and reduce the 
Power Range Neutron Flux High setpoint to less than or equal to the maximum 
allowable% RI P specified in Table 3.7-1 for nlllllber of OPERABLE MS.SVs 
within the next 32 hours*; otherwise, be in at least HOT STANDBY within the 
next 6 hours and in HOT SHUTDOWN within the follov.IDg 6 hours. 

c. With one or more SGs with one MSSV inoperable and the MIC positive at any 
power level, v.~thin 4 hours reduce THERMAL POWER to less than or equal to 
the maxinmm allowable% RI P specified in Table 3.7-1 for the munber of 
OPERABLE MSSVs and reduce the Power Range Neutron Flux High setpoint to 
less than or equal to the maxim1un allowable % RIP specified in Table 3.7-1 for 
nlllllber of OPERABLE MSSVs within the next 32 hours• ; otherwise, be in at least 
HOT STANDBY v.~thin the ne:1.16 hours and in HOT SHUTDO\VN v.~thin the 
follov.IDg 6 hours. 

Applicable only in MODE I. 

MILLSTONE - UNIT 3 3/4 7-1 Amendment No . .fH., m , 242, 280 
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August 12, 2008 
3/4.7 PL<u'IT SYSTEMS 

3/4.7.1 TURBINECYCLE 

SAFETY VALVES 

T JMTTTNG C:ONnTTTON FOR OPF.R A TTON 

ACTION: (Continued) 

d. With one or more SGs with four or more MSSVs inoperable, be in at least HOT { 
STA!'IDBY within the next 6 hours and in HOT SHUTDOWN within the 
following 6 hours. 

SURVEILLANCE REQUIREMENTS 

4. 7 .1.1 N6 atiditi6t1.1:l Sttt ve.iHMee Reqttirettteftt-s other thMt those reqttife.d: 1:,, Speetfic~1tiett 
-. The provisions of Specification 4.0.4 are not applicable for entry into MODE 3. ,V 

Verify each required MSSV lift setpoint per Table 3.7-3 at the frequency 
specified in the Surveillance Frequency Control Program. 

MILLSTONE - UNIT 3 3/4 7-la Amendment No. 24i ,,r 
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VALVE NUMBER 

LOOP ! 

RV22A 
RV23A 
RV24A 
RV25A 
RV26A 

LOOP 2 

RV22B 
RV23B 
RV24B 
RV25B 
RV26B 

LOOP3 

RV22C 
RV23C 
RV24C 
RV25C 
RV26C 

LOOP 4 

RV22D 
RV23D 
RV24D 
RV25D 
RV26D 

No changes. Pr,ovided for information. March I 7, 1995 

TABLI:3.7-3 
STEAM LINE SAITTYVALV:ES PI.R LOOP 

LIFT SETTING• (±3%)b 

1185 psig 
1195 psig 
1205 psig 
1215 psig 
1225 psig 

1185 psig 
1195 psig 
1205 psig 
1215 psig 
1225 psig 

1185 psig 
1195 psig 
1205 psig 
1215 psig 
1225 psig 

1185 psig 
1195 psig 
1205 psig 
1215 psig 
1225 psig 

ORIFICE SIZE 

16.0 square inches 
16.0 square inches 
16.0 square inches 
16.0 square inches 
16.0 square inches 

16.0 square inches 
16.0 square inches 
16.0 square inches 
16.0 square inches 
16.0 square inches 

16.0 square inches 
16.0 square inches 
16.0 square inches 
16.0 square inches 
16.0 square inches 

16.0 square inches 
16.0 square inches 
16.0 square inches 
16.0 square inches 
16.0 square inches 

a The lift se.tting pressure shall correspond to ambient conditions of the valve at nominal 
operating temperature and pressure. 

b The lift se.tting shall be within± I% following main steam line Code safety valve testing. 

MILLSTONE - UNIT 3 3/4 7-3 Amendment No. 106 
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July 28, 20 I 5 

PLANT SYSTEMS 

AUXILIARY FEED\VATER SYSTEM 

LIMITING CONDITION FOR OPERATION 

ACTION: (Continued) 

Inoperable Equipment Required ACTION 
e. Three allXiliary feedwater e. 

pumps in MODE I, 2, or 3. 

------- NOTE --------
LCO 3.0.3 and all other LCO required ACTIONS 
requiring MODE changes are suspended until one 
AFW pump is restored to OPERABLE status. 

-------------------
Immediately initiate ACTION to restore one auxiliary 
feedwater pump to OPERABLE stanis. 

SURVEILLANCE REQUIREMENTS 

4. 7 .1.2 .1 Each auxiliary feedwater pun1p shall be demonstrated OPERABLE: 

at the frequency 
specified in the 
Surveillance 
Frequency Control 
Program 

a. At the frequency specified in the Surveillance Frequency Control Program by: 

----------- ~ TE ---------------
Auxiliary feedwater pumps may be considered OPERABLE during alignment and 
operation for steam generator level control, if they are capable of being manually 
realigned to the attxiliary feedwater mode of operation. 

Verifying each auxiliary feedwater manual, power operated, and automatic valve in 
each water flow path and in each required steam supply flow path to the steam 
turbine driven attxiliary feedwater pun1p, that is not locked, sealed, or otherwise 
secured in position, is in the correct position. 

----------- NOTE ---------------
1>. Not required to be performed for the steam turbine driven attxiliary feedwater 

ptllllp until 24 hours after reachi:ng 800 psig in the steam generators. 

Verify the developed head of each attxiliary feedwater pump at the flow test point is 
~ greater than or equal to the required developed head when tested~-la 

Sjlecifiea1ian 4.Q.S. The provisions of Specification 4.0.4 are not applicable to the 
steam turbine driven auxiliary feedwater pump for entry into MODE 3. 

MILLSTONE - UNIT 3 3/4 7-5 Amendment No.% ,~ .+.!+, -H9, 
298, 235, ~ . ~ 
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10/19/00 

PLANT SYSTEMS 

MAIN STEAM LINE ISOLATION V.4.LVES 

LIMITING CONDITION FOR OPERATION 

3.7. 1.5 Four main steam line isolation valves (MSl\/s) shall be OPERABLE. 

APPLICABILITY: MODE 1 

MODES 2, 3, and 4, except when all MSl\/s are closed and deactivated. y 

ACTION: 

MODE 1: 

With one MSIV inoperable, POWER OPERATION may continue provided the inoperable 
valve is restored to OPERABLE status -.,.~thin 8 hours; otherwise be in MODE 2 within 
the next 6 hours. 

MODES 2, 3, and 4: 

With one or more MSl\/s inoperable, subsequent operation in MODE 2, or 3, or 4 may 
proceed provided the inoperable isolation valve(s) is (are) closed• within 8 hours and 
verified closed once per 7 days. Otherwise, be in HOT STANDBY within the next 6 hours 
and in COLD SHUTDOWN v.~thin the following 30 hours. Separate condition entry is 
allowed for each MSIV. 

SURVEILLANCE REQUIREMENTS 

at the frequency specif ed in the 
4.7.1.5.1 DELETED Surveillance Frequency Control 

Program 
4.7.1.5.2 Each MSIV shall be demonstrated OPERABLE, 1311~1aat te Speeifieatlea 4 O.?, by 
verifying full closure within 10 seconds (120 seconds for MODE 4 only) on an actual or 
simula:ed actuation signal. The provisions of Specification 4.0.4 are not applicable for entry into 
MODE 4 or MODE 3. 

• The MSIV s may be opened to perform Surveillance Requiren1ent 4. 7 .1.5 .2 when Reactor 
Coolant Systen1 temperature is greater than or equal to 320°F. 

MILLSTONE - UNIT 3 3/4 7-9 Amendment No.-%,% ,™ · -1-¾, -1-4&, 
~ 
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January 17, 1996 

ADMINISTRATIVE CONTROLS 

6.8.4 The following programs shall be established, implemented, and maintained: 

a. Primary Coolant Sources Outside Containment 

A prognun to reduc,e leakage from those portions of sys.tents outside coutairunent 
that could contain highly radioactive fluids during a serious transient or accident to 
as low as practical levels. The systems include the recirculation spray, Safety 
Injection, charging portion of chemical and voltlllle control, and hydrogen 
recombiners. The program shall inchide the following: 

1) Preventive maintenance and periodic visual inspection requiren1ents, and 

2) Integrated leak test requiren1ents for each systen1 at fea.eliag e;·ele 
il¼tffi'als ef less. at the frequency specified in 

the Suiveillance Frequency 
b. In-Plant Radiation Monitoring Control Program 

A program which will ensure the capability to accurately determine the airborne 
iodine concentration in vital areas under accident conditions. This program shall 
include the following: 

1) Training of personnel, 

2) Procedures for monitoring, and 

3) Provisions for maintenance of sampling and analysis equipment. 

MILLSTONE - UNIT 3 6-15a Amendment No.@, -00, m 
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January 11, 20 I 3 

ADMINISTRATIVE CONTROLS 

PROCEDURES AND PROGRAMS (Continued) 

associated with a crack(s), then the indication need not be 
treated as a crack. 

e. Provisions for monitoring operational primary to secondary 
LEAKAGE. 

h. Control Room Envelope Habitability Program 

A Control Room Envelope (CRE) Habitability Program shall be established and 
implemented to ensure that CRE habitability is maintained such that, \\~th an 
OPERABLE Control Room Emergency Ventilation Systen1 (CREVs), CRE 
occupants can control the reactor s afely under normal conditions and maintain it in 
a safe condition following a radiological event, hazardous chemical release, or a 
smoke challenge. The program shall ensure that adequate radiation protection is 
provided to permit access and occupancy of the CRE under design basis accident 
(DBA) conditions without personnel receiving radiation exposures in excess of 
5 ren1 total effective dose equivalent (TEDE) for the duration of the accident. The 
progran1 shall include the following elements: 

a. The definition of the CRE and the CRE boundary. 

at the periodic 
frequencies specified 
in the Surveillance 
Frequency Control 
Program and 

b. 

C. 

Requirements for maintaining the CRE boundary in its design 
condition including configuration control and preventive 

intenance. 

Re~ g the unfiltered air inleakage past 

event-driven 
fre uencies 

MILLSTONE - UNIT 3 

the CRE boundary into the C in accordance with the testing 
methods and at th f reqdene.ies specified in Sections C. J and C.2 of 

a ory Guide 1.197, "Demonstrating Control Room Envelope 
Integrity at Nuclear Power Reactors," Revision 0, May 2003, and 
(ii) assessing CRE habitability at the Frequencies specified in 
Sections C.J and C .2 of Regulatory Guide 1.197, Revision 0. 

Tue following are exceptions to Sections C. ! and C.2 ofRegulato!j/ 
Guide 1.197, Revision 0: 

I. Appropriate application of ASTh1 E74 l shall include the ability 
to take minor exceptions to the test methodology. These 
exceptions shall be documented in the test report, and 

2. Vulnerability assessments for radiological, hazardous chemical 
and smoke, and emergency ventilation systen1 testing were 
con1pleted as documented in the UFSAR and other licensing 
basis documents. The exceptions to the Regulatory Guides 
(RG) referenced in RG I. 196 (i.e., RG 1.52, RG 1.78, and 

6-1 7e Amendment No. 2H, 245, ~ 



Serial No.: 26-066 
Docket No.: 50-423 

Attachment 2, Page 19 of 21 

 

 

Febmary 6, 2013 
ADMINISTRATIVE CONTROLS 

PROCEDURES AND PROGRAMS (Contmued) 

at the frequency 
specified in the 
Suiveillance 
Frequency Control 
Program 

RG 1.183), which were considered in completing the 
vulnerability assessments, are documented in the 
UFSAR/current licensing basis. Compliance with these RGs is 
consisten: \\~th the current licensing basis as described in the 
UFSAR and other licensing basis documents. 

d Measurement, at designated locations, of the CRE pressure relative 
to all external areas adjacent to the CRE boundary during the 
pressurization mode of operation by one train of the CREVs, 
operating at tile flow rate required by the Surveillance 
Requirements. at a MeEF1E'fte;· ef 48 m9!HB5 es a ST:'...CCERS> 

~ ---::-~ TEST BA.SIS. The results shall be trended and used as part of the ~ 
11¼8ftil¼assessmentof theCREboundary. ~~~~ A\ 

!periodic I_J 

e. The quantitative limits on unfiltered air inleakage into the CRE. 
These linlits shall be stated in a manner to allow direct comparison 
to the unfiltered air inleakage measured by the testing described in 
paragraph c. Toe unfiltered air inleakage linlit for radiological 
challenges is the inleakage flow rate assumed in the licensing basis 
analyses of DBA consequences. Unfiltered air inleakage limits for 
hazardous chemicals must ensure that exposure of CRE occupants to 
these hazards \\ill be within the assumptions in the licensing basis. 

Toe provisions of Surveillanc,e Requiren1ent 4.0 .2 are applicable to the 
Frequencies for assessing CRE habitability, determining CRE unfiltered 
inleakage, and measuring CRE pressure and assessing the CRE boundary 
as required by paragraphs c. and d., respectively. 

i. Snubber Exanlination. Testing. and Service Life Morlitoring Program Plan 

This program conforms to the examination, testing and service life morlitoring for 
dynanlic restraints (snubbers) in accordance \\~th JO CFR 50.55a inservice inspection 
(ISI) requirements for supports. The program shall be in accordance with the following: 

a. This program shall meet 10 CFR 50.55a(g) ISi requirements for supports. 

b. The program shall meet the reqtlirernents for !SI of supports set forth in subsequent 
editions of the Code of Record and addenda of the American Society of Mechanical 
Engineers {ASME) Boiler and Pressure Vessel (BPV) Code and the ASME Code 
for ()p,t-:rntion anrl M::iintffianc-f": nf Nnr.l~ r Pnwt':f Pbnt~ (OM ('.()ru";) that art'" 
incotporated by reference in JO CFR 50.55a(b), subject to its limitations and 
modifications, and subject to Commission approval. 

MILLSTONE - UNIT 3 6-1 7f Amendment No. 21§, 2S~, ~ 
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Febmary 25, 2014 

ADMINISTRATIVE CONTROLS 

PROCEDURES AND PROGRAMS (Continued) 

c. The program shall, as allowed by 10 CFR 50.55a(bX3Xv), meet Subsection !STA, 
"General Requirements" and Subsection !STD, "Preservice and Inservice 
Examination and Testing of Dynamic Restraints (Snubbers) in Light-Water Reactor 
Nuclear Power Plants" in lieu of Section XI of the ASME BPV Code ISI 
requirements for snubbers, or meet authorized alternatives pursuant to 
JO CFR 50.55a(a)(3). 

d. The 120-month program updates shall be made in accordance with IO CFR 50.55a 
(including JO CFR 50.55a(b)(3)(v)) subject to the limitations and modifications 
listed therein. 

j. Surveillance Frequency Control Progran1 

~ Tllis pregi:am pi:evides e.estl=els fer sur-,;etllaae.e ffeciueaeies. The pregFam sliaU easw:e 
tftat su:£vei-llaeee reqt¼tfel¼le1its speeifieel is tile teeftftieal speeifieatiot1 are pei:feAHeEI at 
imei=vals saffie.ieat to assure the. assoeiated l:.laHting Coaaitieas fer Opaaties are met 

~ The SUP:eillaaee FreE(Heee;r CofHfel Pfogram sliaU eeftlaia a Hst of fi:eEpeBeies of 
those .stU .;e iHftfte.e reqttifcmcnts fer ,,hieh the &eqtlettt) is cetttfeHed by the 
program. 

1➔.- Cbaages to the ffe~e.ies listeEl ia the S\IP:e.il-lasee Mefi1Qeae.;r CelHfel Pfogram 
s!iall 1:ie maeleia aeeorelaaee vrilh Nel Q4 IQ, ~:&isk WefB¼ee1 }.4etl¼ed fer Goftlrol 
of Stu .;ciH.tttee Frequetteie:s," R:e vision 1. 

C7 The pro d'isiem of Sttt vetHattee R:e.qctucmcnts 1.8.2 ~md 1.8.3 ~tte ~,ppliesble t6 the 
He~eies establ-isBeel is ffie Sl:lP:etllaaee Fi:eepe.ae;· Ceatt:ol Pi:ogram. 

6.8.5 Written procedures shall be established, implemented and maintained covering Section 
I.E, Radiological Environmental Monitoring, of the REMODCM. 

6.8.6 All procedures and procedure changes required for the Radiological Environmental 
Monitoring Program (REMP) of Specification 6.8.5 above shall be reviewed by an individual 
(othe< than the author) from the organization responsible for the REMP and approved by 
appropriate supervision. 

Ten1porary changes may be made provided the intent of the original procedure is not altered and 
the change is doctllllented and revi ewed by an individual ( other than the author) from the 
organization responsible for the REMP, within 14 days of implen1entation. 

MILLSTONE - UNIT 3 6-17g Amendment No. ~ . ~ 
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Insert 1 

This program provides controls for surveillance frequencies and the frequencies of other 
periodic testing required by these technical specifications (herein also referred to as 
surveillance frequencies). The program shall ensure that surveillance requirements and 
other required testing specified in these technical spedifications are performed at 
intervals sufficient to assure the associated Limiting Conditions for Operation and other 
requirements are met. 

a. The Surveillance Frequency Control Program shall contain a list of frequencies 
controlled by the program. 

b. Changes to the frequencies listed in the Surveillance Frequency Control 
Program shall be made: 

1. In accordance with the requirements of 1 o CFR 50.55a for testing required 
by 10 CFR 50.55a(f); 

2. In accordance with the requirements of 1 O CFR 50.69(d)(2) for testing 
permitted under 10 CFR 50.69(b)(1 )(v) in lieu of testing required by 
10 CFR 50.55a(f); 

3. Otheiwise, in accordance with NEI 04-10 , "Risk-Informed Method for 
Control of Surveillance Frequencies," Revision 1. 

c. The provisions of Surveillance Requirements 4.0.2 and 4.0.3 are applicable to 
the frequencies established in the Surveillance Frequency Control Program, 
except: 

1. For testing required by 10 CFR 50.55a(f). Surveillance Requirement 4.0.2 
is only applicable as permitted by that regulation; and 

2. Surveillance Requirement 4.0.3 is only applicable to other required testing 
When invoked by a Chapter 6 Specification. 
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March I, 2022 

DEFINITIONS 

REPORTABLE EVENT 
1.29 A REPORTABLE EVENT shall be any of those conditions specified in Section SO. 73 of 
I0CFRPan SO. 

SHUTDOWN lv!ARGIN 

1.30 SHUTDOWN Ml\.RGDI shall be the inst.mtaneous amount of reactivity by which the 
reactor is subcritical or would be subcritical from its present condition assuming all full-length 
rod ch1ster assemblies (shutdo,,n and control) are fully inserted except for the single rod duster 
assembly of highest reactivity wonh which is assumed to be fully w~thdrawn. 

SITE BOUND.l\.RY 

1.31 The SITE BOUND.l\.RY shall be that line beyond which the land is neither own ed, nor 
leased, nor othm,m controlled by the licensee. 

SLAVE RELA.Y TEST 

1.32 A SLAVE REL<W TEST shall be the energization of each slave relay and verification of 
OPERAB1LITY of each relay. The SLA.VE REL;\Y TEST shal.l include a continuity check, as a 
minimum, of associated testable acruarion devices. 

SOURCE CHECK 

1.33 A SOURCE CHECK sball be the qualitative assessment of ch.1llllel response when the 
channel sensor is exposed 10 radiation. 

Hf\@W E> IliH B.O,Slfi 
1.34 A SIAGGERm TeST BASIS shall eeesisl ef. ( !DELETED I 

a, /'. test seheoole for a SyStems. soosystems, lfaills, er ether desigeatea eempeeeats 
eetaiaea by dhdieg the speemed test iateswl iflte a eljOOI subialervals, aad 

b, The testiag efeae SyStem, subs-),tem, 1faia, er ether desigaated eo8ljleeeet al the 
eegiflaiag ef eaeh subilller,;al. 

THERM"-LPOWER 

! .3S THERMAL POWER shall be the total reactor core heat transfer rate to the reactor coolant. 

TRIP ACTUATING DEVICE OPERATIO)IAL TEST 

1.36 A TRIP ACTUATI)IG DEVICE OPERATIOX"-L TEST shall consist of operating the Trip 
Acruating Device and verifying OPER.AB1LITY of alarm, interlock and/or trip ftmctions. The 
TRIP ACTUATING DEVICE OPERillON."-L TEST shall include adjustment, as necessary, of 
the Trip Actuating Device such that it actuates at the required Setpoint w~thin the required 
accuracy. 

M1LLSTONE - UNIT 3 1-6 .Amendment No. m , ~ 
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3/4.0 APPLICABILITY 

BASES 

LBDCR 22-MP3-003 
March 24, 2022 

Toe administrative controls ensure the time the equipment is returned to service in conflict with 
the requirements of the ACTIONS is limited to the time absolutely necessary to perfom1 the 
required testing to den1on~trate OPERABILITY. This Specification does not provide tin1e to 
perform any other preventative or corrective maintenance. 

An example of demonstrating the OPERABILITY of the equipment being re.nimed to service is 
reopening a containment isolation valve that has been closed to comply with Required Actions 
and must be reopened to perform the required testing. 

An example of demonstrating the OPERABILITY of other equipment is taking an inoperable 
channel or trip system out of the tripped condition to prevent the trip function from occurring 
during the perfom13nce of required testing on another channel in the other trip systen1. A sinlilar 
example of den1onstrating the OPERABILITY of other equipment is taking an inoperable channel 
or trip systen1 out of the tripped condition to pemlit the logic to function and indicate the 
appropriate response during the performance of reqtlired testing on another channel in the same 
trip systen1. 

Specification~ 4.0.1 through ~ establish the general requiren1ents applicable to Surveillance 
Reqtlirements. These requirements are based on the Surveillance Requirements stated in the Code 
offederal Regulations, 10 CFR 50.36(c)(3): 

MILLSTONE - UNIT 3 B 3/4 0-3c Amendment No.~ . ~ 
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3/4.0 APPLICABILITY 

BASES 

LBDCR 22-MP3-003 
March 24, 2022 

Specification 4.0.4 SR 4.0.4 establishes the requirement that all applicable SRs must be met 
before entry into a MODE or other specified condition in the Applicability. 

This Specification ensures that system and component OPERABILITY requirements and vatiable 
limits are met before entry into MODES or other specified conditions in the Applicability for 
which these systems and components ensure safe operation of the unit. The provisions of this 
Specification should not be interpreted as endorsing the fuihire to exercise the good practice of 
restoring systems or components to OPERABLE status before entering an associated MOD::: or 
other specified condition in the Applicability. 

A provision is included to allow entry into a MODE or other specified condition in the 
Applicability when an LCO is not met due to Surveillance not being met in accordance with LCO 
3.0.4. 

However, in certain circumstances, failing to meet an SR will not result in SR 4.0.4 restricting a 
MODE change or other specified condition change. \Vhen a system, subsystem, division, 
component, device, or variable is inoperable or outside its specified limits, the associated SR(s) 
are not required to be performed, per SR 4.0.1, which states that S\irveillances do not have to be 
performed on inoperable equipment. When equipment is inoperable., SR 4.0.4 does not apply to 
the associated SR(s) since the requirement for the SR(s) to be performed is removed. Therefore, 
failing to perform the Stirveillance(s) within the specified Frequency does not result in an SR 
4.0.4 restriction to changing MODES or other specified conditions of the Applicability. However, 
since the LCO is not met in this instance, LCO 3.0.4 will govern any restrictions that may (or may 
not) apply to MODE or other specified condition changes. SR 4.0.4 does not restrict changing 
MODES or other specified conditions of the Applicability when a Stirveillance has not been 
performed within the specified Frequency, provided the requirement to declare the LCO not met 
has been delayed in accordance '-'~th SR 4.0.3. 

The pro\~ ions of SR 4.0.4 shall not prevent entry into MODES or other specified conditior:s in 
the Applicability that are required to comply with ACTIONS. In addition, the provision~ of SR 
4.0.4 shall not prevent changes in MODES or other specified conditions in the Applicability that 
result from any unit shutdown. In this conte:1.1, a unit shutdown is defined as a change in MODE 
or other specified condition in the Applicability associated with transitioning from MODE I to 
MODE 2, MODE 2 to MODE 3, MODE 3 to MODE 4, and MODE 4 to MODE 5. 

SpeeifiE<ltien 4.Q.5 establishes-th~tllat insep,·iee testing efASME CeEle ~ 
aael 3 pumps aae ::ah·es sllall 1:ie peffeffl¼eel Hi aesefelaaee t.vitfi a pet=ieElieally 1:1pElateEI ::esioa of 
titeASME Cede for Operatiott ~tnd hi~li:ttteftMle.e ef ~ttlde.sr Pe~rer Pffiftts (ASME Ol,4 Ced~ ~tttd 
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314 Q APPLICABll.IJY 

BASES (Continued) 

LBDCR 22-MP3-003 
March 24, 2022 

awlie~blr J'dldeeda as feEj\lftd by IOCFR.50.SSa(~. These Feqllifemeots awly eiaeeJJI whee Felief 
has been prilYided itl writing by !he CoDIDlissioo. 

This speeifieahoe iscludes a elat"ifieaboo oflhe ffeEJ;Ueeeies for pernrn:ing Ille itlsef\•ice 1es1ieg 
aeh·Mies reEj\lftd by !he ASME OM Cose aeel applieable Addenda. Tills elat"ifieaboo is JlfO•;ided 
te eesure ceesistea~• Hi swveiU:aaee iateFfals thfoug-keut tile TeeMieat Speeifieati9ft5 aael te 
remcr_::e aay am8igl-Mties rel:atiYe to the fi:eqyeaeies for peffernl¼Rg the re(f\lY:e6 iesei=i;ice test-iag 
aeli, ilies. 

tJnder me teeB:S ef dits SJ!t aficatiaa; fBe more resk=ie-ti-ve reftuifements of tee +ecbgjeal 
Speei:fieti'iem ttlfc ptett:deftee e t-eJ the .AtSP.IE ffi-4 Cede Mid sppttesble l ,ddend:8. The 
i:equif~ ef Speei:fieatiaa 1.Q.4 to pefferm stW:eiU:aae.e aetiYities before etlifj· i:mo as 
OPeR..'\Il@l '\:b~·IODe er oate:r spee.ifieti eeeditioa talces preeeeleftee a,:e:r tl¼e :'..Q,ffi O~i GeEle 
pt6ti.sien whieh a:Hew:5 ptm:tps attd .;81.,s te be te3ted ttp te ette •week aftet fCftlf'fl te 1teftffltl 
apesuioa. 
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REACTOR COOL~NT SYSTEM 

BASES 

3/4.4.2 SAFETYVALVES 

LBDCR No. 07-MP3-009 
June 19, 2007 

The pressurizer Code safery valves operate to prevent the RCS from being pressurized 
above its Safery Limit of2750 psia. Each safery valve is designed to relieve 420,000 lbs per hour 
of sarurated steam at the \>al\-e Se1p0in1. The relief capacity of a single safety valve is adequate to 
relieve any overpressure cOtldition which could occur during shutdown. If any pressurizer Code 
safery valve is inoperable, and cannot be restored to OPERABLE status, the ACTION statement 
requires the plant to be shut down and cooled down such that Technical Specification 3.4.9.3 will 
become applicable and require cold overpressure protection to be placed in service. 

During operation, all pressurizer Code saf~ valves must be OPERABLE to prevent the 
RCS from being pressurized above its Safery Limit of2750 psia. The combined relief c.,pacity of 
all of these valves is greater than the ma.'Cimum ru,ge rate resulting front a con1ple1c loss-of-load 
assuming no Reactor trip until the first Reactor Trip System Trip Se1p0int is reached (i.e., 110 
credit is taken for a direct Reactor trip on the loss-of-load) and also assuming no operation of tl1e 
power-opcr.ited relief valves or steam dump valves. 

Demonstration of the safety \-alves' lift scnings will occur only during shutdown and will 
be performed in accordance with the • • • 
~ 1lai:e1eaaeet efiiillieltar Porxe, Pia&& 

314 4 3 PRESSURIZER 
the requirements of 
10CFR SO.SSa(f) 

The pressurizer provides a poim in the RCS when liquid and vapor arc maintained in 
equilibrium under saruratcd cooditions foe pressure cowrol purposes 10 prevent bulk boiling in the 
rentainder of the RCS. Key functions include maintaining required prinwy systern pressure 
during steady state operation and limiting the pressure changes caused by reactor coolant thermal 
expansion and conttaction during load transients. 

MODES IAND 2 

The requirement for the pressurizer to be OPERABLE, \\1th pressurizer level maintained 
at programmed level \\ithin = 6% of full scale is consistent \\1th the accident analysis in Chapter 
15 of the FSAR. The accident analysis assumes that pressurizer level is being maintained at the 
programmed lev·el by the automatic control system, and when in manual control, similar limits are 
established. The programmed lev·el ensures the capabilily to establish and maintain pressure 
control for steady state operation and to roiniroire tbe consequences of potential overpressure and 
pressurizer overfill transients. A pressurizer level control error based upon automatic level control 
bas been taken into accoUIII for those transients where pressurizer overfill is a concern (e.g., loss 
of feed\v-ater, feedwater line break, and inadvertent ECCS acroation at power). When in manual 
control, the goal is to maintain pressurizer level at the program level value. The± 6% of full scale 
acceptance criterion in the Teclmical Specification establishes a band for operation to 
accommodate ,-ariations bel\\'een lev-el measurements. This value is bounded by the margin 
applied to the pressurizer overfill e,'ellts. 

MILLSTO:-IE - IDllT 3 B 3/44-2 Amendment No. ~ . -19+, 
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REACTOR COOL<\NT SYSTEM 

BASES 

OVERPRESSURE PROTECTION SYSTEMS (continued) 

LBDCR 12-MP3-010 
Sq,tember 20, 2012 

Performance of a CHA.~ CALIBRATION on each required PORV acruation channel is 
required periodically to adjust the channel so that it responds and the val\-e opens \\itbin the 
required range and accuracy to a known input. The surveillance frequency is controlled under the 
Surveillance Frequency Control Program. 

The PORV block valve must be verified open and COPPS must be verified armed periodically 10 
provide a flow path and a cold 0\'el'pressure prorccrion actuation circuit for each required PORV 
10 perform its function wbcn required. The valve is remotely verified open in the main control 
room. This Sun-cillance is performed if credit is being taken for the PORV 10 satisfy the LCO. 

The block val\-e is a remotely controlled, motor operated valve. The power to the valve operator is 
not required to be removed, and the manual operator is not required to be locked in the open 
position. Thus, the block valve can be closed in the event the PORV de\'clops excessive leakage 
or does not close (sticks open) after relieving an overpressure transient 

t 

The sun-eillance frequency is controlled under the Surveillance Frequency Control Program. ,{ 

4.4.9.3.? 

Eacb required RHR suction relief valve shall be demonstrated OPERABLE by verifying the RHR 
suction valves, 3RHS*MV8701A and 3RHS*M8701C, are open when suction relief valve 
3RHS*RV8708A is being used to meet the LCO and by verifying the RHR suction valves, 
3RHS*MV8702B and 3RHS*MV8702C, are open when suction relief valve 3RHS*RV8708B is 
being used 10 meet the LCO. llaeh RE!Wfed RHR 5\letiea relief vain shn'1 111se be ElemeBSl>ateEI 
OPERABLE by testmg ii in scco1d:mee wilh '1.8.S. This Swveillance is only required to 
performed iftbe RHR suction relief valve is being used 10 meet this LCO. 

The RHR suction \"3lves arc periodically verified 10 be open. The surveilbnce flcqucncy • 
controlled under 1be Surveillance Frequency Control Program. 

4.9.S verifies OPERABILITY by proving proper relief valve mechanical motion and by 
measuring and, if required, adjusting the lift setpoint. 

Testing in accordance with the requirements of 10 CFR 50.55a(f) verifies 

MILLSTO)lE - IDlIT 3 B 3/44-25 AmendmentNo. ,m ,~ 
Surveillance Frequency is controlled under the 

urveillance Frequency Control Program in accordance 
• the requirements of 10 CFR 50.55a(f). 



Serial No.: 26-066 
Docket No.: 50-423 

Attachment 3, Page 8 of 13 

 

 

 

REACTOR COOLANT SYSTEM 

BASES 

OVERPRESSURE PROTECTION SYSTEMS (continued) 

4.4.9.3.3 

LBDCR 12-MP3-010 
September 20, 2012 

The RCS vent of~ 2.0 square inches is proven OPERABLE periodically by verifying its open 
condition. A removed Pressurizer safety valve fits lhis categosy. 

This pass~ vent arrangement must only be open to be OPERABLE. Tiiis Surveillance is 
required to be pcrfonned if tbe vent is being used to satisfy the pressure relief requirements of !be 
LCO. The swvcillance frequency is controlled under the Surveillance Frequency Control 
Program. 

4.4.9.3.4 and 4.4.9.3.5 

To minimize rhe potential for a low temperature overpressure event by limiting the mass input 
capability, all SIH pumps and all but one centrifugal cbatgiug pump arc verified incapable of 
injecting into the RCS. 

The SIH plllllpS and charging pumps are rendered incapable of injecting into tbe RCS through 
removing the power from the pumps by racking the breakers out under administrative control. 
Alternate methods of control may be employed using at least two independent means to prevent 
an injection into the RCS. This may be accomplished through any of the following methods: 
I) placing the pump in pull to lock (PTL) and pulliug its UC fuses, 2) placing the pump in pull to 
lock (PTL) and closing the pump disc.barge valve(s) to the injection line, 3) closing the pump 
discharge valve(s) to the injection line and either removing power from the valve operator(s) or 
locking manual valves closed, and 4) dosing the \'31\·e(s) from the injection source and either 
removing power from the valve operator(s) or locking manual valves closed. 

An SIH pump may be energized for testing or for filling the Accumulators provided it is incapable 
of injecting into the RCS. 

The S\lf\-cil!ance frequency is controlled under the Sun-cillance Frequency Control Program. y 

REFERENCES 

I. 

2. 

3. 
4. 
5. 
6. 
7. 
8. 
9, 

ASME Boiler and Pressure Vessel Code. Section XI, Appcndi.x G. "Fracrutc 
Toughness for Protection Against Failure:· 1995 Edition. 
ASME Section XI, Code Case N-640. "Alternative Reference Fracture Toughness 
for Development of P-T Limit Curves,~ dated February 26, 1999. 
Generic Letter 88-11 
ASME, Boiler and Pressure Vessel Code, Section Ill 
FSAR., Chapter I 5 
l0CFRS0, Section 50.46 
10CFR50, Appendix K 
Generic Letter 90-06 
AS~.m Gede f.Elr Opei:aliee aft6} fairtnane=e ef}hielear Pe\1ler Plast:s 
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EMERGENCY CORE COOLING SYSTEMS 

BASES 

ECCS SUBSYSTEMS (Continued) 

LBDCRNo. 14-MPJ-011 
January 8, 2015 

Tue monitoring frequency of the locations that are susceptible to gas accumulation rakes into t 
consideration the gradual nature of gas accumulation in the ECCS Subsystem piping and the 
procedural controls governing system operation. The surveillance frequency is controlled by the 
Surveillance Frequency Control Program. The surveillance frequency may \>al)' by each location's 
susceptibility to gas accumulation. 

Surveillance Requirement 4.5.2.C.2 requires that the visual in<;pection of the containment be 
performed at least once daily if the containment has been entered that day and when the final 
containment entry is made. This will reduce the number of unnecessary inspections and also 
reduce personnel exposure. 

Surveillance Requirement 45.2.d.2 addresses periodic inspection of the containment sump to 
ensure that it is unrestricted and stays in proper operating condition. The surveillance frequency is 
controlled under the Surveillance Frequency Control Program. 

The Emergency Core Cooling System (ECCS) has several piping cross connection points for 
use during the post-LOCA recirculation phase of operation. These cross-connection points allow 
the Recirculation Spray System (RSS) to supply water from the containment Slllllp to the safety 
injection and charging plllllps. The RSS has the capability to supply both Train A and B safety 
injection pumps and both Train A and B charging pumps. Operator action is required to position 
valves to establish flow from the containment sump through the RSS subsystems to the safety 
injection and charging pumps since the \>alves are not automatically repositioned. The quarterly 
stroke testing (T-eellllieal SpeeiEiCi!liea 4.0.S) of the ECC/RSS recirculation tlowpath valves 
discussed below wiJtinot result in subsystem inoperability ( except due to other equipment 
manipulations to s,i{pport valve testing) since these valves are manually aligned in accordance 
with the Emerg ,ty Operating Procedures (EOPs) to establish the recirculation flowpaths. It is 
expected the v es will be returned to the normal pre-test position following temlination of the 
surveillance te ting in response to the accident. Failure to restore any valve to the normal pre-test 
position will indicated to the Control Room Operators when the ESF stanis panels are checked, 
as directed the EOPs. The EOPs direct the Control Room Operators to check the ESF stanis 
panels ear in the event to ensure proper equipment alignment. Sufficient tin1e before the 
recirculaf n tlowpath is required is expected to be available for operator action to position any 
valves at have not been restored to the pre.test position, induding local manual valve operation. 
Even i the valves are not restored to the pre-test position, sufficient capability will reniain to mee.t 
ECC post-LOCA recirculation requiren1ents. As a result, stroke testing of the ECCS 
rec· lation valves discussed below will not result in a loss of system independence or 
red dancy, and both ECCS subsystems will remain OPERABLE. 

in accordance with 
the requirements of 
10 CFR 50.55a(f) 

MILLSTONE - UNIT 3 B 3/4 5-2c Amendment No. -1-00, -147, ~ . 
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3/4.7 PLANT SYSTEMS 

BASES 

3/4.7.1 TURBINECYCLE 

LBDCR 20-MP3-001 
August 26, 2020 

3/4.7.1.1 SAFETY VALVES (Continued) 

during an RCS hearup event (e .. g., turbine trip). Thus, for any number of inoperable MSSVs, it is 
necessary to reduce the trip setpoint if a positive MTC may exist at partial power conditions, 
unless it is demonstrated by analysis that a specified reactor power reduction alone is sufficient to 
prevent overpressurization of the steam system 

Toe MSSVs are assumed to have two active and one passive failure modes. Toe active failure 
modes are spurious opening, and failure to reclose once opened. Toe passive failure mode is 
failure to open upon demand. 

Toe MSSVs satisfy Criterion 3 of IO CFR 50.36( c)(2)(ii). 

Toe accident analysis requires that five MSSVs per steam generator be OPERABLE to provide 
oveipressure protection for design basis transients occurring at 100.4% RTP. Toe LCO requires ,{ 
that five MSSVs per steam generator be OPERABLE in compliance \\~th Reference 2, and the 
DBA analysis. 

Toe OPERABILITY of the MSSVs is defined as :he ability to open upon demand within the 
setpoint tolerances, to relieve steam generator oveipressure, and reseat when pressure has been 
reduced. Toe OPERABILITY of the MSSVs is determined by periodic surveillance testing in 
accordance with the laserviee +estiag Pfo~. 

This LCO provides assurance that the M 
mitigate the consequences of accidents 

Vs • perform their designed safe.ty ftmctions to 
t cou result in a challenge to the RCPB, or Main 

Steam System integrity. 

APPLICABILITY 

In MODES I, 2, and 3, five MS 
prevent Main Steam System ov 

s per steam eaerator are required to be OPERABLE to 
ressurization. 

In MODES 4 and 5, there ar no credible transi nts requiring theMSSVs. Toe steam generators 
are not normally used for h t removal in MO 5 and 6, and thus cannot be overpressurized; 
there is no requiren1ent fo he MSSVs to be O ERABLE in these MODES. 

the requirements of 
10 CFR 50.55a(f) 

MILLSTONE - UNIT 3 

The Surveillance Frequency is controlled 
under the Surveillance Frequency Control 
Program in accordance with the 
requirements of 10 CFR 50.55a(f). 

B 3/4 7-lb Amendment No. 
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3/4.7 PLANT SYSTEMS 

BASES 

3/4.7.1 TIJRBINECYCLE 

3/4.7.1.1 SAFElYVALVES (Continued) 

LBDCR IS-MP3-0ll 
March 26. 2019 

tbe required unit conditions from fttll power conditions in an orderly manner and without 
challenging unit systems. 

SUR\IEILLA,1'.ICE REOUIREMENTS CSRl 4 Z 1.1 

This SR verifies the OPERABILITY of the MSSV the verification of each MSSV lift setpoinl 
(Table 3.7-3) in accordance with the Jnsef\·iee Te!;!iag Pfegfillft. During this testing, the MSSVs 
are OPERABLE provided the acruat lift settings are \\itbin ± 3% of the required lift setting. +Ile 

..... ,,_ ,,.,. . • · ~: • ,..; -• . Table. 
' l .7-3 allows a± 3% setpoint tolerance for OPERABILITY; however, tbe valves are reset to± 1% 
during the Surveillance to allow for drift during the next operating cycle. However, if the testing 
is done at the end of the operating cycle when the plant is being shut down for refueling, 

, ne :;uive, ance 
Frequency is 
conlrolled under the 
Suiveillance 
Frequency Control 
Program in 
accordance with the 
requirements of 
10 CFR 50.55a(f). 

MILLSTO~ - IT-Irr 3 B 3/4 7-lf Amendment No. 
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performed in accordance with the 
r uirements of 10 CFR 50.55a(f) 

AUXILIARY FEED\VATER 

LBDCR 14-MP3-006 
July 8, 2014 

Surveillance Requirement 4.7.1.2.1.b • ch addresses periodic stuveillance testing of the 
AFW pumps to detect gross degradatio ed by impeller structural cl·urnge or other hydraulic 
component problems, is reqtlifed by theASME OM Cede. This type of testing may be 
accomplished by measuring the pump developed head at only one point oc the pump 
characteristic curve. This verifies both that the measured performance is within an acceptable 
tolerance of the original pumps baseline performance and that the performance at the test flow is 
greater than or equal to the perfonnance assumed in the unit safety analysis. The s11f--•illar• 
r-eqcltfemettt.s are spe.e tried i:tt the &t5ci ~e.e Testing Ptogram; n·ltieh ette.t:Mtt~Mses the ASME 0 ~{ 
CeEle .. +Be ASim 0~ 1 Gede previEles lhe aelivities aad ffeEf:lffle-ies aeeessar-y le satist=y tHe 
reE{\Hfeme.ats. 

This surveillanc.e is modified by a note to indicate that the test can be deferred for the 
s ean1 driven .lliF\V pump until suitable plant conditions are established. This deferral is required 

cause steam pressure is not sufficient to perform the test until after MODE 3 is entered. 
owever, the test, if required, must be performed prior to entering MODE 2. 

Surveillance Requiren1ent 4. 7 .1.2.1.c den1onstrates that each AfW pun1p starts on receipt 
fan actual or sinmlated actttation signal. Toe surveillance frequency is controlled under the 
urveillance FreqtienC'/ Control Program. Toe actttation logic is tested as part of the Engineered 
afety FeamreAcruation System (ESFAS) testing, ancl equipment performance is monitored as 

Surveillance Requirement 4.7.1.2.2 demonstrates theAFW System is properly aligne 
erifying the flow path to each stean1 generator prior to entering MODE 2 ;lier more than 30 
any combination of MODE 5 or 6 or defueled. OPERABILITY of the AfW flow paths m 

erified before sufficient core heat is generated that would require operation of the AfW S 
uring a subsequent shutdown. To further ensure AfW Systen1 alignment, the OPERABILI 
e flow paths is verified following extended outages to de.termine that no misalignment of v 

as occurred. Toe freq1iency is reasonable, based on engineering judgen1ent, and other 
aclruinistrative controls to ensure the flow paths are OPERABLE. 

The Surveillance Frequency is controlled under the Surveillance Frequency Control 
Program in accordance with the requirements of 10 CFR 50.55a(f). 

MILLSTONE - UNIT 3 B 3/4 7-2d 

in accordance with 
the requirements ot 
10 CFR 50.55a(f). 
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PLANT SYSTEMS 

BASES 

SURVEil.LANCE REQUIREMENTS (continued) 

10/19/00 

in accordance with 
lh~ 1~4uiu:~i:m~nl::; ur 
10 CFR 50.55a(f) 

4.7.1.5.2 This surveillance demonstrates that MSIV closure time is less than 10 secon~ 120 { 
sec.ends for MODE 4 only) on an actual or simulated acntation signal, when tested jll¼fS\laftl le 
SpeeiEiraliea 4.Q.S. A simulated signal is defined as any of the following engineering safety 
feanlfes actuation systen1 instnunentation functional units per Technical Specifications Table 
4.3-2: 4.a.i) manual initiation, individual, 4.a.2) manual initiation system, 4.c. containment 
pressure high-2, 4.d. steam line presS\lfe low, or 4.e. steam line pressure-negative rate high. The 
MSIV closure time is asstlllled in the accident analyses. This surveillance is normally pe:formed 
upon renlfning the plant to operation following a refueling outage. The test is normally conducted 
in MODES 3 or 4 with the plant at Sllitable (appropriate) conditions (e.g., presS\lfe and 
temperanue). The MSI\/s should not be tested at power, since even a part stroke exercise 
increases tile risk of valve closure when the unit is generating power. 

This surve,llance requirement is modified by an exception that will allow entry into and operation 
in MODES 3 and 4 prior to performing the test to establish conditions consistent with those under 
which the acceptance criterion was generated. Successful perfomiance of this test \\~thin the 
required frequency is necessary to operate in MODES 3 and 4 with the MSI\/s open, to enter 
MODE 2 from MODE 3, and for plant operation in MODE I. If this surveillance has not been 
successfully performed \\~thin the required frequency, the MSI\/s are inoperable and are.required 
to be closed. 

In MODE 4 only, theMSIVs can be considered OPERABLE if the closure tin1e is less than 120 
seconds. ,ill engineering evahtation has de.termined that a RCS ten1peranue greater than or eqttal 
to 320°F i!- required to provide Sllf!icient steam energy to provide the motive force to operate the 
MSI\/s. Therefore, below an RCS temperanire of 320°F the MSI\/s are not OPERABLE and are 
required to be closed. 

MILLSTONE - UNIT 3 B 3/4 7-6a Amendment No. -1-¾, 14S, ~ 
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