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1. INTRODUCTION AND BACKGROUND 
 
All operating commercial nuclear reactors in the United States are of the light-water reactor 
design.  They utilize upright fuel assemblies (roughly 12 feet in length) with low-enriched 
uranium oxide fuel (less than 5-percent uranium-235).  The fuel assemblies which are 
composed of numerous fuel rods (typically 80-100 rods for boiling-water reactor fuel and 200–
300 rods for pressurized-water reactor fuel) are placed in the reactor for two to three operating 
cycles.  Each operating cycle typically lasts 18 to 24 months.  At the end of their “life,” the 
assemblies are placed in large pools of water near the reactor that are roughly 12 meters (m) 
(40 feet (ft)) deep.  For facilities licensed to operate an independent spent fuel storage 
installation (ISFSI), the fuel assemblies are later loaded into casks and moved to the ISFSI as 
necessary to accommodate future core offloads.  The casks are drained of water and inerted 
with helium during the loading process.  This situation leads to the vernacular terms of “wet 
storage” (to describe storage in the spent fuel pool (SFP)) and “dry storage” (to describe storage 
in casks). 
 
SFPs in the United States were originally designed to store one to two reactor cores worth of 
spent fuel, so that the fuel could “cool down” (become less thermally and radioactively “hot”) 
before its movement to a reprocessing facility or permanent geological repository.  Owing to the 
abandonment of spent fuel  reprocessing as well as delays in the identification, licensing and 
construction of a repository, U.S. nuclear power plants “re-racked” their SFPs in the 1980s and 
1990s to allow for the storage of larger numbers of spent nuclear fuel assemblies (i.e., roughly 
four reactor cores worth for the plant studied in this study).  Throughout this time (including 
present day), the U.S. Nuclear Regulatory Commission (NRC) has maintained that SFPs 
provide adequate protection of the public health and safety in either low-density or high-density 
storage configurations.  The basis for this position is discussed later in this section. 
 
Stakeholders have periodically challenged the NRC’s position that SFPs provide adequate 
protection of public health and safety.  To understand the basis for these challenges, it’s first 
necessary to understand two basic facts about spent nuclear fuel: 
 
(1) Thermal and radioactivity loads associated with freshly discharged fuel necessitate the 

need for wet storage. 
(2) All spent nuclear fuel, regardless of age (i.e., time since discharge from the reactor), 

produces both heat and radiation. 
 
The list below presents some less-obvious considerations from the perspective of the benefits 
and disadvantages associated with transitioning from high-density storage to low-density 
storage.  The list is subdivided into two parts—those considerations that are covered within this 
study and those that are not. 
 
This study includes the following considerations: 
 
• Removal of older fuel from the SFP will decrease the inventory of longer lived 

radionuclides, such as cesium-137, present in the SFP. 
 

• Removal of older fuel will result in less radioactive material would be present in the pool 
if a radioactive release occurred, which would be expected to reduce potential offsite 
consequences. 
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for this study is covered in the remainder of this report, including figures that show the reactor 
building layout, SFP layout, etc. 
 
1.4 Basic Scenario Development 
 
The following key aspects of the way this study is conducted should be mentioned at this point. 
 
• A large seismic event is the only initiator considered. 

 
• As mentioned previously, both the current situation (a high-density loading configuration 

in the pool) and an alternate situation (a low-density loading configuration in the pool) 
are analyzed.  A situation in which the pool has been re-racked to a low-density rack 
configuration is not considered, because such a situation would be inefficient in terms of 
regulatory benefit given that much of the benefit of this situation could be achieved by 
storing less fuel in the existing racks (it should be mentioned that BWR fuel is 
channeled, which reduces the benefit of cross-flow if the pool were to become drained). 
 

• The study focuses on the SFP, not the reactor, though for instances in which the two are 
hydraulically connected, both are considered to a certain extent. 
 

• In estimating the likelihood and consequences of radiological release, the study does not 
attempt to quantify the likelihood of successful deployment of mitigation, but rather treats 
every scenario considering both the case with successful mitigation deployment and the 
case with unsuccessful mitigation deployment (also referred to as mitigated and 
unmitigated later in the report)4.  These results are then used to drive a human reliability 
analysis (Chapter 8) which provides information about what plant conditions impact 
mitigative reliability, and what range of likelihoods are expected. 

 
• All portions of the operating cycle are considered. 
 
• Detailed computer modeling is used to predict the plant’s response to the event, in terms 

of structural response, accident progression, mitigation effectiveness (when credited), 
and offsite consequences. 

 
In cases in which the above represent limitations on the study’s scope or results, these are 
justified in this report.  In particular, Chapter 2 of this report provides the study’s key limitations 
and assumptions. 
 
1.5 Rationale for Focusing on Consequences of a Seismic Hazard 
 
This section seeks to provide context regarding the suite of potential initiating events that can 
lead to an SFP accident, and why the consequences of a seismic event is the focus of this 
study.  
 
This study is a limited-scope consequence assessment that utilizes probabilistic insights.  By 
looking at these probabilistic aspects, the results can be placed in better context, by means of 
the limited treatment of relative likelihood.  While these elements provide some of the benefits of 
                                                
4  Note that the shorthand of “mitigated” and “unmitigated” still refers to whether mitigative actions are 

successfully deployed, not whether the accident itself leads to a release. 
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• will experience changes in the total decay power of all assemblies (of interest for pool 
heatup/boiling and makeup mitigation) because of the above considerations as well as 
radioactive decay. 

 
To rigorously represent these changing conditions, the study breaks up the operating cycle into 
numerous small periods of time or operating cycle phases (OCPs).  However, the number of 
OCPs considered is nearly a linear multiplier on the amount of resources needed because each 
period of time requires its own set of accident progression and consequence analyses.  Past 
studies have taken the approach of selecting specific points in time of interest, and comparing 
results for those specific times.  This study takes a similar approach, but places more emphasis 
on the definition of these times as quasi-steady representations of the portion of the operating 
cycle that they represent.  This approach allows for more accurate representation of the 
annualized frequencies of offsite consequences.  The specific selection of these phases is 
described further in Section 5.2 of this report. 
 
1.7 Overview of Past Studies 
 
A number of past studies have been performed to look at various aspects of spent fuel and SFP 
safety, security, and risk.  The major regulatory activities are shown in Figure 1. A more 
comprehensive chronicling of these past studies, as well as other aspects of general interest 
pertinent to the current effort, are briefly described in the ensuing text. 
 

 
Figure 1  Graphical overview of significant SFP-related activities 

 
In March 1979, the NRC issued NUREG/CR-0649, “Spent Fuel Heatup Following Loss of Water 
During Storage,” which provided an analysis of spent fuel heatup following a hypothetical 
accident involving drainage of the storage pool (NRC, 1979).  The report included analysis to 
assess the effect of decay time, fuel element design, storage rack design, packing density, room 
ventilation, drainage level, and other variables on the heatup characteristics of spent fuel stored 
in an SFP and to predict the conditions under which clad failure would occur.  The report 
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The second set of conclusions and recommendations is included in the section of the report on 
SFP Safety, where the task force concluded the following: 
 

clear and coherent requirements to ensure that the plant staff can understand the 
condition of the spent fuel pool and its water inventory and coolability and to provide 
reliable, diverse, and simple means to cool the spent fuel pool under various 
circumstances are essential to maintaining defense-in-depth.   

 
The task force goes on to recommend orders addressing: (1) SFP instrumentation, (2) safety-
related ac power for SFP makeup, (3) technical specification revision regarding onsite ac power 
for SFP makeup and instrumentation, and (4) a seismically-qualified spray capability.  The task 
force also recommended rulemaking or licensing actions (or both) to require the above actions. 
 
The U.S. nuclear industry has also undertaken various studies related to spent fuel storage and 
transportation.  Examples include the following: 
 
• Electric Power Research Institute (EPRI) TR-1003011, “Dry Cask Storage Probabilistic 

Risk Assessment Scoping Study,” issued in 2002 
• EPRI TR-1009691, “Probabilistic Risk Assessment (PRA) of Bolted Storage Casks: 

Updated Quantification and Analysis Report,” issued in 2004 
• EPRI TR-1021049, “Impacts Associated with Transfer of Spent Nuclear Fuel from Spent 

Fuel Storage Pools to Dry Storage After Five Years of Cooling,” issued in 2010 
• EPRI TR-1025206, “Impacts Associated with Transfer of Spent Nuclear Fuel from Spent 

Fuel Storage Pools to Dry Storage After Five Years of Cooling, Revision 1,” issued in 
2012 

 
The last two reports are of particular interest for the present effort.  EPRI TR-1021049  
assesses the cost and risk impacts (from a worker dose perspective) associated with transfer of 
spent nuclear fuel from SFPs to dry storage after 5 years of cooling.  The report concludes that 
expedited fuel movement would result in an increase cost to the U.S. nuclear industry of $3.6 
billion, with the increase primarily related to the additional capital costs for new casks and 
construction costs for the dry storage facilities.  The report goes on to conclude that early 
movement of spent fuel into dry storage would have “significant radiological impacts.”  These 
impacts are stated in terms of worker radiation exposure, and are estimated to be 507 person-
rem over 60 years as a result of the additional handling of spent fuel.  With respect to SFP 
accidents, the report estimates that an additional 711 dry storage packages would have to be 
handled, as compared to the case without expedited fuel movement, thus increasing the risks 
associated with cask movement (based on a need to reduce the number of assemblies in some 
casks when loading more recently-discharged fuel to maintain overall heat load limits).  A report 
prepared by NAC International entitled, “NAC White Paper on Establishing a Balanced 
Perspective on Wet and Dry Storage of Used Fuel at U.S. Reactors,” dated July 7, 2011, makes 
similar arguments with respect to the impacts of expediting fuel movement (NAC, 2011). 
 
The updated EPRI study, EPRI TR-1025206 (EPRI, 2012), revised the 2010 study to evaluate 
the dose and cost impacts of accelerating transfer of spent fuel considering two scenarios – one 
where the campaign takes 10 years and one where it takes 15 years.  The report also adds 
estimates of the reduction in Cs-134 and Cs-137 inventories in the SFP due to accelerated 
transfer of spent fuel.  The updated report estimates the worker doses to be much higher than 
the 2010 study projected (3 to 4 times higher), while the costs are roughly equivalent.  The 
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reduction in Cs-134 and Cs-137 inventories reported range from 43% to 53%.  None of the 
industry studies attempt to calculate offsite consequences associated with postulated SFP 
accidents, which is a significant difference between those studies and the study documented in 
this report. 
 
Regarding the amount of fuel older than five years, and its associated decay heat, the table 
below compares industry averages reported in the NAC study with those from the study 
presented in this report. 
 

Table 2  Comparison of Fuel Age and Heat Load against Industry Averages 
 Mass as a % of all fuel Heat generation as a % of all fuel 
Time since 
discharge (yrs.) 

Industry 
average This study 

Industry 
average This study 

< 5 22% 18% 58% 58-90% 
5-9 22% 27% 22% 6-22% 
10-14 16% 18% 9% 2-8% 
15-19 15% 19% 6% 1-7% 
20-24 10% 17% 3% 1-4% 
25-29 6% 1% 1% 0-1% 
30-34 4% - <1% - 
Remainder 4% - <1% - 

 
The NAC white paper and the latter (2012) EPRI study, make the case that heat load 
distributions like the ones in Table 2 support the notion that moving fuel older than 5 years has 
only modest effects on the overall SFP heat load (and thereby the cooling requirements and 
mitigative time available for beyond-design-basis SFP accidents).  The values in the table for 
the site studied here highlight the caution that accompanies treating the heat load as a point 
estimate (the range of values in this study represent snapshots during the operation cycle).  
That said, the values from the reference plant (across the representative operating cycle) only 
strengthen the argument that the SFP heat load is driven by the fuel less than five years old. 
 
1.8 Potential Follow-On Work and Related Activities 
 
It is important to recognize that there are several ongoing activities that have a peripheral 
relationship to this study.  These include, but are not limited to, the following: 
 
• NRC Order EA-12-049, “Issuance of Order to Modify Licenses with Regard to 

Requirements for Mitigation Strategies for Beyond-Design-Basis External Events” (NRC, 
2012g) 
 

• NRC Order EA-12-051, “Issuance of Order to Modify Licenses with Regard to Reliable 
Spent Fuel Pool Instrumentation” (NRC, 2012h) 
 

• 10 CFR 50.54 (f) letters to licensees to review seismic hazards (NTTF Recommendation 
2.1) 
 

• 10 CFR 50.54 (f) letters to licensees to review onsite shift minimum staffing levels for 
emergency response and performance of mitigating strategies in accordance with Order 
EA-12-049  (NTTF Recommendation 9.3) 
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• SECY 12-0095, Recommendation AR 5 "Expedited Transfer of Spent Fuel from Spent 
Fuel Pools to Dry Storage" 

 
• an ongoing rulemaking related to security requirements for ISFSIs 
 
• reevaluation of the role of defense-in-depth in regulatory decision-making 
 
• reconsideration of the use of land contamination and economic consequences in the 

context of regulatory decision-making 
 

• assessment of the effects of seismic events and accident conditions on neutron 
absorber materials used in SFPs 
 

• performance of a site Level 3 PRA for Vogtle Units #1 and #2 (operating PWRs), 
including consideration of both wet and dry storage per SECY-11-0089. 

 
Other aspects of SFP risk that have not been informed by this or past studies, may be 
addressed by future studies, such as the site Level 3 probabilistic risk assessment (PRA), as 
documented in SECY-11-0089, “Options for Proceeding with Future Level 3 Probabilistic Risk 
Assessment Activities,” dated July 7, 2011, and the associated staff requirements 
memorandum; or will be addressed through other inputs to the regulatory decision-making 
process, as needed. 
 
 
1.9 Layout of Remainder of This Report 

 
The remaining sections of this report provide the following information: 
 
• major assumptions and limitations 
• seismic hazard characterization 
• structural analysis methods and results 
• scenario delineation and probabilistic considerations 
• accident progression analysis methods and results 
• offsite consequence analysis methods and results 
• human reliability analysis 
• sensitivity studies to investigate selected assumptions 
• comparison of results with past wet and dry storage consequence and risk studies 
• summary of backfitting screen analysis 
 
Finally, Appendix A provides details on the emergency response models, Appendix B provides a 
gap analysis related to the larger question of assessing the impacts of expedited fuel 
movement, Appendix C provides study-related correspondence with the US NRC’s Advisory 
Committee on Reactor Safeguards (ACRS) and Appendix D provides a regulatory analysis for 
expedited transfer at the reference plant.
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2. MAJOR ASSUMPTIONS 
 

2.1 Study Assumptions 
 
Assumptions made during the conduct of this study are documented throughout this report.  For 
reader convenience, major assumptions are catalogued in Table 3. 

 
Table 3  Major Assumptions 

Topical Area Major Assumption Comment 
Overall 
Approach 

A BWR Mark I with 
a non-shared SFP is 
studied. 

This plant was chosen for a mix of reasons, including 
availability of computer models, and a perception of 
greater external stakeholder interest in elevated 
(relative to grade) SFPs combined with the fact that 
the nuclear reactors that felt the higher tsunami 
waves and stronger ground motions from the March 
11, 2011 Tohoku earthquake, which includes those at 
the Fukushima Daiichi nuclear power plant, were all 
BWR reactors. Its selection does not denote a belief 
that this type of design is more vulnerable. 

 The beyond design 
basis earthquake is 
assumed to occur. 
This is an unlikely 
event. 

The earthquake studied has an estimated frequency 
of occurrence of one time in 60,000 years.  The 
likelihood of the event is included in the reporting of 
frequency-weighted consequences. 

 The reliability of 
mitigation is not 
included in the 
likelihood estimates 
provided in Chapter 
5 through Chapter 7. 

The accident progression and consequence analyses 
were originally conducted without the benefit of a 
human reliability analysis. The results were then used 
to frame a human reliability analysis, which is 
provided in Chapter 8. 

 Multi-unit / 
concurrent reactor 
accidents are not, 
in general, 
considered. 

Specifically, the reactor (and its decay heat) is treated 
during the outage until the level in the reactor well / 
SFP drops to below the bottom of the fuel transfer 
canal. Beyond that point, and in all portions of the 
post-outage scenarios, the reactor is not considered 
as a source of steam, fission products or hydrogen. 
The human reliability analysis presented in Chapter 8 
does consider multi-unit effects, and Sections 9.3 and 
2.2 further discuss this assumption. 

 This study 
represents a limited-
scope 
consequence study 
as opposed to a 
probabilistic risk 
assessment. 

This approach focuses resources on a particular 
scenario of interest and places greater emphasis on 
modeling fidelity for that scenario, but also limits the 
potential end-uses of the study. See Section 1.5 for 
more information on this assumption. 

 Multi-unit aspects 
are only considered 
for certain aspects of 
the study. 

See Section 2.2 for more information on this 
assumption. 
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Topical Area Major Assumption Comment 
 Inadvertent 

criticality events 
are not considered. 

See Section 2.3 for more information on this 
assumption. 

 Other 
considerations 
associated with 
expedited fuel 
movement. 

See APPENDIX B: for a qualitative consideration of 
fuel movement and APPENDIX D:  for quantitative 
considerations. 

Seismic Hazard 
Characterization 

Vertical PGA equal 
to the horizontal 
PGA and vertical 
spectral 
accelerations equal 
to the horizontal 
spectral 
accelerations 

A few studies (e.g., McGuire, Silva, and Costantino, 
2001; ASCE, 1999) indicate that for rock sites and 
frequencies near and above 10 Hz, and especially 
nearby seismic sources, vertical spectral 
accelerations may be as high as or exceed horizontal 
spectral accelerations.  For this study, the frequencies 
of interest are, for the most part, frequencies near or 
above 10 Hz.  Therefore, the assumption of equal 
vertical and horizontal spectral accelerations was 
deemed to be a reasonable starting assumption.  This 
assumption is also supported by seismic hazard de-
aggregation with the USGS 2008 model which 
indicates that for the seismic bins of interest (high 
PGA, low likelihood hazard) the contributors to the 
hazard would be earthquakes with magnitudes less 
than 6 at about 20 km from the site. 

 Seismic hazard 
models - this study 
used the existing 
USGS 2008 model 
instead of the model 
in the ongoing 
program.   

A new probabilistic seismic hazard model is currently 
being developed and will consist of two parts:  (1) a 
seismic source zone characterization and (2) a 
ground motion prediction equation (GMPE) model.  
Although part (1) is now complete (NRC, 2012b), it 
was not available at the start of this scoping study.  In 
addition, the GMPE update is still in progress. 
Furthermore, the NRC is currently developing an 
independent probabilistic seismic hazard assessment 
(PSHA) computer code to incorporate part (1) and 
part (2) when complete.  While the USGS (2008) 
hazard model is not sufficiently detailed for regulatory 
decisions, it is appropriate to use for this study 
because it was the most recent and readily available 
hazard model for the selected site at the start of the 
study.   
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Topical Area Major Assumption Comment 
 Decontamination 

will occur only if it 
will eventually allow 
for the return of land 
to habitability, and if 
it is economic to do 
so. 

A long-term cleanup policy for severe accidents does 
not currently exist, although guidance is currently 
being drafted.  In addition, guidance could 
recommend the development of localized cleanup 
goals after an accident, to account for sociopolitical, 
technical, and economic considerations. 
 
Given that a policy for long-term cleanup does not 
currently exist (and because a developed policy may 
not contain explicit cleanup goals), the project instead 
uses dose levels associated with habitability to decide 
what land is to be decontaminated.  This is consistent 
with previous studies.  See Section 7.1.5 for more 
information on this assumption. 
 

 A single value for 
habitability is used 
for all affected 
areas.   

See Section 7.1.5 for more information on decisions 
regarding land interdiction and associated relocation 
of the public. 

 
 
2.2 Multi-Unit Considerations 
 
 
Observations Regarding a Concurrent Reactor Event: 
 
There are four broad interplays that can be defined between the SFP and the reactor: 
 
(1) an initiating event that directly affects both the reactor and the SFP 
 
(2) a reactor accident that prevents accessibility to the SFP for a prolonged period of time 

(e.g., due to high radiation fields), leading to a SFP accident 
 
(3) a reactor accident that includes ex-containment energetic events (e.g., a hydrogen 

combustion event) or other ex-containment interplays (e.g., steaming through the drywell 
head that affects refuel floor combustible gas mixtures) and creates a hazard to the SFP 
(e.g., by causing debris to fall in to the pool) or otherwise changes the SFP event 
progression5 

 
(4) an SFP accident that prevents accessibility to key reactor systems and components for a 

prolonged period of time or which creates a hazard for equipment used to cool the 
reactor (e.g., the flooding of low elevations of the reactor building due to a leak in the 

                                                
5  For instance, a hydrogen combustion event caused by a reactor accident that affects the refuel 

floor superstructure can lead to additional oxidation (for an otherwise oxygen-limited situation), 
which in turn may result in higher releases from the SFP. Note that this can also include positive 
effects, in the sense that steam leaking through the drywell head can serve to steam inert the 
refueling floor. 
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pool or excessive condensation from continuous boiling of SFP water), leading to a 
reactor accident 

 
For each of these interplays, large seismic events and severe weather SBO events are logically 
the most relevant initiators, as they are the type of initiators that are most likely to initiate an 
accident at the reactor and SFP, while simultaneously hampering further accessibility to key 
areas, key systems and components, and key resources.  To the extent practicable, this study 
has attempted to qualitatively account for some of these effects.  For example, when the reactor 
and SFP are hydraulically connected (during refueling), the decay heat and water volumes from 
both sources are considered.  The study also explores these effects on mitigation (Section 8), 
and addresses some aspects of the uncertainty associated with this treatment (Section 9).   
However, explicitly modeling multiunit effects was not a focus of this study, because of the 
existing limitations with the available computational tools.  An ongoing project described in 
SECY-11-0089 will attempt to more rigorously address these effects in the framework of a 
multiunit Level 3 PRA for Vogtle Electric Generating Plant Units 1 and 2. 
 
Observations Regarding a Multiunit Event: 
 
Along with the possibility of a concurrent SFP and reactor accident, there is the possibility for a 
concurrent accident at the SFP of one unit with an accident at the SFP or reactor of the other 
unit.  Again, a large seismic event or a severe weather SBO are the events that are most likely 
to lead to a multiunit event.  In general, if accidents at both SFPs proceed in similar manners 
and similar timeframes, and both pools have similar inventories of spent fuel, then the resulting 
source term from a dual-unit event would be roughly twice the single-unit source term.  In 
reality, this type of perfect symmetry is unlikely because the two (or more) SFPs are very 
unlikely to have the same total pool heat load or peak assembly heat load.  (Recall that for 
multiunit sites, the reactors did not usually start operation at the same time and outages are 
intentionally staggered.)  Even if this symmetry did exist, the offsite consequences would not 
follow a linear scaling because of a number of nonlinearities associated with that portion of the 
analysis.  Again, capturing these effects was not a focus of this study, and future work (the 
SECY-11-0089 Level 3 PRA) will attempt to more rigorously treat these effects. 
 
2.3 Inadvertent Criticality 
 
Inadvertent criticality events (ICEs) may be possible for specific combinations of conditions 
(e.g., during reflood of a drained pool for a region of the pool storing higher reactivity fuel 
assemblies where the boron poison in the rack panels has been significantly displaced as a 
result of the earthquake).  If such an event affected a region of the pool (as opposed to only a 
portion of a particular assembly), and if it occurred at a point in the accident where the fuel was 
only partially covered, the event could have an important impact on onsite dose rates.  Further, 
if an ICE were severe enough to produce significant heat, the fuel will be harder to cool and 
short-lived radionuclides will be produced.  Design requirements and safety analyses ensure 
that the spent fuel stored in the pool, under normal conditions, will not result in a critical 
configuration.  For the reference plant (and other U.S. SFPs), this is ensured through a 
combination of assembly spacing and neutron poison material (e.g., Boraflex).  If a seismic 
event did cause reconfiguration of the fissionable material by means of either (1) direct 
movement of the fuel, (2) direct degradation of the poison material, or (3) indirect effect on 
either the fuel or poison material because of high temperatures associated with an induced 
accident, there are several “advantageous” considerations, including the following: 
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• The reactivity of fresh BWR fuel is suppressed by the high content of burnable 
absorbers. 

 
• The majority of the fuel in the SFP has low net reactivity since it has gone through more 

than one operating cycle in the reactor. 
 
• The fuel with the highest net reactivity will likely be the once-burned assemblies which 

will stay in the reactor during a “shuffling” refueling outage (but would not stay in the 
reactor for a full core offload). 

 
• Critical configurations of low-enriched uranium fuel require the presence of a neutron 

moderator (in this case water or steam) such that an ICE would not happen in the 
presence of air. 

 
• BWR SFPs do not use borated water so the fact that the SFP may be refilled with 

unborated water is not a deviation from the norm. 
 
• Low-enriched uranium fuel assemblies (which are used in all U.S. reactors) are generally 

geometrically designed to maximize reactivity (moderator/fuel geometry) in the reactor 
and so any significant alteration of the geometry of a given assembly will likely be in the 
direction of a less criticality-prone configuration. 

 
There are also a few counter considerations: 
 
• The poison material in the rack panels contribute significantly to the net reactivity of the 

SFP configuration (i.e., they are a key component to ensuring subcriticality for high 
reactivity assemblies). 

 
• The effects of large seismic events on already degraded SFP rack poison material are 

not easy to quantify. 
 
• The rack panels and poison material have a lower melting temperature than the cladding 

and fuel. 
 

• Termination of a SFP ICE during an event that required deployment of mitigation 
equipment could be difficult. 

 
• The possibility of a criticality event cannot be summarily dismissed. 

 
Finally, the offsite consequences of a criticality event (especially if it occurs when overlying 
water is present) are believed to be less severe from a public health and safety standpoint than 
the offsite consequences from a potential large release of radioactive material associated with a 
prolonged uncovering of the fuel in the SFP resulting from not attempting to reflood.  In 
consideration of all of the above, common accident management practices in the United States 
call for the use of any available water in responding to fuel uncovery in either the reactor or 
SFP.  This study shows the precedent, while recommending that future work be done to better 
understand the specific combinations of conditions that could lead to ICEs during a large 
seismic event. 
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scaled (see Section 4), in approximation, to estimate in-structure response spectra for the input 
free-field ground motion used in this study.  Volume 1, Part 3, of NUREG/CR-4550, “Analysis of 
Core Damage Frequency:  Peach Bottom, Unit 2 External Events,” issued December 1990 
(Lambright et al., 1990), provides the horizontal and vertical free-field response spectrum used 
in the NUREG-1150 seismic PRA for Peach Bottom in terms of the median spectral ordinates 
for various values of the PGA.  As shown in Section 3.3, the spectral shape for this study differs 
from the SSE response spectrum, as well as from the median response spectra considered in 
the NUREG-1150 seismic PRA.  Frequency content for the SSE and the NUREG-1150 PRA 
spectra generally resemble each other. 
 
3.3 Characterization of the Ground Motion Response Spectra 
 
Spectral shapes developed for the safety/risk assessment results for the GI-199, which utilized 
the USGS (2008) model, were used to develop the free-field acceleration response spectra for 
this study.  The free-field acceleration response spectrum developed for the GI-199 for this site 
has a zero-period spectral acceleration (PGA) of about 0.34g.  The acceleration response 
spectra for the free-field ground motion for the initiating seismic event considered for this study 
(bin 3 in Table 4 and a PGA of 0.7 g) were derived from the GI-199 spectra shape as follows:  
 
• Horizontal shaking: horizontal response spectrum is the GI-199 spectral shape scaled to 

the bin 3 PGA (zero-period acceleration) of about 0.7g (specifically 0.71g).  While it is 
recognized that the frequency content of ground motions may change somewhat with 
increasing PGA levels, scaling of the spectral shape for the 0.34g PGA to the bin 3 PGA 
is considered a reasonable approximation for low probability hazard for this rock site and 
for the purposes of this study.  Figure 7 compares the horizontal input acceleration 
response spectra for this study to the horizontal response spectrum for the plant’s Safe 
Shutdown Earthquake (SSE) (PGA of 0.12g) for 5-percent damping. 

 

 
 

Figure 7  Input acceleration response spectrum and SSE (Horizontal Ground Motion) 
 
• Vertical shaking:  vertical spectral accelerations and the vertical PGA (0.7 g) are 

assumed to be the same as the horizontal spectral accelerations and PGA.   A few 
studies (e.g., McGuire, Silva, and Costantino, 2001; ASCE, 1999) indicate that for rock 
sites and frequencies near and above 10 Hz, and especially nearby seismic sources, 
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vertical spectral accelerations may be as high as or exceed horizontal spectral 
accelerations.  For this study, the frequencies of interest are, for the most part, 
frequencies near or above 10 Hz.  Therefore, the assumption of equal vertical and 
horizontal spectral accelerations was deemed to be a reasonable starting assumption.  
This assumption is also supported by seismic hazard de-aggregation with the USGS 
2008 model which indicates that for the seismic bins of interest (high PGA, low likelihood 
events) the contributors to the hazard would be earthquakes with magnitudes less than 6 
at about 20 km from the site.    
 

Other response spectra of interest for this study are the free-field response spectra used in the 
seismic PRA for the NUREG-1150 study (Lambright et al., 1990).  These spectra are of interest 
because in-structure response spectra calculated for that ground motion were scaled, in 
approximation, to estimate in-structure response spectra for the free-field ground motion 
considered for this study.  Figure 8 compares the frequency content of the horizontal response 
spectra (5-percent damping) for the SSE, the median response spectrum used in the NUREG-
1150 study, and the spectral shape used in Spent Fuel Pool Study.  For this comparison, all 
spectra are scaled to a PGA of 1.0g.  When the three response spectra under consideration are 
scaled to the same PGA, the information in Figure 8 supports the following observations: 
 
• For frequencies between about 10 Hz and 45 Hz, the spectral shape used in this study 

has higher spectral accelerations than the ground shaking considered for the SSE and 
for the NUREG-1150 study. 

 
• For frequencies between about 0.5 Hz and 10 Hz, which is generally the frequency 

range most damaging for nuclear power plant structures, the spectral shape used in this 
study has lower spectral accelerations than the ground shaking considered for the SSE 
and the NUREG-1150 study.  
 

 
 

Figure 8  Response spectrum for 5-percent damping scaled to 1.0 g PGA: SSE, 
NUREG/CR-4550 (NUREG-1150 PRA), and this study (GI-199) 

 
As noted above, the input horizontal acceleration response spectrum for the event considered in 
this study is the spectral shape derived for the GI-199 study using the USGS 2008 model (PGA 
of about 0.34g) scaled to a PGA of about 0.7g.  Figure 9 shows the horizontal response spectra 
(5-percent damping) for the event considered in this study, for the SSE (0.12g PGA), and for the 
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response spectrum used in the NUREG-1150 PRA.  The NUREG-1150 response spectra 
shown in the figure is scaled from a PGA of 0.3g to the PGA of the event for this study.  Figure 
10 illustrates how the ground motions considered in this study are considerably more 
challenging than those for the SSE.  However, these ground motions are also significantly less 
likely as indicated in Table 4.  They are also richer at the high frequencies (greater than 10 Hz), 
which generally tend to be less challenging to nuclear power plant structures. 
 

 
 

Figure 9  Horizontal response spectrum (5-percent damping): SSE, SFP Study and 
NUREG-1150 PRA (for 0.71g PGA) 
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4. STRUCTURAL ANALYSIS AND RELATED INITIAL DAMAGE 
CHARACTERIZATION 

 
This section documents the structural analysis performed to estimate the initial damage states 
for the accident progression analysis. It provides: 
 
• the objective, 

• the approach including assumptions,  

• the structural modeling and analyses, and  

• the potential damage states and their relative likelihoods for the seismic event 
considered.   

 
The objective of the structural assessments was to provide damage states that might result from 
the seismic event described in the previous section and that would constitute the initial 
conditions for the accident progression analysis. Structural and related damage states have 
been divided into the following two major categories: 
 
(1) structural damage to the spent fuel pool structure with potential locations of leakage from 

concrete cracking and related liner tearing 
 

(2) other damage states including: 
 
- amount of water, if any, displaced by sloshing of the water out of the SFP 

- damage to the refuel gate, support systems and penetrations, as well as 
qualitative assessment of damage to spent fuel racks and spent fuel assemblies 

- damage to the reactor building and other relevant structures. 
 
Most of the analytical effort focused on assessing potential structural damage to the spent fuel 
pool structure, namely concrete distortions, concrete cracking, and metallic liner strains.  
 
Section 4.3 provides a review of the performance of SFPs at four nuclear power plant sites with 
a total of 20 reactors under two major recent earthquakes in Japan. This review compares 
relevant aspects of the seismic scenario and estimated damage states for this study with known 
aspects of the seismic scenario and performance of SFPs affected by those earthquakes. The 
review summarizes known or presumed reductions in water levels of the SFPs affected by those 
earthquakes associated with either water leakage from structural damage, if any, or water loss 
from sloshing. Although these reviews and comparisons use information available at the time of 
the execution of this study, they assist in the interpretation of the results obtained for the seismic 
scenario and SFP considered. 
 
4.1 Damage States for the Spent Fuel Pool Structure 
 
4.1.1 Approach and Seismic Loads 
 
The general approach for the estimate of the damage states follows the approach reported in 
NUREG/CR-5176, “Seismic Failure and Cask Drop Analyses of the Spent Fuel Pools at Two 
Representative Power Plants,” issued January 1989  (Prassinos et al., 1989) modified to 
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address specific needs of this study. (The general approach is fully described in the following 
section.) The analyses reported in NUREG/CR-5176 were conducted in conjunction with 
research activities related to Generic Issue 82 (GI-82) (NRC, 2012c). Appendix 2 to NUREG-
1738 (NRC, 2001), a technical study of spent fuel pool accident risk at decommissioning nuclear 
power plants, also addresses the seismic fragility of spent fuel pools and refers to the results 
and approach used in NUREG/CR-5176. The seismic evaluations in NUREG/CR-5176 
considered ground motions with frequency content that differs from those considered in this 
study. Specifically, NUREG/CR-5176 considered ground motions with maximum response 
spectra amplitudes for frequencies below 10 Hz while the ground motions considered for this 
study have maximum response spectra amplitudes for frequencies greater than 10 Hz. This 
difference in the characteristics of the ground motions tends to induce conservatism in the 
approach when applied to this study as indicated below.    
  
Approach 
 
The overall approach used to assess damage to the SFP structure, namely concrete cracking, 
concrete distortions, liner strains and liner tearing, for the earthquake event considered, consists 
of the following nine steps: 
 
(1) Obtain free-field acceleration response spectra (horizontal and vertical) for the site 

considered (a rock site and a reactor building with small embedment) as indicated in 
Section 3.3 and shown in Figure 7.   

(2) From reliable and well-documented past studies, obtain in-structure response spectra 
(ISRS) (also called floor response spectra) for the vertical and horizontal directions at 
the elevation of the base of the SFP (Elevation 195 ft). (For reference, the elevation at 
the top of the refueling floor is Elevation 234 ft and the elevation at the top of the 
foundation slab is Elevation 92 ft 6 in.) The SFP Study used the median-centered ISRS 
calculated for Peach Bottom for the seismic PRA performed for the NUREG-1150 study 
(NRC, 1990) and reported in Volume 4, Part 1, Revision 1 of NUREG/CR-4550 
(Lambright et al., 1990).  

(3) Estimate ISRS for the ground motions of interest for this study at the elevations of 
interest (Step 2) by scaling the ISRS from previous studies (Step 2). The scaling 
accounts for differences in the response spectra for the NUREG-1150 seismic PRA and 
for this study. Given the differences in the ground motions for the NUREG-1150 PRA 
and for this study, the use of this scaling is likely to be near the limit of acceptability. Use 
of this scaling is justified on the basis that the approximations and uncertainties 
introduced are consistent with the uncertainties in other approximations used in the 
structural and seismic assessments for the study. It is expected that efforts by the NRC 
and industry related to Requests for Information in SECY-12-0025 (NRC, 2012f) 
associated with the Near Term Task Force (NTTF) Recommendation 2.1 (NRC, 2011a) 
will result in updated staff guidance on ISRS scaling. 

(4) Use the scaled ISRS from Step 3 to estimate equivalent static forces to be applied, in 
conjunction with dead loads, to the floor and walls of the SFP as input for a static 
nonlinear pushover analysis. These equivalent static forces account for (1) peak vertical 
and horizontal accelerations of the floor and walls of the SFP structure (seismic 
coefficients), (2) peak vertical and horizontal hydrodynamic impulsive pressures on the 
floor and walls of the SFP from the water in the pool and (3) vertical dynamic forces on 
the SFP floor from the dynamic response of the racks and spent fuel assemblies. At this 
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cracking of the reactor building. This is further justified by the reduction in the natural frequency 
of the SFP structure from cracking that would lead to reduced spectral accelerations for the 
input free-field ground motion (see Section 3.3 and Figure 9). An assumption is, for example, 
that for the intense ground motion of the event considered, the reactor building will undergo 
more cracking than that estimated for the design basis motion (SSE).  This will absorb and 
dissipate energy and damp the response. ISRS obtained by reducing the 5-percent damping 
ISRS in this manner, herein called 10-percent damping ISRS, are shown in Figure 12 and 
Figure 13. 
 

 
 

Figure 12  Vertical ISRS for 5-percent and 10-percent damping at Elevation 195 ft (bottom 
of the SFP) 

 

 
 

Figure 13  Horizontal ISRS for 5-percent and 10-percent damping midway between 
Elevation 195 ft and Elevation 234 ft (midheight of the SFP) 

The scaling used to obtain the 5-percent damping ISRS does not take into account reductions 
on spectral accelerations for frequencies greater than 10 Hz that would result, under some 
circumstances, from ground motion incoherency, wave scattering, soil-structure interaction 
effects and wave passage effects. The plant dimensions of the reactor building are about 150 ft 
by 120 ft above Elevation 135 ft (ground elevation) and about 150 ft by 150 ft below Elevation 
135 ft. The building foundation consists of a 4 ft 4 in. reinforced concrete (RC) slab lying on top 
of sound rock with an elevated rock pedestal about 64 ft in diameter near the center for the 

0.00

0.50

1.00

1.50

2.00

2.50

0.1 1 10 100

Ac
ce

le
ra

tio
n 

(g
)

Frequency (Hertz)

In-structure Spectra - Vertical - Scaled to 0.71 g PGA (free-field) - 5% Damping 

From NUREG/CR-4550
This study
This study - 10% damping

0.00

0.50

1.00

1.50

2.00

2.50

3.00

3.50

4.00

0.1 1 10 100

Ac
ce

le
ra

tio
n 

(g
)

Frequency (Hertz)

In-structure Spectra - Horizontal - Scaled to 0.71 g PGA (free-field) - 5% Damping 

From NUREG/CR-4550
This study
This study - 10% damping



 

  
47 

drywell foundation (see Figure 14). The foundation slab above this rock pedestal is still an RC 
slab about 4 ft thick. The main structure of the reactor building extends from the top of the 
foundation at Elevation 92 ft 6 in. to the refueling floor at Elevation 234 ft, which is topped by a 
structural steel crane bay (rated at 120 tons). For this relatively complex and relatively flexible 
foundation, justification for large reductions on high frequency ISRS spectral accelerations is 
arguable. The distance between the supports of the SFP structure, which provide direct 
pathways from the vertical ground motions of the rock to the SFP, is on the order of about 65 ft. 
This distance is less than the distance that has been considered appropriate for justifying large 
reductions of high frequency ISRS spectral accelerations (ASCE 1999).    
 
The above notwithstanding, results of past studies justify consideration of some reduction of the 
high-frequency ISRS spectral accelerations even without further analysis. Possible reduction of 
high-frequency ground motions is accounted for, in part, in the subsequent calculation of the 
relative likelihood of the various damage states. This is done by considering a narrow range of 
reduction in the response and associated uncertainties, as discussed in Section 4.1.5. 
 

 
 

Figure 14  Schematic diagram of the reactor building foundation near the drywell 
 
4.1.2 Description of the Spent Fuel Pool Structure 
 
This section provides a brief description of the SFP structure and its relation to the main reactor 
building. The description identifies the main structural components and other aspects relevant 
for this study.  
 
The final safety analysis report (FSAR) for PBAPS describes the SFP and the dryer-separator 
storage pool as a large channel-shaped beam (approximately 40 ft wide at the SFP structure). 
This channel beam is supported at the center by the biological concrete shield structure around 
the drywell and at the ends by RC exterior walls on opposite sides of the reactor building. Figure 
15 is a 3D representation of the SFP structure and dryer-separator storage pool.  Figure 16 
shows cutouts of 3D models of the reactor building that show the location of the SFP in relation 
to the remainder of the building. The 3D model on the left-hand-side of that figure ends at the 
elevation of the refueling floor (Elevation 234 ft) while the model on the right shows the crane 
bay located above the refueling floor (but not the crane itself). 
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The detailed 3D finite element model of the SFP structure itself (see Figure 17) serves to 
identify the walls of the pool for further reference in this study. The east (E) and west (W) walls 
extend from the biological concrete shield to the outer wall of the reactor building.  These walls, 
which are about 40 ft deep (above the top of the SFP floor) and about 6 ft thick in their lower 
half, support the entire weight of the SFP, which includes their own weight, the weight of the 
floor, water, spent fuel assemblies, spent fuel racks, and the partition wall (south, S, wall). The E 
and W walls are supported by the thick RC biological shield building on the north (N) side and 
by the outer wall of the building (on the south side). A cavity exists between the SFP itself and 
the outer wall of the reactor building.  
 

 
 

Figure 15  SFP details in cutout of 3D CAD model 
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Figure 16  Cutouts of 3D CAD models of the reactor building and SFP 
 

 
 

Figure 17  Finite element model of the SFP structure with labels for the floor and walls 
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Of interest for the study is assessment of damage and cracking to the walls identified in Figure 
17 as well as to the floor of the pool from the low probability, seismic event considered in this 
study. The walls are RC walls with vertical and horizontal layers of #11 (1.41 in. diameter) 
reinforcing steel bars near each face as well as near the mid surface of the walls.   
 
The SFP floor consists of an RC slab 6 ft 3 in. thick, with embedded heavy steel W-Shapes (I 
beams) as shown in Figure 15. This floor framing was used during construction and designed to 
carry the weight of the wet concrete but the beams and decking were left embedded in the 
concrete floor to the depth of the lower flange of the shapes. The beams that extend from the 
biological concrete shield to the outer wall are W-36x300 (3 ft deep beams weighing about 300 
pounds per foot) and those extending from one wall to the other are W-36x230 (3 ft deep and 
weighing about 230 pounds per foot). The floor is reinforced with steel rebar layers in two 
directions at the top of the floor and with a complex reinforcing pattern in between the steel 
girders within the clear span of the floor as well as in the portion of the floor under the side walls 
of the SFP. Vertical reinforcement near each face of the wall extends vertically into the floor slab 
and some of those bars bend and then extend horizontally into the upper half of the pool floor. 
This is done to provide adequate embedment to the reinforcing bars.  
 
The floor and walls of the SFP are covered with a 1/4-in. thick stainless steel liner which is 
designed to preclude inadvertent loss of water and that is attached to the concrete using steel 
anchors, and welds to steel plates and shapes embedded in the concrete floor and side walls. 
Figure 18 , which is an outline of the 3D finite element model of a portion of the liner and its 
attachments to the concrete floor and walls (E and W walls), is used to identify some of these 
attachments. Interconnected drainage paths are provided behind the liner for drainage of small 
amounts of water that might leak through small cracks to a sump drain.  
 

 
 

Figure 18  Outline of detailed finite element model of the SFP liner representing 
attachments to the SFP floor and walls (E and W walls) 

 
According to the FSAR, there are no connections to the SFP that would allow water to drain 
below the refueling gate or below 10 ft above the top of active fuel. The FSAR further states that 
lines below the levels in the previous sentence are equipped with siphon breaker holes to 
prevent inadvertent drainage. In addition, the systems for maintaining water quality and quantity 
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Figure 29 Small leakage flow rate (through localized steel tears) 
 
4.2 Other Damage States 
 
Assessment of other damage stages is primarily based on (1) finite element deterministic 
response spectra analysis to estimate maximum vertical displacements of the water surface 
(sloshing), (2) seismic fragilities used in conjunction with the NUREG-1150 seismic PRA study 
(Lambright et al., 1990), (3) the examination of design details for certain appurtenances such as 
the refueling gate, and (4) maximum displacements (vertical and horizontal) of the SFP floors 
and walls under the applied loads. 
 
Loss of Water from Sloshing 
 
Vertical displacements of the water surface (sloshing) that may lead to the ejection of some 
water from the SFP depend on the low frequency components of the motions at the base of the 
SFP. Finite element analysis using the ANSYS finite element model described above, show that 
the natural frequencies of the sloshing modes in the two horizontal directions parallel to the 
walls of the SFP are about 0.27 Hz and 0.29 Hz, corresponding to periods of vibration on the 
order of about 3.8 to 3.5 seconds. These results resemble those obtained using analytical 
methods (e.g., AEC, 1963; Malhotra et al., 2000).   
 
The free-field ground motion specified for the study does not have high spectral velocities and 
accelerations at the sloshing frequencies. Consequently, sloshing amplitudes are expected to 
be small. Deterministic response spectrum analyses with the simplified ANSYS finite element 
model of the SFP using the horizontal ISRS at midheight of the SFP (for the frequencies of 
interest to sloshing) as input and considering the low damping of the sloshing mode, show that 
the sloshing amplitude will not exceed about 20 in. Given that the water at the pool is about 1 ft 
below the top of the SFP, sloshing is not expected to cause more than 1 ft of water loss. 
Accordingly, an initial 1.5 ft decrease in the height of the water is considered at the end of the 
earthquake event for the subsequent accident progression analysis. 
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Damage to Refuel Gate, SFP Penetrations, Spent Fuel Assemblies and Racks 
 
Refuel gate: A site visit and examination of the refueling gate structural drawings revealed the 
following: 
 
• The steel gate next to the water is backed by a similar gate. 
• Each of these gates consists of a steel-plated decking with steel stiffeners. 
• Each gate has a polymeric seal around its perimeter that is pressed against the concrete 

by passive mechanical means that are not expected to be lost during the seismic event.  
Since these are passive mechanical means the effectiveness of the seals does not 
depend on the availability of ac or dc power. 

• Tolerances around the seals are sufficient to accommodate the already small distortions 
of the biological concrete shielding in the refueling area from the seismic event. 

 
Based on the above, the study assumes that the refueling gate will not fail for the seismic event 
considered and will continue to maintain its intended function during the accident progression.  
 
SFP penetrations: According to the FSAR, there are no connections to the SFP that would allow 
water to drain below the refueling gate or below 10 ft above the top of active fuel. The FSAR 
further states that lines below the levels in the previous paragraph are equipped with siphon 
breaker holes to prevent inadvertent drainage. In addition, the systems for maintaining water 
quality and quantity are designed so that failure or inappropriate operation of these systems 
does not cause uncovering of the fuel. Results of the nonlinear finite element analysis also 
indicate that overall distortions of the pool walls are small (on the order of a few millimeters). 
These distortions are not expected to lead to seismically induced damage of the penetrations 
that would lead to potential leakage. 
 
Spent fuel racks and assemblies: Damage to the spent fuel assemblies and racks was not 
calculated as part of this study. The study assumes that under the applied seismic loads a 
coolable configuration would be maintained. This assumption is consistent with the seismic 
assessments made in conjunction with the resolution of GI-82 and reported in NUREG/CR-5176 
(Prassinos et al., 1989). As in the case considered in GI-82, the spent fuel racks for the site 
considered are allowed to slide, which tends to reduce the magnitude of the seismic 
accelerations on the racks and partially decouple their dynamic response from the response of 
the SFP. In addition, the high-frequency components (greater than 10 Hz) of the motion would 
not be expected to induce large sliding or rocking motions. 
 
Damage to the Reactor Building and Other Relevant SSCs 
 
According to the fragility analysis for the NUREG-1150 seismic PRA (Lambright et al., 1990), 
the median fragility for the reactor building is about 1.6g.  The response of the reactor building 
structure is expected to be more sensitive to the horizontal ground motions than to the vertical 
ground motions.  Natural frequencies of vibration for horizontal modes of vibration of the reactor 
building are about 7 Hz (i.e., frequencies at which the spectral accelerations of the ground 
motion for the scenario considered are less than those for the ground motions with the same 
PGA considered in earlier evaluations of the median fragility).  On these bases, seismically-
induced failure or severe damage to the reactor building would not be expected for the seismic 
scenario considered. 
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Examination of structural drawings for the Peach Bottom reactor buildings together with a 
simple kinematic analysis indicates that if the crane bridge were to lose support at one of its 
ends as a consequence of the ground shaking, that end of the crane bridge would not fall inside 
the SFP.  Depending on the end of the crane bridge losing support, the crane could fall only a 
few feet from the SFP, but not inside the SFP. 
 
A LOOP is expected for the seismic scenario considered. Median fragilities for loss of offsite 
power, in terms of PGA, are less than half the PGA for the seismic motion considered in this 
study.  Review of the fragilities estimated for NUREG-1150 study (Lambright et al., 1990) 
indicates a high probability of loss of onsite ac power (about 0.84).  This estimate is based on 
either direct failure of the onsite emergency diesel generators (assumed to be sensitive to 
spectral accelerations around the 20 Hz frequency) or failure of either the emergency service 
water or the emergency cooling water systems that provide cooling water for the diesel 
generators.  The probability of losing dc power based on the fragility of the inverters alone is 
estimated to be close to but less than 50-percent for the seismic event considered in this study. 
 
4.3 Review of Spent Fuel Pool Performance under Recent Major 

Earthquakes in Japan 
 
Five Japanese nuclear power plant sites with a combined total of 20 reactors and 20 SFPs were 
subjected to severe ground motions from two major earthquakes in the past 5 years (NERH, 
2011a; NERH, 2011b; Kawamura, 2008; Sato, 2010): 
 
• March 11, 2011, Tohoku earthquake (with moment magnitude Mw= 9.0) 

- Fukushima Daiichi (5 BWR Mark I and 1 BWR Mark II SFPs) 
- Onagawa  (3 BWR SFPs) 
- Fukushima Daiini (4 BWR SFPs) 
- Tokai   (1 BWR SFP) 

 
• July 16, 2007, Niigataken Chuetsu-Oki earthquake (Mw= 6.6) 

- Kashiwazaki-Kariwa (7 BWR SFPs) 
 
This review addresses reductions in water levels for the SFPs affected by those events that 
might have resulted from either water leakage from structural damage or water loss from 
sloshing, if any.  
 
No leakage of water near the bottom of the SFPs has been reported for any of the 20 SFPs in 
those five nuclear power plants for these two major earthquakes. For the Kashiwazaki-Kariwa 
site, the only report of water loss (leakage or sloshing) for the seven SFPs at the site was a loss 
of about 320 gallons (about 1.2 cubic meters) from sloshing of the water in the SFP of Unit 6 
(Kawamura, 2008).  
 
Loss of water other than from sloshing was not reported for the SFPs of the power plants 
affected by the March 11, 2011 Tohoku earthquake (NERH, 2011b). According to the NERH 
(2011b) report, minor leaks of radioactive material (all contained inside buildings) at the 
Onagawa plant were attributed to sloshing of SFP water, and SFP sloshing overflow lead to a 8 
in (20 cm) decrease of the water level in the SFP at Tokai. Actual decreases in SFP water levels 
from sloshing at the Fukushima Daiichi units are not known, but decreases in water level from 
sloshing have been assumed in evaluations of SFP performance (NERH, 2011b). Specifically, a 
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water level reduction of about 1.6 ft (0.5 m) was assumed for Unit 2 as a result of sloshing 
induced by the ground motion while reductions of about 5 ft (1.5 m) were assumed for Units 1, 3 
and 4 from sloshing associated with ground motions and explosions. 
  
This review also provides a comparison of ground motion indices and ISRS spectral 
accelerations considered for this study and observed at the various units of those nuclear power 
plants. Although this review and comparison use information available at the time of the 
execution of this study, they assist in the interpretation of the results obtained for the seismic 
scenario and SFP considered in this study.  
 
It is noted that the seismic design loads for the various reactors considered in this comparison 
differ, for the most part, from the design basis loads for the site considered in the SFP Study. A 
possible exception to this would be Unit 1 at Fukushima Daiichi, which initially considered 
comparable seismic design-basis loads. However, seismic design basis loads for this reactor 
were subsequently revised upwards (those are the design loads reported in this comparison).  
Differences in the seismic design-basis loads and uncertainties regarding the construction 
details (e.g., out of plane shear reinforcement if any) for the various SFPs listed above add to 
the overall level of uncertainty in the comparisons.  However, this section provides a 
comparison of the structure of the SFP considered in this study and the structure for the SFP of 
Fukushima Daiichi Unit 4, for which some structural information was available at the time of the 
writing of this report.  
 
Another source of uncertainty for this comparison is that the recorded ground motions and 
related PGAs at the various sites are not, for the most part, free-field ground motions and, 
therefore, are not directly comparable to the free-field PGA considered in the study. However, 
the free-field ground motion for this study is also taken to be the foundation ground motion 
because the reactor building is considered to be a fixed-base structure. Additional sources of 
uncertainty are the type of reactor (several of the plants have Mark II containments instead of 
Mark I containments), site conditions (soil versus rock sites), reactor building foundation (slab 
thickness and uniformity) and reactor building embedment. Generally, the foundation slabs for 
the reactors listed above are thicker and more uniform than that for the reactor considered in the 
study. Also, the site for the study is a rock site and stiffer than the sites for Fukushima Daiichi 
and Kashiwazaki-Kariwa.   
 
An additional source of uncertainty for the comparison is that ISRS reported for some plants 
may be affected by localized structural details such as the vertical response of a floor slab. Such 
ISRS would not be representative of the seismic loads on the SFP in the same sense as the 
ISRS used in this study. Precise determination of the location of the accelerometers used for the 
observed ISRS was not done for these review and comparison.  Table 10 to Table 14 show 
horizontal and vertical PGAs observed at the foundation slab of the various units for each of the 
nuclear power plants. Those tables also list the design PGAs for each of the reactors. For 
comparison, the vertical and horizontal PGAs for the free-field ground motion considered in this 
study are about 0.7g.  On the basis of the values reported on those tables, the following 
observations are possible: 
 
• Horizontal PGAs at the foundation slabs of all reactors are less than those considered in 

the study with the exception of that for Kashiwazaki-Kariwa Unit 1.   

• Vertical PGAs at the foundation slabs of all reactors are for the most part less than 
horizontal PGAs with the exception of Fukushima Daiini Unit 1 and Kashiwazaki-Kariwa 
Units 6 and 7. 
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• Vertical PGAs at the foundation slabs of all reactors are less than those considered in the 
study.  

• The difference between the recorded PGAs and the PGA for the study is greater for the 
vertical accelerations than for the horizontal accelerations.  

- The study assumes that the vertical PGA is approximately equal to the horizontal 
PGA (see Section 3.3). 

 
 
Table 10  Fukushima Daiichi, Measured and Design (DBGM SS) PGAs at Foundation Slab 

(Tohoku, 2011 Earthquake) 
 

Unit 
 

Containment 
Measured (cm/s2)  Design Values (cm/s2) 

Horizontal Vertical Horizontal Vertical 
NS EW NS EW 

1 Mark I 460 447 258 487 489 412 
2 Mark I 348 550 302 441 438 420 
3 Mark I 322 507 231 449 441 429 
4 Mark I 281 319 200 447 445 422 
5 Mark I 311 548 256 452 452 427 
6 Mark II 298 444 244 445 448 415 

 
 

Table 11  Onagawa, Measured and Design (DBGM SS) PGAs at Foundation Slab  
(Tohoku, 2011 Earthquake) 

 
Unit 

 
Reactor 

Measured (cm/s2) Design Values (cm/s2) 
Horizontal Vertical Horizontal Vertical 
NS EW NS EW 

1 BWR 540 587 439 532 529 451 
2 BWR 607 461 389 594 572 490 
3 BWR 573 458 321 512 497 476 

 
 

Table 12  Fukushima Daiini, Measured and Design (DBGM SS) PGAs at Foundation Slab 
(Tohoku, 2011 Earthquake) 

 
Unit 

 
Reactor 

Measured (cm/s2) Design Values (cm/s2) 
Horizontal Vertical Horizontal Vertical 
NS EW NS EW 

1 Mark II 254 230 305 434 434 512 
2 Mark II 243 196 232 428 429 504 
3 Mark II 277 216 208 428 430 504 
4 Mark II 210 205 288 415 415 504 
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Table 13  Tokai, Measured and Design (DBGM SS) PGAs at Foundation Slab (Tohoku, 
2011 Earthquake) 

 
Unit 

 
Reactor 

Measured (cm/s2) Design Values (cm/s2) 
Horizontal Vertical Horizontal Vertical 
NS EW NS EW 

1 Mark II 214 215 189 393 400 456 
 
 

Table 14  Kashiwazaki-Kariwa, Measured and Design PGAs at Foundation Slab  
(Chuetsu-Oki, 2007 Earthquake) 

 
Unit 

 
Reactor 

Measured (cm/s2) Design Values (cm/s2) 
Horizontal Vertical Horizontal Vertical 
NS EW NS EW 

1 Mark II 311 680 408 274 273 235 
2 Mark II 304 606 282 167 167 235 
3 Mark II 308 384 311 192 193 235 
4 Mark II 310 492 337 193 194 235 
5 Mark II 277 442 205 249 254 235 
6 ABWR 271 322 488 263 263 235 
7 ABWR 267 356 355 263 263 235 

 
 
Another aspect of interest for this comparison is the frequency content of the ground motions as 
characterized by response spectra. The site chosen for the study is a rock site and dominant 
seismic event for this scenario would be an earthquake in the CEUS at a distance of about 15 
km or less. Accordingly, the ground motion response spectra for the seismic scenario 
considered has maximum spectral accelerations for frequencies greater than about 10 Hz and 
at frequencies near the lower fundamental frequencies of the spent fuel pool structures.   
 
Figure 30 includes vertical response spectra for 5-percent damping at the foundation slab of 
Unit 1 (the case with a horizontal PGA of about 0.7g) and Unit 4 of Kashiwazaki-Kariwa together 
with the corresponding response spectrum for the vertical ground motion considered for the 
study. This comparison indicates that the ground motion for this study has higher vertical 
spectral accelerations near the lower fundamental frequencies of vibration of the SFP structure. 
Spectral accelerations for the ground motion used in the study remain higher than those for Unit 
4 down to a frequency of about 5 Hz and those for Unit 1 down to frequencies of about 4 Hz.  
The results shown are typical of those for the other reactors at Kashiwazaki-Kariwa (with the 
possible exception of Unit 6 which has significantly higher spectral accelerations between 6 and 
2.5 Hz).  The reactors at this plant are Mark II reactors, have reinforced concrete base slabs 
several times thicker than the reactor considered in this study, and are deeply embedded in the 
ground. 
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Figure 30  Vertical response spectra: Kashiwazaki-Kariwa Units 1 and 4 (foundation level) 
and SFP study (free-field) 

 
 
With the exception of Unit 4 at Fukushima Daiichi, vertical response spectra for the reactors 
affected by the March 11, 2011 Tohoku earthquake were not available at the time of the study, 
so the comparison of foundation response spectra are, for the most part, made using horizontal 
spectra.  Figure 31 shows horizontal response spectra for 5-percent damping at the foundation 
slab of Unit 1 and Unit 4 of Fukushima-Daiichi and the corresponding response spectrum for the 
horizontal ground motion used in the study. Comparison of those spectra indicates that the 
ground motion for this study (rock site) has higher horizontal spectral accelerations at the lower 
natural frequencies of the SFP structure (about 0.05 seconds).  Spectral accelerations for the 
ground motion used in the study remain higher than those for Unit 1 for frequencies down to 
about 4 Hz and those for Unit 4 for frequencies down to about 3 Hz. The results shown are, in 
general, typical of those for the other reactors at Fukushima Daiichi.  
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Figure 31  Horizontal response spectra: Fukushima Daiichi Units 1 and 4 (foundation) 
and SFP study (free-field) 

 
Figure 32 shows vertical response spectra for 5-percent damping at the foundation slab of Unit 
4 of Fukushima-Daiichi and the corresponding response spectrum for the vertical ground motion 
used in the study. Comparison of those spectra indicates that the ground motion for this study 
(rock site) has higher horizontal spectral accelerations at the lower natural frequencies of the 
SFP structure (about 0.05 seconds).  Spectral accelerations for the ground motion used in the 
study remain higher than those for Unit 4 for frequencies down to about 3.5 Hz. 
 

 
 

Figure 32  Vertical response spectra: Fukushima Daiichi Unit 4 (foundation) and SFP 
study (free-field) 
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Figure 33 shows vertical ISRS at an elevation at about midheight of the SFP for Unit 1 and Unit 
4 of Kashiwazaki-Kariwa together with the vertical ISRS for the study. ISRS for the study are 
shown for 5-percent and 10-percent damping.  In both cases, the ISRS for the study is higher 
than the observed ISRS for frequencies close to the lower natural frequencies of the SFP 
considered in the study.  The 5-percent ISRS for this study remains above that for Unit 4 down 
to frequencies of about 12 Hz and approximately equal to it for frequencies down to about 7 Hz. 
The 5-percent ISRS for this study remains higher than that for Unit 1 for frequencies down to 
about 4 Hz. 
 
The 10-percent damping ISRS for the reactor building approaches that of Unit 4 at frequencies 
equal to about 17 Hz. The 10-percent ISRS for this study is higher than that for Unit 1 for 
frequencies down to about 6 Hz and is close to it at about 12 Hz. The ISRS for Unit 1 is typical 
of those for the other units with the exception of Unit 3, which approaches the 5-percent 
damping ISRS for the study at about 11 Hz. 
 

 
 

Figure 33  Vertical ISRS for Kashiwazaki-Kariwa Units 1 and 4 and for the SFP Study 
 
The comparisons, especially the comparison of the vertical response spectra at the foundation 
of Unit 4 of Fukushima Daiichi and at the base of the SFP for the study, indicate that the 
vibratory loads for this study, especially the vertical loads, are likely to be more challenging to 
the SFP than those from the actual events.  
 
Structural and Construction Details  
 
The seismic design loads for the various reactors considered in this comparison differ, for the 
most part, from the design basis loads for the SFP considered in this study.  A possible 
exception to this would be Unit 1 at Fukushima Daiichi, which initially considered comparable 
seismic design-basis loads.  However, seismic design basis loads for Unit 1 were subsequently 
revised upwards (those are the design loads reported in this comparison). 
 
The depth of the 20 SFPs affected by the recent earthquakes in Japan is similar to that for the 
SFP considered in the study.  The horizontal dimensions for the SFPs in Fukushima Daiichi 
(EW and NS dimensions with reference to Figure 17) are also similar with the exception to the 
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SFP for Unit 1, which has a significantly smaller NS span that tends to make the SFP for Unit 1 
less vulnerable to seismic loads.  The thickness of the floor slabs for the SFPs at Fukushima 
Daiichi are likely similar to those for the SFP considered in the study. The SFP for which more 
structural details were known at the time of the writing of this report is the SFP for Unit 4 at 
Fukushima Daiichi (hereafter referred to as Unit 4).  The following provides a comparison of 
structural details for Unit 4 with those of the SFP considered in this study. 
 

• For Unit 4, the thickness of the SFP floor is about 1.5 m (about 5 ft) which is less than the 
thickness of the floor of the SFP considered in this study which is about 1.83 m (about 6 
ft).   

• Available information indicates that the reinforcement of the wall of the SFP in Unit 4 is not 
significantly different from the reinforcement in the wall of the SFP considered in this 
study.   

• Although no reference is made to out-of-plane shear reinforcement for Unit 4 of 
Fukushima Daiichi, it is not known with certainty at the time of the writing of this report if 
out-of-plane shear reinforcement was provided at the edges of the floor slab of Unit 4 or at 
the intersection of this floor slab with the vertical walls.   

• For the SFP of Unit 4 no reference is made to a grid of steel beams analogous to that 
embedded in the floor and bottom of the walls of the SFP considered in this study (used to 
support the weight of wet concrete during construction).   

• Cross section drawings of the reactor building for Unit 4 indicate the possibility of a load 
bearing wall under the South wall (with reference to Figure 17) of the SFP of Unit 4, which 
does not exist for the SFP considered in this study.  This difference, if confirmed, would 
result in a longer span for the entire structure of the SFP considered in this study. 

 
Although there are differences between the structures of the Unit 4 SFP and the SFP 
considered in this study, these differences do not seem to be sufficiently significant to assert 
without further analysis that the Unit 4 SFP would be stronger for the same seismic demands 
than the SFP considered in this study.  Differences in the vertical and horizontal response 
spectra at the foundation of Unit 4 and at the base of reactor building considered in this study (a 
fixed base structure) (see Figure 32 and Figure 31) indicate that the seismic forces for Unit 4 
would have been significantly less  than those considered in this study.  The difference between 
these seismic demands would have been the main factor affecting the relative performance of 
the Unit 4 SFP (under the March 11, 2011 earthquake) and the performance of the SFP 
considered in this study under the hypothetical beyond design basis earthquake.    
 
Major observations from these comparisons are:  
 

• For the challenging events that affected 20 reactors and SFPs, leakage from the bottom of 
the SFPs of the 20 BWR reactors was not reported. This is consistent with the highest 
relative likelihood estimate for this study being that for the state with no leakage.  

• Possible differences in the design and construction of the reactor buildings and SFPs, 
which considered higher design-basis seismic loads, and the SFP considered in this study, 
introduces uncertainties in these observations. 

• The ground motion used in this study may be more challenging for the spent fuel pool 
structure than those experienced at the Fukushima Daiichi nuclear power plant from the 
earthquake that occurred on March 11, 2011, off the coast of Japan, which did not cause 
spent fuel pool leaks at the bottom of the walls.   
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37 percent of the core) based primarily on the information in Exelon (2011), with a slight change from 270 to 
284 assemblies for MELCOR modeling convenience. 

4  Sixty of these rack locations may be reserved for storing guide tubes. The study does not address this 
situation, but it is expected to have a very minor effect on the results.  By assumption, these 60 rack cells 
are filled with very low decay heat fuel, and represent less than 2 percent of the overall SFP inventory (and 
less than 2 percent of the radionuclide inventory available for release). 

5  See Exelon (2011) for more information. 
6  See Section 9.3 of this report for a discussion of how the use of contiguous (uniform) patterns would affect 

the results. 
7  This term is used to describe whether an open area exists within the pool (such as an unracked region, a 

cask laydown area, or large gaps between the edge of the racks and the pool walls) that would facilitate 
downflow during conditions resulting in natural circulation air flow under the rack baseplate. 

8  Note that the decay heat from the fuel left in the reactor is considered when the pool and reactor well are 
hydraulically connected. 

9  After results were calculated based on a 700 day operating cycle, the authors realized that the correct 
operating cycle length should be 725 days (including the 25 day outage) rather than 700 days (which didn’t 
include the outage).  This error is expected to have a small impact on the overall results. 

 
The above table depicts a 1x4 storage pattern for the recently discharged fuel, based on the 
approach PBAPS has taken to meet the requirements associated with license condition 2.C.(11) 
and 10 CFR 50.54(hh)(2).  The plant studied actually currently utilizes a 1x8 pattern.  Because 
this pattern is believed to be atypical (relative to the fleet), it is not modeled as the base case in 
this study.  Section 9.2 of this report provides additional analysis that shows the benefit of the 
1x8 pattern.  Section 9.3 discusses of how the use of contiguous (uniform) patterns would affect 
the results.  Figure 34 illustrates the different patterns.   
 

 
Figure 34  Illustration of SFP patterns 

From left to right:  Uniform/contiguous; 1x4 (used as base case); 
1x8 (actually used by plant as of May 2012) 

Red = a recently discharged assembly; Blue = an older, lower decay heat assembly, black outline shows repeating 
pattern 

 
5.2 Operating Cycle Phase Specification 
 
As described in Section 1.5, constant changes to the conditions in the SFP affect the 
consequences of a postulated accident (e.g., changes in the decay heat, changes in the 
inventory of fuel in the pool).  Thus it is necessary to discretize this continuous behavior into a 
manageable set of discrete quasi-steady snapshots.  Further, it must be recognized that the 
number of quasi-steady snapshots (or OCPs as they are termed throughout this report) has 
roughly a linear scaling effect on the number of MELCOR analyses that must be performed.  As 
such, defining the OCPs becomes a minimization/optimization problem (i.e., the analysis needs 
to minimize the number of OCPs while optimizing the resulting OCPs’ accuracy in representing 
the above pool-reactor configurations/spent fuel loading configurations/decay heat levels). 
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In the unmitigated case, all onsite mitigative actions are unsuccessful for an extended period of 
time, meaning that there is no credit for repair or recovery of damaged systems (e.g., offsite 
power) and no credit for successful deployment of 10 CFR 50.54(hh)(2)7 equipment.  The cases 
which assume lack of successful mitigation are presented to (1) acknowledge uncertainties in 
the effectiveness of these efforts during a beyond-design basis event and (2) demonstrate the 
effectiveness of successful mitigation.  Section 5.3.2 of this report discusses further the 
rationale for developing results for this situation. 
 
In the mitigated case, (1) mitigative actions associated with the regulatory requirements of 
10 CFR 50.54(hh)(2) are successfully deployed, (2) additional onsite capabilities are used to 
extend the use of this equipment, and (3) arrival of offsite resources allows this equipment to be 
utilized for an extended period of time (e.g., days) until onsite capabilities can be recovered.   
 
This study’s original scope did not include an attempt to quantify the likelihood of successful 
execution of different mitigative actions that might take place (e.g., makeup using a portable 
pump, recovery of ac power).  Subsequent to completion of the MELCOR (Chapter 6) and 
MACCS2 (Chapter 7) analyses described in the following chapters, the project staff performed a 
human reliability analysis for the purpose of providing context regarding human response.  The 
HRA results provide informative data to gain insights on the likelihood of mitigation being 
successfully implemented as well as possible regulatory enhancements for consideration. 
Chapter 8 describes the HRA.  Since the HRA was performed after the bulk of the analysis was 
completed, some of the assumptions differ from those described in this Section. 
 
In addition to onsite mitigation, offsite support is considered in the paragraphs below. 
 
The reference plant is supported by an offsite emergency operating facility (EOF).  The 
emergency response organization at the EOF has access to fleetwide emergency response 
personnel and equipment, including the 10 CFR 50.54(hh)(2) mitigation measures and 
equipment from the sister plants.  Every licensee participates in full onsite and offsite exercises 
every 2 years where response to severe accidents and coordination with offsite response 
organizations is demonstrated and inspected by the NRC and the Federal Emergency 
Management Agency.  In addition, the Institute for Nuclear Power Operations and the Nuclear 
Energy Institute would activate their emergency response centers to assist the site as needed. 
 
Concurrent with the industry response, the U.S. National Response Framework (NRF) would 
establish a coordinated response of national assets.  As described in the Nuclear/Radiological 
Incident Annex to the NRF, the NRC is typically the Coordinating Agency for incidents occurring 
at NRC-licensed facilities.  As Coordinating Agency, the NRC has technical leadership for the 
Federal Government’s response to the incident.  The NRF conducts periodic exercises and 
provides access to the full resources of the Federal Government.  The NRC has an extensive, 
well-trained and exercised, emergency response capability and has onsite resident inspectors.  
The NRC would activate the incident response team at the NRC regional office and 
Headquarters.  The focus of the NRC response is to ensure that public health and safety are 
protected and to assist the licensee with the response. 
 

                                                
7  This section of the regulations deals with the development and implementation of guidance and strategies 

intended to maintain or restore core cooling, containment, and SFP cooling capabilities under the 
circumstances associated with loss of large areas of the plant resulting from explosions or fire. 
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Table 17 summarizes each situation. 
 

Table 17  Summary of Mitigation Assumptions 

Item 

Situations with successful 
deployment of onsite 

mitigation 

Situations without 
successful deployment of 

onsite mitigation 
Installed accident mitigation 
equipment Damaged by the event; recovery/repair not credited 

10 CFR 50.54(hh)(2) 
equipment 

Successfully deployed 2 hours 
after diagnosis Not credited 

Other onsite resources 

Successfully deployed to 
extend operation of 

10 CFR 50.54(hh)(2) 
equipment 

Not credited 

Offsite resources Successfully deployed for terminating the accident at 48 or 72 
hours (see Section 9.8) 

Emergency preparedness Effective (see APPENDIX A: of this report for more details) 
Mitigation equipment being 
considered under NRC Order 
EA-12-049, dated March 12, 
2012 

Not considered; may be substantively similar to 
10 CFR 50.54(hh)(2) capabilities within the context of this 

study 

 
5.3.1 Approach Details and Assumptions 
 
Scenarios that credit successful deployment of the 10 CFR 50.54(hh)(2) measures must include 
assumptions about how that deployment is executed.  In general, this study utilizes some of the 
limits associated with these capabilities that are contained in Nuclear Energy Institute (NEI) 06-
12, Revision 2, “B.5.b Phase 2 & 3 Submittal Guidance,” issued December 2006 (which the 
NRC has endorsed8).  For instance, the time at which the mitigative capability is assumed to 
commence (meaning that it has been deployed and is starting to operate) is 2 hours after 
diagnosis.  The guidance in NEI 06-12, Revision 2, does include a provision that allows for a 
deployment time of 5 hours after diagnosis for spray, if the fuel has been favorably configured.  
This study does not invoke that provision because the site in question strives to deploy the 
equipment within 2 hours regardless of the fuel pattern and the existence of cases without 
successful deployment of mitigation envelops this effect. 
 
The flow rates associated with the two modes of delivery considered (spray and makeup) are 
assumed to be the minimum amounts required (200 gallons delivered per minute for spray and 
500 gallons delivered per minute for makeup).  For PBAPS, the capacities of the available 
equipment are somewhat higher.  The use of the 500 and 200 gpm values in this study attempts 
to account for uncertainties in the speed at which the pumps would actually be run, as well as 
spray that goes outside the boundary of the pool.9  As a result, no additional “penalty” is given 
                                                
8  The NRC originally endorsed this document for operating reactors by letter dated December 22, 2006 and 

this endorsement was carried forward in the Statement of Considerations for the associated rulemaking (see 
“Power Reactor Security Requirements, Final Rule,” published in the Federal Register on March 27, 2009).  
B.5.b refers to Section B.5.b of Order EA-02-026, dated February 25, 2002, and later made generically 
applicable in 10 CFR 50.54(hh)(2). 

9  MELCOR does not model the details of the spray delivery from the nozzle(s) to the SFP.  Rather, it assumes 
a uniform flux of water at the top of the SFP.  A system flow rate of greater than 200 gpm is necessary to 
achieve this uniform 200 gpm-equivalent spray flux, to allow for water striking the pool deck or walls and not 
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5.3.2 Rationale for Producing Unmitigated Results 
 
NRC licensees that operate nuclear power plants are required to maintain the facility in a 
manner that makes the occurrence of a severe accident unlikely.  This is achieved through a 
number of mechanisms involving facility design and operator training, and by applying the 
concept of defense-in-depth.  Even so, uncertainties associated with the response to a beyond-
design-basis seismic event, and the resultant effects on the SFP, make consideration of 
unmitigated scenarios prudent from an informed decision-making standpoint.  Some specific 
issues relevant to the situation considered in this report include the following: 
 
• The regulatory requirements for 10 CFR 50.54(hh)(2) equipment currently focus on the 

use of this equipment for responding to a loss of a large area of the plant from explosion 
or fire.  Ongoing regulatory activities related to the NRC’s response to the March 2011 
accident at the Japanese Fukushima-Daiichi site will alter this situation (e.g., see NRC 
Order EA-12-049, dated March 12, 2012).  Note that some plants (including the 
reference plant) have already acquired some additional equipment in anticipation of this 
requirement, with full compliance scheduled for 2016. 

 
• The large seismic event could damage onsite (and offsite) infrastructure designed to 

facilitate accident response, as well as cause general disruption at the site. 
 

• If circumstances led to the uncovery of fuel in the SFP, radiation fields on the refueling 
floor might hamper mitigative actions.  Section 5.4 of this report describes the shielding 
analyses that inform this aspect of the accident analysis.  Chapter 8 further discusses 
accessibility issues in the context of human response.  Note that, as part of the 
implementation of 10 CFR 50.54(hh)(2), the licensee has committed to an ability to carry 
out the required mitigative actions even in such situations (e.g., using portable shielding 
or implementing from a location other than the refueling floor itself).10 

 
• A concurrent reactor event (resulting from the loss of ac power or other damage), or an 

ongoing accident at the other unit’s SFP, could hamper mitigative actions by reducing 
accessibility because of radiation fields, impeding accessibility because of other hazards 
such as hydrogen accumulation, or diverting resources (both personnel and equipment).  
Chapter 8 discusses this issue further. 

 
• An assembly being moved within the SFP (or from the reactor to the SFP or vice versa) 

at the time of the event, could lead to an earlier radiological hazard for responders, if this 
assembly were to become uncovered earlier in the event progression, because of its 
higher position in the SFP.  Section 5.4 of this report provides refuel floor dose rate 
estimates for this situation. 
 

• Accessibility could be reduced if an inadvertent criticality event in the SFP were to occur.  
See Section 2.3 of this report for more information about inadvertent criticality events. 

 

                                                
10  The industry’s FLEX proposal, developed in response to NRC Order EA-12-049, includes a specification for 

a means to connect makeup to the installed SFP cooling system to overcome the potential for lack of access 
to the SFP deck area.  This is primarily to address the potential needs for makeup in a saturated condition 
caused by boil off for an uncooled pool. 
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Figure 35), which results in direct line-of-sight from the edge of the SFP.  Placement near a wall 
would reduce the dose rate for locations near the edge of the pool that do not have a direct line 
of sight to the assembly. 
 
5.5 Discussion of Repair and Recovery 
 
This study makes no attempt to account for repair or recovery of onsite equipment or offsite 
power.  This is a simplifying assumption, and is motivated in part by the lack of quantitative 
information available to support such a determination for the large seismic event being 
considered.  Procedures would direct the operators to attempt to recover failed equipment and 
pursue alternate means of establishing ac power, such as the ability to obtain ac power from an 
SBO cross-tie line to the Conowingo Dam.  The study assumes that the damage sustained by 
the onsite and offsite electrical distribution systems from the earthquake is enough to 
significantly delay these recoveries until after the 48- or 72-hour truncation times. 
 
That being said, and as covered previously in this section, the scenarios with successful 
deployment of mitigation do assume that onsite and offsite resources are able to extend 
operation of the 10 CFR 50.54(hh)(2) equipment indefinitely, which could represent a situation 
in which ac power is recovered at an intermediate point and ac-dependent means of SFP 
makeup are brought back online. 
 
5.6 Scenario Development 
 
5.6.1 Identification of Key Events 
 
The scenario development included the following major assumptions based on the structural 
analysis documented in Section 4 of this report or other considerations: 
 
• All offsite and onsite ac power is lost as a direct result of the seismic event (see Section 

4.2 of this report). 
 

• Direct current power may be lost.  Because of the difference from the reactor situation 
(in which dc power to control turbine-driven systems is important in an SBO), the 
availability or unavailability of dc power has a much narrower effect.  For the specific set 
of assumptions used in the MELCOR and MACCS2 analyses, there is no effect as 
analyzed.  Chapter 8 further discusses this issue with respect to the HRA. 
 

• The 10 CFR 50.54(hh)(2) equipment (when credited) is available for the duration of the 
event, following delays associated with diagnosis and deployment (see Section 5.3.1 of 
this report). 

 
• Initial water loss from “sloshing” will be 0.5 m (1.5 ft) (see Section 4.2 of this report). 
 
• Tearing of the SFP liner is not the most probable outcome, but is possible (see Section 

4.1 of this report). 
 
• There is no failure of penetrations, including the refueling transfer canal gate (see 

Section 4.2 of this report). 
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• The overhead structures (building debris, crane) do not pose a threat to the SFP in 
terms of failure resulting from the initiating event (see Section 4.2 of this report). 
 

• Inadvertent criticality, including seismic effects on the integrated poison rack material, is 
not treated (see Section 2.3 of this report). 

 
5.6.2 Scenario Calculation Matrices 
 
The following table shows how the combinations described thus far translate to the scenarios 
considered for each OCP. 
 

Table 18  Scenario Breakdown per OCP 

Case # 
Scenario Characteristics Radioactive Release Commences before 72 

Hours? 
SFP Leakage 

Rate? Mitigation? High-Density 
Loading—1x4 Low-Density Loading 

1  None Yes 

See later sections of the report for results 

2  No 
3  Small Yes 
4  No 
5  Moderate Yes 
6  No 

 
5.6.3 Summary of Event Split Fractions 

 
As described previously, the analysis considered the available seismic hazard information to 
obtain an initiating event frequency of approximately one event in 60,000 years for the reference 
plant. 
 

Table 19  Refresher on the Seismic Hazard Estimates 

Seismic 
Bin # 

PGA 
Range 

(g) 

Geometric 
Mean 

Accel. (g) 

Likelihood 
based on 
PGA (yr) 

Likelihood 
based on 
PGA (/yr) 

Potential for damage to 
SFP liner? 

1 0.1 to 
0.3 

0.2 1 in 2,000 5.2×10-4 Damage not expected 

2 0.3 to 
0.5 

0.4 1 in 40,000 2.7×10-5 Damage not expected 

3 0.5 to 
1.0 

0.7 1 in 60,000 1.7×10-5 Damage possible 

4 > 1.0 > 1.0 1 in 200,000 4.9×10-6 Damage possible 
 

Regarding the probability of losing ac power from this particular seismic event, the results 
described earlier in this report are summarized below. 
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Figure 37  MELCOR modeling of heat transfer paths 

 
 
 
6.1.3 Modeling of Mitigative Sprays 
 
The MELCOR containment spray model was used to calculate the thermal response of the fuel 
for the mitigated scenarios involving spray activation.  The spray model mechanistically models 
the interaction of the spray droplets with the atmosphere and includes droplet heat and mass 
transfer and fission product removal capabilities.  All calculations used a droplet size of 
1,250 microns.  The spray was positioned at the top of the SFP (elevation of the refueling bay), 
thus allowing the droplets to be directed into the assemblies and open spaces based on their 
respective cross-sectional areas.   
 
The interphase momentum model, which replicates the Wallis flooding curve, controls the 
penetration of the spray water into the assembly.  Once the spray water enters the assembly, 
the spray is assumed to form a thin film on the fuel structures in the assembly, which drains 
downward.  The MELCOR simplified flow regime model identifies the spray flow as a film in 
contact with the fuel rods (see Figure 38).  Heat transfer takes place between the fuel rods and 
water in core cells where the flow regime model is active.  Nucleate or film boiling heats the 
water film to saturation conditions as it drains down the assembly.  Simultaneous heat transfer 
from the rods and surrounding gas causes the spray flow to boil.  The spray film travels 
downward in contact with the fuel rods until the local control volume void fraction becomes 
greater than 99.8 percent (i.e., α > 0.998).  Because of numerical considerations, the residual 
water is converted into a shallow pool where the liquid heat transfer area is apportioned by the 
depth of the pool in the control volume.  Typically, the remaining water boils away in the first 
core cell after the flow regime model is disabled. 
 
MELCOR thermal-hydraulic model interprets the liquid film as a small pool at the bottom of each 
control volume (see Figure 38).  Because of the high void fraction, the phasic resistance of the 
steam or air flowing through the pool is relatively insignificant, which is the expected impact of a 
liquid film.  Similarly, the depth of the spray water penetration is controlled by the heat transfer 
rate from the fuel rather than the momentum solution.  Axial, stepwise heat transfer from the 
core cells limits how far the spray water penetrates into the assembly.  A possible limitation of 
the thermal-hydraulic representation is the relatively small heat transfer area between the two 
phases (i.e., heat transfer through the pool and the surface versus a film).  However, the rate of 
heat transfer from the gas to the water film is minor in comparison to the nucleate and film 
boiling heat transfer on the surface of the fuel rods.  A detailed nodalization is used to track the 
water as it penetrates into the assembly which permits a better local representation of the fluid 
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conditions and the location of the spray dryout.  Parametric calculations are performed to show 
the impact of this modeling parameter (i.e., flow regime model active or inactive as discussed in 
6.3.1). 
 

 
Figure 38  Spray model for SFP analysis 

 
 
 
6.1.4 Modeling of Fuel Collapse and Baseplate Failure 
 
Fuel collapse is based on user-defined cumulative fuel damage fraction logic, in which the fuel 
failure time is defined as a function of cladding temperature and only applied if the unoxidized 
Zircaloy cladding thickness is less than 0.0001 m.  The failure logic calculates the fuel damage 
fraction for the current timestep, if the unoxidized cladding thickness criteria are met, and adds 
that fractional damage to any previously calculated damage.  When the cumulative fuel damage 
fraction exceeds unity, the fuel is failed in the SFP MELCOR model.  This lifetime damage 
model eliminates the threshold behavior present in the other fuel failure criteria and predicts 
accumulating damage if the fuel remains above the melting temperature of Zircaloy and below 
the absolute threshold collapse criteria of 2500 K. 
 
All components other than fuel rods (fuel and cladding) will be immediately converted to 
particulate debris whenever the unoxidized metal thickness is reduced below a user-defined 
minimum value.  The minimum thickness criterion for the two MELCOR canister components is 
0.0001 m.  The unoxidized metal thickness is reduced both by oxidation and by melting and 
candling of metal.  Molten Zircaloy held up by an oxide shell is released from the fuel rods at 
2400 K and from the canister at 2100 K (i.e., just above the melting temperature of the Zircaloy).  
Particulate debris will be formed for canister components following the release of the molten 
Zircaloy or if the temperature of the component reaches the melting temperature of the 
associated oxide. 
 
Baseplate failure is defined by the grid-supported or egg-crate plate model in MELCOR.  In 
general, the beams that form the grid have sufficient strength that their failure is not an issue, 
and the interest is in failure of the web between them.  Upon failure of the plate, the capability to 
support particulate debris or intact components is lost; however, the plate will remain in place 
until it melts.  This model calculates baseplate failure based on the maximum stress in a plate of 
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user-defined thickness supported by beams of user-defined spacing with a total load on the 
area of the ring.  In the SFP model, the thickness of the baseplate is defined as 0.0127 m with 
grid spacing of 0.07 m.  The melting temperature of the plate is 1700 K. 
 
6.1.5 Radionuclide Transport Modeling and Treatment of Hydrogen 
 
In MELCOR, the RN package models the release and transport of fission product vapors and 
aerosols (referred to as radionuclides).  Release of radionuclides can occur from the fuel-
cladding gap by exceeding a failure temperature criterion or losing intact geometry or from 
material in the SFP using various empirical release correlations based on fuel temperatures.  
After release to a control volume, masses may exist as aerosols or vapors, depending on the 
vapor pressure of the radionuclide class and the volume temperature. 
 
Aerosol dynamic processes and the condensation and evaporation of fission product vapors 
after release from fuel are considered within each control volume.  Aerosols can deposit directly 
on surfaces and water pools or can agglomerate and eventually fall out by gravitational settling.  
Aerosols deposited on surfaces can be vaporized (if volatile) but cannot currently be 
resuspended in MELCOR.  All deposition mechanisms are mechanistically modeled.  Aerosols 
and vapors are transported between control volumes by bulk fluid flow of the atmosphere and 
the pool. 
 
For tracking purposes, the radionuclides are combined into material classes, which are groups 
of elements (and their isotopes) with similar chemical and transport behavior.  Radionuclide 
masses include both the radioactive and nonradioactive mass to properly model the transport of 
fission products.  The SFP MELCOR model includes 15 default material classes and two 
user-defined classes to model the behavior of cesium iodide (CsI) and cesium molybdate 
(Cs2MoO4), as shown in Table 23. 
 
The fuel release model is based on the CORSOR-Booth model that more accurately predicts 
the release rates from the Phebus and VERCORS experiments (Gauntt, 2010).  The default 
MELCOR radionuclide package input was modified to accommodate new insights from the 
Phebus experimental program.  The cesium, iodine, and molybdenum radionuclide classes 
were reconfigured as follows: 
 
• Class 4—Characteristic released compound is iodine with the default inventory wholly 

transferred to Class 16. 
 
• Class 7—Characteristic released compound is molybdenum with the default inventory 

reduced by the amount allocated to Class 17. 
 
• Class 16—Characteristic released compound is CsI with the default inventory 

representing all of Class 4 and sufficient cesium from Class 2 to form CsI. 
 
• Class 17—Characteristic released compound is Cs2MoO4 using the remainder of the 

cesium not in the gap (already included in Class 2) or not already combined with the 
iodine in Class 16.  Sufficient molybdenum is included from Class 7 to Class 17 to form 
Cs2MoO4.  The released vapor pressure and compound mass is consistent with 
Cs2MoO4. 
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Gauntt (2010) proposes an approach for the estimation of increased ruthenium release under 
air-oxidation conditions.  Ruthenium (Class 6) has the lowest of vapor pressures in the default 
MELCOR model that prevents prediction of large releases.13  There is evidence of higher 
volatility of ruthenium oxides (many orders of magnitude higher than the default MELCOR).  It is 
assumed (Gauntt, 2010) that there is always air present leading to formation of a moderately 
hyperstoichiometric fuel (UO2.15) and release of ruthenium dioxide (RuO2).  The default vapor 
pressure parameters in MELCOR are adjusted for the ruthenium class to match RuO2 vapor 
pressure at 2200 K.14  The new ruthenium release model is applied only to scenarios involving 
rapid draindown (for moderate leak rates) of the SFP pool.  These cases lead to relatively early 
clearing of the rack baseplate and flow of air (and possibly steam) through the assemblies.  It 
should be noted that the model does not take into account the concentration of oxygen or steam 
during the oxidation process. 
 
 

Table 23  MELCOR Radionuclide Class Composition 
Class # Class Name Representative Member Elements 
1 Noble Gases Xe He, Ne, Ar, Kr, Xe, Rn, H, N 
2 Alkali Metals Cs Li, Na, K, Rb, Cs, Fr, Cu 
3 Alkaline Metals Ba Be, Mg, Ca, Sr, Ba, Ra, Es, Fm 
4 Halogens I F, Cl, Br, I, At 
5 Chalcogens Te O, S, Se, Te, Po 
6 Platinoids Ru Ru, Rh, Pd, Re, Os, Ir, Pt, Au, Ni 
7 Early Transition 

Elements 
Mo V, Cr, Fe, Co, Mn, Nb, Mo, Tc, Ta, W 

8 Tetravalent Ce Ti, Zr, Hf, Ce, Th, Pa, Np, Pu, C 
9 Trivalents La Al, Sc, Y, La, Ac, Pr, Nd, Pm, Sm, Eu, 

Gd, Tb, Dy, Ho, Er, Tm, Yb, Lu, Am, 
Cm, Bk, Cf 

10 Uranium U U 
11 More Volatile Main 

Group 
Cd Cd, Hg, Zn, As, Sb, Pb, Tl, Bi 

 
12 Less Volatile Main 

Group 
Sn Ga, Ge, In, Sn, Ag 

13 Boron B B, Si, P 
14 Water H2O H2O 
15 Concrete - - 
16 Cesium Iodide CsI CsI 
17 Cesium Molybdate Cs2MoO4 Cs2MoO4 

 
The gap inventory specified in Table 24 is based on NUREG-1465, “Accident Source Terms for 
Light-Water Nuclear Power Plants,” issued February 1995 (NRC, 1995).  However,  NUREG-
1465 states that, for accidents in which long-term cooling is maintained (e.g., postulated spent 
fuel handling accident), the gap release could be as low as 3 percent, and, in the unmitigated 
scenarios in this study, the fuel experiences prolonged high temperatures (and even failure in 
some instances).  Therefore, the present work assumes that 5 percent applies to all scenarios. 
 
                                                
13  There is a mass transfer limitation to the release from the fuel. 
14  The rationale for an increased ruthenium class release is based only on increased vapor pressure and 

requires further experimental validation. 
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The decay heat calculation was based on security assessment analyses that used a decay heat 
program provided by the licensee.  The decay heat power is calculated based on the discharge 
time and other parameters, such as the fuel burnup and power history.  The utility provided the 
program and the appropriate input files for the SFP configuration after its last offload (i.e., 
September 2001) to perform decay heat calculations.  Consequently, the decay heat power of 
every assembly was calculated as a function of time from reactor shutdown.15  The decay heat 
and radionuclide package for MELCOR was conceived for reactor analysis.  Therefore, all 
assemblies are assumed to have the same shutdown time.  MELCOR calculates the initial 
fission product inventory from tables of inventories and specific decay power for 29 elemental 
groups.  The elemental decay heat is normalized per unit of mass of the element and stored as 
a function of time after shutdown. 
 

Table 24  Radionuclides Gap Inventories 
Class # Gap inventory Class combination 

1 5% — 
2 100% Characteristic released compound is CsOH with the default 

inventory wholly representative of the cesium in the fuel gap 
except what is already included in Class 16. Required amount of 
cesium not in gap of Class 16 to yield a 5% total cesium gap 
inventory. 

3 1% — 
5 5% — 

16 5% 5% of the Class 16 inventory to yield 5% of the total iodine 
inventory in the gap 

 
Since SFP accident calculations involve fuel assemblies with multiple shutdown times, the 
following procedure was used to implement the batch-average decay heat results.  First, the 
effective reactor operating power was estimated using SFP inventory burnup.  The effective 
operating power was calculated as the total burnup of all assemblies in the SFP (gigawatt days 
per metric tons of uranium) divided by the average assembly metric tons of uranium and the 
total number of days of criticality.  Based on the effective operating power, MELCOR calculates 
the specific time-dependent decay heat and mass inventory for each element.  The aging time 
in the specific element decay heat tables is specified as the scenario time minus the shutdown 
time of the assemblies in the most recent offload.  Next, the above results for element 
inventories (kilogram (kg)) times the specific element decay heat (watts per kilogram) at the 
scenario time are scaled to match the total SFP decay power.  This scaling procedure 
addresses any limitations in the relatively long-term decay heat power in the MELCOR data 
base.  Finally, inventory scaling coefficients are used to partition the decay heat amongst the 
various MELCOR rings.  In summary, the batch-average decay heat is explicitly conserved but 
the fission product inventory is not properly scaled to account for differences in the various 
assembly discharge dates.  A postprocessing routine is implemented that uses the MELCOR 
predicted release fractions along with actual inventories calculated for each batch. 
 

                                                
15  An interpolation scheme was used to calculate the individual assemblies decay power at different times 

relevant to this study (the error in interpolation is typically less than 1 percent).  Since the number of old 
assemblies was increased by 60 (3,055 total in the pool), the decay heat for these assemblies was assumed 
to be an average of the older assemblies. 
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average discharge burnup increased significantly after Cycle 12.  The burnup values used in the 
present analysis are significantly higher and therefore more representative of modern SFP 
inventories than earlier analyses.  Previous analyses using the 2001 data are representative of 
discharged fuel up to about 1995. 
 
Other differences are attributed to the specific power of the assemblies which influences the 
decay heat power and activities of short-lived fission products in the analysis time range.  The 
utility did not provide information on the specific power.  Notwithstanding power uprates for the 
reference plant reactor, the most recent occurring in 2002, the specific power used to calculate 
inventories for the assemblies in the present analysis was lower than that assumed using the 
earlier 2001 data.  The present analysis normalized the average specific power of the 
discharged assemblies to the reactor specific power.  Previous information provided by the 
utility in the 2001 data included the effective full-power days used to derive slightly higher 
specific power values compared to those used in the present study.  
 
The net impact of differences between the analyses performed using 2001 data and the present 
analysis is an increase in the inventories for cooling times longer than about 30 days, attributed 
to higher assembly burnup in the 2011 data.  For shorter cooling times the previous analyses 
predicted decay heat rates about 5 percent larger than the current results, likely the result of 
more conservative estimates of specific power used in the previous analyses.  A comparison of 
the present decay heat results with values calculated by the utility in 2001 show agreement to 
better than 3 percent over all cooling times, with present results slightly larger than utility values, 
most likely because of the increase in discharge burnup since 2001. 
 
Hydrogen Burn 
 
A burn is initiated in a control volume if the mole fraction of the reactants (hydrogen and oxygen) 
satisfies the burn criteria.  In addition, control volumes that are specified to contain igniters are 
tested against different criteria than control volumes without igniters.  In an SFP calculation, 
ignition is assumed to occur in the reactor building when the hydrogen concentration exceeds 
10 percent by volume.  In addition, MELCOR checks to determine whether there is sufficient 
oxygen.  The minimum oxygen mole fraction for ignition is 5 percent.  The maximum diluents 
mole fraction for ignition (mole fraction of steam plus mole fraction of carbon dioxide) is 
55 percent.  If all of these conditions are satisfied, a burn is initiated.  Some uncertainty may 
exist regarding the combustion of hydrogen, especially with regard to the timing of a 
spontaneous ignition.  A hydrogen burn may occur at higher or lower concentrations of 
hydrogen, air, and steam that have both epistemic and aleatory uncertainties.  Many SFP 
calculations resulted in conditions in which combustion was very likely or very unlikely.  
Consequently, the SFPS presents the results of cases with and without combustion.  However, 
some cases have conditions in which the occurrence or timing of a combustion event has more 
uncertainty; these cases were assumed to ignite or not ignite according to the default 
spontaneous combustion criteria in MELCOR (see Section 9.1).  Once a burn is initiated, it can 
propagate to other control volumes using the default hydrogen concentrations of 4 percent, 
6 percent, and 9 percent for upward, horizontal, and downward propagations, respectively. 
 
6.2 Description of MELCOR Models 
 
The SFP, 40 ft (12.2 m) wide by 35.3 ft (10.8 m) long by 38.75 ft (11.8 m) deep, is located on 
the refueling floor of the reactor building.  The pool is constructed of reinforced concrete with a 
wall and floor lining of 1/4-in.- (0.63-cm-) thick stainless steel.  The walls and the floor of the 
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SFP are approximately 6 ft (1.83 m) thick.  In the northeast corner of the SFP is a cask area that 
is 10 square feet (ft2) (0.93 square meter (m2)). 
 
The high-density SFP racks provide spent fuel storage at the bottom of the fuel pool.  The fuel 
storage racks are normally covered with about 23 ft (7 m) of water for radiation shielding.  The 
SFP racks are freestanding, full length, and top entry and are designed to maintain the spent 
fuel in a spaced geometry that precludes the possibility of criticality.  The high-density SFP 
racks are of the “poison” type utilizing a neutron-absorbing material to maintain a subcritical fuel 
array.  The racks are rectilinear in shape and are of nine different sizes.  A total of 3,819 storage 
locations are provided in the pool.  The racks are constructed of stainless steel materials, and 
each rack module is composed of cell assemblies, a baseplate, and base support assemblies.  
Each cell is composed of (1) a full-length enclosure constructed of 0.075-in.- (0.2-cm-) thick 
stainless steel, (2) sections of Bisco Boraflex, which is a neutron-absorbing material, and 
(3) wrapper plates constructed of 0.020-in.- (0.05-cm-) thick stainless steel.  The inside square 
dimension of a cell enclosure is 6.07 in. (0.15 m).  The cell pitch is 6.28 in. (0.16 m).  The 
baseplate is made from 0.5-in.- (1.27-cm-) thick stainless steel with 3.8 in. (0.1 m) chamfered 
through-holes centered at each storage location, which provides a seating surface for the fuel 
assemblies.  These holes also provide passage for coolant flow. 
 
Each rack module has base support assemblies (i.e., “rack feet”) located at the center of the 
corner cells within the module and at interior locations to distribute the pool floor loading (see 
Figure 39).  Each base assembly is composed of a level block assembly, a leveling screw, and 
a support pad.  The top of the leveling block assembly is welded to the bottom of the base plate.  
SFP fuel cells are located above each rack foot.  Four 1-in. holes are drilled into the side of the 
support pad.  The interior of the support pad is hollow and permits flow to the opening in the 
base plate.  The square tube cells are used to construct the rack cells, which results in an equal 
number of cells resulting from the square tube cell checkerboard layout.  Figure 39 shows the 
layout of the rack cells.  There is the potential for lateral cell-to-cell flow between connected rack 
cells. 
 

Figure 39  Typical SFP rack cut away cross sections 
 
Figure 40 shows the control volume nodalization of the SFP region of the whole pool model.  
The bottom of the pool was divided into eight regions.  CV299 represents all open regions in the 
SFP around the racks, including the cask area.  The racks are subdivided into the other seven 
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regions.  Ring 7 (CV170 and CV171) represents the empty rack cells on the periphery of the 
SFP.  All of the assemblies in the SFP are located in Rings 1 through 6.  Each ring with 
assemblies is further subdivided into 19 control volumes—one control volume below the racks, 
nine control volumes inside the canister, and nine control volumes in the bypass region between 
the rack and canister.  For example, CV110, CV111 through CV119, and CV211 through CV219 
represent the region beneath the rack, the region within the canister, and the bypass region 
between the rack and canister, respectively (see Figure 41).  Similarly, Rings 2 through 6 
contain similar canister and bypass region nodalizations.  The region above the pool is divided 
into two control volumes.  Typically, flow goes down CV301 and CV299 and rises through 
CV300.  The flow enters the bottom of the racks through CV110 through CV170.  For 
low-density configurations, the control volume nodalization does not contain a bypass region 
(between the channel box and rack) as shown on the right side of Figure 41. 
 
 

 
 

Figure 40  MELCOR nodalization of the whole pool high density model 
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Figure 42  MELCOR reactor building model 

 
6.2.1 High-Density Loading during Outage 
 
During an outage in which the SFP and reactor are hydraulically connected, a single control 
volume is used to represent both the reactor well and separator/dryer pool, as shown in Figure 
43.  The total volume of pool in CV601 is about 1,900 m3 (neglecting the dead-end pool volume 
of 243 m3 below the separator/dryer gate elevation).  CV601 is hydraulically connected to 
CV300 (see  
Figure 40) using two flowpaths until the water level reaches the SFP gate and no more water 
can flow into the SFP.  The reactor power is applied as an external energy source until the pools 
become disconnected.  The total additional volume of water above the SFP gate is about 
1,400 m3. 
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Figure 43  SFP and reactor connection model during outage 

 
For both OCP1 (at 4 days) and OCP2 (at 13 days), CV601 is connected to the detailed model of 
the SFP ( 
Figure 40).  Figure 44 shows the assembly layout for OCP1 in a 1x4 pattern in which the 
assemblies are grouped into six types or “rings” by decay heat power and time of discharge.  
The 88 assemblies from the most recent offload in Ring 1 are surrounded by 352 old 
assemblies in Ring 2.20  Ring 3 is empty during the outage where the assemblies still reside in 
the reactor.21  Ring 5 contains the last offload (284 assemblies) with an additional 
31 assemblies from previous offloads.  Rings 2, 4, and 6 have a total of 2,456 assemblies with 
their total decay heat distributed in each ring scaled by the number of assemblies.  Within each 
MELCOR ring, the assembly decay heat is uniform.  Consequently, for any given scenario, the 
decay heat in each ring is adjusted to give the average assembly power.  Finally, the 764 empty 
cells in Ring 7 were placed around the outside of the SFP, which promotes open air downflow 
into the SFP in the event of a complete loss-of-coolant inventory accident.  The empty cells (764 
in Ring 7 and 196 in Ring 3) have no decay heat.  For the empty cells in Ring 3, the axial 
nodalization is detailed (see Figure 41) without the bypass control volume.  This will ensure a 
better representation of flow through the assemblies and modeling of heat transfer between 
components in various rings. 
 

                                                
20  All of the old assemblies are smeared in MELCOR Rings 2, 4, and 6 (i.e., decay power per assembly is the 

same). 
21  The decay power for the Ring 3 assemblies is added to the CV601 external power.  Therefore, OCP1 has 

less power in the SFP since the 196 Ring 3 assemblies have not been moved yet. 
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Figure 44  Layout of assemblies for OCP1 high density (1x4) model 

 
Figure 45 shows the cell-wall radiation view factors between the various rings.22  The resultant 
view factor specifies the amount of coupling from each region to another.  For example, the 
Ring 1 cells are completely surrounded by Ring 2 cells.  Hence, the view factor from Ring 1 to 
Ring 2 is 1.0.  Similarly, Rings 3 and 4 and Rings 5 and 6 are coupled in 1x4 patterns.  Using 
the specific layout in Figure 44, the special MELCOR generalized radiative heat transfer 
coupling model was prescribed to represent the thermal coupling between Rings 2 and 4, 
Rings 4 and 6, Rings 6 and 7, and Ring 7 and the SFP wall.  The radial coupling for these 
regions was specified as the product of the area (i.e., represented as the number of coupling 
panels) times the view factor.23  In OCP2, the 196 assemblies have been moved to Ring 3, as 
shown in Figure 46, and the radial thermal coupling is preserved as in Figure 45. 

                                                
22  MELCOR models intracell radiation between concentric rings by default.  To disable the radiation model for 

Rings 2 to 3 and 4 to 5, the radial view factor area is set to zero. 
23  The view factor is assumed to be unity.  It should be noted that there is a temperature gradient within each 

ring, and MELCOR attempts to model a multidimensional geometry with a simplified two-surface radiation 
model. 
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Figure 45  MELCOR radial radiative coupling scheme 

 
Figure 46  Layout of assemblies for OCP2 high-density (1x4) model 

 
The methodology described in Section 6.1.5 was used to estimate the decay heat power as a 
function of time for different OCPs.  Table 25 shows the results of this analysis.  The reactor 
power was based on the decay power for all assemblies residing in the reference plant reactor 
(NRC, 2012d) by subtracting the power associated with assemblies that have already been 
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moved to the SFP.  For example, for OCP1, the analysis assumed that 88 assemblies are 
already in the SFP. 
 

Table 25  Distribution of Decay Heat in the Reactor and SFP for High Density Loading  

 
 
 

Reactor 
(kW) 

 

Spent Fuel Pool (kW) 
 Days 
 

Ring 1 
(88)1 

Ring 3 
(0) 

Ring 5 
(315) 

Ring 2 
(352) 

Ring 4 
(784) 

Ring 6 
(1,320) 

Total 
(2,859) 

OCP1 

10,216 3.6 1,927 0 465 80 179 301 2,951 
9,915 3.9 1,867 0 452 80 179 301 2,878 
9,006 5.0 1,690 0 417 80 178 300 2,666 
7,406 8.0 1,403 0 358 80 178 300 2,320 
6,710 10.0 1,282 0 334 80 178 300 2,174 

  
  

 Days 
 

Ring 1 
(88) 

Ring 3 
(196) 

Ring 5 
(315) 

Ring 2 
(352) 

Ring 4 
(784) 

Ring 6 
(1,320) 

Total  
(3,055) 

OCP2 
4,395 13.1 1,144 1,533 332 80 178 300 3,567 
4,117 15.0 1,077 1,444 330 80 178 299 3,409 
3,530 20.0 957 1,294 318 79 176 296 3,120 

 

 Days 
  

Ring 1 
(88) 

Ring 3 
(196) 

Ring 5 
(315) 

Ring 2 
(352) 

Ring 4 
(784) 

Ring 6 
(1,320) 

Total  
(3,055) 

OCP3 37 720 973 324 79 177 298 2,571 
OCP4 107 422 602 301 78 173 292 1,868 
OCP5 383 191 315 230 73 162 273 1,245 

1. The numbers in parentheses are the number of assemblies. 
 
6.2.2 High-Density Loading Postoutage 
 
The layout for the postoutage high-density loading is similar to OCP2 (see Figure 46).  In 
postoutage, the assemblies are assumed to be in a 1x4 pattern, which applies to OCP3, OCP4, 
and OCP5.  The assembly layout remained constant for these OCPs.  However, the decay heat 
decreased from OCP3 to OCP5 as the aging time since reactor shutdown increased.  Table 25 
summarizes the decay heat power in each ring. 
 
6.2.3 Low-Density Loading during Outage 
 
For the low-density loading configuration, only the latest and the previous two offloads are 
considered.  Therefore, for OCP2, the total number of assemblies in the pool is 852 (equal to 
284 × 3).  For OCP1, the 196 assemblies from the current offload are still in the reactor and only 
88 have been moved, resulting in only 656 assemblies in the pool.  Figure 47 shows the layout 
of assemblies in the SFP for OCP1, and Figure 48 shows the layout for OCP2.  For both 
configurations, all of the old fuel has been removed from the pool, and the current offload is in a 
1x4 pattern with empties.  Because of space limitations, the last two offloads are placed in a 
checkerboard pattern.24  For the axial nodalization, Ring 1 contains both the channel (inside the 

                                                
24  There is not enough room to place all of the fuel in a 1x4 pattern.  The current offload eventually requires 

1,420 cells (284 for assemblies and 284 × 4 for empties surrounding them), which would leave only 
1,635 cells (excluding Ring 7).  The 568 assemblies would require 2,840 cells for storage in a 1x4 pattern. 
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canister) and the bypass (outside between canister and rack) control volumes, while both 
volumes are combined for Ring 2 (see Figure 41).  The basic radial thermal coupling from 
Figure 45 still applies, but the boundary area from Ring 6 to Ring 7 is 472 panels.  For modeling 
convenience, Rings 2, 4, and 6 from the high-density layout are still present, but the cells 
contain only the rack component. 
 
Table 26 provides the distribution of decay heat in the pool.  A comparison with the high-density 
decay heat shows that the total decay heat in the pool for the low-density case is reduced by 
less than 20 percent.  The total pool decay heat is dominated by the last offload, which is the 
same for the low- and high-density configurations.  However, removing the old fuel also 
increases the available water volume (not occupied by the fuel and canister), while at the same 
time modifying the propagation characteristic of zirconium fire because of reduced mass in the 
empty assemblies. 
 

 
Figure 47  Layout of assemblies for OCP1 low-density model 
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Figure 48  Layout of assemblies for OCP2 low-density model 

 
6.2.4 Low-Density Loading Postoutage 
 
The postoutage low-density layout for OCP3, OCP4, and OCP5 is identical to OCP2 (see Figure 
48), and the pool decay heat is provided in Table 26. 
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Table 26  Distribution of Decay Heat in the Reactor and SFP for Low Density Loading  

 
 
 

Reactor 
(kW) 

 

Spent Fuel Pool (kW) 
 Days 
 

Ring 1 
(88) 

Ring 3 
(0) 

Ring 5 
(568) 

Ring 2 
(0) 

Ring 4 
(0) 

Ring 6 
(0) 

Total 
(656) 

OCP1 

10,216 3.6 1,927 0 599 0 0 0 2,526 
9,915 3.9 1,867 0 587 0 0 0 2,454 
9,006 5.0 1,690 0 551 0 0 0 2,241 
7,406 8.0 1,403 0 492 0 0 0 1,895 
6,710 10.0 1,282 0 468 0 0 0 1,750 

  
  

 Days 
 

Ring 1 
(88) 

Ring 3 
(196) 

Ring 5 
(568) 

Ring 2 
(0) 

Ring 4 
(0) 

Ring 6 
(0) 

Total  
(852) 

OCP2 
4,395 13.1 1,144 1,533 466 0 0 0 3,143 
4,117 15.0 1,077 1,444 464 0 0 0 2,985 
3,530 20.0 957 1,294 448 0 0 0 2,699 

 

 Days 
  

Ring 1 
(88) 

Ring 3 
(196) 

Ring 5 
(568) 

Ring 2 
(0) 

Ring 4 
(0) 

Ring 6 
(0) 

Total  
(852) 

OCP3 37 720 973 455 0 0 0 2,149 
OCP4 107 422 602 427 0 0 0 1,451 
OCP5 383 191 315 339 0 0 0 845 

 
6.3 MELCOR Analysis Results 
 
6.3.1 Sequences That Do Not Lead to a Release 
 
In general, the following four classes of scenarios do not result in a release from the fuel: 
 
1. boiloff scenarios with no SFP leaks 
2. mitigated scenarios for small leaks 
3. unmitigated scenarios in late phases (OCP4, OCP5) 
4. mitigated moderate leak scenarios in OCP2, OCP3, OCP4, and OCP5 
 
Boiloff 
 
For the boiloff scenarios, a simplified model was used to estimate the pool heatup and water 
level drop.  Figure 43 shows this model in which all of the assemblies are combined in two rings 
representing the fuel and empty cells.  Only the thermal-hydraulic models in MELCOR are 
active, and the power for both the reactor well pool and SFP are provided as external sources to 
the water pool.  The results are considered conservative since the heat capacities of the 
assemblies are not taken into account.  The time-dependent power is taken from Table 25 for 
high-density cases or Table 26 for low-density cases.  The top of the pool is connected to the 
reactor building (see Figure 42) in the same manner as in the detailed model.  This simplified 
model is used as a screening tool to determine whether more detailed analysis is needed.  
Figure 49 shows the water level as a function of time for both high- and low-density cases for 
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OCP1, OCP2, OCP3, and OCP4.25  Figure 49 also identifies the time required to reach pool 
saturation.  For cases in the same OCP, the high-density cases become saturated sooner since 
there is less water volume and more decay heat.  In the late OCPs following refueling, the 
difference in the timing directly correlates to the decay heat power.  While there are differences 
in postsaturation water level for OCP3 and OCP4, the water level for OCP1 and OCP2 is similar 
as a result of mixing assumed between the reactor well water and the SFP water (see Figure 
43).  For the OCP4 low-density and OCP5 cases, the SFP never becomes saturated in 72 
hours.  The slight water level increase during the sensible heating period results from the 
change in pool density as the water heats up.  The analysis shows that there is 4.6 m (15 ft) of 
water above the top of racks in OCP1 at 72 hours. 
 

 
Figure 49  Water level for boiloff scenarios 

 
Mitigated Scenarios (Small Leaks) 
 
The small leak is modeled in MELCOR with a 4.4 cm (1.75-in.) diameter hole at the bottom of 
the pool based on the structural analysis and damage to the pool (effective size of cracks in the 
liner and the concrete).  Figure 50 and Figure 51, respectively, show the water level and the 
injection and leak mass flow rates for the low-density OCP1 case.  Once the water level reaches 
10 m at about 7 hours, the leak is detected and, together with the deployment logic, the water 
injection begins at about 9.5 hours.  In this case, mitigation is direct makeup to the pool 

                                                
25  The initial water level is assumed to be 11 m.  The initial water temperature is 82 degrees F (28 degrees C).  

Both these initial conditions are applied to all accident scenarios in this report.  Based on a teleconference 
with the licensee held on April 24, 2012, this is the postoutage water temperature under steady-state 
conditions where the heat exchangers are working (prior to postulated accident).  During an outage (OCP1 
and OCP2), the water temperature could vary between approximately 80 degrees F and 100 degrees F.  
The higher temperature affects the sensible heating of the pool and is not expected to change the overall 
conclusion of boiloff scenarios given the significant margin observed. 
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(injection) since the water level at the time of deployment is more than 1 m above the top of the 
racks.  For this small leak, the initial water flow rate is about 250 gpm (0.016 cubic meters per 
second (m3/s)), which is much lower than the makeup capacity, and the water level is quickly 
restored.  This calculation is only run for 24 hours to show the effectiveness of mitigation.  
Therefore, it is concluded that for all slow leak scenarios, the fuel never becomes uncovered 
since the makeup capacity is twice the leak rate.  The leak rate is only a function of the water 
level (hydrostatic head) and is independent of the SFP configuration as long as the water level 
remains above the top of the racks. 
 

 
Figure 50  Water level for mitigated low-density OCP1 (small leak) scenario 
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Figure 51  Flow rates for mitigated low-density OCP1 (small leak) scenario 

 
Unsuccessful Deployment of Mitigation for  OCP4 and OCP5 Scenarios 
 
For OCP4, the decay heat is between 37 percent to 48 percent lower than for OCP3.  None of 
the scenarios in OCP4 or OCP5 leads to a release from the fuel.26  Figure 52 through Figure 55 
illustrate the thermal-hydraulic response of the high-density pool to a small leak and a moderate 
leak.  It takes less than 6 hours to clear the rack baseplate and initiate airflow for the moderate 
leak, while for the small leak case, the rack baseplate does not clear until about 39 hours.  In 
both cases, there is a heatup of the fuel as the water level is reduced below approximately half 
the height of the fuel.  For the small leak case, it takes longer and the heatup is slower since 
there is some steam cooling of the fuel.   
The heatup rates for the low-density cases are somewhat similar to the high-density cases (see 
Figure 56 or Figure 57).  The maximum clad temperature and the initial heatup rate in Ring 1 is 
actually higher for the low-density cases because of reduced heat transfer from Ring 1 to 
Ring 2.27  Even though the total decay heat in the pool for low-density case is only 77 percent of 
the high-density case, the decay heat in Ring 1 is identical in both cases. 

                                                
26  The start of the release of radionuclides from the fuel is modeled based on a temperature of 900 degrees C 

(1,173 K).  At this temperature, the cladding is assumed to fail and the gap inventory from the fuel is 
released.  Further release from the fuel is based on the CORSOR-Booth model and is a function of fuel 
temperature (Gauntt, 2010). 

27  The reduced mass in Ring 2 (only racks) initially limits heat transfer from Ring 1 until a sustained natural 
circulation is established. 
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Figure 52  Water level for unmitigated high-density moderate leak (OCP4) 

 
Figure 53  Ring 1 temperature for unmitigated high-density moderate leak (OCP4) 
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Figure 54  Water level for unmitigated high-density small leak (OCP4) 

 
Figure 55  Ring 1 temperature for unmitigated high-density small leak (OCP4) 
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Figure 56  Ring 1 temperature for unmitigated low-density moderate leak (OCP4) 

 
Figure 57  Ring 1 temperature for unmitigated low-density small leak (OCP4) 
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Figure 66  SFP power for unmitigated high-density moderate leak (OCP1) 

 

 
Figure 67  Ring 1 clad temperature for unmitigated high-density moderate leak (OCP1) 
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Mitigated Moderate Leak (OCP1) Scenario 
 
Figure 76 illustrates the response of the pool to the mitigated scenario.  The connectivity 
between the reactor and the SFP, as well as the additional volume of water, results in a 
relatively slow draindown.   Thus, at the end of the mitigation deployment, the water level in the 
pool is more than 0.9 m above the top of the rack.36  Therefore, instead of spray, mitigation is by 
direct injection into the pool.  After about 12 hours, the water level remains relatively constant 
and the leak rate is balanced by the injection into the pool.  The lower portions of the fuel remain 
cool and covered with water.  Although heatup of the fuel occurs (see Figure 77), there is no 
indication of a zirconium fire and propagation through the pool.  The peak fuel temperature 
reached 1200 K at 16 hours and remained near that value through 72 hours.  A combination of 
radial heat transfer within the assembly; radial heat transfer from the recently discharged, 
high-temperature fuel to adjacent fuel assemblies; and steam cooling from boiling in the bottom 
of the assemblies between cells keep the fuel temperature near 1200 K.  Only Ring 1 had 
cladding failure and subsequent releases of the gap inventory, as shown in Figure 78.  All other 
fuel was below the threshold for cladding failure and fission product releases. 
 
Figure 79 shows the clad temperature in Ring 1 for the low-density case.  The heatup rate for 
the low-density case is more extreme than the high-density case, as was observed for the 
mitigated cases.  Unlike the high-density case, the low-density case did not have low decay 
heat fuel assemblies adjacent to the recently discharged assemblies.  Since an air natural 
circulation pattern through the racks was not established, the empty cells isolated the high 
decay heat assemblies and contributed to the higher heatup.  The fuel in Ring 1 went through 
an oxidation transient, which led to peak fuel temperatures of 1800 K.  However, once the 
steam in the assembly was consumed, the fuel temperatures dropped to 1200 K.  The 
subsequent behavior was driven mainly by the decay heat, which was very similar to the 
high-density case.  Higher fuel temperatures during the initial oxidation transient led to slightly 
more release in the low-density case. 
 

                                                
36  The level was close to 0.9 m above the top of the fuel of the fuel at the timing of the deployment of the 

sprays (i.e., 9.5 hours).  If the spray system was used, cooling would be provided to the uncovered portion of 
the fuel.  The accident could have benefitted from natural circulation of air through the racks once the water 
level dropped below the rack baseplate and spray cooling from the top. 
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Figure 76  Water level for mitigated high-density moderate leak (OCP1) 

 
Figure 77  Ring 1 clad temperature for mitigated high density moderate leak (OCP1) 
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Figure 78  Cesium environmental release fraction for mitigated high density moderate 

leak (OCP1) 

 
Figure 79  Ring 1 clad temperature for mitigated low density moderate leak (OCP1) 
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temperatures were less than 1,400 K.  As shown in Figure 89, the fuel in Ring 3 had a similar 
response, but the fuel in Ring 5 was substantially lower.  Fewer fuel assemblies and lower peak 
temperatures resulted in less oxidation and less hydrogen generation.  The peak hydrogen 
concentration was well below the threshold for combustion.  The overall cesium release is an 
order of magnitude lower (1.7 percent) than in the high-density case. 

 
Figure 81  Water level for unmitigated high-density small leak (OCP2) 

 
Figure 82  SFP power for unmitigated high-density small leak (OCP2) 
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Figure 83  Ring 1 clad temperature for unmitigated high-density small leak (OCP2) 

 

 
Figure 84  Midplane clad temperature for unmitigated high-density small leak (OCP2) 
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Figure 85  Reactor building mole fraction for unmitigated high-density small leak (OCP2) 

 
Figure 86  Reactor building DF for unmitigated high-density small leak (OCP2) 
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Figure 87  Cesium environmental release fraction for unmitigated high-density small leak 

(OCP2) 

 
Figure 88  Ring 1 clad temperature for unmitigated low-density small leak (OCP2) 
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Figure 89  Midplane clad temperature for unmitigated low-density small leak (OCP2) 

 
Unsuccessful Deployment of Mitigation for Moderate Leak (OCP3) Scenario 
 
Figure 90 (compare to Figure 67 for OCP1) depicts the response of the fuel temperature in 
Ring 1.  The heatup starts sooner because there is less water to drain and the approach to a 
zirconium fire is more gradual because of lower decay heat (i.e., by a factor of 2.5—see Table 
25) and the natural circulation of air through the assemblies.  However, once the zirconium fire 
is started, the maximum temperatures are comparable in both cases.  As shown in Figure 90, 
the zirconium fire starts at Level 5 but then moves slowly to Level 4, Level 3, and Level 2.  After 
the peak temperature at Level 4, the peak temperature in the zirconium fire front decreases with 
each successive level.  Radial heat transfer from the fuel racks to the SFP wall (Figure 91), the 
buildup of the oxide layer on the fuel, and the depletion of the oxygen in the reactor building 
(Figure 92) cause the clad temperature to decrease.  After 24 hours, the fuel temperatures in 
Ring 1 are relatively stable.  There was no hydrogen combustion in this calculation.  When the 
hydrogen concentration peaks at 8 percent, the oxygen concentration is only 3 percent (well 
below an amount sufficient for combustion as shown in Figure 92).   
 
Figure 93 shows the temperature profiles for the low-density case..  The low-density 
temperatures are about 400 K lower than the high-density case, with the total cesium release 
being about 0.1 percent compared to 0.7 percent in the high-density case.  Similar to the 
previous OCP2 case, the low amount of fuel and the empty rack cells reduced the magnitude of 
hydrogen and the cesium release.  A sensitivity analysis was performed to examine the effect of 
higher vapor pressure for the air-oxidizing ruthenium releases.  Figure 94 (the default ruthenium 
release model) and Figure 95 (the enhanced ruthenium release model used in the present 



 

  
143 

study) show that the ruthenium release differs by an order of magnitude.37  All the calculations 
with moderate leaks were based on the enhanced ruthenium release model. 
 

 
Figure 90  Ring 1 clad temperature for unmitigated high-density moderate leak (OCP3) 

 

                                                
37  However, ruthenium release differences could be higher for scenarios in OCP1 and OCP2. 
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Figure 91  SFP wall liner temperature for unmitigated high-density moderate leak (OCP3) 

 
Figure 92  Reactor building mole fractions for unmitigated high-density moderate leak 

(OCP3) 



 

  
145 

 
Figure 93  Ring 1 clad temperature for unmitigated low-density moderate leak (OCP3) 

 
Figure 94  MELCOR default ruthenium release for unmitigated high-density moderate 

leak (OCP3) 
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Figure 95  MELCOR enhanced ruthenium release under air oxidizing conditions for 

unmitigated high density moderate leak (OCP3) 
 
6.3.3 Source Terms for Offsite Consequence Analysis 
 
Table 27 summarizes the release characteristics and key events for the high-density scenarios, 
and Table 28 summarizes these factors for the low-density scenarios.  Previous sections of this 
report provided a more detailed discussion of key phenomena for selected sequences.  The 
releases are binned for offsite consequence analysis, which Section 7 describes. 
 
For the high-density loading, all of the mitigated scenarios (except OCP1) have no release, 
either because the makeup exceeds the leak rate, as in the small leak cases, or the mitigation is 
successful in limiting the fuel heatup and avoiding gap release.  All the scenarios that do not 
involve a hydrogen deflagration have relatively low releases since the depletion of the oxygen 
limits clad oxidation and fuel heatup.  A building failure results in air ingress into the assemblies 
and late-phase rapid oxidation. 
 
None of the scenarios in the low-density cases had hydrogen combustion, and the releases 
were relatively small.  In the absence of hydrogen deflagration, the release fractions for both 
high-density and low-density cases are generally comparable.  One exception is the low-density 
OCP1 cases which had higher release fractions than the high-density cases in some instances.  
This difference resulted from more rapid heatup of the fuel in Ring 1 because of less efficient 
heat transfer to the outer assemblies.  As shown above, the inventories in the low-density 
configuration are lower and, for the same release fractions, the released activity would be lower.  
Overall, for the moderate leaks, the low-density cases lead to earlier gap release because of a 
larger inventory of water (assemblies removed) resulting in longer times for clearing the 
baseplate.  The gap release first occurs in Ring 1 (hot assemblies), which has the same decay 
heat in both high-density and low-density configurations. 
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7. OFFSITE CONSEQUENCE ANALYSIS 
 
In the unlikely event of a severe accident that might damage the SFP (as detailed in the 
previous sections), a release of radioactive material from the nuclear power plant site into the 
atmosphere could occur. Such a release of radioactive material is expected to disperse from the 
site through the atmosphere and to the surrounding population, by expanding and moving 
downwind.  After modeling the onsite accident progression and potential mitigation measures, 
the MELCOR Accident Consequence Code System, version 2 (MACCS2) code is used to model 
offsite release and consequences of radioactive material.  MACCS2 (SNL, 1997) has been 
developed by SNL for the NRC over the past two decades.  It has the ability to evaluate the 
impacts of atmospheric releases of radioactive aerosols and vapors on human health and on 
the environment. The MACCS2 code can use site-specific weather conditions, population data, 
and evacuation plans to calculate and model the radiation exposure of the population through all 
of the relevant dose pathways—cloudshine, inhalation, groundshine, and ingestion.  Along with 
MACCS2, SNL has also developed WinMACCS for the NRC.  WinMACCS is a user friendly 
graphical interface to MACCS2 that facilitates selection of input parameters and sampling of 
uncertain input parameters and performs post processing of results.    
 
MACCS2 rev. 3.7.0 was used for the offsite consequence analysis in this study.  In addition, 
many of the input values for offsite release and consequence modeling are based on 
approaches developed in the “State-of-the-Art Reactor Consequence Analyses” research 
project (NUREG-1935).  These approaches are documented in greater detail in NUREG/CR-
7009, “MACCS2 Best Practices as Applied in the State-of-the-Art Reactor Consequence 
Analyses Project”, (expected to be published in 2013), The modeling for NUREG-1935 was, in 
turn, based on previous studies such as NUREG-1150, an expert elicitation of the 
NRC/Commission of the European Communities (CEC) to update certain transport and dose 
parameters in NUREG/CR-7161 (NRC, 2013), and an update of the dose coefficients and dose-
response modeling to be consistent with the latest Federal guidance report (FGR) at the time 
(FGR-13, “Cancer Risk Coefficients for Environmental Exposures to Radionuclides,” issued in 
2002 (EPA, 2002)).  Differences between the approaches used in NUREG-1935 and the 
approaches used in this study are documented below.   
 
7.1 Offsite Consequence Modeling 
 
7.1.1 Radiological Source Term 
 
A source term definition for MACCS2 was created for each accident consequence calculation.  
The activity levels of different radionuclides from the fuel in the pool were supplied by ORIGEN 
calculations.  The physical state of the plume, including information on the chemical group 
release rates, aerosol size distributions, density, and mass flow rate was supplied by MELCOR. 
The MELCOR analyses provided a release rate for each chemical group.  Because the amount 
of release may differ for different sections of the pool, a new methodology was developed for 
this study to account for the distribution of radionuclides in the pool as well as radionuclide-
specific release magnitudes.  For instance, recently discharged fuel, which has more short-lived 
radionuclides, is more likely to release before and to greater magnitudes than older fuel.  This 
process is described in more detail in Section 6.1.5.   
 
Because explicit modeling with MACCS2 of all release sequences generated by MELCOR 
analyses is computationally expensive, the MELCOR sequences were binned by their Cs-137 
and I-131 release activities (see Table 29).  The first criterion used to bin the sequences was 
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Cs-137 release, because Cs-137 is the most significant contributor to long-term consequences.  
I-131 was also chosen as a criterion to bin the sequences, because I-131 is a good indicator for 
short-lived radionuclides that may be released from recently discharged spent nuclear fuel.  The 
tally into each of these bins can be seen in Table 30. 
 

Table 29  Release Category Types 

Release Category 
Binning 

Cesium-137 Release 
Activity (MCi) 

0 to 0.5 0.5 to 5 5+ 

Iodine-
131 
Release 
Activity 
(MCi) 

0 to 0.25 RC11 RC21 RC31 
0.25 to 
0.55 RC12 RC22 RC32 

0.55+ RC13 RC23 RC33 
 

Table 30  Release Category Tally 
Release 
Category RC11 RC12 RC13 RC21 RC22 RC23 RC31 RC32 RC33 Total 

Sequence 
Tally 5 5 0 2 0 0 0 0 2 14 

 
One sequence was chosen from each bin (not including bins with no contributing accident 
sequences) to represent the entire release category, and the offsite consequences of these 
sequences were analyzed.  The study considered a number of different factors to determine 
which sequence should represent each bin, including the release frequency, the relative Cs-137 
and I-131 release for the bin, the start time of release, the SFP loading configuration, and the 
availability of the source term data (some accident progression calculations were still ongoing at 
the time the selection was made).  In addition, because of the significant differences in release 
category 33 relative to the other bins, both of these sequences were analyzed, as identified in 
Table 31.  Then, based on their conditional probabilities, all the main MELCOR sequences and 
their associated consequences were applied to the scenarios reported in the results, which are 
high-density and low-density loading both with and without successfully deployed 10 CFR 
50.54(hh)(2) equipment.  Sequences with no release were not included, as they do not have 
offsite consequences.  Section 6.3 contains more information regarding which sequences do 
and do not have a release.  For all sequences, successful deployment of 10 CFR 50.54(hh)(2) 
equipment prevents release of radioactive material, except for a moderate size leak during 
OCP1 (as defined in Section 5.2), which is when newly discharged fuel is first loaded from the 
reactor.  Without successful deployment of 10 CFR 50.54(hh)(2) equipment, the predicted 
scenario-specific release frequency is 10-7 per year.  
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Table 31  Listing of Scenario-specific Release Sequences 
High Density (1x4) Fuel Loading 

Unsuccessful mitigation Deployed 50.54(hh)(2) 

Sequence 
Release 
Frequency 
(/yr)1 

Release 
Category Sequence 

Release 
Frequency 
(/yr) 

Release 
Category 

OCP1 

small 
leak 6E-09(2) RC12* OCP1 mod 

leak 6E-09 RC12 

mod 
leak 6E-09 RC21      

OCP2 

small 
leak 2E-08 RC33*      

mod 
leak 2E-08 RC21*   

No 
Release   

OCP3 

small 
leak 4E-08 RC33*      

mod 
leak 4E-08 RC11      

  Total 1E-07     Total 6E-09   
Low Density Fuel Loading 

Unsuccessful mitigation Deployed 50.54(hh)(2) 

Sequence 
Release 
Frequency 
(/yr) 

Release 
Category Sequence 

Release 
Frequency 
(/yr) 

Release 
Category 

OCP1 

small 
leak 6E-09 RC12 OCP1 mod 

leak 6E-09 RC12 

mod 
leak 6E-09 RC11       

OCP2 

small 
leak 2E-08 RC12       

mod 
leak 2E-08 RC11    

No 
Release   

OCP3 

small 
leak 4E-08 RC11*       

mod 
leak 4E-08 RC11       

  Total 1E-07     Total 6E-09   
1 Release frequency = initiating event frequency * ac power fragility * OCP probability * liner fragility for the specified 
leak size (see Section 5.6.3 for conditional probabilities) 
2 Example calculation: 1.7x10-5/yr ∙ 0.84 ∙ 0.0086 ∙ 0.05 = 6x10-9/yr 
* Sequences marked with an (*) were used in MACCS2 analysis 
 
7.1.2 Atmospheric Modeling and Meteorology 
 
The atmospheric transport and dispersion model in MACCS2 is a straight-line Gaussian plume 
segment dispersion model.   For this study, the atmospheric release of radionuclides is 
discretized into (at longest) 1-hour plume segments.  This accounts for variations in the release 
rate, as well as for changes in wind direction.  More plume segments increase the resolution of 
the dispersion modeling to the point the resolution corresponds to the time resolution of the 
weather data, because each segment can travel in a compass direction representative of the 
actual weather data at the time the plume segment is released.    
 
A set of aerosol deposition velocities, combined with the aerosol size distribution from 
MELCOR, determines the rates aerosols are deposited from the plume to the ground.  
Generally, the larger aerosols deposit more quickly and so are depleted more rapidly from the 
plume.  The peak in the aerosol size distribution is usually a few microns in diameter, which 
corresponds to a deposition velocity of about 4 or 5 millimeters per second.  Dry deposition 
velocities have been updated to account for a more typical surface roughness of 60 cm for the 
reference plant site.  (A surface roughness of 10 cm was used for NUREG-1935 and a 60-cm 
surface roughness was considered in a sensitivity calculation.) The relative aerosol deposition 
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velocities, as well as much of the non-site-specific data for acute health effects, are developed 
from NUREG/CR-7161 (NRC, 2013). 
 
Because the exact weather conditions that would apply in the case of a potential accident in the 
future cannot be known in advance, MACCS2 accounts for weather variability by analyzing a 
statistically significant set of weather trials.  Thus, the modeled results are ensemble averages 
of weather that represent of the full spectrum of meteorological conditions.  The weather-
sampling strategy for this study uses a nonuniform weather-binning approach. Weather binning 
is an approach used in MACCS2 to categorize similar sets of weather data based on 
windspeed, stability class, and the intensity and timing of precipitation. This sampling strategy 
was chosen to represent the statistical variations of the weather. Further discussion on this 
approach can be found in NUREG/CR-7009.  
 
Meteorological data used for this project consisted of one year of hourly meteorological data 
(8,760 data points for each meteorological parameter). The data are from onsite meteorological 
tower observations are the same as those used in NUREG-1935.  The site selected for the 
reference plant provided two years of weather data, including directly measured hourly 
precipitation data. Stability class data were derived from temperature measurements at two 
elevations on the site meteorological towers. The specific year of meteorological data chosen 
for the reference plant was 2006, which was based on data recovery (greater than 99 percent 
being desirable) as documented in NUREG/CR-7009. Different trends (e.g., wind rose pattern 
and hours of precipitation) between the years were estimated to have a relatively minor (less 
than 25 percent) effect on the final NUREG-1935 results.  More specific details of the weather 
data can be found in NUREG/CR-7009. 
 
7.1.3 Exposure, Dosimetry, and Health Effects Modeling 
 
MACCS2 considers groundshine, cloudshine, inhalation, and ingestion exposure pathways.  
The principal exposure pathway to members of the public occupying land contaminated by 
atmospheric deposition of radioactive materials is expected to be exposure of the whole body to 
external gamma radiation.  Although it is normally expected to be of lesser importance, the 
inhalation pathway contributes additional doses to internal organs (EPA, 1992), especially 
during the emergency phase of the accident. The MACCS2 outputs for health effects and 
population dose include doses from exposure via the ingestion pathway.  However, the 
MACCS2 code does not represent these consequences in the individual LCF risk results38.  
Food ingestion parameters were chosen to be consistent with Sample Problem A, as 
documented in NUREG/CR-6613, Vol. 1 (Chanin and Young, 1998). Sample Problem A is 
based on NUREG-1150, with the exception that newer options not included in the older MACCS 
model were used to demonstrate new capabilities in MACCS2 (e.g., that the food ingestion 
model is updated to use the newer COMIDA2 rather than the original MACCS food-chain 
model).  NUREG-1935 did not include exposure to contaminated food because staff judged it 
not to be a significant contributor to individual risk.   
 
NUREG/CR-7009 reviews the shielding factors applied to evacuation, normal activity, and 
sheltering for each dose pathway (e.g. groundshine) used in NUREG-1150 (NRC, 1990) and 
NUREG/CR 6953, Volume 1, “Review of NUREG-0654, Supplement 3, ‘Criteria for Protective 
Action Recommendations for Severe Accidents’—Focus Group and Telephone Survey,” issued 
                                                
38 Including the ingestion pathway is predicted to increase health effect risks in this study by about 5% 
with an LNT dose response model, depending on the scenario. 
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October 2008 (NRC, 2008c).  This study uses the same shielding factors as updated in 
NUREG/CR-7009.   
 
The site file containing population and economic data was created for 16 compass sectors and 
then interpolated onto a 64 compass-sector grid for better spatial resolution for the 
consequence analysis.  Site population data have been projected to the target year 2011 using 
the latest version of the computer code SECPOP2000 (SNL, 2003).  SECPOP2000 uses 2000 
census data and applies a multiplier to account for population growth and an economic 
multiplier to account for the value of the dollar to create site data for MACCS2.  A multiplier 
value of 1.1051 from the U.S. Census Bureau was used to account for the average population 
growth in the United States from 2000 to 2011.  Consistent with the approach used in NUREG-
1935, the economic values from the database in SECPOP2000 (which uses an economic 
database based on the year 2002) were scaled to account for price escalation between the 
years 2002 and 2011.  A scaling factor of 1.250 was derived based on the Consumer Price 
Index (CPI).  
 
Consistent with NUREG-1935, the dose and risk coefficients and relative biological 
effectiveness values used in this study are based on FGR-13 (EPA, 2002).  The dose 
coefficients allow organ-specific doses to be calculated from exposure to radiation.  The risk 
factors in FGR-13 are based on the risk coefficients for the U.S. population detailed in the BEIR 
V report (NAS, 1990).  As implemented in MACCS2, these factors include seven organ-specific 
cancers plus residual cancers not accounted for directly. The inhalation factors in FGR-13 were 
processed to account for a distribution of particle sizes. An activity median aerodynamic 
diameter of 1 micron was assumed with a log-normal form for the distribution and with a 
geometric standard deviation of about 2.5. Parameters that relate to acute health effects in this 
study, as well as much of the nonsite-specific data used for consequence analysis were taken 
from NUREG/CR-7161 (NRC 2013).  All of the input parameters extracted from the expert 
elicitation are median values.     
 
The FGR-13 coefficients, as implemented in MACCS2, include a dose and dose rate 
effectiveness factor (DDREF), which has been incorporated in the dose-response modeling for 
the long-term phase of the offsite consequences and to the dose-response modeling for the 
early-phase (i.e. the first week) for doses less than 20 rem. This factor accounts for the fact that 
protracted, low doses are estimated to be less effective in causing cancer than more acute 
doses. The DDREFs for all cancer types, except for breast, were 2.0; the DDREF for the breast 
was 1.0, as in NUREG/CR-7009.   
 
To provide perspective on uncertain low-dose health effects, the results also include dose 
truncations that limit the quantified health effects to those arising from higher doses. Dose 
truncation values used here include 620 mrem/year (representative background radiation 
including average annual medical exposures), and 5 rem/year with a 10-rem lifetime cap (based 
on the Health Physics Society’s position that there is a dose below which, because of 
uncertainties, a quantified risk should not be assigned). This approach is consistent with the 
approach used in NUREG-1935. 
 
7.1.4 Emergency Response Modeling 
 
The MACCS2 models were set up to calculate exposures in two distinct phases: the emergency 
phase and the long-term phase.  The emergency-phase models calculate the dose and 
associated health effects to the public, as well as the effects of emergency preparedness 
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actions that protect the public.  The emergency phase is defined as the seven day period 
following the start of the release. 

The staff modeled offsite response organization (ORO) decision making based upon the 
accident sequences, timing, radiological release, and knowledge of response activities and the 
availability of emergency response technical support. Since actions beyond the emergency 
planning zone (EPZ)39 would be ad hoc, there is no procedural guidance or exercise 
performance documentation upon which to base assumptions.  However, state and local OROs 
have shown long standing capability and understanding of response to hypothetical radiological 
accidents.  The accidents modeled in the SFPS are slow to develop relative to the accident 
scenarios used in evaluated exercises.  Additionally, there would be national level assistance to 
help civil authorities with protective action decision making.  While alternative timing could be 
assumed the staff used a best estimate approach to modeling ORO decision making for 
protective actions beyond the EPZ.   
 
For each of the accident sequences, staff determined that a General Emergency would be 
declared promptly (within 15 minutes), based on the emergency action levels for the operating 
reactor.  The timing of significant radiological release varied among the accident sequences and 
was an important factor in the response modeling.  A release from a SFP with a moderate leak 
begins earlier than a damage state with a small leak, but these still do not begin until evacuation 
is well underway or completed within the EPZ. 
 
A number of different protective actions can be modeled in MACCS2.  The residents are 
modeled as groups (known as cohorts) and have different types of protective actions and 
associated response timings.  The actions that can be taken include: 
 
Shelter-in-place (SIP): For certain areas where dose may be reduced below the PAG through 
sheltering, SIP is modeled as an expected protective action consistent with the emergency 
plans.  In other areas, sheltering can occur prior to evacuation. 
 
General Public Evacuation: Residents evacuate the affected area when the official order to 
evacuate is received.  

 
Early Evacuation: Residents evacuate after the earthquake, but before the official order to 
evacuate is received. 
 
Shadow Evacuation:  Residents evacuate from areas that are not under an official evacuation 
order.  A shadow evacuation typically begins when a large scale evacuation is ordered (NRC, 
2005b).  In a national telephone survey of residents of EPZs, about 20 percent of people that 
had been asked to evacuate had also evacuated for situations in which they were asked not to 
evacuate (NRC, 2008c). In the SFP project, the initiating event is an earthquake that would be 
felt by residents of the EPZ.  The event would be followed with media information related to an 
accident at the nuclear power plant, widespread loss of power and damage to some buildings.  
It was assumed that these factors would increase the shadow evacuation to 30 percent of the 
public in the environs of the plant.   

 

                                                
39 EPZ in this study refers to the plume exposure pathway EPZ with a radius of about 10 miles from the 
reactor site.  This should not be confused with the ingestion exposure pathway EPZ with a radius of about 
50 miles from the reactor site.   
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Hotspot and Normal Relocation: Models are included in the MACCS2 code to reflect emergency 
relocation of people from areas that were not included in the evacuation order where the dose 
exceeds emergency-phase PAGs. Within the MACCS2 calculation, individuals who would be 
relocated because their projected total committed dose is projected to exceed the protective 
action criteria are assumed to not receive any additional dose following relocation for the 
duration of the emergency phase.  This relocation dose criterion is applied at a specified time 
after plume arrival within the affected area and is applied to the entire population within the 
analysis area, including the nonevacuating cohort (0.5% of the population) within the EPZ.  The 
hotspot and normal dose and time values were developed for each evacuation model. They 
were established with the assumption that relocation begins after the evacuation is substantially 
complete which depends on the timing of the first plume for each sequence. For the larger 
release sequences which affect areas beyond 30 miles, the normal relocation time was 
assumed to be 12 hours after the hotspot relocation time. This assumption provides time for 
offsite response organizations to address the higher priority hotspot areas first. 
 
The detailed emergency plans developed for the EPZ provide a substantial basis for expansion 
of response efforts if necessary (NRC, 1980a).  This study identified many potential accident 
sequences and performed preliminary consequence modeling to establish baseline dose 
projections as a function of distance.  This information was used to develop the appropriate 
emergency response parameters for the release being modeled.  The distance to which the 
PAG may be exceeded assisted in determining the extent of offsite protective actions and the 
type of protective actions (sheltering or evacuation) that would be implemented.  In the event of 
model predictions of elevated doses at distances beyond the plume exposure pathway EPZ, a 
review of the State emergency response plans was performed to determine the types of 
protective actions that would be implemented in these areas. The results of the dose projections 
were binned based on the EPA’s PAGs (EPA, 1992) to support an efficient use of detailed 
consequence modeling to determine the potential effects of such accidents.  For this analysis, 
the PAG was considered to be exceeded if the four day projected dose is expected to exceed 
one rem for a member of the public.  Using the dose projections, the three evacuation models 
presented in the table below were developed for analysis.  Detailed information on the 
implementation of these evacuation models is provided in APPENDIX A: . 
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Table 32  Summary of Evacuation Models 

Evacuation 
Model 

4-Day Dose 
Projection EPZ  Area beyond EPZ  

1 Small: Does not 
exceed PAG 
beyond EPZ. 

General public 
evacuation, 
including early 
evacuation of 
30% of the 
public.    

Shadow evacuation of 30% of the public from 
immediately beyond the evacuation area. Hotspot 
relocation is 5 rem at 4 hours after plume arrival. 
Normal relocation is 1 rem at 8 hours after plume 
arrival. 

2 Large (48 hour): 
Exceeds PAG 
beyond EPZ. 

General public 
evacuation, 
including early 
evacuation of 
30% of the 
public.    

Shadow evacuation of 30% of the public from 
immediately beyond the evacuation area. Delayed 
evacuation to a distance of 30 miles. Shelter in 
place (SIP) for the 30 to 40-mile area. Shadow 
evacuation of 20% of the public from the SIP area. 
Hotspot relocation is 5 rem at 4 hours after plume 
arrival. Normal relocation is 1 rem at 16 hours 
after plume arrival. (Rapid implementation of 
relocation is based on having 48 hours to prepare 
before release begins) 

3 
 

Large (24 hour): 
Exceeds PAG 
beyond EPZ. 

General public 
evacuation, 
including early 
evacuation of 
30% of the 
public.    

Shadow evacuation of 30% of the public from 
immediately beyond the evacuation area. Delayed 
evacuation to a distance of 30 miles. Shelter in 
place of 30 to 40-mile area. Shadow evacuation of 
20% of the public from this Shelter-in-place (SIP) 
area. Hotspot relocation is 5 rem at 26 hours after 
plume arrival. Normal relocation 1 rem at 38 hours 
after plume arrival. 

 
The population was divided into multiple cohorts to better represent the response of the public.  
A cohort is a population group that mobilizes or moves differently from other population groups.      
The site specific evacuation time estimate provides information on population characteristics, 
mobilization of the public, special facilities, transportation infrastructure and other information 
used to estimate the time to evacuate the EPZ.  The evacuation time estimate was used to 
inform the development mobilization times and travel speeds for the public.  To model 
evacuation in MACCS2, each cohort was loaded onto the roadway network at a specified time, 
and a set of speed values were applied per cohort for the early, middle and late periods of the 
evacuation.  However, evacuations occur as a distribution in which the percent of public 
evacuating the area increases over time until all members of the public have evacuated. The 
rate of evacuating the public is typically represented as a curve that is relatively steep at the 
beginning and tends to flatten as the last members of the public exit the area.  The point at 
which the curve tends to flatten occurs when approximately 90 percent of the population has 
evacuated. The last 10 percent of the population is called the evacuation tail (Wolshon, 2010) 
and was modeled as a separate cohort.    
 
An assessment of travel distance and time was initially used to develop the speed of the general 
public cohorts. A distance of 13 miles was assumed as a maximum travel distance to provide for 
the fact that roadways are not necessarily oriented directly outward from the plant. Consistent 
with the location of the reference plant, the analysis includes the State of Pennsylvania position 
that, if an evacuation is ordered, it will include the entire EPZ. This position differs from other 
states, where evacuation of downwind areas would be implemented rather than the full EPZ.  
For this project, a full evacuation was modeled assuming that the offsite response organizations 
from neighboring states would adopt the same protective action decisions.   
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The following general assumptions were applied in this analysis: 
 

• The EPZ is modeled as the area within 10 miles of the site, as an approximation. 
• Protective actions would be implemented within the EPZ were an accident to occur. 
• Protective actions would be expanded beyond the EPZ as necessary. 
• Dose projections would be developed and available to support protective action 

decisions. 
• Residents would expect they cannot return and would take more belongings with them, 

than what was considered in the past, e.g. NUREG/CR-7009, thereby increasing 
mobilization times. 

• Residents would generally be aware of an impending emergency through media 
broadcasts. 

• For the delayed release sequences in which a releases do not start for more than 24 
hours, schools beyond the EPZ would be closed rather than evacuated. 

• Evacuees are transported to safe distances.  
• There is no loss of power beyond 20 miles.  Communications, traffic signals, and 

emergency alert system messaging are not impacted in this area. 
 
The chosen time period for the emergency phase begins with the initiating event and continues 
for one week following the initial release.  This assumption gives time for the plume to pass and 
deposit radioactive material onto the ground so that all the calculated acute exposures are 
captured.  The one-week period for the emergency phase is different than the four-day period 
used for emergency-phase dose projections, which were used to inform the evacuation models.  
The four-day period was chosen to be consistent with the EPA PAGs (EPA, 1992).   
 
The roadway network within the EPZ was reviewed against the site-specific evacuation plan to 
determine the likely evacuation direction in each grid element.  Travel directions were input at 
the grid level to approximate travel along evacuation routes and primary roadways.  For 
evacuations beyond 20 miles, travel directions were chosen to be radially outward to simplify 
modeling of evacuation in these areas.  Speed adjustment factors were applied at the grid 
element level to speed up vehicles in the rural uncongested areas and to slow vehicles in more 
urban settings in which the modeling indicates that speeds are lower than the average values 
used in the analyses.  
 
The MACCS2 potassium iodide (KI) model used in this analysis assumes that KI would be 
distributed only within the EPZ.  Half the residents within the EPZ are assumed to have access 
to their KI and to take it within the specified timeframe.   
 
Adverse weather is typically defined as rain, ice, or snow that affects the response of the public 
during an emergency.  Adverse weather was addressed in the movement of cohorts within the 
analysis using an evacuation-speed multiplier to reduce travel speed when precipitation is 
occurring (indicated from the meteorological data file).  The evacuation speed multiplier factor 
was set to be 0.7, which effectively slows down the evacuating public to 70 percent of the fair-
weather travel speed when precipitation exists. 
 
The analyses of the effect of the seismic event on emergency response developed for NUREG-
1935 were applied in this analysis, as the reference plant in this study was one of the plants 
studied in NUREG-1935.  The evaluations of the potential failure of roadway infrastructure 
conducted for NUREG-1935 identified 12 bridges and roadway segments that could fail under 
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the postulated conditions.  The EPZ evacuation routes identified in the emergency plan indicate 
that evacuees west of the river would typically evacuate in a westerly or southerly direction, and 
evacuees east of the river would evacuate in a northerly or easterly direction.  Thus, the loss of 
bridges and roads would have a minimal effect on the evacuation time.  The other bridges and 
roadways that fail in the earthquake serve sparsely populated areas where alternative roads are 
available.  Alternate routes out of the EPZ have more than sufficient capacity to support the 
evacuating population. 
 
The seismic event is assumed to cause the loss of all onsite and offsite power within the EPZ, 
which can affect the response timing and actions of the public. Sirens would be sounded 
following the GE declaration, and because the reference plant will have a fully backed up siren 
system in 2013, it is assumed sirens sound for this analysis.  The residents within the EPZ 
would have felt the earthquake, which effectively serves as the initial warning; however, the loss 
of power would affect the number of residents receiving instructions via emergency alert system 
messaging.  It is expected that the residents use multiple methods of communication, such as 
cell phones, telephones, websites (where power is available), and direct interface to 
communicate the emergency message.   
 
A review of the roadway network within the EPZ indicates that there are only a few traffic signals 
and that most intersections are controlled with stop signs.  The loss of power would cause traffic 
signals to default to a four-way stop mode, which is less efficient than normal signalization. It is 
expected that emergency response personnel would respond to these intersections and direct 
traffic as indicated in the site evacuation time estimate.  Therefore, the loss of signalization 
should have a limited impact on the evacuation.  It is assumed that at distances beyond 20 
miles, there is no loss of power and traffic signals, and emergency alert system messaging is 
not impacted. 
 
7.1.5 Long-Term Protective Action Modeling 
 
The long-term phase is the period following the seven-day emergency phase and is modeled for 
50 years.  The 50 year duration of the long-term phase has been chosen to provide a 
reasonable time period for calculating consequences from exposure for the average person.  
Exposure is mainly from external radiation from trace contaminants that remain after the land is 
decontaminated, or in lightly contaminated areas where no decontamination was required.  
However, internal exposures may also occur during this period, including inhalation of 
resuspended radionuclides and ingestion of food and water with trace contaminants.  
Depending on the relevant PAGs and the level of radiation, food and water below a certain limit 
could be considered adequately safe for ingestion, and lightly contaminated areas could be 
considered habitable. 
 
A long-term cleanup policy for recovery after a severe accident does not currently exist.  The 
actual decisions regarding how land would be recovered and populations relocated after an 
accident would be decided by a number of local, state, and federal jurisdictions and would most 
likely be based on a long-term cleanup strategy, which is currently being developed by the NRC, 
EPA, and other Federal agencies.  Furthermore, a cleanup standard may not have an explicit 
dose level for cleanup.  Instead, the cleanup strategy may give local jurisdictions the ability to 
develop localized cleanup goals after an accident, to allow for a number of factors that include 
sociopolitical, technical, and economic considerations.  Three protective actions were modeled 
to occur for contaminated land during the long-term phase: interdiction, decontamination, and 
condemnation.  As used in the MACCS2 model, interdiction and condemnation refer to the 
relocation of people from contaminated areas according to the habitability criterion.  Interdiction 
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is defined in the MACCS2 model as temporary relocation during which the contamination levels 
are reduced by decontamination, natural weathering, and radioactive decay.  Condemnation is 
defined in the MACCS2 model as a permanent relocation when contamination levels cannot be 
adequately reduced by decontamination, natural weathering, and radioactive decay.   
 
Decontamination is modeled in a manner consistent with both NUREG-1150 and NUREG-1935.  
Two levels of decontamination (a decontamination factor of 3 and 15) are each assumed to take 
one year, but the cost of the higher decontamination factor (15) is assumed to be greater, 
reflecting the greater effort needed to achieve the higher level of decontamination.  This study 
uses the values in NUREG/CR-7009 for the cost of decontamination. During the 
decontamination period, the land is temporarily interdicted (e.g. the population is temporarily 
relocated), and may be interdicted for an additional period to allow for radioactive decay and  
natural weathering to reduce contamination levels if needed to restore habitability.  If land 
cannot be restored to habitability in 30 years, the MACCS2 model defines the land as 
condemned and residents are modeled to not return during the long-term phase.  The MACCS2 
models assume that decontamination will only take place if it is projected to make land habitable 
and if the value of the land is greater than the cost to decontaminate.  If the level of 
contamination is too high, or if the cost of decontamination is projected to be higher than the 
land value, the individuals on that land are assumed to be permanently relocated.  Because 
both the land values and the level of decontamination affect decisions on whether contaminated 
areas can be restored to habitability, they affect predicted long-term doses, health effects, and 
economic costs. 
 
Site-specific values are used to determine long-term habitability, whereas farmability is defined 
to be consistent with NUREG-1150.  For habitability, most states adhere to EPA guidelines that 
allow a dose of 2 rem in the first year and 500 mrem each year thereafter. However, consistent 
with the location of the reference plant, the analysis includes the State of Pennsylvania position 
using a habitability criterion of 500 mrem per year beginning in the first year, which is the value 
that is used for this study.  For consistency and practicality reasons, the same standard for 
estimating habitability is applied to all affected areas in this study.  The values used to define 
farmability were taken from NUREG-1150. During the year of the accident, the allowable 
committed dose equivalent from consumption of dairy products to an organ or tissue is 2.5 rem 
(7.5 rem for the thyroid), as well as an additional dose of 2.5 rem (7.5 rem for the thyroid) for all 
other foods.  In subsequent years, the maximum allowable dose to the organ or tissue from all 
foods, including dairy products, is 500 mrem (1.5 rem for the thyroid).  Agricultural lands 
projected to be contaminated to such an extent that agricultural products would exceed these 
levels are defined to be unfarmable, and the crops growing on these lands at the time of the 
accident are assumed to be disposed.  No farming is allowed until the farmability criterion is 
satisfied. 
 
7.2 Offsite Consequence Results 

 
Several consequence metrics have been selected to characterize the impacts resulting from a 
severe spent fuel pool accident.  Individual risk of early and latent cancer fatality, as well as 
societal risk of latent cancer fatalities, are measures of the radiological health impact of the 
accident and consistent with NRC’s safety goals (NRC, 1986).  In this study, collective dose is 
used as a surrogate for the societal impact of latent cancer fatalities.  In addition, certain metrics 
that would influence the values considered by the NRC in regulatory analysis and documented 
in NUREG/BR-0058, such as measures of offsite property damages, the number of displaced 
individuals (either temporarily or permanently), and the extent over which such actions may be 
needed, are also presented.  These metrics provide a benchmark for understanding the nature 
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and extent of a severe spent fuel pool accident.  These measures are subject to considerable 
uncertainty, as the details of how long-term protective actions would be carried out would have 
a significant effect on the actual values reported herein.   
 
All results presented in this section are conditional upon a pool leak following a specified severe 
(0.71g peak ground acceleration) seismic event on the SFP at the reference plant.  In the event 
of a pool leak following a severe seismic event, a number of potential outcomes could occur, 
depending upon when in the operating cycle the event occurred, the severity of the leak, and 
whether effective mitigation (in the form of either makeup water or pool sprays) was able to be 
successfully deployed prior to the beginning of the release.  Staff has evaluated the likelihood of 
these different conditions.  The relative likelihood of a seismic event during a particular 
operating cycle phase is simply proportional to the duration of the phase.  The relative likelihood 
of significantly different leak rates is discussed in Section 4.  Because these probabilities can be 
quantified with a reasonable degree of certainty, the offsite consequence results are weighted 
by the relative likelihood of these factors to yield an average over the different operating cycle 
phases and leak rates. 
 
In contrast, the likelihood of successful deployment of 10 CFR 50.45(hh)(2) mitigation has not 
been quantified.  NRC staff judgment is that the likelihood of successful mitigation can in many 
cases be high, but that it is affected by a number of factors that are difficult to quantify (see 
Section 5.3).  Related to this, a human reliability assessment (HRA) is provided in Section 8.  
Although the HRA does not provide a quantitative value required to determine the overall 
likelihood of mitigation, it does provide significant insights into the likelihood of mitigation during 
this seismic event for certain damage states.  To quantify the overall likelihood of successful 
mitigation, a PRA type analysis would be required.  For this reason, the results of the study are 
presented as a range of mitigation effects related to successfully deployed mitigation and 
mitigation that is unsuccessful for 3 days. 
 
This analysis examines the relative effects of a low-density and a high-density fuel loading 
configuration.  Therefore, results are reported for two configurations, those being a high-density 
loading case with a 1x4 loading pattern and for a low-density loading case with a mixture of 1x4 
and checkerboard loading patterns, as portrayed in Figure 44 through Figure 48.   
 
In this chapter, the results for each selected metric are discussed for each loading configuration 
(high-density and low-density).  In addition, the factors that affect the results and how those 
results vary with dose truncation assumptions and with distance are discussed.  To the extent 
possible, the relationship between the results presented here and the results obtained in 
previous studies is discussed. 
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Table 33  Overall Consequence Results 
SFP Fuel Loading High Density (1x4) Low Density 

Seismic Hazard Frequency1 (/yr) 
(PGA of 0.5 to 1.0g) 1.7E-05 1.7E-05 

50.54(hh)(2)  Mitigation Credited Yes No Yes No 
Conditional2 Probability of Release 0.036% 0.69% 0.036% 0.69% 

Hydrogen Combustion Event “Not 
Predicted” “Possible” “Not 

Predicted” 
“Not 

Predicted” 

Conditional3 Consequences (Release Frequency-Averaged4) 

Cumulative Cs-137 Release at 72 
hours (MCi) 0.26 8.8(8) 0.19(7) 0.11 

 
Measures Related to Health and Safety of 

Individuals 
Individual Early Fatality Risk 0 0 0 0 
Individual Latent Cancer Fatality 
Risk5 Within 10 Miles 3.4E-04  4.4E-04 3.4E-04 2.0E-04 

 Measures Related to Cost Benefit Analysis 
Collective Dose (Person-Sv) 47k  350k 47k 27k 
Land Interdiction6 (mi2) 230  9,400 230 170 
Long-term Displaced Individuals6 120k 4,100k 120k 81k 

Consequences per year (Release Frequency-Weighted4) 

Release Frequency (/yr) 6.1E-09 1.2E-07 6.1E-09 1.2E-07 

 
Measures Related to Health and Safety of 

Individuals 
Individual Early Fatality Risk (/yr) 0 0 0 0 
Individual Latent Cancer Fatality 
Risk5 Within 10 Miles (/yr) 2.1E-12  5.2E-11 2.1E-12 2.4E-11 

 Measures Related to Cost Benefit Analysis 
Collective Dose (Person-Sv/yr) 2.9E-04  4.1E-02 2.9E-04 3.2E-03 
Land Interdiction6 (mi2/yr) 1.4E-06 1.1E-03 1.4E-06 2.0E-05 
Long-term Displaced Individuals6 
(Persons/yr) 7.1E-04 4.9E-01 7.1E-04 9.5E-03 

1 Seismic hazard model from USGS (Peterson et al., 2008) 
2 Given specified seismic-event occurs  
3 Given atmospheric release occurs  
4 Results from a release are averaged over potential variations in leak size, time since reactor shutdown, population 
distribution, and weather conditions (as applicable); additionally, “release frequency-weighted” results are multiplied 
by the release frequency. 
5 LNT and population-weighted (i.e., total amount of latent cancer fatalities predicted in a specified area, divided by 
the population that resides within that area.) 
6 1st year post-accident; calculation uses a dose limit of 500 mrem per year, according to Pennsylvania Code, Title 
25 § 219.51  
7 Mitigation can moderately increase release size (see Section 6.3); the effect is small compared to the reduction in 
release frequency.   
8 Largest releases here are associated with small leaks (although sensitivity results show large releases are possible 
from moderate leaks).  Assuming no complications from other SFPs/reactors or shortage of available equipment/staff, 
Section 8 shows that there is a good chance to mitigate the small leak event. 
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1353 reports values for land contamination based on NUREG/CR-4982 that range into the 
hundreds of square miles, albeit largely within a 50-mile radius of the plant.  These differences, 
as well as different choices for the land contamination criteria that can significantly affect the 
estimated areas, make a quantitative comparison less meaningful.  However, it is clear that both 
this study and past studies have predicted that SFP accidents can lead to significant land 
contamination. 
 
7.2.4 Displaced Individuals 
 
Consistent with the results for land contamination, relatively large numbers of people may be 
impacted following a large release from a spent fuel pool.  Displaced individuals, also known as 
relocated individuals, are people who are predicted to be temporarily or permanently relocated 
due to interdiction of contaminated land, based on the dose limit for land interdiction starting in 
the first year following an accident.  These individuals are not necessarily the same as 
evacuees, who evacuate during the emergency phase (although an individual could be both of 
these).   
 
Conditional on a release (with a frequency of 1E-7 per year or lower) occurring, the total number 
of temporarily relocated individuals could be considerable.  For relatively small releases of an 
SFP, the number of displaced individuals could range into the hundreds of thousands.  For a 
large release, which is predicted in some high-density loading situations early in the operating 
cycle without successful 50.54(hh)(2) mitigation, the number of displaced individuals can be two 
orders of magnitude higher.  (Table 36 partially reflects this range, although it reports average 
values).   
 
Also consistent with the observations related to the amount of land contamination with distance, 
the results of the analysis indicate that protective actions such as temporary relocation may be 
needed at long distances.  The table below displays the average number of displaced 
individuals for different distances for high (1x4) and low density fuel loading. 
 

Table 36  Average Number of Long-term Displaced Individuals* (per event) 
SFP Loading Pattern High Density (1x4) Low Density 
10 CFR 50.54(hh)(2) 
mitigation credited Yes No Yes No 

Release Frequency (/yr) 6.1E-09 1.2E-07 6.1E-09 1.2E-07 
0-50 miles 100k 780k 100k** 72k 
0-100 miles 120k 2,000k 120k** 81k 
0-500 miles 120k 4,100k 120k** 81k 

* Weather-averaged and release frequency-averaged; Dose limit of 500 mrem per year, according to Pennsylvania 
Code, Title 25 § 219.51 
** Mitigation can moderately increase release size (see Section 6.3); the effect is small compared to the reduction in 
release frequency.   
 
These estimates should be weighed against the likelihood of the accident.  When the number of 
displaced individuals is weighted by the annual likelihood of occurrence (with a frequency of 1E-
7 per year or lower; as seen in Table 33), the expected impact is relatively low.  An average 
release in the high-density fuel loading situation without successful 50.54(hh)(2) mitigation 
causes significantly more relocation at longer distances than in the other situations because it is 
capable of larger releases.  In contrast, releases from situations with low density fuel loading 
(and/or successfully deployed 50.54(hh)(2) mitigation equipment) cause a relatively small 
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amount of relocation beyond 50 miles, and none beyond 100 miles because on average, a 
release from these scenarios contaminates significantly less area.  For all situations, the 
number of displaced persons from the 0 to 10 mile area is relatively small because the number 
of people living on this area is relatively small.   
   
7.3 Offsite Consequence Comparison  
 
A goal of the study is to compare the results of the scenario-specific, high- and low- density fuel 
loading seismic events.  To facilitate the comparison, results of different scenarios are 
compared to each other by dividing the results from one scenario by another scenario, for a 
variety of consequence metrics.  The ratios of the consequence metrics are indicators of the 
scenario specific safety benefit between the two scenarios.   
 
These comparisons should consider the scenario release frequency as well as conditional on a 
release occurring, appropriate.  In the first comparison below, the high-density (1x4) fuel loading 
and low-density fuel loading had the same release frequency.  Therefore, for this comparison, 
there is no additional reduction when the likelihood of occurrence is also considered.   
 
Table 37  Consequence1 Comparison – High (1x4) Density / Low Density Loading without 

Successful 50.54(hh)(2) Mitigation 

SFP Fuel Loading High Density (1x4) Low Density Reduction Factor 
(dimensionless) 

Release Frequency 1.2E-07 1.2E-07 1.0 
Individual Latent Cancer 
Fatality Risk2 within 10 Miles 4.4E-04 2.0E-04 2.1 

Collective Dose (Person-Sv) 350k 27k 13 
Land Interdiction3 (mi2) 9,400 170 56 
Long-term Displaced 
Individuals3 (Persons) 4,100k 81k 51 

1 Conditional on a release occurring (frequency of 1E-7 per year, or lower); results from a release are averaged over 
potential variations in leak size, time since reactor shutdown, population distribution, and weather conditions  
2 Linear-no threshold, population-weighted 
3 1st year post-accident; calculation uses a dose limit of 500 mrem per year, according to Pennsylvania Code, Title 
25 § 219.51  
 
The most significant reduction factor in a low-density loading pattern is in the reduction in land 
interdiction and associated displaced individuals.  This is because these consequences are 
more closely related to the size of release than the other results.  In addition, a small amount of 
contamination can occur before land reaches the dose level for interdiction.  This dose threshold 
effect means smaller releases more-than-proportionally reduce the amount of land interdiction.   
 
The reduction in collective dose (and latent cancer fatalities) in a low density loading pattern is 
also due to the smaller release magnitude.  This reduction is significant, although not as 
significant as the reduction in land interdiction.  This is because larger releases are predicted to 
have considerably more temporary and permanent interdiction to protect the public.  This is 
especially true at shorter distances, as indicated by the reduction factor for LCF risk for 0-10 
miles.  One significant reason a smaller release magnitude is expected in the low-density 
loading situations is because hydrogen combustions are currently not predicted in these 
situations.     
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The next table reports the reduction of the consequences with successful deployment of 
50.54(hh)(2) mitigation equipment.  Because successfully deployed mitigation can prevent fuel 
release, it affects the reduction factors for release frequency-weighted consequences (per year) 
differently than consequences conditional on a release occurring.  For brevity, the consequence 
values are not displayed here, although can be seen in the previous section. 
 

Table 38  Consequence Comparison – Unsuccessful/Successful Deployment of 
50.54(hh)(2) Equipment   

Fuel Loading Density High Density (1x4) Low Density 

 Reduction Factor (dimensionless) 
Change in Release Frequency (/yr) 19 19 

  
Conditional1 Consequences 
(Release Frequency-Averaged2) 

Type of Consequence Reduction Factor (dimensionless) 
Individual Latent Cancer Fatality Risk3 
within 10 Miles 1.3 0.61 
Collective Dose (Person-Sv) 7.4 0.59 
Land Interdiction4 (mi2) 40 0.72 
Long-term Displaced Individuals4 
(Persons)  36 0.70 

  
Consequences per year 
(Release Frequency-Weighted2) 

Type of Consequence Reduction Factor (dimensionless) 
Individual Latent Cancer Fatality Risk3 
within 10 Miles (/yr) 25 12 
Collective Dose (Person-Sv/yr) 140 11 
Land Interdiction4 (mi2/yr) 780 14 
Long-term Displaced Individuals4 
(Persons/yr) 690 13 

1 Conditional on a release occurring (frequency of 1E-7 per year, or lower) 
2 Results from a release are averaged over potential variations in leak size, time since reactor shutdown, population 
distribution, and weather conditions; additionally, “release frequency-weighted” results are multiplied by the release 
frequency. 
3 Linear-no threshold, population-weighted 
4 1st year post-accident; calculation uses a dose limit of 500 mrem per year, according to Pennsylvania Code, Title 
25 § 219.51  
 
For both high- and low-density fuel loading, the release frequency was reduced by about a 
factor of 20 with successful deployment of 50.54(hh)(2) mitigation.   
 
Conditional on a release occurring (middle portion of Table 38), successful deployment of 
50.54(hh)(2) mitigation reduces all of the average consequences of the high-density fuel loading 
pattern, although to varying degrees.  These varying degrees of consequence reductions are 
similar to that predicted in Table 37 for using a low-density loading pattern, although to a 
somewhat lesser extent.  A significant portion of this reduction may be attributable to the fact 
that hydrogen combustions are not predicted with successful deployment of 50.54(hh)(2) 
equipment.   
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Contrary to what might be expected, 50.54(hh)(2) mitigation is predicted to slightly increase the 
average conditional consequences of a release from a low-density fuel loading pattern.  While 
successful deployment of 50.54(hh)(2) equipment is usually effective at preventing releases, it is 
not as effective at mitigating release from the low-density fuel loading pattern when deployed in 
a capacity specifically to provide makeup water through injection, as sometimes assumed.  In 
these conditions, release from a SFP can sometimes be somewhat larger with deployed 
mitigation.  In addition, the situations for which 50.54(hh)(2) equipment prevented release for 
the low-density loading events were the situations with the smallest release magnitudes, which 
has the non-intuitive effect of increasing the average consequence of a release.   
 
The bottom section of Table 38 shows the combined benefit of prevention and mitigation from 
successfully deployed 50.54(hh)(2) equipment, which combines the reduction factors of a lower 
release frequency with the changes in the average consequences of a release.  In the high-
density loading situation, the overall benefit of 50.54(hh)(2) equipment is very significant (more 
than a factor of 100 reduction in most of the risk metrics) if successfully deployed.  For low-
density loading, the deployment of the 50.54(hh)(2) equipment has a somewhat negative effect 
on the average conditional consequence; however, this is far outweighed by the benefit it 
provides in preventing release.   
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8. HUMAN RELIABILITY ANALYSIS  
 
Consistent with the limited scope of the SFPS, a limited scope human reliability analysis (HRA) 
was performed, to develop initial insights into the likelihood of successful operator actions to 
prevent spent fuel damage for the specific seismic event and consequence scenarios studied.  
A full scope HRA would primarily be useful as part of a PRA analysis.  A PRA would necessarily 
consider a much broader scope than the SFPS.  Such a scope would include the likelihoods of 
all initiating events, the plant damage states for the two reactors and spent fuel pools, the 
availability of all installed or portable mitigation equipment, and the availability of on-site (and 
possibly off-site) personnel.  Thus the limited scope HRA results presented here must be 
viewed from the context of their specific assumptions, including assumptions that remove likely 
complexities that impact operator performance.        
 
In this context, to perform an HRA for this study, successful mitigation must be defined.  For this 
HRA, mitigation success is defined as preventing radioactive release from the fuel rods of the 
Unit 3 SFP fuel (or gap release).  The reference plant site has two reactor units (Unit 2 and Unit 
3) in operation.  The status of the Unit 2 and 3 reactors, the Unit 2 SFP, and the other plant 
SSCs would affect Unit 3 SFP mitigation, but successful mitigation, as defined in this analysis, is 
only determined by the Unit 3 SFP fuel status.    
 
The effective SFP mitigation strategies, to prevent fuel overheating and release of radioactive 
material from the damaged fuel rods, are to either inject or spray water into the SFP from the 
refueling floor.  The refueling floor on top of the reactor cavity is part of the primary containment 
that insulates the refueling floor from the reactor.  In situations involving reactor damage with 
intact primary containment, access to the refueling floor is still possible.  Over the refueling floor 
is the secondary containment which is a light-weight steel structure.  During an SFP accident, 
the secondary containment can reduce the radioactivity released from the SFP to the 
environment.  During refueling, the primary containment head is removed to expose the reactor 
cavity.  The reactor vessel head is also removed for defueling and refueling.  Therefore, during 
a refueling outage, the refueling floor is no longer insulated from the reactor.  Heat and radiation 
generated from the reactor would directly affect the work environment on the refueling floor.  In 
addition to the strategies of spraying water from the refueling floor to the SFP, strategies to 
spray water from outside of the secondary containment (e.g., by ladder fire trucks) to the 
secondary containment or the SFP (through containment breaches) are available.  However, as 
these strategies are aimed at mitigating releases to outside of the secondary containment and 
not at preventing fuel overheating, they are not credited in this HRA study. 
 
The SFPS ran a number of computer simulations to understand the effects of a set of factors 
affecting SFP fuel radioactive release after an earthquake damaged the normal SFP cooling 
system.  The set of factors include SFP leak size, spent fuel loading pattern, OCP, mitigation 
deployment, mitigation flow rate, and types of mitigation (i.e., injection or spray).  These 
simulations generated information that served as the foundation for the HRA study.  Section 8.1 
summarizes the SFPS results relevant to the HRA study and discusses their implications to the 
HRA study.  Section 8.2 discusses the staffing, mitigation equipment, strategies, and 
procedures of the reference plant relevant to the SFP mitigation.  Section 8.3 discusses the 
HRA study framework, scope, and approach.  The conduct of an HRA is normally done in 
conjunction with a PRA to identify each event sequence (i.e., scenario) following an initiating 
event.  For each event sequence, the PRA model would explicitly specify the status 
(i.e., success or failure) of each component, system, and human action that affects the event 
sequence’s progression and end consequence.  For this reason, the development of a PRA 
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model would require significant effort.  For this limited scope HRA study, a detailed PRA (i.e., 
using event trees branched to represent various possible scenarios) was not performed.  
Instead, scenarios are classified based on the status of a few key SSCs (e.g., electric power 
availability, and the status of the Unit 3 reactor and primary containment).  The Unit 3 reactor 
and primary containment status are included in the HRA study because of their significant 
effects on the Unit 3 refueling floor work environment (i.e., where the SFP mitigation strategies 
are performed).  Table 39 summarizes the scope and assumptions applied to the HRA study.  
Section 8.4 summarizes the insights of this study. 
 

Table 39 The scope and assumptions of the HRA study 
# Scope and assumptions Notes 
1 Success criterion: prevent radioactive 

release from the fuel rods of Unit 3 SFP fuel 
- Do not include strategies designed to 

reduce radioactivity released to the 
environment.  The effective mitigation 
is to inject or spray water into the 
SFP. 

- The status of fuel in the Unit 2 and 3 
reactors and Unit 2 SFP are not 
considered in the success criterion. 

2 Classify plant damage states as a result of 
the earthquake and estimate the mitigation 
failure probability for each plant state. 

The probabilities of the plant damage states 
as a result of the earthquake were not 
estimated.  

3 The installed equipment for SFP mitigation is 
not available.  Operators have to use the 10 
CFR 50.54(hh)(2) equipment for mitigation. 

If the installed equipment (e.g., fire system 
and residual heat removal system) is 
available, the SFP mitigation would have a 
much higher success likelihood than this 
study’s estimates. 

4 The SFP mitigation uses the minimum flow 
rate specified in NEI 06-12 guidance for 
complying with 10 CFR 50.54(hh)(2). 

The actual flow rate is expected to be higher 
than the minimum NEI recommended flow 
rate (i.e., 500 gpm of injection or 200 gpm of 
spray) 

5 10 CFR 50.54(hh)(2) equipment and water 
sources for Unit 3 SFP mitigation is 
available. 

Earthquake-caused damage to the 10 CFR 
50.54(hh)(2) equipment is not included in the 
study.  Further, dividing equipment to 
mitigate multiple reactor and SFP problems 
is not considered. 

6 Sufficient plant staff is available to perform 
the Unit 3 SFP mitigation. 

Staffing information is discussed but different 
staffing scenarios are not factored into the 
analysis.  For multiple reactors and SFPs 
damaged by the hypothetical earthquake, 
the personnel sufficiency would be a key 
factor affecting mitigation success. 

7 Non-plant, off-site support (e.g., off site fire 
trucks) are not considered. 

For an SFP event, the primary function of 
off-site support is to keep radioactivity 
release within the plant site.  Off-site support 
for preventing SFP fuel rod damage is not 
credited. 
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8.1 Summary of Spent Fuel Pool Study Analysis Results Relevant to 
Human Reliability Analysis  

 
8.1.1 High Level Scenarios Classification 
 
The SFPS concludes that the following four scenarios do not lead to gap release with a 
72-hour-truncated simulation time (see Table 40 for a tabulate classification): 
 
(1) Boil off Scenario with No SFP Leaks.  As mentioned earlier, the SFP water level in this 

scenario would take more than 7 days to decrease to the top of the fuel rack.  Because 
of the long time available for response, multiple opportunities are available to prevent 
damage to the SFP; therefore, the human error probability (HEP) (in this study the HEP 
is equivalent to mitigation failure probability) is negligible.  

 
(2) Mitigated Scenario for Small Leaks.  No fuel damage occurred when the makeup water 

was injected into the SFP at the time specified by the SFPS.  The SFPS suggests that, 
as long as the spent fuel is covered with water, SFP failure would not occur.  Therefore, 
the available time for operators to respond is longer than the SFPS injection time in 
some scenarios. For these scenarios, the HEPs were calculated.  
 

(3) Unmitigated Scenario in Late Phases (i.e., OCPs 4 and 5).  These scenarios have low 
decay heat.  Even when relying only on natural air circulation, heat convection and 
radiation, and other natural means of heat transfer, overheating of the spent fuel can be 
prevented.  For these scenarios, the HEPs were not calculated.  
 

(4) Mitigated Moderate Leak Scenarios in OCP2, OCP3, OCP4, and OCP5.  When SFP 
water is drained to the top of fuel rack, the radiation level is considered too high to 
deploy SFP mitigation strategies on the refuel floor (discussed in section 8.2.3).  In 
OCP2, the SFP water takes almost 6 hours to drain to the top of the fuel rack but only 
about 2.5 hours in OCP3.  The HEPs were calculated for OCPs 2 and 3.  The HEPs for 
OCPs 4 and 5 were not calculated because SFP decay heat is insufficient to cause fuel 
damage, as noted above.   

 
The SFPS shows that the SFP status is stable in the four scenario classes listed above 
following termination of the computer simulations at 72 hours after the initiating event.  This 
result implies that, for the unmitigated scenarios, if spent fuel damage does not occur within the 
first 72 hours, spent fuel damage would not occur afterward because the decrease in decay 
heat and long time available for response. 
 
 

Table 40  The SFPS Simulation Results. 
 No Leak 

(90%) 
Small Leak 

(5%) 
Moderate Leak 

(5%) 
OCP 1 (0.9%)   ~ 0.05% 
OCP 2 (2.4%)    
OCP 3 (5.0%)    

OCP 4 (25.7%)    
OCP 5 (66%)    
- OCP: Operating Cycle Phase 
- Percentages above are percent of the time for corresponding condition. 

~ 99.2% 

~0.8% 
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available is 6 hours.  This increases the mitigation failure probability compared to the 
small leak scenarios.  The mitigation failure probabilities for OCP 2 moderate leak 
scenario range from one failure out of twenty to three failures out of four.   

• Red Cells: 
Two red cells are in Table 49.  The OCP1 moderate leak scenario is red because the 
500 gpm of injection or 200 gpm spray is insufficient to prevent fuel overheating.  The 
OCP3 moderate leak scenario has only a short time available (2.5 hours), and mitigation 
is not expected to be deployed in time.     

 
Table 49  Scenario Specific Human Error Probability Estimates*.  

 No Leak 
(90%) 

Small Leak 
(5%) 

Moderate Leak 
(5%) 

OCP 1 (0.9%) 

Negligible 

- 0.05 if LOOP only 
- 0.1 if SBO 
- 0.25 if SBO w/o DC 

1.0** 
OCP 2 (2.4%) - 0.15 if LOOP only 

- 0.3 if SBO 
- 0.75 if SBO w/o DC 

OCP 3 (5.0%) 1.0*** 
OCP 4 and 

OCP 5 (91.7%) Inconsequential 

- OCP: Operating Cycle Phase 
- Percentages above are the percent of the time for the corresponding condition. 
* Assume mitigating equipment is available for Unit 3 SFP, and Unit 3 reactor status does not deny access to the Unit 
3 refueling floor. 
**The NEI recommended minimum mitigation flow rate is not sufficient to prevent gap release.  The procedure (i.e., 
TSG-4.1) does not instruct operators to establish an additional SFP makeup flow path to significantly increase the 
SFP makeup flow rate to be greater than the minimum flow rate recommended by NEI.  The HEP is set to 1.0 to 
indicate that gap release would occur. 
***Primarily due to short time available for response (i.e., ~ 2.5 hours).  OCPs 1 and 2 (i.e., during refueling) have the 
reactor cavity and SFP hydraulically connected, which provides more time than OCP3.   
 
8.4 Discussion and Summary 
 
This SFP HRA study identifies a set of plant damage states and calculates the corresponding 
HEPs; however, it does not calculate the conditional probabilities of the damage states.  The 
following information summarizes the human performance insights: 
 
• The HEPs of the SFP no leakage scenarios are negligible because of the long time 

available for response.  The scenarios in OCPs 4 and 5 would not lead to gap release of 
the SFP fuel because of the low spent fuel decay heat.  These two groups of scenarios 
share 99.2 percent of the probability (i.e., 0.992).  In other words, given the 0.5–1.0g 
earthquake, the SFPS estimates minimum 99.2-percent conditional probability that a gap 
release would not occur. 
 

• 500 gpm of injection is not sufficient to prevent gap release in the OCP1 moderate leak 
scenarios, as determined in the SFPS.  The SFPS did not perform sensitivity 
calculations to determine the NEI recommended flow rates (either injection or spray) to 
prevent gap release in this case.  Therefore, this HRA study assumes that the plant staff 
would need to connect more than the procedurarlized two hoses to the portable diesel 
pump and use more than two spray nozzles to provide sufficient cooling.  Because TSG-
4.1 only provides instructions on establishing two hoses and two spray nozzles, the lack 
of procedures and insufficient equipment (i.e., hoses and spray nozzles) are assumed to 
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cause the mitigation to fail in the OCP1 moderate leak scenarios.  Even though the 
reference plant flow rates are greater than the NEI recommended minimum flow rate, 
sensitivity calculations on the actual flow rate from the spray nozzle would be needed for 
a more detailed assessment.   

 
• The available time for SFP mitigation is determined by the shorter time of either the SFP 

water draining to the top of the fuel or the refueling floor reaching 140°F.  In the OCP 1 
and 2 small leakage scenarios, the refueling floor reaches 140°F earlier than the time 
necessary for the SFP water to drain to the top of the fuel rack thus causing refueling 
floor temperature to become the limiting factor for determining HEPs  

 
• The two spray nozzles (as illustrated in TSG-4.1) for SFP makeup are set up in high 

radiation areas.  Delivering the same amount of flow from a low-dose area (e.g., near the 
wall next to the storage pool) would significantly increase the available time because 
using the time necessary for the SFP water level to reach the top of the fuel rack as a 
criterion is based on the radiation level at the locations of the spray nozzles, as specified 
in TSG-4.1.  Moving the spray nozzles setup locations to a lower dose area would 
significantly increase the mitigation success probabilities for moderate leak scenarios for 
which the time necessary for SFP water to drain to the top of the fuel rack is the limiting 
factor. 

 
• The fire system availability (from earthquake-induced fire piping rupture) affects OCP 3 

moderate leakage scenarios but not small leak scenarios because the small leak 
scenarios have at least 13 hours for mitigation deployment.  Instructions on how to 
quickly determine whether the fire system can deliver sufficient flow for mitigation may 
improve the probability of successful mitigation.  

 
The success criterion of this HRA study is to prevent a radioactive release from the Unit 3 SFP 
fuel rods.  The mitigation strategies that emphasize keeping the radioactivity released from the 
fuel rods on site are not within this HRA scope.  Deploying these strategies could mitigate 
radioactive releases to the environment.  
 
The HEP results shown in Table 49 are based on the assumptions that mitigation equipment is 
available, there is no combination of Unit 3 reactor core damage and primary containment 
failure that causes inaccessibility of the refueling floor, and there is sufficient staff to deploy for 
the Unit 3 SFP mitigation.  If the earthquake damages multiple reactors and SFPs some of the 
above assumptions may not apply.  An analysis of these issues would require the performance 
of a PRA and associated HRA. 
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9. CONSIDERATION OF UNCERTAINTY 
 

This section catalogues a set of sensitivity analyses to better understand the potential effect of 
certain assumptions on the results of this study.  The sensitivity analyses include those for 
analyzing additional plant states (e.g., 1x8 pattern in a high-density loading configuration) and 
for analyzing parameter/model uncertainties (e.g., hydrogen combustion ignition).  The 
assumptions analyzed were chosen from the list of key assumptions compiled in Section 2, 
based on their perceived importance and project constraints. 
 
9.1 Sensitivity to Hydrogen Combustion (MELCOR) 
 
A sensitivity calculation was performed to examine the response of the SFP to the hydrogen 
combustion ignition criterion.  This calculation involved reducing the hydrogen concentration 
from 10 percent to 7 percent given the inherent uncertainties in this parameter discussed 
before.  The case that showed the strongest sensitivity to this parameter is the unmitigated 
high-density, moderate leak size scenario from OCP 2.  The base case reactor building 
concentration of gases in Figure 105 shows that, by the time the hydrogen concentration 
exceeds the ignition criterion of 10 percent, the oxygen concentration is below the 5-percent 
limit and no hydrogen combustion is predicted.  However, at about 18 hours, both the hydrogen 
and oxygen concentrations are above 7 percent, which can support a hydrogen combustion.  
Figure 106 shows the mole fraction of gases for this sensitivity case.  At about 18 hours, the 
hydrogen combustion consumes the hydrogen in the building as evidenced by the rapid 
decrease in the hydrogen concentration and is accompanied by a sudden increase in the 
oxygen concentration as the failure of the reactor building causes the outside air to enter.  
Following the air ingress, the clad oxidation power significantly increases (compare the base 
case in Figure 107 with the sensitivity case in Figure 108).  The higher oxidation power leads to 
higher clad temperatures42 (Figure 109 and Figure 110) and additional release of fission 
products from the fuel and release to the environment (Figure 111 and Figure 112).  The cesium 
release fraction of 50 percent for this sensitivity is much higher than the base case of 
1.6 percent (see Table 27), and it is comparable to the release fraction of 49 percent for the 
uniform pattern (see Table 50). 
 

                                                
42  The failure of the fuel rods leads to formation of debris that continues to release fission products. 
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Figure 105  Reactor building mole fraction for unmitigated high-density moderate leak 

(OCP2) 
 

 
Figure 106  Reactor building mole fraction for unmitigated high-density moderate leak 

(OCP2-S) 
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Figure 107  SFP power for unmitigated high-density moderate leak (OCP2) 

 

 
Figure 108  SFP power for unmitigated high-density moderate leak (OCP2-S) 
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Figure 111  Cesium environmental release fraction for unmitigated high density moderate 

leak (OCP2) 

 
Figure 112  Cesium environmental release fraction for unmitigated high density moderate 

leak (OCP2-S) 
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cesium inventory to the environment.   For the OCP2 configuration results shown in Figure 118 
and Figure 119, the decay heat is high enough to cause a zirconium fire in the hottest 
assemblies, even though the peak fuel temperatures in the 1x8 pattern are somewhat lower.  
The beneficial effect of the 1x8 pattern is also evidenced by the lower release fractions, as 
shown in Figure 120 and Figure 121. 
 
 
 

 
Figure 114  Ring 1 clad temperature for unmitigated high-density small leak (OCP3; 1x8)  
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Figure 115  Midplane clad temperature for unmitigated high-density small leak (OCP3; 

1x8) 

 
Figure 116  Ring 1 clad temperature for unmitigated high-density small leak (OCP3; 1x4)  
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Figure 121  Environmental release fractions for unmitigated high-density small leak 

(OCP2; 1x4)  
 
9.3 Sensitivity to a Contiguous (Uniform) Fuel Pattern during an Outage 

(MELCOR/MACCS2) 
 
The reference plant studied has prearranged the SFP such that discharged assemblies can be 
placed directly into a 1x4 (actually 1x8 in the case of PBAPS) arrangement for the last two 
outages for both operating units.  This approach is consistent with the requirements previously 
discussed in Section 5.1.  However, those requirements do allow for the fuel to be stored in a 
less favorable configuration for some time following discharge if other considerations prevent 
prearrangement.  A requirement is associated with the time window by which the 
1x4 arrangement must be achieved; however, the specific time requirement is not publicly 
available information (because it could be potentially useful to an adversary).  This section 
posits a situation in which the fuel is unfavorably arranged during the outage to demonstrate the 
effect of this aspect on the results. 
 
Figure 122 and Figure 123 show the layout of assemblies for the OCP1 and OCP2 uniform 
configuration.  For the 1x4 pattern (see Figure 44), the effective area between Rings 1 and 2 
was determined by the number of panels (i.e., 352 panels for 88 assemblies), since each 
assembly in Ring 1 is completely surrounded by Ring 2 assemblies.  In the uniform pattern 
(Figure 122), the surface areas between Rings 1 and 2 and between Rings 3 and 4 were 
effectively reduced by about an order of magnitude, assuming that all of the assemblies in 
Rings 1 and 3 formed an approximate square.  In the 1x4 pattern, the boundary area (per unit 
axial length) for Rings 1 and 3 was based on four panels per assembly.  In the uniform pattern, 
the number of panels per assembly is estimated as 0.4 for Ring 1 (4(88)1/2/88) and 0.3 
(4(196)1/2/196) for Ring 3.  This is a stylized representation of a uniform configuration which 
limits the areas (and thus total heat transfer) between the hot rings and the rest of the 
assemblies in the pool.   
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Unmitigated Moderate Leak (OCP1 Uniform) Scenario 
 
Figure 124 and Figure 125 show the results of the calculation for the uniform OCP1.  A 
comparison of the heatup with the 1x4 geometry (Figure 67) shows the higher temperatures in 
the uniform Ring 1 configuration because there is less surface area between Ring 1 and the 
colder assemblies in Ring 2.  The overall thermal response, however, is comparable.  At about 
30 hours, Ring 1 experiences a gradual heatup as the oxygen in the building is depleted, and 
formation of debris restricts airflow through the assemblies.  Eventually, all of the fuel in Ring 1 
collapsed and formed a debris bed.  There is continuous release from Rings 1 and 2 and the 
overall cesium release to the environment is about twice of that in the 1x4 geometry (see Figure 
72). 

 
Figure 124  Ring 1 clad temperature for unmitigated uniform high-density moderate leak 

(OCP1) 
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Figure 125  Cesium environmental release fraction for unmitigated uniform high-density 

moderate leak (OCP1) 
 
 
Mitigated Moderate Leak (OCP2 Uniform) Scenario 
 
For the mitigated case in the OCP2 uniform pattern that had the highest cesium release fraction 
(1.2 percent), a number of calculations were performed to determine the effectiveness of 
mitigation.  The same scenario in the 1x4 pattern did not have any release.  The overall 
behavior of fuel temperature is similar to the 1x4 pattern cases in OCP2 (not shown) and OCP 1 
(Figure 77), but the fuel is experiencing a higher temperature that gradually decreases.  For this 
base case (Figure 126), temperatures are high enough to cause a gap release and more 
gradual release of fission products from the fuel.  Figure 127 illustrates the calculation for the 
200-gpm spray instead of the 500-gpm makeup water, which actually shows a rapid heatup 
before the temperatures are stabilized.43  A calculation was performed to test the effectiveness 
of a higher spray flow rate of 500 gpm and, as indicated in Figure 128, the fuel temperature is 
stabilized at much lower temperatures without release of fission products from the fuel.  In all of 
the spray calculations performed in this study, the simple flow regime model was disabled 
because of a more stable and faster calculation, and the previous results from OCP3 had 
already demonstrated that both models predict comparable maximum clad temperatures.  
 

                                                
43  The initial higher temperature spike for the 200 gpm spray, as compared to lower temperatures for the 500 

gpm injection case, results from a combination of the leakage versus makeup rate for this particular 
scenario. For the 500 gpm injection case, the lower portions of the assemblies are covered with water and 
high decay heat promotes steam cooling of the exposed portions of the fuel.  A larger hole size would not 
have the benefit of steam cooling, and the spray is expected to perform better for a wide range of conditions.  
Even in this particular case, under quasi-steady conditions the fuel temperatures are generally lower for the 
spray case.      
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Figure 126  Ring 1 clad temperature for mitigated uniform high-density moderate leak 

(OCP2) with 500 gpm injection 
 

 

 
Figure 127  Ring 1 clad temperature for mitigated uniform high-density moderate leak 

(OCP2) with 200 gpm spray 
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Figure 128  Ring 1 clad temperature for mitigated uniform high density moderate leak 

(OCP2) with 500 gpm spray 
 
 

Table 50  Summary of Release Characteristics for High-Density, Uniform Pattern 

High 
Density 
Case # 

Scenario Characteristics Release Characteristics 

SFP 
Leakage? 

50.54 
(hh)(2) 
Equip-
ment? 

Fuel 
Uncovery 

(hr) 

Gap 
Release 

(hr) 

Hydro-
gen 

Defla-
gration 

(hr) 

Cs 
release 
at 72 
hours 

Cs-137 
(MCi) 

Released 

I 
release 
at 72 
hours 

I-131 
(MCi) 

Released 

OCP1 
Small No 39.7 52.3 No 0.8% 0.41 4.8% 0.38 

Moderate Yes 7.4 11.7 No 0.6% 0.32 0.6% 0.05 
Moderate No 5.9 8.2 No 3.6% 1.88 12.4% 0.97 

OCP2 
Small No 42.6 55.2 65.4 4.2% 1.93 5.5% 0.61 

Moderate Yes 7.3 12.7 No 1.2% 0.55 5.0% 0.56 
Moderate No 5.9 8.8 21.6 49.1% 22.71 68.4% 7.65 

 
For the offsite consequence analysis, the sequences with recently discharged fuel in a uniform 
configuration were binned in a similar manner to the low-density and high-density (1x4) loading 
scenarios.  Since the licensee must either preconfigure the SFP to allow direct placement of 
discharged fuel in or move their recently discharged fuel to a more favorable configuration after 
a certain amount of time, this sensitivity simply assumes that the high-density uniform case 
becomes identical to the high-density (1x4) case after OCP2 (i.e., that the actions to meet the 
requirements on fuel pattern discussed in Section 5.1 are taken at the end of OCP2).  While the 
uniform case has different release categories, the situations that lead to release are largely the 
same as the low-density and high-density (1x4) base cases.  The one exception is for OCP2 
with a moderate leak and deployed 10 CFR 50.54(hh)(2) equipment, in which case a successful 
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deployment of mitigation equipment is expected to prevent release for the high-density (1x4) 
and low-density scenario, but not for the sensitivity scenario of recently discharged fuel in a 
uniform configuration.   
 

Table 51  Listing of Uniform Pattern Release Sequences 
High Density (uniform) Loading 

Unsuccessful mitigation Deployed 50.54(hh)(2) 

Sequence 
Release 

Frequency 
(/yr)* 

Release 
Category Sequence 

Release 
Frequency 

(/yr) 

Release 
Category 

OCP1 

small 
leak 6E-09** RC12 OCP1 mod 

leak 6E-09 RC11 

mod 
leak 6E-09 RC23 OCP2 mod 

leak 2E-08 RC23 

OCP2 

small 
leak 2E-08 RC23     
mod 
leak 2E-08 RC33   

No 
Release  

OCP3 

small 
leak 4E-08 RC33     
mod 
leak 4E-08 RC11     

 Total 1E-07   Total 2E-08  * Release frequency = initiating event frequency * ac power fragility * OCP probability * liner fragility for the specified 
leak size (see Section 5.6.3 for conditional probabilities) 
** Example calculation: 1.7x10-5/yr ∙ 0.84 ∙ 0.0086 ∙ 0.05 = 6x10-9/yr 
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Table 52 reports the consequence results for the sensitivity scenario of recently discharged fuel 
in a uniform configuration.  It is similar to Table 33 for the base scenarios. 
 

Table 52  Uniform Pattern Consequence Results 

SFP Fuel Loading High Density (uniform) 

Seismic Hazard Frequency1 (/yr) 
(PGA of 0.5 to 1.0g) 1.7E-05 

50.54(hh)(2)  Mitigation Credited Yes No 

Conditional2 Probability of Release 0.14% 0.69% 
Hydrogen Combustion Event “Not Predicted” “Possible” 

Conditional3 Consequences (Release Frequency-Averaged4) 

Cumulative Cs-137 Release at 72 hours (MCi) 0.5 11 

 Measures Related to Individual Health and Safety 
Individual Early Fatality Risk 0 0 
Individual Latent Cancer Fatality Risk5 Within 
10 Miles 7.3E-04(7) 6.9E-04 

 Measures Related to Cost Benefit Analysis 
Collective Dose (Person-Sv) 1.4E+05 4.9E+05 
Land Interdiction6 (mi2) 1.1E+03 1.3E+04 
Long-term Displaced Individuals6 6.2E+05 5.6E+06 

Consequences per year (Release Frequency-Weighted4) 

Release Frequency (/yr) 2.3E-08 1.2E-07 

 Measures Related to Individual Health and Safety 
Individual Early Fatality Risk (/yr) 0 0 
Individual Latent Cancer Fatality Risk5 Within 
10 Miles (/yr) 1.7E-11 8.1E-11 

 Measures Related to Cost Benefit Analysis 
Collective Dose (Person-Sv/yr) 3.1E-03 5.7E-02 
Land Interdiction6 (mi2/yr) 2.5E-05 1.5E-03 
Long-term Displaced Individuals6 (Persons/yr) 1.4E-02 6.7E-01 

1 Seismic hazard model from USGS (Peterson et al., 2008) 
2 Given specified seismic-event occurs  
3 Given atmospheric release occurs  
4 Results from a release are averaged over potential variations in leak size, time since reactor shutdown, population 
distribution, and weather conditions (as applicable); additionally, “release frequency-weighted” results are multiplied 
by the release frequency. 
5 LNT and population-weighted  
6 1st year post-accident; calculation uses a dose limit of 500 mrem per year, according to Pennsylvania Code, Title 
25 § 219.51 
7 Slightly higher conditional risk with mitigation is due to a more prolonged release (allowing changes in wind direction 
to affect additional portions of the 10 mile area) and effective protective actions that limit individual risk (regardless of 
release magnitude); the difference is small compared to the reduction in release frequency.  
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12. SUMMARY AND CONCLUSIONS 
 
12.1 Summary 
 
This study sought to investigate the relative consequences between low and high-density 
loading situations for a selected site following a seismic event greater than the maximum 
earthquake reasonably expected to occur at the reference plant location. The NRC expects that 
the ground motion used in this study is more challenging for the spent fuel pool structure than 
that experienced at the Fukushima Daiichi nuclear power plant from the earthquake that 
occurred off the coast of Japan on March 11, 2011.  That earthquake did not result in any spent 
fuel pool leaks.  Chapter 1 discussed some of the considerations that are raised by stakeholders 
with respect to these differences.  These are re-visited here to set the stage for presenting the 
study’s findings.  
 
• Expedited movement of fuel from the SFP to dry storage will decrease the inventory of 

longer-lived radionuclides such as cesium-137 
 

OCP High density (MCi) Low density (MCi) Ratio (low/high) 
OCP1 54 17 0.31 
OCP2 59 22 0.37 
OCP3 59 22 0.37 

 
• As a result of the above, less radioactive material would be present if a radioactive 

release occurred, which would be expected to reduce potential health effects, potential 
land contamination, and economic impacts 

 
This point is covered in the findings below. 

 
• Removal of older fuel slightly reduces the overall heat load in the pool, which can have 

the effect of delaying the start of a radioactive release (and thus increasing the time 
available to take mitigative action) for many types of accidents 

 
OCP High density (kW) Low density (kW) Ratio (low/high) 

OCP1 2,951 2,526 0.86 
OCP2 3,567 3,143 0.88 
OCP3 2,571 2,149 0.84 

 
• Removal of older fuel will increase the volume available for cooling water  
 
As mentioned before, this is mathematically a small effect with the older fuel comprising on the 
order of 5% of the total pool volume (recall that most of the pool is occupied by water, not fuel). 
In the scenarios studied here, a 5% difference in the initial water inventory generally would not 
have affected the course of the accident and the offsite consequences. 
 
The results of the study are as follows: 
 
1. A beyond design basis event with a frequency of occurrence of 1 in 60,000 per year was 

used in this study, and more likely earthquakes are not expected to challenge the SFP 
structure. 
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2. Past studies have indicated that large seismic events could lead to the loss of structural 
integrity of the spent fuel pool liner.  This study’s results confirm that such a condition is 
unlikely.  For the low probability seismic event described above, the study estimated a 
conditional probability of failure of 0.1.  The specific conditions under which a failure 
might occur are site-specific. 

 
3. NUREG-1353 (1989) predicted generic seismically-induced SFP liner failure likelihoods 

of 2x10-6 to 6x10-6 per year, generally associated with events greater than 0.5g peak 
ground acceleration.  NUREG-1738 (2001) predicted generic seismically-induced SFP 
liner failure likelihoods of 2x10-7 to 2x10-6 per year, generally associated with events 
around 1.2 g.  The current study looks at a seismic event in the range of 0.5 to 1 g, and 
estimates a site-specific SFP liner failure likelihood of 2x10-6 per year (based on the 
informed expectation that this seismic range has the greatest contribution to frequency-
weighted consequences).  Since the updated initiating event frequency estimate (based 
on the 2008 U.S. Geological Survey model) for the reference plant for events greater 
than 1 g is 6x10-6 per year, this portion of the seismic hazard (i.e., > 1 g) may contribute 
more significantly to the overall frequency-weighted consequences for the reference 
plant than previously anticipated, depending on the conditional structural SFP liner 
failure probability associated with these larger events.  The effect of this scope limitation 
may be offset by potential conservatisms in the structural analysis described in Section 4 
of this report. 

 
4. In this study, no set of conditions short of a liner failure led to a radiological release in 

less than 3 days, which is consistent with past studies.  In most cases, the available time 
to prevent a radiological release was much greater than 3 days. 

 
5. In this study, without mitigative action, fuel is estimated to be air coolable for at least 72 

hours for all but roughly 10% of the operating cycle45.  Past studies estimated this time 
to be a greater fraction of the operating cycle, when hotter fuel was contiguously stored.  
In other words, use of the 1x4 pattern has a positive effect in promoting natural 
circulation air coolability and reducing the likelihood of a release should the SFP become 
completely drained.  An even shorter time was predicted for the 1x8 pattern currently 
employed at PBAPS.  While variability in SFP loading configurations was not a focus of 
this study, this report consistently shows the advantages associated with dispersed fuel 
loading patterns. 

 
6. In the cases studied, which in general did not account for multiple or concurrent reactor 

and SFP accidents, the precise time to diagnose the need for SFP mitigation did not 
have an effect on the course of most scenarios. 

 
Nevertheless, the improved reliable and available SFP indication required by the 
NRC Order of March 12, 2012 (EA-12-051) is important to ensure that plant 
personnel can effectively prioritize emergency actions.  The availability of such 
instrumentation may have changed the mitigation mode (makeup versus sprays) 
deployed to mitigate events that resulted in a release. 

                                                
45 The actual time is between 37 days (not air coolable) and 107 days (air coolable), with 60 days representing 

the demarcation point between these two Operating Cycle Phases.  The citation of 60 days as a 
representative value is reasonable based on other separate effects analyses not documented in this report.  
The actual time to air coolability could be more or less, depending on specific conditions. 
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7. This study considered variations in both pool loading and the effective deployment (or 

lack thereof) of 10 CFR 50.54(hh)(2) mitigation capabilities (i.e., water makeup or spray 
using portable equipment).  Of these, effective deployment of mitigation had the largest 
impact on preventing a release of radioactive material, reducing the release frequency 
by a factor of about twenty (from 1x10-7/yr to 6x10-9/yr). 

 
Note that ongoing regulatory actions under Order EA-12-049 dated March 12, 
2012 (and related correction dated March 13, 2012) increase the capability of 
operating nuclear power plants to mitigate beyond-design-basis external events, 
such as the seismic event studied here.  

 
8. The difference between high-density and low-density loading situations were as follows: 
 

• In terms of the likelihood of release within 3 days, no difference was seen. 
• In terms of consequences, the low density cases resulted in a smaller release 

due to the smaller inventory of radioactive material and the lower potential for 
hydrogen combustion.  For high-density loading, the rapid draindown cases in 
general had smaller releases mainly because the reactor building remained intact 
(hydrogen combustions not predicted).  For slow draindown events, longer times 
are available for deployment of mitigation.  Without successful deployment of 
mitigation, the releases could be up to two orders of magnitude larger (these 
cases are associated with hydrogen combustion events). 

 
9. For all scenarios, no offsite early fatalities attributable to acute radiation exposure are 

predicted to occur.  Due to radioactive decay, spent fuel pools tend to have significantly 
less shorter-lived radionuclides (e.g. I-131) than reactors.  Partly because of this, the 
release is not predicted to be fast and large enough to significantly exceed offsite dose 
levels necessary to induce early fatalities.  .  When necessary, emergency response as 
treated in this study effectively prevents early fatalities from acute radiation exposure.   

 
10. In both high and low density loading without successful deployment of mitigation, the 

individual latent cancer fatality risk within 10 miles for the studied scenarios is predicted 
to be on the order of 10-10 to 10-11 per year, based on the linear no threshold dose 
response model.  While this risk is scenario-specific and related to a single spent fuel 
pool, it is several orders of magnitude lower than the 2e-6 per year individual latent 
cancer fatality risk corresponding to the quantitative health objective for latent cancer 
fatalities and therefore unlikely to contribute significantly to a risk that would challenge 
the Commission’s safety goal policy (NRC 1986).  In addition, there is uncertainty in the 
risk calculations because it is dominated by low doses.  As a perspective on uncertainty, 
excluding the uncertain effects of low doses significantly reduced the quantified 
individual latent cancer fatality risk within 10 miles.  Average individual latent cancer 
fatality risk is low because of low release frequencies and the expected protective 
actions. 

 
11. Average individual latent cancer fatality risk is low and decreases slowly as a function of 

distance from the plant.  For scenarios with large releases, significant collective doses 
are estimated; however, risk of cancer fatalities from these doses would be a small 
fraction of the risk of cancer fatalities from all causes.  Additionally, these individual risks 
are dominated by long-term exposures to very lightly contaminated areas for which 
doses are small enough to be considered habitable.  In comparing pool configurations, 
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collective dose (and latent cancer fatalities) for the studied scenarios could be an order 
of magnitude higher for the high density loading situation as compared to the low density 
loading situation     

 
12. The amount of land interdiction for the studied scenarios could be up to two orders of 

magnitude greater for certain high density loading situations as compared to the low 
density loading situations.  Also, like releases in the low density loading situation, 
successfully deployed mitigation in the high density loading situation is predicted to 
reduce the amount of land interdiction to a similar extent.  For both situations, the major 
difference is driven by hydrogen combustion events and associated large releases, 
which are only predicted to occur in scenarios with unsuccessful deployment of 
mitigation. 

 
13. While the likelihood of release is very low, offsite protective measures in the form of 

population relocation and land interdication may be extensive. High-density loading 
releases without 10 CFR 50.54(hh)(2) mitigation measures are calculated to result in 
release frequency-weighted land interdiction values of 0.001 mi2 per year and 0.5 
displaced individuals per year  which are arrived at by multiplying the estimated 
frequency and the estimated consequence.  While the amount of land interdiction can be 
large, the fraction expected to be permanently interdicted is small if a release were to 
occur.  For low-density loading or with successful deployment of 10 CFR 50.54(hh)(2) 
mitigation measures, considerably less land interdiction and displaced individuals are 
predicted.   

 
14. A comparison of the risks of different fuel handling strategies, such as current practice 

and expedited transfer, depends on several factors including the relative, site-specific 
risks, and the time spent in each stage of spent fuel storage.  Other risks, such as the 
risk from cask drop events damaging fuel in the cask or the SFP, may at least partially 
offset the benefit of lower spent fuel pool risk from low density loading. 

 
15. The human reliability study shows that in most situations SFP mitigation can be 

deployed in time to prevent release given the assumptions that sufficient plant staff and 
equipment is available for SFP mitigation and the work area is accessible to perform 
mitigation.  There are two exceptions where mitigation will be ineffective under the 
moderate leak scenarios:  (1) the earthquake occurs at the beginning of a refueling 
outage when the spent fuel is too hot for the assumed mitigation; and (2) the earthquake 
occurs when spent fuel is relatively hot and the reactor and spent fuel pool are 
hydraulically disconnected resulting in insufficient time to deploy mitigation and natural 
cooling mechanisms cannot prevent fuel damage.  This study identified that possible 
improvements in mitigation flow and nozzle placement in low-dose locations could 
improve mitigation success likelihood, but this would require further verification. 
 

16. This study demonstrates that past SFP risk estimates from large seismic events are 
similar to this study for most consequence metrics (see Chapter 10).  Comparison of this 
study to dry cask storage studies (NUREG-1864 and supplemental analyses from 
Chapter 10) indicates that in some circumstances, the conditional individual LCF risk 
within 10 miles would be similar due primarily to the conservative upper bound estimate 
of the dry cask release as well as the expected effectiveness of protective actions in 
response to an SFP release.  However, conditional results for metrics such as temporary 
or permanently interdicted land or population dose are several orders of magnitude 
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lower for dry cask scenarios than the low end of consequences of pool accidents, due to 
the substantially smaller amount of released material. 
 

17. Applying the NRC’s regulatory analysis guidelines to analyse the results of the SFP 
Study indicates that requiring the low-density spent fuel pool storage alternative is not 
justified for the reference plant.  This conclusion is subject to the analysis model, data, 
inputs and assumptions in Section D.3 of Appendix D.  The risk due to beyond design 
basis accidents in the spent fuel pool analyzed in this study is sufficiently low that the 
added costs involved with expediting the movement of spent fuel from the pool to 
achieve the low-density fuel pool storage alternative are not warranted.  Sensitivity 
analyses that extend the analyses beyond the primary area considered also show that 
the low-density spent fuel storage alternative was not cost justified for any of the 
discounted sensitivity cases. 

 
12.2 Conclusions 
 
In conclusion, past SFP risk studies have shown that storage of spent fuel in a high-density 
configuration is safe and risk is low.  This study is consistent with earlier research conclusions 
that spent fuel pools are robust structures that are likely to withstand severe earthquakes 
without leaking.  The study estimated that the likelihood of a radiological release from the spent 
fuel pool resulting from the selected severe seismic event analyzed in this study is on the order 
of one time in 10 million years or lower.  The factors leading to this low likelihood, as discussed 
in Section 12.1, are summarized in Figure 138. 
 

 
Figure 138: Affecting Likelihood of SFP Release from a Severe Seismic Event 

Event 
 
For the hypothetical releases studied, no early fatalities attributable to acute radiation exposure 
were predicted and individual latent cancer fatality risks are projected to be low, but extensive 
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protective actions may be needed.  Comparisons of the calculated individual latent cancer 
fatality (LCF) risk  within 10 miles to the NRC Safety Goal are provided in Figure 139 to give 
context that may help the reader to understand the contribution to cancer risks from the accident 
scenarios that were studied.  The NRC Safety Goal for latent cancer fatality risk from nuclear 
power plant operation (i.e., 2x10-6 or two in one million per year) is set 1,000 times lower than 
the sum of cancer fatality risks resulting from all other causes (i.e., ~2x10-3 or two in one 
thousand per year).  Comparing the study results to the NRC Safety Goal does involve 
important limitations.  First, the safety goal is intended to encompass all accident scenarios on a 
nuclear power plant site, including both reactors and spent fuel.  This study does not examine 
all scenarios that would need to be considered in a probabilistic risk assessment for a spent fuel 
pool, although seismic contributors are considered the most important contributors to spent fuel 
pool risk.  Also, this study represents a mix of limited probabilistic considerations with a 
deterministic treatment of mitigating features.  All analytical techniques, both deterministic and 
probabilistic, have inherent limitations of scope and method and also have uncertainty of varying 
degrees and types.  As a result, comparison of the scenario-specific calculated individual LCF 
risk to the NRC Safety Goal is incomplete.  However, it is intended to show how multiple spent 
fuel pool scenarios’ risk results in the one in a trillion (10-12) to one in 10 billion (10-10) per year 
LCF range) are low. While the results of this study are scenario-specific and related to a single 
spent fuel pool, staff concludes that since these risks are several orders of magnitude smaller 
than the 2x10-6 (two in one million) individual LCF risk that corresponds to the safety goal for 
latent cancer fatalities, it is unlikely that the results here would contribute significantly to a risk 
that would challenge the Commission’s safety goal policy (NRC, 1986).  
 
 

 
Figure 139: Comparison of Population-Weighted Average Individual Latent Cancer Fatality Risk Results for 

this Study to the NRC Safety Goal (plotted on logarithmic scale) 
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The study results demonstrated that in a high-density loading configuration, a more favorable 
fuel pattern or successful mitigation generally prevented or reduced the size of potential 
releases. Low-density loading reduced the size of potential releases but did not affect the 
likelihood of a release.  When a release is predicted to occur, individual early and latent fatality 
risks for individuals within 10 miles do not vary significantly between the scenarios studied 
because protective actions, including relocation of the public and land interdiction, were 
modeled to be effective in limiting exposure.  The beneficial effects in the reduction of offsite 
consequences between a high-density loading scenario and a low-density loading scenario are 
primarily associated with the reduction in the potential extent of land contamination and 
associated protective actions.  
 
The results of the SFP Study show that the overall level of safety with respect to spent fuel 
storage in a spent fuel pool currently achieved at the reference plant is high and that the level of 
risk at the reference plant is very low. Applying the NRC’s regulatory analysis guidelines to 
analyze the results of the SFP Study with respect to the quantitative benefits attributable to 
expedited transfer of spent fuel at the reference plant, and the risk reduction attributable to 
expedited transfer against the NRC’s Safety Goals, the NRC concludes the incremental safety 
(including risk) reduction associated with expedited transfer of spent fuel at the reference plant 
is not warranted in light of the added costs involved with expediting the movement of spent fuel 
from the pool to achieve low-density fuel pool storage.  Therefore, an NRC requirement 
mandating expedited transfer of spent fuel from pools to dry cask storage containers at the 
reference plant does not appear to be justified. The NRC plans to use the insights from this 
analysis to inform a broader regulatory analysis of the spent fuel pools at US nuclear reactors.  
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APPENDIX A:  DETAILED EMERGENCY RESPONSE MODELS 
 
The detailed evacuation timing and speeds for each cohort developed using the information and 
approach described in Section 7.1.4 are described in this appendix.  Selected input parameters 
for WinMACCS are described below: 
 

• Delay to shelter (DLTSHL) represents a delay from the time of the start of the accident 
until cohorts enter the shelter.  

 
• Delay to evacuation (DLTEVA) represents the length of the sheltering period from the 

time a cohort enters the shelter until the point at which it begins to evacuate.    
 

• The speed (ESPEED) is assigned for each of the three phases used in WinMACCS, 
which are the beginning, middle, and late phases.  Average evacuation speeds were 
derived from the reference plant’s ETE report.  Speed adjustment factors are used in the 
WinMACCS application to represent free flow in rural areas and congested flow in urban 
areas. 

 
• Duration of beginning phase (DURBEG) is the duration assigned to the beginning phase 

of the evacuation and may be assigned uniquely for each cohort. 
 

• Duration of middle phase (DURMID) is the duration assigned to the middle phase of the 
evacuation and may also be assigned uniquely for each cohort. The remainder of the 
evacuation, following period defined by DURMID, is the late phase. 

 
A.1 Evacuation Model 1: WinMACCS response parameters for sequences 

where PAGs are not exceeded beyond the EPZ. 
 
The following cohorts were established for this evacuation model:   
 
0 to 10 Miles, Early Evacuees:  This population begins to evacuate before receiving an 
evacuation order.  Focus group work conducted to support NUREG/CR-6953, Volume 2 (NRC, 
2008c) suggested that some residents are prepared and ready to evacuate at the first indication 
of an accident at the nuclear power plant.  Results of the telephone survey conducted with 
NUREG/CR-6953 showed that on a national level, 20 percent of residents of EPZs have packed 
a ”go-bag” and are ready to leave.  Because the accident is initiated by a severe earthquake, it 
is assumed 30 percent of the public evacuate.  
 
10 to 20 Miles, Shadow:  These residents evacuate from areas that are not under an official 
evacuation order.  The distribution of the shadow evacuation would likely include a larger 
percentage of the public near the boundary of the EPZ, and the percent would decrease 
proportional to the distance away from the EPZ.  For this analysis, a uniform fraction of the 
population is assumed to evacuate within the 10- to 20-mile region.  Because the accident is 
initiated by a severe earthquake, it is assumed 30 percent of the public evacuate.  This cohort 
will begin evacuating as they hear of the evacuation orders and observe EPZ evacuees 
traveling through the area.   
 
0 to 10 Miles, Public:  This population group evacuates over a period of time, with some 
residents leaving promptly and others leaving later.  For this analysis, the bulk of this group is 
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A.3 Evacuation Model 3: WinMACCS response parameters for early release 
sequences where the PAG is exceeded beyond the EPZ.  

 
This evacuation is similar to Evacuation Model 2.  Preliminary results suggest that certain 
sequences that have large releases that begin between 8 and 18 hours and are capable of 
emergency-phase doses that exceed the PAGs beyond the EPZ.  It is expected that dose 
projections would indicate protective actions beyond the EPZ are necessary.  It is assumed that 
evacuation of the area beyond the EPZ would begin at 10 hours after the start of the accident. 
 
Because the evacuation of the 10- to 30-mile area begins at 10 hours, this response is typical of 
a staged evacuation that would be employed in the case of a chemical release.  The EPZ 
evacuation impacts the evacuation speeds of the 10- to 30-mile area.  The following cohorts 
were established for this evacuation model:   
 
0 to 10 Miles, Schools:  This cohort includes elementary, middle, and high school student 
populations within the EPZ.  Schools receive early and direct warning from OROs and have 
response plans in place to support busing of students out of the EPZ.   
 
0 to 10 Miles, Early Evacuees:  This population begins to evacuate before receiving an 
evacuation order.  Focus group work suggested that some residents are prepared and ready to 
evacuate at the first indication of an accident at the nuclear power plant (NRC, 2008c).  
Because the accident is initiated by a severe earthquake, it is assumed 30 percent of the public 
evacuate. 
 
0 to 10 Miles, Public:  This population group would evacuate over a period of time, with some 
residents leaving promptly and others leaving later.  For this analysis, the bulk of this group is 
modeled as a single cohort, while the rest of the group is captured as different cohorts, such as 
the tail. 
 
10 to 20 Miles, Shadow:  These residents evacuate from areas that are not under an official 
evacuation order.  The distribution of the shadow evacuation would likely include a larger 
percentage of the public near the boundary of the EPZ, and the percent would decrease 
proportional to the distance away from the EPZ.  For this analysis, it is assumed that 30 percent 
of the general public from the 10 to 20 mile area shadow evacuate.  For simplicity, this cohort is 
assumed to be distributed uniformly over the 10- to 20-mile area.  This cohort begins evacuating 
as they observe EPZ evacuees traveling through the area.   
 
0 to 10 Miles, Special Facilities:  This is a small but unique population group within this EPZ.  
There is no delay to shelter because these residents are assumed to be in a robust facility when 
the accident begins.  Specialized vehicles to evacuate these facilities take time to mobilize.   
 
0 to 10 Miles, Tail:  The tail represents the last 10 percent of the EPZ population who typically 
take a longer time to begin to evacuate.  
 
10 to 30 Miles, Public: This population group evacuates over a period of time, with some 
residents leaving promptly and others leaving later.  For this analysis, the bulk of this group is 
modeled as a single cohort that enters the roadway network while EPZ evacuees are travelling 
through.  The rest of the group is captured as different cohorts, such as the tail.   
 
10 to 30 Miles, Special Facilities: Special vehicles needed to evacuate these facilities require 
additional time to mobilize and support the evacuation.   
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30 to 40 Miles, Shadow: A shadow evacuation may be expected in the area beyond the 
evacuation area.  For this analysis, it is assumed that 20 percent of the general public from the 
30- to 40-mile area evacuate.  This cohort begins evacuating as they hear the order to evacuate 
for the 10- to 30-mile area, or observe evacuees traveling through the area. 
 
10 to 30 Miles, Tail: The tail represents the last 10 percent of the population of this area who 
typically take a longer time to begin to evacuate. 
 
30 to 40 Miles, Shelter in Place (SIP): For this evacuation model, it is assumed that 80 percent 
of the public remaining after the shadow evacuation complies with the SIP order. 
 
Nonevacuating Public:  A small portion of the public does not follow protective action orders.  It 
is assumed that 0.5 percent of the general public within the 0 to 40 mile area refuse to 
evacuate.  This group, however, is subject to relocation and a portion of this cohort is relocated 
according to the relocation parameters discussed above. 
 

Table 71  Evacuation Model 3: Evacuation for PAGs exceeded beyond the EPZ (SFP 
release after 8 hours). 

Population Response Delays (hours) Phase Duration (hr) Evacuation Travel Speeds (mph) 

Cohort Population 
Fraction 

Delay to 
Shelter* 

Delay to 
Evacuation 

Total 
(Depart 
time) 

Early 
(DURBEG) 

Middle 
(DURMID) 

Early 
(ESPEED) 

Middle 
(ESPEED) 

Late 
(ESPEED) 

1 
0 to 10 miles 
Schools .172 0.25 1.25 1.5 0.25 2 20 15 20 

2 
0 to 10 miles 
Early Evacuees  .2 0.5 0.5 1 1 2 20 15 20 

3 
0 to 10 miles 
General Public .517 1 2 3 0.25 3 5 2 20 

4 
10 to 20 miles 
Shadow .3 2 2 4 0.25 6 20 15 20 

5 

0 to 10 miles 
Special 
Facilities .006 0 5 5 3 2 2 5 20 

6 
0 to 10 miles 
Evacuation Tail .1 3 3 6 2 2 2 5 20 

7 

10 to 20 miles 
General Public .552 

6 4 10 2 18 2 1 20 
20 to 30 miles 
General Public .852 

8 

10 to 30 miles 
Special 
Facilities .043 0 20 20 1 10 1 1 20 

9 
30 to 40 miles 
Shadow .2 6 6 12 1 6 15 5 20 

10 
10 to 30 miles 
Evacuation Tail  .1 10 20 30 10 2 1 10 20 

11 
30 to 40 miles 
Shelter in Place .795 NA NA NA NA NA NA NA NA 

12 

0-40 miles  
Non-evacuating 
Public .005 NA NA NA NA NA NA NA NA 

*Delay to shelter is from the start of the accident (i.e. OALARM set to zero)  
 
For this evacuation model, the hotspot relocation is 5 rem at 26 hours and normal relocation is 1 
rem at 38 hours.  The plume’s initial release for these sequences begins between 8 and 18 
hours after accident initiation.  The assumed inability of the licensee to halt this release is the 
basis for expecting decision makers to expand the evacuation.  Sequences that develop rapidly 
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could challenge ORO resources to assess radiological conditions beyond the evacuated areas 
and delay relocation of affected people.  In this evacuation model, hotspot relocation does not 
begin until 26 hours after the release arrives, in order to account for the relatively earlier release 
and the evacuation of the public from the 10-30 mile area (which is expected to take as long as 
24 hours).   
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APPENDIX B:  A QUALITATIVE RISK COMPARISON OF SPENT FUEL 
STORAGE STRATEGIES 

 
B.1 Introduction 
 
In Staff Requirements Memorandum (SRM) M120607C, dated July 16, 2012, the Commission 
directed the staff to conduct a comparative assessment of the results of the Spent Fuel Pool 
Study (SFPS) against previous studies of the safety consequences associated with loading, 
transfer, and long-term storage in dry cask storage systems (DCSS).  Since the SFPS only 
includes a consequence study of certain seismic events, it is necessary to create a step-by-step 
model that can be used to compare safety consequences associated with the various stages of 
onsite spent fuel management.  As part of the response to this SRM, this analysis (1) defines 
several fuel storage strategies to be compared, (2) develops a structure for calculating the 
difference in risks between these strategies, (3) identifies what relevant information exists, and 
(4) identifies what new information may be needed. 
 
B.2 Spent Fuel Storage Strategies 
 
For the purpose of studying this issue, two distinct spent fuel storage strategies commonly 
considered are defined: (1) current practice and (2) expedited transfer of spent fuel into dry 
storage.  A large amount of variation exists in current spent fuel storage practices at various 
sites.  Expedited transfer strategies, if implemented, would also be expected to vary 
considerably from site to site.  Rather than attempting to bound all of the practices that are or 
may be implemented at various sites, this appendix will focus on the key elements of spent fuel 
storage strategies covered by existing risk analyses.  Current practice generally consists of 
loading casks only when the pool, in a high density configuration, is nearly full.  Just enough 
casks are loaded to maintain the capability to unload one full core into the pool.  Expedited 
transfer of spent fuel into dry storage involves loading casks at a faster rate for a period of time 
to achieve a low density configuration in the spent fuel pool (SFP).  The expedited process 
maintains a low density pool by moving all fuel cooled longer than 5 years out of the pool. 
 
B.3 Spent Fuel Storage Stages 
 
The risks associated with spent fuel storage will vary throughout the lifetime of a plant site and 
will depend on how the fuel is stored, and in what quantities.  To analyze the lifecycle risk of 
spent fuel storage at a plant site, this appendix defines five fuel storage stages, beginning with a 
low-density pool approaching high density and ending with the final core offload being loaded 
into casks.  The current practice strategy will not include the expedited transfer stage defined 
below. 
 
Stage 1 consists of the fuel being offloaded into a low-density pool that eventually reaches high 
density.  It is assumed that no casks are loaded during this stage as is generally industry 
practice.  Stage 2 is when the pool is full in a high-density configuration and only as many casks 
are loaded as necessary.  Stage 3 is during the expedited transfer period when the amount of 
cask loading is increased so as to decrease the inventory in the SFP.  Stage 4 begins when 
expedited loading has been completed and the pool has returned to a low-density configuration 
and a lower rate of cask loading.  Stage 5 begins when the reactor is permanently shut down 
and the last core is offloaded to the SFP.  Stage 5 ends when all fuel has been placed in dry 
cask storage. 
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B.4 Risk of Spent Fuel Storage 
 
This section presents generalized equations for the risk of spent fuel storage.  These equations 
will serve as a guide to a subsequent discussion of the relative risk between storage stages and 
what drives the changes in risk. 
 
The total annual risk of storing spent fuel during any stage can be expressed as the sum of the 
risk from the SFP and the dry casks.  This can be expressed as, 
 

R = Rcasks + Rsfp 
 
where: R  = annual risk of spent fuel 

Rcasks   = annual risk of loading and storing fuel in dry casks 
Rsfp  = annual risk of the spent fuel pool 

 
The risk from loading and storing each dry cask is assumed to be constant and only dependent 
on the number of casks loaded or stored.  The total risk of loading and storing casks is given by, 
 

Rcasks = rcask,load * Nload + rcask,store * Nstore 
 
where: rcask,load  = risk per cask loaded 
 Nload  = number of casks loaded per year 

rcask,store  = risk per cask in storage 
Nstore  = number of casks being stored 

 
Section 1.5 of the SFPS report provides an overview of contributors to SFP risk.  The majority of 
SFP risk is thought to emanate from a loss of water from a leak or a boiloff.  The risk from the 
SFP can then be characterized as the frequency of fuel uncovery multiplied by the 
consequences of the accident.  The uncovery frequency is the sum of the frequency of uncovery 
from cask drops, seismic events, and other initiators.  The frequency of a cask drop damaging 
the pool and leading to uncovery is the product of the number of casks loaded, the probability of 
a drop, and the probability of pool damage and uncovery given a drop.  This value is given by, 
 

Rsfp = (Nload * Pdrop * Pdamage + Fseismic + Fother) * Cuncovery 
 
where: Pdrop  = probability of a cask drop per cask loaded 
 Pdamage  = probability of a dropped cask leading to fuel uncovery 
 Fseismic  = frequency of uncovery from seismic events 

Fother = frequency of uncovery from sources other than cask drops  
and seismic 

 Cuncovery = consequences of fuel uncovery 
 
The SFPS provided a detailed analysis of the consequences, Cuncovery, for a particular site and a 
calculation of Fseismic for seismic bin 3.  To fully calculate Fseismic, seismic bin 4 would need to be 
analyzed as well.  The SFPS did not analyze other initiators for pool accidents that contribute to 
SFP risk. 
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From: Harmon, Curran, Spielberg + Eisenberg LLC (ADAMS Accession No. ML13225A397) 
 
75) Comment:  
 

“Prior to publication of the Draft Consequence Study, NRC’s technical credibility on the pool-
fire issue was low. Over a period exceeding three decades, NRC had published bad 
analysis and hidden other analysis behind a veil of secrecy. Moreover, NRC failed to 
conduct sophisticated modeling and supporting experiments that could have resolved 
technical issues central to pool-fire risk, despite having an appropriate capability prior to 
1990.” 
 
NRC Response: 

 
This study provides updated, publicly available consequence estimates of a representative, 
postulated spent fuel pool severe accident from a beyond-design-basis earthquake under 
high-density and low-density loading conditions.  MELCOR is the NRC's best estimate tool 
for severe accident analysis, and it has been validated against experimental data.  Section 
6.1.1 of the report details the modeling approach used for this analysis.  The study relied on 
specific SFP models that have been integrated into MELCOR over the past 10 years.  
These models are supported by experimental data (e.g. new air oxidation kinetics as 
documented in NUREG/CR-6846). In addition, MELCOR was validated against NRC-
sponsored zirconium fire experiments conducted at Sandia National Laboratory (see 
NUREG/CR-7143).   Please see the response to Comment #83 for additional discussion on 
the use of MELCOR in the study. 

 
The NRC conducted the SFP security assessments in a manner consistent with their 
sensitivity. The sensitive unclassified and classified analyses were made available to the 
Advisory Committee on Reactor Safeguards, the Government Accountability Office, and the 
National Academy of Sciences.  None of those entities expressed concern with the 
classification of the SFP security assessments. 

 
76) Comment: 
 

“NRC’s Draft Consequence Study seeks to create the appearance of being a 
comprehensive assessment of the risk of a pool fire. That image is conveyed by the 
structure of the Study, by the way the Study is described in its Foreword, Abstract, and 
Executive Summary, and by unequivocal statements that high-density spent-fuel pools 
protect public health and safety. In fact, the Study’s scope is narrow. As a result, the Study’s 
examination of pool-fire risk is incomplete, and cannot support the broad, unequivocal 
findings that the Study presents. This disjunction between the apparent and actual scope of 
the Study is misleading. Moreover, in specific instances, the Study is misleading and is 
designed to support pre-determined conclusions.” 
 
NRC Response: 

 
The staff made clear throughout the report, (including in its Foreword, Abstract and 
Executive Summary), that the analysis and results are specific to a beyond-design-basis 
seismic event at a reference plant spent fuel pool connected to a boiling water reactor with a 
Mark I containment. For example,  Chapter 2 of the report lists, in detail, the key limitations 
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and assumptions of the study, and states that the study is a limited-scope consequence 
study rather than a full PRA.   

 
77) Comment: 
 

“Pretence of considering low-density storage: The Study does not consider the risk 
implications of reverting to low-density, open-frame racks. Instead, NRC misuses the phrase 
“low density” in order to create a false impression of the Study’s scope. This pretence 
reflects pre-determined conclusions based on a “feeling”.” 
 
NRC Response: 

 
The comment does not specify how the phrase “low density” was misused, and the staff had 
no intention of creating a false impression of the study’s scope. Section 6.2 of the report 
describes in text and diagrams the staff’s modeling of high density and low density racking.  
The comment correctly states that the study did not look at open-frame racks.  This was 
made clear in the report at  page 23, that "to get the full benefit of low-density racking, BWR 
fuel would likely need to have the channel boxes removed."  Note that, for the reference 
plant, the BWR fuel assemblies channel boxes would impede crossflow even with open-
frame racks. 

 
78) Comment: 
 

“Limited consideration of water-loss scenarios: The Study focuses its analysis exclusively on 
water-loss scenarios involving total drainage. By so doing, the Study ignores a substantial 
part of the pool-fire risk. For example, the Study makes no effort to determine how the 
presence of residual water could affect fuel ignition. Extrapolation of Study findings indicates 
that consideration of this issue would substantially increase the estimated risk.” 

 
NRC Response: 

 
The study considered the consequences of a very large earthquake at the reference plant. 
As discussed in Section 4 of the report the structural analysis for this event predicted the 
liner tear to be at the bottom of the pool for two leak sizes with a range of draindown times.  
This provided the boundary condition for the accident progression analysis. 
Please also see response to Comment #66. 
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79) Comment: 
 

“Limited consideration of initiating events: The Study considers only one type of initiating 
event – an earthquake. That narrow focus reflects a pre-determined conclusion that 
earthquake is the dominant contributor to the risk of a pool fire.” 
 
NRC Response: 

 
The study is focused on an earthquake because it is the event shown by past studies to 
dominate spent fuel pool risk. (See NUREG-1353 and NUREG-1738) 

 
80) Comment: 
 

“No consideration of attack: The Study ignores the potential for an attack on a pool and/or 
adjacent reactor to initiate a pool fire. Yet, the probability of an attack with a substantial 
likelihood of success is at least equal to the probability of the severe earthquake that the 
Study does consider. Thus, the Study significantly under-estimates pool-fire risk.” 
 
NRC Response: 

 
Please see NRC response to Comment #17 

 
81) Comment:  
 

“No analysis of risk linkages among pools and reactors: The Study identifies the potential for 
risk linkages, but does not properly analyze them. For example, the Study does not analyze 
a situation in which onsite radioactive contamination and other impacts of a reactor core 
melt would preclude mitigating actions that might prevent a pool fire. Yet, the probability of a 
core melt at an adjacent reactor is at least equal to the probability of the severe earthquake 
that the Study does consider. Thus, the Study significantly under-estimates pool-fire risk.” 
 
NRC Response: 

 
The possibility that a concurrent reactor event may preclude operator actions is part of the 
motivation for the "unmitigated" cases analyzed in the study.  Section 9.4 presents 
sensitivity calculations to show the importance of the reactor building in the progression of 
accidents in the SFP and the source term from a concurrent reactor accident. More explicit 
treatment of multi-unit issues between SFPs and reactors is being pursued under the NRC’s 
comprehensive site Level 3 PRA project discussed in SECY-11-0089. The NRC staff does 
not agree that the study significantly under-estimates pool-fire risk. 

 
82) Comment:  
 

“Misleading statements regarding mitigating actions: The Study concedes that its analysis of 
the feasibility of mitigating actions is very limited. Yet, the Study makes unequivocal 
statements about this feasibility. Some of those statements are misleading, and reflect pre-
determined conclusions.” 
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NRC Response: 

 
The NRC staff had no intention of making misleading statements regarding the feasibility of 
mitigating actions.  The uncertainty with the feasibility of mitigating actions is part of the 
motivation for the “unmitigated” cases analyzed in the study. The study reports in Section 6 
both "mitigated" and "unmitigated" scenarios to show the effectiveness of mitigation.  The 
assumptions regarding mitigation are discussed in Section 5.3 and Section 5.3.2 details the 
rationale for reporting the unmitigated results.  The study treats situations where deployment 
of mitigation is either successful or not successful, considering only portable pumping 
equipment since the study assumes that the normal ac-powered systems are likely to be 
unavailable.  As Chapter 8 explains, the Human Reliability Analysis (HRA) studies the 
human performance elements of mitigation along with binning scenarios based on ac and dc 
power assumptions. But the HRA does not include a system failure analysis for the 
equipment (such as water tanks or the fire header).  These types of failures are subsumed 
by the cases without successful deployment of mitigation. 

 
83) Comment: 
 

“In the Study, NRC employs the MELCOR code to model phenomena related to a pool fire – 
including heat transfer, cladding ignition, and fire dynamics. MELCOR findings are 
significant to NRC’s estimation of pool-fire risk. Yet, the validity of MELCOR in this context, 
and the appropriateness of NRC’s input assumptions, have not been tested through a 
process of open scientific inquiry. There are significant issues that should be addressed 
through such a process, including MELCOR’s simplified treatment of radiative heat transfer.” 
 
NRC Response: 

 
This response discusses both the validity of the MELCOR code for SFP analysis, and some 
of the input assumptions and results of the accident progression in the reviewer detailed 
comments (see ADAMS Accession No. ML13225A397) . 

 
MELCOR is the most widely-used regulatory severe accident code in the world.  It 
represents the current state of the art in severe accident analysis, and has been developed 
through NRC and international research performed over the past three decades. In addition 
to domestic use, the code is provided by NRC to international organizations through bilateral 
agreements under the Cooperative Severe Accident Research Program (CSARP).   

 
MELCOR has been benchmarked against many experiments including separate and integral 
effects tests for a wide range of phenomena.  Any new application of MELCOR requires 
targeted assessment of the code.  The SFP models in MELCOR have been developed over 
the past 10 years, and are supported by experimental validation.  The air oxidation kinetics 
models in MELCOR for zirconium-based alloys (including Zirlo and M5) are based on the 
research sponsored by NRC and documented in NUREG/CR-6846.  The MELCOR model 
does not make assumptions about the temperature at which a zirconium fire is initiated, but 
rather relies on experimental data (see Section 6.1.1) to correlate the timing of breakaway 
oxidation.    The generalized thermal radiation model (between any groups of assemblies 
modeled as individual rings) was developed to have flexibility in the modeling of the spent 
fuel assemblies, so no need exists for the assumption of a “cylindrical” geometry. MELCOR 
provides a best estimate prediction of fuel heat up considering all the heat transfer 
mechanisms such as radial radiation between assemblies, convective cooling by steam and 
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air, radiation and convective heat transfer to the pool liner, and heat transfer from the 
exposed fuel assemblies to an underlying water pool.  

 
MELCOR was used in the zirconium fire experiments (see NUREG/CR-7143) and the 
predictions showed good agreement with data for the initiation and propagation of zirconium 
fire.    The publication of experimental results in NUREG/CR-7143 (including code to code 
comparisons) as well as the present study and review by the Advisory Committee on 
Reactor Safeguards supports the adequacy of MELCOR’s use for this purpose. 

 
The main focus of the present report was on progression of severe accidents following a 
loss of coolant inventory in a SFP, resulting in high temperature oxidation of cladding (and in 
some instances large scale melting and relocation of the assemblies) and associated 
release of fission products.  Uncertainties in modeling of the accident progression (e.g., 
hydrogen combustion, radiative heat transfer) have been considered as part of sensitivity 
studies showing a range of fission product release.  The model limitations (e.g., lack of a 
cladding deformation model) are documented in the report.  In some instances, these 
limitations are not expected to change the results significantly.  For example, in OCP3, the 
code calculates large scale zirconium fire and fuel degradation, and release from the fuel.  
However, in OCP4, temperatures remain below 700 C (see Figures 52-55 in the report 
reproduced as Figures VII-2 and VII-3 by the reviewer). 

 
For the layout of the assemblies in the pool (see Figure 44 in the report reproduced as 
Figure VII-1 by the reviewer), this is a stylized assumption regarding the 1x4 loading pattern 
for both the high density and low density pool to compare the consequences.  In fact, as 
stated in the report, the reference plant employs a 1x8 arrangement.  This is a valid 
assumption since there is relatively less variation in the decay heat of the older assemblies 
and it was appropriate to group all the older assemblies in a few computational rings since 
the risk from the zirconium fire is dominated by the hot fuel.  For the study, individual 
assembly data were provided by the licensee that were subsequently used for an inventory 
calculation using the computer code SCALE.  The breaking up of the freshly discharged fuel 
(284 assemblies) into two rings was to account for the variations in decay heat of the 
individual assemblies with different burnups based on the actual assembly data as 
discussed in Section 6.1.5.  The calculations in the present report were for a specific SFP 
with pre-arranged fuel loading pattern.  This fact is acknowledged in the report in Table 15 
and in Section 9.3.  Even though the specific time requirement for achieving the 1x4 
arrangement is not publicly available information, the sensitivity calculations presented in 
Section 9.3 show that somewhat higher releases are expected in OCP1 and OCP2 for a 
contiguous fuel pattern, and the large releases for 1x4 in OCP3 are comparable to OCP2.  
The objective of this study was not to provide a detailed analyses for spent fuel pools, but  to 
provide a detailed accident progression analysis for a specific pool with additional sensitivity 
calculations to offer insights on releases from different loading patterns. 
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84) Comment: 
 

“In the Study, NRC has erected an elaborate superstructure of analysis on a weak 
foundation of basic knowledge about pool-fire phenomena. This superstructure culminates 
in a regulatory analysis. As discussed in paragraph VIII-2, above, the findings emanating 
from this superstructure lack scientific credibility and are misleading. Thus, the design of the 
Study is fundamentally and irredeemably flawed.” 
 
NRC Response: 

 
As summarized in Chapter 1 of the report, the NRC has been studying SFP risk for many 
years, including the performance of zirconium fire experiments and MELCOR benchmarking 
(NUREG/CR-7143). The NRC team conducting the study included senior engineers in each 
of the key technical areas (seismic, structural, severe accident, consequence analysis, and 
probabilistic considerations). 

 
The statements above that the study lacks “scientific credibility” and that its design is 
“fundamentally and irredeemably flawed: are not supported by the Advisory Committee on 
Reactor Safeguards (ACRS), which the NRC views as an independent body. In the ACRS 
letter recommending that the study be published (ML13198A433), the ACRS stated in part: 

 
• The SFPS has been performed in a thorough and systematic manner, and provides 

a state-of-the-practice assessment of the consequences of a beyond-design-basis 
seismic event on the spent fuel pool in a reference boiling water reactor containing 
either high-density or low-density fuel loading. 

• The SFPS provides sound approaches, tools, and insights for a broader evaluation 
of the consequences of severe seismic events on spent fuel pools of different 
design and will be valuable in determining whether expedited transfers to dry cask 
storage systems (DCSSs) produce substantial safety benefit for U.S. BWRs and 
PWRs. 

 
85) Comment: 
 

“The Study addresses an issue that is significant in terms of public health and safety. This 
significance is illustrated by the Study’s finding that a pool fire could lead to long-term 
displacement from their homes of more than 4 million people. Thus, citizens deserve a much 
better analysis of pool-fire risk than the incomplete, misleading work presented in NRC’s 
Draft Consequence Study.” 
 
NRC Response: 

 
The possibility of a zirconium fire does not contradict a finding of low risk. Risk is the product 
of likelihood and consequence, and can only be evaluated by considering both of these 
components. Moreover, the potential that beyond design-basis events might lead to a 
radiological release does not contradict a finding of reasonable assurance of adequate 
protection.    

 
Five Japanese nuclear power plant sites with a combined total of 20 reactors and 20 SFPs 
were subjected to severe ground motions from two major earthquakes in the past 6 years 
(i.e., March 11, 2011 Tohoku and July 16, 2007 Niigataken Chuetsu-Oki earthquakes). The 
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operators of these 20 SFPs reported no water leakage from the pools after these 
earthquakes. 

 
86) Comment:  
 

NRC’s Draft Consequence Study should be scrapped. 
 
NRC Response: 

 
See response to Comment 84. 

 
87) Comment:  
 

“In addressing the pool-fire issue, NRC should focus its initial attention exclusively on 
establishing a solid technical understanding of phenomena directly related to a potential 
pool fire. To do this, NRC would start with a clean slate and use the best available modeling 
capability backed up by experiment. This modeling and experimental work would be done 
according to scientific principles.” 
 
NRC Response: 

 
Starting with a “clean slate” would ignore 35 years of accrued knowledge as summarized in 
Chapter 1 of the report. Please also see the response to Comment #83. 

 
88) Comment: 
 

“the Study proceeds to make unequivocal statements about the feasibility of mitigation. For 
example, in addressing the potential for a boil-off scenario of water loss, the Study says that 
the probability of mitigation failure extending for 7 days is “negligible”.43 That statement is 
based on no analysis, and reflects a pre-determined conclusion. NRC ignores, for example, 
the possibility that radiation fields and other onsite impacts of a reactor core melt could 
preclude mitigation for an extended period.” 
 
Footnote 43: Barto et al, 2013, page 175. 
 
NRC Response: 

 
The study analyzed scenarios with and without successful deployment of mitigation that 
reasonably characterizes the range of possibilities. Please also see the NRC response to 
Comment #6 
 
 


